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SPECIFICATION 

TO ALL WHOM IT MAY CONCERN: 

BE IT KNOWN THAT I, William B. Duff, Jr., a citizen of the United States of America 

and a resident of Odessa, Texas, have invented certain new and useful improvements in a 

METHOD AND CIRCUIT FOR USING POLARIZED DEVICE IN AC APPLICATIONS 
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METHOD AND CIRCUIT FOR USING POLARIZED DEVICE IN AC APPLICATION 

This specification claims the benefit of provisional application Serial No.: 60/174,433, 

entitled "Method and Circuit for Using Polarized Device in AC Applications," filed: January 4, 

2000. 

TECHNICAL FIELD OF THE INVENTION 

The present invention generally relates to the use of polarized electrical charge storage 

devices in AC applications. In particular, the present invention relates to biasing polarized 

devices, such as polarized capacitors with a DC potential for uses in general AC applications. 

10 BACKGROUND 

Capacitors are used for a variety, of purposes including energy storage, signal coupling, 

:$ motor starting, power factor correction, voltage regulation, tuning, resonance and filtration. In 

series and shunt implementations, there are many operational advantages, both transient and 

steady state, for implementing capacitors in general AC networks. 

- 15 Network efficiency is increased with power factor improvement, during transient 

conditions. Transient applications of series capacitors include voltage surge protection, motor 

starting, current limiting, switching operations and the like. Series capacitors can moderate the 

effects of AC network faults and other transietconditions. For example, low power factor 

transient currents are associated with magnetic inrush currents due to motor starting, transformer 

20 inrush and fault currents. Series capacitance improves the overall power factor and network 

voltage regulation during these transient conditions. Series capacitor banks also demonstrate a 

degree of current limiting due to the series impedance of the capacitor. This reduces fault 

currents and thus reduces generator, transformer, switchgear, bus and transmission line size 

requirements. The capacitor in series with the fault acts as a current limiting device. Tuned 

25 circuits composed of inductors and capacitors (LC circuits) are used for filtration. A high 

induction series version can dramatically increase network fault impedance by deliberately 

shorting out the capacitor bank. A series capacitor bank is typically coupled to a transformer. 

Transformer opposition to instantaneous current change combines with capacitor opposition to 
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instantaneous voltage change. These characteristics lead to greater instantaneous network 

voltage stability as a result of increased use of series capacitor banks. Secondary effects include 

voltage surge protection, demand factor improvement and voltage regulation. Instantaneous 

power transfer efficiency can be improved with proper capacitor use. While these many series 

S capacitor advantages are well known, and proven in the lab, unit cost and size requirements have 

prevented their general implementation. 

AC network steady state characteristics are also improved through the incorporation of 

capacitors. High capacitance, series applications impress a low steady state AC voltage on the 

capacitor. This is helpful when electrical transfer devices are used in conjunction with series 

10 capacitor banks. Electrical wave distortion is similarly reduced with increasing capacitance. 

Steady state series capacitor applications include motor running, filtration, power factor 

� \, correction, efficient power transfer, voltage boosting and the like. Series capacitor banks allow 

j induction generators to power induction motors, by providing the required magnetizin) 

for both devices. This can also improve the power quality, while reducing the cost of electric 

t15 grid alternative sources, emergency power supplies, mobile equipment and portable generators. 

t20 
I I 

Mechanical stress associated with bringing additional generation capacity, on line, to 

synchronous operation, can be moderated by the presence, of series capacitive coupling. 

The two major capacitor categories are polar and non-polar. There are many realizations 

of each category. Due to their uni-directional, forward biasing requirements, polarized 

capacitors are mostly used in DC and small AC signal applications. Polarized capacitors are 

widely used in DC filtering applications, such as output stages of DC power supplies. Audible 

frequency (music) amplifiers use a DC biased polarized capacitor to couple signals. Conversely, 

non-polarized capacitors are generally useful in both DC and general AC applications. 

Unfortunately, non-polarized capacitors�especially in series applications� are not well suited for 

119, 
many AC and DC uses due to their limitations in size, capacitance, weight, efficiency, energy 

density and cost. The use of undersized non-polar capacitor banks causes significant current 

waveform distortion and a large voltage drop across the capacitor, which results in energy losses 

and poor AC voltage regulation at the AC load. 
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Conversely, polarized capacitors, as well as other polarized electric charge storage 

(PECS) devices, have a low cost per unit of capacitance, as well as smaller mass and dimensions, 

as compared with nonpolar capacitors. These characteristics favor their use over non-polarized 

capacitors. They also exhibit a relatively low series AC resistance at power frequencies. 

5 However, they may only be effectively operated with positive "forward" voltages relative to their 

positive and negative poles. A reversed voltage of any significant magnitude causes the 

capacitor to short, which usually results in an explosion that can be comparable to that of a hand 

grenade. In fact, with solid tantalum capacitors, this short circuit failure mode includes 

spontaneous combustion. Thus, polarized capacitors, for the most part, have not been amenable 

10 for general AC applications. 

Figure 1 models the normal operation of a polarized aluminum electrolytic capacitor as 

well as circuit bias voltage mode. The model consists of 

series inductor 101, series resistor 102, parallel resistor 103, zener diode 104 and polarized 

capacitor 105. Zener diode 104 models the forward and reverse shorting condition present when 

915 the impressed voltage exceeds a reverse bias voltage of 1.5 Volts or a forward bias condition of 

appr of the capacitor. Inductor 

101 is suitable for modeling the self-resonant frequency of the capacitor. The series resistor 102 

models the (small, mQ) equivalent series resistance (ESR) measured in capacitor operation. The 

parallel resistor 103 models the (large, Mfl) equivalent parallel resistance measured in capacitor 

20 DC leakage current phenomenon. In low frequency operation, forward biased voltage within the 

device working voltage conditions will allow signal current flow through the directional 

capacitor 105. Reverse bias conditions will occasion a short through diode 104. 

The capacitor will suitably operate continuously between zero volts and the rated 

working DC voltage. A reverse bias voltage of up to about 1.5 volts DC to a rated forward bias 

surge voltage defines the outer limits of appropriate transient use of the capacitor. Capacitor 

operation outside this wider voltage envelope will cause short circuit conditions. There is 

typically a third, higher impulse voltage parameter. Excessive forward voltage on the capacitor 

will cause a reverse current flow through zener diode 104. This electrical behavior is 

schematically modeled by depicting a zener diode 104 in parallel, but with opposite polarity 

30 alignment than the polar capacitor. Shorting through diode 104, in either direction permits 
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excessive current, heat buildup, which eventuates capacitor failure. This is why a single 

polarized capacitor fails in normal AC operation. 

Figure 2 depicts a simple circuit realization 250 that illustrates a typical prior art use of a 

DC biased polarized capacitor in a small AC signal coupling application. This circuitry is 

5 commonly used as a laboratory exercise for undergraduate analog electronic students and is 

employed in multi-stage amplifiers. Circuit 250 includes an AC signal source 255 superimposed 

upon a DC bias voltage source 260, a capability of lab power supplies. The AC signal is coupled 

to the load 266, while the DC bias voltage is blocked by and positively biases a polarized 

capacitor 262. The capacitor and DC bias voltage are selected so that the superimposed AC and 

10 DC voltages are at all times within the proper voltage window. The AC source output section 

conducts the entire DC power source output, and vices versa. As the AC signal increases in 

magnitude relative to the capacitor rated DC working voltage, waveform distortion in the form of 

clipping occurs. Thus, the lowest waveform distortion occurs for small AC signals. The 

magnitude of the bias voltage is typically on the order of half the rated capacitor DC working 
i 15 voltage. The fidelity of AC waveform transfer improves as the magnitudes of the AC voltage 

signal, and the AC current are decreased. 

A non-polarized capacitor 264 is shown in parallel with the polarized capacitor 262 for 

"polishing." Non-polarized polishing capacitors may be used for fine-tuning resonance, 

adjusting capacitance to curcjitito,  reducing ESR, adjusting bandwidth, improving waveform 

t120 transfer, flattening the frequency response and improving other such application specific aspects. 

The capacitance of the polarized capacitor 262 typically Ta exc-e�e4 that of the polishing 

capacitor 264 by approximately two orders of magnitude. The non-polarized polishing capacitor 

works to reduce distortion of the signal. 

Figure 3 shows Circuit 300, which includes AC source 305, anti-series polarized 

25 capacitors 312, 314, collectively referred to as 310 and AC load 320. The polarity marks, above 

the caps, show an instantaneous forward bias condition of capacitor 312 and a simultaneous 

reverse bias condition of capacitor 314, which occurs during a positivQpase of AC source 305. ------------
(Of course, the polarities would be reversed during the negative phase.) 

1643251.1 

-5-



-: 

Anti-series configurations of polarized capacitors will operate transiently, or in current 

limited applications. Such a conventionglyimle ticonfiopeploits the 

previously described internal zener diode-like behavior. It is typically used in single-phase 

motor starting applications and is plagued by overheating and short life due to reverse bias 

5 shorting. When capacitor 312 is forward biased by the AC source, capacitor 314 is reverse 

biased and shorts the half wave current to the load 320. On the next half wave, capacitor 314 is 

forward biased while capacitor 312 is shorted. This conventional anti-series configuration is 

notable for a DC bias condition, which oscillates on a sub-cycle (half cycle) basis. 

With reference to Figure 4, U.S. Pat. Nos. 4,672,289 and 4,672,290 to Ghosh teach an 

10 improved scheme for implementing anti-series, polarized capacitors in AC environments. 

Circuit 460 is shown in Figure 4. Circuit 460 includes polarized capacitors 462, 464 and diodes 

466,468 in series with AC source 461 for driving AC load 470. Anti-series symmetrical 

polarized capacitors 462,464 are in parallel with oppositely aligned anti-series diodes 466, 468. 

In operation, a parallel "shunt" diode (466, 468), clamps the maximum instantaneous negative 

L’l 15 voltage across each capacitor, which protects each polarized capacitor from being excessively 

reverse biased. The Ghosh circuit provides external discrete diodes to shunt the reverse currents 

away from each capacitor. The internal zener diode-like behavior is reduced. This reduces the 

heat build-up in the capacitors and extends thefrepoctdiife. 

Unfortunately, however, this shunting diode solution has certain material drawbacks. 

20 Each capacitor polarity is subjected to the full AC voltage, across the assembly, for one half of 

the AC waveform. Thus for a short circuit, motor starting, transformer inrush or similar 

condition, the entire AC source tension is impressed across the terminals, of each anti-series 

capacitor, and diode assembly, with a 50% duty cycle. No volt divider is present. Thus, the 

realizable AC ripple voltage is limited to available diode voltage ratings, for a given level of AC 

signal distortion. Jn addition, each polarized capacitor is subjected to a low voltage, reverse bias 

condition approximately 50% of the time. The diodes distort the AC network voltage waveform. 

Moreover, the self-biasing circuitry is not amenable to diode current limitation. These are 

problems in the steady state condition, due to heat loss, current waveform distortion and diode 

size requirements. These are even more significant problems for semiconductors in transient, 

30 fault, magnetizing inrush, resonance and/or starting applications. The entire circuit current 
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4-A &-/7 
passes through each diode with a 50% duty cycle in both the steady state and the transient case. 

This results in a significant heat loss through the diodes. Also, the self-bias DC voltage 

oscillation perturbs the system ground reference and further adds to the heat dissipation. AC 

signal distortion is present due to clipping as a result of inadequate DC bias voltage relative to 

the AC signal size. The energy required for capacitor charge reformation per half cycle is a 

further energy loss. In addition, this prior art solution is not suitable for use with other polarized 

charge storage devices such as many electrochemical batteries. 

Furthermore, the circuit exhibits an absence of economy of scale for increased current 

requirements. If the capacitor bank amperage rating is doubled, so too must the diodes, heat 

10 sinks and the like. This constitutes a major capital expense in high current AC applications. If 

additional series diodes are required to increase the realizable voltage level, the additional diodes 

must have the same ainpacity as the existing diodes. The forward voltage drop of, each existing 

diode, is matched, by the forward voltage drop of, each additional unit. Thus, power loss and 

heat generation increase proportionally. Also, the dead-zone about zero, of each diode, is 

15 multiplied, by the number of diodes in series. 

This waveform distortion, due to the anti-series dup1acemcn, e.g., in the Ghosh 

circuit, and the internal zener diode behavior in the conventional anti-series arrangement is thus 

gctab.. In addition, the Ghosh and conventional circuits have an ongoing osciyffec 

on the system DC ground reference. These problems make the conventional and Ghosh devices 

20 unsuitable for general AC applications. These two technologies operate outside of the small 

signal regime wherein AC voltage distortion can be minimized. 

With reference to Figure 5, German Patent No. DE440 1955 to Norbert discloses a circuit 

500 for using polarized capacitors in transient AC applications. As taught by Norbert, circuit 

500 is designed to be primarily a phase shifter for starting single-phase asynchronous motors. 

25 The circuit 500 is composed of AC source 501, anti-series pair 502, resistor 503, diode 504, 

inductive load 505 and switch 506. Diode 504 and resistor 503 are permanent’y connected to the 

AC voltage source 501 or alternately to a different negative voltage source. After a latency 

period with switch 506 open, the diode/resistor combination will gradually forwardly bias the 

capacitor pair. The Norbert circuit preconditions the capacitor for proper starting of the AC load, 
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Figure 29 shows a 120:240 Volt single-phase system of the present invention, wherein a 

single PECS device in each leg serves as part of an anti-series capacitor configuration. 

Figure 30 shows a DC bias source using a single rectifier in an antiseries PECS device 

configuration of the present invention suitable for continuous operation. 

5 DETAILED DESCRIPTION 

Overview 

Figure 6A shows ideal circuit 600, which conceptually illustrates an embodiment of the 

present invention. Circuit 600 includes AC source 605 connected in series with an anti-series, 

polarized capacitor pair 610 and load 620, which is driven by AC source 605. Polarized, anti-

10 series capacitor pair 610 includes polarized capacitors 612 and 614 connected in an anti-series 

relation to one another. As shown in Figure 6A, capacitors 612 and 614, are each suitably and 

forwardly biased with DC voltages 616,618 so that a net positive potential is continuously 

impressed across each capacitor thereby allowing them to be used in general AC applications. 

Each DC biasing voltage is large enough in connection with each capacitor’s operational 

- 15 AC voltage share to compensate for the worse case negative AC swing. The positive swing of 

the AC voltage superimposed on the DC bias voltage is similarly less than the capacitor’s rated 

working voltage. The forced, continuous DC bias condition eliminates the prior art 

disadvantages of intractable heat loss, short life, signal distortion and/or an oscillatory DC bias 

voltage condition. Thus, when the proper DC bias condition is maintained and the AC voltage 

20 and current are small relative to device tolerances, this circuit is suitable for steady state and/or 

transient AC operation. The details of the DC bias superposition circuitry are omitted for 

simplicity in this drawing but will be addressed in greater detail below. There are many circuit 

realizations suitable for establishing and maintaining the proper DC capacitor bias condition. 

The DC sources for biasing anti-series, polarized capacitors may be derived from any suitable 

25 scheme including both regulated and unregulated sources. Alternatively, note that instantaneous 

active biasing is practical and can increase life of polarized capacitors. 

Circuit 600 exploits the DC blocking characteristics of the capacitors 612, 614. DC 

voltages 616, 618 are impressed upon the terminals of the two polarized capacitors. For the 
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purposes of this discussion, it is assumed that a symmetrical DC bias voltage is impressed. For 

simplicity sake, it is also assumed that capacitors 612 and 614 are equal in capacitance to one 

another. However, these conditions are not required for the present invention. In this 

embodiment, the value of each DC bias voltage is at least one half of the absolute maximum (not 

5 RMS) peak-to-zero AC voltage across the anti-series pair of capacitors. This is one quarter of 

the impressed peak-to-peak voltage magnitude. To account for component variation and 

maintain the small signal regime, the applied DC bias voltage would be increased somewhat. 

The DC bias voltages do not adversely affect the AC operation of the circuit. This provides 

proper forward biasing, and permits continuous operation without the AC voltage distortion, 

10 capacitor reverse biasing, diode forward conduction, component heat build up, DC reference 

voltage oscillation and premature failures characteristic of prior art applications. 

- In an ideal configuration, the DC bias sources are electrically isolated from (or 

., independent of) the AC source. Accordingly, no instantaneous DC bias voltage or current will 

disturb the connected AC network in this ideal case. In addition, no harmonic or sub-harmonic 

4’ 15 distortion would be imparted to the AC network, by either the capacitive AC current path, or the 

. bias source. Moreover, this DC bias source exhibits infinite bi-directional AC impedance and 

zero DC resistance. Similarly, the AC current path through the polarized capacitors exhibits zero 

bi-directional AC resistance and infinite DC resistance. The AC and DC voltages are present in 

accordance with the principle of superposition. Thus the AC/DC interface causes no 

20 electromagnetic disturbance to each other, or to adjacent electrical equipment. The polarized 
U., 

capacitors can be considered to be the DC load for the DC power supply in both the AC transient 

and the AC steady state case. 

The simplicity of circuit 600 is informative. It serves, mainly to illustrate that polarized 

capacitors can be directly employed in AC networks, and serve as an AC voltage divider. This 

constitutes an elegantly simple realization of polar capacitor use in AC networks, and provides 

heretofore-unknown results. There is no possible AC electrical path but through the capacitors. 

Because the center node is biased relative to a fixed ground reference, the two alternate anti-

series realizations can be operated in parallel with each other, with suitable bias voltage. 
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Figure 6B depicts circuit 650. Circuit 650 is composed of AC source 652, polarized capacitors 

662, 664, inductor 668 and AC load 670. Inductor 668 physically separates the anti-series 

polarized capacitor pair 662,664. Note that the polarity orientation and DC bias voltage of 

capacitors 662, 664 is reversed from that shown in Figure 6A. The polarity marks above the 

5 capacitors indicate the continuous forward biasing of the capacitors. One can verify that in the 

steady state, the DC and AC voltages add to zero around the circuit. The steady state DC voltage 

across the inductor is negligible, thus the positive nodes of the capacitors have a virtually 

identical DC potential. Thus the DC junction node maintains continuity through the inductor. It 

is noted that AC source 652 and AC load 670 similarly physically separate the negative poles of 

10 the capacitors while remaining at the same DC potential. The AC source 652 is coupled to the 

AC load 670 by the LC circuit composed of capacitors 662, 664 and inductor 668. LC circuits 

are typically used as filters. The circuit AC parameters such as power factor, impedance and the 

like could be altered by adjustably controlling the inductance of the inductor. This could be 

accomplished by tap changing or shorting the inductor via a low resistance placed in shunt. The 

15 DC bias source details are omitted from the drawing for simplicity. This drawing serves to 

illustrate that AC circuit elements may separate forward biased anti-series PECS devices in an 

AC application. 

El 

Circuit Implementations 

4. Figure 7 shows circuit 750, which uses two explicit, identical DC voltage sources 774 

j 20 and 786. Each ungrounded DC voltage source positively biases a polarized capacitor 778 and 
U 782, respectively, through DC ground reference (AC blocking) resistor 788. Non-polar polishing 

capacitors 776, 784, are connected in parallel across polarized capacitors 778 and 782, 

respectively; to form corresponding capacitor sets 776/778 and 782/784. An AC signal is 

transferred from an AC source 772 through the capacitor sets to inductive/resistive load 790, and 

25 is conducted through the DC voltage sources output sections. The anti-series placement of the 

polar capacitors, together with the biasing, allows their use in this AC signal application. Both 

the AC source 772 output section and load 790 function as steady state DC short circuits, which 

allows the DC sources 774, 786 to bias the capacitor sets. The blocking resistor 788 provides a 

DC current path to the negative pole reference voltage level in this symmetrical, ungrounded DC 

30 biasing scheme. The resistor has sufficiently high AC impedance relative to the capacitors to 
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substantially appear as an open circuit to the AC signal. This circuit embodiment serves 2 S 
primarily to illustrate the use of symmetrically biased anti-series polarized capacitors, to transfer 

an AC signal. The principal of superposition is explicitly portrayed. It is noted that a single, 

non-biased, non-polarized capacitor, from AC source 772 to load 790 can be substituted for 

capacitors 776 and 784 for more effective AC signal transmission polishing. It should be noted 

that the entire AC signal passes through the output sections of the two DC power sources. The 

DC voltage is divided between the capacitors and resistor 788. Note that the system can be 

arbitrarily grounded at any single node. The DC bias voltage level can be set much higher than 

the AC signal size for good signal transfer fidelity (low harmonic distortion). 

10 Figure 8 depicts circuit 800, which is one embodiment of a circuit for implementing the 

present invention. Circuit 800 includes AC source 805, anti-series polarized capacitors 812, 814, 

diode 816, resistor 817, DC voltage source 818, and three-position switch 819. The two wings of 

the anti-series capacitors 812, 814 may initially be properly biased sequentially. With the 

depicted circuit configuration, and the switch in the center position (open), a durable DC bias 

15 voltage and a close approximation to an infinite AC impedance (an open circuit) is achieved. 

However, the initially charged DC bias voltage will deteriorate due to the corona effect, and 

: leakage currents through the capacitors. It is noted that the two wings maintain identical bias 

voltages and rates of charge decay. Thus, by throwing switch 819 back and forth, the capacitors 

812, 814 can maintain their charge. Note that the typical AC source is fed to the load by a 

20 transformer wind. When the circuit is engaged, and the battery switch is thrown to either wing, 

the bias voltage of both wings rises with respect to the center node. The rate of change of the 

two voltages is different, but both increase. Shortly, the two wings have equal DC bias voltages. 

One, familiar with the art, can easily verify, that the transformer wind (AC source 805) and load 

have acted as a steady state short circuit, to the DC bias voltage difference. When the switch is 

25 in a lateral position, some AC current flows through the DC source 818 (e.g., battery). This non-

ideality is unidirectional, temporary and dependent on the resistor 817 magnitude, capacitor, AC 

load and AC source parameters. In this case, an ideal circuit configuration works to any arbitrary 

degree. The switch is not necessary for circuit operation, but is useful to illustrate the principle 

of operation, and has utility for DC voltage source maintenance purposes. 
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Diodes in general (and diode 816 in particular) are an excellent realization of an high AC 

impedance, in the case of reverse flow, while allowing forward DC current to flow freely. Diode 

816 does not block the forward AC current half wave. Switch 819 may alternately be realized as 

a solid-state switch or as an electro-mechanical device. Switch 819 can link the DC voltage 

5 source 818 to the appropriate capacitor 812 or 814, continuously, for a given half wave, or can 

simply intermittently connect to either side. The relatively large resistor 817 (or inductor) 

effectively links the DC voltage source 818 to capacitors 812, 814 while blocking the AC signal. 

Other high AC impedance circuit elements can however be utilized. Thus, the DC bias source is 

composed of electrical switch 819, DC voltage source 818, resistor 817 and diode 816. The 

10 extremely low AC resistance and relatively low AC impedance of the capacitors will effectively 

shunt the AC current. When the electrical switch is open, the positive pole of the DC bias source 

is electrically isolated from the positive terminals of the capacitors. In a typical AC network, the 

neutral line is connected to the system ground. The negative terminal of the DC bias source is 

connected to the negative terminal of pàlarized capacitors 812, 814. The DC bias source and the 

15 two polarized capacitors are in DC shunt with each other and maintain a different DC voltage 

level at their negative terminals than the hot, neutral and (if present) ground of circuit 800. Note 

that due to the presence of transformer winds in typical AC sources, hot neutral and ground wires 

are substantially at the same DC potential. This electrical isolation of the negative terminal of 

the capacitors from the AC is emphasized by the fact that neither an open circuit or dead short in 

20 the AC source and/or AC load will have any effect upon the DC bias voltage impressed across iA 

the capacitors. Similarly a dead short may replace the DC voltage source with no effect upon the 

DC reference voltage level of the AC lines, or upon circuit operation until the capacitor charge 

dissipates. 

Figure 9 shows another circuit embodiment 900 of the present invention. Circuit 900 

25 includes AC source 905, anti-series polarized capacitors 912,914, DC voltage source 926, AC 

blocking diode 932, AC blocking resistors 934,935, and AC load 940. The AC neutral and/or 

ground path is omitted from this drawing for simplicity. From an AC perspective, resistors 934, 

935 are connected substantially in parallel across polarized capacitors 912 and 914 and for small, 

equal resistance values can correct AC volt division due to capacitor component variation. A 

30 positive DC bias is maintained across each polar capacitor with DC voltage source 926 through 

diode 932 and AC blocking resistors 934 and 935, which collectively function as the DC bias 
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source. The DC bias source is substantially in shunt with the capacitors. Note that AC blocking 

resistors 934, 935 are substantially in AC series, and for large resistance values, prevent any 

significant AC current from bypassing the anti-series capacitor 912, 914 path. The blocking 

resistors 934, 935 in series combination with diode 932 prevent significant AC current flow 

5 through the DC source 926. Any suitable resistor size, e.g., from less than 40 il to, greater than 

100 kfl would be suitable for resistors 934, 935. Thus the DC bias source for circuit 900 is 

composed of DC voltage source 926, diode 932, and resistors 934, 935. Additional resistance 

may be placed in series with the DC voltage source 926 and diode 932 to decrease AC current 

through the source. In the steady state, the DC voltage source 926 is substantially in shunt with 

10 capacitors 912, 914 with respect to DC for typical component values. The selected capacitors 

may require a voltage rating that is at least double the value of DC voltage source 926 to allow 

superposition of a like magnitude AC wave across the capacitors. 

If additional amps of AC current are desired, additional capacitors may be added in 

parallel across capacitors 912, 914. Additional biased anti-series capacitor banks, or series 

15 polarized capacitors joined in anti-series fashion, may also be added for increased AC current or 

voltage capacity respectively. A factor that will eventually limit the maximum Ampere rating of 

this scheme is the bias current requirements, that is, the power limits of the DC power supply. 

However, there is no intrinsic limit present in this case, as DC supplies can be constructed to any 

arbitrary size. Also, the DC power requirements are typically a small fraction of the AC power 

20 rating of the present invention. If DC voltage source 926 is avoltage-regulated source, 

electrochemical batteries in anti-series arrangement may be substituted for the capacitors 912, 

914. Several battery cells in series per wing will be required, and charge/discharge DC bias 

voltage windows considered, but the realizable capacitance gain is massive. Thus with simple 

application specific design steps, any PECS device may be adapted to use in this circuit. 

*25 As a practical matter, it is conventional within the art of electrical manufacturing to 

separately fuse banks of capacitors. This convention will likely be extended to separately bias 

and fuse the capacitor banks. 

Figure 10 shows a circuit 1000 illustrating another use of biased, polarized capacitors in 

an AC network. An adaption of the circuit of Figure 7, circuit 1000 provides a more practical 
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solution for general AC power generation, transmission and distribution. Circuit 1000 comprises 

AC source 1005, anti-series polarized capacitors 1009, 1023, non-polarized polishing capacitor 

1011, DC voltage sources 1013, 1027, AC blocking resistors 1015, 1025, 1017, and AC load 

1031. A DC bias source composed of DC voltage source 1013 and resistor 1015 is substantially 

S in shunt with polarized capacitor 1009. Similarly, a DC bias source composed of DC voltage 

source 1027 and resistor 1025 is substantially in shunt with polarized capacitor 1023. This 

circuit is similar to previously described circuits except that redundant DC biasing sources are 

connected directly in parallel across the polarized capacitors. This circuit has utility in general 

AC applications. Large impedance ( - kL) biasing (AC blocking) resistors 1015, 1025 allow 

10 DC biasing to occur while appearing as an open circuit for AC purposes. An inductor (or other 

AC open circuit device) may replace the biasing resistors 1015,1025. The large (W�M) 

blocking resistor 1017 maybe replaced by an open circuit. Similarly, blocking resistor 1017 

may be relocated between the center nodes of the DC sources and the PECS device center node. 

Figure 11 illustrates a capacitive power coupling arrangement 1100 utilizing a single 

1 15 electrically isolated DC power supply 1115 to provide the necessary, symmetrical, active DC 

tj bias voltage for continuous operation of polarized capacitors in a general AC network 

application. Circuit 1100 generally includes AC source 1105, anti-series polarized capacitors 

1112, 1114, DC voltage source 1115, blocking diode 1117, bias resistors 1119, 1121 and AC 

load 1130. Electrically isolated non-regulated DC voltage source 1115 is composed of an 

1 20 isolation transformer, full wave Diode Bridge and an output section of two inductors and a 

polarized capacitor 1124. The DC bias source consists of DC voltage source 1115, diode 1117, 

and resistors 1119, 1121. An optional and unnumbered resistor is shown in the DC bias source 

negative leg. The bias resistors 1119, 1121 and diode 1117 provide high AC impedance while 

allowing a satisfactory DC charging current to the polarized capacitors 1112, 1114. Diode 1117 

25 further prevents a back flow of DC current in the event of diode bridge failure in the DC power 

supply. The DC power supply output section consisting of inductors 1122, 1123, capacitor 1124 

as well as diode 1117 maybe omitted without compromising function. Capacitors 1112 and 

1114 constitute the steady state system DC load and are in shunt with respect to DC, but are in 

anti-series with respect to AC. The isolation transformer turns ratio within the DC power supply 

30 sets the DC bias voltage level and is operably connected to the AC source 1105. It is noted that 

1643281.1 

-18-



the DC reference voltage level of nodes A and B are substantially at the AC system ground, 

while node D is held below ground by the DC bias source. The electrical isolation of the DC 

voltage source from the AC source would allow either orientation of capacitors 1112, 1114 to be 

used. That is the capacitor positive poles could be connected at node D, provided the bias power 

5 supply polarity is reversed. In that case, the node D reference DC voltage would be above the 

AC system ground level. 

The power delivered to the AC load may be many orders of magnitude larger than the 

power requirement of the biasing power source. The AC source 1105 is assumed to include one 

or more inductive winds, e.g., from a generator or transformer. This provides a steady state DC 

10 short circuit. The superimposed AC wave and DC bias voltage should be less than the capacitor 

rated DC voltage, yet maintain positive biasing at all points in the AC voltage waveform. The 

magnitude of the DC bias voltage significantly exceeds the impressed AC voltage waveform 

magnitude to reduce harmonic distortion of the AC signal. The reference voltage level at point 

D, representing the negative capacitor poles, is maintained below ground in the single-phase AC 

15 system shown. It should be noted that the magnitude of the DC leakage current through the 

capacitors is minuscule. The DC voltage level of the AC source and AC load is taken to be 

virtually identical to the AC system ground. Thus, the polar capacitor negative connections are 

below system ground in, this realization. In addition, the polarity of the capacitors and DC bias 

source can be simultaneously reversed. This reversal would raise the polar capacitor positive 

20 

,25 

30 

poles above the ground reference but has no significant first order effect upon the AC power 

transfer. Moreover, multiple, parallel, circuits with unique (or alternatively, a common biasing 

voltage) can be employed. This demonstrates that negligible steady state DC biasing of the AC 

circuit occurs. The selection of anti-series orientation selection may be related to capacitor case 

grounding, safety, convention, cooling, transfer function and other secondary considerations and 

issues. 

The resistor 1119 connecting to node C, the resistor in the negative DC leg and resistor 

1121 provide instantaneous symmetrical DC biasing of the capacitors. It is noted that typical 

inductive and resistive AC loads and sources provide a DC short to the system ground. It is 

physically allowable to place the AC load, or alternately the AC source between the polarized 

capacitors. It is preferred that both sides of a load on/off switch (not shown) be resistively 
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connected to the DC bias source in this realization. This configuration provides a method for 

operating the AC source and AC load at different DC ground reference points. It is noted that 

until the resistors are connected to nodes A, D and C, the DC bias voltage source is completely 

independent of the AC system ground at node B. This is due to the AC isolation transformer and 

5 the full wave Rectifier Bridge. The necessary condition of continuous DC biasing can be 

supplied with half wave rectification, but V2 fundamental frequency harmonics are then injected 

into the AC network. 

An electrically isolated regulated DC power supply with or without battery can be 

employed where desirable. Similarly, the bias voltage can be coupled to the polarized, AC signal 

10 carrying capacitors with inductors or other low DC resistance, high AC impedance circuit 

elements. The output section of the DC voltage source 1115 as well as diode 1117 may be 

eliminated, allowing resistors 1121, 1119 and capacitors 1112, 1114 to serve as a simplified 

output section. 

Figure 12 illustrates circuit 1200, which generally shows a three-phase, three wire AC 

15 system incorporating an embodiment of the present invention with the DC biasing details 

omitted. Circuit 1200 includes three-phase source 1201 (shown in a Delta configuration), 

forwardly biased anti-series polarized capacitor pairs 1209A-1209C, and a three-phase AC load 

1211, which includes loads 121 1A-121 1C. For a properly biased, high AC impedance biasing 

system, this is an appropriate engineering approximation. The AC parameters of the biased polar ij 
20 capacitor assembly are sufficient for AC circuit analysis. It is clearly unnecessary to show DC 

details in AC circuit models for this purpose. Figure 12 is thus a three-phase version of Figure 

6A with the bias voltage indications omitted. The known characteristic of DC voltage blocking 

in capacitors renders biasing details unnecessary for AC circuit analysis. If desired, however, the 

DC bias voltage level of the system can be noted for safety and maintenance purposes. Note that 

25 this is shown as a series application. If the AC load shown is a current limiting device such as a 

30 resistor then this combined load becomes a shunt power factor correction device for other 

AC loads on either side of the source transformer. This device can be hard-wired or controllable. 

If the indicated load performs useful work, then power factor correction is accomplished without 

an increase in system Wattage. Any circuit capacitance constructed according to the process 
30 described herein Will substantially exhibit terminal characteristics of a non-polar capacitor as 
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seen from the AC source. The schematic is thus spared unnecessary detail in design, analysis 

and trouble shooting. The details of the polarized capacitor implementation can be referred to as 

necessary. An alternate schematic with reversed curves and lines could be used to show opposite 

capacitor alignment if desired. Other polyphasic configurations, including nine phase and the 

5 like can be similarly represented. It is noted that one could omit a capacitor antiseries pair, such 

as 1209B in the event network operating parameters required it. The negative poles of capacitors 

1209A, 1209C could still be biased below the level of the AC source and loads. 

Figure 13 shows a 3 phase, four-wire AC system with a 3 phase, electrically isolated, 

unregulated, DC power supply for capacitor biasing. The three phase DC power supply (DC 

10 voltage source) 1301 is used to forwardly bias polarized capacitor pairs 1309 pursuant to the 

present invention. Power supply 1301 generally includes transformer primary 1302A, 

transformer 
secondary 1302B, Diode Bridge 1303, chokes 1304 and 1305, and polarized 

capacitor 1306 and diode 1307 in this example. The DC power supply together with resistor 

1308, the diodes associated with nodes 4-10, and the diode, resistor combinations associated with 

15 nodes 1-3 comprise the DC bias source. Diode Bridge 1303 is a three phase, six pulse, full wave 

device. Diode/resistor series elements connect the DC power supply negative leg respectively to 

polarized capacitor center nodes 1,2 and 3 as shown. The DC power supply positive leg is 

connected via resistor 1308 and diodes 1310 (diode #s 4-10) to polarized capacitor nodes 4-9 and 

to the system neutral wire 10. The anti-series diodes 4 and 7 block AC current from the A leg, 

20 while DC biasing the anti-series capacitors through the above listed center node 1. The B leg 

and C legs are similarly DC biased. AC current is fed from the source to the load through the 

DC biased anti-series capacitors in the A, B and C legs. As shown the A, B and C legs of the AC 

source simultaneously feed the capacitors and the transformer primary. The vast majority of the 

AC power is delivered to the AC load. Other, polyphasic AC system capacitor coupling circuitry 

25 may be similarly realized. As indicated previously, the illustrated realization of the bias DC 

power supply is arbitrary. Particular applications may require alternate DC power supply 

realizations for optimal long-term performance. Typically in AC systems, neutral node 10 would 

be grounded at a single point via a hard ground, grounding resistor, inductor or capacitor. Note 

that the design electrical isolation characterizing DC voltage source 1301 loses some effect when 

30 connected to the AC source, polarized capacitors, AC load and system ground if present. 
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The primary side Delta transformer winds 1302A and the AC source (Wye, Scott Tee) 

winds provide redundant paths and mandate a unified system steady state DC reference voltage 

at nodes 4-10. Inductors 1304, 1305, diode 1307 and resistor 1308 prevent conduction of system 

(block) AC current through the DC power supply. The PECS device center nodes 1,2,3 are 

5 held at a lower DC potential by DC source 1301 providing for a substantially uniform PECS 

device DC bias voltage. This DC bias voltage magnitude is unaltered by the AC system 

grounding convention. Note that a single DC source is biasing the three PECS device pairs 

shown in 1309. These capacitor pairs are substantially in DC shunt, yet are in three separate AC 

legs. In fact, each wing of each capacitive pair is substantially in DC shunt with DC source 

10 1301. 

Figure 14 shows an alternative three phase, four wire AC system with a three phase, 

ungrounded, unregulated, DC power supply 1401 for biasing polarized capacitors 1409. In place 

of a diode manifold (1310) a resistive manifold 1410 is instead used in the illustrated 

embodiment. In a standard engineering approximation, order of magnitude differences in 

U 15 impedance are functionally similar to the previous circuit. The capacitive AC impedance is low, 

so that 500[Q] AC resistors will exhibit essentially the same terminal behavior, in a 
r] 

120:208[VAC], 60 Hertz system as the AC current blocking diodes of the previous circuit. This 

circuit exploits the milliOhm (me) ESR of the capacitors in shunt with the 500[] resistor 

connected nodes 1-10 to effectively direct the AC current through the capacitors rather than the 

20 DC circuitry under the convention that electricity follows the path of least resistance. All the 

components shown except 1409 compose the DC bias source in this example. An alternate 

method of biasing is used to illustrate that many such high AC impedance biasing schemes may 

be constructed to accomplish the ends of the invention. 

Figure 15 illustrates an alternate inductive method of biasing the polarized capacitors 

$25 previously shown in Figure 13 and Figure 14. Figure 15 is composed of series AC source, load 

and antiseries capacitors labeled 1509, three discrete three phase inductor coils and DC voltage 

source 1501. The DC voltage source positive leg is connected to output diodes P1 and P2, while 

the negative leg is connected to current limited diode with output Ni. Along these lines, it 

should be clear to those, familiar with the art that many additional biasing schemes are suggested 

30 herein. Note that output Ni is connected to the polar capacitor negatives via inductors at nodes 
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1-3 while P1 and P2 are connected to the capacitor positive poles 4-9, in this three phase, three- 2 -63 
wire (delta) AC system labeled 1509. Series resistive elements in the DC path may be added to 

further reduce AC current through the DC source. Also note that the rectifier isolation 

transformer is omitted from the schematic for simplicity. Properly selected, high impedance 

5 inductors or transformer coils can thus be used to couple the DC voltage source to the polarized 

capacitors while providing AC blocking utility. 

This phenomenon gives rise to a caution. A magnetic coil or small resistance, placed 

across a DC bias voltage creates a short. This may cause a destructive, reverse voltage condition 

across the polarized capacitors if care is not taken. Reverse polarity hazards are well known to 

10 those familiar with the art. For this reason, the normal course should be to use the polarized 

capacitor assembly as a unit. High pass, low pass, band pass and blocking filters, tied to the 

center node, should be attempted with extreme caution for these same reasons. 

Recall that motors and transformers have integral coils. Further recall that energy 

conversion equipment typically includes isolation transformers. Consider a distribution level 

15 transformer operating one or more AC motors, through the present invention, and other 

equipment in parallel. In this common case, inductor coils and resistor paths are present, on both 

the source and load sides of the capacitor bank. This is true for the hot lines for Wye, Scott Tee, 

High Leg Delta, Open Delta and Delta type connections, and for the neutral lines in the first 

three cases only. Also note that prevailing grounds in AC power systems are of the solid, 

9 20 resistance or inductive types. In the normal steady state operating mode, we thus have redundant 

DC bias paths to the conductors in typical single phase and polyphasic electrical networks. The 

internal nodes of the capacitor bank may be redundantly connected; however, due to the above 

condition, this will seldom be considered necessary for the external nodes. 

Figure 16 illustrates circuit 1600, which provides an implementation of the present 

25 invention suitable for a 120:240[VAC] single-phase system. This is the most common 

household AC power distribution scheme used in the United States. Note that an anti-series 

capacitor assembly 1609 is present in each hot leg, though a neutral assembly could be included. 

The capacitor assembly DC junction nodes are biased below system ground. The details of the 

DC power supply and AC current blocking are omitted from the schematic for simplicity. The 
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AC system ground, neutral and hot legs are equi-potential surfaces with respect to steady state 

DC. Polarized capacitors are available with discrete AC ripple current ratings. Parallel 

capacitors or capacitor assemblies may be required to realize arbitrary AC current ratings. 

Transient (impulse & surge) and/or steady state current parameters may be used to determine the 

5 number and design of polar capacitors required in a given application. Figure 16 shows a 

parallel assembly of capacitors constructed with each internal element in shunt The parallel 

connections may be hard-wired or controllable. The AC loads for such an application may be 

powered by two or three wire 120 VAC, or by two, three or four wire 240 VAC. The center 

wind of the transformer and the load neutral wire is solidly grounded in this circuit. 

10 Network parameters and goals such as resonance may be accomplished by switching in 

and out of banks of capacitors. This switching may be accomplished manually, electro-

mechanically, or by solid-state means. In many cases, (including without limitation aluminum 

electrolytic capacitors), capacitance, series resistance, AC impedance, service life, dissipation 

factor and the like, may also be controlled by means of ambient and core temperature regulation. 

15 These capacitor parameters and capacitor life expectancy vary with core temperature and can be 

tuned somewhat by deliberate temperature variation. 

It is desirable to maintain proper DC biasing of parallel units. It is also advantageous to 

provide high AC impedance and low DC resistance connections around the switching 

mechanism in the case of controllable switching units. Note also that the source transformer 

c: 

3 20 provides a redundant DC bias path to each branch of Circuit 1600, except for the DC junction 

nodes. The circuit of Figure 16 can be made less susceptible to cascade failure by separately 

fusing the DC bias path to the wings and center nodes, as well as the AC path of each PECS 

device in the 120[V] legs of the 240:120[V] output. The circuit of Figure 16 may further be 

converted to an AC current divider circuit by separating the outputs and, if desired the center 

nodes. 

J Figure 17 shows a simple representation of a high voltage realization of a 4n+ polarized 

capacitor and biasing circuit 1700. Circuit 1700 generally comprises AC source 1701, anti-series 

polarized capacitors 1702-1705 and AC load 1716 as well as the DC bias circuitry. The DC bias 

source consists of resistors 1706, 1707, 1708, 1713, 1714 and DC voltage sources 1709-1712. 
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Capacitors 1702, 1703 are in series, as are capacitors 1704, 1705. Capacitor pairs 1702, 1703 

and 1704, 1705 are joined in an anti-series AC configuration. They are also substantially in DC 

shunt with one another. Thus the DC charging current, leakage current and bias voltage see 

parallel, two-capacitor configurations. The AC signal however passes through what is 

effectively a series configuration of 4 capacitors. This point is significant in determination of 

maximum capacitor voltages when taking component tolerance or error into account This 

system can be extended to allow the construction of 6n+, 8n+ and higher voltage AC capacitors 

using polarized capacitors. It is noted that overall symmetry is maintained. In this particular 

implementation, the biasing voltage is explicitly externally divided. This is not essential but is 

10 illustrative only of one bias method. As is the case with other capacitor classes and types, the 

capacitors intrinsically act as a volt divider for both AC and DC within component error. A 

single DC voltage source or two DC voltage sources may be substituted with appropriate AC 

blocking devices and biasing considerations. Distribution resistors may be configured to provide 

suitable DC bias voltage division and improved AC voltage division across capacitors 1702-

15 1705. This resistive biasing network can reduce the effects of capacitor component tolerance 

differences. AC network impedance, capacitance, equivalent series resistance and the like can be 

altered via the switching in or out of one or more capacitors in series or parallel. Aluminum 

electrolytic capacitor cases, as typically constructed for heat dissipation reasons, may be at the 

voltage of the negative pole, rather than system ground, a matter requiring a degree of caution. 

20 One other area of interest is that an exploitable asymmetry is present with respect to volt division 

25 

9 

30 

of AC and DC. Scanning from top to bottom, three forward biased conditions exist. Like 

amounts of biasing conditions exist from bottom to top. Note that the same end of AC voltage 

sharing may be accomplished by two independent antiseries configurations of PECS devices as 

accomplished in this circuit with an anti-series configuration of series capacitors per wing. This 

alternate method provides for a lower DC bias voltage source and comprises a more extensive 

example of the principle of AC series topography concurrent with DC shunt topography. An 

example of the usefulness of the above observation, is that twenty five percent of the AC voltage 

impressed across the capacitor batik is present across any given capacitor. Within component 

tolerances and/or error, one can monitor the impressed AC voltage at a reduced voltage, and any 

electronics requiring biasing can be directly employed. 
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Series implementations of capacitors are avoided where possible in conventional 

electrical design. The primary reason is that two identical capacitors in series will exhibit half 

the capacitance of a single capacitor. This is a damning situation, with currently available AC 

capacitor technologies, due to the low level of capacitance economically realizable. This 

5 phenomenon is however insignificant, with the present invention. AC ripple current is normally 

the limiting parameter, of the present invention, rather than capacitance. The present invention 

provides an overabundance of capacitance herein via the use of PECS devices. 

Figure 18 illustrates yet another realization of a circuit 1800 of the present invention. 

Circuit 1800 uses a variable DC voltage source 1801, whose value is proportional to the AC 

10 voltage across anti-series capacitor pair 1809, for forwardly DC biasing capacitor pair 1809. 

This ensures that anti-series capacitor pair 1809 remains sufficiently forwardly biased based on 

the size of the applied AC signal. The primary side, of the small isolation transformer shown; is 

energized by the voltage, across the mechanically anti-series capacitor assembly 1809. Note that 

the transformer primary side acts as a DC short to the capacitor positive poles. As discussed 

15 elsewhere herein, any inductor exhibits this physical characteristic. A primary to secondary 

:1 transformer ratio of between 1:1 and 2:1 is suitable for l(t) or 3(I) implementations of the 

depicted circuit. A full wave diode bridge, with filter, is coupled to the secondary side of the 

transformer. The electrically isolated, filtered output is then snubbed into the anti-series 

capacitors as a DC voltage supply. Resistor 1803 and diode 1802 serve as an AC blocking 

20 device and a DC bias connection from the capacitor DC junction node m to the negative pole of 

the DC voltage supply. As the capacitor AC voltage drop (impressed voltage) increases the DC 

bias voltage will increase. If the AC voltage drop across the capacitor decreases, the bias voltage 

will begin to slowly decay. Thus, this configuration has a feedback feature, and dynamically 

responds to a need for an increased DC bias voltage. A loading resistor 1804 is shown in shunt 

2.5 with the AC load. This is a pre-loading resistor and is widely used to improve voltage 

regulation, by those who are familiar with the art. This bias of Figure 18 can be used to provide 

continuous forward bias for both capacitor wings. It is suitable for handling transient AC system 

resonant biasing requirements if the component ratings are appropriate. Various 

implementations may include resistance in the positive DC bias leg. Note that in many 

30 applications a redundant DC bias supply may be desirable. An effort to reduce component count 
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is an object of the electrical design of Figure 18. An analogous system may be constructed 

wherein DC electrical isolation is provided by capacitors. 

Figure 19 shows a capacitor AC induction (or split phase) motor using a PECS device 

implementation of the instant invention. AC source 1904, switch 1902, PECSD pair 1903, and 

5 motor (stator) winds 1900, 1901 are shown. DC bias circuitry and rotor details are omitted. 

Motor wind 1900 is connected to forwardly DC biased anti-series capacitor assembly 1903. 

Motor (stator) wind 1901 is in shunt with the 1900, 1903 assembly. Switch 1902 is closed to 

connect the AC source 1904. Split phase (and/or capacitor AC induction) motors provide 

starting torque and a rotating field. The series combination of 1900, 1903 produces a unity or 

10 slightly leading power factor. This will cause the currents through coils (motor winds) 1900 and 

1901 to be out of phase by approximately 900. There is no need to disconnect the motor wind 

1900 in that the instant invention is suitable for continuous duty. This 90° phase shift can cancel 

or reduce the 120-Hertz mechanical vibration (pulsation) characteristic of single-phase motors. 

et 

Alternately the motor wind 1901 can be disconnected following startup. Either method can be 

j15 used to configure a circuit, which is arbitrarily close to resonance during steady state and/or 

startup. 

. ’ Figure 20 shows tuned resonant series LC circuit 2000, composed of inductor 2001 and 

PECS device pair 2002 of the instant invention. Solid state (single sided static) switch 2003 

composed in this drawing of anti-parallel thyristors (SCRs) is in shunt with 2002. Resistor 2004 

20 depicts the steady state load. Series and/or parallel combinations of inductors and capacitors are 

typically referred to as LC circuits in the trade and are widely used for filtration purposes. DC 

bias details are omitted for simplicity. When a circuit fault condition is established by the 

closing of switch 2005, the current detector (torus) 2006 detects a rapidly increasing current. 

Alternately, a voltage sensing mechanism, ground fault detection or alternate methods can be 

employed to detect network fault conditions. This signal is operably connected to the solid state 

switch, via commercially available circuitry. When the static switch shorts the PECS device 

2002 of the instant invention, the resonant band pass circuit of 2002 becomes profoundly 

inductive and current limiting. Commercial solid state switch response time is sub-cycle. Note 

that a switch similar to 2003 might be placed substantially in shunt across inductor 2001. This 

30 would provide the ability to tune steady state AC network parameters by shorting out the excess 
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inductance. Similar tuning and detuning mechanisms may be constructed for shunt LC circuits 

and hybrid designs. 

Figure 21 depicts assembly 2100, which includes four polarized capacitors 2101 through 

2104 mechanically suspended by non-conducting vertical strips 2111 and 2112, connected to 

conductors 2107, 2108. Capacitors 2101 and 2102 are in shunt via negative post conductor 2105 

and conducting heat exchanger 2107, as are capacitors 2103 and 2104 connected by conductors 

2106 and 2108. Positive pole capacitor busing and bias circuitry details are omitted for 

simplicity. For this example polarized capacitors with integral base bolts are selected for their 

heat conduction capabilities. Conductor 2107 is at essentially the same potential as conductor 

2lO5 and the cans 2101,2102. Similarly 2108 and 2l06 and cans 2lO3,2l04 are atavirtual 

short in most commercially available large can electrolytic capacitors. The liquid dielectric (oil) 

level is above the conductors 2107 and 2108 for heat dissipation without the requirement of 

electrical connection considerations. The oil level may be raised above the capacitor cases to 

maximize electrical touch safety if dry connections and clear capacitor pressure vents are 

maintained. Mechanical tubing of a simplified external heat exchanger 2109 is shown. The 

simple design reveals a method of providing electrical isolation and temperature regulation for 

the steady state operation of PECS devices. The life expectancy of PECS devices and the 

capacitive parameters can be varied by the adjustment of the oil temperature. Electrical safety is 

provided by the insulating characteristics of the liquid dielectric and the insulating fasteners. 

The term ’liquid dielectric’ is not intended to exclude insulation and heat regulation via gaseous 

or solid dielectrics with temperature conduction, convection, radiation and/or phonon 

transmission capability, and is illustrative rather than limiting. Various insulating fastening 

mechanisms and methods of maintaining good electrical contact in oil baths are familiar to those 

in the trade. An insulating cap, boot, seal, sleeve or vent exhaust tube and/or dry connection 

methods and products such as ’chico’ and silicon are examples. This same end of enhanced 

cooling and electrical safety may be accomplished by increased airflow in a touch safe enclosure 

such as ingress protection IP-20 inside specifications. Integral heat exchanger designs may be 

used at 2107, 2108 and the enclosure to further enhance heat transfer efficiency. Note that the 

external heat exchanger 2109 may be connected to various heating and/or cooling mechanisms, 

such as water baths or heat pumps. The preferred implementation varies with the device power 

level, ambient temperature, optimal capacitor parameters, touch-safety and like considerations. 
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In addition PECS devices and PECS device combinations may be constructed with multiple 6 
electrical polarities exposed to human touch for heat conduction reasons, via the can or Z 
alternately via heat exchanger enhancements. These designs add to the touch-safety issues, and 

further increase the utility of temperature regulation in combination with electrical contact safety 

considerations. Various manufacturing techniques employing ’can within a can’ designs, various 

states of matter, mass transport and the like are expected to have significant utility in heat 

regulation for implementations of the instant invention. Similarly, direct insertion of a heat 

exchanger element into the capacitor case is feasible when electrical insulation design 

considerations are employed. 

10 Figure 22 shows circuit 2200 composed of AC source 2201, autotransformer 2202, 

resistor 2203, rectifier 2204, switch 2205, polarized capacitors 2206, 2207 and AC load 2208. 

Autotransformer 2202 adjusts the system AC voltage to the charging circuitry composed of 

ti resistor 2203 and diode 2204 at other than the system AC voltage. An optional loading resistor 

2209 connects capacitor 2206 to the charging circuitry. The charging circuitry will maintain the 

15 polarized capacitors at any arbitrary DC bias voltage until the load is engaged. It is also possible 

to achieve continuous operation capability by the use of a half wave or full wave Rectifier Bridge 

and other such methods. Alternate methods of achieving electrical isolation suitable for 

maintaining a continuous DC bias voltage across the polarized capacitors may be used. This 

system may be redesigned to provide DC electrical isolation by connecting the autotransformer 

20 to the AC power supply via two capacitors. It is further noted that the two capacitors may be an 

lI anti-parallel set of PECS devices. This method has capabilities in energy conversion 

applications such as rectifiers and inverters. The circuit may be self-biasing, that is without the 

requirement for control circuitry. This circuit primarily illustrates the use of an autotransformer 

in bias circuitry to achieve a selected bias voltage level. One may include tap changers, 

5 controlled rectifiers and the like to regulate the DC bias voltage level. 

Figure 23 shows AC source 2301, polarized capacitors 2302, 2303, controllable rectifier 

2304, current limiting resistor 2305, loading resistor 2306, switch 2307 and load 2308. The 

controllable rectifier, such as an IGBT, transistor, cut off SCR or the like can be gated on or off 

to control the level of DC bias voltage. Half wave rectification is caused when AC current flows 

30 through capacitor 2302, rectifier 2304 and current limiting resistor 2305. The high impedance 
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pre-loading resistor 2306 may be omitted. This circuit has the capability to build up and 

maintain a regulated capacitor bias charge, without over charging the capacitors. The details of 

the rectifier control circuitry are omitted, as such control circuits are available commercially and 

the design techniques are familiar to those in the trade. It is noted that this configuration will 

operate in the small signal regime, and is of use in transient and/or steady state operation. It is 

further noted that an uncontrolled rectifier (diode) can be substituted for 2304. The circuit will 

establish and maintain a DC bias voltage across capacitors 2302, 2303 substantially equal to the 

peak to zero voltage magnitude of AC source 2301. The steady state DC current through resistor 

2305 is essentially equal to the DC leakage current of capacitors 2302, 2303. 

Figure 23A depicts a simplified circuit 23 to more clearly reveal the charging mechanism. 

The circuit elements are reordered to cut to the chase. When the controllable rectifier 2304 is 

gated on, one half wave, or a portion thereof causes a rectification current and charge build up 

across the capacitor 2302. Resistor 2305 or a similar device serves to reduce the transient (DC 

bias charging, half wave) current, and leaves the load (not shown) engaged. No significant 

steady state AC current flows through resistor 2305. 

Figure 24 shows AC source 2401, zener diode 2402, diode 2403, polarized capacitors 

2404,2405, blocking diode 2406, blocking resistor 2407, optional resistor 2408, switch 2409, AC 

load 2410 and inductor 2411. This is a non-controlled version of the circuit of Figure 23. The 

zener diode 2402 in anti-series with the diode 2403 and inductor 2411 will limit the capacitor 

bias voltage without the use of control circuitry. A portion of the excess DC bias voltage is 

conducted and dissipated through the zener diode 2402, diode 2403 and inductor 2411. It is 

noted that this configuration may sacrifice the ability to operate in the small signal regime, 

depending on selected component values. Also note that inductor 2411 may be replaced with a 

resistor or other suitable AC blocking. DC dissipating component. 

Figure 25 shows circuit 2500, consisting of AC source 2502, polarized capacitors 2512, 

2514 and AC load 2520. Also shown is DC bias source composed of resistors 2503, 2505, 2507, 

2509, diode 2521 and DC voltage source 2522 which functions even when the AC source or load 

are switched out of the circuit. The DC bias source establishes and maintains a forward bias 

voltage across the capacitors 2512, 2514. The resistors 2503, 2505, 2507,2509 and diode 2521 
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will evenly distribute the DC voltage across the capacitors and prevent any significant AC 

current from bypassing the capacitors. It is noted that any single node of this circuit may be 

operably connected to a system ground. In this illustration, the AC load and the AC source will 

operate at different DC reference voltages. 

5 Among other things, this circuit drawing illustrates that a configuration of anti-series 

PECS devices (polarized capacitors 2512 and 2514 in the drawing) can have more than one DC 

junction node. A first DC junction node, which includes AC devices 2507, 2509 at the positive 

capacitor connections, is coupled to the AC load, and a second DC junction node, which includes 

AC devices 2503, 2505, at the negative capacitor connections is coupled to the AC Source. The 

10 circuit further reveals that the capacitor orientation may be arbitrarily depicted as positive to 

positive, negative to negative, or with separating AC devices without having a first order 

influence upon AC power transfer in an ungrounded application in that the DC considerations 

have little relation to AC power transfer. 

Figure 26 depicts circuit 2600, composed of AC source 2602, AC load 2622, and 

15 polarized capacitor pairs 2604, 2606 and 2608, 2610. The associated DC bias circuitry is 

powered by DC voltage source 2618 and conducted by series diode 2621 and series resistor 2619 

and the associated distribution resistors 2605, 2615, 2603, 2607, 2609, 2611, 2613, and 2617. It 

is noted that resistors 2605, 2615 maintain a uniform DC voltage at the positive DC nodes of 

capacitors 2604,2606 and 2608, 2610. Similarly the negative DC nodes of the capacitors are 

20 held at a common DC reference voltage by resistors 2603, 2607, 2609, 2611, 2613, 2617. Diode 

2621 and resistor 2619 serve to block AC current from passing through the DC voltage source 

2618. Point A shows the connection point to the upper bias circuitry. Properly selected resistor 

values may serve to reduce the effects of capacitor component variation in AC volt division. 

Circuit 2600 illustrates the use of a single low DC voltage source to bias two anti-series 

polarized capacitor pairs, which are arranged in a series fashion. Each of the capacitors is 

arranged substantially in DC shunt with the DC voltage source and the other capacitors. It is 

apparent that three or more anti-series capacitor pair, in a series configuration could be similarly 

biased by a single low voltage source with an appropriate bias voltage distribution network. 
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Figure 27 shows circuit 2700 including AC source 2702, isolation transformer 2704, and 

anti-series polarized capacitors 2706, 2708. Also included is a DC biasing source composed of 

thyristor bridge 2709-2715, coils 2717, 2719, bias resistors 2723-2729 and filter capacitor 2721 

connected to the positive voltage pole of capacitors 2706, 2708 via node X. Not shown is a 

5 similar AC blocking connection of the DC negative output to the negative poles of capacitors 

2706, 2708. The rectified output wave is filtered by inductors 2717,2719 and polarized 

capacitor 2721 and conducted to DC load 2730. A small portion of the available DC power is 

used to forwardly bias capacitors 2706,2708 when appropriate AC blocking devices connect the 

capacitor negative poles to the DC voltage source negative pole. This configuration illustrates 

10 the DC blocking feature of polarized capacitors in an AC application. Also shown is a method of 

putting the produced DC voltage to use in a common application, that of a battery charger or DC 

power supply. The anti-series capacitors are used to provide a DC voltage supply for general 

utility purposes. Alternately a separate DC bias source may be used to forwardly bias the 

capacitors. 

4  15 Figure 28 reveals circuit 2800. Circuit 2800 is assembled from three phase isolation 

transformers 2802, 2814 polarized capacitors 2804, 2806, 2808, DC source 2810 and resistor 

2811. Polarized capacitors 2804, 2806, 2808 are in an antiseries configuration analogous to the 

single-phase circuits of Figures 25, 27. The appropriate forward bias voltage is impressed across 

capacitors 2804, 2806,2808 through the DC junction nodes that incorporate inductors 2802, 

20 2814. The DC bias source consists of an electrically isolated DC voltage source 2810 and series 

t resistor 2811. The DC bias source is directly in shunt with capacitor 2808 and substantially in 

DC shunt with capacitors 2804,2806. The inductor (transformer winds) on the prime side of 

2802 impresses the positive DC bias reference voltage to the positive sides of capacitors 2804, 

2806. Similarly the transformer wind of 2814A (the non-prime side) connects the negative 

15 capacitor poles to the negative pole of the DC bias source. Redundant DC bias sources may be 

used to increase design robustness. This drawing teaches a DC shunt arrangement using a single 

polarized capacitor in each hot leg of a polyphasic AC system. As shown this system is 

compatible with, but does not require a single point ground for operation. A similar wiring 

arrangement could be used in a motor generator combination. This circuit further teaches a 

30 polyphasic AC anti-series configuration and method for continuous forward DC biasing. 
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Figure 29 shows circuit 2900, which is a single-phase 240:120 VAC single-phase 

network commonly used in U.S. residences. Circuit 2900 is composed of AC source 2902, AC 

source transformer 2904, polarized capacitors 2906, 2908, 2910, DC source 2913, AC blocking 

resistor 2911 and AC loads 2912, 2914, 2916, 2918. The capacitor antiseries arrangement in 

5 circuit 2900 is composed of a single polarized capacitor in each leg. The DC bias source 

composed of DC voltage source 2913 and AC blocking resistor 2911 is in shunt with polarized 

capacitor 2910 and substantially in shunt with polarized capacitors 2906, 2908 by way of the 

transformer winds and AC loads. Note that AC loads 2912, 2914 are powered by 120 VAC, load 

2916 by three wire 120:240 VAC and 2918 is powered by two wire 240 VAC. This circuit 

10 illustrates an alternate anti-series capacitor configuration than shown in Figure 16. Note that the 

source transformer secondary or the neutral node connected to the positive pole of capacitor 

2908 and loads 2912, 2914, 2916 may be grounded. Note that in this configuration, both sides 

can not be simultaneously grounded. The ground loop would short the DC bias voltage. Note 

that AC circuit elements separate the polarized capacitors in this antiseries PECS device 

�15 configuration and act as steady state DC short circuits. This teaches another example of a DC 

junction node incorporating AC circuit elements within the DC capacitor coupling. 

Figure 30 shows circuit 3000, a single phase AC circuit using a single diode to establish 

and maintain the DC bias voltage impressed across an anti-series capacitor pair. Circuit 3000 is 

composed of AC source 3001, source transformer 3003, antiseries capacitor pair 3013, 3015, AC 

20 load 3020, and DC bias circuitry including polarized capacitor 3005, rectifier 3007 and resistors 

3009, 3011. Rectifier 3007 and resistors 3009, 3011 will charge capacitors 3005, 3013, 3015 and 

substantially block AC current in the steady state. Details of the connection between resistor 

3011 and AC load 3020 are omitted for simplicity. The DC power supply is suitable for 

continuous operation but does not provide full wave rectification. The small steady state DC 

’power requirements of the polarized capacitors render this a very useful and economic design. 

The primary side of AC source transformer 3003, and AC source 3001. will of course see no DC 

from the secondary side. The reflected harmonics due to half wave rectification will cause little 

AC source difficulty due to the tiny steady state bias power load relative to the AC load. Figure 

30 teaches a simple circuit implementation suitable for continuous operation. 
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Design Considerations 

A primary design consideration is the selection of polarized electrical charge storage 

(PECS) device technology and configuration. The DC voltage range constraints must be 

considered in detail. For example industrial nickel-cadmium (Nicad) electrochemical batteries 

5 have a nominal voltage of 1.2 Volts per cell. The cells may operate with equalize charging and 

final discharge voltages of 1.7 and 1.0 Volts per cell respectively. The design voltage range 

would typically be 1.05� 1.5 Volts per cell. The number of battery cells selected would then be 

consistent with the component and/or system AC voltage and/or resonant AC voltage as 

appropriate. The AC ripple current allowed by the battery cells would be used to determine the 

10 number of parallel battery cells and/or strings required for the AC application. A regulated 

battery-charging device would then be selected to appropriately maintain the electrochemical 

battery in a charged state. Each polarized electrical charge storage device, or combination of 

devices would require analogous DC system voltage design steps that are familiar to those 

� knowledgeable in the trade. A more detailed description of design steps for aluminum 

� j 15 electrolytic capacitors is provided herein. 

Waveform transfer fidelity is important, and is enhanced markedly by staying within the 

small AC signal regime. The instant invention is configured to stay within this regime to any 

arbitrary degree. 

The typical limiting design parameter, of the present invention, in circuit applications is 
L 

20 the allowable AC ripple current. Both steady state current and transient load current should be 

considered. The ripple current can be considered, for most purposes, to be the allowable 

displacement current, in the present invention. Computer grade, capacitor nominal data is based 

on 120 Hertz. The frequency response, ripple current, de-rating factor, for a typical computer 

grade capacitor, operating at 60[Hz] is 0.8. The present invention provides abundant capacitance 

- to spare. Thus, it is possible to reduce the AC current through a given capacitor to any arbitrary 

value. This is accomplished by the simple expedient of increasing the number of polar capacitor 

assemblies in parallel. The shunt capacitors will further decrease the AC impedance and can be 

used as a load voltage-regulating mechanism when adjusted in real time. 

1643231.1 

-34-


