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Search query (2): [SP]: 1. a method for surface decontamination of a prefilled container in secondary packaging, comprising: applying vaporized­hydrogen peroxide to 
the surface of the prefilled container in secondary packaging allowing vaporized­hydrogen peroxide to remain in contact with the prefilled container surface for a sufficient 
time to decontaminate the prefilled container surface and causing a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen peroxide, 
thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled container contains a drug product otherwise sensitive to 
sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents and gases. 2. the 
method of claim 1, wherein the prefilled container is a syringe containing a drug product otherwise sensitive to sterilization treatment by gamma radiation, sterilization 
treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents and gases. 3. the method of claim 1, wherein the prefilled container is a 
syringe containing a therapeutically effective amount of ranibizumab. 4. the method of claim 1, wherein sufficient time to decontaminate the surface of the prefilled 
container is determined by validation of treatment times and compared to a control standard. 5. the method of claim 1, wherein the post­decontamination measure 
includes applying a vacuum following the duration of treatment with vaporized­hydrogen peroxide, thereby reversing the direction of diffusion of vaporized­hydrogen 
peroxide and preventing intrusion of vaporized­hydrogen peroxide into the prefilled container. 6. the method of claim 1, wherein the post­decontamination measure 
includes applying ultraviolet rays following the duration of treatment with vaporized­hydrogen peroxide, thereby inactivating oxidative action of hydrogen peroxide vapors. 
7. the method of claim 1, wherein the post­decontamination measure includes gas plasma treatment. 8. a method for surface decontamination of a prefilled container in 
secondary packaging, comprising: presenting a prefilled container in a secondary package to an electron beam tunnel equipped with one or more tunable electron beam 
generators capable of variably generating low­energy beta radiation, and capable of oscillating electron beams such that a larger surface of the prefilled container is 
exposed to beta radiation during decontamination and applying an accelerator voltage of the one or more tunable electron beam generators to produce a sufficient 
amount of beta radiation to decontaminate the surface of the prefilled container, wherein the sufficient amount of beta radiation depends on the thickness of the 
secondary package and the thickness of the prefilled container, such that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled 
container shields the contents therein from beta radiation. 9. the method of claim 8, wherein the thickness of the wall of the primary packaging material is 20 or more 
times thicker than the thickness of the secondary packaging material, thus reducing the dose absorbed by the product in the container to less than 0.1 kgy. 10. the 
method of claim 8, wherein the prefilled container is a vial filled with a solution or solid otherwise sensitive to sterilization treatment by gamma radiation, sterilization 
treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents, gases or peroxide forming substances. 11. the method of claim 8, 
wherein the prefilled container is a syringe filled with a solution otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to 
steam, and sterilization treatment by exposure to vaporizing agents and gases or peroxide forming substances. 12. the method of claim 8 wherein the prefilled container 
is a syringe containing a therapeutically effective amount of ranibizumab. 13. the method of claim 8, wherein the penetration depth is measured by dosimetry. 14. the 
method of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose of beta radiation of at least approximately 
25 kgy to the container surface. 15. the method of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose of 
beta radiation yielding a 10­6 sterility assurance level of the outside of the container surface. 16. a system for decontaminating a surface of a prefilled container in 
secondary packaging, the system comprising: a sealed chamber and a control unit coupled to the chamber, the control unit configured to automatically (i) enable a 
vaporized­hydrogen peroxide to contact the surface of the prefilled container in the secondary packaging (ii) allow the vaporized­hydrogen peroxide to remain in contact 
with the prefilled­container surface for a predetermined time and (iii) cause a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen 
peroxide in the chamber, thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled container contains a drug 
product otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to 
vaporizing agents and gases. 17. a system for surface­decontaminating a prefilled container in secondary packaging, the system comprising: an electron­beam tunnel 
equipped with one or more tunable­electron beam generators, the tunable­electron­beam generators, configured to (i) variably generate low­energy beta radiation, (ii) 
oscillate the electron beams such that a larger surface of a prefilled container is exposed to electron beams and (iii) apply an accelerator voltage to produce a sufficient 
amount of beta radiation to decontaminate the surface of the prefilled container, wherein the sufficient amount of beta radiation depends on the thickness of the 
secondary package and the thickness of the prefilled container, such that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled 
container shields the contents therein from beta radiation. 18. a kit for decontaminating the surface of a prefilled container in secondary packaging in a sealed chamber, 
the kit comprising: an instruction for using the sealed chamber to (i) apply a vaporized­hydrogen peroxide to contact the surface of the prefilled container in the 
secondary packaging (ii) allow the vaporized­hydrogen peroxide to remain in contact with the prefilled­container surface for a predetermined time within the sealed 
chamber and (iii) cause a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen peroxide in the chamber, thereby preventing vaporized­
hydrogen peroxide from diffusing into the prefilled container. 19. a kit for surface­decontaminating a prefilled container in secondary packaging, the kit comprising: an 
instruction for (i) variably generating low­energy beta radiation to contact the surface of the prefilled container and (ii) produce a sufficient amount of beta radiation to 
decontaminate the surface of the prefilled container, wherein the sufficient amount of beta radiation depends on the thickness of the secondary package and the 
thickness of the prefilled container such that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled container shields the 
contents therein from beta radiation. 20. a system according to claim 16, wherein post­decontamination measure includes gas plasma treatment. 21. a kit according to 
claim 19, wherein post­decontamination measure includes gas plasma treatment. 22. the method of claim 1, wherein the drug product is a protein solution. 
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[SP]: 1. a method for surface decontamination of a prefilled container in secondary packaging, comprising: applying vaporized­hydrogen peroxide to the surface of
the prefilled container in secondary packaging allowing vaporized­hydrogen peroxide to remain in contact with the prefilled container surface for a sufficient time to 
decontaminate the prefilled container surface and causing a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen peroxide, 
thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled container contains a drug product otherwise 
sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents 
and gases. 2. the method of claim 1, wherein the prefilled container is a syringe containing a drug product otherwise sensitive to sterilization treatment by gamma 
radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents and gases. 3. the method of claim 1, wherein 
the prefilled container is a syringe containing a therapeutically effective amount of ranibizumab. 4. the method of claim 1, wherein sufficient time to decontaminate
the surface of the prefilled container is determined by validation of treatment times and compared to a control standard. 5. the method of claim 1, wherein the 
post­decontamination measure includes applying a vacuum following the duration of treatment with vaporized­hydrogen peroxide, thereby reversing the direction 
of diffusion of vaporized­hydrogen peroxide and preventing intrusion of vaporized­hydrogen peroxide into the prefilled container. 6. the method of claim 1, 
wherein the post­decontamination measure includes applying ultraviolet rays following the duration of treatment with vaporized­hydrogen peroxide, thereby 
inactivating oxidative action of hydrogen peroxide vapors. 7. the method of claim 1, wherein the post­decontamination measure includes gas plasma treatment. 8.
a method for surface decontamination of a prefilled container in secondary packaging, comprising: presenting a prefilled container in a secondary package to an 
electron beam tunnel equipped with one or more tunable electron beam generators capable of variably generating low­energy beta radiation, and capable of 
oscillating electron beams such that a larger surface of the prefilled container is exposed to beta radiation during decontamination and applying an accelerator 
voltage of the one or more tunable electron beam generators to produce a sufficient amount of beta radiation to decontaminate the surface of the prefilled 
container, wherein the sufficient amount of beta radiation depends on the thickness of the secondary package and the thickness of the prefilled container, such 
that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled container shields the contents therein from beta radiation. 9. 
the method of claim 8, wherein the thickness of the wall of the primary packaging material is 20 or more times thicker than the thickness of the secondary 
packaging material, thus reducing the dose absorbed by the product in the container to less than 0.1 kgy. 10. the method of claim 8, wherein the prefilled 
container is a vial filled with a solution or solid otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and 
sterilization treatment by exposure to vaporizing agents, gases or peroxide forming substances. 11. the method of claim 8, wherein the prefilled container is a 
syringe filled with a solution otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization 
treatment by exposure to vaporizing agents and gases or peroxide forming substances. 12. the method of claim 8 wherein the prefilled container is a syringe 
containing a therapeutically effective amount of ranibizumab. 13. the method of claim 8, wherein the penetration depth is measured by dosimetry. 14. the method 
of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose of beta radiation of at least approximately 25 
kgy to the container surface. 15. the method of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose 
of beta radiation yielding a 10­6 sterility assurance level of the outside of the container surface. 16. a system for decontaminating a surface of a prefilled container
in secondary packaging, the system comprising: a sealed chamber and a control unit coupled to the chamber, the control unit configured to automatically (i) 
enable a vaporized­hydrogen peroxide to contact the surface of the prefilled container in the secondary packaging (ii) allow the vaporized­hydrogen peroxide to 
remain in contact with the prefilled­container surface for a predetermined time and (iii) cause a post­decontamination measure to occur to reduce the presence of 
vaporized­hydrogen peroxide in the chamber, thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled 
container contains a drug product otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization 
treatment by exposure to vaporizing agents and gases. 17. a system for surface­decontaminating a prefilled container in secondary packaging, the system 
comprising: an electron­beam tunnel equipped with one or more tunable­electron beam generators, the tunable­electron­beam generators, configured to (i) 
variably generate low­energy beta radiation, (ii) oscillate the electron beams such that a larger surface of a prefilled container is exposed to electron beams and 
(iii) apply an accelerator voltage to produce a sufficient amount of beta radiation to decontaminate the surface of the prefilled container, wherein the sufficient 
amount of beta radiation depends on the thickness of the secondary package and the thickness of the prefilled container, such that beta radiation is allowed to 
penetrate the secondary package while the thickness of the prefilled container shields the contents therein from beta radiation. 18. a kit for decontaminating the 
surface of a prefilled container in secondary packaging in a sealed chamber, the kit comprising: an instruction for using the sealed chamber to (i) apply a 
vaporized­hydrogen peroxide to contact the surface of the prefilled container in the secondary packaging (ii) allow the vaporized­hydrogen peroxide to remain in 
contact with the prefilled­container surface for a predetermined time within the sealed chamber and (iii) cause a post­decontamination measure to occur to reduce 
the presence of vaporized­hydrogen peroxide in the chamber, thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container. 19. a kit 
for surface­decontaminating a prefilled container in secondary packaging, the kit comprising: an instruction for (i) variably generating low­energy beta radiation to 
contact the surface of the prefilled container and (ii) produce a sufficient amount of beta radiation to decontaminate the surface of the prefilled container, wherein 
the sufficient amount of beta radiation depends on the thickness of the secondary package and the thickness of the prefilled container such that beta radiation is 
allowed to penetrate the secondary package while the thickness of the prefilled container shields the contents therein from beta radiation. 20. a system according 
to claim 16, wherein post­decontamination measure includes gas plasma treatment. 21. a kit according to claim 19, wherein post­decontamination measure 
includes gas plasma treatment. 22. the method of claim 1, wherein the drug product is a protein solution. (Results 30)
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that is generally considered nonsporicidal. The process is capable of sterilizing with gaseous hydrogen peroxide at extremely low concentrations 
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mg/L and 55 degrees C. Apparatus is also disclosed for use of this process in "cold" sterilization of contact lenses. 
Classifications:  
International (IPC 8­9): A01N59/00 A61L12/08 A61L12/12 
A61L2/20 (Advanced/Invention); 
A01N59/00 A61L12/00 A61L2/20 (Core/Invention) 
International (IPC 1­7): A01N59/00 A61K33/40 A61L13/00 A61L2/20 
CPC: A61L2/20 A61L12/084 A61L12/124 A01N59/00 
European: A01N59/00 A61L12/08D A61L12/12D A61L2/20 
US: 422/27 422/28 422/29 422/32 422/33 424/616 424/650

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 US4169124 A  19790925  US19770836665  19770926  

 US4230663 A  19801028  US19790056177  19790710  

 Priority:

US19770836665 19770926  US19790056177 19790710

 Probable Assignee: ALLEGIANCE CORP 

 Assignee(s): (std): MOORE PERK CORP 

 Assignee(s): BAXTER TRAVENOL LABORATORIES INC ; MORGAN GUARANTY TRUST CO ; BAXTER INT INC ; BAXTER TRAVENOL 
LABORATORIES INC A CORP OF DE ; ALLEGIANCE CORP ; AMERICAN STERILIZER CO ; AMERICAN STERILIZER CO A PA 
CORP ; BAXTER INT 

 Inventor(s): (std): FORSTROM RICHARD J ; WARDLE MICHAEL D 

3) Family number: 6661305 (JP59069077A) © PatBase 

Title:  STERILIZATION BY HYDROGEN PEROXIDE LIQUID FILM

Classifications:  
International (IPC 8­9): A61L2/20 (Advanced/Invention); 
A61L2/20 (Core/Invention) 
International (IPC 1­7): A61L2/20

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP59069077 A2  19840419  JP19820178967  19821012  

 JP61004543 B4  19860210  JP19820178967  19821012  

 Priority:

JP19820178967 19821012

 Probable Assignee: AMERICAN STERILIZER CO 

 Assignee(s): (std): AMERICAN STERILIZER CO 

 Inventor(s): (std): EDOWAADO KOUBETSUKU 

 Inventor(s): EDOWAADO KOBETSUKU 

4) Family number: 4736632 (US4512951A) © PatBase 
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Abstract: Source: US4512951A A method is provided of hydrogen peroxide sterilization of medical articles whereby there are obtained the 
advantages of both vapor penetration, especially for such articles as surgical packs, and direct liquid­sterilant article contact, in which a vapor 
mixture comprising hydrogen peroxide is brought into contact with the article to be sterilized, the article being at a temperature below the dew 
point or condensation temperature of the vapor mixture, is caused thus to condense as a liquid film on the article, and is revaporized and hence 
removed from the so­sterilized article. 
Classifications:  
International (IPC 8­9): A01N59/00 A61L2/00 A61L2/20 (Advanced/Invention); 
A01N59/00 A61L2/00 A61L2/20 (Core/Invention) 
International (IPC 1­7): A01N1/00 A61L2/00 
CPC: A61L2/20 A01N59/00 
European: A01N59/00 A61L2/20 
US: 422/33

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA1166421 A1  19840501  CA19810393381  19811230  

 US4512951 A  19850423  US19830520146  19830804  

 Priority:

US19800221426 19801230  CA19810393381 19811230  US19820358435 19820315
US19830520146 19830804

 Probable Assignee: AMERICAN STERILIZER CO 

 Assignee(s): (std): AMERICAN STERILIZER CO 

 Assignee(s): AMERICAN STERILIZER COMPANY ; KOUBEK EDWARD ; MORGAN GUARANTY TRUST CO 

 Inventor(s): (std): KOUBEK EDWARD 

5) Family number: 2654051 (US4652763A) © PatBase 

Title:  Electron­beam irradiation sterilization process

Abstract: Source: US4652763A A process for controlling the penetration of electron beam radiation through package coverings of products to 
insure sterilization of the covering wraps, but protecting the internal products and medium from electron beam penetration and x­ray generation 
and the like, as required for such applications as pharmaceutics, medicaments, parenteral drugs and devices, prostheses, food packaging and 
similar systems. 
Classifications:  
International (IPC 8­9): A61L2/08 B65B55/08 (Advanced/Invention) 
International (IPC 1­7): A61L2/08 B65B55/02 B65B55/08 
CPC: A61L2/08 
European: A61L2/08 
US: 250/492.1 250/492.3

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA1246316 A1  19881213  CA19850494549  19851104  

 CN85109042 A  19861008  CN19851009042  19851212  

 DE3585389 D1  19920326  DE19853585389  19850807  

 EP0197217 A2  19861015  EP19850305621  19850807  

 EP0197217 A3  19880727  EP19850305621  19850807  

 EP0197217 B1  19920212  EP19850305621  19850807  

 JP2096349 C3  19961002  JP19860068281  19860326  

 JP61226050 A2  19861007  JP19860068281  19860326  

 JP8004613 B4  19960124  JP19860068281  19860326  

 US4652763 A  19870324  US19850717328  19850329  

 Priority:

US19850717328 19850329  CA19850494549 19851104

 Probable Assignee: FLEET NATIONAL BANK 

 Assignee(s): (std): ENERGY SCIENCES INC 

 Assignee(s): ENERGY SCIENCES INC A NY CORP ; ENERGY SCIENCES INC WOBURN MASS US ; FLEET NATIONAL BANK ; NABLO SAM 

 Inventor(s): (std): NABLO SAM ; NABLO SAMUEL V ; SAMIYUERU BUI NABURO 

 Inventor(s): SAMUEL V NABLO ; NABLO SAM LEXINGTON MASSACHUSETTS US 

 Designated states: AT BE CH DE FR GB IT LI LU NL SE

6) Family number: 2949237 (US4643876A) © PatBase 

Title:  Hydrogen peroxide plasma sterilization system

Abstract: Source: US4643876A A plasma sterilization process which employs hydrogen peroxide vapor as the precursor for the active species 
generated during the plasma generation cycle and employs a pre­treatment cycle prior to the plasma generation cycle. 
Classifications:  
International (IPC 8­9): A23L3/34 A61L11/00 A61L2/14 A61L2/20 A61L31/00 
B65B55/02 B65B55/10 (Advanced/Invention); 
A61L11/00 A61L2/20 (Advanced/Non­invention); 
A23L3/34 A61L31/00 B65B55/02 B65B55/04 (Core/Invention) 
International (IPC 1­7): A01N25/00 A01N65/00 A23L3/34 A61L11/00 A61L2/00 
A61L2/14 A61L2/18 A61L2/20 A61L25/00 A61L31/00 B65B55/02 B65B55/10 H05H 
CPC: A61L2/14 
European: A61L2/14 
US: 422/23 422/28

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AT104864 E  19940515  AT19880300616T  19880126  

 AT56881 E  19901015  AT19860108519T  19860620  

 AU198659112 A1  19861224  AU19860059112  19860619  

 AU198810789 A1  19880728  AU19880010789  19880127  

 AU592576 B2  19900118  AU19860059112  19860619  

 AU616648 B2  19911107  AU19880010789  19880127  

 BRPI8602867 A  19870210  BR1986PI02867  19860620  

 BRPI8800301 A  19880906  BR1988PI00301  19880127  

 CA1264217 A1  19900109  CA19860512072  19860620  

 CA1299835 A1  19920505  CA19880557246  19880125  

 DE3674482 D1  19901031  DE19863674482  19860620  

 DE3889235 D1  19940601  DE19883889235  19880126  

 DE3889235 T2  19941006  DE19883889235T  19880126  

 EP0207417 A1  19870107  EP19860108519  19860620  

 EP0207417 B1  19900926  EP19860108519  19860620  

 EP0278623 A2  19880817  EP19880300616  19880126  

 EP0278623 A3  19900214  EP19880300616  19880126  

 EP0278623 B1  19940427  EP19880300616  19880126  

 ES2063029 T3  19950101  ES19880300616T  19880126  

 ES556298 A1  19870416  ES19860556298  19860619  

 ES8704737 A1  19870701  ES19860556298  19860619  

 IE59218 B  19940126  IE19860001655  19860620  

 IE62878 B  19950308  IE19880000199  19880126  

 IE861655 L  19861221  IE19860001655  19860620  

 IE880199 L  19880727  IE19880000199  19880126  

 IN163670 A  19881029  IN1986CA00442  19860613  

 IN168896 A  19910706  IN1988CA00014  19880106  

 IN172875 A  19931225  IN1990CA00878  19901016  

 JP1636983 C3  19920131  JP19860143087  19860620  

 JP2062261 B4  19901225  JP19860143087  19860620  

 JP61293465 A2  19861224  JP19860143087  19860620  

 KR930003313 B1  19930426  KR19860004943  19860620  

 KR970010057 B1  19970620  KR19880000564  19880126  

 NZ216563 A  19881028  NZ19860216563  19860616  

 NZ223182 A  19900426  NZ19880223182  19880113  

 US4643876 A  19870217  US19850747209  19850621  

 US4756882 A  19880712  US19870006855  19870127  

 ZA8604630 A  19880224  ZA19860004630  19860620  

 ZA8800531 A  19890927  ZA19880000531  19880126  

 Priority:

US19850747209 19850621  EP19860108519  19860620  IN1988CA00014 19880106
EP19860108519  19860620  US19870006855 19870127  CA19860512072 19860620
IN1990CA00878 19901016  EP19880300616  19880126  CA19880557246 19880125

 Probable Assignee: JOHNSON AND JOHNSON MEDICAL INC A NJ CORP 

 Assignee(s): (std): JOHNSON AND JOHNSON ; JOHNSON AND JOHNSON MEDICAL ; SURGIKOS INC ; SERGIKOS INC ; SURGIKOS ; 
CHICOPEE 

 Assignee(s): JACOBS PAUL TAYLOR ; SURGIKOS INC ARLINGTON TEX US ; JOHNSON AND JOHNSON MEDICAL INC ARLINGTON TEX 
US ; LIN SZU MIN ; JOHNSON AND JOHNSON MEDICAL INC ; JOHNSON AND JOHNSON MEDICAL INC A NJ CORP ; 
JOHNSON AND JOHNSON MEDICAL INC ARLINGTON TEX 

 Inventor(s): (std): JACOBS P T ; JACOBS PAUL T ; JACOBS PAUL TAYLOR ; LIN SZU LIN ; LIN SZU MI ; LIN SZU MIN ; PAUL TAYLOR 
JACOBS ; POORU TEIRAA JIYAKOBUZU ; SUZUUMIN RIN ; SZU MIN LIN 

 Inventor(s): HOORU TEIRAA JAKOBUZU ; LIN SZU MIN ARLINGTON TEXAS 76018 ; LIN SZU MIN ARLINGTON TEXAS 76018 US ; 
JACOBS PAUL TAYLOR ARLINGTON TEXAS 76016 ; JACOBS PAUL TAYLOR ARLINGTON TEXAS 76016 US 

 Designated states: AT BE CH DE ES FR GB IT LI LU NL SE

7) Family number: 32179056 (US5037623A) © PatBase 

 This family is part of an extended family. Please click here to view the extended family.

Title:  Sterilant concentrate injection system

Abstract: Source: US5037623A A tubing system (18) connects a source (10) of tap water with a container (20) holding an item to be sterilized. 
Powdered buffers, detergents, and corrosion inhibitors are deposited in a well (34) along with an ampule (46) containing a sterilant, such as 
peracetic acid. The ampule includes an exterior wall (80) which defines an interior volume (82) and a linear vent passage (84) extending from 
the exterior wall to a central region of the interior volume. A gas permeable liquid impermeable membrane (100) is mounted across a vent 
aperture (86) which is disposed adjacent the geometric center of the interior volume. The volume is filled less than half way full with the liquid 
sterilant such that in all orientations of the ampule (FIGS. 4A­C), an upper surface (98) of the sterilant remains below the vent aperture. A pump 
(50) recirculates the water through the container, the tubing system, and the well to dissolve the powdered reagents. A tubular needle (70) of an 
aspirator system (42) is moved along the vent passage and through the vent aperture such that its free end is immersed in the sterilant. An 
aspirator (44) draws the sterilant from the ampule into the tubing system, mixing it with the recirculating water. 
Classifications:  
International (IPC 8­9): A01N25/34 A01N31/08 A01N37/16 A01N59/00 A61J1/05 
A61L15/44 A61L15/46 A61L2/16 A61L2/18 A61L2/20 A61L2/24 A61L2/26 A61L31/16 
B65D77/22 B65D81/32 (Advanced/Invention) 
International (IPC 1­7): A61L2/00 A61L2/18 B01F13/00 B08B13/00 
CPC: A01N25/34 A61L2/16 A61L2/18 A61L2/20 A61L2/24 A61L2/26 B65D77/225 
B65D81/3216 A61L15/44 A61L15/46 A61L2202/24 A01N31/08 A01N37/16 A01N59/00 
European: A01N25/34 A01N31/08 A01N37/16 A01N59/00 A61L15/44 A61L15/46 
A61L2/16 A61L2/18 A61L2/20 A61L2/24 A61L2/26 B65D77/22D B65D81/32C 
K61L202/240 
US: 134/100.1 134/102 134/161 134/199 134/200 134/94.1 134/95 134/95.1 134/99 
206/219 206/532 206/538 252/106 252/389.2 252/389.4 252/389.5 252/389.54 252/95 
422/1 422/100 422/102 422/16 422/18 422/28 422/292 422/293 422/294 422/295 
422/297 422/300 422/37 422/417 422/547 510/161 510/255 510/262 510/370 510/372 
510/508 D24/217

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 US5037623 A  19910806  US19880165189  19880307  

 US5077008 A  19911231  US19880229917  19880808  

 US5091343 A  19920225  US19890349304  19890509  

 US5116575 A  19920526  US19890342189  19890424  

 US5209909 A  19930511  US19910793589  19911118  

 US5217698 A  19930608  US19910681118  19910405  

 US5225160 A  19930706  US19910741788  19910806  

 Priority:

US19880140388 19880104  US19880165189 19880307  US19860826730 19860206
US19890342189 19890424  US19910793589 19911118  US19910741788 19910806
US19890349304 19890509  US19910681118 19910405  US19880229917 19880808

 Probable Assignee: STERIS A CORP OF OHIO CORP 

 Assignee(s): (std): STERIS CORP 

 Assignee(s): STERIS 72 CORWIN DRIVE PAINESVILLE OHIO 44077 A OH ; STERIS A CORP OF OH CORP ; STERIS A CORP OF OHIO 
CORP ; STERIS A OH CORP CORP 

 Inventor(s): (std): BADERTSCHER DUNCAN C ; BEISWENGER JOHN L ; FUNG SAMUEL M ; KRALOVIC RAYMOND C ; MARSHALL DOUGLAS F ; 
MINEROVIC DAVID E ; REBELE DONALD J ; SANFORD BILL R ; SCHECKELHOFF KENNETH E ; SCHNEIDER EDWARD T ; 
SIEGEL NORMAN L ; TANNER PAMELA C 

8) Family number: 8833294 (US5788941A) © PatBase 

Title:  Method of sterilization of bone tussue

Abstract: Source: US5788941A The invention is directed to the sterilization of bone tissue for transplantation employing a hydrogen peroxide 
vapor sterilant. The bone tissue is exposed to the sterilant vapor at a pressure, temperature, and concentration, and for a period of time that is 
sufficient to sterilize the bone tissue, but insufficient to cause substantial physical, chemical and biological damage. The bone tissue is defatted, 
preferably demineralized, substantially free of moisture and blood, and may be lyophilized prior to sterilization. 
Classifications:  
International (IPC 8­9): A61L2/00 (Advanced/Invention) 
International (IPC 1­7): A61L2/20 
CPC: A61L2/0094 
European: A61L2/00P4E 
US: 422/33 435/1.1 435/1.3
 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU199722705 A1  19970822  AU19970022705  19970131  

 US5788941 A  19980804  US19960593156  19960131  

 WO9727882 A1  19970807  WO1997US02235  19970131  

 Priority:

US19960593156 19960131  WO1997US02235 19970131

 Probable Assignee: STERIS CORP 

 Assignee(s): (std): STERIS CORP 

 Assignee(s): AMERICAN STERILIZER CO 

 Inventor(s): (std): BALMASSO JOSEPH P ; DALMASSO JOSEPH P ; MIELNIK THADDEUS J 

 Inventor(s): THADDEUS J MIELNIK ; JOSEPH P BALMASSO 

 Designated states: AT AU BE CA CH DE DK ES FI FR GB GR IE IT JP LU MC NL PT SE

9) Family number: 10333482 (WO9744068A1) © PatBase 

Title:  METHOD OF TERMINALLY STERILIZING FILLED SYRINGES

Abstract: The invention concerns a method of producing a pre­filled sterile syringe. The syringe comprises a syringe body with a proximal end 
and a distal end, a syringe­outlet part at the distal end, a seal, a stopper, a fluid medium and a gaseous medium, the fluid medium being a liquid.
The method comprises the following steps: preparing the syringe body, seal and stopper which is/are free from germs and/or endotoxins and low
in particles; a lubricant is applied; the proximal end is sealed by inserting the stopper into the syringe body; the syringe is filled through the distal
end; the syringe outlet part is sealed with the seal; the syringe is sterilized in a sterilizing chamber; the syringe is then packaged and the 
package container is then sterilized once again. 
Classifications:  
International (IPC 8­9): A61L2/04 A61L2/06 A61L2/07 A61L2/12 A61L2/20 
A61M5/178 (Advanced/Invention) 
International (IPC 1­7): A61L2/04 A61L2/06 A61L2/12 A61L2/16 A61L2/20 A61M5/00 
A61M5/178 
CPC: A61L2/04 A61L2/07 A61L2/12 A61L2/202 A61L2/208 A61L2202/122 A61M5/178 
European: A61L2/04 A61L2/07 A61L2/12 A61L2/20C A61L2/20H A61M5/178 
K61L202/122

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU199729602 A1  19971209  AU19970029602  19970523  

 DE19622283 A1  19971127  DE19961022283  19960523  

 EP0901380 A1  19990317  EP19970923989  19970523  

 JP2000510740 T2  20000822  JP19970541568T  19970523  

 WO9744068 A1  19971127  WO1997EP02641  19970523  

 Priority:

DE19961022283 19960523  WO1997EP02641 19970523

 Probable Assignee: SCHERING AG 

 Assignee(s): (std): SCHERING AG ; TACK JOHANNES ; SCHURREIT THOMAS ; ZUERCHER JOERG 

 Assignee(s): SCHERING AG 13353 BERLIN DE ; SCHERING AKTIENGESELLSCHAFT ; SCHERING A G 

 Inventor(s): (std): SCHURREIT THOMAS ; SCHURREIT THOMAS DR ; TACK JOHANNES ; TACK JOHANNES DR ; ZURCHER JORG ; ZUERCHER 
JOERG ; ZUERCHER JOERG DR 

 Inventor(s): ZUERCHER JOERG DR 15711 KOENIGS WUSTERHAUSEN DE ; THOMAS SCHURREIT ; JORG ZURCHER ; JOHANNES TACK ; 
TACK JOHANNES DR 13595 BERLIN DE ; SCHURREIT THOMAS DR 14163 BERLIN DE 

 Designated states: AL AM AT AU AZ BA BB BE BG BR BY CA CH CN CU CZ DE DK EE ES FI FR GB GE GR HU IE IL IS IT JP KE KG KP KR KZ LC 
LI LK LR LS LT LU LV MC MD MG MK MN MW MX NL NO NZ PL PT RO RU SD SE SG SI SK TJ TM TR TT UA UG US

10) Family number: 20673857 (US5779973A) © PatBase 

Title:  Vapor phase interstitial microbial decontamination of overwrapped IV bags

Abstract: Source: US5779973A A vaporizer (48) vaporizes a liquid solution of hydrogen peroxide or other strong oxidants to form a sterilant 
vapor which is entrained in a flow of sterile air. The sterilant vapor is conveyed to a manifold (12), (36), (40). A plurality of tubes or conduits (14)
convey the sterilant vapor from the manifold into a interstitial space (18) between an inner, IV bag (24) and an outer overwrap (22). A vacuum 
pump (58) draws a negative pressure within an enclosure (42) to draw the sterilant vapor through the manifold, the delivery tubes, and the 
interstitial space and through the enclosure. The delivery tubes terminate opposite upper corners of the IV bag and are aimed in such a manner 
that the sterilant vapor gas flows through and contacts all surfaces which define the interstitial space. After sterilization, the sterilant vapor is 
displaced with sterile air and the IV bag assemblies are removed and the overwrap is sealed to prevent microbial recontamination. 
Classifications:  
International (IPC 8­9): A61L2/20 (Advanced/Invention); 
A61L2/20 (Core/Invention) 
International (IPC 1­7): A61L2/00 A61L9/00 
CPC: A61L2/20 
European: A61L2/20 
US: 422/28 422/292 422/300 422/33

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 US5779973 A  19980714  US19970831294  19970401  

 WO9843681 A2  19981008  WO1998US05632  19980320  

 WO9843681 A3  19981223  WO1998US05632  19980320  

 Priority:

US19970831294 19970401

 Probable Assignee: STERIS CORP 

 Assignee(s): (std): STERIS CORP 

 Inventor(s): (std): EDWARDS STEVEN J ; EDWARDS STEVEN JAY ; STEEN PAUL A ; STEEN PAUL ARCHIE 

 Designated states: AT BE CH DE DK ES FI FR GB GR IE IT JP LU MC NL PT SE
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Search query (2): [SP]: 1. a method for surface decontamination of a prefilled container in secondary packaging, comprising: applying vaporized­hydrogen peroxide to 
the surface of the prefilled container in secondary packaging allowing vaporized­hydrogen peroxide to remain in contact with the prefilled container surface for a sufficient 
time to decontaminate the prefilled container surface and causing a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen peroxide, 
thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled container contains a drug product otherwise sensitive to 
sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents and gases. 2. the 
method of claim 1, wherein the prefilled container is a syringe containing a drug product otherwise sensitive to sterilization treatment by gamma radiation, sterilization 
treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents and gases. 3. the method of claim 1, wherein the prefilled container is a 
syringe containing a therapeutically effective amount of ranibizumab. 4. the method of claim 1, wherein sufficient time to decontaminate the surface of the prefilled 
container is determined by validation of treatment times and compared to a control standard. 5. the method of claim 1, wherein the post­decontamination measure 
includes applying a vacuum following the duration of treatment with vaporized­hydrogen peroxide, thereby reversing the direction of diffusion of vaporized­hydrogen 
peroxide and preventing intrusion of vaporized­hydrogen peroxide into the prefilled container. 6. the method of claim 1, wherein the post­decontamination measure 
includes applying ultraviolet rays following the duration of treatment with vaporized­hydrogen peroxide, thereby inactivating oxidative action of hydrogen peroxide vapors. 
7. the method of claim 1, wherein the post­decontamination measure includes gas plasma treatment. 8. a method for surface decontamination of a prefilled container in 
secondary packaging, comprising: presenting a prefilled container in a secondary package to an electron beam tunnel equipped with one or more tunable electron beam 
generators capable of variably generating low­energy beta radiation, and capable of oscillating electron beams such that a larger surface of the prefilled container is 
exposed to beta radiation during decontamination and applying an accelerator voltage of the one or more tunable electron beam generators to produce a sufficient 
amount of beta radiation to decontaminate the surface of the prefilled container, wherein the sufficient amount of beta radiation depends on the thickness of the 
secondary package and the thickness of the prefilled container, such that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled 
container shields the contents therein from beta radiation. 9. the method of claim 8, wherein the thickness of the wall of the primary packaging material is 20 or more 
times thicker than the thickness of the secondary packaging material, thus reducing the dose absorbed by the product in the container to less than 0.1 kgy. 10. the 
method of claim 8, wherein the prefilled container is a vial filled with a solution or solid otherwise sensitive to sterilization treatment by gamma radiation, sterilization 
treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents, gases or peroxide forming substances. 11. the method of claim 8, 
wherein the prefilled container is a syringe filled with a solution otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to 
steam, and sterilization treatment by exposure to vaporizing agents and gases or peroxide forming substances. 12. the method of claim 8 wherein the prefilled container 
is a syringe containing a therapeutically effective amount of ranibizumab. 13. the method of claim 8, wherein the penetration depth is measured by dosimetry. 14. the 
method of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose of beta radiation of at least approximately 
25 kgy to the container surface. 15. the method of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose of 
beta radiation yielding a 10­6 sterility assurance level of the outside of the container surface. 16. a system for decontaminating a surface of a prefilled container in 
secondary packaging, the system comprising: a sealed chamber and a control unit coupled to the chamber, the control unit configured to automatically (i) enable a 
vaporized­hydrogen peroxide to contact the surface of the prefilled container in the secondary packaging (ii) allow the vaporized­hydrogen peroxide to remain in contact 
with the prefilled­container surface for a predetermined time and (iii) cause a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen 
peroxide in the chamber, thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled container contains a drug 
product otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to 
vaporizing agents and gases. 17. a system for surface­decontaminating a prefilled container in secondary packaging, the system comprising: an electron­beam tunnel 
equipped with one or more tunable­electron beam generators, the tunable­electron­beam generators, configured to (i) variably generate low­energy beta radiation, (ii) 
oscillate the electron beams such that a larger surface of a prefilled container is exposed to electron beams and (iii) apply an accelerator voltage to produce a sufficient 
amount of beta radiation to decontaminate the surface of the prefilled container, wherein the sufficient amount of beta radiation depends on the thickness of the 
secondary package and the thickness of the prefilled container, such that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled 
container shields the contents therein from beta radiation. 18. a kit for decontaminating the surface of a prefilled container in secondary packaging in a sealed chamber, 
the kit comprising: an instruction for using the sealed chamber to (i) apply a vaporized­hydrogen peroxide to contact the surface of the prefilled container in the 
secondary packaging (ii) allow the vaporized­hydrogen peroxide to remain in contact with the prefilled­container surface for a predetermined time within the sealed 
chamber and (iii) cause a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen peroxide in the chamber, thereby preventing vaporized­
hydrogen peroxide from diffusing into the prefilled container. 19. a kit for surface­decontaminating a prefilled container in secondary packaging, the kit comprising: an 
instruction for (i) variably generating low­energy beta radiation to contact the surface of the prefilled container and (ii) produce a sufficient amount of beta radiation to 
decontaminate the surface of the prefilled container, wherein the sufficient amount of beta radiation depends on the thickness of the secondary package and the 
thickness of the prefilled container such that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled container shields the 
contents therein from beta radiation. 20. a system according to claim 16, wherein post­decontamination measure includes gas plasma treatment. 21. a kit according to 
claim 19, wherein post­decontamination measure includes gas plasma treatment. 22. the method of claim 1, wherein the drug product is a protein solution. 
Results: 30
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[SP]: 1. a method for surface decontamination of a prefilled container in secondary packaging, comprising: applying vaporized­hydrogen peroxide to the surface of
the prefilled container in secondary packaging allowing vaporized­hydrogen peroxide to remain in contact with the prefilled container surface for a sufficient time to 
decontaminate the prefilled container surface and causing a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen peroxide, 
thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled container contains a drug product otherwise 
sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents 
and gases. 2. the method of claim 1, wherein the prefilled container is a syringe containing a drug product otherwise sensitive to sterilization treatment by gamma 
radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents and gases. 3. the method of claim 1, wherein 
the prefilled container is a syringe containing a therapeutically effective amount of ranibizumab. 4. the method of claim 1, wherein sufficient time to decontaminate
the surface of the prefilled container is determined by validation of treatment times and compared to a control standard. 5. the method of claim 1, wherein the 
post­decontamination measure includes applying a vacuum following the duration of treatment with vaporized­hydrogen peroxide, thereby reversing the direction 
of diffusion of vaporized­hydrogen peroxide and preventing intrusion of vaporized­hydrogen peroxide into the prefilled container. 6. the method of claim 1, 
wherein the post­decontamination measure includes applying ultraviolet rays following the duration of treatment with vaporized­hydrogen peroxide, thereby 
inactivating oxidative action of hydrogen peroxide vapors. 7. the method of claim 1, wherein the post­decontamination measure includes gas plasma treatment. 8.
a method for surface decontamination of a prefilled container in secondary packaging, comprising: presenting a prefilled container in a secondary package to an 
electron beam tunnel equipped with one or more tunable electron beam generators capable of variably generating low­energy beta radiation, and capable of 
oscillating electron beams such that a larger surface of the prefilled container is exposed to beta radiation during decontamination and applying an accelerator 
voltage of the one or more tunable electron beam generators to produce a sufficient amount of beta radiation to decontaminate the surface of the prefilled 
container, wherein the sufficient amount of beta radiation depends on the thickness of the secondary package and the thickness of the prefilled container, such 
that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled container shields the contents therein from beta radiation. 9. 
the method of claim 8, wherein the thickness of the wall of the primary packaging material is 20 or more times thicker than the thickness of the secondary 
packaging material, thus reducing the dose absorbed by the product in the container to less than 0.1 kgy. 10. the method of claim 8, wherein the prefilled 
container is a vial filled with a solution or solid otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and 
sterilization treatment by exposure to vaporizing agents, gases or peroxide forming substances. 11. the method of claim 8, wherein the prefilled container is a 
syringe filled with a solution otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization 
treatment by exposure to vaporizing agents and gases or peroxide forming substances. 12. the method of claim 8 wherein the prefilled container is a syringe 
containing a therapeutically effective amount of ranibizumab. 13. the method of claim 8, wherein the penetration depth is measured by dosimetry. 14. the method 
of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose of beta radiation of at least approximately 25 
kgy to the container surface. 15. the method of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose 
of beta radiation yielding a 10­6 sterility assurance level of the outside of the container surface. 16. a system for decontaminating a surface of a prefilled container
in secondary packaging, the system comprising: a sealed chamber and a control unit coupled to the chamber, the control unit configured to automatically (i) 
enable a vaporized­hydrogen peroxide to contact the surface of the prefilled container in the secondary packaging (ii) allow the vaporized­hydrogen peroxide to 
remain in contact with the prefilled­container surface for a predetermined time and (iii) cause a post­decontamination measure to occur to reduce the presence of 
vaporized­hydrogen peroxide in the chamber, thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled 
container contains a drug product otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization 
treatment by exposure to vaporizing agents and gases. 17. a system for surface­decontaminating a prefilled container in secondary packaging, the system 
comprising: an electron­beam tunnel equipped with one or more tunable­electron beam generators, the tunable­electron­beam generators, configured to (i) 
variably generate low­energy beta radiation, (ii) oscillate the electron beams such that a larger surface of a prefilled container is exposed to electron beams and 
(iii) apply an accelerator voltage to produce a sufficient amount of beta radiation to decontaminate the surface of the prefilled container, wherein the sufficient 
amount of beta radiation depends on the thickness of the secondary package and the thickness of the prefilled container, such that beta radiation is allowed to 
penetrate the secondary package while the thickness of the prefilled container shields the contents therein from beta radiation. 18. a kit for decontaminating the 
surface of a prefilled container in secondary packaging in a sealed chamber, the kit comprising: an instruction for using the sealed chamber to (i) apply a 
vaporized­hydrogen peroxide to contact the surface of the prefilled container in the secondary packaging (ii) allow the vaporized­hydrogen peroxide to remain in 
contact with the prefilled­container surface for a predetermined time within the sealed chamber and (iii) cause a post­decontamination measure to occur to reduce 
the presence of vaporized­hydrogen peroxide in the chamber, thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container. 19. a kit 
for surface­decontaminating a prefilled container in secondary packaging, the kit comprising: an instruction for (i) variably generating low­energy beta radiation to 
contact the surface of the prefilled container and (ii) produce a sufficient amount of beta radiation to decontaminate the surface of the prefilled container, wherein 
the sufficient amount of beta radiation depends on the thickness of the secondary package and the thickness of the prefilled container such that beta radiation is 
allowed to penetrate the secondary package while the thickness of the prefilled container shields the contents therein from beta radiation. 20. a system according 
to claim 16, wherein post­decontamination measure includes gas plasma treatment. 21. a kit according to claim 19, wherein post­decontamination measure 
includes gas plasma treatment. 22. the method of claim 1, wherein the drug product is a protein solution. (Results 30)
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Abstract: Source: US4512951A A method is provided of hydrogen peroxide sterilization of medical articles whereby there are obtained the 
advantages of both vapor penetration, especially for such articles as surgical packs, and direct liquid­sterilant article contact, in which a vapor 
mixture comprising hydrogen peroxide is brought into contact with the article to be sterilized, the article being at a temperature below the dew 
point or condensation temperature of the vapor mixture, is caused thus to condense as a liquid film on the article, and is revaporized and hence 
removed from the so­sterilized article. 
Classifications:  
International (IPC 8­9): A01N59/00 A61L2/00 A61L2/20 (Advanced/Invention); 
A01N59/00 A61L2/00 A61L2/20 (Core/Invention) 
International (IPC 1­7): A01N1/00 A61L2/00 
CPC: A61L2/20 A01N59/00 
European: A01N59/00 A61L2/20 
US: 422/33

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA1166421 A1  19840501  CA19810393381  19811230  

 US4512951 A  19850423  US19830520146  19830804  

 Priority:

US19800221426 19801230  CA19810393381 19811230  US19820358435 19820315
US19830520146 19830804

 Probable Assignee: AMERICAN STERILIZER CO 

 Assignee(s): (std): AMERICAN STERILIZER CO 

 Assignee(s): AMERICAN STERILIZER COMPANY ; KOUBEK EDWARD ; MORGAN GUARANTY TRUST CO 

 Inventor(s): (std): KOUBEK EDWARD 

5) Family number: 2654051 (US4652763A) © PatBase 

Title:  Electron­beam irradiation sterilization process

Abstract: Source: US4652763A A process for controlling the penetration of electron beam radiation through package coverings of products to 
insure sterilization of the covering wraps, but protecting the internal products and medium from electron beam penetration and x­ray generation 
and the like, as required for such applications as pharmaceutics, medicaments, parenteral drugs and devices, prostheses, food packaging and 
similar systems. 
Classifications:  
International (IPC 8­9): A61L2/08 B65B55/08 (Advanced/Invention) 
International (IPC 1­7): A61L2/08 B65B55/02 B65B55/08 
CPC: A61L2/08 
European: A61L2/08 
US: 250/492.1 250/492.3

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA1246316 A1  19881213  CA19850494549  19851104  

 CN85109042 A  19861008  CN19851009042  19851212  

 DE3585389 D1  19920326  DE19853585389  19850807  

 EP0197217 A2  19861015  EP19850305621  19850807  

 EP0197217 A3  19880727  EP19850305621  19850807  

 EP0197217 B1  19920212  EP19850305621  19850807  

 JP2096349 C3  19961002  JP19860068281  19860326  

 JP61226050 A2  19861007  JP19860068281  19860326  

 JP8004613 B4  19960124  JP19860068281  19860326  

 US4652763 A  19870324  US19850717328  19850329  

 Priority:

US19850717328 19850329  CA19850494549 19851104

 Probable Assignee: FLEET NATIONAL BANK 

 Assignee(s): (std): ENERGY SCIENCES INC 

 Assignee(s): ENERGY SCIENCES INC A NY CORP ; ENERGY SCIENCES INC WOBURN MASS US ; FLEET NATIONAL BANK ; NABLO SAM 

 Inventor(s): (std): NABLO SAM ; NABLO SAMUEL V ; SAMIYUERU BUI NABURO 

 Inventor(s): SAMUEL V NABLO ; NABLO SAM LEXINGTON MASSACHUSETTS US 

 Designated states: AT BE CH DE FR GB IT LI LU NL SE

6) Family number: 2949237 (US4643876A) © PatBase 

Title:  Hydrogen peroxide plasma sterilization system

Abstract: Source: US4643876A A plasma sterilization process which employs hydrogen peroxide vapor as the precursor for the active species 
generated during the plasma generation cycle and employs a pre­treatment cycle prior to the plasma generation cycle. 
Classifications:  
International (IPC 8­9): A23L3/34 A61L11/00 A61L2/14 A61L2/20 A61L31/00 
B65B55/02 B65B55/10 (Advanced/Invention); 
A61L11/00 A61L2/20 (Advanced/Non­invention); 
A23L3/34 A61L31/00 B65B55/02 B65B55/04 (Core/Invention) 
International (IPC 1­7): A01N25/00 A01N65/00 A23L3/34 A61L11/00 A61L2/00 
A61L2/14 A61L2/18 A61L2/20 A61L25/00 A61L31/00 B65B55/02 B65B55/10 H05H 
CPC: A61L2/14 
European: A61L2/14 
US: 422/23 422/28

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AT104864 E  19940515  AT19880300616T  19880126  

 AT56881 E  19901015  AT19860108519T  19860620  

 AU198659112 A1  19861224  AU19860059112  19860619  

 AU198810789 A1  19880728  AU19880010789  19880127  

 AU592576 B2  19900118  AU19860059112  19860619  

 AU616648 B2  19911107  AU19880010789  19880127  

 BRPI8602867 A  19870210  BR1986PI02867  19860620  

 BRPI8800301 A  19880906  BR1988PI00301  19880127  

 CA1264217 A1  19900109  CA19860512072  19860620  

 CA1299835 A1  19920505  CA19880557246  19880125  

 DE3674482 D1  19901031  DE19863674482  19860620  

 DE3889235 D1  19940601  DE19883889235  19880126  

 DE3889235 T2  19941006  DE19883889235T  19880126  

 EP0207417 A1  19870107  EP19860108519  19860620  

 EP0207417 B1  19900926  EP19860108519  19860620  

 EP0278623 A2  19880817  EP19880300616  19880126  

 EP0278623 A3  19900214  EP19880300616  19880126  

 EP0278623 B1  19940427  EP19880300616  19880126  

 ES2063029 T3  19950101  ES19880300616T  19880126  

 ES556298 A1  19870416  ES19860556298  19860619  

 ES8704737 A1  19870701  ES19860556298  19860619  

 IE59218 B  19940126  IE19860001655  19860620  

 IE62878 B  19950308  IE19880000199  19880126  

 IE861655 L  19861221  IE19860001655  19860620  

 IE880199 L  19880727  IE19880000199  19880126  

 IN163670 A  19881029  IN1986CA00442  19860613  

 IN168896 A  19910706  IN1988CA00014  19880106  

 IN172875 A  19931225  IN1990CA00878  19901016  

 JP1636983 C3  19920131  JP19860143087  19860620  

 JP2062261 B4  19901225  JP19860143087  19860620  

 JP61293465 A2  19861224  JP19860143087  19860620  

 KR930003313 B1  19930426  KR19860004943  19860620  

 KR970010057 B1  19970620  KR19880000564  19880126  

 NZ216563 A  19881028  NZ19860216563  19860616  

 NZ223182 A  19900426  NZ19880223182  19880113  

 US4643876 A  19870217  US19850747209  19850621  

 US4756882 A  19880712  US19870006855  19870127  

 ZA8604630 A  19880224  ZA19860004630  19860620  

 ZA8800531 A  19890927  ZA19880000531  19880126  

 Priority:

US19850747209 19850621  EP19860108519  19860620  IN1988CA00014 19880106
EP19860108519  19860620  US19870006855 19870127  CA19860512072 19860620
IN1990CA00878 19901016  EP19880300616  19880126  CA19880557246 19880125

 Probable Assignee: JOHNSON AND JOHNSON MEDICAL INC A NJ CORP 

 Assignee(s): (std): JOHNSON AND JOHNSON ; JOHNSON AND JOHNSON MEDICAL ; SURGIKOS INC ; SERGIKOS INC ; SURGIKOS ; 
CHICOPEE 

 Assignee(s): JACOBS PAUL TAYLOR ; SURGIKOS INC ARLINGTON TEX US ; JOHNSON AND JOHNSON MEDICAL INC ARLINGTON TEX 
US ; LIN SZU MIN ; JOHNSON AND JOHNSON MEDICAL INC ; JOHNSON AND JOHNSON MEDICAL INC A NJ CORP ; 
JOHNSON AND JOHNSON MEDICAL INC ARLINGTON TEX 

 Inventor(s): (std): JACOBS P T ; JACOBS PAUL T ; JACOBS PAUL TAYLOR ; LIN SZU LIN ; LIN SZU MI ; LIN SZU MIN ; PAUL TAYLOR 
JACOBS ; POORU TEIRAA JIYAKOBUZU ; SUZUUMIN RIN ; SZU MIN LIN 

 Inventor(s): HOORU TEIRAA JAKOBUZU ; LIN SZU MIN ARLINGTON TEXAS 76018 ; LIN SZU MIN ARLINGTON TEXAS 76018 US ; 
JACOBS PAUL TAYLOR ARLINGTON TEXAS 76016 ; JACOBS PAUL TAYLOR ARLINGTON TEXAS 76016 US 

 Designated states: AT BE CH DE ES FR GB IT LI LU NL SE

7) Family number: 32179056 (US5037623A) © PatBase 

 This family is part of an extended family. Please click here to view the extended family.

Title:  Sterilant concentrate injection system

Abstract: Source: US5037623A A tubing system (18) connects a source (10) of tap water with a container (20) holding an item to be sterilized. 
Powdered buffers, detergents, and corrosion inhibitors are deposited in a well (34) along with an ampule (46) containing a sterilant, such as 
peracetic acid. The ampule includes an exterior wall (80) which defines an interior volume (82) and a linear vent passage (84) extending from 
the exterior wall to a central region of the interior volume. A gas permeable liquid impermeable membrane (100) is mounted across a vent 
aperture (86) which is disposed adjacent the geometric center of the interior volume. The volume is filled less than half way full with the liquid 
sterilant such that in all orientations of the ampule (FIGS. 4A­C), an upper surface (98) of the sterilant remains below the vent aperture. A pump 
(50) recirculates the water through the container, the tubing system, and the well to dissolve the powdered reagents. A tubular needle (70) of an 
aspirator system (42) is moved along the vent passage and through the vent aperture such that its free end is immersed in the sterilant. An 
aspirator (44) draws the sterilant from the ampule into the tubing system, mixing it with the recirculating water. 
Classifications:  
International (IPC 8­9): A01N25/34 A01N31/08 A01N37/16 A01N59/00 A61J1/05 
A61L15/44 A61L15/46 A61L2/16 A61L2/18 A61L2/20 A61L2/24 A61L2/26 A61L31/16 
B65D77/22 B65D81/32 (Advanced/Invention) 
International (IPC 1­7): A61L2/00 A61L2/18 B01F13/00 B08B13/00 
CPC: A01N25/34 A61L2/16 A61L2/18 A61L2/20 A61L2/24 A61L2/26 B65D77/225 
B65D81/3216 A61L15/44 A61L15/46 A61L2202/24 A01N31/08 A01N37/16 A01N59/00 
European: A01N25/34 A01N31/08 A01N37/16 A01N59/00 A61L15/44 A61L15/46 
A61L2/16 A61L2/18 A61L2/20 A61L2/24 A61L2/26 B65D77/22D B65D81/32C 
K61L202/240 
US: 134/100.1 134/102 134/161 134/199 134/200 134/94.1 134/95 134/95.1 134/99 
206/219 206/532 206/538 252/106 252/389.2 252/389.4 252/389.5 252/389.54 252/95 
422/1 422/100 422/102 422/16 422/18 422/28 422/292 422/293 422/294 422/295 
422/297 422/300 422/37 422/417 422/547 510/161 510/255 510/262 510/370 510/372 
510/508 D24/217

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 US5037623 A  19910806  US19880165189  19880307  

 US5077008 A  19911231  US19880229917  19880808  

 US5091343 A  19920225  US19890349304  19890509  

 US5116575 A  19920526  US19890342189  19890424  

 US5209909 A  19930511  US19910793589  19911118  

 US5217698 A  19930608  US19910681118  19910405  

 US5225160 A  19930706  US19910741788  19910806  

 Priority:

US19880140388 19880104  US19880165189 19880307  US19860826730 19860206
US19890342189 19890424  US19910793589 19911118  US19910741788 19910806
US19890349304 19890509  US19910681118 19910405  US19880229917 19880808

 Probable Assignee: STERIS A CORP OF OHIO CORP 

 Assignee(s): (std): STERIS CORP 

 Assignee(s): STERIS 72 CORWIN DRIVE PAINESVILLE OHIO 44077 A OH ; STERIS A CORP OF OH CORP ; STERIS A CORP OF OHIO 
CORP ; STERIS A OH CORP CORP 

 Inventor(s): (std): BADERTSCHER DUNCAN C ; BEISWENGER JOHN L ; FUNG SAMUEL M ; KRALOVIC RAYMOND C ; MARSHALL DOUGLAS F ; 
MINEROVIC DAVID E ; REBELE DONALD J ; SANFORD BILL R ; SCHECKELHOFF KENNETH E ; SCHNEIDER EDWARD T ; 
SIEGEL NORMAN L ; TANNER PAMELA C 

8) Family number: 8833294 (US5788941A) © PatBase 

Title:  Method of sterilization of bone tussue

Abstract: Source: US5788941A The invention is directed to the sterilization of bone tissue for transplantation employing a hydrogen peroxide 
vapor sterilant. The bone tissue is exposed to the sterilant vapor at a pressure, temperature, and concentration, and for a period of time that is 
sufficient to sterilize the bone tissue, but insufficient to cause substantial physical, chemical and biological damage. The bone tissue is defatted, 
preferably demineralized, substantially free of moisture and blood, and may be lyophilized prior to sterilization. 
Classifications:  
International (IPC 8­9): A61L2/00 (Advanced/Invention) 
International (IPC 1­7): A61L2/20 
CPC: A61L2/0094 
European: A61L2/00P4E 
US: 422/33 435/1.1 435/1.3
 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU199722705 A1  19970822  AU19970022705  19970131  

 US5788941 A  19980804  US19960593156  19960131  

 WO9727882 A1  19970807  WO1997US02235  19970131  

 Priority:

US19960593156 19960131  WO1997US02235 19970131

 Probable Assignee: STERIS CORP 

 Assignee(s): (std): STERIS CORP 

 Assignee(s): AMERICAN STERILIZER CO 

 Inventor(s): (std): BALMASSO JOSEPH P ; DALMASSO JOSEPH P ; MIELNIK THADDEUS J 

 Inventor(s): THADDEUS J MIELNIK ; JOSEPH P BALMASSO 

 Designated states: AT AU BE CA CH DE DK ES FI FR GB GR IE IT JP LU MC NL PT SE

9) Family number: 10333482 (WO9744068A1) © PatBase 

Title:  METHOD OF TERMINALLY STERILIZING FILLED SYRINGES

Abstract: The invention concerns a method of producing a pre­filled sterile syringe. The syringe comprises a syringe body with a proximal end 
and a distal end, a syringe­outlet part at the distal end, a seal, a stopper, a fluid medium and a gaseous medium, the fluid medium being a liquid.
The method comprises the following steps: preparing the syringe body, seal and stopper which is/are free from germs and/or endotoxins and low
in particles; a lubricant is applied; the proximal end is sealed by inserting the stopper into the syringe body; the syringe is filled through the distal
end; the syringe outlet part is sealed with the seal; the syringe is sterilized in a sterilizing chamber; the syringe is then packaged and the 
package container is then sterilized once again. 
Classifications:  
International (IPC 8­9): A61L2/04 A61L2/06 A61L2/07 A61L2/12 A61L2/20 
A61M5/178 (Advanced/Invention) 
International (IPC 1­7): A61L2/04 A61L2/06 A61L2/12 A61L2/16 A61L2/20 A61M5/00 
A61M5/178 
CPC: A61L2/04 A61L2/07 A61L2/12 A61L2/202 A61L2/208 A61L2202/122 A61M5/178 
European: A61L2/04 A61L2/07 A61L2/12 A61L2/20C A61L2/20H A61M5/178 
K61L202/122

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU199729602 A1  19971209  AU19970029602  19970523  

 DE19622283 A1  19971127  DE19961022283  19960523  

 EP0901380 A1  19990317  EP19970923989  19970523  

 JP2000510740 T2  20000822  JP19970541568T  19970523  

 WO9744068 A1  19971127  WO1997EP02641  19970523  

 Priority:

DE19961022283 19960523  WO1997EP02641 19970523

 Probable Assignee: SCHERING AG 

 Assignee(s): (std): SCHERING AG ; TACK JOHANNES ; SCHURREIT THOMAS ; ZUERCHER JOERG 

 Assignee(s): SCHERING AG 13353 BERLIN DE ; SCHERING AKTIENGESELLSCHAFT ; SCHERING A G 

 Inventor(s): (std): SCHURREIT THOMAS ; SCHURREIT THOMAS DR ; TACK JOHANNES ; TACK JOHANNES DR ; ZURCHER JORG ; ZUERCHER 
JOERG ; ZUERCHER JOERG DR 

 Inventor(s): ZUERCHER JOERG DR 15711 KOENIGS WUSTERHAUSEN DE ; THOMAS SCHURREIT ; JORG ZURCHER ; JOHANNES TACK ; 
TACK JOHANNES DR 13595 BERLIN DE ; SCHURREIT THOMAS DR 14163 BERLIN DE 

 Designated states: AL AM AT AU AZ BA BB BE BG BR BY CA CH CN CU CZ DE DK EE ES FI FR GB GE GR HU IE IL IS IT JP KE KG KP KR KZ LC 
LI LK LR LS LT LU LV MC MD MG MK MN MW MX NL NO NZ PL PT RO RU SD SE SG SI SK TJ TM TR TT UA UG US

10) Family number: 20673857 (US5779973A) © PatBase 

Title:  Vapor phase interstitial microbial decontamination of overwrapped IV bags

Abstract: Source: US5779973A A vaporizer (48) vaporizes a liquid solution of hydrogen peroxide or other strong oxidants to form a sterilant 
vapor which is entrained in a flow of sterile air. The sterilant vapor is conveyed to a manifold (12), (36), (40). A plurality of tubes or conduits (14)
convey the sterilant vapor from the manifold into a interstitial space (18) between an inner, IV bag (24) and an outer overwrap (22). A vacuum 
pump (58) draws a negative pressure within an enclosure (42) to draw the sterilant vapor through the manifold, the delivery tubes, and the 
interstitial space and through the enclosure. The delivery tubes terminate opposite upper corners of the IV bag and are aimed in such a manner 
that the sterilant vapor gas flows through and contacts all surfaces which define the interstitial space. After sterilization, the sterilant vapor is 
displaced with sterile air and the IV bag assemblies are removed and the overwrap is sealed to prevent microbial recontamination. 
Classifications:  
International (IPC 8­9): A61L2/20 (Advanced/Invention); 
A61L2/20 (Core/Invention) 
International (IPC 1­7): A61L2/00 A61L9/00 
CPC: A61L2/20 
European: A61L2/20 
US: 422/28 422/292 422/300 422/33

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 US5779973 A  19980714  US19970831294  19970401  

 WO9843681 A2  19981008  WO1998US05632  19980320  

 WO9843681 A3  19981223  WO1998US05632  19980320  

 Priority:

US19970831294 19970401

 Probable Assignee: STERIS CORP 

 Assignee(s): (std): STERIS CORP 
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Search query (2): [SP]: 1. a method for surface decontamination of a prefilled container in secondary packaging, comprising: applying vaporized­hydrogen peroxide to 
the surface of the prefilled container in secondary packaging allowing vaporized­hydrogen peroxide to remain in contact with the prefilled container surface for a sufficient 
time to decontaminate the prefilled container surface and causing a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen peroxide, 
thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled container contains a drug product otherwise sensitive to 
sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents and gases. 2. the 
method of claim 1, wherein the prefilled container is a syringe containing a drug product otherwise sensitive to sterilization treatment by gamma radiation, sterilization 
treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents and gases. 3. the method of claim 1, wherein the prefilled container is a 
syringe containing a therapeutically effective amount of ranibizumab. 4. the method of claim 1, wherein sufficient time to decontaminate the surface of the prefilled 
container is determined by validation of treatment times and compared to a control standard. 5. the method of claim 1, wherein the post­decontamination measure 
includes applying a vacuum following the duration of treatment with vaporized­hydrogen peroxide, thereby reversing the direction of diffusion of vaporized­hydrogen 
peroxide and preventing intrusion of vaporized­hydrogen peroxide into the prefilled container. 6. the method of claim 1, wherein the post­decontamination measure 
includes applying ultraviolet rays following the duration of treatment with vaporized­hydrogen peroxide, thereby inactivating oxidative action of hydrogen peroxide vapors. 
7. the method of claim 1, wherein the post­decontamination measure includes gas plasma treatment. 8. a method for surface decontamination of a prefilled container in 
secondary packaging, comprising: presenting a prefilled container in a secondary package to an electron beam tunnel equipped with one or more tunable electron beam 
generators capable of variably generating low­energy beta radiation, and capable of oscillating electron beams such that a larger surface of the prefilled container is 
exposed to beta radiation during decontamination and applying an accelerator voltage of the one or more tunable electron beam generators to produce a sufficient 
amount of beta radiation to decontaminate the surface of the prefilled container, wherein the sufficient amount of beta radiation depends on the thickness of the 
secondary package and the thickness of the prefilled container, such that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled 
container shields the contents therein from beta radiation. 9. the method of claim 8, wherein the thickness of the wall of the primary packaging material is 20 or more 
times thicker than the thickness of the secondary packaging material, thus reducing the dose absorbed by the product in the container to less than 0.1 kgy. 10. the 
method of claim 8, wherein the prefilled container is a vial filled with a solution or solid otherwise sensitive to sterilization treatment by gamma radiation, sterilization 
treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents, gases or peroxide forming substances. 11. the method of claim 8, 
wherein the prefilled container is a syringe filled with a solution otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to 
steam, and sterilization treatment by exposure to vaporizing agents and gases or peroxide forming substances. 12. the method of claim 8 wherein the prefilled container 
is a syringe containing a therapeutically effective amount of ranibizumab. 13. the method of claim 8, wherein the penetration depth is measured by dosimetry. 14. the 
method of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose of beta radiation of at least approximately 
25 kgy to the container surface. 15. the method of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose of 
beta radiation yielding a 10­6 sterility assurance level of the outside of the container surface. 16. a system for decontaminating a surface of a prefilled container in 
secondary packaging, the system comprising: a sealed chamber and a control unit coupled to the chamber, the control unit configured to automatically (i) enable a 
vaporized­hydrogen peroxide to contact the surface of the prefilled container in the secondary packaging (ii) allow the vaporized­hydrogen peroxide to remain in contact 
with the prefilled­container surface for a predetermined time and (iii) cause a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen 
peroxide in the chamber, thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled container contains a drug 
product otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to 
vaporizing agents and gases. 17. a system for surface­decontaminating a prefilled container in secondary packaging, the system comprising: an electron­beam tunnel 
equipped with one or more tunable­electron beam generators, the tunable­electron­beam generators, configured to (i) variably generate low­energy beta radiation, (ii) 
oscillate the electron beams such that a larger surface of a prefilled container is exposed to electron beams and (iii) apply an accelerator voltage to produce a sufficient 
amount of beta radiation to decontaminate the surface of the prefilled container, wherein the sufficient amount of beta radiation depends on the thickness of the 
secondary package and the thickness of the prefilled container, such that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled 
container shields the contents therein from beta radiation. 18. a kit for decontaminating the surface of a prefilled container in secondary packaging in a sealed chamber, 
the kit comprising: an instruction for using the sealed chamber to (i) apply a vaporized­hydrogen peroxide to contact the surface of the prefilled container in the 
secondary packaging (ii) allow the vaporized­hydrogen peroxide to remain in contact with the prefilled­container surface for a predetermined time within the sealed 
chamber and (iii) cause a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen peroxide in the chamber, thereby preventing vaporized­
hydrogen peroxide from diffusing into the prefilled container. 19. a kit for surface­decontaminating a prefilled container in secondary packaging, the kit comprising: an 
instruction for (i) variably generating low­energy beta radiation to contact the surface of the prefilled container and (ii) produce a sufficient amount of beta radiation to 
decontaminate the surface of the prefilled container, wherein the sufficient amount of beta radiation depends on the thickness of the secondary package and the 
thickness of the prefilled container such that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled container shields the 
contents therein from beta radiation. 20. a system according to claim 16, wherein post­decontamination measure includes gas plasma treatment. 21. a kit according to 
claim 19, wherein post­decontamination measure includes gas plasma treatment. 22. the method of claim 1, wherein the drug product is a protein solution. 
Results: 30
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[SP]: 1. a method for surface decontamination of a prefilled container in secondary packaging, comprising: applying vaporized­hydrogen peroxide to the surface of
the prefilled container in secondary packaging allowing vaporized­hydrogen peroxide to remain in contact with the prefilled container surface for a sufficient time to 
decontaminate the prefilled container surface and causing a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen peroxide, 
thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled container contains a drug product otherwise 
sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents 
and gases. 2. the method of claim 1, wherein the prefilled container is a syringe containing a drug product otherwise sensitive to sterilization treatment by gamma 
radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents and gases. 3. the method of claim 1, wherein 
the prefilled container is a syringe containing a therapeutically effective amount of ranibizumab. 4. the method of claim 1, wherein sufficient time to decontaminate
the surface of the prefilled container is determined by validation of treatment times and compared to a control standard. 5. the method of claim 1, wherein the 
post­decontamination measure includes applying a vacuum following the duration of treatment with vaporized­hydrogen peroxide, thereby reversing the direction 
of diffusion of vaporized­hydrogen peroxide and preventing intrusion of vaporized­hydrogen peroxide into the prefilled container. 6. the method of claim 1, 
wherein the post­decontamination measure includes applying ultraviolet rays following the duration of treatment with vaporized­hydrogen peroxide, thereby 
inactivating oxidative action of hydrogen peroxide vapors. 7. the method of claim 1, wherein the post­decontamination measure includes gas plasma treatment. 8.
a method for surface decontamination of a prefilled container in secondary packaging, comprising: presenting a prefilled container in a secondary package to an 
electron beam tunnel equipped with one or more tunable electron beam generators capable of variably generating low­energy beta radiation, and capable of 
oscillating electron beams such that a larger surface of the prefilled container is exposed to beta radiation during decontamination and applying an accelerator 
voltage of the one or more tunable electron beam generators to produce a sufficient amount of beta radiation to decontaminate the surface of the prefilled 
container, wherein the sufficient amount of beta radiation depends on the thickness of the secondary package and the thickness of the prefilled container, such 
that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled container shields the contents therein from beta radiation. 9. 
the method of claim 8, wherein the thickness of the wall of the primary packaging material is 20 or more times thicker than the thickness of the secondary 
packaging material, thus reducing the dose absorbed by the product in the container to less than 0.1 kgy. 10. the method of claim 8, wherein the prefilled 
container is a vial filled with a solution or solid otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and 
sterilization treatment by exposure to vaporizing agents, gases or peroxide forming substances. 11. the method of claim 8, wherein the prefilled container is a 
syringe filled with a solution otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization 
treatment by exposure to vaporizing agents and gases or peroxide forming substances. 12. the method of claim 8 wherein the prefilled container is a syringe 
containing a therapeutically effective amount of ranibizumab. 13. the method of claim 8, wherein the penetration depth is measured by dosimetry. 14. the method 
of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose of beta radiation of at least approximately 25 
kgy to the container surface. 15. the method of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose 
of beta radiation yielding a 10­6 sterility assurance level of the outside of the container surface. 16. a system for decontaminating a surface of a prefilled container
in secondary packaging, the system comprising: a sealed chamber and a control unit coupled to the chamber, the control unit configured to automatically (i) 
enable a vaporized­hydrogen peroxide to contact the surface of the prefilled container in the secondary packaging (ii) allow the vaporized­hydrogen peroxide to 
remain in contact with the prefilled­container surface for a predetermined time and (iii) cause a post­decontamination measure to occur to reduce the presence of 
vaporized­hydrogen peroxide in the chamber, thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled 
container contains a drug product otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization 
treatment by exposure to vaporizing agents and gases. 17. a system for surface­decontaminating a prefilled container in secondary packaging, the system 
comprising: an electron­beam tunnel equipped with one or more tunable­electron beam generators, the tunable­electron­beam generators, configured to (i) 
variably generate low­energy beta radiation, (ii) oscillate the electron beams such that a larger surface of a prefilled container is exposed to electron beams and 
(iii) apply an accelerator voltage to produce a sufficient amount of beta radiation to decontaminate the surface of the prefilled container, wherein the sufficient 
amount of beta radiation depends on the thickness of the secondary package and the thickness of the prefilled container, such that beta radiation is allowed to 
penetrate the secondary package while the thickness of the prefilled container shields the contents therein from beta radiation. 18. a kit for decontaminating the 
surface of a prefilled container in secondary packaging in a sealed chamber, the kit comprising: an instruction for using the sealed chamber to (i) apply a 
vaporized­hydrogen peroxide to contact the surface of the prefilled container in the secondary packaging (ii) allow the vaporized­hydrogen peroxide to remain in 
contact with the prefilled­container surface for a predetermined time within the sealed chamber and (iii) cause a post­decontamination measure to occur to reduce 
the presence of vaporized­hydrogen peroxide in the chamber, thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container. 19. a kit 
for surface­decontaminating a prefilled container in secondary packaging, the kit comprising: an instruction for (i) variably generating low­energy beta radiation to 
contact the surface of the prefilled container and (ii) produce a sufficient amount of beta radiation to decontaminate the surface of the prefilled container, wherein 
the sufficient amount of beta radiation depends on the thickness of the secondary package and the thickness of the prefilled container such that beta radiation is 
allowed to penetrate the secondary package while the thickness of the prefilled container shields the contents therein from beta radiation. 20. a system according 
to claim 16, wherein post­decontamination measure includes gas plasma treatment. 21. a kit according to claim 19, wherein post­decontamination measure 
includes gas plasma treatment. 22. the method of claim 1, wherein the drug product is a protein solution. (Results 30)
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advantages of both vapor penetration, especially for such articles as surgical packs, and direct liquid­sterilant article contact, in which a vapor 
mixture comprising hydrogen peroxide is brought into contact with the article to be sterilized, the article being at a temperature below the dew 
point or condensation temperature of the vapor mixture, is caused thus to condense as a liquid film on the article, and is revaporized and hence 
removed from the so­sterilized article. 
Classifications:  
International (IPC 8­9): A01N59/00 A61L2/00 A61L2/20 (Advanced/Invention); 
A01N59/00 A61L2/00 A61L2/20 (Core/Invention) 
International (IPC 1­7): A01N1/00 A61L2/00 
CPC: A61L2/20 A01N59/00 
European: A01N59/00 A61L2/20 
US: 422/33

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA1166421 A1  19840501  CA19810393381  19811230  

 US4512951 A  19850423  US19830520146  19830804  

 Priority:

US19800221426 19801230  CA19810393381 19811230  US19820358435 19820315
US19830520146 19830804

 Probable Assignee: AMERICAN STERILIZER CO 

 Assignee(s): (std): AMERICAN STERILIZER CO 

 Assignee(s): AMERICAN STERILIZER COMPANY ; KOUBEK EDWARD ; MORGAN GUARANTY TRUST CO 

 Inventor(s): (std): KOUBEK EDWARD 

5) Family number: 2654051 (US4652763A) © PatBase 

Title:  Electron­beam irradiation sterilization process

Abstract: Source: US4652763A A process for controlling the penetration of electron beam radiation through package coverings of products to 
insure sterilization of the covering wraps, but protecting the internal products and medium from electron beam penetration and x­ray generation 
and the like, as required for such applications as pharmaceutics, medicaments, parenteral drugs and devices, prostheses, food packaging and 
similar systems. 
Classifications:  
International (IPC 8­9): A61L2/08 B65B55/08 (Advanced/Invention) 
International (IPC 1­7): A61L2/08 B65B55/02 B65B55/08 
CPC: A61L2/08 
European: A61L2/08 
US: 250/492.1 250/492.3

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA1246316 A1  19881213  CA19850494549  19851104  

 CN85109042 A  19861008  CN19851009042  19851212  

 DE3585389 D1  19920326  DE19853585389  19850807  

 EP0197217 A2  19861015  EP19850305621  19850807  

 EP0197217 A3  19880727  EP19850305621  19850807  

 EP0197217 B1  19920212  EP19850305621  19850807  

 JP2096349 C3  19961002  JP19860068281  19860326  

 JP61226050 A2  19861007  JP19860068281  19860326  

 JP8004613 B4  19960124  JP19860068281  19860326  

 US4652763 A  19870324  US19850717328  19850329  

 Priority:

US19850717328 19850329  CA19850494549 19851104

 Probable Assignee: FLEET NATIONAL BANK 

 Assignee(s): (std): ENERGY SCIENCES INC 

 Assignee(s): ENERGY SCIENCES INC A NY CORP ; ENERGY SCIENCES INC WOBURN MASS US ; FLEET NATIONAL BANK ; NABLO SAM 

 Inventor(s): (std): NABLO SAM ; NABLO SAMUEL V ; SAMIYUERU BUI NABURO 

 Inventor(s): SAMUEL V NABLO ; NABLO SAM LEXINGTON MASSACHUSETTS US 

 Designated states: AT BE CH DE FR GB IT LI LU NL SE

6) Family number: 2949237 (US4643876A) © PatBase 

Title:  Hydrogen peroxide plasma sterilization system

Abstract: Source: US4643876A A plasma sterilization process which employs hydrogen peroxide vapor as the precursor for the active species 
generated during the plasma generation cycle and employs a pre­treatment cycle prior to the plasma generation cycle. 
Classifications:  
International (IPC 8­9): A23L3/34 A61L11/00 A61L2/14 A61L2/20 A61L31/00 
B65B55/02 B65B55/10 (Advanced/Invention); 
A61L11/00 A61L2/20 (Advanced/Non­invention); 
A23L3/34 A61L31/00 B65B55/02 B65B55/04 (Core/Invention) 
International (IPC 1­7): A01N25/00 A01N65/00 A23L3/34 A61L11/00 A61L2/00 
A61L2/14 A61L2/18 A61L2/20 A61L25/00 A61L31/00 B65B55/02 B65B55/10 H05H 
CPC: A61L2/14 
European: A61L2/14 
US: 422/23 422/28

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AT104864 E  19940515  AT19880300616T  19880126  

 AT56881 E  19901015  AT19860108519T  19860620  

 AU198659112 A1  19861224  AU19860059112  19860619  

 AU198810789 A1  19880728  AU19880010789  19880127  

 AU592576 B2  19900118  AU19860059112  19860619  

 AU616648 B2  19911107  AU19880010789  19880127  

 BRPI8602867 A  19870210  BR1986PI02867  19860620  

 BRPI8800301 A  19880906  BR1988PI00301  19880127  

 CA1264217 A1  19900109  CA19860512072  19860620  

 CA1299835 A1  19920505  CA19880557246  19880125  

 DE3674482 D1  19901031  DE19863674482  19860620  

 DE3889235 D1  19940601  DE19883889235  19880126  

 DE3889235 T2  19941006  DE19883889235T  19880126  

 EP0207417 A1  19870107  EP19860108519  19860620  

 EP0207417 B1  19900926  EP19860108519  19860620  

 EP0278623 A2  19880817  EP19880300616  19880126  

 EP0278623 A3  19900214  EP19880300616  19880126  

 EP0278623 B1  19940427  EP19880300616  19880126  

 ES2063029 T3  19950101  ES19880300616T  19880126  

 ES556298 A1  19870416  ES19860556298  19860619  

 ES8704737 A1  19870701  ES19860556298  19860619  

 IE59218 B  19940126  IE19860001655  19860620  

 IE62878 B  19950308  IE19880000199  19880126  

 IE861655 L  19861221  IE19860001655  19860620  

 IE880199 L  19880727  IE19880000199  19880126  

 IN163670 A  19881029  IN1986CA00442  19860613  

 IN168896 A  19910706  IN1988CA00014  19880106  

 IN172875 A  19931225  IN1990CA00878  19901016  

 JP1636983 C3  19920131  JP19860143087  19860620  

 JP2062261 B4  19901225  JP19860143087  19860620  

 JP61293465 A2  19861224  JP19860143087  19860620  

 KR930003313 B1  19930426  KR19860004943  19860620  

 KR970010057 B1  19970620  KR19880000564  19880126  

 NZ216563 A  19881028  NZ19860216563  19860616  

 NZ223182 A  19900426  NZ19880223182  19880113  

 US4643876 A  19870217  US19850747209  19850621  

 US4756882 A  19880712  US19870006855  19870127  

 ZA8604630 A  19880224  ZA19860004630  19860620  

 ZA8800531 A  19890927  ZA19880000531  19880126  

 Priority:

US19850747209 19850621  EP19860108519  19860620  IN1988CA00014 19880106
EP19860108519  19860620  US19870006855 19870127  CA19860512072 19860620
IN1990CA00878 19901016  EP19880300616  19880126  CA19880557246 19880125

 Probable Assignee: JOHNSON AND JOHNSON MEDICAL INC A NJ CORP 

 Assignee(s): (std): JOHNSON AND JOHNSON ; JOHNSON AND JOHNSON MEDICAL ; SURGIKOS INC ; SERGIKOS INC ; SURGIKOS ; 
CHICOPEE 

 Assignee(s): JACOBS PAUL TAYLOR ; SURGIKOS INC ARLINGTON TEX US ; JOHNSON AND JOHNSON MEDICAL INC ARLINGTON TEX 
US ; LIN SZU MIN ; JOHNSON AND JOHNSON MEDICAL INC ; JOHNSON AND JOHNSON MEDICAL INC A NJ CORP ; 
JOHNSON AND JOHNSON MEDICAL INC ARLINGTON TEX 

 Inventor(s): (std): JACOBS P T ; JACOBS PAUL T ; JACOBS PAUL TAYLOR ; LIN SZU LIN ; LIN SZU MI ; LIN SZU MIN ; PAUL TAYLOR 
JACOBS ; POORU TEIRAA JIYAKOBUZU ; SUZUUMIN RIN ; SZU MIN LIN 

 Inventor(s): HOORU TEIRAA JAKOBUZU ; LIN SZU MIN ARLINGTON TEXAS 76018 ; LIN SZU MIN ARLINGTON TEXAS 76018 US ; 
JACOBS PAUL TAYLOR ARLINGTON TEXAS 76016 ; JACOBS PAUL TAYLOR ARLINGTON TEXAS 76016 US 

 Designated states: AT BE CH DE ES FR GB IT LI LU NL SE

7) Family number: 32179056 (US5037623A) © PatBase 

 This family is part of an extended family. Please click here to view the extended family.

Title:  Sterilant concentrate injection system

Abstract: Source: US5037623A A tubing system (18) connects a source (10) of tap water with a container (20) holding an item to be sterilized. 
Powdered buffers, detergents, and corrosion inhibitors are deposited in a well (34) along with an ampule (46) containing a sterilant, such as 
peracetic acid. The ampule includes an exterior wall (80) which defines an interior volume (82) and a linear vent passage (84) extending from 
the exterior wall to a central region of the interior volume. A gas permeable liquid impermeable membrane (100) is mounted across a vent 
aperture (86) which is disposed adjacent the geometric center of the interior volume. The volume is filled less than half way full with the liquid 
sterilant such that in all orientations of the ampule (FIGS. 4A­C), an upper surface (98) of the sterilant remains below the vent aperture. A pump 
(50) recirculates the water through the container, the tubing system, and the well to dissolve the powdered reagents. A tubular needle (70) of an 
aspirator system (42) is moved along the vent passage and through the vent aperture such that its free end is immersed in the sterilant. An 
aspirator (44) draws the sterilant from the ampule into the tubing system, mixing it with the recirculating water. 
Classifications:  
International (IPC 8­9): A01N25/34 A01N31/08 A01N37/16 A01N59/00 A61J1/05 
A61L15/44 A61L15/46 A61L2/16 A61L2/18 A61L2/20 A61L2/24 A61L2/26 A61L31/16 
B65D77/22 B65D81/32 (Advanced/Invention) 
International (IPC 1­7): A61L2/00 A61L2/18 B01F13/00 B08B13/00 
CPC: A01N25/34 A61L2/16 A61L2/18 A61L2/20 A61L2/24 A61L2/26 B65D77/225 
B65D81/3216 A61L15/44 A61L15/46 A61L2202/24 A01N31/08 A01N37/16 A01N59/00 
European: A01N25/34 A01N31/08 A01N37/16 A01N59/00 A61L15/44 A61L15/46 
A61L2/16 A61L2/18 A61L2/20 A61L2/24 A61L2/26 B65D77/22D B65D81/32C 
K61L202/240 
US: 134/100.1 134/102 134/161 134/199 134/200 134/94.1 134/95 134/95.1 134/99 
206/219 206/532 206/538 252/106 252/389.2 252/389.4 252/389.5 252/389.54 252/95 
422/1 422/100 422/102 422/16 422/18 422/28 422/292 422/293 422/294 422/295 
422/297 422/300 422/37 422/417 422/547 510/161 510/255 510/262 510/370 510/372 
510/508 D24/217

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 US5037623 A  19910806  US19880165189  19880307  

 US5077008 A  19911231  US19880229917  19880808  

 US5091343 A  19920225  US19890349304  19890509  

 US5116575 A  19920526  US19890342189  19890424  

 US5209909 A  19930511  US19910793589  19911118  

 US5217698 A  19930608  US19910681118  19910405  

 US5225160 A  19930706  US19910741788  19910806  

 Priority:

US19880140388 19880104  US19880165189 19880307  US19860826730 19860206
US19890342189 19890424  US19910793589 19911118  US19910741788 19910806
US19890349304 19890509  US19910681118 19910405  US19880229917 19880808

 Probable Assignee: STERIS A CORP OF OHIO CORP 

 Assignee(s): (std): STERIS CORP 

 Assignee(s): STERIS 72 CORWIN DRIVE PAINESVILLE OHIO 44077 A OH ; STERIS A CORP OF OH CORP ; STERIS A CORP OF OHIO 
CORP ; STERIS A OH CORP CORP 

 Inventor(s): (std): BADERTSCHER DUNCAN C ; BEISWENGER JOHN L ; FUNG SAMUEL M ; KRALOVIC RAYMOND C ; MARSHALL DOUGLAS F ; 
MINEROVIC DAVID E ; REBELE DONALD J ; SANFORD BILL R ; SCHECKELHOFF KENNETH E ; SCHNEIDER EDWARD T ; 
SIEGEL NORMAN L ; TANNER PAMELA C 

8) Family number: 8833294 (US5788941A) © PatBase 

Title:  Method of sterilization of bone tussue

Abstract: Source: US5788941A The invention is directed to the sterilization of bone tissue for transplantation employing a hydrogen peroxide 
vapor sterilant. The bone tissue is exposed to the sterilant vapor at a pressure, temperature, and concentration, and for a period of time that is 
sufficient to sterilize the bone tissue, but insufficient to cause substantial physical, chemical and biological damage. The bone tissue is defatted, 
preferably demineralized, substantially free of moisture and blood, and may be lyophilized prior to sterilization. 
Classifications:  
International (IPC 8­9): A61L2/00 (Advanced/Invention) 
International (IPC 1­7): A61L2/20 
CPC: A61L2/0094 
European: A61L2/00P4E 
US: 422/33 435/1.1 435/1.3
 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU199722705 A1  19970822  AU19970022705  19970131  

 US5788941 A  19980804  US19960593156  19960131  

 WO9727882 A1  19970807  WO1997US02235  19970131  

 Priority:

US19960593156 19960131  WO1997US02235 19970131

 Probable Assignee: STERIS CORP 

 Assignee(s): (std): STERIS CORP 

 Assignee(s): AMERICAN STERILIZER CO 

 Inventor(s): (std): BALMASSO JOSEPH P ; DALMASSO JOSEPH P ; MIELNIK THADDEUS J 

 Inventor(s): THADDEUS J MIELNIK ; JOSEPH P BALMASSO 

 Designated states: AT AU BE CA CH DE DK ES FI FR GB GR IE IT JP LU MC NL PT SE

9) Family number: 10333482 (WO9744068A1) © PatBase 

Title:  METHOD OF TERMINALLY STERILIZING FILLED SYRINGES

Abstract: The invention concerns a method of producing a pre­filled sterile syringe. The syringe comprises a syringe body with a proximal end 
and a distal end, a syringe­outlet part at the distal end, a seal, a stopper, a fluid medium and a gaseous medium, the fluid medium being a liquid.
The method comprises the following steps: preparing the syringe body, seal and stopper which is/are free from germs and/or endotoxins and low
in particles; a lubricant is applied; the proximal end is sealed by inserting the stopper into the syringe body; the syringe is filled through the distal
end; the syringe outlet part is sealed with the seal; the syringe is sterilized in a sterilizing chamber; the syringe is then packaged and the 
package container is then sterilized once again. 
Classifications:  
International (IPC 8­9): A61L2/04 A61L2/06 A61L2/07 A61L2/12 A61L2/20 
A61M5/178 (Advanced/Invention) 
International (IPC 1­7): A61L2/04 A61L2/06 A61L2/12 A61L2/16 A61L2/20 A61M5/00 
A61M5/178 
CPC: A61L2/04 A61L2/07 A61L2/12 A61L2/202 A61L2/208 A61L2202/122 A61M5/178 
European: A61L2/04 A61L2/07 A61L2/12 A61L2/20C A61L2/20H A61M5/178 
K61L202/122

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU199729602 A1  19971209  AU19970029602  19970523  

 DE19622283 A1  19971127  DE19961022283  19960523  

 EP0901380 A1  19990317  EP19970923989  19970523  

 JP2000510740 T2  20000822  JP19970541568T  19970523  

 WO9744068 A1  19971127  WO1997EP02641  19970523  

 Priority:

DE19961022283 19960523  WO1997EP02641 19970523

 Probable Assignee: SCHERING AG 

 Assignee(s): (std): SCHERING AG ; TACK JOHANNES ; SCHURREIT THOMAS ; ZUERCHER JOERG 

 Assignee(s): SCHERING AG 13353 BERLIN DE ; SCHERING AKTIENGESELLSCHAFT ; SCHERING A G 

 Inventor(s): (std): SCHURREIT THOMAS ; SCHURREIT THOMAS DR ; TACK JOHANNES ; TACK JOHANNES DR ; ZURCHER JORG ; ZUERCHER 
JOERG ; ZUERCHER JOERG DR 

 Inventor(s): ZUERCHER JOERG DR 15711 KOENIGS WUSTERHAUSEN DE ; THOMAS SCHURREIT ; JORG ZURCHER ; JOHANNES TACK ; 
TACK JOHANNES DR 13595 BERLIN DE ; SCHURREIT THOMAS DR 14163 BERLIN DE 

 Designated states: AL AM AT AU AZ BA BB BE BG BR BY CA CH CN CU CZ DE DK EE ES FI FR GB GE GR HU IE IL IS IT JP KE KG KP KR KZ LC 
LI LK LR LS LT LU LV MC MD MG MK MN MW MX NL NO NZ PL PT RO RU SD SE SG SI SK TJ TM TR TT UA UG US

10) Family number: 20673857 (US5779973A) © PatBase 

Title:  Vapor phase interstitial microbial decontamination of overwrapped IV bags

Abstract: Source: US5779973A A vaporizer (48) vaporizes a liquid solution of hydrogen peroxide or other strong oxidants to form a sterilant 
vapor which is entrained in a flow of sterile air. The sterilant vapor is conveyed to a manifold (12), (36), (40). A plurality of tubes or conduits (14)
convey the sterilant vapor from the manifold into a interstitial space (18) between an inner, IV bag (24) and an outer overwrap (22). A vacuum 
pump (58) draws a negative pressure within an enclosure (42) to draw the sterilant vapor through the manifold, the delivery tubes, and the 
interstitial space and through the enclosure. The delivery tubes terminate opposite upper corners of the IV bag and are aimed in such a manner 
that the sterilant vapor gas flows through and contacts all surfaces which define the interstitial space. After sterilization, the sterilant vapor is 
displaced with sterile air and the IV bag assemblies are removed and the overwrap is sealed to prevent microbial recontamination. 
Classifications:  
International (IPC 8­9): A61L2/20 (Advanced/Invention); 
A61L2/20 (Core/Invention) 
International (IPC 1­7): A61L2/00 A61L9/00 
CPC: A61L2/20 
European: A61L2/20 
US: 422/28 422/292 422/300 422/33

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 US5779973 A  19980714  US19970831294  19970401  
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Search query (2): [SP]: 1. a method for surface decontamination of a prefilled container in secondary packaging, comprising: applying vaporized­hydrogen peroxide to 
the surface of the prefilled container in secondary packaging allowing vaporized­hydrogen peroxide to remain in contact with the prefilled container surface for a sufficient 
time to decontaminate the prefilled container surface and causing a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen peroxide, 
thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled container contains a drug product otherwise sensitive to 
sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents and gases. 2. the 
method of claim 1, wherein the prefilled container is a syringe containing a drug product otherwise sensitive to sterilization treatment by gamma radiation, sterilization 
treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents and gases. 3. the method of claim 1, wherein the prefilled container is a 
syringe containing a therapeutically effective amount of ranibizumab. 4. the method of claim 1, wherein sufficient time to decontaminate the surface of the prefilled 
container is determined by validation of treatment times and compared to a control standard. 5. the method of claim 1, wherein the post­decontamination measure 
includes applying a vacuum following the duration of treatment with vaporized­hydrogen peroxide, thereby reversing the direction of diffusion of vaporized­hydrogen 
peroxide and preventing intrusion of vaporized­hydrogen peroxide into the prefilled container. 6. the method of claim 1, wherein the post­decontamination measure 
includes applying ultraviolet rays following the duration of treatment with vaporized­hydrogen peroxide, thereby inactivating oxidative action of hydrogen peroxide vapors. 
7. the method of claim 1, wherein the post­decontamination measure includes gas plasma treatment. 8. a method for surface decontamination of a prefilled container in 
secondary packaging, comprising: presenting a prefilled container in a secondary package to an electron beam tunnel equipped with one or more tunable electron beam 
generators capable of variably generating low­energy beta radiation, and capable of oscillating electron beams such that a larger surface of the prefilled container is 
exposed to beta radiation during decontamination and applying an accelerator voltage of the one or more tunable electron beam generators to produce a sufficient 
amount of beta radiation to decontaminate the surface of the prefilled container, wherein the sufficient amount of beta radiation depends on the thickness of the 
secondary package and the thickness of the prefilled container, such that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled 
container shields the contents therein from beta radiation. 9. the method of claim 8, wherein the thickness of the wall of the primary packaging material is 20 or more 
times thicker than the thickness of the secondary packaging material, thus reducing the dose absorbed by the product in the container to less than 0.1 kgy. 10. the 
method of claim 8, wherein the prefilled container is a vial filled with a solution or solid otherwise sensitive to sterilization treatment by gamma radiation, sterilization 
treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents, gases or peroxide forming substances. 11. the method of claim 8, 
wherein the prefilled container is a syringe filled with a solution otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to 
steam, and sterilization treatment by exposure to vaporizing agents and gases or peroxide forming substances. 12. the method of claim 8 wherein the prefilled container 
is a syringe containing a therapeutically effective amount of ranibizumab. 13. the method of claim 8, wherein the penetration depth is measured by dosimetry. 14. the 
method of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose of beta radiation of at least approximately 
25 kgy to the container surface. 15. the method of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose of 
beta radiation yielding a 10­6 sterility assurance level of the outside of the container surface. 16. a system for decontaminating a surface of a prefilled container in 
secondary packaging, the system comprising: a sealed chamber and a control unit coupled to the chamber, the control unit configured to automatically (i) enable a 
vaporized­hydrogen peroxide to contact the surface of the prefilled container in the secondary packaging (ii) allow the vaporized­hydrogen peroxide to remain in contact 
with the prefilled­container surface for a predetermined time and (iii) cause a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen 
peroxide in the chamber, thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled container contains a drug 
product otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to 
vaporizing agents and gases. 17. a system for surface­decontaminating a prefilled container in secondary packaging, the system comprising: an electron­beam tunnel 
equipped with one or more tunable­electron beam generators, the tunable­electron­beam generators, configured to (i) variably generate low­energy beta radiation, (ii) 
oscillate the electron beams such that a larger surface of a prefilled container is exposed to electron beams and (iii) apply an accelerator voltage to produce a sufficient 
amount of beta radiation to decontaminate the surface of the prefilled container, wherein the sufficient amount of beta radiation depends on the thickness of the 
secondary package and the thickness of the prefilled container, such that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled 
container shields the contents therein from beta radiation. 18. a kit for decontaminating the surface of a prefilled container in secondary packaging in a sealed chamber, 
the kit comprising: an instruction for using the sealed chamber to (i) apply a vaporized­hydrogen peroxide to contact the surface of the prefilled container in the 
secondary packaging (ii) allow the vaporized­hydrogen peroxide to remain in contact with the prefilled­container surface for a predetermined time within the sealed 
chamber and (iii) cause a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen peroxide in the chamber, thereby preventing vaporized­
hydrogen peroxide from diffusing into the prefilled container. 19. a kit for surface­decontaminating a prefilled container in secondary packaging, the kit comprising: an 
instruction for (i) variably generating low­energy beta radiation to contact the surface of the prefilled container and (ii) produce a sufficient amount of beta radiation to 
decontaminate the surface of the prefilled container, wherein the sufficient amount of beta radiation depends on the thickness of the secondary package and the 
thickness of the prefilled container such that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled container shields the 
contents therein from beta radiation. 20. a system according to claim 16, wherein post­decontamination measure includes gas plasma treatment. 21. a kit according to 
claim 19, wherein post­decontamination measure includes gas plasma treatment. 22. the method of claim 1, wherein the drug product is a protein solution. 
Results: 30
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[SP]: 1. a method for surface decontamination of a prefilled container in secondary packaging, comprising: applying vaporized­hydrogen peroxide to the surface of
the prefilled container in secondary packaging allowing vaporized­hydrogen peroxide to remain in contact with the prefilled container surface for a sufficient time to 
decontaminate the prefilled container surface and causing a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen peroxide, 
thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled container contains a drug product otherwise 
sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents 
and gases. 2. the method of claim 1, wherein the prefilled container is a syringe containing a drug product otherwise sensitive to sterilization treatment by gamma 
radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents and gases. 3. the method of claim 1, wherein 
the prefilled container is a syringe containing a therapeutically effective amount of ranibizumab. 4. the method of claim 1, wherein sufficient time to decontaminate
the surface of the prefilled container is determined by validation of treatment times and compared to a control standard. 5. the method of claim 1, wherein the 
post­decontamination measure includes applying a vacuum following the duration of treatment with vaporized­hydrogen peroxide, thereby reversing the direction 
of diffusion of vaporized­hydrogen peroxide and preventing intrusion of vaporized­hydrogen peroxide into the prefilled container. 6. the method of claim 1, 
wherein the post­decontamination measure includes applying ultraviolet rays following the duration of treatment with vaporized­hydrogen peroxide, thereby 
inactivating oxidative action of hydrogen peroxide vapors. 7. the method of claim 1, wherein the post­decontamination measure includes gas plasma treatment. 8.
a method for surface decontamination of a prefilled container in secondary packaging, comprising: presenting a prefilled container in a secondary package to an 
electron beam tunnel equipped with one or more tunable electron beam generators capable of variably generating low­energy beta radiation, and capable of 
oscillating electron beams such that a larger surface of the prefilled container is exposed to beta radiation during decontamination and applying an accelerator 
voltage of the one or more tunable electron beam generators to produce a sufficient amount of beta radiation to decontaminate the surface of the prefilled 
container, wherein the sufficient amount of beta radiation depends on the thickness of the secondary package and the thickness of the prefilled container, such 
that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled container shields the contents therein from beta radiation. 9. 
the method of claim 8, wherein the thickness of the wall of the primary packaging material is 20 or more times thicker than the thickness of the secondary 
packaging material, thus reducing the dose absorbed by the product in the container to less than 0.1 kgy. 10. the method of claim 8, wherein the prefilled 
container is a vial filled with a solution or solid otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and 
sterilization treatment by exposure to vaporizing agents, gases or peroxide forming substances. 11. the method of claim 8, wherein the prefilled container is a 
syringe filled with a solution otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization 
treatment by exposure to vaporizing agents and gases or peroxide forming substances. 12. the method of claim 8 wherein the prefilled container is a syringe 
containing a therapeutically effective amount of ranibizumab. 13. the method of claim 8, wherein the penetration depth is measured by dosimetry. 14. the method 
of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose of beta radiation of at least approximately 25 
kgy to the container surface. 15. the method of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose 
of beta radiation yielding a 10­6 sterility assurance level of the outside of the container surface. 16. a system for decontaminating a surface of a prefilled container
in secondary packaging, the system comprising: a sealed chamber and a control unit coupled to the chamber, the control unit configured to automatically (i) 
enable a vaporized­hydrogen peroxide to contact the surface of the prefilled container in the secondary packaging (ii) allow the vaporized­hydrogen peroxide to 
remain in contact with the prefilled­container surface for a predetermined time and (iii) cause a post­decontamination measure to occur to reduce the presence of 
vaporized­hydrogen peroxide in the chamber, thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled 
container contains a drug product otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization 
treatment by exposure to vaporizing agents and gases. 17. a system for surface­decontaminating a prefilled container in secondary packaging, the system 
comprising: an electron­beam tunnel equipped with one or more tunable­electron beam generators, the tunable­electron­beam generators, configured to (i) 
variably generate low­energy beta radiation, (ii) oscillate the electron beams such that a larger surface of a prefilled container is exposed to electron beams and 
(iii) apply an accelerator voltage to produce a sufficient amount of beta radiation to decontaminate the surface of the prefilled container, wherein the sufficient 
amount of beta radiation depends on the thickness of the secondary package and the thickness of the prefilled container, such that beta radiation is allowed to 
penetrate the secondary package while the thickness of the prefilled container shields the contents therein from beta radiation. 18. a kit for decontaminating the 
surface of a prefilled container in secondary packaging in a sealed chamber, the kit comprising: an instruction for using the sealed chamber to (i) apply a 
vaporized­hydrogen peroxide to contact the surface of the prefilled container in the secondary packaging (ii) allow the vaporized­hydrogen peroxide to remain in 
contact with the prefilled­container surface for a predetermined time within the sealed chamber and (iii) cause a post­decontamination measure to occur to reduce 
the presence of vaporized­hydrogen peroxide in the chamber, thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container. 19. a kit 
for surface­decontaminating a prefilled container in secondary packaging, the kit comprising: an instruction for (i) variably generating low­energy beta radiation to 
contact the surface of the prefilled container and (ii) produce a sufficient amount of beta radiation to decontaminate the surface of the prefilled container, wherein 
the sufficient amount of beta radiation depends on the thickness of the secondary package and the thickness of the prefilled container such that beta radiation is 
allowed to penetrate the secondary package while the thickness of the prefilled container shields the contents therein from beta radiation. 20. a system according 
to claim 16, wherein post­decontamination measure includes gas plasma treatment. 21. a kit according to claim 19, wherein post­decontamination measure 
includes gas plasma treatment. 22. the method of claim 1, wherein the drug product is a protein solution. (Results 30)
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 Assignee(s): BAXTER TRAVENOL LABORATORIES INC ; MORGAN GUARANTY TRUST CO ; BAXTER INT INC ; BAXTER TRAVENOL 
LABORATORIES INC A CORP OF DE ; ALLEGIANCE CORP ; AMERICAN STERILIZER CO ; AMERICAN STERILIZER CO A PA 
CORP ; BAXTER INT 

 Inventor(s): (std): FORSTROM RICHARD J ; WARDLE MICHAEL D 

3) Family number: 6661305 (JP59069077A) © PatBase 

Title:  STERILIZATION BY HYDROGEN PEROXIDE LIQUID FILM

Classifications:  
International (IPC 8­9): A61L2/20 (Advanced/Invention); 
A61L2/20 (Core/Invention) 
International (IPC 1­7): A61L2/20

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP59069077 A2  19840419  JP19820178967  19821012  

 JP61004543 B4  19860210  JP19820178967  19821012  

 Priority:

JP19820178967 19821012

 Probable Assignee: AMERICAN STERILIZER CO 

 Assignee(s): (std): AMERICAN STERILIZER CO 

 Inventor(s): (std): EDOWAADO KOUBETSUKU 

 Inventor(s): EDOWAADO KOBETSUKU 

4) Family number: 4736632 (US4512951A) © PatBase 

Title:  Hydrogen peroxide liquid film sterilization method

Abstract: Source: US4512951A A method is provided of hydrogen peroxide sterilization of medical articles whereby there are obtained the 
advantages of both vapor penetration, especially for such articles as surgical packs, and direct liquid­sterilant article contact, in which a vapor 
mixture comprising hydrogen peroxide is brought into contact with the article to be sterilized, the article being at a temperature below the dew 
point or condensation temperature of the vapor mixture, is caused thus to condense as a liquid film on the article, and is revaporized and hence 
removed from the so­sterilized article. 
Classifications:  
International (IPC 8­9): A01N59/00 A61L2/00 A61L2/20 (Advanced/Invention); 
A01N59/00 A61L2/00 A61L2/20 (Core/Invention) 
International (IPC 1­7): A01N1/00 A61L2/00 
CPC: A61L2/20 A01N59/00 
European: A01N59/00 A61L2/20 
US: 422/33

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA1166421 A1  19840501  CA19810393381  19811230  

 US4512951 A  19850423  US19830520146  19830804  

 Priority:

US19800221426 19801230  CA19810393381 19811230  US19820358435 19820315
US19830520146 19830804

 Probable Assignee: AMERICAN STERILIZER CO 

 Assignee(s): (std): AMERICAN STERILIZER CO 

 Assignee(s): AMERICAN STERILIZER COMPANY ; KOUBEK EDWARD ; MORGAN GUARANTY TRUST CO 

 Inventor(s): (std): KOUBEK EDWARD 

5) Family number: 2654051 (US4652763A) © PatBase 

Title:  Electron­beam irradiation sterilization process

Abstract: Source: US4652763A A process for controlling the penetration of electron beam radiation through package coverings of products to 
insure sterilization of the covering wraps, but protecting the internal products and medium from electron beam penetration and x­ray generation 
and the like, as required for such applications as pharmaceutics, medicaments, parenteral drugs and devices, prostheses, food packaging and 
similar systems. 
Classifications:  
International (IPC 8­9): A61L2/08 B65B55/08 (Advanced/Invention) 
International (IPC 1­7): A61L2/08 B65B55/02 B65B55/08 
CPC: A61L2/08 
European: A61L2/08 
US: 250/492.1 250/492.3

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA1246316 A1  19881213  CA19850494549  19851104  

 CN85109042 A  19861008  CN19851009042  19851212  

 DE3585389 D1  19920326  DE19853585389  19850807  

 EP0197217 A2  19861015  EP19850305621  19850807  

 EP0197217 A3  19880727  EP19850305621  19850807  

 EP0197217 B1  19920212  EP19850305621  19850807  

 JP2096349 C3  19961002  JP19860068281  19860326  

 JP61226050 A2  19861007  JP19860068281  19860326  

 JP8004613 B4  19960124  JP19860068281  19860326  

 US4652763 A  19870324  US19850717328  19850329  

 Priority:

US19850717328 19850329  CA19850494549 19851104

 Probable Assignee: FLEET NATIONAL BANK 

 Assignee(s): (std): ENERGY SCIENCES INC 

 Assignee(s): ENERGY SCIENCES INC A NY CORP ; ENERGY SCIENCES INC WOBURN MASS US ; FLEET NATIONAL BANK ; NABLO SAM 

 Inventor(s): (std): NABLO SAM ; NABLO SAMUEL V ; SAMIYUERU BUI NABURO 

 Inventor(s): SAMUEL V NABLO ; NABLO SAM LEXINGTON MASSACHUSETTS US 

 Designated states: AT BE CH DE FR GB IT LI LU NL SE

6) Family number: 2949237 (US4643876A) © PatBase 

Title:  Hydrogen peroxide plasma sterilization system

Abstract: Source: US4643876A A plasma sterilization process which employs hydrogen peroxide vapor as the precursor for the active species 
generated during the plasma generation cycle and employs a pre­treatment cycle prior to the plasma generation cycle. 
Classifications:  
International (IPC 8­9): A23L3/34 A61L11/00 A61L2/14 A61L2/20 A61L31/00 
B65B55/02 B65B55/10 (Advanced/Invention); 
A61L11/00 A61L2/20 (Advanced/Non­invention); 
A23L3/34 A61L31/00 B65B55/02 B65B55/04 (Core/Invention) 
International (IPC 1­7): A01N25/00 A01N65/00 A23L3/34 A61L11/00 A61L2/00 
A61L2/14 A61L2/18 A61L2/20 A61L25/00 A61L31/00 B65B55/02 B65B55/10 H05H 
CPC: A61L2/14 
European: A61L2/14 
US: 422/23 422/28

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AT104864 E  19940515  AT19880300616T  19880126  

 AT56881 E  19901015  AT19860108519T  19860620  

 AU198659112 A1  19861224  AU19860059112  19860619  

 AU198810789 A1  19880728  AU19880010789  19880127  

 AU592576 B2  19900118  AU19860059112  19860619  

 AU616648 B2  19911107  AU19880010789  19880127  

 BRPI8602867 A  19870210  BR1986PI02867  19860620  

 BRPI8800301 A  19880906  BR1988PI00301  19880127  

 CA1264217 A1  19900109  CA19860512072  19860620  

 CA1299835 A1  19920505  CA19880557246  19880125  

 DE3674482 D1  19901031  DE19863674482  19860620  

 DE3889235 D1  19940601  DE19883889235  19880126  

 DE3889235 T2  19941006  DE19883889235T  19880126  

 EP0207417 A1  19870107  EP19860108519  19860620  

 EP0207417 B1  19900926  EP19860108519  19860620  

 EP0278623 A2  19880817  EP19880300616  19880126  

 EP0278623 A3  19900214  EP19880300616  19880126  

 EP0278623 B1  19940427  EP19880300616  19880126  

 ES2063029 T3  19950101  ES19880300616T  19880126  

 ES556298 A1  19870416  ES19860556298  19860619  

 ES8704737 A1  19870701  ES19860556298  19860619  

 IE59218 B  19940126  IE19860001655  19860620  

 IE62878 B  19950308  IE19880000199  19880126  

 IE861655 L  19861221  IE19860001655  19860620  

 IE880199 L  19880727  IE19880000199  19880126  

 IN163670 A  19881029  IN1986CA00442  19860613  

 IN168896 A  19910706  IN1988CA00014  19880106  

 IN172875 A  19931225  IN1990CA00878  19901016  

 JP1636983 C3  19920131  JP19860143087  19860620  

 JP2062261 B4  19901225  JP19860143087  19860620  

 JP61293465 A2  19861224  JP19860143087  19860620  

 KR930003313 B1  19930426  KR19860004943  19860620  

 KR970010057 B1  19970620  KR19880000564  19880126  

 NZ216563 A  19881028  NZ19860216563  19860616  

 NZ223182 A  19900426  NZ19880223182  19880113  

 US4643876 A  19870217  US19850747209  19850621  

 US4756882 A  19880712  US19870006855  19870127  

 ZA8604630 A  19880224  ZA19860004630  19860620  

 ZA8800531 A  19890927  ZA19880000531  19880126  

 Priority:

US19850747209 19850621  EP19860108519  19860620  IN1988CA00014 19880106
EP19860108519  19860620  US19870006855 19870127  CA19860512072 19860620
IN1990CA00878 19901016  EP19880300616  19880126  CA19880557246 19880125

 Probable Assignee: JOHNSON AND JOHNSON MEDICAL INC A NJ CORP 

 Assignee(s): (std): JOHNSON AND JOHNSON ; JOHNSON AND JOHNSON MEDICAL ; SURGIKOS INC ; SERGIKOS INC ; SURGIKOS ; 
CHICOPEE 

 Assignee(s): JACOBS PAUL TAYLOR ; SURGIKOS INC ARLINGTON TEX US ; JOHNSON AND JOHNSON MEDICAL INC ARLINGTON TEX 
US ; LIN SZU MIN ; JOHNSON AND JOHNSON MEDICAL INC ; JOHNSON AND JOHNSON MEDICAL INC A NJ CORP ; 
JOHNSON AND JOHNSON MEDICAL INC ARLINGTON TEX 

 Inventor(s): (std): JACOBS P T ; JACOBS PAUL T ; JACOBS PAUL TAYLOR ; LIN SZU LIN ; LIN SZU MI ; LIN SZU MIN ; PAUL TAYLOR 
JACOBS ; POORU TEIRAA JIYAKOBUZU ; SUZUUMIN RIN ; SZU MIN LIN 

 Inventor(s): HOORU TEIRAA JAKOBUZU ; LIN SZU MIN ARLINGTON TEXAS 76018 ; LIN SZU MIN ARLINGTON TEXAS 76018 US ; 
JACOBS PAUL TAYLOR ARLINGTON TEXAS 76016 ; JACOBS PAUL TAYLOR ARLINGTON TEXAS 76016 US 

 Designated states: AT BE CH DE ES FR GB IT LI LU NL SE

7) Family number: 32179056 (US5037623A) © PatBase 

 This family is part of an extended family. Please click here to view the extended family.

Title:  Sterilant concentrate injection system

Abstract: Source: US5037623A A tubing system (18) connects a source (10) of tap water with a container (20) holding an item to be sterilized. 
Powdered buffers, detergents, and corrosion inhibitors are deposited in a well (34) along with an ampule (46) containing a sterilant, such as 
peracetic acid. The ampule includes an exterior wall (80) which defines an interior volume (82) and a linear vent passage (84) extending from 
the exterior wall to a central region of the interior volume. A gas permeable liquid impermeable membrane (100) is mounted across a vent 
aperture (86) which is disposed adjacent the geometric center of the interior volume. The volume is filled less than half way full with the liquid 
sterilant such that in all orientations of the ampule (FIGS. 4A­C), an upper surface (98) of the sterilant remains below the vent aperture. A pump 
(50) recirculates the water through the container, the tubing system, and the well to dissolve the powdered reagents. A tubular needle (70) of an 
aspirator system (42) is moved along the vent passage and through the vent aperture such that its free end is immersed in the sterilant. An 
aspirator (44) draws the sterilant from the ampule into the tubing system, mixing it with the recirculating water. 
Classifications:  
International (IPC 8­9): A01N25/34 A01N31/08 A01N37/16 A01N59/00 A61J1/05 
A61L15/44 A61L15/46 A61L2/16 A61L2/18 A61L2/20 A61L2/24 A61L2/26 A61L31/16 
B65D77/22 B65D81/32 (Advanced/Invention) 
International (IPC 1­7): A61L2/00 A61L2/18 B01F13/00 B08B13/00 
CPC: A01N25/34 A61L2/16 A61L2/18 A61L2/20 A61L2/24 A61L2/26 B65D77/225 
B65D81/3216 A61L15/44 A61L15/46 A61L2202/24 A01N31/08 A01N37/16 A01N59/00 
European: A01N25/34 A01N31/08 A01N37/16 A01N59/00 A61L15/44 A61L15/46 
A61L2/16 A61L2/18 A61L2/20 A61L2/24 A61L2/26 B65D77/22D B65D81/32C 
K61L202/240 
US: 134/100.1 134/102 134/161 134/199 134/200 134/94.1 134/95 134/95.1 134/99 
206/219 206/532 206/538 252/106 252/389.2 252/389.4 252/389.5 252/389.54 252/95 
422/1 422/100 422/102 422/16 422/18 422/28 422/292 422/293 422/294 422/295 
422/297 422/300 422/37 422/417 422/547 510/161 510/255 510/262 510/370 510/372 
510/508 D24/217

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 US5037623 A  19910806  US19880165189  19880307  

 US5077008 A  19911231  US19880229917  19880808  

 US5091343 A  19920225  US19890349304  19890509  

 US5116575 A  19920526  US19890342189  19890424  

 US5209909 A  19930511  US19910793589  19911118  

 US5217698 A  19930608  US19910681118  19910405  

 US5225160 A  19930706  US19910741788  19910806  

 Priority:

US19880140388 19880104  US19880165189 19880307  US19860826730 19860206
US19890342189 19890424  US19910793589 19911118  US19910741788 19910806
US19890349304 19890509  US19910681118 19910405  US19880229917 19880808

 Probable Assignee: STERIS A CORP OF OHIO CORP 

 Assignee(s): (std): STERIS CORP 

 Assignee(s): STERIS 72 CORWIN DRIVE PAINESVILLE OHIO 44077 A OH ; STERIS A CORP OF OH CORP ; STERIS A CORP OF OHIO 
CORP ; STERIS A OH CORP CORP 

 Inventor(s): (std): BADERTSCHER DUNCAN C ; BEISWENGER JOHN L ; FUNG SAMUEL M ; KRALOVIC RAYMOND C ; MARSHALL DOUGLAS F ; 
MINEROVIC DAVID E ; REBELE DONALD J ; SANFORD BILL R ; SCHECKELHOFF KENNETH E ; SCHNEIDER EDWARD T ; 
SIEGEL NORMAN L ; TANNER PAMELA C 

8) Family number: 8833294 (US5788941A) © PatBase 

Title:  Method of sterilization of bone tussue

Abstract: Source: US5788941A The invention is directed to the sterilization of bone tissue for transplantation employing a hydrogen peroxide 
vapor sterilant. The bone tissue is exposed to the sterilant vapor at a pressure, temperature, and concentration, and for a period of time that is 
sufficient to sterilize the bone tissue, but insufficient to cause substantial physical, chemical and biological damage. The bone tissue is defatted, 
preferably demineralized, substantially free of moisture and blood, and may be lyophilized prior to sterilization. 
Classifications:  
International (IPC 8­9): A61L2/00 (Advanced/Invention) 
International (IPC 1­7): A61L2/20 
CPC: A61L2/0094 
European: A61L2/00P4E 
US: 422/33 435/1.1 435/1.3
 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU199722705 A1  19970822  AU19970022705  19970131  

 US5788941 A  19980804  US19960593156  19960131  

 WO9727882 A1  19970807  WO1997US02235  19970131  

 Priority:

US19960593156 19960131  WO1997US02235 19970131

 Probable Assignee: STERIS CORP 

 Assignee(s): (std): STERIS CORP 

 Assignee(s): AMERICAN STERILIZER CO 

 Inventor(s): (std): BALMASSO JOSEPH P ; DALMASSO JOSEPH P ; MIELNIK THADDEUS J 

 Inventor(s): THADDEUS J MIELNIK ; JOSEPH P BALMASSO 

 Designated states: AT AU BE CA CH DE DK ES FI FR GB GR IE IT JP LU MC NL PT SE

9) Family number: 10333482 (WO9744068A1) © PatBase 

Title:  METHOD OF TERMINALLY STERILIZING FILLED SYRINGES

Abstract: The invention concerns a method of producing a pre­filled sterile syringe. The syringe comprises a syringe body with a proximal end 
and a distal end, a syringe­outlet part at the distal end, a seal, a stopper, a fluid medium and a gaseous medium, the fluid medium being a liquid.
The method comprises the following steps: preparing the syringe body, seal and stopper which is/are free from germs and/or endotoxins and low
in particles; a lubricant is applied; the proximal end is sealed by inserting the stopper into the syringe body; the syringe is filled through the distal
end; the syringe outlet part is sealed with the seal; the syringe is sterilized in a sterilizing chamber; the syringe is then packaged and the 
package container is then sterilized once again. 
Classifications:  
International (IPC 8­9): A61L2/04 A61L2/06 A61L2/07 A61L2/12 A61L2/20 
A61M5/178 (Advanced/Invention) 
International (IPC 1­7): A61L2/04 A61L2/06 A61L2/12 A61L2/16 A61L2/20 A61M5/00 
A61M5/178 
CPC: A61L2/04 A61L2/07 A61L2/12 A61L2/202 A61L2/208 A61L2202/122 A61M5/178 
European: A61L2/04 A61L2/07 A61L2/12 A61L2/20C A61L2/20H A61M5/178 
K61L202/122

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU199729602 A1  19971209  AU19970029602  19970523  

 DE19622283 A1  19971127  DE19961022283  19960523  

 EP0901380 A1  19990317  EP19970923989  19970523  

 JP2000510740 T2  20000822  JP19970541568T  19970523  

 WO9744068 A1  19971127  WO1997EP02641  19970523  

 Priority:

DE19961022283 19960523  WO1997EP02641 19970523

 Probable Assignee: SCHERING AG 

 Assignee(s): (std): SCHERING AG ; TACK JOHANNES ; SCHURREIT THOMAS ; ZUERCHER JOERG 

 Assignee(s): SCHERING AG 13353 BERLIN DE ; SCHERING AKTIENGESELLSCHAFT ; SCHERING A G 

 Inventor(s): (std): SCHURREIT THOMAS ; SCHURREIT THOMAS DR ; TACK JOHANNES ; TACK JOHANNES DR ; ZURCHER JORG ; ZUERCHER 
JOERG ; ZUERCHER JOERG DR 

 Inventor(s): ZUERCHER JOERG DR 15711 KOENIGS WUSTERHAUSEN DE ; THOMAS SCHURREIT ; JORG ZURCHER ; JOHANNES TACK ; 
TACK JOHANNES DR 13595 BERLIN DE ; SCHURREIT THOMAS DR 14163 BERLIN DE 

 Designated states: AL AM AT AU AZ BA BB BE BG BR BY CA CH CN CU CZ DE DK EE ES FI FR GB GE GR HU IE IL IS IT JP KE KG KP KR KZ LC 
LI LK LR LS LT LU LV MC MD MG MK MN MW MX NL NO NZ PL PT RO RU SD SE SG SI SK TJ TM TR TT UA UG US

10) Family number: 20673857 (US5779973A) © PatBase 

Title:  Vapor phase interstitial microbial decontamination of overwrapped IV bags

Abstract: Source: US5779973A A vaporizer (48) vaporizes a liquid solution of hydrogen peroxide or other strong oxidants to form a sterilant 
vapor which is entrained in a flow of sterile air. The sterilant vapor is conveyed to a manifold (12), (36), (40). A plurality of tubes or conduits (14)
convey the sterilant vapor from the manifold into a interstitial space (18) between an inner, IV bag (24) and an outer overwrap (22). A vacuum 
pump (58) draws a negative pressure within an enclosure (42) to draw the sterilant vapor through the manifold, the delivery tubes, and the 
interstitial space and through the enclosure. The delivery tubes terminate opposite upper corners of the IV bag and are aimed in such a manner 
that the sterilant vapor gas flows through and contacts all surfaces which define the interstitial space. After sterilization, the sterilant vapor is 
displaced with sterile air and the IV bag assemblies are removed and the overwrap is sealed to prevent microbial recontamination. 
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Search query (2): [SP]: 1. a method for surface decontamination of a prefilled container in secondary packaging, comprising: applying vaporized­hydrogen peroxide to 
the surface of the prefilled container in secondary packaging allowing vaporized­hydrogen peroxide to remain in contact with the prefilled container surface for a sufficient 
time to decontaminate the prefilled container surface and causing a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen peroxide, 
thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled container contains a drug product otherwise sensitive to 
sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents and gases. 2. the 
method of claim 1, wherein the prefilled container is a syringe containing a drug product otherwise sensitive to sterilization treatment by gamma radiation, sterilization 
treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents and gases. 3. the method of claim 1, wherein the prefilled container is a 
syringe containing a therapeutically effective amount of ranibizumab. 4. the method of claim 1, wherein sufficient time to decontaminate the surface of the prefilled 
container is determined by validation of treatment times and compared to a control standard. 5. the method of claim 1, wherein the post­decontamination measure 
includes applying a vacuum following the duration of treatment with vaporized­hydrogen peroxide, thereby reversing the direction of diffusion of vaporized­hydrogen 
peroxide and preventing intrusion of vaporized­hydrogen peroxide into the prefilled container. 6. the method of claim 1, wherein the post­decontamination measure 
includes applying ultraviolet rays following the duration of treatment with vaporized­hydrogen peroxide, thereby inactivating oxidative action of hydrogen peroxide vapors. 
7. the method of claim 1, wherein the post­decontamination measure includes gas plasma treatment. 8. a method for surface decontamination of a prefilled container in 
secondary packaging, comprising: presenting a prefilled container in a secondary package to an electron beam tunnel equipped with one or more tunable electron beam 
generators capable of variably generating low­energy beta radiation, and capable of oscillating electron beams such that a larger surface of the prefilled container is 
exposed to beta radiation during decontamination and applying an accelerator voltage of the one or more tunable electron beam generators to produce a sufficient 
amount of beta radiation to decontaminate the surface of the prefilled container, wherein the sufficient amount of beta radiation depends on the thickness of the 
secondary package and the thickness of the prefilled container, such that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled 
container shields the contents therein from beta radiation. 9. the method of claim 8, wherein the thickness of the wall of the primary packaging material is 20 or more 
times thicker than the thickness of the secondary packaging material, thus reducing the dose absorbed by the product in the container to less than 0.1 kgy. 10. the 
method of claim 8, wherein the prefilled container is a vial filled with a solution or solid otherwise sensitive to sterilization treatment by gamma radiation, sterilization 
treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents, gases or peroxide forming substances. 11. the method of claim 8, 
wherein the prefilled container is a syringe filled with a solution otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to 
steam, and sterilization treatment by exposure to vaporizing agents and gases or peroxide forming substances. 12. the method of claim 8 wherein the prefilled container 
is a syringe containing a therapeutically effective amount of ranibizumab. 13. the method of claim 8, wherein the penetration depth is measured by dosimetry. 14. the 
method of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose of beta radiation of at least approximately 
25 kgy to the container surface. 15. the method of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose of 
beta radiation yielding a 10­6 sterility assurance level of the outside of the container surface. 16. a system for decontaminating a surface of a prefilled container in 
secondary packaging, the system comprising: a sealed chamber and a control unit coupled to the chamber, the control unit configured to automatically (i) enable a 
vaporized­hydrogen peroxide to contact the surface of the prefilled container in the secondary packaging (ii) allow the vaporized­hydrogen peroxide to remain in contact 
with the prefilled­container surface for a predetermined time and (iii) cause a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen 
peroxide in the chamber, thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled container contains a drug 
product otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to 
vaporizing agents and gases. 17. a system for surface­decontaminating a prefilled container in secondary packaging, the system comprising: an electron­beam tunnel 
equipped with one or more tunable­electron beam generators, the tunable­electron­beam generators, configured to (i) variably generate low­energy beta radiation, (ii) 
oscillate the electron beams such that a larger surface of a prefilled container is exposed to electron beams and (iii) apply an accelerator voltage to produce a sufficient 
amount of beta radiation to decontaminate the surface of the prefilled container, wherein the sufficient amount of beta radiation depends on the thickness of the 
secondary package and the thickness of the prefilled container, such that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled 
container shields the contents therein from beta radiation. 18. a kit for decontaminating the surface of a prefilled container in secondary packaging in a sealed chamber, 
the kit comprising: an instruction for using the sealed chamber to (i) apply a vaporized­hydrogen peroxide to contact the surface of the prefilled container in the 
secondary packaging (ii) allow the vaporized­hydrogen peroxide to remain in contact with the prefilled­container surface for a predetermined time within the sealed 
chamber and (iii) cause a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen peroxide in the chamber, thereby preventing vaporized­
hydrogen peroxide from diffusing into the prefilled container. 19. a kit for surface­decontaminating a prefilled container in secondary packaging, the kit comprising: an 
instruction for (i) variably generating low­energy beta radiation to contact the surface of the prefilled container and (ii) produce a sufficient amount of beta radiation to 
decontaminate the surface of the prefilled container, wherein the sufficient amount of beta radiation depends on the thickness of the secondary package and the 
thickness of the prefilled container such that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled container shields the 
contents therein from beta radiation. 20. a system according to claim 16, wherein post­decontamination measure includes gas plasma treatment. 21. a kit according to 
claim 19, wherein post­decontamination measure includes gas plasma treatment. 22. the method of claim 1, wherein the drug product is a protein solution. 
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thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled container contains a drug product otherwise 
sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents 
and gases. 2. the method of claim 1, wherein the prefilled container is a syringe containing a drug product otherwise sensitive to sterilization treatment by gamma 
radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents and gases. 3. the method of claim 1, wherein 
the prefilled container is a syringe containing a therapeutically effective amount of ranibizumab. 4. the method of claim 1, wherein sufficient time to decontaminate
the surface of the prefilled container is determined by validation of treatment times and compared to a control standard. 5. the method of claim 1, wherein the 
post­decontamination measure includes applying a vacuum following the duration of treatment with vaporized­hydrogen peroxide, thereby reversing the direction 
of diffusion of vaporized­hydrogen peroxide and preventing intrusion of vaporized­hydrogen peroxide into the prefilled container. 6. the method of claim 1, 
wherein the post­decontamination measure includes applying ultraviolet rays following the duration of treatment with vaporized­hydrogen peroxide, thereby 
inactivating oxidative action of hydrogen peroxide vapors. 7. the method of claim 1, wherein the post­decontamination measure includes gas plasma treatment. 8.
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electron beam tunnel equipped with one or more tunable electron beam generators capable of variably generating low­energy beta radiation, and capable of 
oscillating electron beams such that a larger surface of the prefilled container is exposed to beta radiation during decontamination and applying an accelerator 
voltage of the one or more tunable electron beam generators to produce a sufficient amount of beta radiation to decontaminate the surface of the prefilled 
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syringe filled with a solution otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization 
treatment by exposure to vaporizing agents and gases or peroxide forming substances. 12. the method of claim 8 wherein the prefilled container is a syringe 
containing a therapeutically effective amount of ranibizumab. 13. the method of claim 8, wherein the penetration depth is measured by dosimetry. 14. the method 
of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose of beta radiation of at least approximately 25 
kgy to the container surface. 15. the method of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose 
of beta radiation yielding a 10­6 sterility assurance level of the outside of the container surface. 16. a system for decontaminating a surface of a prefilled container
in secondary packaging, the system comprising: a sealed chamber and a control unit coupled to the chamber, the control unit configured to automatically (i) 
enable a vaporized­hydrogen peroxide to contact the surface of the prefilled container in the secondary packaging (ii) allow the vaporized­hydrogen peroxide to 
remain in contact with the prefilled­container surface for a predetermined time and (iii) cause a post­decontamination measure to occur to reduce the presence of 
vaporized­hydrogen peroxide in the chamber, thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled 
container contains a drug product otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization 
treatment by exposure to vaporizing agents and gases. 17. a system for surface­decontaminating a prefilled container in secondary packaging, the system 
comprising: an electron­beam tunnel equipped with one or more tunable­electron beam generators, the tunable­electron­beam generators, configured to (i) 
variably generate low­energy beta radiation, (ii) oscillate the electron beams such that a larger surface of a prefilled container is exposed to electron beams and 
(iii) apply an accelerator voltage to produce a sufficient amount of beta radiation to decontaminate the surface of the prefilled container, wherein the sufficient 
amount of beta radiation depends on the thickness of the secondary package and the thickness of the prefilled container, such that beta radiation is allowed to 
penetrate the secondary package while the thickness of the prefilled container shields the contents therein from beta radiation. 18. a kit for decontaminating the 
surface of a prefilled container in secondary packaging in a sealed chamber, the kit comprising: an instruction for using the sealed chamber to (i) apply a 
vaporized­hydrogen peroxide to contact the surface of the prefilled container in the secondary packaging (ii) allow the vaporized­hydrogen peroxide to remain in 
contact with the prefilled­container surface for a predetermined time within the sealed chamber and (iii) cause a post­decontamination measure to occur to reduce 
the presence of vaporized­hydrogen peroxide in the chamber, thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container. 19. a kit 
for surface­decontaminating a prefilled container in secondary packaging, the kit comprising: an instruction for (i) variably generating low­energy beta radiation to 
contact the surface of the prefilled container and (ii) produce a sufficient amount of beta radiation to decontaminate the surface of the prefilled container, wherein 
the sufficient amount of beta radiation depends on the thickness of the secondary package and the thickness of the prefilled container such that beta radiation is 
allowed to penetrate the secondary package while the thickness of the prefilled container shields the contents therein from beta radiation. 20. a system according 
to claim 16, wherein post­decontamination measure includes gas plasma treatment. 21. a kit according to claim 19, wherein post­decontamination measure 
includes gas plasma treatment. 22. the method of claim 1, wherein the drug product is a protein solution. (Results 30)
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 Publication number   Publication date   Application number   Application date    
 US4169123 A  19790925  US19770836667  19770926  

 Priority:

US19750639966 19751211  US19770836667 19770926

 Probable Assignee: ALLEGIANCE CORP 

 Assignee(s): (std): MOORE PERK CORP 

 Assignee(s): BAXTER TRAVENOL L ORATORIES INC AB ; BAXTER TRAVENOL LABORATORIES INC ; MORGAN GUARANTY TRUST CO ; 
BAXTER INT INC ; BAXTER TRAVENOL LABORATORIES INC A CORP OF DE ; ALLEGIANCE CORP ; AMERICAN STERILIZER 
CO ; AMERICAN STERILIZER CO A PA CORP ; BAXTER INT 

 Inventor(s): (std): MOORE FRANCIS C ; PERKINSON LEON R 

2) Family number: 7529008 (US4169124A) © PatBase 

Title:  Cold gas sterilization process

Abstract: Source: US4169124A A "cold" gas sterilization process that operates at temperatures below 80 degrees C. in a temperature range 
that is generally considered nonsporicidal. The process is capable of sterilizing with gaseous hydrogen peroxide at extremely low concentrations 
in a gas phase, such as 0.5 mg/L. The widely used process of "cold" sterilizing with ethylene oxide is typically run at a gas concentration of 630 
mg/L and 55 degrees C. Apparatus is also disclosed for use of this process in "cold" sterilization of contact lenses. 
Classifications:  
International (IPC 8­9): A01N59/00 A61L12/08 A61L12/12 
A61L2/20 (Advanced/Invention); 
A01N59/00 A61L12/00 A61L2/20 (Core/Invention) 
International (IPC 1­7): A01N59/00 A61K33/40 A61L13/00 A61L2/20 
CPC: A61L2/20 A61L12/084 A61L12/124 A01N59/00 
European: A01N59/00 A61L12/08D A61L12/12D A61L2/20 
US: 422/27 422/28 422/29 422/32 422/33 424/616 424/650

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 US4169124 A  19790925  US19770836665  19770926  

 US4230663 A  19801028  US19790056177  19790710  

 Priority:

US19770836665 19770926  US19790056177 19790710

 Probable Assignee: ALLEGIANCE CORP 

 Assignee(s): (std): MOORE PERK CORP 

 Assignee(s): BAXTER TRAVENOL LABORATORIES INC ; MORGAN GUARANTY TRUST CO ; BAXTER INT INC ; BAXTER TRAVENOL 
LABORATORIES INC A CORP OF DE ; ALLEGIANCE CORP ; AMERICAN STERILIZER CO ; AMERICAN STERILIZER CO A PA 
CORP ; BAXTER INT 

 Inventor(s): (std): FORSTROM RICHARD J ; WARDLE MICHAEL D 

3) Family number: 6661305 (JP59069077A) © PatBase 

Title:  STERILIZATION BY HYDROGEN PEROXIDE LIQUID FILM

Classifications:  
International (IPC 8­9): A61L2/20 (Advanced/Invention); 
A61L2/20 (Core/Invention) 
International (IPC 1­7): A61L2/20

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP59069077 A2  19840419  JP19820178967  19821012  

 JP61004543 B4  19860210  JP19820178967  19821012  

 Priority:

JP19820178967 19821012

 Probable Assignee: AMERICAN STERILIZER CO 

 Assignee(s): (std): AMERICAN STERILIZER CO 

 Inventor(s): (std): EDOWAADO KOUBETSUKU 

 Inventor(s): EDOWAADO KOBETSUKU 

4) Family number: 4736632 (US4512951A) © PatBase 

Title:  Hydrogen peroxide liquid film sterilization method

Abstract: Source: US4512951A A method is provided of hydrogen peroxide sterilization of medical articles whereby there are obtained the 
advantages of both vapor penetration, especially for such articles as surgical packs, and direct liquid­sterilant article contact, in which a vapor 
mixture comprising hydrogen peroxide is brought into contact with the article to be sterilized, the article being at a temperature below the dew 
point or condensation temperature of the vapor mixture, is caused thus to condense as a liquid film on the article, and is revaporized and hence 
removed from the so­sterilized article. 
Classifications:  
International (IPC 8­9): A01N59/00 A61L2/00 A61L2/20 (Advanced/Invention); 
A01N59/00 A61L2/00 A61L2/20 (Core/Invention) 
International (IPC 1­7): A01N1/00 A61L2/00 
CPC: A61L2/20 A01N59/00 
European: A01N59/00 A61L2/20 
US: 422/33

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA1166421 A1  19840501  CA19810393381  19811230  

 US4512951 A  19850423  US19830520146  19830804  

 Priority:

US19800221426 19801230  CA19810393381 19811230  US19820358435 19820315
US19830520146 19830804

 Probable Assignee: AMERICAN STERILIZER CO 

 Assignee(s): (std): AMERICAN STERILIZER CO 

 Assignee(s): AMERICAN STERILIZER COMPANY ; KOUBEK EDWARD ; MORGAN GUARANTY TRUST CO 

 Inventor(s): (std): KOUBEK EDWARD 

5) Family number: 2654051 (US4652763A) © PatBase 

Title:  Electron­beam irradiation sterilization process

Abstract: Source: US4652763A A process for controlling the penetration of electron beam radiation through package coverings of products to 
insure sterilization of the covering wraps, but protecting the internal products and medium from electron beam penetration and x­ray generation 
and the like, as required for such applications as pharmaceutics, medicaments, parenteral drugs and devices, prostheses, food packaging and 
similar systems. 
Classifications:  
International (IPC 8­9): A61L2/08 B65B55/08 (Advanced/Invention) 
International (IPC 1­7): A61L2/08 B65B55/02 B65B55/08 
CPC: A61L2/08 
European: A61L2/08 
US: 250/492.1 250/492.3

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA1246316 A1  19881213  CA19850494549  19851104  

 CN85109042 A  19861008  CN19851009042  19851212  

 DE3585389 D1  19920326  DE19853585389  19850807  

 EP0197217 A2  19861015  EP19850305621  19850807  

 EP0197217 A3  19880727  EP19850305621  19850807  

 EP0197217 B1  19920212  EP19850305621  19850807  

 JP2096349 C3  19961002  JP19860068281  19860326  

 JP61226050 A2  19861007  JP19860068281  19860326  

 JP8004613 B4  19960124  JP19860068281  19860326  

 US4652763 A  19870324  US19850717328  19850329  

 Priority:

US19850717328 19850329  CA19850494549 19851104

 Probable Assignee: FLEET NATIONAL BANK 

 Assignee(s): (std): ENERGY SCIENCES INC 

 Assignee(s): ENERGY SCIENCES INC A NY CORP ; ENERGY SCIENCES INC WOBURN MASS US ; FLEET NATIONAL BANK ; NABLO SAM 

 Inventor(s): (std): NABLO SAM ; NABLO SAMUEL V ; SAMIYUERU BUI NABURO 

 Inventor(s): SAMUEL V NABLO ; NABLO SAM LEXINGTON MASSACHUSETTS US 

 Designated states: AT BE CH DE FR GB IT LI LU NL SE

6) Family number: 2949237 (US4643876A) © PatBase 

Title:  Hydrogen peroxide plasma sterilization system

Abstract: Source: US4643876A A plasma sterilization process which employs hydrogen peroxide vapor as the precursor for the active species 
generated during the plasma generation cycle and employs a pre­treatment cycle prior to the plasma generation cycle. 
Classifications:  
International (IPC 8­9): A23L3/34 A61L11/00 A61L2/14 A61L2/20 A61L31/00 
B65B55/02 B65B55/10 (Advanced/Invention); 
A61L11/00 A61L2/20 (Advanced/Non­invention); 
A23L3/34 A61L31/00 B65B55/02 B65B55/04 (Core/Invention) 
International (IPC 1­7): A01N25/00 A01N65/00 A23L3/34 A61L11/00 A61L2/00 
A61L2/14 A61L2/18 A61L2/20 A61L25/00 A61L31/00 B65B55/02 B65B55/10 H05H 
CPC: A61L2/14 
European: A61L2/14 
US: 422/23 422/28

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AT104864 E  19940515  AT19880300616T  19880126  

 AT56881 E  19901015  AT19860108519T  19860620  

 AU198659112 A1  19861224  AU19860059112  19860619  

 AU198810789 A1  19880728  AU19880010789  19880127  

 AU592576 B2  19900118  AU19860059112  19860619  

 AU616648 B2  19911107  AU19880010789  19880127  

 BRPI8602867 A  19870210  BR1986PI02867  19860620  

 BRPI8800301 A  19880906  BR1988PI00301  19880127  

 CA1264217 A1  19900109  CA19860512072  19860620  

 CA1299835 A1  19920505  CA19880557246  19880125  

 DE3674482 D1  19901031  DE19863674482  19860620  

 DE3889235 D1  19940601  DE19883889235  19880126  

 DE3889235 T2  19941006  DE19883889235T  19880126  

 EP0207417 A1  19870107  EP19860108519  19860620  

 EP0207417 B1  19900926  EP19860108519  19860620  

 EP0278623 A2  19880817  EP19880300616  19880126  

 EP0278623 A3  19900214  EP19880300616  19880126  

 EP0278623 B1  19940427  EP19880300616  19880126  

 ES2063029 T3  19950101  ES19880300616T  19880126  

 ES556298 A1  19870416  ES19860556298  19860619  

 ES8704737 A1  19870701  ES19860556298  19860619  

 IE59218 B  19940126  IE19860001655  19860620  

 IE62878 B  19950308  IE19880000199  19880126  

 IE861655 L  19861221  IE19860001655  19860620  

 IE880199 L  19880727  IE19880000199  19880126  

 IN163670 A  19881029  IN1986CA00442  19860613  

 IN168896 A  19910706  IN1988CA00014  19880106  

 IN172875 A  19931225  IN1990CA00878  19901016  

 JP1636983 C3  19920131  JP19860143087  19860620  

 JP2062261 B4  19901225  JP19860143087  19860620  

 JP61293465 A2  19861224  JP19860143087  19860620  

 KR930003313 B1  19930426  KR19860004943  19860620  

 KR970010057 B1  19970620  KR19880000564  19880126  

 NZ216563 A  19881028  NZ19860216563  19860616  

 NZ223182 A  19900426  NZ19880223182  19880113  

 US4643876 A  19870217  US19850747209  19850621  

 US4756882 A  19880712  US19870006855  19870127  

 ZA8604630 A  19880224  ZA19860004630  19860620  

 ZA8800531 A  19890927  ZA19880000531  19880126  

 Priority:

US19850747209 19850621  EP19860108519  19860620  IN1988CA00014 19880106
EP19860108519  19860620  US19870006855 19870127  CA19860512072 19860620
IN1990CA00878 19901016  EP19880300616  19880126  CA19880557246 19880125

 Probable Assignee: JOHNSON AND JOHNSON MEDICAL INC A NJ CORP 

 Assignee(s): (std): JOHNSON AND JOHNSON ; JOHNSON AND JOHNSON MEDICAL ; SURGIKOS INC ; SERGIKOS INC ; SURGIKOS ; 
CHICOPEE 

 Assignee(s): JACOBS PAUL TAYLOR ; SURGIKOS INC ARLINGTON TEX US ; JOHNSON AND JOHNSON MEDICAL INC ARLINGTON TEX 
US ; LIN SZU MIN ; JOHNSON AND JOHNSON MEDICAL INC ; JOHNSON AND JOHNSON MEDICAL INC A NJ CORP ; 
JOHNSON AND JOHNSON MEDICAL INC ARLINGTON TEX 

 Inventor(s): (std): JACOBS P T ; JACOBS PAUL T ; JACOBS PAUL TAYLOR ; LIN SZU LIN ; LIN SZU MI ; LIN SZU MIN ; PAUL TAYLOR 
JACOBS ; POORU TEIRAA JIYAKOBUZU ; SUZUUMIN RIN ; SZU MIN LIN 

 Inventor(s): HOORU TEIRAA JAKOBUZU ; LIN SZU MIN ARLINGTON TEXAS 76018 ; LIN SZU MIN ARLINGTON TEXAS 76018 US ; 
JACOBS PAUL TAYLOR ARLINGTON TEXAS 76016 ; JACOBS PAUL TAYLOR ARLINGTON TEXAS 76016 US 

 Designated states: AT BE CH DE ES FR GB IT LI LU NL SE

7) Family number: 32179056 (US5037623A) © PatBase 

 This family is part of an extended family. Please click here to view the extended family.

Title:  Sterilant concentrate injection system

Abstract: Source: US5037623A A tubing system (18) connects a source (10) of tap water with a container (20) holding an item to be sterilized. 
Powdered buffers, detergents, and corrosion inhibitors are deposited in a well (34) along with an ampule (46) containing a sterilant, such as 
peracetic acid. The ampule includes an exterior wall (80) which defines an interior volume (82) and a linear vent passage (84) extending from 
the exterior wall to a central region of the interior volume. A gas permeable liquid impermeable membrane (100) is mounted across a vent 
aperture (86) which is disposed adjacent the geometric center of the interior volume. The volume is filled less than half way full with the liquid 
sterilant such that in all orientations of the ampule (FIGS. 4A­C), an upper surface (98) of the sterilant remains below the vent aperture. A pump 
(50) recirculates the water through the container, the tubing system, and the well to dissolve the powdered reagents. A tubular needle (70) of an 
aspirator system (42) is moved along the vent passage and through the vent aperture such that its free end is immersed in the sterilant. An 
aspirator (44) draws the sterilant from the ampule into the tubing system, mixing it with the recirculating water. 
Classifications:  
International (IPC 8­9): A01N25/34 A01N31/08 A01N37/16 A01N59/00 A61J1/05 
A61L15/44 A61L15/46 A61L2/16 A61L2/18 A61L2/20 A61L2/24 A61L2/26 A61L31/16 
B65D77/22 B65D81/32 (Advanced/Invention) 
International (IPC 1­7): A61L2/00 A61L2/18 B01F13/00 B08B13/00 
CPC: A01N25/34 A61L2/16 A61L2/18 A61L2/20 A61L2/24 A61L2/26 B65D77/225 
B65D81/3216 A61L15/44 A61L15/46 A61L2202/24 A01N31/08 A01N37/16 A01N59/00 
European: A01N25/34 A01N31/08 A01N37/16 A01N59/00 A61L15/44 A61L15/46 
A61L2/16 A61L2/18 A61L2/20 A61L2/24 A61L2/26 B65D77/22D B65D81/32C 
K61L202/240 
US: 134/100.1 134/102 134/161 134/199 134/200 134/94.1 134/95 134/95.1 134/99 
206/219 206/532 206/538 252/106 252/389.2 252/389.4 252/389.5 252/389.54 252/95 
422/1 422/100 422/102 422/16 422/18 422/28 422/292 422/293 422/294 422/295 
422/297 422/300 422/37 422/417 422/547 510/161 510/255 510/262 510/370 510/372 
510/508 D24/217

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 US5037623 A  19910806  US19880165189  19880307  

 US5077008 A  19911231  US19880229917  19880808  

 US5091343 A  19920225  US19890349304  19890509  

 US5116575 A  19920526  US19890342189  19890424  

 US5209909 A  19930511  US19910793589  19911118  

 US5217698 A  19930608  US19910681118  19910405  

 US5225160 A  19930706  US19910741788  19910806  

 Priority:

US19880140388 19880104  US19880165189 19880307  US19860826730 19860206
US19890342189 19890424  US19910793589 19911118  US19910741788 19910806
US19890349304 19890509  US19910681118 19910405  US19880229917 19880808

 Probable Assignee: STERIS A CORP OF OHIO CORP 

 Assignee(s): (std): STERIS CORP 

 Assignee(s): STERIS 72 CORWIN DRIVE PAINESVILLE OHIO 44077 A OH ; STERIS A CORP OF OH CORP ; STERIS A CORP OF OHIO 
CORP ; STERIS A OH CORP CORP 

 Inventor(s): (std): BADERTSCHER DUNCAN C ; BEISWENGER JOHN L ; FUNG SAMUEL M ; KRALOVIC RAYMOND C ; MARSHALL DOUGLAS F ; 
MINEROVIC DAVID E ; REBELE DONALD J ; SANFORD BILL R ; SCHECKELHOFF KENNETH E ; SCHNEIDER EDWARD T ; 
SIEGEL NORMAN L ; TANNER PAMELA C 

8) Family number: 8833294 (US5788941A) © PatBase 

Title:  Method of sterilization of bone tussue

Abstract: Source: US5788941A The invention is directed to the sterilization of bone tissue for transplantation employing a hydrogen peroxide 
vapor sterilant. The bone tissue is exposed to the sterilant vapor at a pressure, temperature, and concentration, and for a period of time that is 
sufficient to sterilize the bone tissue, but insufficient to cause substantial physical, chemical and biological damage. The bone tissue is defatted, 
preferably demineralized, substantially free of moisture and blood, and may be lyophilized prior to sterilization. 
Classifications:  
International (IPC 8­9): A61L2/00 (Advanced/Invention) 
International (IPC 1­7): A61L2/20 
CPC: A61L2/0094 
European: A61L2/00P4E 
US: 422/33 435/1.1 435/1.3
 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU199722705 A1  19970822  AU19970022705  19970131  

 US5788941 A  19980804  US19960593156  19960131  

 WO9727882 A1  19970807  WO1997US02235  19970131  

 Priority:

US19960593156 19960131  WO1997US02235 19970131

 Probable Assignee: STERIS CORP 

 Assignee(s): (std): STERIS CORP 

 Assignee(s): AMERICAN STERILIZER CO 

 Inventor(s): (std): BALMASSO JOSEPH P ; DALMASSO JOSEPH P ; MIELNIK THADDEUS J 

 Inventor(s): THADDEUS J MIELNIK ; JOSEPH P BALMASSO 

 Designated states: AT AU BE CA CH DE DK ES FI FR GB GR IE IT JP LU MC NL PT SE

9) Family number: 10333482 (WO9744068A1) © PatBase 

Title:  METHOD OF TERMINALLY STERILIZING FILLED SYRINGES

Abstract: The invention concerns a method of producing a pre­filled sterile syringe. The syringe comprises a syringe body with a proximal end 
and a distal end, a syringe­outlet part at the distal end, a seal, a stopper, a fluid medium and a gaseous medium, the fluid medium being a liquid.
The method comprises the following steps: preparing the syringe body, seal and stopper which is/are free from germs and/or endotoxins and low
in particles; a lubricant is applied; the proximal end is sealed by inserting the stopper into the syringe body; the syringe is filled through the distal
end; the syringe outlet part is sealed with the seal; the syringe is sterilized in a sterilizing chamber; the syringe is then packaged and the 
package container is then sterilized once again. 
Classifications:  
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Search query (2): [SP]: 1. a method for surface decontamination of a prefilled container in secondary packaging, comprising: applying vaporized­hydrogen peroxide to 
the surface of the prefilled container in secondary packaging allowing vaporized­hydrogen peroxide to remain in contact with the prefilled container surface for a sufficient 
time to decontaminate the prefilled container surface and causing a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen peroxide, 
thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled container contains a drug product otherwise sensitive to 
sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents and gases. 2. the 
method of claim 1, wherein the prefilled container is a syringe containing a drug product otherwise sensitive to sterilization treatment by gamma radiation, sterilization 
treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents and gases. 3. the method of claim 1, wherein the prefilled container is a 
syringe containing a therapeutically effective amount of ranibizumab. 4. the method of claim 1, wherein sufficient time to decontaminate the surface of the prefilled 
container is determined by validation of treatment times and compared to a control standard. 5. the method of claim 1, wherein the post­decontamination measure 
includes applying a vacuum following the duration of treatment with vaporized­hydrogen peroxide, thereby reversing the direction of diffusion of vaporized­hydrogen 
peroxide and preventing intrusion of vaporized­hydrogen peroxide into the prefilled container. 6. the method of claim 1, wherein the post­decontamination measure 
includes applying ultraviolet rays following the duration of treatment with vaporized­hydrogen peroxide, thereby inactivating oxidative action of hydrogen peroxide vapors. 
7. the method of claim 1, wherein the post­decontamination measure includes gas plasma treatment. 8. a method for surface decontamination of a prefilled container in 
secondary packaging, comprising: presenting a prefilled container in a secondary package to an electron beam tunnel equipped with one or more tunable electron beam 
generators capable of variably generating low­energy beta radiation, and capable of oscillating electron beams such that a larger surface of the prefilled container is 
exposed to beta radiation during decontamination and applying an accelerator voltage of the one or more tunable electron beam generators to produce a sufficient 
amount of beta radiation to decontaminate the surface of the prefilled container, wherein the sufficient amount of beta radiation depends on the thickness of the 
secondary package and the thickness of the prefilled container, such that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled 
container shields the contents therein from beta radiation. 9. the method of claim 8, wherein the thickness of the wall of the primary packaging material is 20 or more 
times thicker than the thickness of the secondary packaging material, thus reducing the dose absorbed by the product in the container to less than 0.1 kgy. 10. the 
method of claim 8, wherein the prefilled container is a vial filled with a solution or solid otherwise sensitive to sterilization treatment by gamma radiation, sterilization 
treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents, gases or peroxide forming substances. 11. the method of claim 8, 
wherein the prefilled container is a syringe filled with a solution otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to 
steam, and sterilization treatment by exposure to vaporizing agents and gases or peroxide forming substances. 12. the method of claim 8 wherein the prefilled container 
is a syringe containing a therapeutically effective amount of ranibizumab. 13. the method of claim 8, wherein the penetration depth is measured by dosimetry. 14. the 
method of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose of beta radiation of at least approximately 
25 kgy to the container surface. 15. the method of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose of 
beta radiation yielding a 10­6 sterility assurance level of the outside of the container surface. 16. a system for decontaminating a surface of a prefilled container in 
secondary packaging, the system comprising: a sealed chamber and a control unit coupled to the chamber, the control unit configured to automatically (i) enable a 
vaporized­hydrogen peroxide to contact the surface of the prefilled container in the secondary packaging (ii) allow the vaporized­hydrogen peroxide to remain in contact 
with the prefilled­container surface for a predetermined time and (iii) cause a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen 
peroxide in the chamber, thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled container contains a drug 
product otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to 
vaporizing agents and gases. 17. a system for surface­decontaminating a prefilled container in secondary packaging, the system comprising: an electron­beam tunnel 
equipped with one or more tunable­electron beam generators, the tunable­electron­beam generators, configured to (i) variably generate low­energy beta radiation, (ii) 
oscillate the electron beams such that a larger surface of a prefilled container is exposed to electron beams and (iii) apply an accelerator voltage to produce a sufficient 
amount of beta radiation to decontaminate the surface of the prefilled container, wherein the sufficient amount of beta radiation depends on the thickness of the 
secondary package and the thickness of the prefilled container, such that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled 
container shields the contents therein from beta radiation. 18. a kit for decontaminating the surface of a prefilled container in secondary packaging in a sealed chamber, 
the kit comprising: an instruction for using the sealed chamber to (i) apply a vaporized­hydrogen peroxide to contact the surface of the prefilled container in the 
secondary packaging (ii) allow the vaporized­hydrogen peroxide to remain in contact with the prefilled­container surface for a predetermined time within the sealed 
chamber and (iii) cause a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen peroxide in the chamber, thereby preventing vaporized­
hydrogen peroxide from diffusing into the prefilled container. 19. a kit for surface­decontaminating a prefilled container in secondary packaging, the kit comprising: an 
instruction for (i) variably generating low­energy beta radiation to contact the surface of the prefilled container and (ii) produce a sufficient amount of beta radiation to 
decontaminate the surface of the prefilled container, wherein the sufficient amount of beta radiation depends on the thickness of the secondary package and the 
thickness of the prefilled container such that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled container shields the 
contents therein from beta radiation. 20. a system according to claim 16, wherein post­decontamination measure includes gas plasma treatment. 21. a kit according to 
claim 19, wherein post­decontamination measure includes gas plasma treatment. 22. the method of claim 1, wherein the drug product is a protein solution. 
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decontaminate the prefilled container surface and causing a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen peroxide, 
thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled container contains a drug product otherwise 
sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents 
and gases. 2. the method of claim 1, wherein the prefilled container is a syringe containing a drug product otherwise sensitive to sterilization treatment by gamma 
radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents and gases. 3. the method of claim 1, wherein 
the prefilled container is a syringe containing a therapeutically effective amount of ranibizumab. 4. the method of claim 1, wherein sufficient time to decontaminate
the surface of the prefilled container is determined by validation of treatment times and compared to a control standard. 5. the method of claim 1, wherein the 
post­decontamination measure includes applying a vacuum following the duration of treatment with vaporized­hydrogen peroxide, thereby reversing the direction 
of diffusion of vaporized­hydrogen peroxide and preventing intrusion of vaporized­hydrogen peroxide into the prefilled container. 6. the method of claim 1, 
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electron beam tunnel equipped with one or more tunable electron beam generators capable of variably generating low­energy beta radiation, and capable of 
oscillating electron beams such that a larger surface of the prefilled container is exposed to beta radiation during decontamination and applying an accelerator 
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sterilization treatment by exposure to vaporizing agents, gases or peroxide forming substances. 11. the method of claim 8, wherein the prefilled container is a 
syringe filled with a solution otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization 
treatment by exposure to vaporizing agents and gases or peroxide forming substances. 12. the method of claim 8 wherein the prefilled container is a syringe 
containing a therapeutically effective amount of ranibizumab. 13. the method of claim 8, wherein the penetration depth is measured by dosimetry. 14. the method 
of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose of beta radiation of at least approximately 25 
kgy to the container surface. 15. the method of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose 
of beta radiation yielding a 10­6 sterility assurance level of the outside of the container surface. 16. a system for decontaminating a surface of a prefilled container
in secondary packaging, the system comprising: a sealed chamber and a control unit coupled to the chamber, the control unit configured to automatically (i) 
enable a vaporized­hydrogen peroxide to contact the surface of the prefilled container in the secondary packaging (ii) allow the vaporized­hydrogen peroxide to 
remain in contact with the prefilled­container surface for a predetermined time and (iii) cause a post­decontamination measure to occur to reduce the presence of 
vaporized­hydrogen peroxide in the chamber, thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled 
container contains a drug product otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization 
treatment by exposure to vaporizing agents and gases. 17. a system for surface­decontaminating a prefilled container in secondary packaging, the system 
comprising: an electron­beam tunnel equipped with one or more tunable­electron beam generators, the tunable­electron­beam generators, configured to (i) 
variably generate low­energy beta radiation, (ii) oscillate the electron beams such that a larger surface of a prefilled container is exposed to electron beams and 
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amount of beta radiation depends on the thickness of the secondary package and the thickness of the prefilled container, such that beta radiation is allowed to 
penetrate the secondary package while the thickness of the prefilled container shields the contents therein from beta radiation. 18. a kit for decontaminating the 
surface of a prefilled container in secondary packaging in a sealed chamber, the kit comprising: an instruction for using the sealed chamber to (i) apply a 
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for surface­decontaminating a prefilled container in secondary packaging, the kit comprising: an instruction for (i) variably generating low­energy beta radiation to 
contact the surface of the prefilled container and (ii) produce a sufficient amount of beta radiation to decontaminate the surface of the prefilled container, wherein 
the sufficient amount of beta radiation depends on the thickness of the secondary package and the thickness of the prefilled container such that beta radiation is 
allowed to penetrate the secondary package while the thickness of the prefilled container shields the contents therein from beta radiation. 20. a system according 
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Title:  Sterilant concentrate injection system
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the exterior wall to a central region of the interior volume. A gas permeable liquid impermeable membrane (100) is mounted across a vent 
aperture (86) which is disposed adjacent the geometric center of the interior volume. The volume is filled less than half way full with the liquid 
sterilant such that in all orientations of the ampule (FIGS. 4A­C), an upper surface (98) of the sterilant remains below the vent aperture. A pump 
(50) recirculates the water through the container, the tubing system, and the well to dissolve the powdered reagents. A tubular needle (70) of an 
aspirator system (42) is moved along the vent passage and through the vent aperture such that its free end is immersed in the sterilant. An 
aspirator (44) draws the sterilant from the ampule into the tubing system, mixing it with the recirculating water. 
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Abstract: Source: US5788941A The invention is directed to the sterilization of bone tissue for transplantation employing a hydrogen peroxide 
vapor sterilant. The bone tissue is exposed to the sterilant vapor at a pressure, temperature, and concentration, and for a period of time that is 
sufficient to sterilize the bone tissue, but insufficient to cause substantial physical, chemical and biological damage. The bone tissue is defatted, 
preferably demineralized, substantially free of moisture and blood, and may be lyophilized prior to sterilization. 
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Abstract: The invention concerns a method of producing a pre­filled sterile syringe. The syringe comprises a syringe body with a proximal end 
and a distal end, a syringe­outlet part at the distal end, a seal, a stopper, a fluid medium and a gaseous medium, the fluid medium being a liquid.
The method comprises the following steps: preparing the syringe body, seal and stopper which is/are free from germs and/or endotoxins and low
in particles; a lubricant is applied; the proximal end is sealed by inserting the stopper into the syringe body; the syringe is filled through the distal
end; the syringe outlet part is sealed with the seal; the syringe is sterilized in a sterilizing chamber; the syringe is then packaged and the 
package container is then sterilized once again. 
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Abstract: Source: US5779973A A vaporizer (48) vaporizes a liquid solution of hydrogen peroxide or other strong oxidants to form a sterilant 
vapor which is entrained in a flow of sterile air. The sterilant vapor is conveyed to a manifold (12), (36), (40). A plurality of tubes or conduits (14)
convey the sterilant vapor from the manifold into a interstitial space (18) between an inner, IV bag (24) and an outer overwrap (22). A vacuum 
pump (58) draws a negative pressure within an enclosure (42) to draw the sterilant vapor through the manifold, the delivery tubes, and the 
interstitial space and through the enclosure. The delivery tubes terminate opposite upper corners of the IV bag and are aimed in such a manner 
that the sterilant vapor gas flows through and contacts all surfaces which define the interstitial space. After sterilization, the sterilant vapor is 
displaced with sterile air and the IV bag assemblies are removed and the overwrap is sealed to prevent microbial recontamination. 
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Search query (2): [SP]: 1. a method for surface decontamination of a prefilled container in secondary packaging, comprising: applying vaporized­hydrogen peroxide to 
the surface of the prefilled container in secondary packaging allowing vaporized­hydrogen peroxide to remain in contact with the prefilled container surface for a sufficient 
time to decontaminate the prefilled container surface and causing a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen peroxide, 
thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled container contains a drug product otherwise sensitive to 
sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents and gases. 2. the 
method of claim 1, wherein the prefilled container is a syringe containing a drug product otherwise sensitive to sterilization treatment by gamma radiation, sterilization 
treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents and gases. 3. the method of claim 1, wherein the prefilled container is a 
syringe containing a therapeutically effective amount of ranibizumab. 4. the method of claim 1, wherein sufficient time to decontaminate the surface of the prefilled 
container is determined by validation of treatment times and compared to a control standard. 5. the method of claim 1, wherein the post­decontamination measure 
includes applying a vacuum following the duration of treatment with vaporized­hydrogen peroxide, thereby reversing the direction of diffusion of vaporized­hydrogen 
peroxide and preventing intrusion of vaporized­hydrogen peroxide into the prefilled container. 6. the method of claim 1, wherein the post­decontamination measure 
includes applying ultraviolet rays following the duration of treatment with vaporized­hydrogen peroxide, thereby inactivating oxidative action of hydrogen peroxide vapors. 
7. the method of claim 1, wherein the post­decontamination measure includes gas plasma treatment. 8. a method for surface decontamination of a prefilled container in 
secondary packaging, comprising: presenting a prefilled container in a secondary package to an electron beam tunnel equipped with one or more tunable electron beam 
generators capable of variably generating low­energy beta radiation, and capable of oscillating electron beams such that a larger surface of the prefilled container is 
exposed to beta radiation during decontamination and applying an accelerator voltage of the one or more tunable electron beam generators to produce a sufficient 
amount of beta radiation to decontaminate the surface of the prefilled container, wherein the sufficient amount of beta radiation depends on the thickness of the 
secondary package and the thickness of the prefilled container, such that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled 
container shields the contents therein from beta radiation. 9. the method of claim 8, wherein the thickness of the wall of the primary packaging material is 20 or more 
times thicker than the thickness of the secondary packaging material, thus reducing the dose absorbed by the product in the container to less than 0.1 kgy. 10. the 
method of claim 8, wherein the prefilled container is a vial filled with a solution or solid otherwise sensitive to sterilization treatment by gamma radiation, sterilization 
treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents, gases or peroxide forming substances. 11. the method of claim 8, 
wherein the prefilled container is a syringe filled with a solution otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to 
steam, and sterilization treatment by exposure to vaporizing agents and gases or peroxide forming substances. 12. the method of claim 8 wherein the prefilled container 
is a syringe containing a therapeutically effective amount of ranibizumab. 13. the method of claim 8, wherein the penetration depth is measured by dosimetry. 14. the 
method of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose of beta radiation of at least approximately 
25 kgy to the container surface. 15. the method of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose of 
beta radiation yielding a 10­6 sterility assurance level of the outside of the container surface. 16. a system for decontaminating a surface of a prefilled container in 
secondary packaging, the system comprising: a sealed chamber and a control unit coupled to the chamber, the control unit configured to automatically (i) enable a 
vaporized­hydrogen peroxide to contact the surface of the prefilled container in the secondary packaging (ii) allow the vaporized­hydrogen peroxide to remain in contact 
with the prefilled­container surface for a predetermined time and (iii) cause a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen 
peroxide in the chamber, thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled container contains a drug 
product otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to 
vaporizing agents and gases. 17. a system for surface­decontaminating a prefilled container in secondary packaging, the system comprising: an electron­beam tunnel 
equipped with one or more tunable­electron beam generators, the tunable­electron­beam generators, configured to (i) variably generate low­energy beta radiation, (ii) 
oscillate the electron beams such that a larger surface of a prefilled container is exposed to electron beams and (iii) apply an accelerator voltage to produce a sufficient 
amount of beta radiation to decontaminate the surface of the prefilled container, wherein the sufficient amount of beta radiation depends on the thickness of the 
secondary package and the thickness of the prefilled container, such that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled 
container shields the contents therein from beta radiation. 18. a kit for decontaminating the surface of a prefilled container in secondary packaging in a sealed chamber, 
the kit comprising: an instruction for using the sealed chamber to (i) apply a vaporized­hydrogen peroxide to contact the surface of the prefilled container in the 
secondary packaging (ii) allow the vaporized­hydrogen peroxide to remain in contact with the prefilled­container surface for a predetermined time within the sealed 
chamber and (iii) cause a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen peroxide in the chamber, thereby preventing vaporized­
hydrogen peroxide from diffusing into the prefilled container. 19. a kit for surface­decontaminating a prefilled container in secondary packaging, the kit comprising: an 
instruction for (i) variably generating low­energy beta radiation to contact the surface of the prefilled container and (ii) produce a sufficient amount of beta radiation to 
decontaminate the surface of the prefilled container, wherein the sufficient amount of beta radiation depends on the thickness of the secondary package and the 
thickness of the prefilled container such that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled container shields the 
contents therein from beta radiation. 20. a system according to claim 16, wherein post­decontamination measure includes gas plasma treatment. 21. a kit according to 
claim 19, wherein post­decontamination measure includes gas plasma treatment. 22. the method of claim 1, wherein the drug product is a protein solution. 
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[SP]: 1. a method for surface decontamination of a prefilled container in secondary packaging, comprising: applying vaporized­hydrogen peroxide to the surface of
the prefilled container in secondary packaging allowing vaporized­hydrogen peroxide to remain in contact with the prefilled container surface for a sufficient time to 
decontaminate the prefilled container surface and causing a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen peroxide, 
thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled container contains a drug product otherwise 
sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents 
and gases. 2. the method of claim 1, wherein the prefilled container is a syringe containing a drug product otherwise sensitive to sterilization treatment by gamma 
radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents and gases. 3. the method of claim 1, wherein 
the prefilled container is a syringe containing a therapeutically effective amount of ranibizumab. 4. the method of claim 1, wherein sufficient time to decontaminate
the surface of the prefilled container is determined by validation of treatment times and compared to a control standard. 5. the method of claim 1, wherein the 
post­decontamination measure includes applying a vacuum following the duration of treatment with vaporized­hydrogen peroxide, thereby reversing the direction 
of diffusion of vaporized­hydrogen peroxide and preventing intrusion of vaporized­hydrogen peroxide into the prefilled container. 6. the method of claim 1, 
wherein the post­decontamination measure includes applying ultraviolet rays following the duration of treatment with vaporized­hydrogen peroxide, thereby 
inactivating oxidative action of hydrogen peroxide vapors. 7. the method of claim 1, wherein the post­decontamination measure includes gas plasma treatment. 8.
a method for surface decontamination of a prefilled container in secondary packaging, comprising: presenting a prefilled container in a secondary package to an 
electron beam tunnel equipped with one or more tunable electron beam generators capable of variably generating low­energy beta radiation, and capable of 
oscillating electron beams such that a larger surface of the prefilled container is exposed to beta radiation during decontamination and applying an accelerator 
voltage of the one or more tunable electron beam generators to produce a sufficient amount of beta radiation to decontaminate the surface of the prefilled 
container, wherein the sufficient amount of beta radiation depends on the thickness of the secondary package and the thickness of the prefilled container, such 
that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled container shields the contents therein from beta radiation. 9. 
the method of claim 8, wherein the thickness of the wall of the primary packaging material is 20 or more times thicker than the thickness of the secondary 
packaging material, thus reducing the dose absorbed by the product in the container to less than 0.1 kgy. 10. the method of claim 8, wherein the prefilled 
container is a vial filled with a solution or solid otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and 
sterilization treatment by exposure to vaporizing agents, gases or peroxide forming substances. 11. the method of claim 8, wherein the prefilled container is a 
syringe filled with a solution otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization 
treatment by exposure to vaporizing agents and gases or peroxide forming substances. 12. the method of claim 8 wherein the prefilled container is a syringe 
containing a therapeutically effective amount of ranibizumab. 13. the method of claim 8, wherein the penetration depth is measured by dosimetry. 14. the method 
of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose of beta radiation of at least approximately 25 
kgy to the container surface. 15. the method of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose 
of beta radiation yielding a 10­6 sterility assurance level of the outside of the container surface. 16. a system for decontaminating a surface of a prefilled container
in secondary packaging, the system comprising: a sealed chamber and a control unit coupled to the chamber, the control unit configured to automatically (i) 
enable a vaporized­hydrogen peroxide to contact the surface of the prefilled container in the secondary packaging (ii) allow the vaporized­hydrogen peroxide to 
remain in contact with the prefilled­container surface for a predetermined time and (iii) cause a post­decontamination measure to occur to reduce the presence of 
vaporized­hydrogen peroxide in the chamber, thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled 
container contains a drug product otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization 
treatment by exposure to vaporizing agents and gases. 17. a system for surface­decontaminating a prefilled container in secondary packaging, the system 
comprising: an electron­beam tunnel equipped with one or more tunable­electron beam generators, the tunable­electron­beam generators, configured to (i) 
variably generate low­energy beta radiation, (ii) oscillate the electron beams such that a larger surface of a prefilled container is exposed to electron beams and 
(iii) apply an accelerator voltage to produce a sufficient amount of beta radiation to decontaminate the surface of the prefilled container, wherein the sufficient 
amount of beta radiation depends on the thickness of the secondary package and the thickness of the prefilled container, such that beta radiation is allowed to 
penetrate the secondary package while the thickness of the prefilled container shields the contents therein from beta radiation. 18. a kit for decontaminating the 
surface of a prefilled container in secondary packaging in a sealed chamber, the kit comprising: an instruction for using the sealed chamber to (i) apply a 
vaporized­hydrogen peroxide to contact the surface of the prefilled container in the secondary packaging (ii) allow the vaporized­hydrogen peroxide to remain in 
contact with the prefilled­container surface for a predetermined time within the sealed chamber and (iii) cause a post­decontamination measure to occur to reduce 
the presence of vaporized­hydrogen peroxide in the chamber, thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container. 19. a kit 
for surface­decontaminating a prefilled container in secondary packaging, the kit comprising: an instruction for (i) variably generating low­energy beta radiation to 
contact the surface of the prefilled container and (ii) produce a sufficient amount of beta radiation to decontaminate the surface of the prefilled container, wherein 
the sufficient amount of beta radiation depends on the thickness of the secondary package and the thickness of the prefilled container such that beta radiation is 
allowed to penetrate the secondary package while the thickness of the prefilled container shields the contents therein from beta radiation. 20. a system according 
to claim 16, wherein post­decontamination measure includes gas plasma treatment. 21. a kit according to claim 19, wherein post­decontamination measure 
includes gas plasma treatment. 22. the method of claim 1, wherein the drug product is a protein solution. (Results 30)
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Abstract: Source: US5037623A A tubing system (18) connects a source (10) of tap water with a container (20) holding an item to be sterilized. 
Powdered buffers, detergents, and corrosion inhibitors are deposited in a well (34) along with an ampule (46) containing a sterilant, such as 
peracetic acid. The ampule includes an exterior wall (80) which defines an interior volume (82) and a linear vent passage (84) extending from 
the exterior wall to a central region of the interior volume. A gas permeable liquid impermeable membrane (100) is mounted across a vent 
aperture (86) which is disposed adjacent the geometric center of the interior volume. The volume is filled less than half way full with the liquid 
sterilant such that in all orientations of the ampule (FIGS. 4A­C), an upper surface (98) of the sterilant remains below the vent aperture. A pump 
(50) recirculates the water through the container, the tubing system, and the well to dissolve the powdered reagents. A tubular needle (70) of an 
aspirator system (42) is moved along the vent passage and through the vent aperture such that its free end is immersed in the sterilant. An 
aspirator (44) draws the sterilant from the ampule into the tubing system, mixing it with the recirculating water. 
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Abstract: Source: US5788941A The invention is directed to the sterilization of bone tissue for transplantation employing a hydrogen peroxide 
vapor sterilant. The bone tissue is exposed to the sterilant vapor at a pressure, temperature, and concentration, and for a period of time that is 
sufficient to sterilize the bone tissue, but insufficient to cause substantial physical, chemical and biological damage. The bone tissue is defatted, 
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Search query (2): [SP]: 1. a method for surface decontamination of a prefilled container in secondary packaging, comprising: applying vaporized­hydrogen peroxide to 
the surface of the prefilled container in secondary packaging allowing vaporized­hydrogen peroxide to remain in contact with the prefilled container surface for a sufficient 
time to decontaminate the prefilled container surface and causing a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen peroxide, 
thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled container contains a drug product otherwise sensitive to 
sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents and gases. 2. the 
method of claim 1, wherein the prefilled container is a syringe containing a drug product otherwise sensitive to sterilization treatment by gamma radiation, sterilization 
treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents and gases. 3. the method of claim 1, wherein the prefilled container is a 
syringe containing a therapeutically effective amount of ranibizumab. 4. the method of claim 1, wherein sufficient time to decontaminate the surface of the prefilled 
container is determined by validation of treatment times and compared to a control standard. 5. the method of claim 1, wherein the post­decontamination measure 
includes applying a vacuum following the duration of treatment with vaporized­hydrogen peroxide, thereby reversing the direction of diffusion of vaporized­hydrogen 
peroxide and preventing intrusion of vaporized­hydrogen peroxide into the prefilled container. 6. the method of claim 1, wherein the post­decontamination measure 
includes applying ultraviolet rays following the duration of treatment with vaporized­hydrogen peroxide, thereby inactivating oxidative action of hydrogen peroxide vapors. 
7. the method of claim 1, wherein the post­decontamination measure includes gas plasma treatment. 8. a method for surface decontamination of a prefilled container in 
secondary packaging, comprising: presenting a prefilled container in a secondary package to an electron beam tunnel equipped with one or more tunable electron beam 
generators capable of variably generating low­energy beta radiation, and capable of oscillating electron beams such that a larger surface of the prefilled container is 
exposed to beta radiation during decontamination and applying an accelerator voltage of the one or more tunable electron beam generators to produce a sufficient 
amount of beta radiation to decontaminate the surface of the prefilled container, wherein the sufficient amount of beta radiation depends on the thickness of the 
secondary package and the thickness of the prefilled container, such that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled 
container shields the contents therein from beta radiation. 9. the method of claim 8, wherein the thickness of the wall of the primary packaging material is 20 or more 
times thicker than the thickness of the secondary packaging material, thus reducing the dose absorbed by the product in the container to less than 0.1 kgy. 10. the 
method of claim 8, wherein the prefilled container is a vial filled with a solution or solid otherwise sensitive to sterilization treatment by gamma radiation, sterilization 
treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents, gases or peroxide forming substances. 11. the method of claim 8, 
wherein the prefilled container is a syringe filled with a solution otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to 
steam, and sterilization treatment by exposure to vaporizing agents and gases or peroxide forming substances. 12. the method of claim 8 wherein the prefilled container 
is a syringe containing a therapeutically effective amount of ranibizumab. 13. the method of claim 8, wherein the penetration depth is measured by dosimetry. 14. the 
method of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose of beta radiation of at least approximately 
25 kgy to the container surface. 15. the method of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose of 
beta radiation yielding a 10­6 sterility assurance level of the outside of the container surface. 16. a system for decontaminating a surface of a prefilled container in 
secondary packaging, the system comprising: a sealed chamber and a control unit coupled to the chamber, the control unit configured to automatically (i) enable a 
vaporized­hydrogen peroxide to contact the surface of the prefilled container in the secondary packaging (ii) allow the vaporized­hydrogen peroxide to remain in contact 
with the prefilled­container surface for a predetermined time and (iii) cause a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen 
peroxide in the chamber, thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled container contains a drug 
product otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to 
vaporizing agents and gases. 17. a system for surface­decontaminating a prefilled container in secondary packaging, the system comprising: an electron­beam tunnel 
equipped with one or more tunable­electron beam generators, the tunable­electron­beam generators, configured to (i) variably generate low­energy beta radiation, (ii) 
oscillate the electron beams such that a larger surface of a prefilled container is exposed to electron beams and (iii) apply an accelerator voltage to produce a sufficient 
amount of beta radiation to decontaminate the surface of the prefilled container, wherein the sufficient amount of beta radiation depends on the thickness of the 
secondary package and the thickness of the prefilled container, such that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled 
container shields the contents therein from beta radiation. 18. a kit for decontaminating the surface of a prefilled container in secondary packaging in a sealed chamber, 
the kit comprising: an instruction for using the sealed chamber to (i) apply a vaporized­hydrogen peroxide to contact the surface of the prefilled container in the 
secondary packaging (ii) allow the vaporized­hydrogen peroxide to remain in contact with the prefilled­container surface for a predetermined time within the sealed 
chamber and (iii) cause a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen peroxide in the chamber, thereby preventing vaporized­
hydrogen peroxide from diffusing into the prefilled container. 19. a kit for surface­decontaminating a prefilled container in secondary packaging, the kit comprising: an 
instruction for (i) variably generating low­energy beta radiation to contact the surface of the prefilled container and (ii) produce a sufficient amount of beta radiation to 
decontaminate the surface of the prefilled container, wherein the sufficient amount of beta radiation depends on the thickness of the secondary package and the 
thickness of the prefilled container such that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled container shields the 
contents therein from beta radiation. 20. a system according to claim 16, wherein post­decontamination measure includes gas plasma treatment. 21. a kit according to 
claim 19, wherein post­decontamination measure includes gas plasma treatment. 22. the method of claim 1, wherein the drug product is a protein solution. 
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radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents and gases. 3. the method of claim 1, wherein 
the prefilled container is a syringe containing a therapeutically effective amount of ranibizumab. 4. the method of claim 1, wherein sufficient time to decontaminate
the surface of the prefilled container is determined by validation of treatment times and compared to a control standard. 5. the method of claim 1, wherein the 
post­decontamination measure includes applying a vacuum following the duration of treatment with vaporized­hydrogen peroxide, thereby reversing the direction 
of diffusion of vaporized­hydrogen peroxide and preventing intrusion of vaporized­hydrogen peroxide into the prefilled container. 6. the method of claim 1, 
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electron beam tunnel equipped with one or more tunable electron beam generators capable of variably generating low­energy beta radiation, and capable of 
oscillating electron beams such that a larger surface of the prefilled container is exposed to beta radiation during decontamination and applying an accelerator 
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syringe filled with a solution otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization 
treatment by exposure to vaporizing agents and gases or peroxide forming substances. 12. the method of claim 8 wherein the prefilled container is a syringe 
containing a therapeutically effective amount of ranibizumab. 13. the method of claim 8, wherein the penetration depth is measured by dosimetry. 14. the method 
of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose of beta radiation of at least approximately 25 
kgy to the container surface. 15. the method of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose 
of beta radiation yielding a 10­6 sterility assurance level of the outside of the container surface. 16. a system for decontaminating a surface of a prefilled container
in secondary packaging, the system comprising: a sealed chamber and a control unit coupled to the chamber, the control unit configured to automatically (i) 
enable a vaporized­hydrogen peroxide to contact the surface of the prefilled container in the secondary packaging (ii) allow the vaporized­hydrogen peroxide to 
remain in contact with the prefilled­container surface for a predetermined time and (iii) cause a post­decontamination measure to occur to reduce the presence of 
vaporized­hydrogen peroxide in the chamber, thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled 
container contains a drug product otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization 
treatment by exposure to vaporizing agents and gases. 17. a system for surface­decontaminating a prefilled container in secondary packaging, the system 
comprising: an electron­beam tunnel equipped with one or more tunable­electron beam generators, the tunable­electron­beam generators, configured to (i) 
variably generate low­energy beta radiation, (ii) oscillate the electron beams such that a larger surface of a prefilled container is exposed to electron beams and 
(iii) apply an accelerator voltage to produce a sufficient amount of beta radiation to decontaminate the surface of the prefilled container, wherein the sufficient 
amount of beta radiation depends on the thickness of the secondary package and the thickness of the prefilled container, such that beta radiation is allowed to 
penetrate the secondary package while the thickness of the prefilled container shields the contents therein from beta radiation. 18. a kit for decontaminating the 
surface of a prefilled container in secondary packaging in a sealed chamber, the kit comprising: an instruction for using the sealed chamber to (i) apply a 
vaporized­hydrogen peroxide to contact the surface of the prefilled container in the secondary packaging (ii) allow the vaporized­hydrogen peroxide to remain in 
contact with the prefilled­container surface for a predetermined time within the sealed chamber and (iii) cause a post­decontamination measure to occur to reduce 
the presence of vaporized­hydrogen peroxide in the chamber, thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container. 19. a kit 
for surface­decontaminating a prefilled container in secondary packaging, the kit comprising: an instruction for (i) variably generating low­energy beta radiation to 
contact the surface of the prefilled container and (ii) produce a sufficient amount of beta radiation to decontaminate the surface of the prefilled container, wherein 
the sufficient amount of beta radiation depends on the thickness of the secondary package and the thickness of the prefilled container such that beta radiation is 
allowed to penetrate the secondary package while the thickness of the prefilled container shields the contents therein from beta radiation. 20. a system according 
to claim 16, wherein post­decontamination measure includes gas plasma treatment. 21. a kit according to claim 19, wherein post­decontamination measure 
includes gas plasma treatment. 22. the method of claim 1, wherein the drug product is a protein solution. (Results 30)

 

 

1) Family number: 7529005 (US4169123A) © PatBase 

Title:  Hydrogen peroxide vapor sterilization method

Abstract: Source: US4169123A A method of sterilizing the surfaces of articles such as medical intruments and other products by exposing such 
surfaces to hydrogen peroxide gas at temperatures below 80 degrees C. in a temperature range that is generally considered nonsporicidal. 
Classifications:  
International (IPC 8­9): A01N59/00 A61L2/20 (Advanced/Invention); 
A01N59/00 A61L2/20 (Core/Invention) 
International (IPC 1­7): A61K33/40 A61L13/00 
CPC: A01N59/00 A61L2/20 
European: A01N59/00 A61L2/20 
US: 422/28 422/29 422/32 422/33 424/616
 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 US4169123 A  19790925  US19770836667  19770926  

 Priority:

US19750639966 19751211  US19770836667 19770926

 Probable Assignee: ALLEGIANCE CORP 

 Assignee(s): (std): MOORE PERK CORP 

 Assignee(s): BAXTER TRAVENOL L ORATORIES INC AB ; BAXTER TRAVENOL LABORATORIES INC ; MORGAN GUARANTY TRUST CO ; 
BAXTER INT INC ; BAXTER TRAVENOL LABORATORIES INC A CORP OF DE ; ALLEGIANCE CORP ; AMERICAN STERILIZER 
CO ; AMERICAN STERILIZER CO A PA CORP ; BAXTER INT 

 Inventor(s): (std): MOORE FRANCIS C ; PERKINSON LEON R 

2) Family number: 7529008 (US4169124A) © PatBase 

Title:  Cold gas sterilization process

Abstract: Source: US4169124A A "cold" gas sterilization process that operates at temperatures below 80 degrees C. in a temperature range 
that is generally considered nonsporicidal. The process is capable of sterilizing with gaseous hydrogen peroxide at extremely low concentrations 
in a gas phase, such as 0.5 mg/L. The widely used process of "cold" sterilizing with ethylene oxide is typically run at a gas concentration of 630 
mg/L and 55 degrees C. Apparatus is also disclosed for use of this process in "cold" sterilization of contact lenses. 
Classifications:  
International (IPC 8­9): A01N59/00 A61L12/08 A61L12/12 
A61L2/20 (Advanced/Invention); 
A01N59/00 A61L12/00 A61L2/20 (Core/Invention) 
International (IPC 1­7): A01N59/00 A61K33/40 A61L13/00 A61L2/20 
CPC: A61L2/20 A61L12/084 A61L12/124 A01N59/00 
European: A01N59/00 A61L12/08D A61L12/12D A61L2/20 
US: 422/27 422/28 422/29 422/32 422/33 424/616 424/650

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 US4169124 A  19790925  US19770836665  19770926  

 US4230663 A  19801028  US19790056177  19790710  

 Priority:

US19770836665 19770926  US19790056177 19790710

 Probable Assignee: ALLEGIANCE CORP 

 Assignee(s): (std): MOORE PERK CORP 

 Assignee(s): BAXTER TRAVENOL LABORATORIES INC ; MORGAN GUARANTY TRUST CO ; BAXTER INT INC ; BAXTER TRAVENOL 
LABORATORIES INC A CORP OF DE ; ALLEGIANCE CORP ; AMERICAN STERILIZER CO ; AMERICAN STERILIZER CO A PA 
CORP ; BAXTER INT 

 Inventor(s): (std): FORSTROM RICHARD J ; WARDLE MICHAEL D 

3) Family number: 6661305 (JP59069077A) © PatBase 

Title:  STERILIZATION BY HYDROGEN PEROXIDE LIQUID FILM

Classifications:  
International (IPC 8­9): A61L2/20 (Advanced/Invention); 
A61L2/20 (Core/Invention) 
International (IPC 1­7): A61L2/20

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP59069077 A2  19840419  JP19820178967  19821012  

 JP61004543 B4  19860210  JP19820178967  19821012  

 Priority:

JP19820178967 19821012

 Probable Assignee: AMERICAN STERILIZER CO 

 Assignee(s): (std): AMERICAN STERILIZER CO 

 Inventor(s): (std): EDOWAADO KOUBETSUKU 

 Inventor(s): EDOWAADO KOBETSUKU 

4) Family number: 4736632 (US4512951A) © PatBase 

Title:  Hydrogen peroxide liquid film sterilization method

Abstract: Source: US4512951A A method is provided of hydrogen peroxide sterilization of medical articles whereby there are obtained the 
advantages of both vapor penetration, especially for such articles as surgical packs, and direct liquid­sterilant article contact, in which a vapor 
mixture comprising hydrogen peroxide is brought into contact with the article to be sterilized, the article being at a temperature below the dew 
point or condensation temperature of the vapor mixture, is caused thus to condense as a liquid film on the article, and is revaporized and hence 
removed from the so­sterilized article. 
Classifications:  
International (IPC 8­9): A01N59/00 A61L2/00 A61L2/20 (Advanced/Invention); 
A01N59/00 A61L2/00 A61L2/20 (Core/Invention) 
International (IPC 1­7): A01N1/00 A61L2/00 
CPC: A61L2/20 A01N59/00 
European: A01N59/00 A61L2/20 
US: 422/33

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA1166421 A1  19840501  CA19810393381  19811230  

 US4512951 A  19850423  US19830520146  19830804  

 Priority:

US19800221426 19801230  CA19810393381 19811230  US19820358435 19820315
US19830520146 19830804

 Probable Assignee: AMERICAN STERILIZER CO 

 Assignee(s): (std): AMERICAN STERILIZER CO 

 Assignee(s): AMERICAN STERILIZER COMPANY ; KOUBEK EDWARD ; MORGAN GUARANTY TRUST CO 

 Inventor(s): (std): KOUBEK EDWARD 

5) Family number: 2654051 (US4652763A) © PatBase 

Title:  Electron­beam irradiation sterilization process

Abstract: Source: US4652763A A process for controlling the penetration of electron beam radiation through package coverings of products to 
insure sterilization of the covering wraps, but protecting the internal products and medium from electron beam penetration and x­ray generation 
and the like, as required for such applications as pharmaceutics, medicaments, parenteral drugs and devices, prostheses, food packaging and 
similar systems. 
Classifications:  
International (IPC 8­9): A61L2/08 B65B55/08 (Advanced/Invention) 
International (IPC 1­7): A61L2/08 B65B55/02 B65B55/08 
CPC: A61L2/08 
European: A61L2/08 
US: 250/492.1 250/492.3

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA1246316 A1  19881213  CA19850494549  19851104  

 CN85109042 A  19861008  CN19851009042  19851212  

 DE3585389 D1  19920326  DE19853585389  19850807  

 EP0197217 A2  19861015  EP19850305621  19850807  

 EP0197217 A3  19880727  EP19850305621  19850807  

 EP0197217 B1  19920212  EP19850305621  19850807  

 JP2096349 C3  19961002  JP19860068281  19860326  

 JP61226050 A2  19861007  JP19860068281  19860326  

 JP8004613 B4  19960124  JP19860068281  19860326  

 US4652763 A  19870324  US19850717328  19850329  

 Priority:

US19850717328 19850329  CA19850494549 19851104

 Probable Assignee: FLEET NATIONAL BANK 

 Assignee(s): (std): ENERGY SCIENCES INC 

 Assignee(s): ENERGY SCIENCES INC A NY CORP ; ENERGY SCIENCES INC WOBURN MASS US ; FLEET NATIONAL BANK ; NABLO SAM 

 Inventor(s): (std): NABLO SAM ; NABLO SAMUEL V ; SAMIYUERU BUI NABURO 

 Inventor(s): SAMUEL V NABLO ; NABLO SAM LEXINGTON MASSACHUSETTS US 

 Designated states: AT BE CH DE FR GB IT LI LU NL SE

6) Family number: 2949237 (US4643876A) © PatBase 

Title:  Hydrogen peroxide plasma sterilization system

Abstract: Source: US4643876A A plasma sterilization process which employs hydrogen peroxide vapor as the precursor for the active species 
generated during the plasma generation cycle and employs a pre­treatment cycle prior to the plasma generation cycle. 
Classifications:  
International (IPC 8­9): A23L3/34 A61L11/00 A61L2/14 A61L2/20 A61L31/00 
B65B55/02 B65B55/10 (Advanced/Invention); 
A61L11/00 A61L2/20 (Advanced/Non­invention); 
A23L3/34 A61L31/00 B65B55/02 B65B55/04 (Core/Invention) 
International (IPC 1­7): A01N25/00 A01N65/00 A23L3/34 A61L11/00 A61L2/00 
A61L2/14 A61L2/18 A61L2/20 A61L25/00 A61L31/00 B65B55/02 B65B55/10 H05H 
CPC: A61L2/14 
European: A61L2/14 
US: 422/23 422/28

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AT104864 E  19940515  AT19880300616T  19880126  

 AT56881 E  19901015  AT19860108519T  19860620  

 AU198659112 A1  19861224  AU19860059112  19860619  

 AU198810789 A1  19880728  AU19880010789  19880127  

 AU592576 B2  19900118  AU19860059112  19860619  

 AU616648 B2  19911107  AU19880010789  19880127  

 BRPI8602867 A  19870210  BR1986PI02867  19860620  

 BRPI8800301 A  19880906  BR1988PI00301  19880127  

 CA1264217 A1  19900109  CA19860512072  19860620  

 CA1299835 A1  19920505  CA19880557246  19880125  

 DE3674482 D1  19901031  DE19863674482  19860620  

 DE3889235 D1  19940601  DE19883889235  19880126  

 DE3889235 T2  19941006  DE19883889235T  19880126  

 EP0207417 A1  19870107  EP19860108519  19860620  

 EP0207417 B1  19900926  EP19860108519  19860620  

 EP0278623 A2  19880817  EP19880300616  19880126  

 EP0278623 A3  19900214  EP19880300616  19880126  

 EP0278623 B1  19940427  EP19880300616  19880126  

 ES2063029 T3  19950101  ES19880300616T  19880126  

 ES556298 A1  19870416  ES19860556298  19860619  

 ES8704737 A1  19870701  ES19860556298  19860619  

 IE59218 B  19940126  IE19860001655  19860620  

 IE62878 B  19950308  IE19880000199  19880126  

 IE861655 L  19861221  IE19860001655  19860620  

 IE880199 L  19880727  IE19880000199  19880126  

 IN163670 A  19881029  IN1986CA00442  19860613  

 IN168896 A  19910706  IN1988CA00014  19880106  

 IN172875 A  19931225  IN1990CA00878  19901016  

 JP1636983 C3  19920131  JP19860143087  19860620  

 JP2062261 B4  19901225  JP19860143087  19860620  

 JP61293465 A2  19861224  JP19860143087  19860620  

 KR930003313 B1  19930426  KR19860004943  19860620  

 KR970010057 B1  19970620  KR19880000564  19880126  

 NZ216563 A  19881028  NZ19860216563  19860616  

 NZ223182 A  19900426  NZ19880223182  19880113  

 US4643876 A  19870217  US19850747209  19850621  

 US4756882 A  19880712  US19870006855  19870127  

 ZA8604630 A  19880224  ZA19860004630  19860620  

 ZA8800531 A  19890927  ZA19880000531  19880126  

 Priority:

US19850747209 19850621  EP19860108519  19860620  IN1988CA00014 19880106
EP19860108519  19860620  US19870006855 19870127  CA19860512072 19860620
IN1990CA00878 19901016  EP19880300616  19880126  CA19880557246 19880125

 Probable Assignee: JOHNSON AND JOHNSON MEDICAL INC A NJ CORP 

 Assignee(s): (std): JOHNSON AND JOHNSON ; JOHNSON AND JOHNSON MEDICAL ; SURGIKOS INC ; SERGIKOS INC ; SURGIKOS ; 
CHICOPEE 

 Assignee(s): JACOBS PAUL TAYLOR ; SURGIKOS INC ARLINGTON TEX US ; JOHNSON AND JOHNSON MEDICAL INC ARLINGTON TEX 
US ; LIN SZU MIN ; JOHNSON AND JOHNSON MEDICAL INC ; JOHNSON AND JOHNSON MEDICAL INC A NJ CORP ; 
JOHNSON AND JOHNSON MEDICAL INC ARLINGTON TEX 

 Inventor(s): (std): JACOBS P T ; JACOBS PAUL T ; JACOBS PAUL TAYLOR ; LIN SZU LIN ; LIN SZU MI ; LIN SZU MIN ; PAUL TAYLOR 
JACOBS ; POORU TEIRAA JIYAKOBUZU ; SUZUUMIN RIN ; SZU MIN LIN 

 Inventor(s): HOORU TEIRAA JAKOBUZU ; LIN SZU MIN ARLINGTON TEXAS 76018 ; LIN SZU MIN ARLINGTON TEXAS 76018 US ; 
JACOBS PAUL TAYLOR ARLINGTON TEXAS 76016 ; JACOBS PAUL TAYLOR ARLINGTON TEXAS 76016 US 

 Designated states: AT BE CH DE ES FR GB IT LI LU NL SE

7) Family number: 32179056 (US5037623A) © PatBase 

 This family is part of an extended family. Please click here to view the extended family.

Title:  Sterilant concentrate injection system

Abstract: Source: US5037623A A tubing system (18) connects a source (10) of tap water with a container (20) holding an item to be sterilized. 
Powdered buffers, detergents, and corrosion inhibitors are deposited in a well (34) along with an ampule (46) containing a sterilant, such as 
peracetic acid. The ampule includes an exterior wall (80) which defines an interior volume (82) and a linear vent passage (84) extending from 
the exterior wall to a central region of the interior volume. A gas permeable liquid impermeable membrane (100) is mounted across a vent 
aperture (86) which is disposed adjacent the geometric center of the interior volume. The volume is filled less than half way full with the liquid 
sterilant such that in all orientations of the ampule (FIGS. 4A­C), an upper surface (98) of the sterilant remains below the vent aperture. A pump 
(50) recirculates the water through the container, the tubing system, and the well to dissolve the powdered reagents. A tubular needle (70) of an 
aspirator system (42) is moved along the vent passage and through the vent aperture such that its free end is immersed in the sterilant. An 
aspirator (44) draws the sterilant from the ampule into the tubing system, mixing it with the recirculating water. 
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Title:  Method of sterilization of bone tussue

Abstract: Source: US5788941A The invention is directed to the sterilization of bone tissue for transplantation employing a hydrogen peroxide 
vapor sterilant. The bone tissue is exposed to the sterilant vapor at a pressure, temperature, and concentration, and for a period of time that is 
sufficient to sterilize the bone tissue, but insufficient to cause substantial physical, chemical and biological damage. The bone tissue is defatted, 
preferably demineralized, substantially free of moisture and blood, and may be lyophilized prior to sterilization. 
Classifications:  
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Title:  METHOD OF TERMINALLY STERILIZING FILLED SYRINGES

Abstract: The invention concerns a method of producing a pre­filled sterile syringe. The syringe comprises a syringe body with a proximal end 
and a distal end, a syringe­outlet part at the distal end, a seal, a stopper, a fluid medium and a gaseous medium, the fluid medium being a liquid.
The method comprises the following steps: preparing the syringe body, seal and stopper which is/are free from germs and/or endotoxins and low
in particles; a lubricant is applied; the proximal end is sealed by inserting the stopper into the syringe body; the syringe is filled through the distal
end; the syringe outlet part is sealed with the seal; the syringe is sterilized in a sterilizing chamber; the syringe is then packaged and the 
package container is then sterilized once again. 
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Title:  Vapor phase interstitial microbial decontamination of overwrapped IV bags

Abstract: Source: US5779973A A vaporizer (48) vaporizes a liquid solution of hydrogen peroxide or other strong oxidants to form a sterilant 
vapor which is entrained in a flow of sterile air. The sterilant vapor is conveyed to a manifold (12), (36), (40). A plurality of tubes or conduits (14)
convey the sterilant vapor from the manifold into a interstitial space (18) between an inner, IV bag (24) and an outer overwrap (22). A vacuum 
pump (58) draws a negative pressure within an enclosure (42) to draw the sterilant vapor through the manifold, the delivery tubes, and the 
interstitial space and through the enclosure. The delivery tubes terminate opposite upper corners of the IV bag and are aimed in such a manner 
that the sterilant vapor gas flows through and contacts all surfaces which define the interstitial space. After sterilization, the sterilant vapor is 
displaced with sterile air and the IV bag assemblies are removed and the overwrap is sealed to prevent microbial recontamination. 
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Search query (2): [SP]: 1. a method for surface decontamination of a prefilled container in secondary packaging, comprising: applying vaporized­hydrogen peroxide to 
the surface of the prefilled container in secondary packaging allowing vaporized­hydrogen peroxide to remain in contact with the prefilled container surface for a sufficient 
time to decontaminate the prefilled container surface and causing a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen peroxide, 
thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled container contains a drug product otherwise sensitive to 
sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents and gases. 2. the 
method of claim 1, wherein the prefilled container is a syringe containing a drug product otherwise sensitive to sterilization treatment by gamma radiation, sterilization 
treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents and gases. 3. the method of claim 1, wherein the prefilled container is a 
syringe containing a therapeutically effective amount of ranibizumab. 4. the method of claim 1, wherein sufficient time to decontaminate the surface of the prefilled 
container is determined by validation of treatment times and compared to a control standard. 5. the method of claim 1, wherein the post­decontamination measure 
includes applying a vacuum following the duration of treatment with vaporized­hydrogen peroxide, thereby reversing the direction of diffusion of vaporized­hydrogen 
peroxide and preventing intrusion of vaporized­hydrogen peroxide into the prefilled container. 6. the method of claim 1, wherein the post­decontamination measure 
includes applying ultraviolet rays following the duration of treatment with vaporized­hydrogen peroxide, thereby inactivating oxidative action of hydrogen peroxide vapors. 
7. the method of claim 1, wherein the post­decontamination measure includes gas plasma treatment. 8. a method for surface decontamination of a prefilled container in 
secondary packaging, comprising: presenting a prefilled container in a secondary package to an electron beam tunnel equipped with one or more tunable electron beam 
generators capable of variably generating low­energy beta radiation, and capable of oscillating electron beams such that a larger surface of the prefilled container is 
exposed to beta radiation during decontamination and applying an accelerator voltage of the one or more tunable electron beam generators to produce a sufficient 
amount of beta radiation to decontaminate the surface of the prefilled container, wherein the sufficient amount of beta radiation depends on the thickness of the 
secondary package and the thickness of the prefilled container, such that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled 
container shields the contents therein from beta radiation. 9. the method of claim 8, wherein the thickness of the wall of the primary packaging material is 20 or more 
times thicker than the thickness of the secondary packaging material, thus reducing the dose absorbed by the product in the container to less than 0.1 kgy. 10. the 
method of claim 8, wherein the prefilled container is a vial filled with a solution or solid otherwise sensitive to sterilization treatment by gamma radiation, sterilization 
treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents, gases or peroxide forming substances. 11. the method of claim 8, 
wherein the prefilled container is a syringe filled with a solution otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to 
steam, and sterilization treatment by exposure to vaporizing agents and gases or peroxide forming substances. 12. the method of claim 8 wherein the prefilled container 
is a syringe containing a therapeutically effective amount of ranibizumab. 13. the method of claim 8, wherein the penetration depth is measured by dosimetry. 14. the 
method of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose of beta radiation of at least approximately 
25 kgy to the container surface. 15. the method of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose of 
beta radiation yielding a 10­6 sterility assurance level of the outside of the container surface. 16. a system for decontaminating a surface of a prefilled container in 
secondary packaging, the system comprising: a sealed chamber and a control unit coupled to the chamber, the control unit configured to automatically (i) enable a 
vaporized­hydrogen peroxide to contact the surface of the prefilled container in the secondary packaging (ii) allow the vaporized­hydrogen peroxide to remain in contact 
with the prefilled­container surface for a predetermined time and (iii) cause a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen 
peroxide in the chamber, thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled container contains a drug 
product otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to 
vaporizing agents and gases. 17. a system for surface­decontaminating a prefilled container in secondary packaging, the system comprising: an electron­beam tunnel 
equipped with one or more tunable­electron beam generators, the tunable­electron­beam generators, configured to (i) variably generate low­energy beta radiation, (ii) 
oscillate the electron beams such that a larger surface of a prefilled container is exposed to electron beams and (iii) apply an accelerator voltage to produce a sufficient 
amount of beta radiation to decontaminate the surface of the prefilled container, wherein the sufficient amount of beta radiation depends on the thickness of the 
secondary package and the thickness of the prefilled container, such that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled 
container shields the contents therein from beta radiation. 18. a kit for decontaminating the surface of a prefilled container in secondary packaging in a sealed chamber, 
the kit comprising: an instruction for using the sealed chamber to (i) apply a vaporized­hydrogen peroxide to contact the surface of the prefilled container in the 
secondary packaging (ii) allow the vaporized­hydrogen peroxide to remain in contact with the prefilled­container surface for a predetermined time within the sealed 
chamber and (iii) cause a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen peroxide in the chamber, thereby preventing vaporized­
hydrogen peroxide from diffusing into the prefilled container. 19. a kit for surface­decontaminating a prefilled container in secondary packaging, the kit comprising: an 
instruction for (i) variably generating low­energy beta radiation to contact the surface of the prefilled container and (ii) produce a sufficient amount of beta radiation to 
decontaminate the surface of the prefilled container, wherein the sufficient amount of beta radiation depends on the thickness of the secondary package and the 
thickness of the prefilled container such that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled container shields the 
contents therein from beta radiation. 20. a system according to claim 16, wherein post­decontamination measure includes gas plasma treatment. 21. a kit according to 
claim 19, wherein post­decontamination measure includes gas plasma treatment. 22. the method of claim 1, wherein the drug product is a protein solution. 
Results: 30
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[SP]: 1. a method for surface decontamination of a prefilled container in secondary packaging, comprising: applying vaporized­hydrogen peroxide to the surface of
the prefilled container in secondary packaging allowing vaporized­hydrogen peroxide to remain in contact with the prefilled container surface for a sufficient time to 
decontaminate the prefilled container surface and causing a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen peroxide, 
thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled container contains a drug product otherwise 
sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents 
and gases. 2. the method of claim 1, wherein the prefilled container is a syringe containing a drug product otherwise sensitive to sterilization treatment by gamma 
radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents and gases. 3. the method of claim 1, wherein 
the prefilled container is a syringe containing a therapeutically effective amount of ranibizumab. 4. the method of claim 1, wherein sufficient time to decontaminate
the surface of the prefilled container is determined by validation of treatment times and compared to a control standard. 5. the method of claim 1, wherein the 
post­decontamination measure includes applying a vacuum following the duration of treatment with vaporized­hydrogen peroxide, thereby reversing the direction 
of diffusion of vaporized­hydrogen peroxide and preventing intrusion of vaporized­hydrogen peroxide into the prefilled container. 6. the method of claim 1, 
wherein the post­decontamination measure includes applying ultraviolet rays following the duration of treatment with vaporized­hydrogen peroxide, thereby 
inactivating oxidative action of hydrogen peroxide vapors. 7. the method of claim 1, wherein the post­decontamination measure includes gas plasma treatment. 8.
a method for surface decontamination of a prefilled container in secondary packaging, comprising: presenting a prefilled container in a secondary package to an 
electron beam tunnel equipped with one or more tunable electron beam generators capable of variably generating low­energy beta radiation, and capable of 
oscillating electron beams such that a larger surface of the prefilled container is exposed to beta radiation during decontamination and applying an accelerator 
voltage of the one or more tunable electron beam generators to produce a sufficient amount of beta radiation to decontaminate the surface of the prefilled 
container, wherein the sufficient amount of beta radiation depends on the thickness of the secondary package and the thickness of the prefilled container, such 
that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled container shields the contents therein from beta radiation. 9. 
the method of claim 8, wherein the thickness of the wall of the primary packaging material is 20 or more times thicker than the thickness of the secondary 
packaging material, thus reducing the dose absorbed by the product in the container to less than 0.1 kgy. 10. the method of claim 8, wherein the prefilled 
container is a vial filled with a solution or solid otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and 
sterilization treatment by exposure to vaporizing agents, gases or peroxide forming substances. 11. the method of claim 8, wherein the prefilled container is a 
syringe filled with a solution otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization 
treatment by exposure to vaporizing agents and gases or peroxide forming substances. 12. the method of claim 8 wherein the prefilled container is a syringe 
containing a therapeutically effective amount of ranibizumab. 13. the method of claim 8, wherein the penetration depth is measured by dosimetry. 14. the method 
of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose of beta radiation of at least approximately 25 
kgy to the container surface. 15. the method of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose 
of beta radiation yielding a 10­6 sterility assurance level of the outside of the container surface. 16. a system for decontaminating a surface of a prefilled container
in secondary packaging, the system comprising: a sealed chamber and a control unit coupled to the chamber, the control unit configured to automatically (i) 
enable a vaporized­hydrogen peroxide to contact the surface of the prefilled container in the secondary packaging (ii) allow the vaporized­hydrogen peroxide to 
remain in contact with the prefilled­container surface for a predetermined time and (iii) cause a post­decontamination measure to occur to reduce the presence of 
vaporized­hydrogen peroxide in the chamber, thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled 
container contains a drug product otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization 
treatment by exposure to vaporizing agents and gases. 17. a system for surface­decontaminating a prefilled container in secondary packaging, the system 
comprising: an electron­beam tunnel equipped with one or more tunable­electron beam generators, the tunable­electron­beam generators, configured to (i) 
variably generate low­energy beta radiation, (ii) oscillate the electron beams such that a larger surface of a prefilled container is exposed to electron beams and 
(iii) apply an accelerator voltage to produce a sufficient amount of beta radiation to decontaminate the surface of the prefilled container, wherein the sufficient 
amount of beta radiation depends on the thickness of the secondary package and the thickness of the prefilled container, such that beta radiation is allowed to 
penetrate the secondary package while the thickness of the prefilled container shields the contents therein from beta radiation. 18. a kit for decontaminating the 
surface of a prefilled container in secondary packaging in a sealed chamber, the kit comprising: an instruction for using the sealed chamber to (i) apply a 
vaporized­hydrogen peroxide to contact the surface of the prefilled container in the secondary packaging (ii) allow the vaporized­hydrogen peroxide to remain in 
contact with the prefilled­container surface for a predetermined time within the sealed chamber and (iii) cause a post­decontamination measure to occur to reduce 
the presence of vaporized­hydrogen peroxide in the chamber, thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container. 19. a kit 
for surface­decontaminating a prefilled container in secondary packaging, the kit comprising: an instruction for (i) variably generating low­energy beta radiation to 
contact the surface of the prefilled container and (ii) produce a sufficient amount of beta radiation to decontaminate the surface of the prefilled container, wherein 
the sufficient amount of beta radiation depends on the thickness of the secondary package and the thickness of the prefilled container such that beta radiation is 
allowed to penetrate the secondary package while the thickness of the prefilled container shields the contents therein from beta radiation. 20. a system according 
to claim 16, wherein post­decontamination measure includes gas plasma treatment. 21. a kit according to claim 19, wherein post­decontamination measure 
includes gas plasma treatment. 22. the method of claim 1, wherein the drug product is a protein solution. (Results 30)
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 Probable Assignee: JOHNSON AND JOHNSON MEDICAL INC A NJ CORP 

 Assignee(s): (std): JOHNSON AND JOHNSON ; JOHNSON AND JOHNSON MEDICAL ; SURGIKOS INC ; SERGIKOS INC ; SURGIKOS ; 
CHICOPEE 

 Assignee(s): JACOBS PAUL TAYLOR ; SURGIKOS INC ARLINGTON TEX US ; JOHNSON AND JOHNSON MEDICAL INC ARLINGTON TEX 
US ; LIN SZU MIN ; JOHNSON AND JOHNSON MEDICAL INC ; JOHNSON AND JOHNSON MEDICAL INC A NJ CORP ; 
JOHNSON AND JOHNSON MEDICAL INC ARLINGTON TEX 

 Inventor(s): (std): JACOBS P T ; JACOBS PAUL T ; JACOBS PAUL TAYLOR ; LIN SZU LIN ; LIN SZU MI ; LIN SZU MIN ; PAUL TAYLOR 
JACOBS ; POORU TEIRAA JIYAKOBUZU ; SUZUUMIN RIN ; SZU MIN LIN 

 Inventor(s): HOORU TEIRAA JAKOBUZU ; LIN SZU MIN ARLINGTON TEXAS 76018 ; LIN SZU MIN ARLINGTON TEXAS 76018 US ; 
JACOBS PAUL TAYLOR ARLINGTON TEXAS 76016 ; JACOBS PAUL TAYLOR ARLINGTON TEXAS 76016 US 

 Designated states: AT BE CH DE ES FR GB IT LI LU NL SE

7) Family number: 32179056 (US5037623A) © PatBase 

 This family is part of an extended family. Please click here to view the extended family.

Title:  Sterilant concentrate injection system

Abstract: Source: US5037623A A tubing system (18) connects a source (10) of tap water with a container (20) holding an item to be sterilized. 
Powdered buffers, detergents, and corrosion inhibitors are deposited in a well (34) along with an ampule (46) containing a sterilant, such as 
peracetic acid. The ampule includes an exterior wall (80) which defines an interior volume (82) and a linear vent passage (84) extending from 
the exterior wall to a central region of the interior volume. A gas permeable liquid impermeable membrane (100) is mounted across a vent 
aperture (86) which is disposed adjacent the geometric center of the interior volume. The volume is filled less than half way full with the liquid 
sterilant such that in all orientations of the ampule (FIGS. 4A­C), an upper surface (98) of the sterilant remains below the vent aperture. A pump 
(50) recirculates the water through the container, the tubing system, and the well to dissolve the powdered reagents. A tubular needle (70) of an 
aspirator system (42) is moved along the vent passage and through the vent aperture such that its free end is immersed in the sterilant. An 
aspirator (44) draws the sterilant from the ampule into the tubing system, mixing it with the recirculating water. 
Classifications:  
International (IPC 8­9): A01N25/34 A01N31/08 A01N37/16 A01N59/00 A61J1/05 
A61L15/44 A61L15/46 A61L2/16 A61L2/18 A61L2/20 A61L2/24 A61L2/26 A61L31/16 
B65D77/22 B65D81/32 (Advanced/Invention) 
International (IPC 1­7): A61L2/00 A61L2/18 B01F13/00 B08B13/00 
CPC: A01N25/34 A61L2/16 A61L2/18 A61L2/20 A61L2/24 A61L2/26 B65D77/225 
B65D81/3216 A61L15/44 A61L15/46 A61L2202/24 A01N31/08 A01N37/16 A01N59/00 
European: A01N25/34 A01N31/08 A01N37/16 A01N59/00 A61L15/44 A61L15/46 
A61L2/16 A61L2/18 A61L2/20 A61L2/24 A61L2/26 B65D77/22D B65D81/32C 
K61L202/240 
US: 134/100.1 134/102 134/161 134/199 134/200 134/94.1 134/95 134/95.1 134/99 
206/219 206/532 206/538 252/106 252/389.2 252/389.4 252/389.5 252/389.54 252/95 
422/1 422/100 422/102 422/16 422/18 422/28 422/292 422/293 422/294 422/295 
422/297 422/300 422/37 422/417 422/547 510/161 510/255 510/262 510/370 510/372 
510/508 D24/217
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 Priority:
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 Probable Assignee: STERIS A CORP OF OHIO CORP 

 Assignee(s): (std): STERIS CORP 

 Assignee(s): STERIS 72 CORWIN DRIVE PAINESVILLE OHIO 44077 A OH ; STERIS A CORP OF OH CORP ; STERIS A CORP OF OHIO 
CORP ; STERIS A OH CORP CORP 

 Inventor(s): (std): BADERTSCHER DUNCAN C ; BEISWENGER JOHN L ; FUNG SAMUEL M ; KRALOVIC RAYMOND C ; MARSHALL DOUGLAS F ; 
MINEROVIC DAVID E ; REBELE DONALD J ; SANFORD BILL R ; SCHECKELHOFF KENNETH E ; SCHNEIDER EDWARD T ; 
SIEGEL NORMAN L ; TANNER PAMELA C 

8) Family number: 8833294 (US5788941A) © PatBase 

Title:  Method of sterilization of bone tussue

Abstract: Source: US5788941A The invention is directed to the sterilization of bone tissue for transplantation employing a hydrogen peroxide 
vapor sterilant. The bone tissue is exposed to the sterilant vapor at a pressure, temperature, and concentration, and for a period of time that is 
sufficient to sterilize the bone tissue, but insufficient to cause substantial physical, chemical and biological damage. The bone tissue is defatted, 
preferably demineralized, substantially free of moisture and blood, and may be lyophilized prior to sterilization. 
Classifications:  
International (IPC 8­9): A61L2/00 (Advanced/Invention) 
International (IPC 1­7): A61L2/20 
CPC: A61L2/0094 
European: A61L2/00P4E 
US: 422/33 435/1.1 435/1.3
 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU199722705 A1  19970822  AU19970022705  19970131  
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 Priority:
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 Probable Assignee: STERIS CORP 

 Assignee(s): (std): STERIS CORP 

 Assignee(s): AMERICAN STERILIZER CO 

 Inventor(s): (std): BALMASSO JOSEPH P ; DALMASSO JOSEPH P ; MIELNIK THADDEUS J 

 Inventor(s): THADDEUS J MIELNIK ; JOSEPH P BALMASSO 

 Designated states: AT AU BE CA CH DE DK ES FI FR GB GR IE IT JP LU MC NL PT SE

9) Family number: 10333482 (WO9744068A1) © PatBase 

Title:  METHOD OF TERMINALLY STERILIZING FILLED SYRINGES

Abstract: The invention concerns a method of producing a pre­filled sterile syringe. The syringe comprises a syringe body with a proximal end 
and a distal end, a syringe­outlet part at the distal end, a seal, a stopper, a fluid medium and a gaseous medium, the fluid medium being a liquid.
The method comprises the following steps: preparing the syringe body, seal and stopper which is/are free from germs and/or endotoxins and low
in particles; a lubricant is applied; the proximal end is sealed by inserting the stopper into the syringe body; the syringe is filled through the distal
end; the syringe outlet part is sealed with the seal; the syringe is sterilized in a sterilizing chamber; the syringe is then packaged and the 
package container is then sterilized once again. 
Classifications:  
International (IPC 8­9): A61L2/04 A61L2/06 A61L2/07 A61L2/12 A61L2/20 
A61M5/178 (Advanced/Invention) 
International (IPC 1­7): A61L2/04 A61L2/06 A61L2/12 A61L2/16 A61L2/20 A61M5/00 
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 Probable Assignee: SCHERING AG 

 Assignee(s): (std): SCHERING AG ; TACK JOHANNES ; SCHURREIT THOMAS ; ZUERCHER JOERG 

 Assignee(s): SCHERING AG 13353 BERLIN DE ; SCHERING AKTIENGESELLSCHAFT ; SCHERING A G 

 Inventor(s): (std): SCHURREIT THOMAS ; SCHURREIT THOMAS DR ; TACK JOHANNES ; TACK JOHANNES DR ; ZURCHER JORG ; ZUERCHER 
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 Inventor(s): ZUERCHER JOERG DR 15711 KOENIGS WUSTERHAUSEN DE ; THOMAS SCHURREIT ; JORG ZURCHER ; JOHANNES TACK ; 
TACK JOHANNES DR 13595 BERLIN DE ; SCHURREIT THOMAS DR 14163 BERLIN DE 
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LI LK LR LS LT LU LV MC MD MG MK MN MW MX NL NO NZ PL PT RO RU SD SE SG SI SK TJ TM TR TT UA UG US

10) Family number: 20673857 (US5779973A) © PatBase 

Title:  Vapor phase interstitial microbial decontamination of overwrapped IV bags

Abstract: Source: US5779973A A vaporizer (48) vaporizes a liquid solution of hydrogen peroxide or other strong oxidants to form a sterilant 
vapor which is entrained in a flow of sterile air. The sterilant vapor is conveyed to a manifold (12), (36), (40). A plurality of tubes or conduits (14)
convey the sterilant vapor from the manifold into a interstitial space (18) between an inner, IV bag (24) and an outer overwrap (22). A vacuum 
pump (58) draws a negative pressure within an enclosure (42) to draw the sterilant vapor through the manifold, the delivery tubes, and the 
interstitial space and through the enclosure. The delivery tubes terminate opposite upper corners of the IV bag and are aimed in such a manner 
that the sterilant vapor gas flows through and contacts all surfaces which define the interstitial space. After sterilization, the sterilant vapor is 
displaced with sterile air and the IV bag assemblies are removed and the overwrap is sealed to prevent microbial recontamination. 
Classifications:  
International (IPC 8­9): A61L2/20 (Advanced/Invention); 
A61L2/20 (Core/Invention) 
International (IPC 1­7): A61L2/00 A61L9/00 
CPC: A61L2/20 
European: A61L2/20 
US: 422/28 422/292 422/300 422/33
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 Priority:
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 Assignee(s): (std): STERIS CORP 

 Inventor(s): (std): EDWARDS STEVEN J ; EDWARDS STEVEN JAY ; STEEN PAUL A ; STEEN PAUL ARCHIE 

 Designated states: AT BE CH DE DK ES FI FR GB GR IE IT JP LU MC NL PT SE

PatBase PDF Export - 01 July 2015 Page 9 of 13 



 
  
  
 

Yenny Campos 

 
  

  

  

  

  

  

  

  

  

  

  

PatBase ­ Search results   01 July 2015   
Search query (2): [SP]: 1. a method for surface decontamination of a prefilled container in secondary packaging, comprising: applying vaporized­hydrogen peroxide to 
the surface of the prefilled container in secondary packaging allowing vaporized­hydrogen peroxide to remain in contact with the prefilled container surface for a sufficient 
time to decontaminate the prefilled container surface and causing a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen peroxide, 
thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled container contains a drug product otherwise sensitive to 
sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents and gases. 2. the 
method of claim 1, wherein the prefilled container is a syringe containing a drug product otherwise sensitive to sterilization treatment by gamma radiation, sterilization 
treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents and gases. 3. the method of claim 1, wherein the prefilled container is a 
syringe containing a therapeutically effective amount of ranibizumab. 4. the method of claim 1, wherein sufficient time to decontaminate the surface of the prefilled 
container is determined by validation of treatment times and compared to a control standard. 5. the method of claim 1, wherein the post­decontamination measure 
includes applying a vacuum following the duration of treatment with vaporized­hydrogen peroxide, thereby reversing the direction of diffusion of vaporized­hydrogen 
peroxide and preventing intrusion of vaporized­hydrogen peroxide into the prefilled container. 6. the method of claim 1, wherein the post­decontamination measure 
includes applying ultraviolet rays following the duration of treatment with vaporized­hydrogen peroxide, thereby inactivating oxidative action of hydrogen peroxide vapors. 
7. the method of claim 1, wherein the post­decontamination measure includes gas plasma treatment. 8. a method for surface decontamination of a prefilled container in 
secondary packaging, comprising: presenting a prefilled container in a secondary package to an electron beam tunnel equipped with one or more tunable electron beam 
generators capable of variably generating low­energy beta radiation, and capable of oscillating electron beams such that a larger surface of the prefilled container is 
exposed to beta radiation during decontamination and applying an accelerator voltage of the one or more tunable electron beam generators to produce a sufficient 
amount of beta radiation to decontaminate the surface of the prefilled container, wherein the sufficient amount of beta radiation depends on the thickness of the 
secondary package and the thickness of the prefilled container, such that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled 
container shields the contents therein from beta radiation. 9. the method of claim 8, wherein the thickness of the wall of the primary packaging material is 20 or more 
times thicker than the thickness of the secondary packaging material, thus reducing the dose absorbed by the product in the container to less than 0.1 kgy. 10. the 
method of claim 8, wherein the prefilled container is a vial filled with a solution or solid otherwise sensitive to sterilization treatment by gamma radiation, sterilization 
treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents, gases or peroxide forming substances. 11. the method of claim 8, 
wherein the prefilled container is a syringe filled with a solution otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to 
steam, and sterilization treatment by exposure to vaporizing agents and gases or peroxide forming substances. 12. the method of claim 8 wherein the prefilled container 
is a syringe containing a therapeutically effective amount of ranibizumab. 13. the method of claim 8, wherein the penetration depth is measured by dosimetry. 14. the 
method of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose of beta radiation of at least approximately 
25 kgy to the container surface. 15. the method of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose of 
beta radiation yielding a 10­6 sterility assurance level of the outside of the container surface. 16. a system for decontaminating a surface of a prefilled container in 
secondary packaging, the system comprising: a sealed chamber and a control unit coupled to the chamber, the control unit configured to automatically (i) enable a 
vaporized­hydrogen peroxide to contact the surface of the prefilled container in the secondary packaging (ii) allow the vaporized­hydrogen peroxide to remain in contact 
with the prefilled­container surface for a predetermined time and (iii) cause a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen 
peroxide in the chamber, thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled container contains a drug 
product otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to 
vaporizing agents and gases. 17. a system for surface­decontaminating a prefilled container in secondary packaging, the system comprising: an electron­beam tunnel 
equipped with one or more tunable­electron beam generators, the tunable­electron­beam generators, configured to (i) variably generate low­energy beta radiation, (ii) 
oscillate the electron beams such that a larger surface of a prefilled container is exposed to electron beams and (iii) apply an accelerator voltage to produce a sufficient 
amount of beta radiation to decontaminate the surface of the prefilled container, wherein the sufficient amount of beta radiation depends on the thickness of the 
secondary package and the thickness of the prefilled container, such that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled 
container shields the contents therein from beta radiation. 18. a kit for decontaminating the surface of a prefilled container in secondary packaging in a sealed chamber, 
the kit comprising: an instruction for using the sealed chamber to (i) apply a vaporized­hydrogen peroxide to contact the surface of the prefilled container in the 
secondary packaging (ii) allow the vaporized­hydrogen peroxide to remain in contact with the prefilled­container surface for a predetermined time within the sealed 
chamber and (iii) cause a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen peroxide in the chamber, thereby preventing vaporized­
hydrogen peroxide from diffusing into the prefilled container. 19. a kit for surface­decontaminating a prefilled container in secondary packaging, the kit comprising: an 
instruction for (i) variably generating low­energy beta radiation to contact the surface of the prefilled container and (ii) produce a sufficient amount of beta radiation to 
decontaminate the surface of the prefilled container, wherein the sufficient amount of beta radiation depends on the thickness of the secondary package and the 
thickness of the prefilled container such that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled container shields the 
contents therein from beta radiation. 20. a system according to claim 16, wherein post­decontamination measure includes gas plasma treatment. 21. a kit according to 
claim 19, wherein post­decontamination measure includes gas plasma treatment. 22. the method of claim 1, wherein the drug product is a protein solution. 
Results: 30
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the prefilled container in secondary packaging allowing vaporized­hydrogen peroxide to remain in contact with the prefilled container surface for a sufficient time to 
decontaminate the prefilled container surface and causing a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen peroxide, 
thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled container contains a drug product otherwise 
sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents 
and gases. 2. the method of claim 1, wherein the prefilled container is a syringe containing a drug product otherwise sensitive to sterilization treatment by gamma 
radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents and gases. 3. the method of claim 1, wherein 
the prefilled container is a syringe containing a therapeutically effective amount of ranibizumab. 4. the method of claim 1, wherein sufficient time to decontaminate
the surface of the prefilled container is determined by validation of treatment times and compared to a control standard. 5. the method of claim 1, wherein the 
post­decontamination measure includes applying a vacuum following the duration of treatment with vaporized­hydrogen peroxide, thereby reversing the direction 
of diffusion of vaporized­hydrogen peroxide and preventing intrusion of vaporized­hydrogen peroxide into the prefilled container. 6. the method of claim 1, 
wherein the post­decontamination measure includes applying ultraviolet rays following the duration of treatment with vaporized­hydrogen peroxide, thereby 
inactivating oxidative action of hydrogen peroxide vapors. 7. the method of claim 1, wherein the post­decontamination measure includes gas plasma treatment. 8.
a method for surface decontamination of a prefilled container in secondary packaging, comprising: presenting a prefilled container in a secondary package to an 
electron beam tunnel equipped with one or more tunable electron beam generators capable of variably generating low­energy beta radiation, and capable of 
oscillating electron beams such that a larger surface of the prefilled container is exposed to beta radiation during decontamination and applying an accelerator 
voltage of the one or more tunable electron beam generators to produce a sufficient amount of beta radiation to decontaminate the surface of the prefilled 
container, wherein the sufficient amount of beta radiation depends on the thickness of the secondary package and the thickness of the prefilled container, such 
that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled container shields the contents therein from beta radiation. 9. 
the method of claim 8, wherein the thickness of the wall of the primary packaging material is 20 or more times thicker than the thickness of the secondary 
packaging material, thus reducing the dose absorbed by the product in the container to less than 0.1 kgy. 10. the method of claim 8, wherein the prefilled 
container is a vial filled with a solution or solid otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and 
sterilization treatment by exposure to vaporizing agents, gases or peroxide forming substances. 11. the method of claim 8, wherein the prefilled container is a 
syringe filled with a solution otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization 
treatment by exposure to vaporizing agents and gases or peroxide forming substances. 12. the method of claim 8 wherein the prefilled container is a syringe 
containing a therapeutically effective amount of ranibizumab. 13. the method of claim 8, wherein the penetration depth is measured by dosimetry. 14. the method 
of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose of beta radiation of at least approximately 25 
kgy to the container surface. 15. the method of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose 
of beta radiation yielding a 10­6 sterility assurance level of the outside of the container surface. 16. a system for decontaminating a surface of a prefilled container
in secondary packaging, the system comprising: a sealed chamber and a control unit coupled to the chamber, the control unit configured to automatically (i) 
enable a vaporized­hydrogen peroxide to contact the surface of the prefilled container in the secondary packaging (ii) allow the vaporized­hydrogen peroxide to 
remain in contact with the prefilled­container surface for a predetermined time and (iii) cause a post­decontamination measure to occur to reduce the presence of 
vaporized­hydrogen peroxide in the chamber, thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled 
container contains a drug product otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization 
treatment by exposure to vaporizing agents and gases. 17. a system for surface­decontaminating a prefilled container in secondary packaging, the system 
comprising: an electron­beam tunnel equipped with one or more tunable­electron beam generators, the tunable­electron­beam generators, configured to (i) 
variably generate low­energy beta radiation, (ii) oscillate the electron beams such that a larger surface of a prefilled container is exposed to electron beams and 
(iii) apply an accelerator voltage to produce a sufficient amount of beta radiation to decontaminate the surface of the prefilled container, wherein the sufficient 
amount of beta radiation depends on the thickness of the secondary package and the thickness of the prefilled container, such that beta radiation is allowed to 
penetrate the secondary package while the thickness of the prefilled container shields the contents therein from beta radiation. 18. a kit for decontaminating the 
surface of a prefilled container in secondary packaging in a sealed chamber, the kit comprising: an instruction for using the sealed chamber to (i) apply a 
vaporized­hydrogen peroxide to contact the surface of the prefilled container in the secondary packaging (ii) allow the vaporized­hydrogen peroxide to remain in 
contact with the prefilled­container surface for a predetermined time within the sealed chamber and (iii) cause a post­decontamination measure to occur to reduce 
the presence of vaporized­hydrogen peroxide in the chamber, thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container. 19. a kit 
for surface­decontaminating a prefilled container in secondary packaging, the kit comprising: an instruction for (i) variably generating low­energy beta radiation to 
contact the surface of the prefilled container and (ii) produce a sufficient amount of beta radiation to decontaminate the surface of the prefilled container, wherein 
the sufficient amount of beta radiation depends on the thickness of the secondary package and the thickness of the prefilled container such that beta radiation is 
allowed to penetrate the secondary package while the thickness of the prefilled container shields the contents therein from beta radiation. 20. a system according 
to claim 16, wherein post­decontamination measure includes gas plasma treatment. 21. a kit according to claim 19, wherein post­decontamination measure 
includes gas plasma treatment. 22. the method of claim 1, wherein the drug product is a protein solution. (Results 30)
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US19850747209 19850621  EP19860108519  19860620  IN1988CA00014 19880106
EP19860108519  19860620  US19870006855 19870127  CA19860512072 19860620
IN1990CA00878 19901016  EP19880300616  19880126  CA19880557246 19880125

 Probable Assignee: JOHNSON AND JOHNSON MEDICAL INC A NJ CORP 

 Assignee(s): (std): JOHNSON AND JOHNSON ; JOHNSON AND JOHNSON MEDICAL ; SURGIKOS INC ; SERGIKOS INC ; SURGIKOS ; 
CHICOPEE 

 Assignee(s): JACOBS PAUL TAYLOR ; SURGIKOS INC ARLINGTON TEX US ; JOHNSON AND JOHNSON MEDICAL INC ARLINGTON TEX 
US ; LIN SZU MIN ; JOHNSON AND JOHNSON MEDICAL INC ; JOHNSON AND JOHNSON MEDICAL INC A NJ CORP ; 
JOHNSON AND JOHNSON MEDICAL INC ARLINGTON TEX 

 Inventor(s): (std): JACOBS P T ; JACOBS PAUL T ; JACOBS PAUL TAYLOR ; LIN SZU LIN ; LIN SZU MI ; LIN SZU MIN ; PAUL TAYLOR 
JACOBS ; POORU TEIRAA JIYAKOBUZU ; SUZUUMIN RIN ; SZU MIN LIN 

 Inventor(s): HOORU TEIRAA JAKOBUZU ; LIN SZU MIN ARLINGTON TEXAS 76018 ; LIN SZU MIN ARLINGTON TEXAS 76018 US ; 
JACOBS PAUL TAYLOR ARLINGTON TEXAS 76016 ; JACOBS PAUL TAYLOR ARLINGTON TEXAS 76016 US 

 Designated states: AT BE CH DE ES FR GB IT LI LU NL SE

7) Family number: 32179056 (US5037623A) © PatBase 

 This family is part of an extended family. Please click here to view the extended family.

Title:  Sterilant concentrate injection system

Abstract: Source: US5037623A A tubing system (18) connects a source (10) of tap water with a container (20) holding an item to be sterilized. 
Powdered buffers, detergents, and corrosion inhibitors are deposited in a well (34) along with an ampule (46) containing a sterilant, such as 
peracetic acid. The ampule includes an exterior wall (80) which defines an interior volume (82) and a linear vent passage (84) extending from 
the exterior wall to a central region of the interior volume. A gas permeable liquid impermeable membrane (100) is mounted across a vent 
aperture (86) which is disposed adjacent the geometric center of the interior volume. The volume is filled less than half way full with the liquid 
sterilant such that in all orientations of the ampule (FIGS. 4A­C), an upper surface (98) of the sterilant remains below the vent aperture. A pump 
(50) recirculates the water through the container, the tubing system, and the well to dissolve the powdered reagents. A tubular needle (70) of an 
aspirator system (42) is moved along the vent passage and through the vent aperture such that its free end is immersed in the sterilant. An 
aspirator (44) draws the sterilant from the ampule into the tubing system, mixing it with the recirculating water. 
Classifications:  
International (IPC 8­9): A01N25/34 A01N31/08 A01N37/16 A01N59/00 A61J1/05 
A61L15/44 A61L15/46 A61L2/16 A61L2/18 A61L2/20 A61L2/24 A61L2/26 A61L31/16 
B65D77/22 B65D81/32 (Advanced/Invention) 
International (IPC 1­7): A61L2/00 A61L2/18 B01F13/00 B08B13/00 
CPC: A01N25/34 A61L2/16 A61L2/18 A61L2/20 A61L2/24 A61L2/26 B65D77/225 
B65D81/3216 A61L15/44 A61L15/46 A61L2202/24 A01N31/08 A01N37/16 A01N59/00 
European: A01N25/34 A01N31/08 A01N37/16 A01N59/00 A61L15/44 A61L15/46 
A61L2/16 A61L2/18 A61L2/20 A61L2/24 A61L2/26 B65D77/22D B65D81/32C 
K61L202/240 
US: 134/100.1 134/102 134/161 134/199 134/200 134/94.1 134/95 134/95.1 134/99 
206/219 206/532 206/538 252/106 252/389.2 252/389.4 252/389.5 252/389.54 252/95 
422/1 422/100 422/102 422/16 422/18 422/28 422/292 422/293 422/294 422/295 
422/297 422/300 422/37 422/417 422/547 510/161 510/255 510/262 510/370 510/372 
510/508 D24/217

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 US5037623 A  19910806  US19880165189  19880307  

 US5077008 A  19911231  US19880229917  19880808  

 US5091343 A  19920225  US19890349304  19890509  

 US5116575 A  19920526  US19890342189  19890424  

 US5209909 A  19930511  US19910793589  19911118  

 US5217698 A  19930608  US19910681118  19910405  

 US5225160 A  19930706  US19910741788  19910806  

 Priority:

US19880140388 19880104  US19880165189 19880307  US19860826730 19860206
US19890342189 19890424  US19910793589 19911118  US19910741788 19910806
US19890349304 19890509  US19910681118 19910405  US19880229917 19880808

 Probable Assignee: STERIS A CORP OF OHIO CORP 

 Assignee(s): (std): STERIS CORP 

 Assignee(s): STERIS 72 CORWIN DRIVE PAINESVILLE OHIO 44077 A OH ; STERIS A CORP OF OH CORP ; STERIS A CORP OF OHIO 
CORP ; STERIS A OH CORP CORP 

 Inventor(s): (std): BADERTSCHER DUNCAN C ; BEISWENGER JOHN L ; FUNG SAMUEL M ; KRALOVIC RAYMOND C ; MARSHALL DOUGLAS F ; 
MINEROVIC DAVID E ; REBELE DONALD J ; SANFORD BILL R ; SCHECKELHOFF KENNETH E ; SCHNEIDER EDWARD T ; 
SIEGEL NORMAN L ; TANNER PAMELA C 

8) Family number: 8833294 (US5788941A) © PatBase 

Title:  Method of sterilization of bone tussue

Abstract: Source: US5788941A The invention is directed to the sterilization of bone tissue for transplantation employing a hydrogen peroxide 
vapor sterilant. The bone tissue is exposed to the sterilant vapor at a pressure, temperature, and concentration, and for a period of time that is 
sufficient to sterilize the bone tissue, but insufficient to cause substantial physical, chemical and biological damage. The bone tissue is defatted, 
preferably demineralized, substantially free of moisture and blood, and may be lyophilized prior to sterilization. 
Classifications:  
International (IPC 8­9): A61L2/00 (Advanced/Invention) 
International (IPC 1­7): A61L2/20 
CPC: A61L2/0094 
European: A61L2/00P4E 
US: 422/33 435/1.1 435/1.3
 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU199722705 A1  19970822  AU19970022705  19970131  

 US5788941 A  19980804  US19960593156  19960131  

 WO9727882 A1  19970807  WO1997US02235  19970131  

 Priority:

US19960593156 19960131  WO1997US02235 19970131

 Probable Assignee: STERIS CORP 

 Assignee(s): (std): STERIS CORP 

 Assignee(s): AMERICAN STERILIZER CO 

 Inventor(s): (std): BALMASSO JOSEPH P ; DALMASSO JOSEPH P ; MIELNIK THADDEUS J 

 Inventor(s): THADDEUS J MIELNIK ; JOSEPH P BALMASSO 

 Designated states: AT AU BE CA CH DE DK ES FI FR GB GR IE IT JP LU MC NL PT SE

9) Family number: 10333482 (WO9744068A1) © PatBase 

Title:  METHOD OF TERMINALLY STERILIZING FILLED SYRINGES

Abstract: The invention concerns a method of producing a pre­filled sterile syringe. The syringe comprises a syringe body with a proximal end 
and a distal end, a syringe­outlet part at the distal end, a seal, a stopper, a fluid medium and a gaseous medium, the fluid medium being a liquid.
The method comprises the following steps: preparing the syringe body, seal and stopper which is/are free from germs and/or endotoxins and low
in particles; a lubricant is applied; the proximal end is sealed by inserting the stopper into the syringe body; the syringe is filled through the distal
end; the syringe outlet part is sealed with the seal; the syringe is sterilized in a sterilizing chamber; the syringe is then packaged and the 
package container is then sterilized once again. 
Classifications:  
International (IPC 8­9): A61L2/04 A61L2/06 A61L2/07 A61L2/12 A61L2/20 
A61M5/178 (Advanced/Invention) 
International (IPC 1­7): A61L2/04 A61L2/06 A61L2/12 A61L2/16 A61L2/20 A61M5/00 
A61M5/178 
CPC: A61L2/04 A61L2/07 A61L2/12 A61L2/202 A61L2/208 A61L2202/122 A61M5/178 
European: A61L2/04 A61L2/07 A61L2/12 A61L2/20C A61L2/20H A61M5/178 
K61L202/122

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU199729602 A1  19971209  AU19970029602  19970523  

 DE19622283 A1  19971127  DE19961022283  19960523  

 EP0901380 A1  19990317  EP19970923989  19970523  

 JP2000510740 T2  20000822  JP19970541568T  19970523  

 WO9744068 A1  19971127  WO1997EP02641  19970523  

 Priority:

DE19961022283 19960523  WO1997EP02641 19970523

 Probable Assignee: SCHERING AG 

 Assignee(s): (std): SCHERING AG ; TACK JOHANNES ; SCHURREIT THOMAS ; ZUERCHER JOERG 

 Assignee(s): SCHERING AG 13353 BERLIN DE ; SCHERING AKTIENGESELLSCHAFT ; SCHERING A G 

 Inventor(s): (std): SCHURREIT THOMAS ; SCHURREIT THOMAS DR ; TACK JOHANNES ; TACK JOHANNES DR ; ZURCHER JORG ; ZUERCHER 
JOERG ; ZUERCHER JOERG DR 

 Inventor(s): ZUERCHER JOERG DR 15711 KOENIGS WUSTERHAUSEN DE ; THOMAS SCHURREIT ; JORG ZURCHER ; JOHANNES TACK ; 
TACK JOHANNES DR 13595 BERLIN DE ; SCHURREIT THOMAS DR 14163 BERLIN DE 

 Designated states: AL AM AT AU AZ BA BB BE BG BR BY CA CH CN CU CZ DE DK EE ES FI FR GB GE GR HU IE IL IS IT JP KE KG KP KR KZ LC 
LI LK LR LS LT LU LV MC MD MG MK MN MW MX NL NO NZ PL PT RO RU SD SE SG SI SK TJ TM TR TT UA UG US

10) Family number: 20673857 (US5779973A) © PatBase 

Title:  Vapor phase interstitial microbial decontamination of overwrapped IV bags

Abstract: Source: US5779973A A vaporizer (48) vaporizes a liquid solution of hydrogen peroxide or other strong oxidants to form a sterilant 
vapor which is entrained in a flow of sterile air. The sterilant vapor is conveyed to a manifold (12), (36), (40). A plurality of tubes or conduits (14)
convey the sterilant vapor from the manifold into a interstitial space (18) between an inner, IV bag (24) and an outer overwrap (22). A vacuum 
pump (58) draws a negative pressure within an enclosure (42) to draw the sterilant vapor through the manifold, the delivery tubes, and the 
interstitial space and through the enclosure. The delivery tubes terminate opposite upper corners of the IV bag and are aimed in such a manner 
that the sterilant vapor gas flows through and contacts all surfaces which define the interstitial space. After sterilization, the sterilant vapor is 
displaced with sterile air and the IV bag assemblies are removed and the overwrap is sealed to prevent microbial recontamination. 
Classifications:  
International (IPC 8­9): A61L2/20 (Advanced/Invention); 
A61L2/20 (Core/Invention) 
International (IPC 1­7): A61L2/00 A61L9/00 
CPC: A61L2/20 
European: A61L2/20 
US: 422/28 422/292 422/300 422/33

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 US5779973 A  19980714  US19970831294  19970401  

 WO9843681 A2  19981008  WO1998US05632  19980320  

 WO9843681 A3  19981223  WO1998US05632  19980320  

 Priority:

US19970831294 19970401

 Probable Assignee: STERIS CORP 

 Assignee(s): (std): STERIS CORP 

 Inventor(s): (std): EDWARDS STEVEN J ; EDWARDS STEVEN JAY ; STEEN PAUL A ; STEEN PAUL ARCHIE 

 Designated states: AT BE CH DE DK ES FI FR GB GR IE IT JP LU MC NL PT SE
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Search query (2): [SP]: 1. a method for surface decontamination of a prefilled container in secondary packaging, comprising: applying vaporized­hydrogen peroxide to 
the surface of the prefilled container in secondary packaging allowing vaporized­hydrogen peroxide to remain in contact with the prefilled container surface for a sufficient 
time to decontaminate the prefilled container surface and causing a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen peroxide, 
thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled container contains a drug product otherwise sensitive to 
sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents and gases. 2. the 
method of claim 1, wherein the prefilled container is a syringe containing a drug product otherwise sensitive to sterilization treatment by gamma radiation, sterilization 
treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents and gases. 3. the method of claim 1, wherein the prefilled container is a 
syringe containing a therapeutically effective amount of ranibizumab. 4. the method of claim 1, wherein sufficient time to decontaminate the surface of the prefilled 
container is determined by validation of treatment times and compared to a control standard. 5. the method of claim 1, wherein the post­decontamination measure 
includes applying a vacuum following the duration of treatment with vaporized­hydrogen peroxide, thereby reversing the direction of diffusion of vaporized­hydrogen 
peroxide and preventing intrusion of vaporized­hydrogen peroxide into the prefilled container. 6. the method of claim 1, wherein the post­decontamination measure 
includes applying ultraviolet rays following the duration of treatment with vaporized­hydrogen peroxide, thereby inactivating oxidative action of hydrogen peroxide vapors. 
7. the method of claim 1, wherein the post­decontamination measure includes gas plasma treatment. 8. a method for surface decontamination of a prefilled container in 
secondary packaging, comprising: presenting a prefilled container in a secondary package to an electron beam tunnel equipped with one or more tunable electron beam 
generators capable of variably generating low­energy beta radiation, and capable of oscillating electron beams such that a larger surface of the prefilled container is 
exposed to beta radiation during decontamination and applying an accelerator voltage of the one or more tunable electron beam generators to produce a sufficient 
amount of beta radiation to decontaminate the surface of the prefilled container, wherein the sufficient amount of beta radiation depends on the thickness of the 
secondary package and the thickness of the prefilled container, such that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled 
container shields the contents therein from beta radiation. 9. the method of claim 8, wherein the thickness of the wall of the primary packaging material is 20 or more 
times thicker than the thickness of the secondary packaging material, thus reducing the dose absorbed by the product in the container to less than 0.1 kgy. 10. the 
method of claim 8, wherein the prefilled container is a vial filled with a solution or solid otherwise sensitive to sterilization treatment by gamma radiation, sterilization 
treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents, gases or peroxide forming substances. 11. the method of claim 8, 
wherein the prefilled container is a syringe filled with a solution otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to 
steam, and sterilization treatment by exposure to vaporizing agents and gases or peroxide forming substances. 12. the method of claim 8 wherein the prefilled container 
is a syringe containing a therapeutically effective amount of ranibizumab. 13. the method of claim 8, wherein the penetration depth is measured by dosimetry. 14. the 
method of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose of beta radiation of at least approximately 
25 kgy to the container surface. 15. the method of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose of 
beta radiation yielding a 10­6 sterility assurance level of the outside of the container surface. 16. a system for decontaminating a surface of a prefilled container in 
secondary packaging, the system comprising: a sealed chamber and a control unit coupled to the chamber, the control unit configured to automatically (i) enable a 
vaporized­hydrogen peroxide to contact the surface of the prefilled container in the secondary packaging (ii) allow the vaporized­hydrogen peroxide to remain in contact 
with the prefilled­container surface for a predetermined time and (iii) cause a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen 
peroxide in the chamber, thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled container contains a drug 
product otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to 
vaporizing agents and gases. 17. a system for surface­decontaminating a prefilled container in secondary packaging, the system comprising: an electron­beam tunnel 
equipped with one or more tunable­electron beam generators, the tunable­electron­beam generators, configured to (i) variably generate low­energy beta radiation, (ii) 
oscillate the electron beams such that a larger surface of a prefilled container is exposed to electron beams and (iii) apply an accelerator voltage to produce a sufficient 
amount of beta radiation to decontaminate the surface of the prefilled container, wherein the sufficient amount of beta radiation depends on the thickness of the 
secondary package and the thickness of the prefilled container, such that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled 
container shields the contents therein from beta radiation. 18. a kit for decontaminating the surface of a prefilled container in secondary packaging in a sealed chamber, 
the kit comprising: an instruction for using the sealed chamber to (i) apply a vaporized­hydrogen peroxide to contact the surface of the prefilled container in the 
secondary packaging (ii) allow the vaporized­hydrogen peroxide to remain in contact with the prefilled­container surface for a predetermined time within the sealed 
chamber and (iii) cause a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen peroxide in the chamber, thereby preventing vaporized­
hydrogen peroxide from diffusing into the prefilled container. 19. a kit for surface­decontaminating a prefilled container in secondary packaging, the kit comprising: an 
instruction for (i) variably generating low­energy beta radiation to contact the surface of the prefilled container and (ii) produce a sufficient amount of beta radiation to 
decontaminate the surface of the prefilled container, wherein the sufficient amount of beta radiation depends on the thickness of the secondary package and the 
thickness of the prefilled container such that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled container shields the 
contents therein from beta radiation. 20. a system according to claim 16, wherein post­decontamination measure includes gas plasma treatment. 21. a kit according to 
claim 19, wherein post­decontamination measure includes gas plasma treatment. 22. the method of claim 1, wherein the drug product is a protein solution. 
Results: 30
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[SP]: 1. a method for surface decontamination of a prefilled container in secondary packaging, comprising: applying vaporized­hydrogen peroxide to the surface of
the prefilled container in secondary packaging allowing vaporized­hydrogen peroxide to remain in contact with the prefilled container surface for a sufficient time to 
decontaminate the prefilled container surface and causing a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen peroxide, 
thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled container contains a drug product otherwise 
sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents 
and gases. 2. the method of claim 1, wherein the prefilled container is a syringe containing a drug product otherwise sensitive to sterilization treatment by gamma 
radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents and gases. 3. the method of claim 1, wherein 
the prefilled container is a syringe containing a therapeutically effective amount of ranibizumab. 4. the method of claim 1, wherein sufficient time to decontaminate
the surface of the prefilled container is determined by validation of treatment times and compared to a control standard. 5. the method of claim 1, wherein the 
post­decontamination measure includes applying a vacuum following the duration of treatment with vaporized­hydrogen peroxide, thereby reversing the direction 
of diffusion of vaporized­hydrogen peroxide and preventing intrusion of vaporized­hydrogen peroxide into the prefilled container. 6. the method of claim 1, 
wherein the post­decontamination measure includes applying ultraviolet rays following the duration of treatment with vaporized­hydrogen peroxide, thereby 
inactivating oxidative action of hydrogen peroxide vapors. 7. the method of claim 1, wherein the post­decontamination measure includes gas plasma treatment. 8.
a method for surface decontamination of a prefilled container in secondary packaging, comprising: presenting a prefilled container in a secondary package to an 
electron beam tunnel equipped with one or more tunable electron beam generators capable of variably generating low­energy beta radiation, and capable of 
oscillating electron beams such that a larger surface of the prefilled container is exposed to beta radiation during decontamination and applying an accelerator 
voltage of the one or more tunable electron beam generators to produce a sufficient amount of beta radiation to decontaminate the surface of the prefilled 
container, wherein the sufficient amount of beta radiation depends on the thickness of the secondary package and the thickness of the prefilled container, such 
that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled container shields the contents therein from beta radiation. 9. 
the method of claim 8, wherein the thickness of the wall of the primary packaging material is 20 or more times thicker than the thickness of the secondary 
packaging material, thus reducing the dose absorbed by the product in the container to less than 0.1 kgy. 10. the method of claim 8, wherein the prefilled 
container is a vial filled with a solution or solid otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and 
sterilization treatment by exposure to vaporizing agents, gases or peroxide forming substances. 11. the method of claim 8, wherein the prefilled container is a 
syringe filled with a solution otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization 
treatment by exposure to vaporizing agents and gases or peroxide forming substances. 12. the method of claim 8 wherein the prefilled container is a syringe 
containing a therapeutically effective amount of ranibizumab. 13. the method of claim 8, wherein the penetration depth is measured by dosimetry. 14. the method 
of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose of beta radiation of at least approximately 25 
kgy to the container surface. 15. the method of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose 
of beta radiation yielding a 10­6 sterility assurance level of the outside of the container surface. 16. a system for decontaminating a surface of a prefilled container
in secondary packaging, the system comprising: a sealed chamber and a control unit coupled to the chamber, the control unit configured to automatically (i) 
enable a vaporized­hydrogen peroxide to contact the surface of the prefilled container in the secondary packaging (ii) allow the vaporized­hydrogen peroxide to 
remain in contact with the prefilled­container surface for a predetermined time and (iii) cause a post­decontamination measure to occur to reduce the presence of 
vaporized­hydrogen peroxide in the chamber, thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled 
container contains a drug product otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization 
treatment by exposure to vaporizing agents and gases. 17. a system for surface­decontaminating a prefilled container in secondary packaging, the system 
comprising: an electron­beam tunnel equipped with one or more tunable­electron beam generators, the tunable­electron­beam generators, configured to (i) 
variably generate low­energy beta radiation, (ii) oscillate the electron beams such that a larger surface of a prefilled container is exposed to electron beams and 
(iii) apply an accelerator voltage to produce a sufficient amount of beta radiation to decontaminate the surface of the prefilled container, wherein the sufficient 
amount of beta radiation depends on the thickness of the secondary package and the thickness of the prefilled container, such that beta radiation is allowed to 
penetrate the secondary package while the thickness of the prefilled container shields the contents therein from beta radiation. 18. a kit for decontaminating the 
surface of a prefilled container in secondary packaging in a sealed chamber, the kit comprising: an instruction for using the sealed chamber to (i) apply a 
vaporized­hydrogen peroxide to contact the surface of the prefilled container in the secondary packaging (ii) allow the vaporized­hydrogen peroxide to remain in 
contact with the prefilled­container surface for a predetermined time within the sealed chamber and (iii) cause a post­decontamination measure to occur to reduce 
the presence of vaporized­hydrogen peroxide in the chamber, thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container. 19. a kit 
for surface­decontaminating a prefilled container in secondary packaging, the kit comprising: an instruction for (i) variably generating low­energy beta radiation to 
contact the surface of the prefilled container and (ii) produce a sufficient amount of beta radiation to decontaminate the surface of the prefilled container, wherein 
the sufficient amount of beta radiation depends on the thickness of the secondary package and the thickness of the prefilled container such that beta radiation is 
allowed to penetrate the secondary package while the thickness of the prefilled container shields the contents therein from beta radiation. 20. a system according 
to claim 16, wherein post­decontamination measure includes gas plasma treatment. 21. a kit according to claim 19, wherein post­decontamination measure 
includes gas plasma treatment. 22. the method of claim 1, wherein the drug product is a protein solution. (Results 30)
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mixture comprising hydrogen peroxide is brought into contact with the article to be sterilized, the article being at a temperature below the dew 
point or condensation temperature of the vapor mixture, is caused thus to condense as a liquid film on the article, and is revaporized and hence 
removed from the so­sterilized article. 
Classifications:  
International (IPC 8­9): A01N59/00 A61L2/00 A61L2/20 (Advanced/Invention); 
A01N59/00 A61L2/00 A61L2/20 (Core/Invention) 
International (IPC 1­7): A01N1/00 A61L2/00 
CPC: A61L2/20 A01N59/00 
European: A01N59/00 A61L2/20 
US: 422/33

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA1166421 A1  19840501  CA19810393381  19811230  

 US4512951 A  19850423  US19830520146  19830804  

 Priority:

US19800221426 19801230  CA19810393381 19811230  US19820358435 19820315
US19830520146 19830804

 Probable Assignee: AMERICAN STERILIZER CO 

 Assignee(s): (std): AMERICAN STERILIZER CO 

 Assignee(s): AMERICAN STERILIZER COMPANY ; KOUBEK EDWARD ; MORGAN GUARANTY TRUST CO 

 Inventor(s): (std): KOUBEK EDWARD 

5) Family number: 2654051 (US4652763A) © PatBase 

Title:  Electron­beam irradiation sterilization process

Abstract: Source: US4652763A A process for controlling the penetration of electron beam radiation through package coverings of products to 
insure sterilization of the covering wraps, but protecting the internal products and medium from electron beam penetration and x­ray generation 
and the like, as required for such applications as pharmaceutics, medicaments, parenteral drugs and devices, prostheses, food packaging and 
similar systems. 
Classifications:  
International (IPC 8­9): A61L2/08 B65B55/08 (Advanced/Invention) 
International (IPC 1­7): A61L2/08 B65B55/02 B65B55/08 
CPC: A61L2/08 
European: A61L2/08 
US: 250/492.1 250/492.3

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA1246316 A1  19881213  CA19850494549  19851104  

 CN85109042 A  19861008  CN19851009042  19851212  

 DE3585389 D1  19920326  DE19853585389  19850807  

 EP0197217 A2  19861015  EP19850305621  19850807  

 EP0197217 A3  19880727  EP19850305621  19850807  

 EP0197217 B1  19920212  EP19850305621  19850807  

 JP2096349 C3  19961002  JP19860068281  19860326  

 JP61226050 A2  19861007  JP19860068281  19860326  

 JP8004613 B4  19960124  JP19860068281  19860326  

 US4652763 A  19870324  US19850717328  19850329  

 Priority:

US19850717328 19850329  CA19850494549 19851104

 Probable Assignee: FLEET NATIONAL BANK 

 Assignee(s): (std): ENERGY SCIENCES INC 

 Assignee(s): ENERGY SCIENCES INC A NY CORP ; ENERGY SCIENCES INC WOBURN MASS US ; FLEET NATIONAL BANK ; NABLO SAM 

 Inventor(s): (std): NABLO SAM ; NABLO SAMUEL V ; SAMIYUERU BUI NABURO 

 Inventor(s): SAMUEL V NABLO ; NABLO SAM LEXINGTON MASSACHUSETTS US 

 Designated states: AT BE CH DE FR GB IT LI LU NL SE

6) Family number: 2949237 (US4643876A) © PatBase 

Title:  Hydrogen peroxide plasma sterilization system

Abstract: Source: US4643876A A plasma sterilization process which employs hydrogen peroxide vapor as the precursor for the active species 
generated during the plasma generation cycle and employs a pre­treatment cycle prior to the plasma generation cycle. 
Classifications:  
International (IPC 8­9): A23L3/34 A61L11/00 A61L2/14 A61L2/20 A61L31/00 
B65B55/02 B65B55/10 (Advanced/Invention); 
A61L11/00 A61L2/20 (Advanced/Non­invention); 
A23L3/34 A61L31/00 B65B55/02 B65B55/04 (Core/Invention) 
International (IPC 1­7): A01N25/00 A01N65/00 A23L3/34 A61L11/00 A61L2/00 
A61L2/14 A61L2/18 A61L2/20 A61L25/00 A61L31/00 B65B55/02 B65B55/10 H05H 
CPC: A61L2/14 
European: A61L2/14 
US: 422/23 422/28

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AT104864 E  19940515  AT19880300616T  19880126  

 AT56881 E  19901015  AT19860108519T  19860620  

 AU198659112 A1  19861224  AU19860059112  19860619  

 AU198810789 A1  19880728  AU19880010789  19880127  

 AU592576 B2  19900118  AU19860059112  19860619  

 AU616648 B2  19911107  AU19880010789  19880127  

 BRPI8602867 A  19870210  BR1986PI02867  19860620  

 BRPI8800301 A  19880906  BR1988PI00301  19880127  

 CA1264217 A1  19900109  CA19860512072  19860620  

 CA1299835 A1  19920505  CA19880557246  19880125  

 DE3674482 D1  19901031  DE19863674482  19860620  

 DE3889235 D1  19940601  DE19883889235  19880126  

 DE3889235 T2  19941006  DE19883889235T  19880126  

 EP0207417 A1  19870107  EP19860108519  19860620  

 EP0207417 B1  19900926  EP19860108519  19860620  

 EP0278623 A2  19880817  EP19880300616  19880126  

 EP0278623 A3  19900214  EP19880300616  19880126  

 EP0278623 B1  19940427  EP19880300616  19880126  

 ES2063029 T3  19950101  ES19880300616T  19880126  

 ES556298 A1  19870416  ES19860556298  19860619  

 ES8704737 A1  19870701  ES19860556298  19860619  

 IE59218 B  19940126  IE19860001655  19860620  

 IE62878 B  19950308  IE19880000199  19880126  

 IE861655 L  19861221  IE19860001655  19860620  

 IE880199 L  19880727  IE19880000199  19880126  

 IN163670 A  19881029  IN1986CA00442  19860613  

 IN168896 A  19910706  IN1988CA00014  19880106  

 IN172875 A  19931225  IN1990CA00878  19901016  

 JP1636983 C3  19920131  JP19860143087  19860620  

 JP2062261 B4  19901225  JP19860143087  19860620  

 JP61293465 A2  19861224  JP19860143087  19860620  

 KR930003313 B1  19930426  KR19860004943  19860620  

 KR970010057 B1  19970620  KR19880000564  19880126  

 NZ216563 A  19881028  NZ19860216563  19860616  

 NZ223182 A  19900426  NZ19880223182  19880113  

 US4643876 A  19870217  US19850747209  19850621  

 US4756882 A  19880712  US19870006855  19870127  

 ZA8604630 A  19880224  ZA19860004630  19860620  

 ZA8800531 A  19890927  ZA19880000531  19880126  

 Priority:

US19850747209 19850621  EP19860108519  19860620  IN1988CA00014 19880106
EP19860108519  19860620  US19870006855 19870127  CA19860512072 19860620
IN1990CA00878 19901016  EP19880300616  19880126  CA19880557246 19880125

 Probable Assignee: JOHNSON AND JOHNSON MEDICAL INC A NJ CORP 

 Assignee(s): (std): JOHNSON AND JOHNSON ; JOHNSON AND JOHNSON MEDICAL ; SURGIKOS INC ; SERGIKOS INC ; SURGIKOS ; 
CHICOPEE 

 Assignee(s): JACOBS PAUL TAYLOR ; SURGIKOS INC ARLINGTON TEX US ; JOHNSON AND JOHNSON MEDICAL INC ARLINGTON TEX 
US ; LIN SZU MIN ; JOHNSON AND JOHNSON MEDICAL INC ; JOHNSON AND JOHNSON MEDICAL INC A NJ CORP ; 
JOHNSON AND JOHNSON MEDICAL INC ARLINGTON TEX 

 Inventor(s): (std): JACOBS P T ; JACOBS PAUL T ; JACOBS PAUL TAYLOR ; LIN SZU LIN ; LIN SZU MI ; LIN SZU MIN ; PAUL TAYLOR 
JACOBS ; POORU TEIRAA JIYAKOBUZU ; SUZUUMIN RIN ; SZU MIN LIN 

 Inventor(s): HOORU TEIRAA JAKOBUZU ; LIN SZU MIN ARLINGTON TEXAS 76018 ; LIN SZU MIN ARLINGTON TEXAS 76018 US ; 
JACOBS PAUL TAYLOR ARLINGTON TEXAS 76016 ; JACOBS PAUL TAYLOR ARLINGTON TEXAS 76016 US 

 Designated states: AT BE CH DE ES FR GB IT LI LU NL SE

7) Family number: 32179056 (US5037623A) © PatBase 

 This family is part of an extended family. Please click here to view the extended family.

Title:  Sterilant concentrate injection system

Abstract: Source: US5037623A A tubing system (18) connects a source (10) of tap water with a container (20) holding an item to be sterilized. 
Powdered buffers, detergents, and corrosion inhibitors are deposited in a well (34) along with an ampule (46) containing a sterilant, such as 
peracetic acid. The ampule includes an exterior wall (80) which defines an interior volume (82) and a linear vent passage (84) extending from 
the exterior wall to a central region of the interior volume. A gas permeable liquid impermeable membrane (100) is mounted across a vent 
aperture (86) which is disposed adjacent the geometric center of the interior volume. The volume is filled less than half way full with the liquid 
sterilant such that in all orientations of the ampule (FIGS. 4A­C), an upper surface (98) of the sterilant remains below the vent aperture. A pump 
(50) recirculates the water through the container, the tubing system, and the well to dissolve the powdered reagents. A tubular needle (70) of an 
aspirator system (42) is moved along the vent passage and through the vent aperture such that its free end is immersed in the sterilant. An 
aspirator (44) draws the sterilant from the ampule into the tubing system, mixing it with the recirculating water. 
Classifications:  
International (IPC 8­9): A01N25/34 A01N31/08 A01N37/16 A01N59/00 A61J1/05 
A61L15/44 A61L15/46 A61L2/16 A61L2/18 A61L2/20 A61L2/24 A61L2/26 A61L31/16 
B65D77/22 B65D81/32 (Advanced/Invention) 
International (IPC 1­7): A61L2/00 A61L2/18 B01F13/00 B08B13/00 
CPC: A01N25/34 A61L2/16 A61L2/18 A61L2/20 A61L2/24 A61L2/26 B65D77/225 
B65D81/3216 A61L15/44 A61L15/46 A61L2202/24 A01N31/08 A01N37/16 A01N59/00 
European: A01N25/34 A01N31/08 A01N37/16 A01N59/00 A61L15/44 A61L15/46 
A61L2/16 A61L2/18 A61L2/20 A61L2/24 A61L2/26 B65D77/22D B65D81/32C 
K61L202/240 
US: 134/100.1 134/102 134/161 134/199 134/200 134/94.1 134/95 134/95.1 134/99 
206/219 206/532 206/538 252/106 252/389.2 252/389.4 252/389.5 252/389.54 252/95 
422/1 422/100 422/102 422/16 422/18 422/28 422/292 422/293 422/294 422/295 
422/297 422/300 422/37 422/417 422/547 510/161 510/255 510/262 510/370 510/372 
510/508 D24/217

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 US5037623 A  19910806  US19880165189  19880307  

 US5077008 A  19911231  US19880229917  19880808  

 US5091343 A  19920225  US19890349304  19890509  

 US5116575 A  19920526  US19890342189  19890424  

 US5209909 A  19930511  US19910793589  19911118  

 US5217698 A  19930608  US19910681118  19910405  

 US5225160 A  19930706  US19910741788  19910806  

 Priority:

US19880140388 19880104  US19880165189 19880307  US19860826730 19860206
US19890342189 19890424  US19910793589 19911118  US19910741788 19910806
US19890349304 19890509  US19910681118 19910405  US19880229917 19880808

 Probable Assignee: STERIS A CORP OF OHIO CORP 

 Assignee(s): (std): STERIS CORP 

 Assignee(s): STERIS 72 CORWIN DRIVE PAINESVILLE OHIO 44077 A OH ; STERIS A CORP OF OH CORP ; STERIS A CORP OF OHIO 
CORP ; STERIS A OH CORP CORP 

 Inventor(s): (std): BADERTSCHER DUNCAN C ; BEISWENGER JOHN L ; FUNG SAMUEL M ; KRALOVIC RAYMOND C ; MARSHALL DOUGLAS F ; 
MINEROVIC DAVID E ; REBELE DONALD J ; SANFORD BILL R ; SCHECKELHOFF KENNETH E ; SCHNEIDER EDWARD T ; 
SIEGEL NORMAN L ; TANNER PAMELA C 

8) Family number: 8833294 (US5788941A) © PatBase 

Title:  Method of sterilization of bone tussue

Abstract: Source: US5788941A The invention is directed to the sterilization of bone tissue for transplantation employing a hydrogen peroxide 
vapor sterilant. The bone tissue is exposed to the sterilant vapor at a pressure, temperature, and concentration, and for a period of time that is 
sufficient to sterilize the bone tissue, but insufficient to cause substantial physical, chemical and biological damage. The bone tissue is defatted, 
preferably demineralized, substantially free of moisture and blood, and may be lyophilized prior to sterilization. 
Classifications:  
International (IPC 8­9): A61L2/00 (Advanced/Invention) 
International (IPC 1­7): A61L2/20 
CPC: A61L2/0094 
European: A61L2/00P4E 
US: 422/33 435/1.1 435/1.3
 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU199722705 A1  19970822  AU19970022705  19970131  

 US5788941 A  19980804  US19960593156  19960131  

 WO9727882 A1  19970807  WO1997US02235  19970131  

 Priority:

US19960593156 19960131  WO1997US02235 19970131

 Probable Assignee: STERIS CORP 

 Assignee(s): (std): STERIS CORP 

 Assignee(s): AMERICAN STERILIZER CO 

 Inventor(s): (std): BALMASSO JOSEPH P ; DALMASSO JOSEPH P ; MIELNIK THADDEUS J 

 Inventor(s): THADDEUS J MIELNIK ; JOSEPH P BALMASSO 

 Designated states: AT AU BE CA CH DE DK ES FI FR GB GR IE IT JP LU MC NL PT SE

9) Family number: 10333482 (WO9744068A1) © PatBase 

Title:  METHOD OF TERMINALLY STERILIZING FILLED SYRINGES

Abstract: The invention concerns a method of producing a pre­filled sterile syringe. The syringe comprises a syringe body with a proximal end 
and a distal end, a syringe­outlet part at the distal end, a seal, a stopper, a fluid medium and a gaseous medium, the fluid medium being a liquid.
The method comprises the following steps: preparing the syringe body, seal and stopper which is/are free from germs and/or endotoxins and low
in particles; a lubricant is applied; the proximal end is sealed by inserting the stopper into the syringe body; the syringe is filled through the distal
end; the syringe outlet part is sealed with the seal; the syringe is sterilized in a sterilizing chamber; the syringe is then packaged and the 
package container is then sterilized once again. 
Classifications:  
International (IPC 8­9): A61L2/04 A61L2/06 A61L2/07 A61L2/12 A61L2/20 
A61M5/178 (Advanced/Invention) 
International (IPC 1­7): A61L2/04 A61L2/06 A61L2/12 A61L2/16 A61L2/20 A61M5/00 
A61M5/178 
CPC: A61L2/04 A61L2/07 A61L2/12 A61L2/202 A61L2/208 A61L2202/122 A61M5/178 
European: A61L2/04 A61L2/07 A61L2/12 A61L2/20C A61L2/20H A61M5/178 
K61L202/122

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU199729602 A1  19971209  AU19970029602  19970523  

 DE19622283 A1  19971127  DE19961022283  19960523  

 EP0901380 A1  19990317  EP19970923989  19970523  

 JP2000510740 T2  20000822  JP19970541568T  19970523  

 WO9744068 A1  19971127  WO1997EP02641  19970523  

 Priority:

DE19961022283 19960523  WO1997EP02641 19970523

 Probable Assignee: SCHERING AG 

 Assignee(s): (std): SCHERING AG ; TACK JOHANNES ; SCHURREIT THOMAS ; ZUERCHER JOERG 

 Assignee(s): SCHERING AG 13353 BERLIN DE ; SCHERING AKTIENGESELLSCHAFT ; SCHERING A G 

 Inventor(s): (std): SCHURREIT THOMAS ; SCHURREIT THOMAS DR ; TACK JOHANNES ; TACK JOHANNES DR ; ZURCHER JORG ; ZUERCHER 
JOERG ; ZUERCHER JOERG DR 

 Inventor(s): ZUERCHER JOERG DR 15711 KOENIGS WUSTERHAUSEN DE ; THOMAS SCHURREIT ; JORG ZURCHER ; JOHANNES TACK ; 
TACK JOHANNES DR 13595 BERLIN DE ; SCHURREIT THOMAS DR 14163 BERLIN DE 

 Designated states: AL AM AT AU AZ BA BB BE BG BR BY CA CH CN CU CZ DE DK EE ES FI FR GB GE GR HU IE IL IS IT JP KE KG KP KR KZ LC 
LI LK LR LS LT LU LV MC MD MG MK MN MW MX NL NO NZ PL PT RO RU SD SE SG SI SK TJ TM TR TT UA UG US

10) Family number: 20673857 (US5779973A) © PatBase 

Title:  Vapor phase interstitial microbial decontamination of overwrapped IV bags

Abstract: Source: US5779973A A vaporizer (48) vaporizes a liquid solution of hydrogen peroxide or other strong oxidants to form a sterilant 
vapor which is entrained in a flow of sterile air. The sterilant vapor is conveyed to a manifold (12), (36), (40). A plurality of tubes or conduits (14)
convey the sterilant vapor from the manifold into a interstitial space (18) between an inner, IV bag (24) and an outer overwrap (22). A vacuum 
pump (58) draws a negative pressure within an enclosure (42) to draw the sterilant vapor through the manifold, the delivery tubes, and the 
interstitial space and through the enclosure. The delivery tubes terminate opposite upper corners of the IV bag and are aimed in such a manner 
that the sterilant vapor gas flows through and contacts all surfaces which define the interstitial space. After sterilization, the sterilant vapor is 
displaced with sterile air and the IV bag assemblies are removed and the overwrap is sealed to prevent microbial recontamination. 
Classifications:  
International (IPC 8­9): A61L2/20 (Advanced/Invention); 
A61L2/20 (Core/Invention) 
International (IPC 1­7): A61L2/00 A61L9/00 
CPC: A61L2/20 
European: A61L2/20 
US: 422/28 422/292 422/300 422/33

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 US5779973 A  19980714  US19970831294  19970401  

 WO9843681 A2  19981008  WO1998US05632  19980320  
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Search query (2): [SP]: 1. a method for surface decontamination of a prefilled container in secondary packaging, comprising: applying vaporized­hydrogen peroxide to 
the surface of the prefilled container in secondary packaging allowing vaporized­hydrogen peroxide to remain in contact with the prefilled container surface for a sufficient 
time to decontaminate the prefilled container surface and causing a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen peroxide, 
thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled container contains a drug product otherwise sensitive to 
sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents and gases. 2. the 
method of claim 1, wherein the prefilled container is a syringe containing a drug product otherwise sensitive to sterilization treatment by gamma radiation, sterilization 
treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents and gases. 3. the method of claim 1, wherein the prefilled container is a 
syringe containing a therapeutically effective amount of ranibizumab. 4. the method of claim 1, wherein sufficient time to decontaminate the surface of the prefilled 
container is determined by validation of treatment times and compared to a control standard. 5. the method of claim 1, wherein the post­decontamination measure 
includes applying a vacuum following the duration of treatment with vaporized­hydrogen peroxide, thereby reversing the direction of diffusion of vaporized­hydrogen 
peroxide and preventing intrusion of vaporized­hydrogen peroxide into the prefilled container. 6. the method of claim 1, wherein the post­decontamination measure 
includes applying ultraviolet rays following the duration of treatment with vaporized­hydrogen peroxide, thereby inactivating oxidative action of hydrogen peroxide vapors. 
7. the method of claim 1, wherein the post­decontamination measure includes gas plasma treatment. 8. a method for surface decontamination of a prefilled container in 
secondary packaging, comprising: presenting a prefilled container in a secondary package to an electron beam tunnel equipped with one or more tunable electron beam 
generators capable of variably generating low­energy beta radiation, and capable of oscillating electron beams such that a larger surface of the prefilled container is 
exposed to beta radiation during decontamination and applying an accelerator voltage of the one or more tunable electron beam generators to produce a sufficient 
amount of beta radiation to decontaminate the surface of the prefilled container, wherein the sufficient amount of beta radiation depends on the thickness of the 
secondary package and the thickness of the prefilled container, such that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled 
container shields the contents therein from beta radiation. 9. the method of claim 8, wherein the thickness of the wall of the primary packaging material is 20 or more 
times thicker than the thickness of the secondary packaging material, thus reducing the dose absorbed by the product in the container to less than 0.1 kgy. 10. the 
method of claim 8, wherein the prefilled container is a vial filled with a solution or solid otherwise sensitive to sterilization treatment by gamma radiation, sterilization 
treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents, gases or peroxide forming substances. 11. the method of claim 8, 
wherein the prefilled container is a syringe filled with a solution otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to 
steam, and sterilization treatment by exposure to vaporizing agents and gases or peroxide forming substances. 12. the method of claim 8 wherein the prefilled container 
is a syringe containing a therapeutically effective amount of ranibizumab. 13. the method of claim 8, wherein the penetration depth is measured by dosimetry. 14. the 
method of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose of beta radiation of at least approximately 
25 kgy to the container surface. 15. the method of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose of 
beta radiation yielding a 10­6 sterility assurance level of the outside of the container surface. 16. a system for decontaminating a surface of a prefilled container in 
secondary packaging, the system comprising: a sealed chamber and a control unit coupled to the chamber, the control unit configured to automatically (i) enable a 
vaporized­hydrogen peroxide to contact the surface of the prefilled container in the secondary packaging (ii) allow the vaporized­hydrogen peroxide to remain in contact 
with the prefilled­container surface for a predetermined time and (iii) cause a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen 
peroxide in the chamber, thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled container contains a drug 
product otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to 
vaporizing agents and gases. 17. a system for surface­decontaminating a prefilled container in secondary packaging, the system comprising: an electron­beam tunnel 
equipped with one or more tunable­electron beam generators, the tunable­electron­beam generators, configured to (i) variably generate low­energy beta radiation, (ii) 
oscillate the electron beams such that a larger surface of a prefilled container is exposed to electron beams and (iii) apply an accelerator voltage to produce a sufficient 
amount of beta radiation to decontaminate the surface of the prefilled container, wherein the sufficient amount of beta radiation depends on the thickness of the 
secondary package and the thickness of the prefilled container, such that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled 
container shields the contents therein from beta radiation. 18. a kit for decontaminating the surface of a prefilled container in secondary packaging in a sealed chamber, 
the kit comprising: an instruction for using the sealed chamber to (i) apply a vaporized­hydrogen peroxide to contact the surface of the prefilled container in the 
secondary packaging (ii) allow the vaporized­hydrogen peroxide to remain in contact with the prefilled­container surface for a predetermined time within the sealed 
chamber and (iii) cause a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen peroxide in the chamber, thereby preventing vaporized­
hydrogen peroxide from diffusing into the prefilled container. 19. a kit for surface­decontaminating a prefilled container in secondary packaging, the kit comprising: an 
instruction for (i) variably generating low­energy beta radiation to contact the surface of the prefilled container and (ii) produce a sufficient amount of beta radiation to 
decontaminate the surface of the prefilled container, wherein the sufficient amount of beta radiation depends on the thickness of the secondary package and the 
thickness of the prefilled container such that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled container shields the 
contents therein from beta radiation. 20. a system according to claim 16, wherein post­decontamination measure includes gas plasma treatment. 21. a kit according to 
claim 19, wherein post­decontamination measure includes gas plasma treatment. 22. the method of claim 1, wherein the drug product is a protein solution. 
Results: 30
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[SP]: 1. a method for surface decontamination of a prefilled container in secondary packaging, comprising: applying vaporized­hydrogen peroxide to the surface of
the prefilled container in secondary packaging allowing vaporized­hydrogen peroxide to remain in contact with the prefilled container surface for a sufficient time to 
decontaminate the prefilled container surface and causing a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen peroxide, 
thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled container contains a drug product otherwise 
sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents 
and gases. 2. the method of claim 1, wherein the prefilled container is a syringe containing a drug product otherwise sensitive to sterilization treatment by gamma 
radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents and gases. 3. the method of claim 1, wherein 
the prefilled container is a syringe containing a therapeutically effective amount of ranibizumab. 4. the method of claim 1, wherein sufficient time to decontaminate
the surface of the prefilled container is determined by validation of treatment times and compared to a control standard. 5. the method of claim 1, wherein the 
post­decontamination measure includes applying a vacuum following the duration of treatment with vaporized­hydrogen peroxide, thereby reversing the direction 
of diffusion of vaporized­hydrogen peroxide and preventing intrusion of vaporized­hydrogen peroxide into the prefilled container. 6. the method of claim 1, 
wherein the post­decontamination measure includes applying ultraviolet rays following the duration of treatment with vaporized­hydrogen peroxide, thereby 
inactivating oxidative action of hydrogen peroxide vapors. 7. the method of claim 1, wherein the post­decontamination measure includes gas plasma treatment. 8.
a method for surface decontamination of a prefilled container in secondary packaging, comprising: presenting a prefilled container in a secondary package to an 
electron beam tunnel equipped with one or more tunable electron beam generators capable of variably generating low­energy beta radiation, and capable of 
oscillating electron beams such that a larger surface of the prefilled container is exposed to beta radiation during decontamination and applying an accelerator 
voltage of the one or more tunable electron beam generators to produce a sufficient amount of beta radiation to decontaminate the surface of the prefilled 
container, wherein the sufficient amount of beta radiation depends on the thickness of the secondary package and the thickness of the prefilled container, such 
that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled container shields the contents therein from beta radiation. 9. 
the method of claim 8, wherein the thickness of the wall of the primary packaging material is 20 or more times thicker than the thickness of the secondary 
packaging material, thus reducing the dose absorbed by the product in the container to less than 0.1 kgy. 10. the method of claim 8, wherein the prefilled 
container is a vial filled with a solution or solid otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and 
sterilization treatment by exposure to vaporizing agents, gases or peroxide forming substances. 11. the method of claim 8, wherein the prefilled container is a 
syringe filled with a solution otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization 
treatment by exposure to vaporizing agents and gases or peroxide forming substances. 12. the method of claim 8 wherein the prefilled container is a syringe 
containing a therapeutically effective amount of ranibizumab. 13. the method of claim 8, wherein the penetration depth is measured by dosimetry. 14. the method 
of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose of beta radiation of at least approximately 25 
kgy to the container surface. 15. the method of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose 
of beta radiation yielding a 10­6 sterility assurance level of the outside of the container surface. 16. a system for decontaminating a surface of a prefilled container
in secondary packaging, the system comprising: a sealed chamber and a control unit coupled to the chamber, the control unit configured to automatically (i) 
enable a vaporized­hydrogen peroxide to contact the surface of the prefilled container in the secondary packaging (ii) allow the vaporized­hydrogen peroxide to 
remain in contact with the prefilled­container surface for a predetermined time and (iii) cause a post­decontamination measure to occur to reduce the presence of 
vaporized­hydrogen peroxide in the chamber, thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled 
container contains a drug product otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization 
treatment by exposure to vaporizing agents and gases. 17. a system for surface­decontaminating a prefilled container in secondary packaging, the system 
comprising: an electron­beam tunnel equipped with one or more tunable­electron beam generators, the tunable­electron­beam generators, configured to (i) 
variably generate low­energy beta radiation, (ii) oscillate the electron beams such that a larger surface of a prefilled container is exposed to electron beams and 
(iii) apply an accelerator voltage to produce a sufficient amount of beta radiation to decontaminate the surface of the prefilled container, wherein the sufficient 
amount of beta radiation depends on the thickness of the secondary package and the thickness of the prefilled container, such that beta radiation is allowed to 
penetrate the secondary package while the thickness of the prefilled container shields the contents therein from beta radiation. 18. a kit for decontaminating the 
surface of a prefilled container in secondary packaging in a sealed chamber, the kit comprising: an instruction for using the sealed chamber to (i) apply a 
vaporized­hydrogen peroxide to contact the surface of the prefilled container in the secondary packaging (ii) allow the vaporized­hydrogen peroxide to remain in 
contact with the prefilled­container surface for a predetermined time within the sealed chamber and (iii) cause a post­decontamination measure to occur to reduce 
the presence of vaporized­hydrogen peroxide in the chamber, thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container. 19. a kit 
for surface­decontaminating a prefilled container in secondary packaging, the kit comprising: an instruction for (i) variably generating low­energy beta radiation to 
contact the surface of the prefilled container and (ii) produce a sufficient amount of beta radiation to decontaminate the surface of the prefilled container, wherein 
the sufficient amount of beta radiation depends on the thickness of the secondary package and the thickness of the prefilled container such that beta radiation is 
allowed to penetrate the secondary package while the thickness of the prefilled container shields the contents therein from beta radiation. 20. a system according 
to claim 16, wherein post­decontamination measure includes gas plasma treatment. 21. a kit according to claim 19, wherein post­decontamination measure 
includes gas plasma treatment. 22. the method of claim 1, wherein the drug product is a protein solution. (Results 30)
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Classifications:  
International (IPC 8­9): A61L2/20 (Advanced/Invention); 
A61L2/20 (Core/Invention) 
International (IPC 1­7): A61L2/20

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP59069077 A2  19840419  JP19820178967  19821012  

 JP61004543 B4  19860210  JP19820178967  19821012  

 Priority:

JP19820178967 19821012

 Probable Assignee: AMERICAN STERILIZER CO 

 Assignee(s): (std): AMERICAN STERILIZER CO 

 Inventor(s): (std): EDOWAADO KOUBETSUKU 

 Inventor(s): EDOWAADO KOBETSUKU 

4) Family number: 4736632 (US4512951A) © PatBase 

Title:  Hydrogen peroxide liquid film sterilization method

Abstract: Source: US4512951A A method is provided of hydrogen peroxide sterilization of medical articles whereby there are obtained the 
advantages of both vapor penetration, especially for such articles as surgical packs, and direct liquid­sterilant article contact, in which a vapor 
mixture comprising hydrogen peroxide is brought into contact with the article to be sterilized, the article being at a temperature below the dew 
point or condensation temperature of the vapor mixture, is caused thus to condense as a liquid film on the article, and is revaporized and hence 
removed from the so­sterilized article. 
Classifications:  
International (IPC 8­9): A01N59/00 A61L2/00 A61L2/20 (Advanced/Invention); 
A01N59/00 A61L2/00 A61L2/20 (Core/Invention) 
International (IPC 1­7): A01N1/00 A61L2/00 
CPC: A61L2/20 A01N59/00 
European: A01N59/00 A61L2/20 
US: 422/33

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA1166421 A1  19840501  CA19810393381  19811230  

 US4512951 A  19850423  US19830520146  19830804  

 Priority:

US19800221426 19801230  CA19810393381 19811230  US19820358435 19820315
US19830520146 19830804

 Probable Assignee: AMERICAN STERILIZER CO 

 Assignee(s): (std): AMERICAN STERILIZER CO 

 Assignee(s): AMERICAN STERILIZER COMPANY ; KOUBEK EDWARD ; MORGAN GUARANTY TRUST CO 

 Inventor(s): (std): KOUBEK EDWARD 

5) Family number: 2654051 (US4652763A) © PatBase 

Title:  Electron­beam irradiation sterilization process

Abstract: Source: US4652763A A process for controlling the penetration of electron beam radiation through package coverings of products to 
insure sterilization of the covering wraps, but protecting the internal products and medium from electron beam penetration and x­ray generation 
and the like, as required for such applications as pharmaceutics, medicaments, parenteral drugs and devices, prostheses, food packaging and 
similar systems. 
Classifications:  
International (IPC 8­9): A61L2/08 B65B55/08 (Advanced/Invention) 
International (IPC 1­7): A61L2/08 B65B55/02 B65B55/08 
CPC: A61L2/08 
European: A61L2/08 
US: 250/492.1 250/492.3

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA1246316 A1  19881213  CA19850494549  19851104  

 CN85109042 A  19861008  CN19851009042  19851212  

 DE3585389 D1  19920326  DE19853585389  19850807  

 EP0197217 A2  19861015  EP19850305621  19850807  

 EP0197217 A3  19880727  EP19850305621  19850807  

 EP0197217 B1  19920212  EP19850305621  19850807  

 JP2096349 C3  19961002  JP19860068281  19860326  

 JP61226050 A2  19861007  JP19860068281  19860326  

 JP8004613 B4  19960124  JP19860068281  19860326  

 US4652763 A  19870324  US19850717328  19850329  

 Priority:

US19850717328 19850329  CA19850494549 19851104

 Probable Assignee: FLEET NATIONAL BANK 

 Assignee(s): (std): ENERGY SCIENCES INC 

 Assignee(s): ENERGY SCIENCES INC A NY CORP ; ENERGY SCIENCES INC WOBURN MASS US ; FLEET NATIONAL BANK ; NABLO SAM 

 Inventor(s): (std): NABLO SAM ; NABLO SAMUEL V ; SAMIYUERU BUI NABURO 

 Inventor(s): SAMUEL V NABLO ; NABLO SAM LEXINGTON MASSACHUSETTS US 

 Designated states: AT BE CH DE FR GB IT LI LU NL SE

6) Family number: 2949237 (US4643876A) © PatBase 

Title:  Hydrogen peroxide plasma sterilization system

Abstract: Source: US4643876A A plasma sterilization process which employs hydrogen peroxide vapor as the precursor for the active species 
generated during the plasma generation cycle and employs a pre­treatment cycle prior to the plasma generation cycle. 
Classifications:  
International (IPC 8­9): A23L3/34 A61L11/00 A61L2/14 A61L2/20 A61L31/00 
B65B55/02 B65B55/10 (Advanced/Invention); 
A61L11/00 A61L2/20 (Advanced/Non­invention); 
A23L3/34 A61L31/00 B65B55/02 B65B55/04 (Core/Invention) 
International (IPC 1­7): A01N25/00 A01N65/00 A23L3/34 A61L11/00 A61L2/00 
A61L2/14 A61L2/18 A61L2/20 A61L25/00 A61L31/00 B65B55/02 B65B55/10 H05H 
CPC: A61L2/14 
European: A61L2/14 
US: 422/23 422/28

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AT104864 E  19940515  AT19880300616T  19880126  

 AT56881 E  19901015  AT19860108519T  19860620  

 AU198659112 A1  19861224  AU19860059112  19860619  

 AU198810789 A1  19880728  AU19880010789  19880127  

 AU592576 B2  19900118  AU19860059112  19860619  

 AU616648 B2  19911107  AU19880010789  19880127  

 BRPI8602867 A  19870210  BR1986PI02867  19860620  

 BRPI8800301 A  19880906  BR1988PI00301  19880127  

 CA1264217 A1  19900109  CA19860512072  19860620  

 CA1299835 A1  19920505  CA19880557246  19880125  

 DE3674482 D1  19901031  DE19863674482  19860620  

 DE3889235 D1  19940601  DE19883889235  19880126  

 DE3889235 T2  19941006  DE19883889235T  19880126  

 EP0207417 A1  19870107  EP19860108519  19860620  

 EP0207417 B1  19900926  EP19860108519  19860620  

 EP0278623 A2  19880817  EP19880300616  19880126  

 EP0278623 A3  19900214  EP19880300616  19880126  

 EP0278623 B1  19940427  EP19880300616  19880126  

 ES2063029 T3  19950101  ES19880300616T  19880126  

 ES556298 A1  19870416  ES19860556298  19860619  

 ES8704737 A1  19870701  ES19860556298  19860619  

 IE59218 B  19940126  IE19860001655  19860620  

 IE62878 B  19950308  IE19880000199  19880126  

 IE861655 L  19861221  IE19860001655  19860620  

 IE880199 L  19880727  IE19880000199  19880126  

 IN163670 A  19881029  IN1986CA00442  19860613  

 IN168896 A  19910706  IN1988CA00014  19880106  

 IN172875 A  19931225  IN1990CA00878  19901016  

 JP1636983 C3  19920131  JP19860143087  19860620  

 JP2062261 B4  19901225  JP19860143087  19860620  

 JP61293465 A2  19861224  JP19860143087  19860620  

 KR930003313 B1  19930426  KR19860004943  19860620  

 KR970010057 B1  19970620  KR19880000564  19880126  

 NZ216563 A  19881028  NZ19860216563  19860616  

 NZ223182 A  19900426  NZ19880223182  19880113  

 US4643876 A  19870217  US19850747209  19850621  

 US4756882 A  19880712  US19870006855  19870127  

 ZA8604630 A  19880224  ZA19860004630  19860620  

 ZA8800531 A  19890927  ZA19880000531  19880126  

 Priority:

US19850747209 19850621  EP19860108519  19860620  IN1988CA00014 19880106
EP19860108519  19860620  US19870006855 19870127  CA19860512072 19860620
IN1990CA00878 19901016  EP19880300616  19880126  CA19880557246 19880125

 Probable Assignee: JOHNSON AND JOHNSON MEDICAL INC A NJ CORP 

 Assignee(s): (std): JOHNSON AND JOHNSON ; JOHNSON AND JOHNSON MEDICAL ; SURGIKOS INC ; SERGIKOS INC ; SURGIKOS ; 
CHICOPEE 

 Assignee(s): JACOBS PAUL TAYLOR ; SURGIKOS INC ARLINGTON TEX US ; JOHNSON AND JOHNSON MEDICAL INC ARLINGTON TEX 
US ; LIN SZU MIN ; JOHNSON AND JOHNSON MEDICAL INC ; JOHNSON AND JOHNSON MEDICAL INC A NJ CORP ; 
JOHNSON AND JOHNSON MEDICAL INC ARLINGTON TEX 

 Inventor(s): (std): JACOBS P T ; JACOBS PAUL T ; JACOBS PAUL TAYLOR ; LIN SZU LIN ; LIN SZU MI ; LIN SZU MIN ; PAUL TAYLOR 
JACOBS ; POORU TEIRAA JIYAKOBUZU ; SUZUUMIN RIN ; SZU MIN LIN 

 Inventor(s): HOORU TEIRAA JAKOBUZU ; LIN SZU MIN ARLINGTON TEXAS 76018 ; LIN SZU MIN ARLINGTON TEXAS 76018 US ; 
JACOBS PAUL TAYLOR ARLINGTON TEXAS 76016 ; JACOBS PAUL TAYLOR ARLINGTON TEXAS 76016 US 

 Designated states: AT BE CH DE ES FR GB IT LI LU NL SE

7) Family number: 32179056 (US5037623A) © PatBase 

 This family is part of an extended family. Please click here to view the extended family.

Title:  Sterilant concentrate injection system

Abstract: Source: US5037623A A tubing system (18) connects a source (10) of tap water with a container (20) holding an item to be sterilized. 
Powdered buffers, detergents, and corrosion inhibitors are deposited in a well (34) along with an ampule (46) containing a sterilant, such as 
peracetic acid. The ampule includes an exterior wall (80) which defines an interior volume (82) and a linear vent passage (84) extending from 
the exterior wall to a central region of the interior volume. A gas permeable liquid impermeable membrane (100) is mounted across a vent 
aperture (86) which is disposed adjacent the geometric center of the interior volume. The volume is filled less than half way full with the liquid 
sterilant such that in all orientations of the ampule (FIGS. 4A­C), an upper surface (98) of the sterilant remains below the vent aperture. A pump 
(50) recirculates the water through the container, the tubing system, and the well to dissolve the powdered reagents. A tubular needle (70) of an 
aspirator system (42) is moved along the vent passage and through the vent aperture such that its free end is immersed in the sterilant. An 
aspirator (44) draws the sterilant from the ampule into the tubing system, mixing it with the recirculating water. 
Classifications:  
International (IPC 8­9): A01N25/34 A01N31/08 A01N37/16 A01N59/00 A61J1/05 
A61L15/44 A61L15/46 A61L2/16 A61L2/18 A61L2/20 A61L2/24 A61L2/26 A61L31/16 
B65D77/22 B65D81/32 (Advanced/Invention) 
International (IPC 1­7): A61L2/00 A61L2/18 B01F13/00 B08B13/00 
CPC: A01N25/34 A61L2/16 A61L2/18 A61L2/20 A61L2/24 A61L2/26 B65D77/225 
B65D81/3216 A61L15/44 A61L15/46 A61L2202/24 A01N31/08 A01N37/16 A01N59/00 
European: A01N25/34 A01N31/08 A01N37/16 A01N59/00 A61L15/44 A61L15/46 
A61L2/16 A61L2/18 A61L2/20 A61L2/24 A61L2/26 B65D77/22D B65D81/32C 
K61L202/240 
US: 134/100.1 134/102 134/161 134/199 134/200 134/94.1 134/95 134/95.1 134/99 
206/219 206/532 206/538 252/106 252/389.2 252/389.4 252/389.5 252/389.54 252/95 
422/1 422/100 422/102 422/16 422/18 422/28 422/292 422/293 422/294 422/295 
422/297 422/300 422/37 422/417 422/547 510/161 510/255 510/262 510/370 510/372 
510/508 D24/217

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 US5037623 A  19910806  US19880165189  19880307  

 US5077008 A  19911231  US19880229917  19880808  

 US5091343 A  19920225  US19890349304  19890509  

 US5116575 A  19920526  US19890342189  19890424  

 US5209909 A  19930511  US19910793589  19911118  

 US5217698 A  19930608  US19910681118  19910405  

 US5225160 A  19930706  US19910741788  19910806  

 Priority:

US19880140388 19880104  US19880165189 19880307  US19860826730 19860206
US19890342189 19890424  US19910793589 19911118  US19910741788 19910806
US19890349304 19890509  US19910681118 19910405  US19880229917 19880808

 Probable Assignee: STERIS A CORP OF OHIO CORP 

 Assignee(s): (std): STERIS CORP 

 Assignee(s): STERIS 72 CORWIN DRIVE PAINESVILLE OHIO 44077 A OH ; STERIS A CORP OF OH CORP ; STERIS A CORP OF OHIO 
CORP ; STERIS A OH CORP CORP 

 Inventor(s): (std): BADERTSCHER DUNCAN C ; BEISWENGER JOHN L ; FUNG SAMUEL M ; KRALOVIC RAYMOND C ; MARSHALL DOUGLAS F ; 
MINEROVIC DAVID E ; REBELE DONALD J ; SANFORD BILL R ; SCHECKELHOFF KENNETH E ; SCHNEIDER EDWARD T ; 
SIEGEL NORMAN L ; TANNER PAMELA C 

8) Family number: 8833294 (US5788941A) © PatBase 

Title:  Method of sterilization of bone tussue

Abstract: Source: US5788941A The invention is directed to the sterilization of bone tissue for transplantation employing a hydrogen peroxide 
vapor sterilant. The bone tissue is exposed to the sterilant vapor at a pressure, temperature, and concentration, and for a period of time that is 
sufficient to sterilize the bone tissue, but insufficient to cause substantial physical, chemical and biological damage. The bone tissue is defatted, 
preferably demineralized, substantially free of moisture and blood, and may be lyophilized prior to sterilization. 
Classifications:  
International (IPC 8­9): A61L2/00 (Advanced/Invention) 
International (IPC 1­7): A61L2/20 
CPC: A61L2/0094 
European: A61L2/00P4E 
US: 422/33 435/1.1 435/1.3
 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU199722705 A1  19970822  AU19970022705  19970131  

 US5788941 A  19980804  US19960593156  19960131  

 WO9727882 A1  19970807  WO1997US02235  19970131  

 Priority:

US19960593156 19960131  WO1997US02235 19970131

 Probable Assignee: STERIS CORP 

 Assignee(s): (std): STERIS CORP 

 Assignee(s): AMERICAN STERILIZER CO 

 Inventor(s): (std): BALMASSO JOSEPH P ; DALMASSO JOSEPH P ; MIELNIK THADDEUS J 

 Inventor(s): THADDEUS J MIELNIK ; JOSEPH P BALMASSO 

 Designated states: AT AU BE CA CH DE DK ES FI FR GB GR IE IT JP LU MC NL PT SE

9) Family number: 10333482 (WO9744068A1) © PatBase 

Title:  METHOD OF TERMINALLY STERILIZING FILLED SYRINGES

Abstract: The invention concerns a method of producing a pre­filled sterile syringe. The syringe comprises a syringe body with a proximal end 
and a distal end, a syringe­outlet part at the distal end, a seal, a stopper, a fluid medium and a gaseous medium, the fluid medium being a liquid.
The method comprises the following steps: preparing the syringe body, seal and stopper which is/are free from germs and/or endotoxins and low
in particles; a lubricant is applied; the proximal end is sealed by inserting the stopper into the syringe body; the syringe is filled through the distal
end; the syringe outlet part is sealed with the seal; the syringe is sterilized in a sterilizing chamber; the syringe is then packaged and the 
package container is then sterilized once again. 
Classifications:  
International (IPC 8­9): A61L2/04 A61L2/06 A61L2/07 A61L2/12 A61L2/20 
A61M5/178 (Advanced/Invention) 
International (IPC 1­7): A61L2/04 A61L2/06 A61L2/12 A61L2/16 A61L2/20 A61M5/00 
A61M5/178 
CPC: A61L2/04 A61L2/07 A61L2/12 A61L2/202 A61L2/208 A61L2202/122 A61M5/178 
European: A61L2/04 A61L2/07 A61L2/12 A61L2/20C A61L2/20H A61M5/178 
K61L202/122

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU199729602 A1  19971209  AU19970029602  19970523  

 DE19622283 A1  19971127  DE19961022283  19960523  

 EP0901380 A1  19990317  EP19970923989  19970523  

 JP2000510740 T2  20000822  JP19970541568T  19970523  

 WO9744068 A1  19971127  WO1997EP02641  19970523  

 Priority:

DE19961022283 19960523  WO1997EP02641 19970523

 Probable Assignee: SCHERING AG 

 Assignee(s): (std): SCHERING AG ; TACK JOHANNES ; SCHURREIT THOMAS ; ZUERCHER JOERG 

 Assignee(s): SCHERING AG 13353 BERLIN DE ; SCHERING AKTIENGESELLSCHAFT ; SCHERING A G 

 Inventor(s): (std): SCHURREIT THOMAS ; SCHURREIT THOMAS DR ; TACK JOHANNES ; TACK JOHANNES DR ; ZURCHER JORG ; ZUERCHER 
JOERG ; ZUERCHER JOERG DR 

 Inventor(s): ZUERCHER JOERG DR 15711 KOENIGS WUSTERHAUSEN DE ; THOMAS SCHURREIT ; JORG ZURCHER ; JOHANNES TACK ; 
TACK JOHANNES DR 13595 BERLIN DE ; SCHURREIT THOMAS DR 14163 BERLIN DE 

 Designated states: AL AM AT AU AZ BA BB BE BG BR BY CA CH CN CU CZ DE DK EE ES FI FR GB GE GR HU IE IL IS IT JP KE KG KP KR KZ LC 
LI LK LR LS LT LU LV MC MD MG MK MN MW MX NL NO NZ PL PT RO RU SD SE SG SI SK TJ TM TR TT UA UG US

10) Family number: 20673857 (US5779973A) © PatBase 

Title:  Vapor phase interstitial microbial decontamination of overwrapped IV bags

Abstract: Source: US5779973A A vaporizer (48) vaporizes a liquid solution of hydrogen peroxide or other strong oxidants to form a sterilant 
vapor which is entrained in a flow of sterile air. The sterilant vapor is conveyed to a manifold (12), (36), (40). A plurality of tubes or conduits (14)
convey the sterilant vapor from the manifold into a interstitial space (18) between an inner, IV bag (24) and an outer overwrap (22). A vacuum 
pump (58) draws a negative pressure within an enclosure (42) to draw the sterilant vapor through the manifold, the delivery tubes, and the 
interstitial space and through the enclosure. The delivery tubes terminate opposite upper corners of the IV bag and are aimed in such a manner 
that the sterilant vapor gas flows through and contacts all surfaces which define the interstitial space. After sterilization, the sterilant vapor is 
displaced with sterile air and the IV bag assemblies are removed and the overwrap is sealed to prevent microbial recontamination. 
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Search query (2): [SP]: 1. a method for surface decontamination of a prefilled container in secondary packaging, comprising: applying vaporized­hydrogen peroxide to 
the surface of the prefilled container in secondary packaging allowing vaporized­hydrogen peroxide to remain in contact with the prefilled container surface for a sufficient 
time to decontaminate the prefilled container surface and causing a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen peroxide, 
thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled container contains a drug product otherwise sensitive to 
sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents and gases. 2. the 
method of claim 1, wherein the prefilled container is a syringe containing a drug product otherwise sensitive to sterilization treatment by gamma radiation, sterilization 
treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents and gases. 3. the method of claim 1, wherein the prefilled container is a 
syringe containing a therapeutically effective amount of ranibizumab. 4. the method of claim 1, wherein sufficient time to decontaminate the surface of the prefilled 
container is determined by validation of treatment times and compared to a control standard. 5. the method of claim 1, wherein the post­decontamination measure 
includes applying a vacuum following the duration of treatment with vaporized­hydrogen peroxide, thereby reversing the direction of diffusion of vaporized­hydrogen 
peroxide and preventing intrusion of vaporized­hydrogen peroxide into the prefilled container. 6. the method of claim 1, wherein the post­decontamination measure 
includes applying ultraviolet rays following the duration of treatment with vaporized­hydrogen peroxide, thereby inactivating oxidative action of hydrogen peroxide vapors. 
7. the method of claim 1, wherein the post­decontamination measure includes gas plasma treatment. 8. a method for surface decontamination of a prefilled container in 
secondary packaging, comprising: presenting a prefilled container in a secondary package to an electron beam tunnel equipped with one or more tunable electron beam 
generators capable of variably generating low­energy beta radiation, and capable of oscillating electron beams such that a larger surface of the prefilled container is 
exposed to beta radiation during decontamination and applying an accelerator voltage of the one or more tunable electron beam generators to produce a sufficient 
amount of beta radiation to decontaminate the surface of the prefilled container, wherein the sufficient amount of beta radiation depends on the thickness of the 
secondary package and the thickness of the prefilled container, such that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled 
container shields the contents therein from beta radiation. 9. the method of claim 8, wherein the thickness of the wall of the primary packaging material is 20 or more 
times thicker than the thickness of the secondary packaging material, thus reducing the dose absorbed by the product in the container to less than 0.1 kgy. 10. the 
method of claim 8, wherein the prefilled container is a vial filled with a solution or solid otherwise sensitive to sterilization treatment by gamma radiation, sterilization 
treatment by exposure to steam, and sterilization treatment by exposure to vaporizing agents, gases or peroxide forming substances. 11. the method of claim 8, 
wherein the prefilled container is a syringe filled with a solution otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to 
steam, and sterilization treatment by exposure to vaporizing agents and gases or peroxide forming substances. 12. the method of claim 8 wherein the prefilled container 
is a syringe containing a therapeutically effective amount of ranibizumab. 13. the method of claim 8, wherein the penetration depth is measured by dosimetry. 14. the 
method of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose of beta radiation of at least approximately 
25 kgy to the container surface. 15. the method of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose of 
beta radiation yielding a 10­6 sterility assurance level of the outside of the container surface. 16. a system for decontaminating a surface of a prefilled container in 
secondary packaging, the system comprising: a sealed chamber and a control unit coupled to the chamber, the control unit configured to automatically (i) enable a 
vaporized­hydrogen peroxide to contact the surface of the prefilled container in the secondary packaging (ii) allow the vaporized­hydrogen peroxide to remain in contact 
with the prefilled­container surface for a predetermined time and (iii) cause a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen 
peroxide in the chamber, thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled container contains a drug 
product otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization treatment by exposure to 
vaporizing agents and gases. 17. a system for surface­decontaminating a prefilled container in secondary packaging, the system comprising: an electron­beam tunnel 
equipped with one or more tunable­electron beam generators, the tunable­electron­beam generators, configured to (i) variably generate low­energy beta radiation, (ii) 
oscillate the electron beams such that a larger surface of a prefilled container is exposed to electron beams and (iii) apply an accelerator voltage to produce a sufficient 
amount of beta radiation to decontaminate the surface of the prefilled container, wherein the sufficient amount of beta radiation depends on the thickness of the 
secondary package and the thickness of the prefilled container, such that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled 
container shields the contents therein from beta radiation. 18. a kit for decontaminating the surface of a prefilled container in secondary packaging in a sealed chamber, 
the kit comprising: an instruction for using the sealed chamber to (i) apply a vaporized­hydrogen peroxide to contact the surface of the prefilled container in the 
secondary packaging (ii) allow the vaporized­hydrogen peroxide to remain in contact with the prefilled­container surface for a predetermined time within the sealed 
chamber and (iii) cause a post­decontamination measure to occur to reduce the presence of vaporized­hydrogen peroxide in the chamber, thereby preventing vaporized­
hydrogen peroxide from diffusing into the prefilled container. 19. a kit for surface­decontaminating a prefilled container in secondary packaging, the kit comprising: an 
instruction for (i) variably generating low­energy beta radiation to contact the surface of the prefilled container and (ii) produce a sufficient amount of beta radiation to 
decontaminate the surface of the prefilled container, wherein the sufficient amount of beta radiation depends on the thickness of the secondary package and the 
thickness of the prefilled container such that beta radiation is allowed to penetrate the secondary package while the thickness of the prefilled container shields the 
contents therein from beta radiation. 20. a system according to claim 16, wherein post­decontamination measure includes gas plasma treatment. 21. a kit according to 
claim 19, wherein post­decontamination measure includes gas plasma treatment. 22. the method of claim 1, wherein the drug product is a protein solution. 
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containing a therapeutically effective amount of ranibizumab. 13. the method of claim 8, wherein the penetration depth is measured by dosimetry. 14. the method 
of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose of beta radiation of at least approximately 25 
kgy to the container surface. 15. the method of claim 8, wherein sufficient energy to decontaminate a surface of a prefilled container is that which provides a dose 
of beta radiation yielding a 10­6 sterility assurance level of the outside of the container surface. 16. a system for decontaminating a surface of a prefilled container
in secondary packaging, the system comprising: a sealed chamber and a control unit coupled to the chamber, the control unit configured to automatically (i) 
enable a vaporized­hydrogen peroxide to contact the surface of the prefilled container in the secondary packaging (ii) allow the vaporized­hydrogen peroxide to 
remain in contact with the prefilled­container surface for a predetermined time and (iii) cause a post­decontamination measure to occur to reduce the presence of 
vaporized­hydrogen peroxide in the chamber, thereby preventing vaporized­hydrogen peroxide from diffusing into the prefilled container, wherein the prefilled 
container contains a drug product otherwise sensitive to sterilization treatment by gamma radiation, sterilization treatment by exposure to steam, and sterilization 
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 Priority:

US19750639966 19751211  US19770836667 19770926

 Probable Assignee: ALLEGIANCE CORP 

 Assignee(s): (std): MOORE PERK CORP 

 Assignee(s): BAXTER TRAVENOL L ORATORIES INC AB ; BAXTER TRAVENOL LABORATORIES INC ; MORGAN GUARANTY TRUST CO ; 
BAXTER INT INC ; BAXTER TRAVENOL LABORATORIES INC A CORP OF DE ; ALLEGIANCE CORP ; AMERICAN STERILIZER 
CO ; AMERICAN STERILIZER CO A PA CORP ; BAXTER INT 

 Inventor(s): (std): MOORE FRANCIS C ; PERKINSON LEON R 

2) Family number: 7529008 (US4169124A) © PatBase 

Title:  Cold gas sterilization process

Abstract: Source: US4169124A A "cold" gas sterilization process that operates at temperatures below 80 degrees C. in a temperature range 
that is generally considered nonsporicidal. The process is capable of sterilizing with gaseous hydrogen peroxide at extremely low concentrations 
in a gas phase, such as 0.5 mg/L. The widely used process of "cold" sterilizing with ethylene oxide is typically run at a gas concentration of 630 
mg/L and 55 degrees C. Apparatus is also disclosed for use of this process in "cold" sterilization of contact lenses. 
Classifications:  
International (IPC 8­9): A01N59/00 A61L12/08 A61L12/12 
A61L2/20 (Advanced/Invention); 
A01N59/00 A61L12/00 A61L2/20 (Core/Invention) 
International (IPC 1­7): A01N59/00 A61K33/40 A61L13/00 A61L2/20 
CPC: A61L2/20 A61L12/084 A61L12/124 A01N59/00 
European: A01N59/00 A61L12/08D A61L12/12D A61L2/20 
US: 422/27 422/28 422/29 422/32 422/33 424/616 424/650

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 US4169124 A  19790925  US19770836665  19770926  

 US4230663 A  19801028  US19790056177  19790710  

 Priority:

US19770836665 19770926  US19790056177 19790710

 Probable Assignee: ALLEGIANCE CORP 

 Assignee(s): (std): MOORE PERK CORP 

 Assignee(s): BAXTER TRAVENOL LABORATORIES INC ; MORGAN GUARANTY TRUST CO ; BAXTER INT INC ; BAXTER TRAVENOL 
LABORATORIES INC A CORP OF DE ; ALLEGIANCE CORP ; AMERICAN STERILIZER CO ; AMERICAN STERILIZER CO A PA 
CORP ; BAXTER INT 

 Inventor(s): (std): FORSTROM RICHARD J ; WARDLE MICHAEL D 

3) Family number: 6661305 (JP59069077A) © PatBase 

Title:  STERILIZATION BY HYDROGEN PEROXIDE LIQUID FILM

Classifications:  
International (IPC 8­9): A61L2/20 (Advanced/Invention); 
A61L2/20 (Core/Invention) 
International (IPC 1­7): A61L2/20

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP59069077 A2  19840419  JP19820178967  19821012  

 JP61004543 B4  19860210  JP19820178967  19821012  

 Priority:

JP19820178967 19821012

 Probable Assignee: AMERICAN STERILIZER CO 

 Assignee(s): (std): AMERICAN STERILIZER CO 

 Inventor(s): (std): EDOWAADO KOUBETSUKU 

 Inventor(s): EDOWAADO KOBETSUKU 

4) Family number: 4736632 (US4512951A) © PatBase 

Title:  Hydrogen peroxide liquid film sterilization method

Abstract: Source: US4512951A A method is provided of hydrogen peroxide sterilization of medical articles whereby there are obtained the 
advantages of both vapor penetration, especially for such articles as surgical packs, and direct liquid­sterilant article contact, in which a vapor 
mixture comprising hydrogen peroxide is brought into contact with the article to be sterilized, the article being at a temperature below the dew 
point or condensation temperature of the vapor mixture, is caused thus to condense as a liquid film on the article, and is revaporized and hence 
removed from the so­sterilized article. 
Classifications:  
International (IPC 8­9): A01N59/00 A61L2/00 A61L2/20 (Advanced/Invention); 
A01N59/00 A61L2/00 A61L2/20 (Core/Invention) 
International (IPC 1­7): A01N1/00 A61L2/00 
CPC: A61L2/20 A01N59/00 
European: A01N59/00 A61L2/20 
US: 422/33

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA1166421 A1  19840501  CA19810393381  19811230  

 US4512951 A  19850423  US19830520146  19830804  

 Priority:

US19800221426 19801230  CA19810393381 19811230  US19820358435 19820315
US19830520146 19830804

 Probable Assignee: AMERICAN STERILIZER CO 

 Assignee(s): (std): AMERICAN STERILIZER CO 

 Assignee(s): AMERICAN STERILIZER COMPANY ; KOUBEK EDWARD ; MORGAN GUARANTY TRUST CO 

 Inventor(s): (std): KOUBEK EDWARD 

5) Family number: 2654051 (US4652763A) © PatBase 

Title:  Electron­beam irradiation sterilization process

Abstract: Source: US4652763A A process for controlling the penetration of electron beam radiation through package coverings of products to 
insure sterilization of the covering wraps, but protecting the internal products and medium from electron beam penetration and x­ray generation 
and the like, as required for such applications as pharmaceutics, medicaments, parenteral drugs and devices, prostheses, food packaging and 
similar systems. 
Classifications:  
International (IPC 8­9): A61L2/08 B65B55/08 (Advanced/Invention) 
International (IPC 1­7): A61L2/08 B65B55/02 B65B55/08 
CPC: A61L2/08 
European: A61L2/08 
US: 250/492.1 250/492.3

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA1246316 A1  19881213  CA19850494549  19851104  

 CN85109042 A  19861008  CN19851009042  19851212  

 DE3585389 D1  19920326  DE19853585389  19850807  

 EP0197217 A2  19861015  EP19850305621  19850807  

 EP0197217 A3  19880727  EP19850305621  19850807  

 EP0197217 B1  19920212  EP19850305621  19850807  

 JP2096349 C3  19961002  JP19860068281  19860326  

 JP61226050 A2  19861007  JP19860068281  19860326  

 JP8004613 B4  19960124  JP19860068281  19860326  

 US4652763 A  19870324  US19850717328  19850329  

 Priority:

US19850717328 19850329  CA19850494549 19851104

 Probable Assignee: FLEET NATIONAL BANK 

 Assignee(s): (std): ENERGY SCIENCES INC 

 Assignee(s): ENERGY SCIENCES INC A NY CORP ; ENERGY SCIENCES INC WOBURN MASS US ; FLEET NATIONAL BANK ; NABLO SAM 

 Inventor(s): (std): NABLO SAM ; NABLO SAMUEL V ; SAMIYUERU BUI NABURO 

 Inventor(s): SAMUEL V NABLO ; NABLO SAM LEXINGTON MASSACHUSETTS US 

 Designated states: AT BE CH DE FR GB IT LI LU NL SE

6) Family number: 2949237 (US4643876A) © PatBase 

Title:  Hydrogen peroxide plasma sterilization system

Abstract: Source: US4643876A A plasma sterilization process which employs hydrogen peroxide vapor as the precursor for the active species 
generated during the plasma generation cycle and employs a pre­treatment cycle prior to the plasma generation cycle. 
Classifications:  
International (IPC 8­9): A23L3/34 A61L11/00 A61L2/14 A61L2/20 A61L31/00 
B65B55/02 B65B55/10 (Advanced/Invention); 
A61L11/00 A61L2/20 (Advanced/Non­invention); 
A23L3/34 A61L31/00 B65B55/02 B65B55/04 (Core/Invention) 
International (IPC 1­7): A01N25/00 A01N65/00 A23L3/34 A61L11/00 A61L2/00 
A61L2/14 A61L2/18 A61L2/20 A61L25/00 A61L31/00 B65B55/02 B65B55/10 H05H 
CPC: A61L2/14 
European: A61L2/14 
US: 422/23 422/28

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AT104864 E  19940515  AT19880300616T  19880126  

 AT56881 E  19901015  AT19860108519T  19860620  

 AU198659112 A1  19861224  AU19860059112  19860619  

 AU198810789 A1  19880728  AU19880010789  19880127  

 AU592576 B2  19900118  AU19860059112  19860619  

 AU616648 B2  19911107  AU19880010789  19880127  

 BRPI8602867 A  19870210  BR1986PI02867  19860620  

 BRPI8800301 A  19880906  BR1988PI00301  19880127  

 CA1264217 A1  19900109  CA19860512072  19860620  

 CA1299835 A1  19920505  CA19880557246  19880125  

 DE3674482 D1  19901031  DE19863674482  19860620  

 DE3889235 D1  19940601  DE19883889235  19880126  

 DE3889235 T2  19941006  DE19883889235T  19880126  

 EP0207417 A1  19870107  EP19860108519  19860620  

 EP0207417 B1  19900926  EP19860108519  19860620  

 EP0278623 A2  19880817  EP19880300616  19880126  

 EP0278623 A3  19900214  EP19880300616  19880126  

 EP0278623 B1  19940427  EP19880300616  19880126  

 ES2063029 T3  19950101  ES19880300616T  19880126  

 ES556298 A1  19870416  ES19860556298  19860619  

 ES8704737 A1  19870701  ES19860556298  19860619  

 IE59218 B  19940126  IE19860001655  19860620  

 IE62878 B  19950308  IE19880000199  19880126  

 IE861655 L  19861221  IE19860001655  19860620  

 IE880199 L  19880727  IE19880000199  19880126  

 IN163670 A  19881029  IN1986CA00442  19860613  

 IN168896 A  19910706  IN1988CA00014  19880106  

 IN172875 A  19931225  IN1990CA00878  19901016  

 JP1636983 C3  19920131  JP19860143087  19860620  

 JP2062261 B4  19901225  JP19860143087  19860620  

 JP61293465 A2  19861224  JP19860143087  19860620  

 KR930003313 B1  19930426  KR19860004943  19860620  

 KR970010057 B1  19970620  KR19880000564  19880126  

 NZ216563 A  19881028  NZ19860216563  19860616  

 NZ223182 A  19900426  NZ19880223182  19880113  

 US4643876 A  19870217  US19850747209  19850621  

 US4756882 A  19880712  US19870006855  19870127  

 ZA8604630 A  19880224  ZA19860004630  19860620  

 ZA8800531 A  19890927  ZA19880000531  19880126  

 Priority:

US19850747209 19850621  EP19860108519  19860620  IN1988CA00014 19880106
EP19860108519  19860620  US19870006855 19870127  CA19860512072 19860620
IN1990CA00878 19901016  EP19880300616  19880126  CA19880557246 19880125

 Probable Assignee: JOHNSON AND JOHNSON MEDICAL INC A NJ CORP 

 Assignee(s): (std): JOHNSON AND JOHNSON ; JOHNSON AND JOHNSON MEDICAL ; SURGIKOS INC ; SERGIKOS INC ; SURGIKOS ; 
CHICOPEE 

 Assignee(s): JACOBS PAUL TAYLOR ; SURGIKOS INC ARLINGTON TEX US ; JOHNSON AND JOHNSON MEDICAL INC ARLINGTON TEX 
US ; LIN SZU MIN ; JOHNSON AND JOHNSON MEDICAL INC ; JOHNSON AND JOHNSON MEDICAL INC A NJ CORP ; 
JOHNSON AND JOHNSON MEDICAL INC ARLINGTON TEX 

 Inventor(s): (std): JACOBS P T ; JACOBS PAUL T ; JACOBS PAUL TAYLOR ; LIN SZU LIN ; LIN SZU MI ; LIN SZU MIN ; PAUL TAYLOR 
JACOBS ; POORU TEIRAA JIYAKOBUZU ; SUZUUMIN RIN ; SZU MIN LIN 

 Inventor(s): HOORU TEIRAA JAKOBUZU ; LIN SZU MIN ARLINGTON TEXAS 76018 ; LIN SZU MIN ARLINGTON TEXAS 76018 US ; 
JACOBS PAUL TAYLOR ARLINGTON TEXAS 76016 ; JACOBS PAUL TAYLOR ARLINGTON TEXAS 76016 US 

 Designated states: AT BE CH DE ES FR GB IT LI LU NL SE

7) Family number: 32179056 (US5037623A) © PatBase 

 This family is part of an extended family. Please click here to view the extended family.

Title:  Sterilant concentrate injection system

Abstract: Source: US5037623A A tubing system (18) connects a source (10) of tap water with a container (20) holding an item to be sterilized. 
Powdered buffers, detergents, and corrosion inhibitors are deposited in a well (34) along with an ampule (46) containing a sterilant, such as 
peracetic acid. The ampule includes an exterior wall (80) which defines an interior volume (82) and a linear vent passage (84) extending from 
the exterior wall to a central region of the interior volume. A gas permeable liquid impermeable membrane (100) is mounted across a vent 
aperture (86) which is disposed adjacent the geometric center of the interior volume. The volume is filled less than half way full with the liquid 
sterilant such that in all orientations of the ampule (FIGS. 4A­C), an upper surface (98) of the sterilant remains below the vent aperture. A pump 
(50) recirculates the water through the container, the tubing system, and the well to dissolve the powdered reagents. A tubular needle (70) of an 
aspirator system (42) is moved along the vent passage and through the vent aperture such that its free end is immersed in the sterilant. An 
aspirator (44) draws the sterilant from the ampule into the tubing system, mixing it with the recirculating water. 
Classifications:  
International (IPC 8­9): A01N25/34 A01N31/08 A01N37/16 A01N59/00 A61J1/05 
A61L15/44 A61L15/46 A61L2/16 A61L2/18 A61L2/20 A61L2/24 A61L2/26 A61L31/16 
B65D77/22 B65D81/32 (Advanced/Invention) 
International (IPC 1­7): A61L2/00 A61L2/18 B01F13/00 B08B13/00 
CPC: A01N25/34 A61L2/16 A61L2/18 A61L2/20 A61L2/24 A61L2/26 B65D77/225 
B65D81/3216 A61L15/44 A61L15/46 A61L2202/24 A01N31/08 A01N37/16 A01N59/00 
European: A01N25/34 A01N31/08 A01N37/16 A01N59/00 A61L15/44 A61L15/46 
A61L2/16 A61L2/18 A61L2/20 A61L2/24 A61L2/26 B65D77/22D B65D81/32C 
K61L202/240 
US: 134/100.1 134/102 134/161 134/199 134/200 134/94.1 134/95 134/95.1 134/99 
206/219 206/532 206/538 252/106 252/389.2 252/389.4 252/389.5 252/389.54 252/95 
422/1 422/100 422/102 422/16 422/18 422/28 422/292 422/293 422/294 422/295 
422/297 422/300 422/37 422/417 422/547 510/161 510/255 510/262 510/370 510/372 
510/508 D24/217

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 US5037623 A  19910806  US19880165189  19880307  

 US5077008 A  19911231  US19880229917  19880808  

 US5091343 A  19920225  US19890349304  19890509  

 US5116575 A  19920526  US19890342189  19890424  

 US5209909 A  19930511  US19910793589  19911118  

 US5217698 A  19930608  US19910681118  19910405  

 US5225160 A  19930706  US19910741788  19910806  

 Priority:

US19880140388 19880104  US19880165189 19880307  US19860826730 19860206
US19890342189 19890424  US19910793589 19911118  US19910741788 19910806
US19890349304 19890509  US19910681118 19910405  US19880229917 19880808

 Probable Assignee: STERIS A CORP OF OHIO CORP 

 Assignee(s): (std): STERIS CORP 

 Assignee(s): STERIS 72 CORWIN DRIVE PAINESVILLE OHIO 44077 A OH ; STERIS A CORP OF OH CORP ; STERIS A CORP OF OHIO 
CORP ; STERIS A OH CORP CORP 

 Inventor(s): (std): BADERTSCHER DUNCAN C ; BEISWENGER JOHN L ; FUNG SAMUEL M ; KRALOVIC RAYMOND C ; MARSHALL DOUGLAS F ; 
MINEROVIC DAVID E ; REBELE DONALD J ; SANFORD BILL R ; SCHECKELHOFF KENNETH E ; SCHNEIDER EDWARD T ; 
SIEGEL NORMAN L ; TANNER PAMELA C 

8) Family number: 8833294 (US5788941A) © PatBase 

Title:  Method of sterilization of bone tussue

Abstract: Source: US5788941A The invention is directed to the sterilization of bone tissue for transplantation employing a hydrogen peroxide 
vapor sterilant. The bone tissue is exposed to the sterilant vapor at a pressure, temperature, and concentration, and for a period of time that is 
sufficient to sterilize the bone tissue, but insufficient to cause substantial physical, chemical and biological damage. The bone tissue is defatted, 
preferably demineralized, substantially free of moisture and blood, and may be lyophilized prior to sterilization. 
Classifications:  
International (IPC 8­9): A61L2/00 (Advanced/Invention) 
International (IPC 1­7): A61L2/20 
CPC: A61L2/0094 
European: A61L2/00P4E 
US: 422/33 435/1.1 435/1.3
 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU199722705 A1  19970822  AU19970022705  19970131  

 US5788941 A  19980804  US19960593156  19960131  

 WO9727882 A1  19970807  WO1997US02235  19970131  

 Priority:

US19960593156 19960131  WO1997US02235 19970131

 Probable Assignee: STERIS CORP 

 Assignee(s): (std): STERIS CORP 

 Assignee(s): AMERICAN STERILIZER CO 

 Inventor(s): (std): BALMASSO JOSEPH P ; DALMASSO JOSEPH P ; MIELNIK THADDEUS J 

 Inventor(s): THADDEUS J MIELNIK ; JOSEPH P BALMASSO 

 Designated states: AT AU BE CA CH DE DK ES FI FR GB GR IE IT JP LU MC NL PT SE

9) Family number: 10333482 (WO9744068A1) © PatBase 

Title:  METHOD OF TERMINALLY STERILIZING FILLED SYRINGES

Abstract: The invention concerns a method of producing a pre­filled sterile syringe. The syringe comprises a syringe body with a proximal end 
and a distal end, a syringe­outlet part at the distal end, a seal, a stopper, a fluid medium and a gaseous medium, the fluid medium being a liquid.
The method comprises the following steps: preparing the syringe body, seal and stopper which is/are free from germs and/or endotoxins and low
in particles; a lubricant is applied; the proximal end is sealed by inserting the stopper into the syringe body; the syringe is filled through the distal
end; the syringe outlet part is sealed with the seal; the syringe is sterilized in a sterilizing chamber; the syringe is then packaged and the 
package container is then sterilized once again. 
Classifications:  
International (IPC 8­9): A61L2/04 A61L2/06 A61L2/07 A61L2/12 A61L2/20 
A61M5/178 (Advanced/Invention) 
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Title:  Vapor phase interstitial microbial decontamination of overwrapped IV bags

Abstract: Source: US5779973A A vaporizer (48) vaporizes a liquid solution of hydrogen peroxide or other strong oxidants to form a sterilant 
vapor which is entrained in a flow of sterile air. The sterilant vapor is conveyed to a manifold (12), (36), (40). A plurality of tubes or conduits (14)
convey the sterilant vapor from the manifold into a interstitial space (18) between an inner, IV bag (24) and an outer overwrap (22). A vacuum 
pump (58) draws a negative pressure within an enclosure (42) to draw the sterilant vapor through the manifold, the delivery tubes, and the 
interstitial space and through the enclosure. The delivery tubes terminate opposite upper corners of the IV bag and are aimed in such a manner 
that the sterilant vapor gas flows through and contacts all surfaces which define the interstitial space. After sterilization, the sterilant vapor is 
displaced with sterile air and the IV bag assemblies are removed and the overwrap is sealed to prevent microbial recontamination. 
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