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1) Family number: 5379348 (WO8202785A1) © PatBase 

Title:  COMPUTER SYSTEM FOR VEHICLES

Abstract: A computer system for vehicles for calculating and indicating various operating values. Connected to a central processing unit (11) 
are pick­offs (16, 20, 22, 24) for sensing operating quantities, and a clock circuit (27) for giving the time. Further connected to the central 
processing unit are on the one hand a permanent read only memory (12) for the calculating functions of the central processing unit, and on the 
other hand a random access memory (13) and an alphanumeric printer (33). An alphanumeric keyboard (32) is connected to the central 
processing unit to program t e random access memory and for manually controlled typing on the printer.  
Classifications:  
International (IPC 8­9): B60S5/00 G06F17/00 G06Q50/00 G07C5/08 
G07C5/10 (Advanced/Invention); 
G06F17/00 (Advanced/Non­invention); 
B60S5/00 G06F17/00 G06Q50/00 G07C5/00 (Core/Invention) 
International (IPC 1­7): G06F15/20 G06F15/21 G07C5/08 
CPC: B60S5/00 G07C5/10 G07C5/08 H04L29/08558 
European: B60S5/00 G06F15/20 G07C5/08 G07C5/10

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU198167819 A1  19820826  AU19810067819  19810213  

 DK446382 A  19821008  DK19820004463  19821008  

 EP0083578 A1  19830720  EP19810900485  19810213  

 JP58500224 T2  19830210  JP19810500711T  19810213  

 NO823402 A  19821011  NO19820003402  19821011  

 SE424233 B  19820705  SE19790007308  19790903  

 SE424233 C  19821014  SE19790007308  19790903  

 SE7907308 A  19810304  SE19790007308  19790903  

 SE7907308 L  19810304  SE19790007308  19790903  

 WO8202785 A1  19820819  WO1981SE00037  19810213  

 Priority:

SE19790007308 19790903  WO1981SE00037 19810213

 Probable Assignee: OVO IDE OCH PRODUKTUTVECKLING 

 Assignee(s): (std): DYRDAK WALDEMAR ; HOLENDER WLODEK ; OVO IDE OCH PRODUKTUTVECKLING 

 Assignee(s): OVO IDE OCH PRODUKTUTVECKLING AB 

 Inventor(s): (std): DYRAK W ; DYRDAK WALDEMAR ; HOLENDER WLODEK ; DRYDAK W ; HOLENDER W ; DYRDAK W 

 Inventor(s): W DYRDAK ; W HOLENDER ; W DYRAK ; W DRYDAK 

 Designated states: AT AU BR CH DE DK FI FR GB JP LI LU NL NO US

2) Family number: 6459003 (JP59005906A) © PatBase 

Title:  SYSTEM FOR JUDGING AND DISPLAYING GAP AT VEHICLE DOOR

Abstract: Source: JP59005906A PURPOSE:To perform highly accurate measurement, by judging and displaying the gap at a door part by such a 
means, by which controlled data is recorded by a printer through a judgment display panel, a speaker, or a personal computer. 
CONSTITUTION:When a photoelectric switch 3 is actuated, light is irradiated on the side surface of a vehicle 1 from a line sensor camera 2, 
which is provided at the side of the vehicle 1. The reflected light from the vehicle 1 is received by the line sensor camera 2 again and sent to a 
data processor 4. Said data signal is controlled by a system computer 5. A gap 10a at a door part 10 is judged and displayed by such a means, 
by which the controlled data is recorded by a printer 9 through a judgement display panel 6, a speaker 7, or personal computer 8. Since an 
image brightness pattern is compared with a reference value and whether it is correct or not is judged, highly accurate measurement can be 
performed.  
Classifications:  
International (IPC 8­9): B62D65/00 G01B11/14 (Advanced/Invention); 
B62D65/00 G01B11/14 (Core/Invention) 
International (IPC 1­7): B60J5/04 G01B11/14 
CPC: G01B11/14 
European: G01B11/14

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP59005906 A2  19840112  JP19820115875  19820703  

 Priority:

JP19820115875 19820703

 Probable Assignee: MITSUBISHI MOTORS CORP 

 Assignee(s): (std): MITSUBISHI MOTORS CORP 

 Assignee(s): MITSUBISHI JIDOSHA KOGYO KK 

 Inventor(s): (std): OOYABU MAMORU 

3) Family number: 9013917 (GB2126389A) © PatBase 

Title:  Vehicle number plates and their production

Abstract: Source: GB2126389A Data representing a library of characters to be reproduced on a number plate, along with ancillary information 
such as a security code, are contained in a data store 4 which programs the memory of a micro computer or microprocessor 1. Items of this 
data are selected by means of a keyboard 2 according to the characters which are required for a particular number plate, and the computer 1 
then controls the operation of a printer 3 so that the latter produces a graphic image of the selected characters on a carrier 5 which forms at 
least part of the finished number plate. The computer 1 may also control a second printer 6 so that from time to time a hard copy can be 
obtained of all of the number plates which have been produced.  
Classifications:  
International (IPC 8­9): B60R13/10 (Advanced/Invention); 
B60R13/00 (Core/Invention) 
International (IPC 1­7): B41J3/00 B60R13/10 
CPC: B60R13/10 
European: B60R13/10

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 GB2126389 A1  19840321  GB19830022892  19830825  

 GB2126389 B2  19851224  GB19830022892  19830825  

 GB8322892 A0  19830928  GB19830022892  19830825  

 Priority:

GB19820024690 19820827  GB19830022892 19830825

 Probable Assignee: BTR PLC 

 Assignee(s): (std): BTR PLC 

 Inventor(s): (std): PAWSON IAN KARL ; HEPWORTH ADRIAN STEABBEN 

 Inventor(s): ADRIAN STEABBEN HEPWORTH ; IAN KARL PAWSON 

4) Family number: 7071129 (JP59128062A) © PatBase 

Title:  AUTOMATIC PRINTING SYSTEM FOR NAME PLATE FOR VEHICLE

Abstract: Source: JP59128062A PURPOSE:To enhance efficiency and accuracy in a printing work, by a method wherein a central computer for 
controlling the entire part of a vehicle­assembling factory and a printer are connected on­line with each other, and data required for printing 
are transmitted from the central computer to the printer. CONSTITUTION:When working, data required for printing on a name plate for a 
vehicle are transmitted from the central computer 20 to a data­relaying device 30 through a data free way 21. Then, the device 30 selects a 
system comprising a printer­controlling computer 51 and a printer 61 or a system comprising a printer­controlling computer 52 and a 
printer 61. For example, when the system at the left in the figure is selected, the data required for printing are fed to the computer 51 and the 
printer 61. Thereafter, the plate is set by an automatic plate feeder 70 on the basis of a command from the computer 51, and printing is 
conducted on the plate by the printer 61.  
Classifications:  
International (IPC 8­9): B60R13/10 B62D65/00 G05B15/02 (Advanced/Invention); 
B60R13/00 B62D65/00 G05B15/02 (Core/Invention) 
International (IPC 1­7): B23K11/02 B23K9/095 B62D65/00 G05B15/02 
CPC: B60R13/10 
European: B60R13/10

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP59128062 A2  19840724  JP19830000260  19830106  

 Priority:

JP19830000260 19830106

 Probable Assignee: HONDA MOTOR CO LTD 

 Assignee(s): (std): HONDA MOTOR CO LTD ; NISSAN MOTOR 

 Assignee(s): HONDA GIKEN KOGYO KK ; NISSAN JIDOSHA KK 

 Inventor(s): (std): TANGE TSUTOMU ; NOMIYAMA MASANORI ; KATO HISASHI ; KAKIMOTO YUKIO ; AOYAMA HARUO 

5) Family number: 7802379 (JP60093131A) © PatBase 

Title:  OPERATION CONTROL DEVICE OF AUTOMOBILE

Abstract: Source: JP60093131A PURPOSE:To enable the suitable data, by which an automobile can perform its economic running, to be given to 
the driver or the operation controller, by calculating the detection outputs of sensors, which detect the speed of an engine and its load, so as to 
output the arithmetic result. CONSTITUTION:A microcomputer 10 reads at every second the speed of an engine 1 from a speed detecting sensor 
9 while its load from a load sensor 8, storing these data in a corresponding address to a random access memory (RAM) of the computer 10. 
Then a value of the address is added by one because the data are stored as a frequency, for instance, the speed is divided into ten sections of 
every 400rpm over the range from 500 to 4,400rpm, while the load is divided into ten sections 10 percent by 10 percent. While the frequency of 
the corresponding address is added one by one in accordance with the speed and the load respectively detected by the sensors 8, 9. In this way, 
the operating condition of a vehicle is known by printing a content, stored in the RAM10 after the predetermined operation, by a printer 16, and
operation improving fuel consumption can be guided on the basis of the operating condition.  
Classifications:  
International (IPC 8­9): B60K26/04 F02B77/08 F02D29/02 F16H59/42 F16H59/74 
F16H61/00 G07C5/00 (Advanced/Invention); 
B60K26/00 F02B77/08 F02D29/02 F16H59/00 F16H59/42 F16H61/00 
G07C5/00 (Core/Invention) 
International (IPC 1­7): B60K26/04 F02B77/08 F02D29/02 F16H5/66 G07C5/00 
G08G1/09 
CPC: F02B77/084 
European: F02B77/08E

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP1810465 C3  19931227  JP19830201570  19831027  

 JP5014315 B4  19930224  JP19830201570  19831027  

 JP60093131 A2  19850524  JP19830201570  19831027  

 Priority:

JP19830201570 19831027

 Probable Assignee: HINO MOTORS LTD 

 Assignee(s): (std): HINO MOTORS LTD 

 Assignee(s): HINO JIDOSHA KOGYO KK 

 Inventor(s): (std): AOYAMA FUJIO ; ICHINO FUMIYUKI ; KOIDE HIDENORI ; NAKAJIMA MASARU 

 Inventor(s): ICHINO FUMYUKI 

6) Family number: 9301025 (JP63173914A) © PatBase 

Title:  SURVEYING INVESTIGATION VEHICLE

Abstract: Source: JP63173914A PURPOSE: To perform photo survey on the spot within a short time, by incorporating a photographic developing 
dark room, a surveyed data processing means and an analytical drawing means in one vehicle. CONSTITUTION: An operation chamber 51 
having various devices arranged therein, a photographic developing dark room 52 and a receiving chamber 53 for receiving machine parts are 
provided in a surveying investigation vehicle 50. An analytical drawing machine 19, personal computers 13, 20, a printer 18, an XY plotter 25 
and a three­dimensional space digitizer 30 are arranged in the operation chamber 51. This surveying investigation vehicle 50 is carried to the 
surveying spot and a mark is set to take a surveying photograph. The surveying photograph is developed in the dark room 52. The surveying of 
the mark is performed and the surveyed data are inputted to the personal computer 13. The developed photograph is set to the analytical 
drawing machine 19 and processed along with the inputted mark point data to display a figure on a display device. This figure is smoothed by 
keyboard operation to be plotted on the XY plotter.  
Classifications:  
International (IPC 8­9): B60P3/00 G01C11/00 (Advanced/Invention) 
International (IPC 1­7): B60P3/00 G01C11/00

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP63173914 A2  19880718  JP19870006783  19870114  

 Priority:

JP19870006783 19870114

 Probable Assignee: PASCO CORP 

 Assignee(s): (std): PASCO CORP 

 Assignee(s): PASUKO KK 

 Inventor(s): (std): HASEGAWA HIROYUKI ; SATO YASUO 

7) Family number: 3273227 (JP1313773A) © PatBase 

Title:  FAULT DIAGNOSIS SUPPORTING DEVICE FOR ON­VEHICLE ELECTRONIC DEVICE

Abstract: Source: JP1313773A PURPOSE: To easily execute an objective fault diagnosis by calculating the data of a sensor and an actuator, 
etc., obtained by an electronic controller which have been received by a tester by a computer, and providing a CRT screen for bringing the data
to image display and a printer. CONSTITUTION: An electronic controller 1 to which a sensor 4 has been connected and which has an actuator, 
etc., and a tester 2 having a storage device 8 are connected by a wiring 7, so that data can be transmitted and received mutually by using a 
serial transmission system. Subsequently, a host computer 9 which is provided with a CRT screen 11 for graphing and displaying the data, and 
to which a printer 12 has been connected is connected to the tester 2 through an RS­232C communication circuit 10. In such a way, analog data
information of the sensor and the actuator, etc., obtained from the electronic controller 1 can be brought to image display on the CRT screen 11, 
and data information can be printed, therefore, an objective fault diagnosis can be executed.  
Classifications:  
International (IPC 8­9): B60R16/02 G01D21/00 G01M17/00 G01M17/007 G01R31/00 
G08B5/00 G08C15/00 H04Q9/00 (Advanced/Invention); 
B60R16/02 G01D21/00 G01M17/00 G01M17/007 G01R31/00 G08B5/00 G08C15/00 
H04Q9/00 (Core/Invention) 
International (IPC 1­7): B60R16/02 G01D21/00 G01R31/00 G08B5/00 G08C15/00 
H04Q9/00

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP1313773 A2  19891219  JP19880145178  19880613  

 Priority:

JP19880145178 19880613

 Probable Assignee: MITSUBISHI ELECTRIC CORP 

 Assignee(s): (std): MITSUBISHI ELECTRIC CORP 

 Inventor(s): (std): HAYAKAWA MITSURU ; HIRANO SHIGEAKI ; KIMURA KAZUJI ; MAEKAWA HIROTOSHI ; MORI KAZUNARI 

8) Family number: 4956236 (JP2227611A) © PatBase 

Title:  SAFE TRAVELING CONTROLLER

Abstract: Source: JP2227611A PURPOSE:To improve the safety rate of traveling by reading a display means which displays whether or not the 
current traveling state of a vehicle is safe from operation data and travel information and the quantity of variation in points indicating the 
degree of safe operation. CONSTITUTION:The memory 34 of a drive recording part 30 is stored with operation data detected by a speed sensor 
12, a brake sensor 14, and other sensors 16, current points found by an arithmetic part (ALU) 26, etc., with time. Further, the recording part 30 
is provided with a display 36 to display the current points found by the ALU 26 and messages for safe traveling together with an alarm tone from 
a speaker 38. Further, even when the current points become less than a specific value which is determined as the range of the safe traveling, the
alarm tone is outputted from the speaker 38. Further, an analytic system 40 is connected to the recording part 30 of the vehicle after its 
traveling and an analytic part 44 which is controlled by a computer 42 reads the storage contents of the memory 34 of the recording part 30 
and analyzes the traveling contents of the vehicle, so that the result is outputted on a printer 46.  
Classifications:  
International (IPC 8­9): B60R16/02 G01C23/00 G01F9/00 G01P15/16 
G07C5/00 (Advanced/Invention); 
G01P15/16 G07C5/00 (Advanced/Non­invention); 
B60R16/02 G01C23/00 G01F9/00 G01P15/16 G07C5/00 (Core/Invention); 
G01P15/16 G07C5/00 (Core/Non­invention) 
International (IPC 1­7): B60R16/02 G01C23/00 G01F9/00 G01P15/16 G07C5/00

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP10122896 A2  19980515  JP19970178013  19970703  

 JP2227611 A2  19900910  JP19890049676  19890228  

 JP2769542 B2  19980625  JP19890049676  19890228  

 Priority:

JP19890049676 19890228  JP19970178013 19970703

 Probable Assignee: PLAN N KK 

 Assignee(s): (std): PLAN KK N ; PLAN N KK 

 Assignee(s): N PLAN KK 

 Inventor(s): (std): NISHIMURA YOSHIKAZU 

9) Family number: 11115695 (US5201834A) © PatBase 

Title:  Method for the testing and monitoring of brakes in rail vehicles

Abstract: Source: US5201834A A method for performing operationally prescribed brake trials before the departure of a railway train, utilizes an 
indicating and diagnostic system disposed on board the train and operated by the train driver. Sensors in the braking system of each car bogie 
supply information signals representing pressures, travels and forces to a bogie processor which is connected with a car processor. The car 
processors are connected by a continuous data bus line with a central processor. The central processor processes the operational information 
from the brake system according to a processing program into status reports such as general status indications, fault diagnoses and maintenance
instructions. The indications and instructions are visually displayed on a monitor and a printer, and acoustically reproduced by a speech 
synthesizer through a loudspeaker. The car processors are programmable by means of mobile computers and interrogatable by means of 
pocket terminals. Stored operational data is interrogable from outside each railway car by means of a mobile personal computer at each 
railroad vehicle.  
Classifications:  
International (IPC 8­9): B60T17/22 B60T8/88 B61H1/00 F16D66/00 F16D66/02 
G01M17/007 (Advanced/Invention) 
International (IPC 1­7): B60T17/22 B60T8/88 B61H1/00 B61L23/02 F16D66/02 
G01L5/28 
CPC: B60T8/885 B60T17/228 B60T2270/406 F16D66/00 F16D66/021 F16D2066/005 
European: B60T17/22H B60T8/88B F16D66/00 F16D66/02B L60T270/406 R16D66/00F 
US: 246/167R 246/169.00R 246/169R 340/505

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AT83717 E  19930115  AT19900103089T  19900217  

 DE59000626 D1  19930204  DE19905000626  19900217  

 EP0391047 A1  19901010  EP19900103089  19900217  

 EP0391047 B1  19921223  EP19900103089  19900217  

 ES2037484 T3  19930616  ES19900103089T  19900217  

 JP2290772 A2  19901130  JP19900091332  19900405  

 US5201834 A  19930413  US19920876111  19920427  

 Priority:

CH19890001258 19890405  EP19900103089  19900217  EP19900103089  19900217
EP19900103089  19900217  US19920876111 19920427  US19900504577 19900404

 Probable Assignee: DAIMLERCHRYSLER RAIL SYSTEMS GMBH 

 Assignee(s): (std): INBETEIO AG ; INVENTIO AG 

 Assignee(s): INVENTIO AG HERGISWIL NIDWALDEN CH ; ABB DAIMLER BENZ TRANSPORTATION (SCHWEIZ) AG ; ABB DAIMLER BENZ 
TRANSPORTATION AG ; DAIMLERCHRYSLER AG ; DAIMLERCHRYSLER RAIL SYSTEMS GMBH 

 Inventor(s): (std): MARIO GURAATSUIORI ; KURUTO ANDORETSUGU ; GRAZIOLI MARIO ; ANDEREGG KURT 

 Inventor(s): GRAZIOLI MARIO CH 7000 CHUR CH ; ANDEREGG KURT CH 9424 RHEINECK CH 

 Designated states: AT CH DE ES FR GB IT LI

10) Family number: 3376170 (US5250761A) © PatBase 

Title:  Managing system for construction vehicles

Abstract: Source: US5250761A PCT No. PCT/JP90/01271 Sec. 371 Date Mar. 31, 1992 Sec. 102(e) Date Mar. 31, 1992 PCT Filed Oct. 2, 1990 
PCT Pub. No. WO91/05319 PCT Pub. Date Apr. 18, 1991.A managing system for a construction vehicle which has for its object to enable 
management of the vehicle relating to pre­operation checking, maintenance and summary of work load, etc to be conducted easily and quickly. 
This managing system comprises a vehicle control monitor (7) for inputting and recording information necessary for management of the 
vehicle from a plurality of information sources, a non­contact type recording card (27) for recording the information recorded in the vehicle 
control monitor (7), a card reader/writer (40) for reading out the information recorded in the recording card (27), and a printer (42) and a 
personal computer (43) for compiling management ledgers and displaying data on the basis of the information read out by the card 
reader/writer.  
Classifications:  
International (IPC 8­9): B60P1/00 B60R16/02 B60S5/00 B65G61/00 E02F9/26 
G01D9/00 G01M17/00 G01M17/007 G06Q50/00 G07C3/00 G07C5/08 
G08G1/00 (Advanced/Invention); 
B60P1/00 B60S5/00 B65G61/00 G01D9/00 G01M17/00 G01M17/007 G06Q50/00 
G07C5/00 G08G1/00 (Core/Invention) 
International (IPC 1­7): B60P1/00 B60R16/02 B60S5/00 E02F9/26 G01G19/10 
G01G19/40 G01M17/00 G06F15/21 G06F15/48 G06K19/10 G06K19/14 G07C3/00 
G07C5/00 G08G1/00 
CPC: G01D9/005 G07C5/0858 
European: G01D9/00S G07C5/08R2B 
US: 177/141 177/25.14 701/29.4 701/35

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU199064159 A1  19910428  AU19900064159  19901002  

 AU645761 B2  19940127  AU19900064159  19901002  

 DE69028544 D1  19961017  DE19906028544  19901002  

 DE69028544 T2  19970320  DE19906028544T  19901002  

 EP0495104 A1  19920722  EP19900914238  19901002  

 EP0495104 A4  19930331  EP19900914238  19901002  

 EP0495104 B1  19960911  EP19900914238  19901002  

 JP3118693 A2  19910521  JP19890255247  19891002  

 JP3197261 A2  19910828  JP19890336695  19891227  

 JP3243438 A2  19911030  JP19900036242  19900219  

 US5250761 A  19931005  US19920842389  19920331  

 WO9105319 A1  19910418  WO1990JP01271  19901002  

 Priority:

JP19890255247 19891002  JP19890336695 19891227  WO1990JP01271 19901002
JP19900036242 19900219

 Probable Assignee: KOMATSU SEISAKUSHO KK 

 Assignee(s): (std): KOMATSU MFG CO LTD 

 Assignee(s): KOMATSU SEISAKUSHO KK ; KABUSHIKI KAISHA KOMATSU SEISAKUSHO ; KABUSHIKI KAISHA KOMATSU SEISAKUSHO 
TOKIO TOKYO JP ; KOMATSU LTD 

 Inventor(s): (std): KOYANAGI SATORU 

 Inventor(s): KOYANAGI SATORU C O KAWASAKI FACTORY KAWASAKI SHI ; KOYANAGI SATORU C O KAWASAKI FACTORY KAWASAKI 
SHI KANAGAWA KEN 210 JP ; SATORU KOYANAGI 

 Designated states: AT AU BE CH DE DK ES FR GB IT LU NL SE SU US
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1) Family number: 5379348 (WO8202785A1) © PatBase 

Title:  COMPUTER SYSTEM FOR VEHICLES

Abstract: A computer system for vehicles for calculating and indicating various operating values. Connected to a central processing unit (11) 
are pick­offs (16, 20, 22, 24) for sensing operating quantities, and a clock circuit (27) for giving the time. Further connected to the central 
processing unit are on the one hand a permanent read only memory (12) for the calculating functions of the central processing unit, and on the 
other hand a random access memory (13) and an alphanumeric printer (33). An alphanumeric keyboard (32) is connected to the central 
processing unit to program t e random access memory and for manually controlled typing on the printer.  
Classifications:  
International (IPC 8­9): B60S5/00 G06F17/00 G06Q50/00 G07C5/08 
G07C5/10 (Advanced/Invention); 
G06F17/00 (Advanced/Non­invention); 
B60S5/00 G06F17/00 G06Q50/00 G07C5/00 (Core/Invention) 
International (IPC 1­7): G06F15/20 G06F15/21 G07C5/08 
CPC: B60S5/00 G07C5/10 G07C5/08 H04L29/08558 
European: B60S5/00 G06F15/20 G07C5/08 G07C5/10

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU198167819 A1  19820826  AU19810067819  19810213  

 DK446382 A  19821008  DK19820004463  19821008  

 EP0083578 A1  19830720  EP19810900485  19810213  

 JP58500224 T2  19830210  JP19810500711T  19810213  

 NO823402 A  19821011  NO19820003402  19821011  

 SE424233 B  19820705  SE19790007308  19790903  

 SE424233 C  19821014  SE19790007308  19790903  

 SE7907308 A  19810304  SE19790007308  19790903  

 SE7907308 L  19810304  SE19790007308  19790903  

 WO8202785 A1  19820819  WO1981SE00037  19810213  

 Priority:

SE19790007308 19790903  WO1981SE00037 19810213

 Probable Assignee: OVO IDE OCH PRODUKTUTVECKLING 

 Assignee(s): (std): DYRDAK WALDEMAR ; HOLENDER WLODEK ; OVO IDE OCH PRODUKTUTVECKLING 

 Assignee(s): OVO IDE OCH PRODUKTUTVECKLING AB 

 Inventor(s): (std): DYRAK W ; DYRDAK WALDEMAR ; HOLENDER WLODEK ; DRYDAK W ; HOLENDER W ; DYRDAK W 

 Inventor(s): W DYRDAK ; W HOLENDER ; W DYRAK ; W DRYDAK 

 Designated states: AT AU BR CH DE DK FI FR GB JP LI LU NL NO US

2) Family number: 6459003 (JP59005906A) © PatBase 

Title:  SYSTEM FOR JUDGING AND DISPLAYING GAP AT VEHICLE DOOR

Abstract: Source: JP59005906A PURPOSE:To perform highly accurate measurement, by judging and displaying the gap at a door part by such a 
means, by which controlled data is recorded by a printer through a judgment display panel, a speaker, or a personal computer. 
CONSTITUTION:When a photoelectric switch 3 is actuated, light is irradiated on the side surface of a vehicle 1 from a line sensor camera 2, 
which is provided at the side of the vehicle 1. The reflected light from the vehicle 1 is received by the line sensor camera 2 again and sent to a 
data processor 4. Said data signal is controlled by a system computer 5. A gap 10a at a door part 10 is judged and displayed by such a means, 
by which the controlled data is recorded by a printer 9 through a judgement display panel 6, a speaker 7, or personal computer 8. Since an 
image brightness pattern is compared with a reference value and whether it is correct or not is judged, highly accurate measurement can be 
performed.  
Classifications:  
International (IPC 8­9): B62D65/00 G01B11/14 (Advanced/Invention); 
B62D65/00 G01B11/14 (Core/Invention) 
International (IPC 1­7): B60J5/04 G01B11/14 
CPC: G01B11/14 
European: G01B11/14

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP59005906 A2  19840112  JP19820115875  19820703  

 Priority:

JP19820115875 19820703

 Probable Assignee: MITSUBISHI MOTORS CORP 

 Assignee(s): (std): MITSUBISHI MOTORS CORP 

 Assignee(s): MITSUBISHI JIDOSHA KOGYO KK 

 Inventor(s): (std): OOYABU MAMORU 

3) Family number: 9013917 (GB2126389A) © PatBase 

Title:  Vehicle number plates and their production

Abstract: Source: GB2126389A Data representing a library of characters to be reproduced on a number plate, along with ancillary information 
such as a security code, are contained in a data store 4 which programs the memory of a micro computer or microprocessor 1. Items of this 
data are selected by means of a keyboard 2 according to the characters which are required for a particular number plate, and the computer 1 
then controls the operation of a printer 3 so that the latter produces a graphic image of the selected characters on a carrier 5 which forms at 
least part of the finished number plate. The computer 1 may also control a second printer 6 so that from time to time a hard copy can be 
obtained of all of the number plates which have been produced.  
Classifications:  
International (IPC 8­9): B60R13/10 (Advanced/Invention); 
B60R13/00 (Core/Invention) 
International (IPC 1­7): B41J3/00 B60R13/10 
CPC: B60R13/10 
European: B60R13/10

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 GB2126389 A1  19840321  GB19830022892  19830825  

 GB2126389 B2  19851224  GB19830022892  19830825  

 GB8322892 A0  19830928  GB19830022892  19830825  

 Priority:

GB19820024690 19820827  GB19830022892 19830825

 Probable Assignee: BTR PLC 

 Assignee(s): (std): BTR PLC 

 Inventor(s): (std): PAWSON IAN KARL ; HEPWORTH ADRIAN STEABBEN 

 Inventor(s): ADRIAN STEABBEN HEPWORTH ; IAN KARL PAWSON 

4) Family number: 7071129 (JP59128062A) © PatBase 

Title:  AUTOMATIC PRINTING SYSTEM FOR NAME PLATE FOR VEHICLE

Abstract: Source: JP59128062A PURPOSE:To enhance efficiency and accuracy in a printing work, by a method wherein a central computer for 
controlling the entire part of a vehicle­assembling factory and a printer are connected on­line with each other, and data required for printing 
are transmitted from the central computer to the printer. CONSTITUTION:When working, data required for printing on a name plate for a 
vehicle are transmitted from the central computer 20 to a data­relaying device 30 through a data free way 21. Then, the device 30 selects a 
system comprising a printer­controlling computer 51 and a printer 61 or a system comprising a printer­controlling computer 52 and a 
printer 61. For example, when the system at the left in the figure is selected, the data required for printing are fed to the computer 51 and the 
printer 61. Thereafter, the plate is set by an automatic plate feeder 70 on the basis of a command from the computer 51, and printing is 
conducted on the plate by the printer 61.  
Classifications:  
International (IPC 8­9): B60R13/10 B62D65/00 G05B15/02 (Advanced/Invention); 
B60R13/00 B62D65/00 G05B15/02 (Core/Invention) 
International (IPC 1­7): B23K11/02 B23K9/095 B62D65/00 G05B15/02 
CPC: B60R13/10 
European: B60R13/10

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP59128062 A2  19840724  JP19830000260  19830106  

 Priority:

JP19830000260 19830106

 Probable Assignee: HONDA MOTOR CO LTD 

 Assignee(s): (std): HONDA MOTOR CO LTD ; NISSAN MOTOR 

 Assignee(s): HONDA GIKEN KOGYO KK ; NISSAN JIDOSHA KK 

 Inventor(s): (std): TANGE TSUTOMU ; NOMIYAMA MASANORI ; KATO HISASHI ; KAKIMOTO YUKIO ; AOYAMA HARUO 

5) Family number: 7802379 (JP60093131A) © PatBase 

Title:  OPERATION CONTROL DEVICE OF AUTOMOBILE

Abstract: Source: JP60093131A PURPOSE:To enable the suitable data, by which an automobile can perform its economic running, to be given to 
the driver or the operation controller, by calculating the detection outputs of sensors, which detect the speed of an engine and its load, so as to 
output the arithmetic result. CONSTITUTION:A microcomputer 10 reads at every second the speed of an engine 1 from a speed detecting sensor 
9 while its load from a load sensor 8, storing these data in a corresponding address to a random access memory (RAM) of the computer 10. 
Then a value of the address is added by one because the data are stored as a frequency, for instance, the speed is divided into ten sections of 
every 400rpm over the range from 500 to 4,400rpm, while the load is divided into ten sections 10 percent by 10 percent. While the frequency of 
the corresponding address is added one by one in accordance with the speed and the load respectively detected by the sensors 8, 9. In this way, 
the operating condition of a vehicle is known by printing a content, stored in the RAM10 after the predetermined operation, by a printer 16, and
operation improving fuel consumption can be guided on the basis of the operating condition.  
Classifications:  
International (IPC 8­9): B60K26/04 F02B77/08 F02D29/02 F16H59/42 F16H59/74 
F16H61/00 G07C5/00 (Advanced/Invention); 
B60K26/00 F02B77/08 F02D29/02 F16H59/00 F16H59/42 F16H61/00 
G07C5/00 (Core/Invention) 
International (IPC 1­7): B60K26/04 F02B77/08 F02D29/02 F16H5/66 G07C5/00 
G08G1/09 
CPC: F02B77/084 
European: F02B77/08E

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP1810465 C3  19931227  JP19830201570  19831027  

 JP5014315 B4  19930224  JP19830201570  19831027  

 JP60093131 A2  19850524  JP19830201570  19831027  

 Priority:

JP19830201570 19831027

 Probable Assignee: HINO MOTORS LTD 

 Assignee(s): (std): HINO MOTORS LTD 

 Assignee(s): HINO JIDOSHA KOGYO KK 

 Inventor(s): (std): AOYAMA FUJIO ; ICHINO FUMIYUKI ; KOIDE HIDENORI ; NAKAJIMA MASARU 

 Inventor(s): ICHINO FUMYUKI 

6) Family number: 9301025 (JP63173914A) © PatBase 

Title:  SURVEYING INVESTIGATION VEHICLE

Abstract: Source: JP63173914A PURPOSE: To perform photo survey on the spot within a short time, by incorporating a photographic developing 
dark room, a surveyed data processing means and an analytical drawing means in one vehicle. CONSTITUTION: An operation chamber 51 
having various devices arranged therein, a photographic developing dark room 52 and a receiving chamber 53 for receiving machine parts are 
provided in a surveying investigation vehicle 50. An analytical drawing machine 19, personal computers 13, 20, a printer 18, an XY plotter 25 
and a three­dimensional space digitizer 30 are arranged in the operation chamber 51. This surveying investigation vehicle 50 is carried to the 
surveying spot and a mark is set to take a surveying photograph. The surveying photograph is developed in the dark room 52. The surveying of 
the mark is performed and the surveyed data are inputted to the personal computer 13. The developed photograph is set to the analytical 
drawing machine 19 and processed along with the inputted mark point data to display a figure on a display device. This figure is smoothed by 
keyboard operation to be plotted on the XY plotter.  
Classifications:  
International (IPC 8­9): B60P3/00 G01C11/00 (Advanced/Invention) 
International (IPC 1­7): B60P3/00 G01C11/00

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP63173914 A2  19880718  JP19870006783  19870114  

 Priority:

JP19870006783 19870114

 Probable Assignee: PASCO CORP 

 Assignee(s): (std): PASCO CORP 

 Assignee(s): PASUKO KK 

 Inventor(s): (std): HASEGAWA HIROYUKI ; SATO YASUO 

7) Family number: 3273227 (JP1313773A) © PatBase 

Title:  FAULT DIAGNOSIS SUPPORTING DEVICE FOR ON­VEHICLE ELECTRONIC DEVICE

Abstract: Source: JP1313773A PURPOSE: To easily execute an objective fault diagnosis by calculating the data of a sensor and an actuator, 
etc., obtained by an electronic controller which have been received by a tester by a computer, and providing a CRT screen for bringing the data
to image display and a printer. CONSTITUTION: An electronic controller 1 to which a sensor 4 has been connected and which has an actuator, 
etc., and a tester 2 having a storage device 8 are connected by a wiring 7, so that data can be transmitted and received mutually by using a 
serial transmission system. Subsequently, a host computer 9 which is provided with a CRT screen 11 for graphing and displaying the data, and 
to which a printer 12 has been connected is connected to the tester 2 through an RS­232C communication circuit 10. In such a way, analog data
information of the sensor and the actuator, etc., obtained from the electronic controller 1 can be brought to image display on the CRT screen 11, 
and data information can be printed, therefore, an objective fault diagnosis can be executed.  
Classifications:  
International (IPC 8­9): B60R16/02 G01D21/00 G01M17/00 G01M17/007 G01R31/00 
G08B5/00 G08C15/00 H04Q9/00 (Advanced/Invention); 
B60R16/02 G01D21/00 G01M17/00 G01M17/007 G01R31/00 G08B5/00 G08C15/00 
H04Q9/00 (Core/Invention) 
International (IPC 1­7): B60R16/02 G01D21/00 G01R31/00 G08B5/00 G08C15/00 
H04Q9/00

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP1313773 A2  19891219  JP19880145178  19880613  

 Priority:

JP19880145178 19880613

 Probable Assignee: MITSUBISHI ELECTRIC CORP 

 Assignee(s): (std): MITSUBISHI ELECTRIC CORP 

 Inventor(s): (std): HAYAKAWA MITSURU ; HIRANO SHIGEAKI ; KIMURA KAZUJI ; MAEKAWA HIROTOSHI ; MORI KAZUNARI 

8) Family number: 4956236 (JP2227611A) © PatBase 

Title:  SAFE TRAVELING CONTROLLER

Abstract: Source: JP2227611A PURPOSE:To improve the safety rate of traveling by reading a display means which displays whether or not the 
current traveling state of a vehicle is safe from operation data and travel information and the quantity of variation in points indicating the 
degree of safe operation. CONSTITUTION:The memory 34 of a drive recording part 30 is stored with operation data detected by a speed sensor 
12, a brake sensor 14, and other sensors 16, current points found by an arithmetic part (ALU) 26, etc., with time. Further, the recording part 30 
is provided with a display 36 to display the current points found by the ALU 26 and messages for safe traveling together with an alarm tone from 
a speaker 38. Further, even when the current points become less than a specific value which is determined as the range of the safe traveling, the
alarm tone is outputted from the speaker 38. Further, an analytic system 40 is connected to the recording part 30 of the vehicle after its 
traveling and an analytic part 44 which is controlled by a computer 42 reads the storage contents of the memory 34 of the recording part 30 
and analyzes the traveling contents of the vehicle, so that the result is outputted on a printer 46.  
Classifications:  
International (IPC 8­9): B60R16/02 G01C23/00 G01F9/00 G01P15/16 
G07C5/00 (Advanced/Invention); 
G01P15/16 G07C5/00 (Advanced/Non­invention); 
B60R16/02 G01C23/00 G01F9/00 G01P15/16 G07C5/00 (Core/Invention); 
G01P15/16 G07C5/00 (Core/Non­invention) 
International (IPC 1­7): B60R16/02 G01C23/00 G01F9/00 G01P15/16 G07C5/00

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP10122896 A2  19980515  JP19970178013  19970703  

 JP2227611 A2  19900910  JP19890049676  19890228  

 JP2769542 B2  19980625  JP19890049676  19890228  

 Priority:

JP19890049676 19890228  JP19970178013 19970703

 Probable Assignee: PLAN N KK 

 Assignee(s): (std): PLAN KK N ; PLAN N KK 

 Assignee(s): N PLAN KK 

 Inventor(s): (std): NISHIMURA YOSHIKAZU 

9) Family number: 11115695 (US5201834A) © PatBase 

Title:  Method for the testing and monitoring of brakes in rail vehicles

Abstract: Source: US5201834A A method for performing operationally prescribed brake trials before the departure of a railway train, utilizes an 
indicating and diagnostic system disposed on board the train and operated by the train driver. Sensors in the braking system of each car bogie 
supply information signals representing pressures, travels and forces to a bogie processor which is connected with a car processor. The car 
processors are connected by a continuous data bus line with a central processor. The central processor processes the operational information 
from the brake system according to a processing program into status reports such as general status indications, fault diagnoses and maintenance
instructions. The indications and instructions are visually displayed on a monitor and a printer, and acoustically reproduced by a speech 
synthesizer through a loudspeaker. The car processors are programmable by means of mobile computers and interrogatable by means of 
pocket terminals. Stored operational data is interrogable from outside each railway car by means of a mobile personal computer at each 
railroad vehicle.  
Classifications:  
International (IPC 8­9): B60T17/22 B60T8/88 B61H1/00 F16D66/00 F16D66/02 
G01M17/007 (Advanced/Invention) 
International (IPC 1­7): B60T17/22 B60T8/88 B61H1/00 B61L23/02 F16D66/02 
G01L5/28 
CPC: B60T8/885 B60T17/228 B60T2270/406 F16D66/00 F16D66/021 F16D2066/005 
European: B60T17/22H B60T8/88B F16D66/00 F16D66/02B L60T270/406 R16D66/00F 
US: 246/167R 246/169.00R 246/169R 340/505

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AT83717 E  19930115  AT19900103089T  19900217  

 DE59000626 D1  19930204  DE19905000626  19900217  

 EP0391047 A1  19901010  EP19900103089  19900217  

 EP0391047 B1  19921223  EP19900103089  19900217  

 ES2037484 T3  19930616  ES19900103089T  19900217  

 JP2290772 A2  19901130  JP19900091332  19900405  

 US5201834 A  19930413  US19920876111  19920427  

 Priority:

CH19890001258 19890405  EP19900103089  19900217  EP19900103089  19900217
EP19900103089  19900217  US19920876111 19920427  US19900504577 19900404

 Probable Assignee: DAIMLERCHRYSLER RAIL SYSTEMS GMBH 

 Assignee(s): (std): INBETEIO AG ; INVENTIO AG 

 Assignee(s): INVENTIO AG HERGISWIL NIDWALDEN CH ; ABB DAIMLER BENZ TRANSPORTATION (SCHWEIZ) AG ; ABB DAIMLER BENZ 
TRANSPORTATION AG ; DAIMLERCHRYSLER AG ; DAIMLERCHRYSLER RAIL SYSTEMS GMBH 

 Inventor(s): (std): MARIO GURAATSUIORI ; KURUTO ANDORETSUGU ; GRAZIOLI MARIO ; ANDEREGG KURT 

 Inventor(s): GRAZIOLI MARIO CH 7000 CHUR CH ; ANDEREGG KURT CH 9424 RHEINECK CH 

 Designated states: AT CH DE ES FR GB IT LI

10) Family number: 3376170 (US5250761A) © PatBase 

Title:  Managing system for construction vehicles

Abstract: Source: US5250761A PCT No. PCT/JP90/01271 Sec. 371 Date Mar. 31, 1992 Sec. 102(e) Date Mar. 31, 1992 PCT Filed Oct. 2, 1990 
PCT Pub. No. WO91/05319 PCT Pub. Date Apr. 18, 1991.A managing system for a construction vehicle which has for its object to enable 
management of the vehicle relating to pre­operation checking, maintenance and summary of work load, etc to be conducted easily and quickly. 
This managing system comprises a vehicle control monitor (7) for inputting and recording information necessary for management of the 
vehicle from a plurality of information sources, a non­contact type recording card (27) for recording the information recorded in the vehicle 
control monitor (7), a card reader/writer (40) for reading out the information recorded in the recording card (27), and a printer (42) and a 
personal computer (43) for compiling management ledgers and displaying data on the basis of the information read out by the card 
reader/writer.  
Classifications:  
International (IPC 8­9): B60P1/00 B60R16/02 B60S5/00 B65G61/00 E02F9/26 
G01D9/00 G01M17/00 G01M17/007 G06Q50/00 G07C3/00 G07C5/08 
G08G1/00 (Advanced/Invention); 
B60P1/00 B60S5/00 B65G61/00 G01D9/00 G01M17/00 G01M17/007 G06Q50/00 
G07C5/00 G08G1/00 (Core/Invention) 
International (IPC 1­7): B60P1/00 B60R16/02 B60S5/00 E02F9/26 G01G19/10 
G01G19/40 G01M17/00 G06F15/21 G06F15/48 G06K19/10 G06K19/14 G07C3/00 
G07C5/00 G08G1/00 
CPC: G01D9/005 G07C5/0858 
European: G01D9/00S G07C5/08R2B 
US: 177/141 177/25.14 701/29.4 701/35

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU199064159 A1  19910428  AU19900064159  19901002  

 AU645761 B2  19940127  AU19900064159  19901002  

 DE69028544 D1  19961017  DE19906028544  19901002  

 DE69028544 T2  19970320  DE19906028544T  19901002  

 EP0495104 A1  19920722  EP19900914238  19901002  

 EP0495104 A4  19930331  EP19900914238  19901002  

 EP0495104 B1  19960911  EP19900914238  19901002  

 JP3118693 A2  19910521  JP19890255247  19891002  

 JP3197261 A2  19910828  JP19890336695  19891227  

 JP3243438 A2  19911030  JP19900036242  19900219  

 US5250761 A  19931005  US19920842389  19920331  

 WO9105319 A1  19910418  WO1990JP01271  19901002  

 Priority:

JP19890255247 19891002  JP19890336695 19891227  WO1990JP01271 19901002
JP19900036242 19900219

 Probable Assignee: KOMATSU SEISAKUSHO KK 

 Assignee(s): (std): KOMATSU MFG CO LTD 

 Assignee(s): KOMATSU SEISAKUSHO KK ; KABUSHIKI KAISHA KOMATSU SEISAKUSHO ; KABUSHIKI KAISHA KOMATSU SEISAKUSHO 
TOKIO TOKYO JP ; KOMATSU LTD 

 Inventor(s): (std): KOYANAGI SATORU 

 Inventor(s): KOYANAGI SATORU C O KAWASAKI FACTORY KAWASAKI SHI ; KOYANAGI SATORU C O KAWASAKI FACTORY KAWASAKI 
SHI KANAGAWA KEN 210 JP ; SATORU KOYANAGI 

 Designated states: AT AU BE CH DE DK ES FR GB IT LU NL SE SU US
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1) Family number: 5379348 (WO8202785A1) © PatBase 

Title:  COMPUTER SYSTEM FOR VEHICLES

Abstract: A computer system for vehicles for calculating and indicating various operating values. Connected to a central processing unit (11) 
are pick­offs (16, 20, 22, 24) for sensing operating quantities, and a clock circuit (27) for giving the time. Further connected to the central 
processing unit are on the one hand a permanent read only memory (12) for the calculating functions of the central processing unit, and on the 
other hand a random access memory (13) and an alphanumeric printer (33). An alphanumeric keyboard (32) is connected to the central 
processing unit to program t e random access memory and for manually controlled typing on the printer.  
Classifications:  
International (IPC 8­9): B60S5/00 G06F17/00 G06Q50/00 G07C5/08 
G07C5/10 (Advanced/Invention); 
G06F17/00 (Advanced/Non­invention); 
B60S5/00 G06F17/00 G06Q50/00 G07C5/00 (Core/Invention) 
International (IPC 1­7): G06F15/20 G06F15/21 G07C5/08 
CPC: B60S5/00 G07C5/10 G07C5/08 H04L29/08558 
European: B60S5/00 G06F15/20 G07C5/08 G07C5/10

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU198167819 A1  19820826  AU19810067819  19810213  

 DK446382 A  19821008  DK19820004463  19821008  

 EP0083578 A1  19830720  EP19810900485  19810213  

 JP58500224 T2  19830210  JP19810500711T  19810213  

 NO823402 A  19821011  NO19820003402  19821011  

 SE424233 B  19820705  SE19790007308  19790903  

 SE424233 C  19821014  SE19790007308  19790903  

 SE7907308 A  19810304  SE19790007308  19790903  

 SE7907308 L  19810304  SE19790007308  19790903  

 WO8202785 A1  19820819  WO1981SE00037  19810213  

 Priority:

SE19790007308 19790903  WO1981SE00037 19810213

 Probable Assignee: OVO IDE OCH PRODUKTUTVECKLING 

 Assignee(s): (std): DYRDAK WALDEMAR ; HOLENDER WLODEK ; OVO IDE OCH PRODUKTUTVECKLING 

 Assignee(s): OVO IDE OCH PRODUKTUTVECKLING AB 

 Inventor(s): (std): DYRAK W ; DYRDAK WALDEMAR ; HOLENDER WLODEK ; DRYDAK W ; HOLENDER W ; DYRDAK W 

 Inventor(s): W DYRDAK ; W HOLENDER ; W DYRAK ; W DRYDAK 

 Designated states: AT AU BR CH DE DK FI FR GB JP LI LU NL NO US

2) Family number: 6459003 (JP59005906A) © PatBase 

Title:  SYSTEM FOR JUDGING AND DISPLAYING GAP AT VEHICLE DOOR

Abstract: Source: JP59005906A PURPOSE:To perform highly accurate measurement, by judging and displaying the gap at a door part by such a 
means, by which controlled data is recorded by a printer through a judgment display panel, a speaker, or a personal computer. 
CONSTITUTION:When a photoelectric switch 3 is actuated, light is irradiated on the side surface of a vehicle 1 from a line sensor camera 2, 
which is provided at the side of the vehicle 1. The reflected light from the vehicle 1 is received by the line sensor camera 2 again and sent to a 
data processor 4. Said data signal is controlled by a system computer 5. A gap 10a at a door part 10 is judged and displayed by such a means, 
by which the controlled data is recorded by a printer 9 through a judgement display panel 6, a speaker 7, or personal computer 8. Since an 
image brightness pattern is compared with a reference value and whether it is correct or not is judged, highly accurate measurement can be 
performed.  
Classifications:  
International (IPC 8­9): B62D65/00 G01B11/14 (Advanced/Invention); 
B62D65/00 G01B11/14 (Core/Invention) 
International (IPC 1­7): B60J5/04 G01B11/14 
CPC: G01B11/14 
European: G01B11/14

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP59005906 A2  19840112  JP19820115875  19820703  

 Priority:

JP19820115875 19820703

 Probable Assignee: MITSUBISHI MOTORS CORP 

 Assignee(s): (std): MITSUBISHI MOTORS CORP 

 Assignee(s): MITSUBISHI JIDOSHA KOGYO KK 

 Inventor(s): (std): OOYABU MAMORU 

3) Family number: 9013917 (GB2126389A) © PatBase 

Title:  Vehicle number plates and their production

Abstract: Source: GB2126389A Data representing a library of characters to be reproduced on a number plate, along with ancillary information 
such as a security code, are contained in a data store 4 which programs the memory of a micro computer or microprocessor 1. Items of this 
data are selected by means of a keyboard 2 according to the characters which are required for a particular number plate, and the computer 1 
then controls the operation of a printer 3 so that the latter produces a graphic image of the selected characters on a carrier 5 which forms at 
least part of the finished number plate. The computer 1 may also control a second printer 6 so that from time to time a hard copy can be 
obtained of all of the number plates which have been produced.  
Classifications:  
International (IPC 8­9): B60R13/10 (Advanced/Invention); 
B60R13/00 (Core/Invention) 
International (IPC 1­7): B41J3/00 B60R13/10 
CPC: B60R13/10 
European: B60R13/10

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 GB2126389 A1  19840321  GB19830022892  19830825  

 GB2126389 B2  19851224  GB19830022892  19830825  

 GB8322892 A0  19830928  GB19830022892  19830825  

 Priority:

GB19820024690 19820827  GB19830022892 19830825

 Probable Assignee: BTR PLC 

 Assignee(s): (std): BTR PLC 

 Inventor(s): (std): PAWSON IAN KARL ; HEPWORTH ADRIAN STEABBEN 

 Inventor(s): ADRIAN STEABBEN HEPWORTH ; IAN KARL PAWSON 

4) Family number: 7071129 (JP59128062A) © PatBase 

Title:  AUTOMATIC PRINTING SYSTEM FOR NAME PLATE FOR VEHICLE

Abstract: Source: JP59128062A PURPOSE:To enhance efficiency and accuracy in a printing work, by a method wherein a central computer for 
controlling the entire part of a vehicle­assembling factory and a printer are connected on­line with each other, and data required for printing 
are transmitted from the central computer to the printer. CONSTITUTION:When working, data required for printing on a name plate for a 
vehicle are transmitted from the central computer 20 to a data­relaying device 30 through a data free way 21. Then, the device 30 selects a 
system comprising a printer­controlling computer 51 and a printer 61 or a system comprising a printer­controlling computer 52 and a 
printer 61. For example, when the system at the left in the figure is selected, the data required for printing are fed to the computer 51 and the 
printer 61. Thereafter, the plate is set by an automatic plate feeder 70 on the basis of a command from the computer 51, and printing is 
conducted on the plate by the printer 61.  
Classifications:  
International (IPC 8­9): B60R13/10 B62D65/00 G05B15/02 (Advanced/Invention); 
B60R13/00 B62D65/00 G05B15/02 (Core/Invention) 
International (IPC 1­7): B23K11/02 B23K9/095 B62D65/00 G05B15/02 
CPC: B60R13/10 
European: B60R13/10

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP59128062 A2  19840724  JP19830000260  19830106  

 Priority:

JP19830000260 19830106

 Probable Assignee: HONDA MOTOR CO LTD 

 Assignee(s): (std): HONDA MOTOR CO LTD ; NISSAN MOTOR 

 Assignee(s): HONDA GIKEN KOGYO KK ; NISSAN JIDOSHA KK 

 Inventor(s): (std): TANGE TSUTOMU ; NOMIYAMA MASANORI ; KATO HISASHI ; KAKIMOTO YUKIO ; AOYAMA HARUO 

5) Family number: 7802379 (JP60093131A) © PatBase 

Title:  OPERATION CONTROL DEVICE OF AUTOMOBILE

Abstract: Source: JP60093131A PURPOSE:To enable the suitable data, by which an automobile can perform its economic running, to be given to 
the driver or the operation controller, by calculating the detection outputs of sensors, which detect the speed of an engine and its load, so as to 
output the arithmetic result. CONSTITUTION:A microcomputer 10 reads at every second the speed of an engine 1 from a speed detecting sensor 
9 while its load from a load sensor 8, storing these data in a corresponding address to a random access memory (RAM) of the computer 10. 
Then a value of the address is added by one because the data are stored as a frequency, for instance, the speed is divided into ten sections of 
every 400rpm over the range from 500 to 4,400rpm, while the load is divided into ten sections 10 percent by 10 percent. While the frequency of 
the corresponding address is added one by one in accordance with the speed and the load respectively detected by the sensors 8, 9. In this way, 
the operating condition of a vehicle is known by printing a content, stored in the RAM10 after the predetermined operation, by a printer 16, and
operation improving fuel consumption can be guided on the basis of the operating condition.  
Classifications:  
International (IPC 8­9): B60K26/04 F02B77/08 F02D29/02 F16H59/42 F16H59/74 
F16H61/00 G07C5/00 (Advanced/Invention); 
B60K26/00 F02B77/08 F02D29/02 F16H59/00 F16H59/42 F16H61/00 
G07C5/00 (Core/Invention) 
International (IPC 1­7): B60K26/04 F02B77/08 F02D29/02 F16H5/66 G07C5/00 
G08G1/09 
CPC: F02B77/084 
European: F02B77/08E

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP1810465 C3  19931227  JP19830201570  19831027  

 JP5014315 B4  19930224  JP19830201570  19831027  

 JP60093131 A2  19850524  JP19830201570  19831027  

 Priority:

JP19830201570 19831027

 Probable Assignee: HINO MOTORS LTD 

 Assignee(s): (std): HINO MOTORS LTD 

 Assignee(s): HINO JIDOSHA KOGYO KK 

 Inventor(s): (std): AOYAMA FUJIO ; ICHINO FUMIYUKI ; KOIDE HIDENORI ; NAKAJIMA MASARU 

 Inventor(s): ICHINO FUMYUKI 

6) Family number: 9301025 (JP63173914A) © PatBase 

Title:  SURVEYING INVESTIGATION VEHICLE

Abstract: Source: JP63173914A PURPOSE: To perform photo survey on the spot within a short time, by incorporating a photographic developing 
dark room, a surveyed data processing means and an analytical drawing means in one vehicle. CONSTITUTION: An operation chamber 51 
having various devices arranged therein, a photographic developing dark room 52 and a receiving chamber 53 for receiving machine parts are 
provided in a surveying investigation vehicle 50. An analytical drawing machine 19, personal computers 13, 20, a printer 18, an XY plotter 25 
and a three­dimensional space digitizer 30 are arranged in the operation chamber 51. This surveying investigation vehicle 50 is carried to the 
surveying spot and a mark is set to take a surveying photograph. The surveying photograph is developed in the dark room 52. The surveying of 
the mark is performed and the surveyed data are inputted to the personal computer 13. The developed photograph is set to the analytical 
drawing machine 19 and processed along with the inputted mark point data to display a figure on a display device. This figure is smoothed by 
keyboard operation to be plotted on the XY plotter.  
Classifications:  
International (IPC 8­9): B60P3/00 G01C11/00 (Advanced/Invention) 
International (IPC 1­7): B60P3/00 G01C11/00

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP63173914 A2  19880718  JP19870006783  19870114  

 Priority:

JP19870006783 19870114

 Probable Assignee: PASCO CORP 

 Assignee(s): (std): PASCO CORP 

 Assignee(s): PASUKO KK 

 Inventor(s): (std): HASEGAWA HIROYUKI ; SATO YASUO 

7) Family number: 3273227 (JP1313773A) © PatBase 

Title:  FAULT DIAGNOSIS SUPPORTING DEVICE FOR ON­VEHICLE ELECTRONIC DEVICE

Abstract: Source: JP1313773A PURPOSE: To easily execute an objective fault diagnosis by calculating the data of a sensor and an actuator, 
etc., obtained by an electronic controller which have been received by a tester by a computer, and providing a CRT screen for bringing the data
to image display and a printer. CONSTITUTION: An electronic controller 1 to which a sensor 4 has been connected and which has an actuator, 
etc., and a tester 2 having a storage device 8 are connected by a wiring 7, so that data can be transmitted and received mutually by using a 
serial transmission system. Subsequently, a host computer 9 which is provided with a CRT screen 11 for graphing and displaying the data, and 
to which a printer 12 has been connected is connected to the tester 2 through an RS­232C communication circuit 10. In such a way, analog data
information of the sensor and the actuator, etc., obtained from the electronic controller 1 can be brought to image display on the CRT screen 11, 
and data information can be printed, therefore, an objective fault diagnosis can be executed.  
Classifications:  
International (IPC 8­9): B60R16/02 G01D21/00 G01M17/00 G01M17/007 G01R31/00 
G08B5/00 G08C15/00 H04Q9/00 (Advanced/Invention); 
B60R16/02 G01D21/00 G01M17/00 G01M17/007 G01R31/00 G08B5/00 G08C15/00 
H04Q9/00 (Core/Invention) 
International (IPC 1­7): B60R16/02 G01D21/00 G01R31/00 G08B5/00 G08C15/00 
H04Q9/00

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP1313773 A2  19891219  JP19880145178  19880613  

 Priority:

JP19880145178 19880613

 Probable Assignee: MITSUBISHI ELECTRIC CORP 

 Assignee(s): (std): MITSUBISHI ELECTRIC CORP 

 Inventor(s): (std): HAYAKAWA MITSURU ; HIRANO SHIGEAKI ; KIMURA KAZUJI ; MAEKAWA HIROTOSHI ; MORI KAZUNARI 

8) Family number: 4956236 (JP2227611A) © PatBase 

Title:  SAFE TRAVELING CONTROLLER

Abstract: Source: JP2227611A PURPOSE:To improve the safety rate of traveling by reading a display means which displays whether or not the 
current traveling state of a vehicle is safe from operation data and travel information and the quantity of variation in points indicating the 
degree of safe operation. CONSTITUTION:The memory 34 of a drive recording part 30 is stored with operation data detected by a speed sensor 
12, a brake sensor 14, and other sensors 16, current points found by an arithmetic part (ALU) 26, etc., with time. Further, the recording part 30 
is provided with a display 36 to display the current points found by the ALU 26 and messages for safe traveling together with an alarm tone from 
a speaker 38. Further, even when the current points become less than a specific value which is determined as the range of the safe traveling, the
alarm tone is outputted from the speaker 38. Further, an analytic system 40 is connected to the recording part 30 of the vehicle after its 
traveling and an analytic part 44 which is controlled by a computer 42 reads the storage contents of the memory 34 of the recording part 30 
and analyzes the traveling contents of the vehicle, so that the result is outputted on a printer 46.  
Classifications:  
International (IPC 8­9): B60R16/02 G01C23/00 G01F9/00 G01P15/16 
G07C5/00 (Advanced/Invention); 
G01P15/16 G07C5/00 (Advanced/Non­invention); 
B60R16/02 G01C23/00 G01F9/00 G01P15/16 G07C5/00 (Core/Invention); 
G01P15/16 G07C5/00 (Core/Non­invention) 
International (IPC 1­7): B60R16/02 G01C23/00 G01F9/00 G01P15/16 G07C5/00

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP10122896 A2  19980515  JP19970178013  19970703  

 JP2227611 A2  19900910  JP19890049676  19890228  

 JP2769542 B2  19980625  JP19890049676  19890228  

 Priority:

JP19890049676 19890228  JP19970178013 19970703

 Probable Assignee: PLAN N KK 

 Assignee(s): (std): PLAN KK N ; PLAN N KK 

 Assignee(s): N PLAN KK 

 Inventor(s): (std): NISHIMURA YOSHIKAZU 

9) Family number: 11115695 (US5201834A) © PatBase 

Title:  Method for the testing and monitoring of brakes in rail vehicles

Abstract: Source: US5201834A A method for performing operationally prescribed brake trials before the departure of a railway train, utilizes an 
indicating and diagnostic system disposed on board the train and operated by the train driver. Sensors in the braking system of each car bogie 
supply information signals representing pressures, travels and forces to a bogie processor which is connected with a car processor. The car 
processors are connected by a continuous data bus line with a central processor. The central processor processes the operational information 
from the brake system according to a processing program into status reports such as general status indications, fault diagnoses and maintenance
instructions. The indications and instructions are visually displayed on a monitor and a printer, and acoustically reproduced by a speech 
synthesizer through a loudspeaker. The car processors are programmable by means of mobile computers and interrogatable by means of 
pocket terminals. Stored operational data is interrogable from outside each railway car by means of a mobile personal computer at each 
railroad vehicle.  
Classifications:  
International (IPC 8­9): B60T17/22 B60T8/88 B61H1/00 F16D66/00 F16D66/02 
G01M17/007 (Advanced/Invention) 
International (IPC 1­7): B60T17/22 B60T8/88 B61H1/00 B61L23/02 F16D66/02 
G01L5/28 
CPC: B60T8/885 B60T17/228 B60T2270/406 F16D66/00 F16D66/021 F16D2066/005 
European: B60T17/22H B60T8/88B F16D66/00 F16D66/02B L60T270/406 R16D66/00F 
US: 246/167R 246/169.00R 246/169R 340/505

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AT83717 E  19930115  AT19900103089T  19900217  

 DE59000626 D1  19930204  DE19905000626  19900217  

 EP0391047 A1  19901010  EP19900103089  19900217  

 EP0391047 B1  19921223  EP19900103089  19900217  

 ES2037484 T3  19930616  ES19900103089T  19900217  

 JP2290772 A2  19901130  JP19900091332  19900405  

 US5201834 A  19930413  US19920876111  19920427  

 Priority:

CH19890001258 19890405  EP19900103089  19900217  EP19900103089  19900217
EP19900103089  19900217  US19920876111 19920427  US19900504577 19900404

 Probable Assignee: DAIMLERCHRYSLER RAIL SYSTEMS GMBH 

 Assignee(s): (std): INBETEIO AG ; INVENTIO AG 

 Assignee(s): INVENTIO AG HERGISWIL NIDWALDEN CH ; ABB DAIMLER BENZ TRANSPORTATION (SCHWEIZ) AG ; ABB DAIMLER BENZ 
TRANSPORTATION AG ; DAIMLERCHRYSLER AG ; DAIMLERCHRYSLER RAIL SYSTEMS GMBH 

 Inventor(s): (std): MARIO GURAATSUIORI ; KURUTO ANDORETSUGU ; GRAZIOLI MARIO ; ANDEREGG KURT 

 Inventor(s): GRAZIOLI MARIO CH 7000 CHUR CH ; ANDEREGG KURT CH 9424 RHEINECK CH 

 Designated states: AT CH DE ES FR GB IT LI

10) Family number: 3376170 (US5250761A) © PatBase 

Title:  Managing system for construction vehicles

Abstract: Source: US5250761A PCT No. PCT/JP90/01271 Sec. 371 Date Mar. 31, 1992 Sec. 102(e) Date Mar. 31, 1992 PCT Filed Oct. 2, 1990 
PCT Pub. No. WO91/05319 PCT Pub. Date Apr. 18, 1991.A managing system for a construction vehicle which has for its object to enable 
management of the vehicle relating to pre­operation checking, maintenance and summary of work load, etc to be conducted easily and quickly. 
This managing system comprises a vehicle control monitor (7) for inputting and recording information necessary for management of the 
vehicle from a plurality of information sources, a non­contact type recording card (27) for recording the information recorded in the vehicle 
control monitor (7), a card reader/writer (40) for reading out the information recorded in the recording card (27), and a printer (42) and a 
personal computer (43) for compiling management ledgers and displaying data on the basis of the information read out by the card 
reader/writer.  
Classifications:  
International (IPC 8­9): B60P1/00 B60R16/02 B60S5/00 B65G61/00 E02F9/26 
G01D9/00 G01M17/00 G01M17/007 G06Q50/00 G07C3/00 G07C5/08 
G08G1/00 (Advanced/Invention); 
B60P1/00 B60S5/00 B65G61/00 G01D9/00 G01M17/00 G01M17/007 G06Q50/00 
G07C5/00 G08G1/00 (Core/Invention) 
International (IPC 1­7): B60P1/00 B60R16/02 B60S5/00 E02F9/26 G01G19/10 
G01G19/40 G01M17/00 G06F15/21 G06F15/48 G06K19/10 G06K19/14 G07C3/00 
G07C5/00 G08G1/00 
CPC: G01D9/005 G07C5/0858 
European: G01D9/00S G07C5/08R2B 
US: 177/141 177/25.14 701/29.4 701/35

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU199064159 A1  19910428  AU19900064159  19901002  

 AU645761 B2  19940127  AU19900064159  19901002  

 DE69028544 D1  19961017  DE19906028544  19901002  

 DE69028544 T2  19970320  DE19906028544T  19901002  

 EP0495104 A1  19920722  EP19900914238  19901002  

 EP0495104 A4  19930331  EP19900914238  19901002  

 EP0495104 B1  19960911  EP19900914238  19901002  

 JP3118693 A2  19910521  JP19890255247  19891002  

 JP3197261 A2  19910828  JP19890336695  19891227  

 JP3243438 A2  19911030  JP19900036242  19900219  

 US5250761 A  19931005  US19920842389  19920331  

 WO9105319 A1  19910418  WO1990JP01271  19901002  

 Priority:

JP19890255247 19891002  JP19890336695 19891227  WO1990JP01271 19901002
JP19900036242 19900219

 Probable Assignee: KOMATSU SEISAKUSHO KK 

 Assignee(s): (std): KOMATSU MFG CO LTD 

 Assignee(s): KOMATSU SEISAKUSHO KK ; KABUSHIKI KAISHA KOMATSU SEISAKUSHO ; KABUSHIKI KAISHA KOMATSU SEISAKUSHO 
TOKIO TOKYO JP ; KOMATSU LTD 

 Inventor(s): (std): KOYANAGI SATORU 

 Inventor(s): KOYANAGI SATORU C O KAWASAKI FACTORY KAWASAKI SHI ; KOYANAGI SATORU C O KAWASAKI FACTORY KAWASAKI 
SHI KANAGAWA KEN 210 JP ; SATORU KOYANAGI 

 Designated states: AT AU BE CH DE DK ES FR GB IT LU NL SE SU US
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1) Family number: 5379348 (WO8202785A1) © PatBase 

Title:  COMPUTER SYSTEM FOR VEHICLES

Abstract: A computer system for vehicles for calculating and indicating various operating values. Connected to a central processing unit (11) 
are pick­offs (16, 20, 22, 24) for sensing operating quantities, and a clock circuit (27) for giving the time. Further connected to the central 
processing unit are on the one hand a permanent read only memory (12) for the calculating functions of the central processing unit, and on the 
other hand a random access memory (13) and an alphanumeric printer (33). An alphanumeric keyboard (32) is connected to the central 
processing unit to program t e random access memory and for manually controlled typing on the printer.  
Classifications:  
International (IPC 8­9): B60S5/00 G06F17/00 G06Q50/00 G07C5/08 
G07C5/10 (Advanced/Invention); 
G06F17/00 (Advanced/Non­invention); 
B60S5/00 G06F17/00 G06Q50/00 G07C5/00 (Core/Invention) 
International (IPC 1­7): G06F15/20 G06F15/21 G07C5/08 
CPC: B60S5/00 G07C5/10 G07C5/08 H04L29/08558 
European: B60S5/00 G06F15/20 G07C5/08 G07C5/10

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU198167819 A1  19820826  AU19810067819  19810213  

 DK446382 A  19821008  DK19820004463  19821008  

 EP0083578 A1  19830720  EP19810900485  19810213  

 JP58500224 T2  19830210  JP19810500711T  19810213  

 NO823402 A  19821011  NO19820003402  19821011  

 SE424233 B  19820705  SE19790007308  19790903  

 SE424233 C  19821014  SE19790007308  19790903  

 SE7907308 A  19810304  SE19790007308  19790903  

 SE7907308 L  19810304  SE19790007308  19790903  

 WO8202785 A1  19820819  WO1981SE00037  19810213  

 Priority:

SE19790007308 19790903  WO1981SE00037 19810213

 Probable Assignee: OVO IDE OCH PRODUKTUTVECKLING 

 Assignee(s): (std): DYRDAK WALDEMAR ; HOLENDER WLODEK ; OVO IDE OCH PRODUKTUTVECKLING 

 Assignee(s): OVO IDE OCH PRODUKTUTVECKLING AB 

 Inventor(s): (std): DYRAK W ; DYRDAK WALDEMAR ; HOLENDER WLODEK ; DRYDAK W ; HOLENDER W ; DYRDAK W 

 Inventor(s): W DYRDAK ; W HOLENDER ; W DYRAK ; W DRYDAK 

 Designated states: AT AU BR CH DE DK FI FR GB JP LI LU NL NO US

2) Family number: 6459003 (JP59005906A) © PatBase 

Title:  SYSTEM FOR JUDGING AND DISPLAYING GAP AT VEHICLE DOOR

Abstract: Source: JP59005906A PURPOSE:To perform highly accurate measurement, by judging and displaying the gap at a door part by such a 
means, by which controlled data is recorded by a printer through a judgment display panel, a speaker, or a personal computer. 
CONSTITUTION:When a photoelectric switch 3 is actuated, light is irradiated on the side surface of a vehicle 1 from a line sensor camera 2, 
which is provided at the side of the vehicle 1. The reflected light from the vehicle 1 is received by the line sensor camera 2 again and sent to a 
data processor 4. Said data signal is controlled by a system computer 5. A gap 10a at a door part 10 is judged and displayed by such a means, 
by which the controlled data is recorded by a printer 9 through a judgement display panel 6, a speaker 7, or personal computer 8. Since an 
image brightness pattern is compared with a reference value and whether it is correct or not is judged, highly accurate measurement can be 
performed.  
Classifications:  
International (IPC 8­9): B62D65/00 G01B11/14 (Advanced/Invention); 
B62D65/00 G01B11/14 (Core/Invention) 
International (IPC 1­7): B60J5/04 G01B11/14 
CPC: G01B11/14 
European: G01B11/14

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP59005906 A2  19840112  JP19820115875  19820703  

 Priority:

JP19820115875 19820703

 Probable Assignee: MITSUBISHI MOTORS CORP 

 Assignee(s): (std): MITSUBISHI MOTORS CORP 

 Assignee(s): MITSUBISHI JIDOSHA KOGYO KK 

 Inventor(s): (std): OOYABU MAMORU 

3) Family number: 9013917 (GB2126389A) © PatBase 

Title:  Vehicle number plates and their production

Abstract: Source: GB2126389A Data representing a library of characters to be reproduced on a number plate, along with ancillary information 
such as a security code, are contained in a data store 4 which programs the memory of a micro computer or microprocessor 1. Items of this 
data are selected by means of a keyboard 2 according to the characters which are required for a particular number plate, and the computer 1 
then controls the operation of a printer 3 so that the latter produces a graphic image of the selected characters on a carrier 5 which forms at 
least part of the finished number plate. The computer 1 may also control a second printer 6 so that from time to time a hard copy can be 
obtained of all of the number plates which have been produced.  
Classifications:  
International (IPC 8­9): B60R13/10 (Advanced/Invention); 
B60R13/00 (Core/Invention) 
International (IPC 1­7): B41J3/00 B60R13/10 
CPC: B60R13/10 
European: B60R13/10

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 GB2126389 A1  19840321  GB19830022892  19830825  

 GB2126389 B2  19851224  GB19830022892  19830825  

 GB8322892 A0  19830928  GB19830022892  19830825  

 Priority:

GB19820024690 19820827  GB19830022892 19830825

 Probable Assignee: BTR PLC 

 Assignee(s): (std): BTR PLC 

 Inventor(s): (std): PAWSON IAN KARL ; HEPWORTH ADRIAN STEABBEN 

 Inventor(s): ADRIAN STEABBEN HEPWORTH ; IAN KARL PAWSON 

4) Family number: 7071129 (JP59128062A) © PatBase 

Title:  AUTOMATIC PRINTING SYSTEM FOR NAME PLATE FOR VEHICLE

Abstract: Source: JP59128062A PURPOSE:To enhance efficiency and accuracy in a printing work, by a method wherein a central computer for 
controlling the entire part of a vehicle­assembling factory and a printer are connected on­line with each other, and data required for printing 
are transmitted from the central computer to the printer. CONSTITUTION:When working, data required for printing on a name plate for a 
vehicle are transmitted from the central computer 20 to a data­relaying device 30 through a data free way 21. Then, the device 30 selects a 
system comprising a printer­controlling computer 51 and a printer 61 or a system comprising a printer­controlling computer 52 and a 
printer 61. For example, when the system at the left in the figure is selected, the data required for printing are fed to the computer 51 and the 
printer 61. Thereafter, the plate is set by an automatic plate feeder 70 on the basis of a command from the computer 51, and printing is 
conducted on the plate by the printer 61.  
Classifications:  
International (IPC 8­9): B60R13/10 B62D65/00 G05B15/02 (Advanced/Invention); 
B60R13/00 B62D65/00 G05B15/02 (Core/Invention) 
International (IPC 1­7): B23K11/02 B23K9/095 B62D65/00 G05B15/02 
CPC: B60R13/10 
European: B60R13/10

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP59128062 A2  19840724  JP19830000260  19830106  

 Priority:

JP19830000260 19830106

 Probable Assignee: HONDA MOTOR CO LTD 

 Assignee(s): (std): HONDA MOTOR CO LTD ; NISSAN MOTOR 

 Assignee(s): HONDA GIKEN KOGYO KK ; NISSAN JIDOSHA KK 

 Inventor(s): (std): TANGE TSUTOMU ; NOMIYAMA MASANORI ; KATO HISASHI ; KAKIMOTO YUKIO ; AOYAMA HARUO 

5) Family number: 7802379 (JP60093131A) © PatBase 

Title:  OPERATION CONTROL DEVICE OF AUTOMOBILE

Abstract: Source: JP60093131A PURPOSE:To enable the suitable data, by which an automobile can perform its economic running, to be given to 
the driver or the operation controller, by calculating the detection outputs of sensors, which detect the speed of an engine and its load, so as to 
output the arithmetic result. CONSTITUTION:A microcomputer 10 reads at every second the speed of an engine 1 from a speed detecting sensor 
9 while its load from a load sensor 8, storing these data in a corresponding address to a random access memory (RAM) of the computer 10. 
Then a value of the address is added by one because the data are stored as a frequency, for instance, the speed is divided into ten sections of 
every 400rpm over the range from 500 to 4,400rpm, while the load is divided into ten sections 10 percent by 10 percent. While the frequency of 
the corresponding address is added one by one in accordance with the speed and the load respectively detected by the sensors 8, 9. In this way, 
the operating condition of a vehicle is known by printing a content, stored in the RAM10 after the predetermined operation, by a printer 16, and
operation improving fuel consumption can be guided on the basis of the operating condition.  
Classifications:  
International (IPC 8­9): B60K26/04 F02B77/08 F02D29/02 F16H59/42 F16H59/74 
F16H61/00 G07C5/00 (Advanced/Invention); 
B60K26/00 F02B77/08 F02D29/02 F16H59/00 F16H59/42 F16H61/00 
G07C5/00 (Core/Invention) 
International (IPC 1­7): B60K26/04 F02B77/08 F02D29/02 F16H5/66 G07C5/00 
G08G1/09 
CPC: F02B77/084 
European: F02B77/08E

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP1810465 C3  19931227  JP19830201570  19831027  

 JP5014315 B4  19930224  JP19830201570  19831027  

 JP60093131 A2  19850524  JP19830201570  19831027  

 Priority:

JP19830201570 19831027

 Probable Assignee: HINO MOTORS LTD 

 Assignee(s): (std): HINO MOTORS LTD 

 Assignee(s): HINO JIDOSHA KOGYO KK 

 Inventor(s): (std): AOYAMA FUJIO ; ICHINO FUMIYUKI ; KOIDE HIDENORI ; NAKAJIMA MASARU 

 Inventor(s): ICHINO FUMYUKI 

6) Family number: 9301025 (JP63173914A) © PatBase 

Title:  SURVEYING INVESTIGATION VEHICLE

Abstract: Source: JP63173914A PURPOSE: To perform photo survey on the spot within a short time, by incorporating a photographic developing 
dark room, a surveyed data processing means and an analytical drawing means in one vehicle. CONSTITUTION: An operation chamber 51 
having various devices arranged therein, a photographic developing dark room 52 and a receiving chamber 53 for receiving machine parts are 
provided in a surveying investigation vehicle 50. An analytical drawing machine 19, personal computers 13, 20, a printer 18, an XY plotter 25 
and a three­dimensional space digitizer 30 are arranged in the operation chamber 51. This surveying investigation vehicle 50 is carried to the 
surveying spot and a mark is set to take a surveying photograph. The surveying photograph is developed in the dark room 52. The surveying of 
the mark is performed and the surveyed data are inputted to the personal computer 13. The developed photograph is set to the analytical 
drawing machine 19 and processed along with the inputted mark point data to display a figure on a display device. This figure is smoothed by 
keyboard operation to be plotted on the XY plotter.  
Classifications:  
International (IPC 8­9): B60P3/00 G01C11/00 (Advanced/Invention) 
International (IPC 1­7): B60P3/00 G01C11/00

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP63173914 A2  19880718  JP19870006783  19870114  

 Priority:

JP19870006783 19870114

 Probable Assignee: PASCO CORP 

 Assignee(s): (std): PASCO CORP 

 Assignee(s): PASUKO KK 

 Inventor(s): (std): HASEGAWA HIROYUKI ; SATO YASUO 

7) Family number: 3273227 (JP1313773A) © PatBase 

Title:  FAULT DIAGNOSIS SUPPORTING DEVICE FOR ON­VEHICLE ELECTRONIC DEVICE

Abstract: Source: JP1313773A PURPOSE: To easily execute an objective fault diagnosis by calculating the data of a sensor and an actuator, 
etc., obtained by an electronic controller which have been received by a tester by a computer, and providing a CRT screen for bringing the data
to image display and a printer. CONSTITUTION: An electronic controller 1 to which a sensor 4 has been connected and which has an actuator, 
etc., and a tester 2 having a storage device 8 are connected by a wiring 7, so that data can be transmitted and received mutually by using a 
serial transmission system. Subsequently, a host computer 9 which is provided with a CRT screen 11 for graphing and displaying the data, and 
to which a printer 12 has been connected is connected to the tester 2 through an RS­232C communication circuit 10. In such a way, analog data
information of the sensor and the actuator, etc., obtained from the electronic controller 1 can be brought to image display on the CRT screen 11, 
and data information can be printed, therefore, an objective fault diagnosis can be executed.  
Classifications:  
International (IPC 8­9): B60R16/02 G01D21/00 G01M17/00 G01M17/007 G01R31/00 
G08B5/00 G08C15/00 H04Q9/00 (Advanced/Invention); 
B60R16/02 G01D21/00 G01M17/00 G01M17/007 G01R31/00 G08B5/00 G08C15/00 
H04Q9/00 (Core/Invention) 
International (IPC 1­7): B60R16/02 G01D21/00 G01R31/00 G08B5/00 G08C15/00 
H04Q9/00

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP1313773 A2  19891219  JP19880145178  19880613  

 Priority:

JP19880145178 19880613

 Probable Assignee: MITSUBISHI ELECTRIC CORP 

 Assignee(s): (std): MITSUBISHI ELECTRIC CORP 

 Inventor(s): (std): HAYAKAWA MITSURU ; HIRANO SHIGEAKI ; KIMURA KAZUJI ; MAEKAWA HIROTOSHI ; MORI KAZUNARI 

8) Family number: 4956236 (JP2227611A) © PatBase 

Title:  SAFE TRAVELING CONTROLLER

Abstract: Source: JP2227611A PURPOSE:To improve the safety rate of traveling by reading a display means which displays whether or not the 
current traveling state of a vehicle is safe from operation data and travel information and the quantity of variation in points indicating the 
degree of safe operation. CONSTITUTION:The memory 34 of a drive recording part 30 is stored with operation data detected by a speed sensor 
12, a brake sensor 14, and other sensors 16, current points found by an arithmetic part (ALU) 26, etc., with time. Further, the recording part 30 
is provided with a display 36 to display the current points found by the ALU 26 and messages for safe traveling together with an alarm tone from 
a speaker 38. Further, even when the current points become less than a specific value which is determined as the range of the safe traveling, the
alarm tone is outputted from the speaker 38. Further, an analytic system 40 is connected to the recording part 30 of the vehicle after its 
traveling and an analytic part 44 which is controlled by a computer 42 reads the storage contents of the memory 34 of the recording part 30 
and analyzes the traveling contents of the vehicle, so that the result is outputted on a printer 46.  
Classifications:  
International (IPC 8­9): B60R16/02 G01C23/00 G01F9/00 G01P15/16 
G07C5/00 (Advanced/Invention); 
G01P15/16 G07C5/00 (Advanced/Non­invention); 
B60R16/02 G01C23/00 G01F9/00 G01P15/16 G07C5/00 (Core/Invention); 
G01P15/16 G07C5/00 (Core/Non­invention) 
International (IPC 1­7): B60R16/02 G01C23/00 G01F9/00 G01P15/16 G07C5/00

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP10122896 A2  19980515  JP19970178013  19970703  

 JP2227611 A2  19900910  JP19890049676  19890228  

 JP2769542 B2  19980625  JP19890049676  19890228  

 Priority:

JP19890049676 19890228  JP19970178013 19970703

 Probable Assignee: PLAN N KK 

 Assignee(s): (std): PLAN KK N ; PLAN N KK 

 Assignee(s): N PLAN KK 

 Inventor(s): (std): NISHIMURA YOSHIKAZU 

9) Family number: 11115695 (US5201834A) © PatBase 

Title:  Method for the testing and monitoring of brakes in rail vehicles

Abstract: Source: US5201834A A method for performing operationally prescribed brake trials before the departure of a railway train, utilizes an 
indicating and diagnostic system disposed on board the train and operated by the train driver. Sensors in the braking system of each car bogie 
supply information signals representing pressures, travels and forces to a bogie processor which is connected with a car processor. The car 
processors are connected by a continuous data bus line with a central processor. The central processor processes the operational information 
from the brake system according to a processing program into status reports such as general status indications, fault diagnoses and maintenance
instructions. The indications and instructions are visually displayed on a monitor and a printer, and acoustically reproduced by a speech 
synthesizer through a loudspeaker. The car processors are programmable by means of mobile computers and interrogatable by means of 
pocket terminals. Stored operational data is interrogable from outside each railway car by means of a mobile personal computer at each 
railroad vehicle.  
Classifications:  
International (IPC 8­9): B60T17/22 B60T8/88 B61H1/00 F16D66/00 F16D66/02 
G01M17/007 (Advanced/Invention) 
International (IPC 1­7): B60T17/22 B60T8/88 B61H1/00 B61L23/02 F16D66/02 
G01L5/28 
CPC: B60T8/885 B60T17/228 B60T2270/406 F16D66/00 F16D66/021 F16D2066/005 
European: B60T17/22H B60T8/88B F16D66/00 F16D66/02B L60T270/406 R16D66/00F 
US: 246/167R 246/169.00R 246/169R 340/505

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AT83717 E  19930115  AT19900103089T  19900217  

 DE59000626 D1  19930204  DE19905000626  19900217  

 EP0391047 A1  19901010  EP19900103089  19900217  

 EP0391047 B1  19921223  EP19900103089  19900217  

 ES2037484 T3  19930616  ES19900103089T  19900217  

 JP2290772 A2  19901130  JP19900091332  19900405  

 US5201834 A  19930413  US19920876111  19920427  

 Priority:

CH19890001258 19890405  EP19900103089  19900217  EP19900103089  19900217
EP19900103089  19900217  US19920876111 19920427  US19900504577 19900404

 Probable Assignee: DAIMLERCHRYSLER RAIL SYSTEMS GMBH 

 Assignee(s): (std): INBETEIO AG ; INVENTIO AG 

 Assignee(s): INVENTIO AG HERGISWIL NIDWALDEN CH ; ABB DAIMLER BENZ TRANSPORTATION (SCHWEIZ) AG ; ABB DAIMLER BENZ 
TRANSPORTATION AG ; DAIMLERCHRYSLER AG ; DAIMLERCHRYSLER RAIL SYSTEMS GMBH 

 Inventor(s): (std): MARIO GURAATSUIORI ; KURUTO ANDORETSUGU ; GRAZIOLI MARIO ; ANDEREGG KURT 

 Inventor(s): GRAZIOLI MARIO CH 7000 CHUR CH ; ANDEREGG KURT CH 9424 RHEINECK CH 

 Designated states: AT CH DE ES FR GB IT LI

10) Family number: 3376170 (US5250761A) © PatBase 

Title:  Managing system for construction vehicles

Abstract: Source: US5250761A PCT No. PCT/JP90/01271 Sec. 371 Date Mar. 31, 1992 Sec. 102(e) Date Mar. 31, 1992 PCT Filed Oct. 2, 1990 
PCT Pub. No. WO91/05319 PCT Pub. Date Apr. 18, 1991.A managing system for a construction vehicle which has for its object to enable 
management of the vehicle relating to pre­operation checking, maintenance and summary of work load, etc to be conducted easily and quickly. 
This managing system comprises a vehicle control monitor (7) for inputting and recording information necessary for management of the 
vehicle from a plurality of information sources, a non­contact type recording card (27) for recording the information recorded in the vehicle 
control monitor (7), a card reader/writer (40) for reading out the information recorded in the recording card (27), and a printer (42) and a 
personal computer (43) for compiling management ledgers and displaying data on the basis of the information read out by the card 
reader/writer.  
Classifications:  
International (IPC 8­9): B60P1/00 B60R16/02 B60S5/00 B65G61/00 E02F9/26 
G01D9/00 G01M17/00 G01M17/007 G06Q50/00 G07C3/00 G07C5/08 
G08G1/00 (Advanced/Invention); 
B60P1/00 B60S5/00 B65G61/00 G01D9/00 G01M17/00 G01M17/007 G06Q50/00 
G07C5/00 G08G1/00 (Core/Invention) 
International (IPC 1­7): B60P1/00 B60R16/02 B60S5/00 E02F9/26 G01G19/10 
G01G19/40 G01M17/00 G06F15/21 G06F15/48 G06K19/10 G06K19/14 G07C3/00 
G07C5/00 G08G1/00 
CPC: G01D9/005 G07C5/0858 
European: G01D9/00S G07C5/08R2B 
US: 177/141 177/25.14 701/29.4 701/35

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU199064159 A1  19910428  AU19900064159  19901002  

 AU645761 B2  19940127  AU19900064159  19901002  

 DE69028544 D1  19961017  DE19906028544  19901002  

 DE69028544 T2  19970320  DE19906028544T  19901002  

 EP0495104 A1  19920722  EP19900914238  19901002  

 EP0495104 A4  19930331  EP19900914238  19901002  

 EP0495104 B1  19960911  EP19900914238  19901002  

 JP3118693 A2  19910521  JP19890255247  19891002  

 JP3197261 A2  19910828  JP19890336695  19891227  

 JP3243438 A2  19911030  JP19900036242  19900219  

 US5250761 A  19931005  US19920842389  19920331  

 WO9105319 A1  19910418  WO1990JP01271  19901002  

 Priority:

JP19890255247 19891002  JP19890336695 19891227  WO1990JP01271 19901002
JP19900036242 19900219

 Probable Assignee: KOMATSU SEISAKUSHO KK 

 Assignee(s): (std): KOMATSU MFG CO LTD 

 Assignee(s): KOMATSU SEISAKUSHO KK ; KABUSHIKI KAISHA KOMATSU SEISAKUSHO ; KABUSHIKI KAISHA KOMATSU SEISAKUSHO 
TOKIO TOKYO JP ; KOMATSU LTD 

 Inventor(s): (std): KOYANAGI SATORU 

 Inventor(s): KOYANAGI SATORU C O KAWASAKI FACTORY KAWASAKI SHI ; KOYANAGI SATORU C O KAWASAKI FACTORY KAWASAKI 
SHI KANAGAWA KEN 210 JP ; SATORU KOYANAGI 

 Designated states: AT AU BE CH DE DK ES FR GB IT LU NL SE SU US
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1) Family number: 5379348 (WO8202785A1) © PatBase 

Title:  COMPUTER SYSTEM FOR VEHICLES

Abstract: A computer system for vehicles for calculating and indicating various operating values. Connected to a central processing unit (11) 
are pick­offs (16, 20, 22, 24) for sensing operating quantities, and a clock circuit (27) for giving the time. Further connected to the central 
processing unit are on the one hand a permanent read only memory (12) for the calculating functions of the central processing unit, and on the 
other hand a random access memory (13) and an alphanumeric printer (33). An alphanumeric keyboard (32) is connected to the central 
processing unit to program t e random access memory and for manually controlled typing on the printer.  
Classifications:  
International (IPC 8­9): B60S5/00 G06F17/00 G06Q50/00 G07C5/08 
G07C5/10 (Advanced/Invention); 
G06F17/00 (Advanced/Non­invention); 
B60S5/00 G06F17/00 G06Q50/00 G07C5/00 (Core/Invention) 
International (IPC 1­7): G06F15/20 G06F15/21 G07C5/08 
CPC: B60S5/00 G07C5/10 G07C5/08 H04L29/08558 
European: B60S5/00 G06F15/20 G07C5/08 G07C5/10

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU198167819 A1  19820826  AU19810067819  19810213  

 DK446382 A  19821008  DK19820004463  19821008  

 EP0083578 A1  19830720  EP19810900485  19810213  

 JP58500224 T2  19830210  JP19810500711T  19810213  

 NO823402 A  19821011  NO19820003402  19821011  

 SE424233 B  19820705  SE19790007308  19790903  

 SE424233 C  19821014  SE19790007308  19790903  

 SE7907308 A  19810304  SE19790007308  19790903  

 SE7907308 L  19810304  SE19790007308  19790903  

 WO8202785 A1  19820819  WO1981SE00037  19810213  

 Priority:

SE19790007308 19790903  WO1981SE00037 19810213

 Probable Assignee: OVO IDE OCH PRODUKTUTVECKLING 

 Assignee(s): (std): DYRDAK WALDEMAR ; HOLENDER WLODEK ; OVO IDE OCH PRODUKTUTVECKLING 

 Assignee(s): OVO IDE OCH PRODUKTUTVECKLING AB 

 Inventor(s): (std): DYRAK W ; DYRDAK WALDEMAR ; HOLENDER WLODEK ; DRYDAK W ; HOLENDER W ; DYRDAK W 

 Inventor(s): W DYRDAK ; W HOLENDER ; W DYRAK ; W DRYDAK 

 Designated states: AT AU BR CH DE DK FI FR GB JP LI LU NL NO US

2) Family number: 6459003 (JP59005906A) © PatBase 

Title:  SYSTEM FOR JUDGING AND DISPLAYING GAP AT VEHICLE DOOR

Abstract: Source: JP59005906A PURPOSE:To perform highly accurate measurement, by judging and displaying the gap at a door part by such a 
means, by which controlled data is recorded by a printer through a judgment display panel, a speaker, or a personal computer. 
CONSTITUTION:When a photoelectric switch 3 is actuated, light is irradiated on the side surface of a vehicle 1 from a line sensor camera 2, 
which is provided at the side of the vehicle 1. The reflected light from the vehicle 1 is received by the line sensor camera 2 again and sent to a 
data processor 4. Said data signal is controlled by a system computer 5. A gap 10a at a door part 10 is judged and displayed by such a means, 
by which the controlled data is recorded by a printer 9 through a judgement display panel 6, a speaker 7, or personal computer 8. Since an 
image brightness pattern is compared with a reference value and whether it is correct or not is judged, highly accurate measurement can be 
performed.  
Classifications:  
International (IPC 8­9): B62D65/00 G01B11/14 (Advanced/Invention); 
B62D65/00 G01B11/14 (Core/Invention) 
International (IPC 1­7): B60J5/04 G01B11/14 
CPC: G01B11/14 
European: G01B11/14

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP59005906 A2  19840112  JP19820115875  19820703  

 Priority:

JP19820115875 19820703

 Probable Assignee: MITSUBISHI MOTORS CORP 

 Assignee(s): (std): MITSUBISHI MOTORS CORP 

 Assignee(s): MITSUBISHI JIDOSHA KOGYO KK 

 Inventor(s): (std): OOYABU MAMORU 

3) Family number: 9013917 (GB2126389A) © PatBase 

Title:  Vehicle number plates and their production

Abstract: Source: GB2126389A Data representing a library of characters to be reproduced on a number plate, along with ancillary information 
such as a security code, are contained in a data store 4 which programs the memory of a micro computer or microprocessor 1. Items of this 
data are selected by means of a keyboard 2 according to the characters which are required for a particular number plate, and the computer 1 
then controls the operation of a printer 3 so that the latter produces a graphic image of the selected characters on a carrier 5 which forms at 
least part of the finished number plate. The computer 1 may also control a second printer 6 so that from time to time a hard copy can be 
obtained of all of the number plates which have been produced.  
Classifications:  
International (IPC 8­9): B60R13/10 (Advanced/Invention); 
B60R13/00 (Core/Invention) 
International (IPC 1­7): B41J3/00 B60R13/10 
CPC: B60R13/10 
European: B60R13/10

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 GB2126389 A1  19840321  GB19830022892  19830825  

 GB2126389 B2  19851224  GB19830022892  19830825  

 GB8322892 A0  19830928  GB19830022892  19830825  

 Priority:

GB19820024690 19820827  GB19830022892 19830825

 Probable Assignee: BTR PLC 

 Assignee(s): (std): BTR PLC 

 Inventor(s): (std): PAWSON IAN KARL ; HEPWORTH ADRIAN STEABBEN 

 Inventor(s): ADRIAN STEABBEN HEPWORTH ; IAN KARL PAWSON 

4) Family number: 7071129 (JP59128062A) © PatBase 

Title:  AUTOMATIC PRINTING SYSTEM FOR NAME PLATE FOR VEHICLE

Abstract: Source: JP59128062A PURPOSE:To enhance efficiency and accuracy in a printing work, by a method wherein a central computer for 
controlling the entire part of a vehicle­assembling factory and a printer are connected on­line with each other, and data required for printing 
are transmitted from the central computer to the printer. CONSTITUTION:When working, data required for printing on a name plate for a 
vehicle are transmitted from the central computer 20 to a data­relaying device 30 through a data free way 21. Then, the device 30 selects a 
system comprising a printer­controlling computer 51 and a printer 61 or a system comprising a printer­controlling computer 52 and a 
printer 61. For example, when the system at the left in the figure is selected, the data required for printing are fed to the computer 51 and the 
printer 61. Thereafter, the plate is set by an automatic plate feeder 70 on the basis of a command from the computer 51, and printing is 
conducted on the plate by the printer 61.  
Classifications:  
International (IPC 8­9): B60R13/10 B62D65/00 G05B15/02 (Advanced/Invention); 
B60R13/00 B62D65/00 G05B15/02 (Core/Invention) 
International (IPC 1­7): B23K11/02 B23K9/095 B62D65/00 G05B15/02 
CPC: B60R13/10 
European: B60R13/10

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP59128062 A2  19840724  JP19830000260  19830106  

 Priority:

JP19830000260 19830106

 Probable Assignee: HONDA MOTOR CO LTD 

 Assignee(s): (std): HONDA MOTOR CO LTD ; NISSAN MOTOR 

 Assignee(s): HONDA GIKEN KOGYO KK ; NISSAN JIDOSHA KK 

 Inventor(s): (std): TANGE TSUTOMU ; NOMIYAMA MASANORI ; KATO HISASHI ; KAKIMOTO YUKIO ; AOYAMA HARUO 

5) Family number: 7802379 (JP60093131A) © PatBase 

Title:  OPERATION CONTROL DEVICE OF AUTOMOBILE

Abstract: Source: JP60093131A PURPOSE:To enable the suitable data, by which an automobile can perform its economic running, to be given to 
the driver or the operation controller, by calculating the detection outputs of sensors, which detect the speed of an engine and its load, so as to 
output the arithmetic result. CONSTITUTION:A microcomputer 10 reads at every second the speed of an engine 1 from a speed detecting sensor 
9 while its load from a load sensor 8, storing these data in a corresponding address to a random access memory (RAM) of the computer 10. 
Then a value of the address is added by one because the data are stored as a frequency, for instance, the speed is divided into ten sections of 
every 400rpm over the range from 500 to 4,400rpm, while the load is divided into ten sections 10 percent by 10 percent. While the frequency of 
the corresponding address is added one by one in accordance with the speed and the load respectively detected by the sensors 8, 9. In this way, 
the operating condition of a vehicle is known by printing a content, stored in the RAM10 after the predetermined operation, by a printer 16, and
operation improving fuel consumption can be guided on the basis of the operating condition.  
Classifications:  
International (IPC 8­9): B60K26/04 F02B77/08 F02D29/02 F16H59/42 F16H59/74 
F16H61/00 G07C5/00 (Advanced/Invention); 
B60K26/00 F02B77/08 F02D29/02 F16H59/00 F16H59/42 F16H61/00 
G07C5/00 (Core/Invention) 
International (IPC 1­7): B60K26/04 F02B77/08 F02D29/02 F16H5/66 G07C5/00 
G08G1/09 
CPC: F02B77/084 
European: F02B77/08E

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP1810465 C3  19931227  JP19830201570  19831027  

 JP5014315 B4  19930224  JP19830201570  19831027  

 JP60093131 A2  19850524  JP19830201570  19831027  

 Priority:

JP19830201570 19831027

 Probable Assignee: HINO MOTORS LTD 

 Assignee(s): (std): HINO MOTORS LTD 

 Assignee(s): HINO JIDOSHA KOGYO KK 

 Inventor(s): (std): AOYAMA FUJIO ; ICHINO FUMIYUKI ; KOIDE HIDENORI ; NAKAJIMA MASARU 

 Inventor(s): ICHINO FUMYUKI 

6) Family number: 9301025 (JP63173914A) © PatBase 

Title:  SURVEYING INVESTIGATION VEHICLE

Abstract: Source: JP63173914A PURPOSE: To perform photo survey on the spot within a short time, by incorporating a photographic developing 
dark room, a surveyed data processing means and an analytical drawing means in one vehicle. CONSTITUTION: An operation chamber 51 
having various devices arranged therein, a photographic developing dark room 52 and a receiving chamber 53 for receiving machine parts are 
provided in a surveying investigation vehicle 50. An analytical drawing machine 19, personal computers 13, 20, a printer 18, an XY plotter 25 
and a three­dimensional space digitizer 30 are arranged in the operation chamber 51. This surveying investigation vehicle 50 is carried to the 
surveying spot and a mark is set to take a surveying photograph. The surveying photograph is developed in the dark room 52. The surveying of 
the mark is performed and the surveyed data are inputted to the personal computer 13. The developed photograph is set to the analytical 
drawing machine 19 and processed along with the inputted mark point data to display a figure on a display device. This figure is smoothed by 
keyboard operation to be plotted on the XY plotter.  
Classifications:  
International (IPC 8­9): B60P3/00 G01C11/00 (Advanced/Invention) 
International (IPC 1­7): B60P3/00 G01C11/00

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP63173914 A2  19880718  JP19870006783  19870114  

 Priority:

JP19870006783 19870114

 Probable Assignee: PASCO CORP 

 Assignee(s): (std): PASCO CORP 

 Assignee(s): PASUKO KK 

 Inventor(s): (std): HASEGAWA HIROYUKI ; SATO YASUO 

7) Family number: 3273227 (JP1313773A) © PatBase 

Title:  FAULT DIAGNOSIS SUPPORTING DEVICE FOR ON­VEHICLE ELECTRONIC DEVICE

Abstract: Source: JP1313773A PURPOSE: To easily execute an objective fault diagnosis by calculating the data of a sensor and an actuator, 
etc., obtained by an electronic controller which have been received by a tester by a computer, and providing a CRT screen for bringing the data
to image display and a printer. CONSTITUTION: An electronic controller 1 to which a sensor 4 has been connected and which has an actuator, 
etc., and a tester 2 having a storage device 8 are connected by a wiring 7, so that data can be transmitted and received mutually by using a 
serial transmission system. Subsequently, a host computer 9 which is provided with a CRT screen 11 for graphing and displaying the data, and 
to which a printer 12 has been connected is connected to the tester 2 through an RS­232C communication circuit 10. In such a way, analog data
information of the sensor and the actuator, etc., obtained from the electronic controller 1 can be brought to image display on the CRT screen 11, 
and data information can be printed, therefore, an objective fault diagnosis can be executed.  
Classifications:  
International (IPC 8­9): B60R16/02 G01D21/00 G01M17/00 G01M17/007 G01R31/00 
G08B5/00 G08C15/00 H04Q9/00 (Advanced/Invention); 
B60R16/02 G01D21/00 G01M17/00 G01M17/007 G01R31/00 G08B5/00 G08C15/00 
H04Q9/00 (Core/Invention) 
International (IPC 1­7): B60R16/02 G01D21/00 G01R31/00 G08B5/00 G08C15/00 
H04Q9/00

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP1313773 A2  19891219  JP19880145178  19880613  

 Priority:

JP19880145178 19880613

 Probable Assignee: MITSUBISHI ELECTRIC CORP 

 Assignee(s): (std): MITSUBISHI ELECTRIC CORP 

 Inventor(s): (std): HAYAKAWA MITSURU ; HIRANO SHIGEAKI ; KIMURA KAZUJI ; MAEKAWA HIROTOSHI ; MORI KAZUNARI 

8) Family number: 4956236 (JP2227611A) © PatBase 

Title:  SAFE TRAVELING CONTROLLER

Abstract: Source: JP2227611A PURPOSE:To improve the safety rate of traveling by reading a display means which displays whether or not the 
current traveling state of a vehicle is safe from operation data and travel information and the quantity of variation in points indicating the 
degree of safe operation. CONSTITUTION:The memory 34 of a drive recording part 30 is stored with operation data detected by a speed sensor 
12, a brake sensor 14, and other sensors 16, current points found by an arithmetic part (ALU) 26, etc., with time. Further, the recording part 30 
is provided with a display 36 to display the current points found by the ALU 26 and messages for safe traveling together with an alarm tone from 
a speaker 38. Further, even when the current points become less than a specific value which is determined as the range of the safe traveling, the
alarm tone is outputted from the speaker 38. Further, an analytic system 40 is connected to the recording part 30 of the vehicle after its 
traveling and an analytic part 44 which is controlled by a computer 42 reads the storage contents of the memory 34 of the recording part 30 
and analyzes the traveling contents of the vehicle, so that the result is outputted on a printer 46.  
Classifications:  
International (IPC 8­9): B60R16/02 G01C23/00 G01F9/00 G01P15/16 
G07C5/00 (Advanced/Invention); 
G01P15/16 G07C5/00 (Advanced/Non­invention); 
B60R16/02 G01C23/00 G01F9/00 G01P15/16 G07C5/00 (Core/Invention); 
G01P15/16 G07C5/00 (Core/Non­invention) 
International (IPC 1­7): B60R16/02 G01C23/00 G01F9/00 G01P15/16 G07C5/00

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP10122896 A2  19980515  JP19970178013  19970703  

 JP2227611 A2  19900910  JP19890049676  19890228  

 JP2769542 B2  19980625  JP19890049676  19890228  

 Priority:

JP19890049676 19890228  JP19970178013 19970703

 Probable Assignee: PLAN N KK 

 Assignee(s): (std): PLAN KK N ; PLAN N KK 

 Assignee(s): N PLAN KK 

 Inventor(s): (std): NISHIMURA YOSHIKAZU 

9) Family number: 11115695 (US5201834A) © PatBase 

Title:  Method for the testing and monitoring of brakes in rail vehicles

Abstract: Source: US5201834A A method for performing operationally prescribed brake trials before the departure of a railway train, utilizes an 
indicating and diagnostic system disposed on board the train and operated by the train driver. Sensors in the braking system of each car bogie 
supply information signals representing pressures, travels and forces to a bogie processor which is connected with a car processor. The car 
processors are connected by a continuous data bus line with a central processor. The central processor processes the operational information 
from the brake system according to a processing program into status reports such as general status indications, fault diagnoses and maintenance
instructions. The indications and instructions are visually displayed on a monitor and a printer, and acoustically reproduced by a speech 
synthesizer through a loudspeaker. The car processors are programmable by means of mobile computers and interrogatable by means of 
pocket terminals. Stored operational data is interrogable from outside each railway car by means of a mobile personal computer at each 
railroad vehicle.  
Classifications:  
International (IPC 8­9): B60T17/22 B60T8/88 B61H1/00 F16D66/00 F16D66/02 
G01M17/007 (Advanced/Invention) 
International (IPC 1­7): B60T17/22 B60T8/88 B61H1/00 B61L23/02 F16D66/02 
G01L5/28 
CPC: B60T8/885 B60T17/228 B60T2270/406 F16D66/00 F16D66/021 F16D2066/005 
European: B60T17/22H B60T8/88B F16D66/00 F16D66/02B L60T270/406 R16D66/00F 
US: 246/167R 246/169.00R 246/169R 340/505

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AT83717 E  19930115  AT19900103089T  19900217  

 DE59000626 D1  19930204  DE19905000626  19900217  

 EP0391047 A1  19901010  EP19900103089  19900217  

 EP0391047 B1  19921223  EP19900103089  19900217  

 ES2037484 T3  19930616  ES19900103089T  19900217  

 JP2290772 A2  19901130  JP19900091332  19900405  

 US5201834 A  19930413  US19920876111  19920427  

 Priority:

CH19890001258 19890405  EP19900103089  19900217  EP19900103089  19900217
EP19900103089  19900217  US19920876111 19920427  US19900504577 19900404

 Probable Assignee: DAIMLERCHRYSLER RAIL SYSTEMS GMBH 

 Assignee(s): (std): INBETEIO AG ; INVENTIO AG 

 Assignee(s): INVENTIO AG HERGISWIL NIDWALDEN CH ; ABB DAIMLER BENZ TRANSPORTATION (SCHWEIZ) AG ; ABB DAIMLER BENZ 
TRANSPORTATION AG ; DAIMLERCHRYSLER AG ; DAIMLERCHRYSLER RAIL SYSTEMS GMBH 

 Inventor(s): (std): MARIO GURAATSUIORI ; KURUTO ANDORETSUGU ; GRAZIOLI MARIO ; ANDEREGG KURT 

 Inventor(s): GRAZIOLI MARIO CH 7000 CHUR CH ; ANDEREGG KURT CH 9424 RHEINECK CH 

 Designated states: AT CH DE ES FR GB IT LI

10) Family number: 3376170 (US5250761A) © PatBase 

Title:  Managing system for construction vehicles

Abstract: Source: US5250761A PCT No. PCT/JP90/01271 Sec. 371 Date Mar. 31, 1992 Sec. 102(e) Date Mar. 31, 1992 PCT Filed Oct. 2, 1990 
PCT Pub. No. WO91/05319 PCT Pub. Date Apr. 18, 1991.A managing system for a construction vehicle which has for its object to enable 
management of the vehicle relating to pre­operation checking, maintenance and summary of work load, etc to be conducted easily and quickly. 
This managing system comprises a vehicle control monitor (7) for inputting and recording information necessary for management of the 
vehicle from a plurality of information sources, a non­contact type recording card (27) for recording the information recorded in the vehicle 
control monitor (7), a card reader/writer (40) for reading out the information recorded in the recording card (27), and a printer (42) and a 
personal computer (43) for compiling management ledgers and displaying data on the basis of the information read out by the card 
reader/writer.  
Classifications:  
International (IPC 8­9): B60P1/00 B60R16/02 B60S5/00 B65G61/00 E02F9/26 
G01D9/00 G01M17/00 G01M17/007 G06Q50/00 G07C3/00 G07C5/08 
G08G1/00 (Advanced/Invention); 
B60P1/00 B60S5/00 B65G61/00 G01D9/00 G01M17/00 G01M17/007 G06Q50/00 
G07C5/00 G08G1/00 (Core/Invention) 
International (IPC 1­7): B60P1/00 B60R16/02 B60S5/00 E02F9/26 G01G19/10 
G01G19/40 G01M17/00 G06F15/21 G06F15/48 G06K19/10 G06K19/14 G07C3/00 
G07C5/00 G08G1/00 
CPC: G01D9/005 G07C5/0858 
European: G01D9/00S G07C5/08R2B 
US: 177/141 177/25.14 701/29.4 701/35

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU199064159 A1  19910428  AU19900064159  19901002  

 AU645761 B2  19940127  AU19900064159  19901002  

 DE69028544 D1  19961017  DE19906028544  19901002  

 DE69028544 T2  19970320  DE19906028544T  19901002  

 EP0495104 A1  19920722  EP19900914238  19901002  

 EP0495104 A4  19930331  EP19900914238  19901002  

 EP0495104 B1  19960911  EP19900914238  19901002  

 JP3118693 A2  19910521  JP19890255247  19891002  

 JP3197261 A2  19910828  JP19890336695  19891227  

 JP3243438 A2  19911030  JP19900036242  19900219  

 US5250761 A  19931005  US19920842389  19920331  

 WO9105319 A1  19910418  WO1990JP01271  19901002  

 Priority:

JP19890255247 19891002  JP19890336695 19891227  WO1990JP01271 19901002
JP19900036242 19900219

 Probable Assignee: KOMATSU SEISAKUSHO KK 

 Assignee(s): (std): KOMATSU MFG CO LTD 

 Assignee(s): KOMATSU SEISAKUSHO KK ; KABUSHIKI KAISHA KOMATSU SEISAKUSHO ; KABUSHIKI KAISHA KOMATSU SEISAKUSHO 
TOKIO TOKYO JP ; KOMATSU LTD 

 Inventor(s): (std): KOYANAGI SATORU 

 Inventor(s): KOYANAGI SATORU C O KAWASAKI FACTORY KAWASAKI SHI ; KOYANAGI SATORU C O KAWASAKI FACTORY KAWASAKI 
SHI KANAGAWA KEN 210 JP ; SATORU KOYANAGI 

 Designated states: AT AU BE CH DE DK ES FR GB IT LU NL SE SU US
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1) Family number: 5379348 (WO8202785A1) © PatBase 

Title:  COMPUTER SYSTEM FOR VEHICLES

Abstract: A computer system for vehicles for calculating and indicating various operating values. Connected to a central processing unit (11) 
are pick­offs (16, 20, 22, 24) for sensing operating quantities, and a clock circuit (27) for giving the time. Further connected to the central 
processing unit are on the one hand a permanent read only memory (12) for the calculating functions of the central processing unit, and on the 
other hand a random access memory (13) and an alphanumeric printer (33). An alphanumeric keyboard (32) is connected to the central 
processing unit to program t e random access memory and for manually controlled typing on the printer.  
Classifications:  
International (IPC 8­9): B60S5/00 G06F17/00 G06Q50/00 G07C5/08 
G07C5/10 (Advanced/Invention); 
G06F17/00 (Advanced/Non­invention); 
B60S5/00 G06F17/00 G06Q50/00 G07C5/00 (Core/Invention) 
International (IPC 1­7): G06F15/20 G06F15/21 G07C5/08 
CPC: B60S5/00 G07C5/10 G07C5/08 H04L29/08558 
European: B60S5/00 G06F15/20 G07C5/08 G07C5/10

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU198167819 A1  19820826  AU19810067819  19810213  

 DK446382 A  19821008  DK19820004463  19821008  

 EP0083578 A1  19830720  EP19810900485  19810213  

 JP58500224 T2  19830210  JP19810500711T  19810213  

 NO823402 A  19821011  NO19820003402  19821011  

 SE424233 B  19820705  SE19790007308  19790903  

 SE424233 C  19821014  SE19790007308  19790903  

 SE7907308 A  19810304  SE19790007308  19790903  

 SE7907308 L  19810304  SE19790007308  19790903  

 WO8202785 A1  19820819  WO1981SE00037  19810213  

 Priority:

SE19790007308 19790903  WO1981SE00037 19810213

 Probable Assignee: OVO IDE OCH PRODUKTUTVECKLING 

 Assignee(s): (std): DYRDAK WALDEMAR ; HOLENDER WLODEK ; OVO IDE OCH PRODUKTUTVECKLING 

 Assignee(s): OVO IDE OCH PRODUKTUTVECKLING AB 

 Inventor(s): (std): DYRAK W ; DYRDAK WALDEMAR ; HOLENDER WLODEK ; DRYDAK W ; HOLENDER W ; DYRDAK W 

 Inventor(s): W DYRDAK ; W HOLENDER ; W DYRAK ; W DRYDAK 

 Designated states: AT AU BR CH DE DK FI FR GB JP LI LU NL NO US

2) Family number: 6459003 (JP59005906A) © PatBase 

Title:  SYSTEM FOR JUDGING AND DISPLAYING GAP AT VEHICLE DOOR

Abstract: Source: JP59005906A PURPOSE:To perform highly accurate measurement, by judging and displaying the gap at a door part by such a 
means, by which controlled data is recorded by a printer through a judgment display panel, a speaker, or a personal computer. 
CONSTITUTION:When a photoelectric switch 3 is actuated, light is irradiated on the side surface of a vehicle 1 from a line sensor camera 2, 
which is provided at the side of the vehicle 1. The reflected light from the vehicle 1 is received by the line sensor camera 2 again and sent to a 
data processor 4. Said data signal is controlled by a system computer 5. A gap 10a at a door part 10 is judged and displayed by such a means, 
by which the controlled data is recorded by a printer 9 through a judgement display panel 6, a speaker 7, or personal computer 8. Since an 
image brightness pattern is compared with a reference value and whether it is correct or not is judged, highly accurate measurement can be 
performed.  
Classifications:  
International (IPC 8­9): B62D65/00 G01B11/14 (Advanced/Invention); 
B62D65/00 G01B11/14 (Core/Invention) 
International (IPC 1­7): B60J5/04 G01B11/14 
CPC: G01B11/14 
European: G01B11/14

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP59005906 A2  19840112  JP19820115875  19820703  

 Priority:

JP19820115875 19820703

 Probable Assignee: MITSUBISHI MOTORS CORP 

 Assignee(s): (std): MITSUBISHI MOTORS CORP 

 Assignee(s): MITSUBISHI JIDOSHA KOGYO KK 

 Inventor(s): (std): OOYABU MAMORU 

3) Family number: 9013917 (GB2126389A) © PatBase 

Title:  Vehicle number plates and their production

Abstract: Source: GB2126389A Data representing a library of characters to be reproduced on a number plate, along with ancillary information 
such as a security code, are contained in a data store 4 which programs the memory of a micro computer or microprocessor 1. Items of this 
data are selected by means of a keyboard 2 according to the characters which are required for a particular number plate, and the computer 1 
then controls the operation of a printer 3 so that the latter produces a graphic image of the selected characters on a carrier 5 which forms at 
least part of the finished number plate. The computer 1 may also control a second printer 6 so that from time to time a hard copy can be 
obtained of all of the number plates which have been produced.  
Classifications:  
International (IPC 8­9): B60R13/10 (Advanced/Invention); 
B60R13/00 (Core/Invention) 
International (IPC 1­7): B41J3/00 B60R13/10 
CPC: B60R13/10 
European: B60R13/10

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 GB2126389 A1  19840321  GB19830022892  19830825  

 GB2126389 B2  19851224  GB19830022892  19830825  

 GB8322892 A0  19830928  GB19830022892  19830825  

 Priority:

GB19820024690 19820827  GB19830022892 19830825

 Probable Assignee: BTR PLC 

 Assignee(s): (std): BTR PLC 

 Inventor(s): (std): PAWSON IAN KARL ; HEPWORTH ADRIAN STEABBEN 

 Inventor(s): ADRIAN STEABBEN HEPWORTH ; IAN KARL PAWSON 

4) Family number: 7071129 (JP59128062A) © PatBase 

Title:  AUTOMATIC PRINTING SYSTEM FOR NAME PLATE FOR VEHICLE

Abstract: Source: JP59128062A PURPOSE:To enhance efficiency and accuracy in a printing work, by a method wherein a central computer for 
controlling the entire part of a vehicle­assembling factory and a printer are connected on­line with each other, and data required for printing 
are transmitted from the central computer to the printer. CONSTITUTION:When working, data required for printing on a name plate for a 
vehicle are transmitted from the central computer 20 to a data­relaying device 30 through a data free way 21. Then, the device 30 selects a 
system comprising a printer­controlling computer 51 and a printer 61 or a system comprising a printer­controlling computer 52 and a 
printer 61. For example, when the system at the left in the figure is selected, the data required for printing are fed to the computer 51 and the 
printer 61. Thereafter, the plate is set by an automatic plate feeder 70 on the basis of a command from the computer 51, and printing is 
conducted on the plate by the printer 61.  
Classifications:  
International (IPC 8­9): B60R13/10 B62D65/00 G05B15/02 (Advanced/Invention); 
B60R13/00 B62D65/00 G05B15/02 (Core/Invention) 
International (IPC 1­7): B23K11/02 B23K9/095 B62D65/00 G05B15/02 
CPC: B60R13/10 
European: B60R13/10

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP59128062 A2  19840724  JP19830000260  19830106  

 Priority:

JP19830000260 19830106

 Probable Assignee: HONDA MOTOR CO LTD 

 Assignee(s): (std): HONDA MOTOR CO LTD ; NISSAN MOTOR 

 Assignee(s): HONDA GIKEN KOGYO KK ; NISSAN JIDOSHA KK 

 Inventor(s): (std): TANGE TSUTOMU ; NOMIYAMA MASANORI ; KATO HISASHI ; KAKIMOTO YUKIO ; AOYAMA HARUO 

5) Family number: 7802379 (JP60093131A) © PatBase 

Title:  OPERATION CONTROL DEVICE OF AUTOMOBILE

Abstract: Source: JP60093131A PURPOSE:To enable the suitable data, by which an automobile can perform its economic running, to be given to 
the driver or the operation controller, by calculating the detection outputs of sensors, which detect the speed of an engine and its load, so as to 
output the arithmetic result. CONSTITUTION:A microcomputer 10 reads at every second the speed of an engine 1 from a speed detecting sensor 
9 while its load from a load sensor 8, storing these data in a corresponding address to a random access memory (RAM) of the computer 10. 
Then a value of the address is added by one because the data are stored as a frequency, for instance, the speed is divided into ten sections of 
every 400rpm over the range from 500 to 4,400rpm, while the load is divided into ten sections 10 percent by 10 percent. While the frequency of 
the corresponding address is added one by one in accordance with the speed and the load respectively detected by the sensors 8, 9. In this way, 
the operating condition of a vehicle is known by printing a content, stored in the RAM10 after the predetermined operation, by a printer 16, and
operation improving fuel consumption can be guided on the basis of the operating condition.  
Classifications:  
International (IPC 8­9): B60K26/04 F02B77/08 F02D29/02 F16H59/42 F16H59/74 
F16H61/00 G07C5/00 (Advanced/Invention); 
B60K26/00 F02B77/08 F02D29/02 F16H59/00 F16H59/42 F16H61/00 
G07C5/00 (Core/Invention) 
International (IPC 1­7): B60K26/04 F02B77/08 F02D29/02 F16H5/66 G07C5/00 
G08G1/09 
CPC: F02B77/084 
European: F02B77/08E

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP1810465 C3  19931227  JP19830201570  19831027  

 JP5014315 B4  19930224  JP19830201570  19831027  

 JP60093131 A2  19850524  JP19830201570  19831027  

 Priority:

JP19830201570 19831027

 Probable Assignee: HINO MOTORS LTD 

 Assignee(s): (std): HINO MOTORS LTD 

 Assignee(s): HINO JIDOSHA KOGYO KK 

 Inventor(s): (std): AOYAMA FUJIO ; ICHINO FUMIYUKI ; KOIDE HIDENORI ; NAKAJIMA MASARU 

 Inventor(s): ICHINO FUMYUKI 

6) Family number: 9301025 (JP63173914A) © PatBase 

Title:  SURVEYING INVESTIGATION VEHICLE

Abstract: Source: JP63173914A PURPOSE: To perform photo survey on the spot within a short time, by incorporating a photographic developing 
dark room, a surveyed data processing means and an analytical drawing means in one vehicle. CONSTITUTION: An operation chamber 51 
having various devices arranged therein, a photographic developing dark room 52 and a receiving chamber 53 for receiving machine parts are 
provided in a surveying investigation vehicle 50. An analytical drawing machine 19, personal computers 13, 20, a printer 18, an XY plotter 25 
and a three­dimensional space digitizer 30 are arranged in the operation chamber 51. This surveying investigation vehicle 50 is carried to the 
surveying spot and a mark is set to take a surveying photograph. The surveying photograph is developed in the dark room 52. The surveying of 
the mark is performed and the surveyed data are inputted to the personal computer 13. The developed photograph is set to the analytical 
drawing machine 19 and processed along with the inputted mark point data to display a figure on a display device. This figure is smoothed by 
keyboard operation to be plotted on the XY plotter.  
Classifications:  
International (IPC 8­9): B60P3/00 G01C11/00 (Advanced/Invention) 
International (IPC 1­7): B60P3/00 G01C11/00

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP63173914 A2  19880718  JP19870006783  19870114  

 Priority:

JP19870006783 19870114

 Probable Assignee: PASCO CORP 

 Assignee(s): (std): PASCO CORP 

 Assignee(s): PASUKO KK 

 Inventor(s): (std): HASEGAWA HIROYUKI ; SATO YASUO 

7) Family number: 3273227 (JP1313773A) © PatBase 

Title:  FAULT DIAGNOSIS SUPPORTING DEVICE FOR ON­VEHICLE ELECTRONIC DEVICE

Abstract: Source: JP1313773A PURPOSE: To easily execute an objective fault diagnosis by calculating the data of a sensor and an actuator, 
etc., obtained by an electronic controller which have been received by a tester by a computer, and providing a CRT screen for bringing the data
to image display and a printer. CONSTITUTION: An electronic controller 1 to which a sensor 4 has been connected and which has an actuator, 
etc., and a tester 2 having a storage device 8 are connected by a wiring 7, so that data can be transmitted and received mutually by using a 
serial transmission system. Subsequently, a host computer 9 which is provided with a CRT screen 11 for graphing and displaying the data, and 
to which a printer 12 has been connected is connected to the tester 2 through an RS­232C communication circuit 10. In such a way, analog data
information of the sensor and the actuator, etc., obtained from the electronic controller 1 can be brought to image display on the CRT screen 11, 
and data information can be printed, therefore, an objective fault diagnosis can be executed.  
Classifications:  
International (IPC 8­9): B60R16/02 G01D21/00 G01M17/00 G01M17/007 G01R31/00 
G08B5/00 G08C15/00 H04Q9/00 (Advanced/Invention); 
B60R16/02 G01D21/00 G01M17/00 G01M17/007 G01R31/00 G08B5/00 G08C15/00 
H04Q9/00 (Core/Invention) 
International (IPC 1­7): B60R16/02 G01D21/00 G01R31/00 G08B5/00 G08C15/00 
H04Q9/00

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP1313773 A2  19891219  JP19880145178  19880613  

 Priority:

JP19880145178 19880613

 Probable Assignee: MITSUBISHI ELECTRIC CORP 

 Assignee(s): (std): MITSUBISHI ELECTRIC CORP 

 Inventor(s): (std): HAYAKAWA MITSURU ; HIRANO SHIGEAKI ; KIMURA KAZUJI ; MAEKAWA HIROTOSHI ; MORI KAZUNARI 

8) Family number: 4956236 (JP2227611A) © PatBase 

Title:  SAFE TRAVELING CONTROLLER

Abstract: Source: JP2227611A PURPOSE:To improve the safety rate of traveling by reading a display means which displays whether or not the 
current traveling state of a vehicle is safe from operation data and travel information and the quantity of variation in points indicating the 
degree of safe operation. CONSTITUTION:The memory 34 of a drive recording part 30 is stored with operation data detected by a speed sensor 
12, a brake sensor 14, and other sensors 16, current points found by an arithmetic part (ALU) 26, etc., with time. Further, the recording part 30 
is provided with a display 36 to display the current points found by the ALU 26 and messages for safe traveling together with an alarm tone from 
a speaker 38. Further, even when the current points become less than a specific value which is determined as the range of the safe traveling, the
alarm tone is outputted from the speaker 38. Further, an analytic system 40 is connected to the recording part 30 of the vehicle after its 
traveling and an analytic part 44 which is controlled by a computer 42 reads the storage contents of the memory 34 of the recording part 30 
and analyzes the traveling contents of the vehicle, so that the result is outputted on a printer 46.  
Classifications:  
International (IPC 8­9): B60R16/02 G01C23/00 G01F9/00 G01P15/16 
G07C5/00 (Advanced/Invention); 
G01P15/16 G07C5/00 (Advanced/Non­invention); 
B60R16/02 G01C23/00 G01F9/00 G01P15/16 G07C5/00 (Core/Invention); 
G01P15/16 G07C5/00 (Core/Non­invention) 
International (IPC 1­7): B60R16/02 G01C23/00 G01F9/00 G01P15/16 G07C5/00

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP10122896 A2  19980515  JP19970178013  19970703  

 JP2227611 A2  19900910  JP19890049676  19890228  

 JP2769542 B2  19980625  JP19890049676  19890228  

 Priority:

JP19890049676 19890228  JP19970178013 19970703

 Probable Assignee: PLAN N KK 

 Assignee(s): (std): PLAN KK N ; PLAN N KK 

 Assignee(s): N PLAN KK 

 Inventor(s): (std): NISHIMURA YOSHIKAZU 

9) Family number: 11115695 (US5201834A) © PatBase 

Title:  Method for the testing and monitoring of brakes in rail vehicles

Abstract: Source: US5201834A A method for performing operationally prescribed brake trials before the departure of a railway train, utilizes an 
indicating and diagnostic system disposed on board the train and operated by the train driver. Sensors in the braking system of each car bogie 
supply information signals representing pressures, travels and forces to a bogie processor which is connected with a car processor. The car 
processors are connected by a continuous data bus line with a central processor. The central processor processes the operational information 
from the brake system according to a processing program into status reports such as general status indications, fault diagnoses and maintenance
instructions. The indications and instructions are visually displayed on a monitor and a printer, and acoustically reproduced by a speech 
synthesizer through a loudspeaker. The car processors are programmable by means of mobile computers and interrogatable by means of 
pocket terminals. Stored operational data is interrogable from outside each railway car by means of a mobile personal computer at each 
railroad vehicle.  
Classifications:  
International (IPC 8­9): B60T17/22 B60T8/88 B61H1/00 F16D66/00 F16D66/02 
G01M17/007 (Advanced/Invention) 
International (IPC 1­7): B60T17/22 B60T8/88 B61H1/00 B61L23/02 F16D66/02 
G01L5/28 
CPC: B60T8/885 B60T17/228 B60T2270/406 F16D66/00 F16D66/021 F16D2066/005 
European: B60T17/22H B60T8/88B F16D66/00 F16D66/02B L60T270/406 R16D66/00F 
US: 246/167R 246/169.00R 246/169R 340/505

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AT83717 E  19930115  AT19900103089T  19900217  

 DE59000626 D1  19930204  DE19905000626  19900217  

 EP0391047 A1  19901010  EP19900103089  19900217  

 EP0391047 B1  19921223  EP19900103089  19900217  

 ES2037484 T3  19930616  ES19900103089T  19900217  

 JP2290772 A2  19901130  JP19900091332  19900405  

 US5201834 A  19930413  US19920876111  19920427  

 Priority:

CH19890001258 19890405  EP19900103089  19900217  EP19900103089  19900217
EP19900103089  19900217  US19920876111 19920427  US19900504577 19900404

 Probable Assignee: DAIMLERCHRYSLER RAIL SYSTEMS GMBH 

 Assignee(s): (std): INBETEIO AG ; INVENTIO AG 

 Assignee(s): INVENTIO AG HERGISWIL NIDWALDEN CH ; ABB DAIMLER BENZ TRANSPORTATION (SCHWEIZ) AG ; ABB DAIMLER BENZ 
TRANSPORTATION AG ; DAIMLERCHRYSLER AG ; DAIMLERCHRYSLER RAIL SYSTEMS GMBH 

 Inventor(s): (std): MARIO GURAATSUIORI ; KURUTO ANDORETSUGU ; GRAZIOLI MARIO ; ANDEREGG KURT 

 Inventor(s): GRAZIOLI MARIO CH 7000 CHUR CH ; ANDEREGG KURT CH 9424 RHEINECK CH 

 Designated states: AT CH DE ES FR GB IT LI

10) Family number: 3376170 (US5250761A) © PatBase 

Title:  Managing system for construction vehicles

Abstract: Source: US5250761A PCT No. PCT/JP90/01271 Sec. 371 Date Mar. 31, 1992 Sec. 102(e) Date Mar. 31, 1992 PCT Filed Oct. 2, 1990 
PCT Pub. No. WO91/05319 PCT Pub. Date Apr. 18, 1991.A managing system for a construction vehicle which has for its object to enable 
management of the vehicle relating to pre­operation checking, maintenance and summary of work load, etc to be conducted easily and quickly. 
This managing system comprises a vehicle control monitor (7) for inputting and recording information necessary for management of the 
vehicle from a plurality of information sources, a non­contact type recording card (27) for recording the information recorded in the vehicle 
control monitor (7), a card reader/writer (40) for reading out the information recorded in the recording card (27), and a printer (42) and a 
personal computer (43) for compiling management ledgers and displaying data on the basis of the information read out by the card 
reader/writer.  
Classifications:  
International (IPC 8­9): B60P1/00 B60R16/02 B60S5/00 B65G61/00 E02F9/26 
G01D9/00 G01M17/00 G01M17/007 G06Q50/00 G07C3/00 G07C5/08 
G08G1/00 (Advanced/Invention); 
B60P1/00 B60S5/00 B65G61/00 G01D9/00 G01M17/00 G01M17/007 G06Q50/00 
G07C5/00 G08G1/00 (Core/Invention) 
International (IPC 1­7): B60P1/00 B60R16/02 B60S5/00 E02F9/26 G01G19/10 
G01G19/40 G01M17/00 G06F15/21 G06F15/48 G06K19/10 G06K19/14 G07C3/00 
G07C5/00 G08G1/00 
CPC: G01D9/005 G07C5/0858 
European: G01D9/00S G07C5/08R2B 
US: 177/141 177/25.14 701/29.4 701/35

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU199064159 A1  19910428  AU19900064159  19901002  

 AU645761 B2  19940127  AU19900064159  19901002  

 DE69028544 D1  19961017  DE19906028544  19901002  

 DE69028544 T2  19970320  DE19906028544T  19901002  

 EP0495104 A1  19920722  EP19900914238  19901002  

 EP0495104 A4  19930331  EP19900914238  19901002  

 EP0495104 B1  19960911  EP19900914238  19901002  

 JP3118693 A2  19910521  JP19890255247  19891002  

 JP3197261 A2  19910828  JP19890336695  19891227  

 JP3243438 A2  19911030  JP19900036242  19900219  

 US5250761 A  19931005  US19920842389  19920331  

 WO9105319 A1  19910418  WO1990JP01271  19901002  

 Priority:

JP19890255247 19891002  JP19890336695 19891227  WO1990JP01271 19901002
JP19900036242 19900219

 Probable Assignee: KOMATSU SEISAKUSHO KK 

 Assignee(s): (std): KOMATSU MFG CO LTD 

 Assignee(s): KOMATSU SEISAKUSHO KK ; KABUSHIKI KAISHA KOMATSU SEISAKUSHO ; KABUSHIKI KAISHA KOMATSU SEISAKUSHO 
TOKIO TOKYO JP ; KOMATSU LTD 

 Inventor(s): (std): KOYANAGI SATORU 

 Inventor(s): KOYANAGI SATORU C O KAWASAKI FACTORY KAWASAKI SHI ; KOYANAGI SATORU C O KAWASAKI FACTORY KAWASAKI 
SHI KANAGAWA KEN 210 JP ; SATORU KOYANAGI 

 Designated states: AT AU BE CH DE DK ES FR GB IT LU NL SE SU US
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1) Family number: 5379348 (WO8202785A1) © PatBase 

Title:  COMPUTER SYSTEM FOR VEHICLES

Abstract: A computer system for vehicles for calculating and indicating various operating values. Connected to a central processing unit (11) 
are pick­offs (16, 20, 22, 24) for sensing operating quantities, and a clock circuit (27) for giving the time. Further connected to the central 
processing unit are on the one hand a permanent read only memory (12) for the calculating functions of the central processing unit, and on the 
other hand a random access memory (13) and an alphanumeric printer (33). An alphanumeric keyboard (32) is connected to the central 
processing unit to program t e random access memory and for manually controlled typing on the printer.  
Classifications:  
International (IPC 8­9): B60S5/00 G06F17/00 G06Q50/00 G07C5/08 
G07C5/10 (Advanced/Invention); 
G06F17/00 (Advanced/Non­invention); 
B60S5/00 G06F17/00 G06Q50/00 G07C5/00 (Core/Invention) 
International (IPC 1­7): G06F15/20 G06F15/21 G07C5/08 
CPC: B60S5/00 G07C5/10 G07C5/08 H04L29/08558 
European: B60S5/00 G06F15/20 G07C5/08 G07C5/10

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU198167819 A1  19820826  AU19810067819  19810213  

 DK446382 A  19821008  DK19820004463  19821008  

 EP0083578 A1  19830720  EP19810900485  19810213  

 JP58500224 T2  19830210  JP19810500711T  19810213  

 NO823402 A  19821011  NO19820003402  19821011  

 SE424233 B  19820705  SE19790007308  19790903  

 SE424233 C  19821014  SE19790007308  19790903  

 SE7907308 A  19810304  SE19790007308  19790903  

 SE7907308 L  19810304  SE19790007308  19790903  

 WO8202785 A1  19820819  WO1981SE00037  19810213  

 Priority:

SE19790007308 19790903  WO1981SE00037 19810213

 Probable Assignee: OVO IDE OCH PRODUKTUTVECKLING 

 Assignee(s): (std): DYRDAK WALDEMAR ; HOLENDER WLODEK ; OVO IDE OCH PRODUKTUTVECKLING 

 Assignee(s): OVO IDE OCH PRODUKTUTVECKLING AB 

 Inventor(s): (std): DYRAK W ; DYRDAK WALDEMAR ; HOLENDER WLODEK ; DRYDAK W ; HOLENDER W ; DYRDAK W 

 Inventor(s): W DYRDAK ; W HOLENDER ; W DYRAK ; W DRYDAK 

 Designated states: AT AU BR CH DE DK FI FR GB JP LI LU NL NO US

2) Family number: 6459003 (JP59005906A) © PatBase 

Title:  SYSTEM FOR JUDGING AND DISPLAYING GAP AT VEHICLE DOOR

Abstract: Source: JP59005906A PURPOSE:To perform highly accurate measurement, by judging and displaying the gap at a door part by such a 
means, by which controlled data is recorded by a printer through a judgment display panel, a speaker, or a personal computer. 
CONSTITUTION:When a photoelectric switch 3 is actuated, light is irradiated on the side surface of a vehicle 1 from a line sensor camera 2, 
which is provided at the side of the vehicle 1. The reflected light from the vehicle 1 is received by the line sensor camera 2 again and sent to a 
data processor 4. Said data signal is controlled by a system computer 5. A gap 10a at a door part 10 is judged and displayed by such a means, 
by which the controlled data is recorded by a printer 9 through a judgement display panel 6, a speaker 7, or personal computer 8. Since an 
image brightness pattern is compared with a reference value and whether it is correct or not is judged, highly accurate measurement can be 
performed.  
Classifications:  
International (IPC 8­9): B62D65/00 G01B11/14 (Advanced/Invention); 
B62D65/00 G01B11/14 (Core/Invention) 
International (IPC 1­7): B60J5/04 G01B11/14 
CPC: G01B11/14 
European: G01B11/14

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP59005906 A2  19840112  JP19820115875  19820703  

 Priority:

JP19820115875 19820703

 Probable Assignee: MITSUBISHI MOTORS CORP 

 Assignee(s): (std): MITSUBISHI MOTORS CORP 

 Assignee(s): MITSUBISHI JIDOSHA KOGYO KK 

 Inventor(s): (std): OOYABU MAMORU 

3) Family number: 9013917 (GB2126389A) © PatBase 

Title:  Vehicle number plates and their production

Abstract: Source: GB2126389A Data representing a library of characters to be reproduced on a number plate, along with ancillary information 
such as a security code, are contained in a data store 4 which programs the memory of a micro computer or microprocessor 1. Items of this 
data are selected by means of a keyboard 2 according to the characters which are required for a particular number plate, and the computer 1 
then controls the operation of a printer 3 so that the latter produces a graphic image of the selected characters on a carrier 5 which forms at 
least part of the finished number plate. The computer 1 may also control a second printer 6 so that from time to time a hard copy can be 
obtained of all of the number plates which have been produced.  
Classifications:  
International (IPC 8­9): B60R13/10 (Advanced/Invention); 
B60R13/00 (Core/Invention) 
International (IPC 1­7): B41J3/00 B60R13/10 
CPC: B60R13/10 
European: B60R13/10

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 GB2126389 A1  19840321  GB19830022892  19830825  

 GB2126389 B2  19851224  GB19830022892  19830825  

 GB8322892 A0  19830928  GB19830022892  19830825  

 Priority:

GB19820024690 19820827  GB19830022892 19830825

 Probable Assignee: BTR PLC 

 Assignee(s): (std): BTR PLC 

 Inventor(s): (std): PAWSON IAN KARL ; HEPWORTH ADRIAN STEABBEN 

 Inventor(s): ADRIAN STEABBEN HEPWORTH ; IAN KARL PAWSON 

4) Family number: 7071129 (JP59128062A) © PatBase 

Title:  AUTOMATIC PRINTING SYSTEM FOR NAME PLATE FOR VEHICLE

Abstract: Source: JP59128062A PURPOSE:To enhance efficiency and accuracy in a printing work, by a method wherein a central computer for 
controlling the entire part of a vehicle­assembling factory and a printer are connected on­line with each other, and data required for printing 
are transmitted from the central computer to the printer. CONSTITUTION:When working, data required for printing on a name plate for a 
vehicle are transmitted from the central computer 20 to a data­relaying device 30 through a data free way 21. Then, the device 30 selects a 
system comprising a printer­controlling computer 51 and a printer 61 or a system comprising a printer­controlling computer 52 and a 
printer 61. For example, when the system at the left in the figure is selected, the data required for printing are fed to the computer 51 and the 
printer 61. Thereafter, the plate is set by an automatic plate feeder 70 on the basis of a command from the computer 51, and printing is 
conducted on the plate by the printer 61.  
Classifications:  
International (IPC 8­9): B60R13/10 B62D65/00 G05B15/02 (Advanced/Invention); 
B60R13/00 B62D65/00 G05B15/02 (Core/Invention) 
International (IPC 1­7): B23K11/02 B23K9/095 B62D65/00 G05B15/02 
CPC: B60R13/10 
European: B60R13/10

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP59128062 A2  19840724  JP19830000260  19830106  

 Priority:

JP19830000260 19830106

 Probable Assignee: HONDA MOTOR CO LTD 

 Assignee(s): (std): HONDA MOTOR CO LTD ; NISSAN MOTOR 

 Assignee(s): HONDA GIKEN KOGYO KK ; NISSAN JIDOSHA KK 

 Inventor(s): (std): TANGE TSUTOMU ; NOMIYAMA MASANORI ; KATO HISASHI ; KAKIMOTO YUKIO ; AOYAMA HARUO 

5) Family number: 7802379 (JP60093131A) © PatBase 

Title:  OPERATION CONTROL DEVICE OF AUTOMOBILE

Abstract: Source: JP60093131A PURPOSE:To enable the suitable data, by which an automobile can perform its economic running, to be given to 
the driver or the operation controller, by calculating the detection outputs of sensors, which detect the speed of an engine and its load, so as to 
output the arithmetic result. CONSTITUTION:A microcomputer 10 reads at every second the speed of an engine 1 from a speed detecting sensor 
9 while its load from a load sensor 8, storing these data in a corresponding address to a random access memory (RAM) of the computer 10. 
Then a value of the address is added by one because the data are stored as a frequency, for instance, the speed is divided into ten sections of 
every 400rpm over the range from 500 to 4,400rpm, while the load is divided into ten sections 10 percent by 10 percent. While the frequency of 
the corresponding address is added one by one in accordance with the speed and the load respectively detected by the sensors 8, 9. In this way, 
the operating condition of a vehicle is known by printing a content, stored in the RAM10 after the predetermined operation, by a printer 16, and
operation improving fuel consumption can be guided on the basis of the operating condition.  
Classifications:  
International (IPC 8­9): B60K26/04 F02B77/08 F02D29/02 F16H59/42 F16H59/74 
F16H61/00 G07C5/00 (Advanced/Invention); 
B60K26/00 F02B77/08 F02D29/02 F16H59/00 F16H59/42 F16H61/00 
G07C5/00 (Core/Invention) 
International (IPC 1­7): B60K26/04 F02B77/08 F02D29/02 F16H5/66 G07C5/00 
G08G1/09 
CPC: F02B77/084 
European: F02B77/08E

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP1810465 C3  19931227  JP19830201570  19831027  

 JP5014315 B4  19930224  JP19830201570  19831027  

 JP60093131 A2  19850524  JP19830201570  19831027  

 Priority:

JP19830201570 19831027

 Probable Assignee: HINO MOTORS LTD 

 Assignee(s): (std): HINO MOTORS LTD 

 Assignee(s): HINO JIDOSHA KOGYO KK 

 Inventor(s): (std): AOYAMA FUJIO ; ICHINO FUMIYUKI ; KOIDE HIDENORI ; NAKAJIMA MASARU 

 Inventor(s): ICHINO FUMYUKI 

6) Family number: 9301025 (JP63173914A) © PatBase 

Title:  SURVEYING INVESTIGATION VEHICLE

Abstract: Source: JP63173914A PURPOSE: To perform photo survey on the spot within a short time, by incorporating a photographic developing 
dark room, a surveyed data processing means and an analytical drawing means in one vehicle. CONSTITUTION: An operation chamber 51 
having various devices arranged therein, a photographic developing dark room 52 and a receiving chamber 53 for receiving machine parts are 
provided in a surveying investigation vehicle 50. An analytical drawing machine 19, personal computers 13, 20, a printer 18, an XY plotter 25 
and a three­dimensional space digitizer 30 are arranged in the operation chamber 51. This surveying investigation vehicle 50 is carried to the 
surveying spot and a mark is set to take a surveying photograph. The surveying photograph is developed in the dark room 52. The surveying of 
the mark is performed and the surveyed data are inputted to the personal computer 13. The developed photograph is set to the analytical 
drawing machine 19 and processed along with the inputted mark point data to display a figure on a display device. This figure is smoothed by 
keyboard operation to be plotted on the XY plotter.  
Classifications:  
International (IPC 8­9): B60P3/00 G01C11/00 (Advanced/Invention) 
International (IPC 1­7): B60P3/00 G01C11/00

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP63173914 A2  19880718  JP19870006783  19870114  

 Priority:

JP19870006783 19870114

 Probable Assignee: PASCO CORP 

 Assignee(s): (std): PASCO CORP 

 Assignee(s): PASUKO KK 

 Inventor(s): (std): HASEGAWA HIROYUKI ; SATO YASUO 

7) Family number: 3273227 (JP1313773A) © PatBase 

Title:  FAULT DIAGNOSIS SUPPORTING DEVICE FOR ON­VEHICLE ELECTRONIC DEVICE

Abstract: Source: JP1313773A PURPOSE: To easily execute an objective fault diagnosis by calculating the data of a sensor and an actuator, 
etc., obtained by an electronic controller which have been received by a tester by a computer, and providing a CRT screen for bringing the data
to image display and a printer. CONSTITUTION: An electronic controller 1 to which a sensor 4 has been connected and which has an actuator, 
etc., and a tester 2 having a storage device 8 are connected by a wiring 7, so that data can be transmitted and received mutually by using a 
serial transmission system. Subsequently, a host computer 9 which is provided with a CRT screen 11 for graphing and displaying the data, and 
to which a printer 12 has been connected is connected to the tester 2 through an RS­232C communication circuit 10. In such a way, analog data
information of the sensor and the actuator, etc., obtained from the electronic controller 1 can be brought to image display on the CRT screen 11, 
and data information can be printed, therefore, an objective fault diagnosis can be executed.  
Classifications:  
International (IPC 8­9): B60R16/02 G01D21/00 G01M17/00 G01M17/007 G01R31/00 
G08B5/00 G08C15/00 H04Q9/00 (Advanced/Invention); 
B60R16/02 G01D21/00 G01M17/00 G01M17/007 G01R31/00 G08B5/00 G08C15/00 
H04Q9/00 (Core/Invention) 
International (IPC 1­7): B60R16/02 G01D21/00 G01R31/00 G08B5/00 G08C15/00 
H04Q9/00

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP1313773 A2  19891219  JP19880145178  19880613  

 Priority:

JP19880145178 19880613

 Probable Assignee: MITSUBISHI ELECTRIC CORP 

 Assignee(s): (std): MITSUBISHI ELECTRIC CORP 

 Inventor(s): (std): HAYAKAWA MITSURU ; HIRANO SHIGEAKI ; KIMURA KAZUJI ; MAEKAWA HIROTOSHI ; MORI KAZUNARI 

8) Family number: 4956236 (JP2227611A) © PatBase 

Title:  SAFE TRAVELING CONTROLLER

Abstract: Source: JP2227611A PURPOSE:To improve the safety rate of traveling by reading a display means which displays whether or not the 
current traveling state of a vehicle is safe from operation data and travel information and the quantity of variation in points indicating the 
degree of safe operation. CONSTITUTION:The memory 34 of a drive recording part 30 is stored with operation data detected by a speed sensor 
12, a brake sensor 14, and other sensors 16, current points found by an arithmetic part (ALU) 26, etc., with time. Further, the recording part 30 
is provided with a display 36 to display the current points found by the ALU 26 and messages for safe traveling together with an alarm tone from 
a speaker 38. Further, even when the current points become less than a specific value which is determined as the range of the safe traveling, the
alarm tone is outputted from the speaker 38. Further, an analytic system 40 is connected to the recording part 30 of the vehicle after its 
traveling and an analytic part 44 which is controlled by a computer 42 reads the storage contents of the memory 34 of the recording part 30 
and analyzes the traveling contents of the vehicle, so that the result is outputted on a printer 46.  
Classifications:  
International (IPC 8­9): B60R16/02 G01C23/00 G01F9/00 G01P15/16 
G07C5/00 (Advanced/Invention); 
G01P15/16 G07C5/00 (Advanced/Non­invention); 
B60R16/02 G01C23/00 G01F9/00 G01P15/16 G07C5/00 (Core/Invention); 
G01P15/16 G07C5/00 (Core/Non­invention) 
International (IPC 1­7): B60R16/02 G01C23/00 G01F9/00 G01P15/16 G07C5/00

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP10122896 A2  19980515  JP19970178013  19970703  

 JP2227611 A2  19900910  JP19890049676  19890228  

 JP2769542 B2  19980625  JP19890049676  19890228  

 Priority:

JP19890049676 19890228  JP19970178013 19970703

 Probable Assignee: PLAN N KK 

 Assignee(s): (std): PLAN KK N ; PLAN N KK 

 Assignee(s): N PLAN KK 

 Inventor(s): (std): NISHIMURA YOSHIKAZU 

9) Family number: 11115695 (US5201834A) © PatBase 

Title:  Method for the testing and monitoring of brakes in rail vehicles

Abstract: Source: US5201834A A method for performing operationally prescribed brake trials before the departure of a railway train, utilizes an 
indicating and diagnostic system disposed on board the train and operated by the train driver. Sensors in the braking system of each car bogie 
supply information signals representing pressures, travels and forces to a bogie processor which is connected with a car processor. The car 
processors are connected by a continuous data bus line with a central processor. The central processor processes the operational information 
from the brake system according to a processing program into status reports such as general status indications, fault diagnoses and maintenance
instructions. The indications and instructions are visually displayed on a monitor and a printer, and acoustically reproduced by a speech 
synthesizer through a loudspeaker. The car processors are programmable by means of mobile computers and interrogatable by means of 
pocket terminals. Stored operational data is interrogable from outside each railway car by means of a mobile personal computer at each 
railroad vehicle.  
Classifications:  
International (IPC 8­9): B60T17/22 B60T8/88 B61H1/00 F16D66/00 F16D66/02 
G01M17/007 (Advanced/Invention) 
International (IPC 1­7): B60T17/22 B60T8/88 B61H1/00 B61L23/02 F16D66/02 
G01L5/28 
CPC: B60T8/885 B60T17/228 B60T2270/406 F16D66/00 F16D66/021 F16D2066/005 
European: B60T17/22H B60T8/88B F16D66/00 F16D66/02B L60T270/406 R16D66/00F 
US: 246/167R 246/169.00R 246/169R 340/505

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AT83717 E  19930115  AT19900103089T  19900217  

 DE59000626 D1  19930204  DE19905000626  19900217  

 EP0391047 A1  19901010  EP19900103089  19900217  

 EP0391047 B1  19921223  EP19900103089  19900217  

 ES2037484 T3  19930616  ES19900103089T  19900217  

 JP2290772 A2  19901130  JP19900091332  19900405  

 US5201834 A  19930413  US19920876111  19920427  

 Priority:

CH19890001258 19890405  EP19900103089  19900217  EP19900103089  19900217
EP19900103089  19900217  US19920876111 19920427  US19900504577 19900404

 Probable Assignee: DAIMLERCHRYSLER RAIL SYSTEMS GMBH 

 Assignee(s): (std): INBETEIO AG ; INVENTIO AG 

 Assignee(s): INVENTIO AG HERGISWIL NIDWALDEN CH ; ABB DAIMLER BENZ TRANSPORTATION (SCHWEIZ) AG ; ABB DAIMLER BENZ 
TRANSPORTATION AG ; DAIMLERCHRYSLER AG ; DAIMLERCHRYSLER RAIL SYSTEMS GMBH 

 Inventor(s): (std): MARIO GURAATSUIORI ; KURUTO ANDORETSUGU ; GRAZIOLI MARIO ; ANDEREGG KURT 

 Inventor(s): GRAZIOLI MARIO CH 7000 CHUR CH ; ANDEREGG KURT CH 9424 RHEINECK CH 

 Designated states: AT CH DE ES FR GB IT LI

10) Family number: 3376170 (US5250761A) © PatBase 

Title:  Managing system for construction vehicles

Abstract: Source: US5250761A PCT No. PCT/JP90/01271 Sec. 371 Date Mar. 31, 1992 Sec. 102(e) Date Mar. 31, 1992 PCT Filed Oct. 2, 1990 
PCT Pub. No. WO91/05319 PCT Pub. Date Apr. 18, 1991.A managing system for a construction vehicle which has for its object to enable 
management of the vehicle relating to pre­operation checking, maintenance and summary of work load, etc to be conducted easily and quickly. 
This managing system comprises a vehicle control monitor (7) for inputting and recording information necessary for management of the 
vehicle from a plurality of information sources, a non­contact type recording card (27) for recording the information recorded in the vehicle 
control monitor (7), a card reader/writer (40) for reading out the information recorded in the recording card (27), and a printer (42) and a 
personal computer (43) for compiling management ledgers and displaying data on the basis of the information read out by the card 
reader/writer.  
Classifications:  
International (IPC 8­9): B60P1/00 B60R16/02 B60S5/00 B65G61/00 E02F9/26 
G01D9/00 G01M17/00 G01M17/007 G06Q50/00 G07C3/00 G07C5/08 
G08G1/00 (Advanced/Invention); 
B60P1/00 B60S5/00 B65G61/00 G01D9/00 G01M17/00 G01M17/007 G06Q50/00 
G07C5/00 G08G1/00 (Core/Invention) 
International (IPC 1­7): B60P1/00 B60R16/02 B60S5/00 E02F9/26 G01G19/10 
G01G19/40 G01M17/00 G06F15/21 G06F15/48 G06K19/10 G06K19/14 G07C3/00 
G07C5/00 G08G1/00 
CPC: G01D9/005 G07C5/0858 
European: G01D9/00S G07C5/08R2B 
US: 177/141 177/25.14 701/29.4 701/35

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU199064159 A1  19910428  AU19900064159  19901002  

 AU645761 B2  19940127  AU19900064159  19901002  

 DE69028544 D1  19961017  DE19906028544  19901002  

 DE69028544 T2  19970320  DE19906028544T  19901002  

 EP0495104 A1  19920722  EP19900914238  19901002  

 EP0495104 A4  19930331  EP19900914238  19901002  

 EP0495104 B1  19960911  EP19900914238  19901002  

 JP3118693 A2  19910521  JP19890255247  19891002  

 JP3197261 A2  19910828  JP19890336695  19891227  

 JP3243438 A2  19911030  JP19900036242  19900219  

 US5250761 A  19931005  US19920842389  19920331  

 WO9105319 A1  19910418  WO1990JP01271  19901002  

 Priority:

JP19890255247 19891002  JP19890336695 19891227  WO1990JP01271 19901002
JP19900036242 19900219

 Probable Assignee: KOMATSU SEISAKUSHO KK 

 Assignee(s): (std): KOMATSU MFG CO LTD 

 Assignee(s): KOMATSU SEISAKUSHO KK ; KABUSHIKI KAISHA KOMATSU SEISAKUSHO ; KABUSHIKI KAISHA KOMATSU SEISAKUSHO 
TOKIO TOKYO JP ; KOMATSU LTD 

 Inventor(s): (std): KOYANAGI SATORU 

 Inventor(s): KOYANAGI SATORU C O KAWASAKI FACTORY KAWASAKI SHI ; KOYANAGI SATORU C O KAWASAKI FACTORY KAWASAKI 
SHI KANAGAWA KEN 210 JP ; SATORU KOYANAGI 

 Designated states: AT AU BE CH DE DK ES FR GB IT LU NL SE SU US
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1) Family number: 5379348 (WO8202785A1) © PatBase 

Title:  COMPUTER SYSTEM FOR VEHICLES

Abstract: A computer system for vehicles for calculating and indicating various operating values. Connected to a central processing unit (11) 
are pick­offs (16, 20, 22, 24) for sensing operating quantities, and a clock circuit (27) for giving the time. Further connected to the central 
processing unit are on the one hand a permanent read only memory (12) for the calculating functions of the central processing unit, and on the 
other hand a random access memory (13) and an alphanumeric printer (33). An alphanumeric keyboard (32) is connected to the central 
processing unit to program t e random access memory and for manually controlled typing on the printer.  
Classifications:  
International (IPC 8­9): B60S5/00 G06F17/00 G06Q50/00 G07C5/08 
G07C5/10 (Advanced/Invention); 
G06F17/00 (Advanced/Non­invention); 
B60S5/00 G06F17/00 G06Q50/00 G07C5/00 (Core/Invention) 
International (IPC 1­7): G06F15/20 G06F15/21 G07C5/08 
CPC: B60S5/00 G07C5/10 G07C5/08 H04L29/08558 
European: B60S5/00 G06F15/20 G07C5/08 G07C5/10

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU198167819 A1  19820826  AU19810067819  19810213  

 DK446382 A  19821008  DK19820004463  19821008  

 EP0083578 A1  19830720  EP19810900485  19810213  

 JP58500224 T2  19830210  JP19810500711T  19810213  

 NO823402 A  19821011  NO19820003402  19821011  

 SE424233 B  19820705  SE19790007308  19790903  

 SE424233 C  19821014  SE19790007308  19790903  

 SE7907308 A  19810304  SE19790007308  19790903  

 SE7907308 L  19810304  SE19790007308  19790903  

 WO8202785 A1  19820819  WO1981SE00037  19810213  

 Priority:

SE19790007308 19790903  WO1981SE00037 19810213

 Probable Assignee: OVO IDE OCH PRODUKTUTVECKLING 

 Assignee(s): (std): DYRDAK WALDEMAR ; HOLENDER WLODEK ; OVO IDE OCH PRODUKTUTVECKLING 

 Assignee(s): OVO IDE OCH PRODUKTUTVECKLING AB 

 Inventor(s): (std): DYRAK W ; DYRDAK WALDEMAR ; HOLENDER WLODEK ; DRYDAK W ; HOLENDER W ; DYRDAK W 

 Inventor(s): W DYRDAK ; W HOLENDER ; W DYRAK ; W DRYDAK 

 Designated states: AT AU BR CH DE DK FI FR GB JP LI LU NL NO US

2) Family number: 6459003 (JP59005906A) © PatBase 

Title:  SYSTEM FOR JUDGING AND DISPLAYING GAP AT VEHICLE DOOR

Abstract: Source: JP59005906A PURPOSE:To perform highly accurate measurement, by judging and displaying the gap at a door part by such a 
means, by which controlled data is recorded by a printer through a judgment display panel, a speaker, or a personal computer. 
CONSTITUTION:When a photoelectric switch 3 is actuated, light is irradiated on the side surface of a vehicle 1 from a line sensor camera 2, 
which is provided at the side of the vehicle 1. The reflected light from the vehicle 1 is received by the line sensor camera 2 again and sent to a 
data processor 4. Said data signal is controlled by a system computer 5. A gap 10a at a door part 10 is judged and displayed by such a means, 
by which the controlled data is recorded by a printer 9 through a judgement display panel 6, a speaker 7, or personal computer 8. Since an 
image brightness pattern is compared with a reference value and whether it is correct or not is judged, highly accurate measurement can be 
performed.  
Classifications:  
International (IPC 8­9): B62D65/00 G01B11/14 (Advanced/Invention); 
B62D65/00 G01B11/14 (Core/Invention) 
International (IPC 1­7): B60J5/04 G01B11/14 
CPC: G01B11/14 
European: G01B11/14

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP59005906 A2  19840112  JP19820115875  19820703  

 Priority:

JP19820115875 19820703

 Probable Assignee: MITSUBISHI MOTORS CORP 

 Assignee(s): (std): MITSUBISHI MOTORS CORP 

 Assignee(s): MITSUBISHI JIDOSHA KOGYO KK 

 Inventor(s): (std): OOYABU MAMORU 

3) Family number: 9013917 (GB2126389A) © PatBase 

Title:  Vehicle number plates and their production

Abstract: Source: GB2126389A Data representing a library of characters to be reproduced on a number plate, along with ancillary information 
such as a security code, are contained in a data store 4 which programs the memory of a micro computer or microprocessor 1. Items of this 
data are selected by means of a keyboard 2 according to the characters which are required for a particular number plate, and the computer 1 
then controls the operation of a printer 3 so that the latter produces a graphic image of the selected characters on a carrier 5 which forms at 
least part of the finished number plate. The computer 1 may also control a second printer 6 so that from time to time a hard copy can be 
obtained of all of the number plates which have been produced.  
Classifications:  
International (IPC 8­9): B60R13/10 (Advanced/Invention); 
B60R13/00 (Core/Invention) 
International (IPC 1­7): B41J3/00 B60R13/10 
CPC: B60R13/10 
European: B60R13/10

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 GB2126389 A1  19840321  GB19830022892  19830825  

 GB2126389 B2  19851224  GB19830022892  19830825  

 GB8322892 A0  19830928  GB19830022892  19830825  

 Priority:

GB19820024690 19820827  GB19830022892 19830825

 Probable Assignee: BTR PLC 

 Assignee(s): (std): BTR PLC 

 Inventor(s): (std): PAWSON IAN KARL ; HEPWORTH ADRIAN STEABBEN 

 Inventor(s): ADRIAN STEABBEN HEPWORTH ; IAN KARL PAWSON 

4) Family number: 7071129 (JP59128062A) © PatBase 

Title:  AUTOMATIC PRINTING SYSTEM FOR NAME PLATE FOR VEHICLE

Abstract: Source: JP59128062A PURPOSE:To enhance efficiency and accuracy in a printing work, by a method wherein a central computer for 
controlling the entire part of a vehicle­assembling factory and a printer are connected on­line with each other, and data required for printing 
are transmitted from the central computer to the printer. CONSTITUTION:When working, data required for printing on a name plate for a 
vehicle are transmitted from the central computer 20 to a data­relaying device 30 through a data free way 21. Then, the device 30 selects a 
system comprising a printer­controlling computer 51 and a printer 61 or a system comprising a printer­controlling computer 52 and a 
printer 61. For example, when the system at the left in the figure is selected, the data required for printing are fed to the computer 51 and the 
printer 61. Thereafter, the plate is set by an automatic plate feeder 70 on the basis of a command from the computer 51, and printing is 
conducted on the plate by the printer 61.  
Classifications:  
International (IPC 8­9): B60R13/10 B62D65/00 G05B15/02 (Advanced/Invention); 
B60R13/00 B62D65/00 G05B15/02 (Core/Invention) 
International (IPC 1­7): B23K11/02 B23K9/095 B62D65/00 G05B15/02 
CPC: B60R13/10 
European: B60R13/10

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP59128062 A2  19840724  JP19830000260  19830106  

 Priority:

JP19830000260 19830106

 Probable Assignee: HONDA MOTOR CO LTD 

 Assignee(s): (std): HONDA MOTOR CO LTD ; NISSAN MOTOR 

 Assignee(s): HONDA GIKEN KOGYO KK ; NISSAN JIDOSHA KK 

 Inventor(s): (std): TANGE TSUTOMU ; NOMIYAMA MASANORI ; KATO HISASHI ; KAKIMOTO YUKIO ; AOYAMA HARUO 

5) Family number: 7802379 (JP60093131A) © PatBase 

Title:  OPERATION CONTROL DEVICE OF AUTOMOBILE

Abstract: Source: JP60093131A PURPOSE:To enable the suitable data, by which an automobile can perform its economic running, to be given to 
the driver or the operation controller, by calculating the detection outputs of sensors, which detect the speed of an engine and its load, so as to 
output the arithmetic result. CONSTITUTION:A microcomputer 10 reads at every second the speed of an engine 1 from a speed detecting sensor 
9 while its load from a load sensor 8, storing these data in a corresponding address to a random access memory (RAM) of the computer 10. 
Then a value of the address is added by one because the data are stored as a frequency, for instance, the speed is divided into ten sections of 
every 400rpm over the range from 500 to 4,400rpm, while the load is divided into ten sections 10 percent by 10 percent. While the frequency of 
the corresponding address is added one by one in accordance with the speed and the load respectively detected by the sensors 8, 9. In this way, 
the operating condition of a vehicle is known by printing a content, stored in the RAM10 after the predetermined operation, by a printer 16, and
operation improving fuel consumption can be guided on the basis of the operating condition.  
Classifications:  
International (IPC 8­9): B60K26/04 F02B77/08 F02D29/02 F16H59/42 F16H59/74 
F16H61/00 G07C5/00 (Advanced/Invention); 
B60K26/00 F02B77/08 F02D29/02 F16H59/00 F16H59/42 F16H61/00 
G07C5/00 (Core/Invention) 
International (IPC 1­7): B60K26/04 F02B77/08 F02D29/02 F16H5/66 G07C5/00 
G08G1/09 
CPC: F02B77/084 
European: F02B77/08E

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP1810465 C3  19931227  JP19830201570  19831027  

 JP5014315 B4  19930224  JP19830201570  19831027  

 JP60093131 A2  19850524  JP19830201570  19831027  

 Priority:

JP19830201570 19831027

 Probable Assignee: HINO MOTORS LTD 

 Assignee(s): (std): HINO MOTORS LTD 

 Assignee(s): HINO JIDOSHA KOGYO KK 

 Inventor(s): (std): AOYAMA FUJIO ; ICHINO FUMIYUKI ; KOIDE HIDENORI ; NAKAJIMA MASARU 

 Inventor(s): ICHINO FUMYUKI 

6) Family number: 9301025 (JP63173914A) © PatBase 

Title:  SURVEYING INVESTIGATION VEHICLE

Abstract: Source: JP63173914A PURPOSE: To perform photo survey on the spot within a short time, by incorporating a photographic developing 
dark room, a surveyed data processing means and an analytical drawing means in one vehicle. CONSTITUTION: An operation chamber 51 
having various devices arranged therein, a photographic developing dark room 52 and a receiving chamber 53 for receiving machine parts are 
provided in a surveying investigation vehicle 50. An analytical drawing machine 19, personal computers 13, 20, a printer 18, an XY plotter 25 
and a three­dimensional space digitizer 30 are arranged in the operation chamber 51. This surveying investigation vehicle 50 is carried to the 
surveying spot and a mark is set to take a surveying photograph. The surveying photograph is developed in the dark room 52. The surveying of 
the mark is performed and the surveyed data are inputted to the personal computer 13. The developed photograph is set to the analytical 
drawing machine 19 and processed along with the inputted mark point data to display a figure on a display device. This figure is smoothed by 
keyboard operation to be plotted on the XY plotter.  
Classifications:  
International (IPC 8­9): B60P3/00 G01C11/00 (Advanced/Invention) 
International (IPC 1­7): B60P3/00 G01C11/00

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP63173914 A2  19880718  JP19870006783  19870114  

 Priority:

JP19870006783 19870114

 Probable Assignee: PASCO CORP 

 Assignee(s): (std): PASCO CORP 

 Assignee(s): PASUKO KK 

 Inventor(s): (std): HASEGAWA HIROYUKI ; SATO YASUO 

7) Family number: 3273227 (JP1313773A) © PatBase 

Title:  FAULT DIAGNOSIS SUPPORTING DEVICE FOR ON­VEHICLE ELECTRONIC DEVICE

Abstract: Source: JP1313773A PURPOSE: To easily execute an objective fault diagnosis by calculating the data of a sensor and an actuator, 
etc., obtained by an electronic controller which have been received by a tester by a computer, and providing a CRT screen for bringing the data
to image display and a printer. CONSTITUTION: An electronic controller 1 to which a sensor 4 has been connected and which has an actuator, 
etc., and a tester 2 having a storage device 8 are connected by a wiring 7, so that data can be transmitted and received mutually by using a 
serial transmission system. Subsequently, a host computer 9 which is provided with a CRT screen 11 for graphing and displaying the data, and 
to which a printer 12 has been connected is connected to the tester 2 through an RS­232C communication circuit 10. In such a way, analog data
information of the sensor and the actuator, etc., obtained from the electronic controller 1 can be brought to image display on the CRT screen 11, 
and data information can be printed, therefore, an objective fault diagnosis can be executed.  
Classifications:  
International (IPC 8­9): B60R16/02 G01D21/00 G01M17/00 G01M17/007 G01R31/00 
G08B5/00 G08C15/00 H04Q9/00 (Advanced/Invention); 
B60R16/02 G01D21/00 G01M17/00 G01M17/007 G01R31/00 G08B5/00 G08C15/00 
H04Q9/00 (Core/Invention) 
International (IPC 1­7): B60R16/02 G01D21/00 G01R31/00 G08B5/00 G08C15/00 
H04Q9/00

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP1313773 A2  19891219  JP19880145178  19880613  

 Priority:

JP19880145178 19880613

 Probable Assignee: MITSUBISHI ELECTRIC CORP 

 Assignee(s): (std): MITSUBISHI ELECTRIC CORP 

 Inventor(s): (std): HAYAKAWA MITSURU ; HIRANO SHIGEAKI ; KIMURA KAZUJI ; MAEKAWA HIROTOSHI ; MORI KAZUNARI 

8) Family number: 4956236 (JP2227611A) © PatBase 

Title:  SAFE TRAVELING CONTROLLER

Abstract: Source: JP2227611A PURPOSE:To improve the safety rate of traveling by reading a display means which displays whether or not the 
current traveling state of a vehicle is safe from operation data and travel information and the quantity of variation in points indicating the 
degree of safe operation. CONSTITUTION:The memory 34 of a drive recording part 30 is stored with operation data detected by a speed sensor 
12, a brake sensor 14, and other sensors 16, current points found by an arithmetic part (ALU) 26, etc., with time. Further, the recording part 30 
is provided with a display 36 to display the current points found by the ALU 26 and messages for safe traveling together with an alarm tone from 
a speaker 38. Further, even when the current points become less than a specific value which is determined as the range of the safe traveling, the
alarm tone is outputted from the speaker 38. Further, an analytic system 40 is connected to the recording part 30 of the vehicle after its 
traveling and an analytic part 44 which is controlled by a computer 42 reads the storage contents of the memory 34 of the recording part 30 
and analyzes the traveling contents of the vehicle, so that the result is outputted on a printer 46.  
Classifications:  
International (IPC 8­9): B60R16/02 G01C23/00 G01F9/00 G01P15/16 
G07C5/00 (Advanced/Invention); 
G01P15/16 G07C5/00 (Advanced/Non­invention); 
B60R16/02 G01C23/00 G01F9/00 G01P15/16 G07C5/00 (Core/Invention); 
G01P15/16 G07C5/00 (Core/Non­invention) 
International (IPC 1­7): B60R16/02 G01C23/00 G01F9/00 G01P15/16 G07C5/00

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP10122896 A2  19980515  JP19970178013  19970703  

 JP2227611 A2  19900910  JP19890049676  19890228  

 JP2769542 B2  19980625  JP19890049676  19890228  

 Priority:

JP19890049676 19890228  JP19970178013 19970703

 Probable Assignee: PLAN N KK 

 Assignee(s): (std): PLAN KK N ; PLAN N KK 

 Assignee(s): N PLAN KK 

 Inventor(s): (std): NISHIMURA YOSHIKAZU 

9) Family number: 11115695 (US5201834A) © PatBase 

Title:  Method for the testing and monitoring of brakes in rail vehicles

Abstract: Source: US5201834A A method for performing operationally prescribed brake trials before the departure of a railway train, utilizes an 
indicating and diagnostic system disposed on board the train and operated by the train driver. Sensors in the braking system of each car bogie 
supply information signals representing pressures, travels and forces to a bogie processor which is connected with a car processor. The car 
processors are connected by a continuous data bus line with a central processor. The central processor processes the operational information 
from the brake system according to a processing program into status reports such as general status indications, fault diagnoses and maintenance
instructions. The indications and instructions are visually displayed on a monitor and a printer, and acoustically reproduced by a speech 
synthesizer through a loudspeaker. The car processors are programmable by means of mobile computers and interrogatable by means of 
pocket terminals. Stored operational data is interrogable from outside each railway car by means of a mobile personal computer at each 
railroad vehicle.  
Classifications:  
International (IPC 8­9): B60T17/22 B60T8/88 B61H1/00 F16D66/00 F16D66/02 
G01M17/007 (Advanced/Invention) 
International (IPC 1­7): B60T17/22 B60T8/88 B61H1/00 B61L23/02 F16D66/02 
G01L5/28 
CPC: B60T8/885 B60T17/228 B60T2270/406 F16D66/00 F16D66/021 F16D2066/005 
European: B60T17/22H B60T8/88B F16D66/00 F16D66/02B L60T270/406 R16D66/00F 
US: 246/167R 246/169.00R 246/169R 340/505

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AT83717 E  19930115  AT19900103089T  19900217  

 DE59000626 D1  19930204  DE19905000626  19900217  

 EP0391047 A1  19901010  EP19900103089  19900217  

 EP0391047 B1  19921223  EP19900103089  19900217  

 ES2037484 T3  19930616  ES19900103089T  19900217  

 JP2290772 A2  19901130  JP19900091332  19900405  

 US5201834 A  19930413  US19920876111  19920427  

 Priority:

CH19890001258 19890405  EP19900103089  19900217  EP19900103089  19900217
EP19900103089  19900217  US19920876111 19920427  US19900504577 19900404

 Probable Assignee: DAIMLERCHRYSLER RAIL SYSTEMS GMBH 

 Assignee(s): (std): INBETEIO AG ; INVENTIO AG 

 Assignee(s): INVENTIO AG HERGISWIL NIDWALDEN CH ; ABB DAIMLER BENZ TRANSPORTATION (SCHWEIZ) AG ; ABB DAIMLER BENZ 
TRANSPORTATION AG ; DAIMLERCHRYSLER AG ; DAIMLERCHRYSLER RAIL SYSTEMS GMBH 

 Inventor(s): (std): MARIO GURAATSUIORI ; KURUTO ANDORETSUGU ; GRAZIOLI MARIO ; ANDEREGG KURT 

 Inventor(s): GRAZIOLI MARIO CH 7000 CHUR CH ; ANDEREGG KURT CH 9424 RHEINECK CH 

 Designated states: AT CH DE ES FR GB IT LI

10) Family number: 3376170 (US5250761A) © PatBase 

Title:  Managing system for construction vehicles

Abstract: Source: US5250761A PCT No. PCT/JP90/01271 Sec. 371 Date Mar. 31, 1992 Sec. 102(e) Date Mar. 31, 1992 PCT Filed Oct. 2, 1990 
PCT Pub. No. WO91/05319 PCT Pub. Date Apr. 18, 1991.A managing system for a construction vehicle which has for its object to enable 
management of the vehicle relating to pre­operation checking, maintenance and summary of work load, etc to be conducted easily and quickly. 
This managing system comprises a vehicle control monitor (7) for inputting and recording information necessary for management of the 
vehicle from a plurality of information sources, a non­contact type recording card (27) for recording the information recorded in the vehicle 
control monitor (7), a card reader/writer (40) for reading out the information recorded in the recording card (27), and a printer (42) and a 
personal computer (43) for compiling management ledgers and displaying data on the basis of the information read out by the card 
reader/writer.  
Classifications:  
International (IPC 8­9): B60P1/00 B60R16/02 B60S5/00 B65G61/00 E02F9/26 
G01D9/00 G01M17/00 G01M17/007 G06Q50/00 G07C3/00 G07C5/08 
G08G1/00 (Advanced/Invention); 
B60P1/00 B60S5/00 B65G61/00 G01D9/00 G01M17/00 G01M17/007 G06Q50/00 
G07C5/00 G08G1/00 (Core/Invention) 
International (IPC 1­7): B60P1/00 B60R16/02 B60S5/00 E02F9/26 G01G19/10 
G01G19/40 G01M17/00 G06F15/21 G06F15/48 G06K19/10 G06K19/14 G07C3/00 
G07C5/00 G08G1/00 
CPC: G01D9/005 G07C5/0858 
European: G01D9/00S G07C5/08R2B 
US: 177/141 177/25.14 701/29.4 701/35

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU199064159 A1  19910428  AU19900064159  19901002  

 AU645761 B2  19940127  AU19900064159  19901002  

 DE69028544 D1  19961017  DE19906028544  19901002  

 DE69028544 T2  19970320  DE19906028544T  19901002  

 EP0495104 A1  19920722  EP19900914238  19901002  

 EP0495104 A4  19930331  EP19900914238  19901002  

 EP0495104 B1  19960911  EP19900914238  19901002  

 JP3118693 A2  19910521  JP19890255247  19891002  

 JP3197261 A2  19910828  JP19890336695  19891227  

 JP3243438 A2  19911030  JP19900036242  19900219  

 US5250761 A  19931005  US19920842389  19920331  

 WO9105319 A1  19910418  WO1990JP01271  19901002  

 Priority:

JP19890255247 19891002  JP19890336695 19891227  WO1990JP01271 19901002
JP19900036242 19900219

 Probable Assignee: KOMATSU SEISAKUSHO KK 

 Assignee(s): (std): KOMATSU MFG CO LTD 

 Assignee(s): KOMATSU SEISAKUSHO KK ; KABUSHIKI KAISHA KOMATSU SEISAKUSHO ; KABUSHIKI KAISHA KOMATSU SEISAKUSHO 
TOKIO TOKYO JP ; KOMATSU LTD 

 Inventor(s): (std): KOYANAGI SATORU 

 Inventor(s): KOYANAGI SATORU C O KAWASAKI FACTORY KAWASAKI SHI ; KOYANAGI SATORU C O KAWASAKI FACTORY KAWASAKI 
SHI KANAGAWA KEN 210 JP ; SATORU KOYANAGI 

 Designated states: AT AU BE CH DE DK ES FR GB IT LU NL SE SU US
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1) Family number: 5379348 (WO8202785A1) © PatBase 

Title:  COMPUTER SYSTEM FOR VEHICLES

Abstract: A computer system for vehicles for calculating and indicating various operating values. Connected to a central processing unit (11) 
are pick­offs (16, 20, 22, 24) for sensing operating quantities, and a clock circuit (27) for giving the time. Further connected to the central 
processing unit are on the one hand a permanent read only memory (12) for the calculating functions of the central processing unit, and on the 
other hand a random access memory (13) and an alphanumeric printer (33). An alphanumeric keyboard (32) is connected to the central 
processing unit to program t e random access memory and for manually controlled typing on the printer.  
Classifications:  
International (IPC 8­9): B60S5/00 G06F17/00 G06Q50/00 G07C5/08 
G07C5/10 (Advanced/Invention); 
G06F17/00 (Advanced/Non­invention); 
B60S5/00 G06F17/00 G06Q50/00 G07C5/00 (Core/Invention) 
International (IPC 1­7): G06F15/20 G06F15/21 G07C5/08 
CPC: B60S5/00 G07C5/10 G07C5/08 H04L29/08558 
European: B60S5/00 G06F15/20 G07C5/08 G07C5/10

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU198167819 A1  19820826  AU19810067819  19810213  

 DK446382 A  19821008  DK19820004463  19821008  

 EP0083578 A1  19830720  EP19810900485  19810213  

 JP58500224 T2  19830210  JP19810500711T  19810213  

 NO823402 A  19821011  NO19820003402  19821011  

 SE424233 B  19820705  SE19790007308  19790903  

 SE424233 C  19821014  SE19790007308  19790903  

 SE7907308 A  19810304  SE19790007308  19790903  

 SE7907308 L  19810304  SE19790007308  19790903  

 WO8202785 A1  19820819  WO1981SE00037  19810213  

 Priority:

SE19790007308 19790903  WO1981SE00037 19810213

 Probable Assignee: OVO IDE OCH PRODUKTUTVECKLING 

 Assignee(s): (std): DYRDAK WALDEMAR ; HOLENDER WLODEK ; OVO IDE OCH PRODUKTUTVECKLING 

 Assignee(s): OVO IDE OCH PRODUKTUTVECKLING AB 

 Inventor(s): (std): DYRAK W ; DYRDAK WALDEMAR ; HOLENDER WLODEK ; DRYDAK W ; HOLENDER W ; DYRDAK W 

 Inventor(s): W DYRDAK ; W HOLENDER ; W DYRAK ; W DRYDAK 

 Designated states: AT AU BR CH DE DK FI FR GB JP LI LU NL NO US

2) Family number: 6459003 (JP59005906A) © PatBase 

Title:  SYSTEM FOR JUDGING AND DISPLAYING GAP AT VEHICLE DOOR

Abstract: Source: JP59005906A PURPOSE:To perform highly accurate measurement, by judging and displaying the gap at a door part by such a 
means, by which controlled data is recorded by a printer through a judgment display panel, a speaker, or a personal computer. 
CONSTITUTION:When a photoelectric switch 3 is actuated, light is irradiated on the side surface of a vehicle 1 from a line sensor camera 2, 
which is provided at the side of the vehicle 1. The reflected light from the vehicle 1 is received by the line sensor camera 2 again and sent to a 
data processor 4. Said data signal is controlled by a system computer 5. A gap 10a at a door part 10 is judged and displayed by such a means, 
by which the controlled data is recorded by a printer 9 through a judgement display panel 6, a speaker 7, or personal computer 8. Since an 
image brightness pattern is compared with a reference value and whether it is correct or not is judged, highly accurate measurement can be 
performed.  
Classifications:  
International (IPC 8­9): B62D65/00 G01B11/14 (Advanced/Invention); 
B62D65/00 G01B11/14 (Core/Invention) 
International (IPC 1­7): B60J5/04 G01B11/14 
CPC: G01B11/14 
European: G01B11/14

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP59005906 A2  19840112  JP19820115875  19820703  

 Priority:

JP19820115875 19820703

 Probable Assignee: MITSUBISHI MOTORS CORP 

 Assignee(s): (std): MITSUBISHI MOTORS CORP 

 Assignee(s): MITSUBISHI JIDOSHA KOGYO KK 

 Inventor(s): (std): OOYABU MAMORU 

3) Family number: 9013917 (GB2126389A) © PatBase 

Title:  Vehicle number plates and their production

Abstract: Source: GB2126389A Data representing a library of characters to be reproduced on a number plate, along with ancillary information 
such as a security code, are contained in a data store 4 which programs the memory of a micro computer or microprocessor 1. Items of this 
data are selected by means of a keyboard 2 according to the characters which are required for a particular number plate, and the computer 1 
then controls the operation of a printer 3 so that the latter produces a graphic image of the selected characters on a carrier 5 which forms at 
least part of the finished number plate. The computer 1 may also control a second printer 6 so that from time to time a hard copy can be 
obtained of all of the number plates which have been produced.  
Classifications:  
International (IPC 8­9): B60R13/10 (Advanced/Invention); 
B60R13/00 (Core/Invention) 
International (IPC 1­7): B41J3/00 B60R13/10 
CPC: B60R13/10 
European: B60R13/10

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 GB2126389 A1  19840321  GB19830022892  19830825  

 GB2126389 B2  19851224  GB19830022892  19830825  

 GB8322892 A0  19830928  GB19830022892  19830825  

 Priority:

GB19820024690 19820827  GB19830022892 19830825

 Probable Assignee: BTR PLC 

 Assignee(s): (std): BTR PLC 

 Inventor(s): (std): PAWSON IAN KARL ; HEPWORTH ADRIAN STEABBEN 

 Inventor(s): ADRIAN STEABBEN HEPWORTH ; IAN KARL PAWSON 

4) Family number: 7071129 (JP59128062A) © PatBase 

Title:  AUTOMATIC PRINTING SYSTEM FOR NAME PLATE FOR VEHICLE

Abstract: Source: JP59128062A PURPOSE:To enhance efficiency and accuracy in a printing work, by a method wherein a central computer for 
controlling the entire part of a vehicle­assembling factory and a printer are connected on­line with each other, and data required for printing 
are transmitted from the central computer to the printer. CONSTITUTION:When working, data required for printing on a name plate for a 
vehicle are transmitted from the central computer 20 to a data­relaying device 30 through a data free way 21. Then, the device 30 selects a 
system comprising a printer­controlling computer 51 and a printer 61 or a system comprising a printer­controlling computer 52 and a 
printer 61. For example, when the system at the left in the figure is selected, the data required for printing are fed to the computer 51 and the 
printer 61. Thereafter, the plate is set by an automatic plate feeder 70 on the basis of a command from the computer 51, and printing is 
conducted on the plate by the printer 61.  
Classifications:  
International (IPC 8­9): B60R13/10 B62D65/00 G05B15/02 (Advanced/Invention); 
B60R13/00 B62D65/00 G05B15/02 (Core/Invention) 
International (IPC 1­7): B23K11/02 B23K9/095 B62D65/00 G05B15/02 
CPC: B60R13/10 
European: B60R13/10

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP59128062 A2  19840724  JP19830000260  19830106  

 Priority:

JP19830000260 19830106

 Probable Assignee: HONDA MOTOR CO LTD 

 Assignee(s): (std): HONDA MOTOR CO LTD ; NISSAN MOTOR 

 Assignee(s): HONDA GIKEN KOGYO KK ; NISSAN JIDOSHA KK 

 Inventor(s): (std): TANGE TSUTOMU ; NOMIYAMA MASANORI ; KATO HISASHI ; KAKIMOTO YUKIO ; AOYAMA HARUO 

5) Family number: 7802379 (JP60093131A) © PatBase 

Title:  OPERATION CONTROL DEVICE OF AUTOMOBILE

Abstract: Source: JP60093131A PURPOSE:To enable the suitable data, by which an automobile can perform its economic running, to be given to 
the driver or the operation controller, by calculating the detection outputs of sensors, which detect the speed of an engine and its load, so as to 
output the arithmetic result. CONSTITUTION:A microcomputer 10 reads at every second the speed of an engine 1 from a speed detecting sensor 
9 while its load from a load sensor 8, storing these data in a corresponding address to a random access memory (RAM) of the computer 10. 
Then a value of the address is added by one because the data are stored as a frequency, for instance, the speed is divided into ten sections of 
every 400rpm over the range from 500 to 4,400rpm, while the load is divided into ten sections 10 percent by 10 percent. While the frequency of 
the corresponding address is added one by one in accordance with the speed and the load respectively detected by the sensors 8, 9. In this way, 
the operating condition of a vehicle is known by printing a content, stored in the RAM10 after the predetermined operation, by a printer 16, and
operation improving fuel consumption can be guided on the basis of the operating condition.  
Classifications:  
International (IPC 8­9): B60K26/04 F02B77/08 F02D29/02 F16H59/42 F16H59/74 
F16H61/00 G07C5/00 (Advanced/Invention); 
B60K26/00 F02B77/08 F02D29/02 F16H59/00 F16H59/42 F16H61/00 
G07C5/00 (Core/Invention) 
International (IPC 1­7): B60K26/04 F02B77/08 F02D29/02 F16H5/66 G07C5/00 
G08G1/09 
CPC: F02B77/084 
European: F02B77/08E

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP1810465 C3  19931227  JP19830201570  19831027  

 JP5014315 B4  19930224  JP19830201570  19831027  

 JP60093131 A2  19850524  JP19830201570  19831027  

 Priority:

JP19830201570 19831027

 Probable Assignee: HINO MOTORS LTD 

 Assignee(s): (std): HINO MOTORS LTD 

 Assignee(s): HINO JIDOSHA KOGYO KK 

 Inventor(s): (std): AOYAMA FUJIO ; ICHINO FUMIYUKI ; KOIDE HIDENORI ; NAKAJIMA MASARU 

 Inventor(s): ICHINO FUMYUKI 

6) Family number: 9301025 (JP63173914A) © PatBase 

Title:  SURVEYING INVESTIGATION VEHICLE

Abstract: Source: JP63173914A PURPOSE: To perform photo survey on the spot within a short time, by incorporating a photographic developing 
dark room, a surveyed data processing means and an analytical drawing means in one vehicle. CONSTITUTION: An operation chamber 51 
having various devices arranged therein, a photographic developing dark room 52 and a receiving chamber 53 for receiving machine parts are 
provided in a surveying investigation vehicle 50. An analytical drawing machine 19, personal computers 13, 20, a printer 18, an XY plotter 25 
and a three­dimensional space digitizer 30 are arranged in the operation chamber 51. This surveying investigation vehicle 50 is carried to the 
surveying spot and a mark is set to take a surveying photograph. The surveying photograph is developed in the dark room 52. The surveying of 
the mark is performed and the surveyed data are inputted to the personal computer 13. The developed photograph is set to the analytical 
drawing machine 19 and processed along with the inputted mark point data to display a figure on a display device. This figure is smoothed by 
keyboard operation to be plotted on the XY plotter.  
Classifications:  
International (IPC 8­9): B60P3/00 G01C11/00 (Advanced/Invention) 
International (IPC 1­7): B60P3/00 G01C11/00

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP63173914 A2  19880718  JP19870006783  19870114  

 Priority:

JP19870006783 19870114

 Probable Assignee: PASCO CORP 

 Assignee(s): (std): PASCO CORP 

 Assignee(s): PASUKO KK 

 Inventor(s): (std): HASEGAWA HIROYUKI ; SATO YASUO 

7) Family number: 3273227 (JP1313773A) © PatBase 

Title:  FAULT DIAGNOSIS SUPPORTING DEVICE FOR ON­VEHICLE ELECTRONIC DEVICE

Abstract: Source: JP1313773A PURPOSE: To easily execute an objective fault diagnosis by calculating the data of a sensor and an actuator, 
etc., obtained by an electronic controller which have been received by a tester by a computer, and providing a CRT screen for bringing the data
to image display and a printer. CONSTITUTION: An electronic controller 1 to which a sensor 4 has been connected and which has an actuator, 
etc., and a tester 2 having a storage device 8 are connected by a wiring 7, so that data can be transmitted and received mutually by using a 
serial transmission system. Subsequently, a host computer 9 which is provided with a CRT screen 11 for graphing and displaying the data, and 
to which a printer 12 has been connected is connected to the tester 2 through an RS­232C communication circuit 10. In such a way, analog data
information of the sensor and the actuator, etc., obtained from the electronic controller 1 can be brought to image display on the CRT screen 11, 
and data information can be printed, therefore, an objective fault diagnosis can be executed.  
Classifications:  
International (IPC 8­9): B60R16/02 G01D21/00 G01M17/00 G01M17/007 G01R31/00 
G08B5/00 G08C15/00 H04Q9/00 (Advanced/Invention); 
B60R16/02 G01D21/00 G01M17/00 G01M17/007 G01R31/00 G08B5/00 G08C15/00 
H04Q9/00 (Core/Invention) 
International (IPC 1­7): B60R16/02 G01D21/00 G01R31/00 G08B5/00 G08C15/00 
H04Q9/00

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP1313773 A2  19891219  JP19880145178  19880613  

 Priority:

JP19880145178 19880613

 Probable Assignee: MITSUBISHI ELECTRIC CORP 

 Assignee(s): (std): MITSUBISHI ELECTRIC CORP 

 Inventor(s): (std): HAYAKAWA MITSURU ; HIRANO SHIGEAKI ; KIMURA KAZUJI ; MAEKAWA HIROTOSHI ; MORI KAZUNARI 

8) Family number: 4956236 (JP2227611A) © PatBase 

Title:  SAFE TRAVELING CONTROLLER

Abstract: Source: JP2227611A PURPOSE:To improve the safety rate of traveling by reading a display means which displays whether or not the 
current traveling state of a vehicle is safe from operation data and travel information and the quantity of variation in points indicating the 
degree of safe operation. CONSTITUTION:The memory 34 of a drive recording part 30 is stored with operation data detected by a speed sensor 
12, a brake sensor 14, and other sensors 16, current points found by an arithmetic part (ALU) 26, etc., with time. Further, the recording part 30 
is provided with a display 36 to display the current points found by the ALU 26 and messages for safe traveling together with an alarm tone from 
a speaker 38. Further, even when the current points become less than a specific value which is determined as the range of the safe traveling, the
alarm tone is outputted from the speaker 38. Further, an analytic system 40 is connected to the recording part 30 of the vehicle after its 
traveling and an analytic part 44 which is controlled by a computer 42 reads the storage contents of the memory 34 of the recording part 30 
and analyzes the traveling contents of the vehicle, so that the result is outputted on a printer 46.  
Classifications:  
International (IPC 8­9): B60R16/02 G01C23/00 G01F9/00 G01P15/16 
G07C5/00 (Advanced/Invention); 
G01P15/16 G07C5/00 (Advanced/Non­invention); 
B60R16/02 G01C23/00 G01F9/00 G01P15/16 G07C5/00 (Core/Invention); 
G01P15/16 G07C5/00 (Core/Non­invention) 
International (IPC 1­7): B60R16/02 G01C23/00 G01F9/00 G01P15/16 G07C5/00

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP10122896 A2  19980515  JP19970178013  19970703  

 JP2227611 A2  19900910  JP19890049676  19890228  

 JP2769542 B2  19980625  JP19890049676  19890228  

 Priority:

JP19890049676 19890228  JP19970178013 19970703

 Probable Assignee: PLAN N KK 

 Assignee(s): (std): PLAN KK N ; PLAN N KK 

 Assignee(s): N PLAN KK 

 Inventor(s): (std): NISHIMURA YOSHIKAZU 

9) Family number: 11115695 (US5201834A) © PatBase 

Title:  Method for the testing and monitoring of brakes in rail vehicles

Abstract: Source: US5201834A A method for performing operationally prescribed brake trials before the departure of a railway train, utilizes an 
indicating and diagnostic system disposed on board the train and operated by the train driver. Sensors in the braking system of each car bogie 
supply information signals representing pressures, travels and forces to a bogie processor which is connected with a car processor. The car 
processors are connected by a continuous data bus line with a central processor. The central processor processes the operational information 
from the brake system according to a processing program into status reports such as general status indications, fault diagnoses and maintenance
instructions. The indications and instructions are visually displayed on a monitor and a printer, and acoustically reproduced by a speech 
synthesizer through a loudspeaker. The car processors are programmable by means of mobile computers and interrogatable by means of 
pocket terminals. Stored operational data is interrogable from outside each railway car by means of a mobile personal computer at each 
railroad vehicle.  
Classifications:  
International (IPC 8­9): B60T17/22 B60T8/88 B61H1/00 F16D66/00 F16D66/02 
G01M17/007 (Advanced/Invention) 
International (IPC 1­7): B60T17/22 B60T8/88 B61H1/00 B61L23/02 F16D66/02 
G01L5/28 
CPC: B60T8/885 B60T17/228 B60T2270/406 F16D66/00 F16D66/021 F16D2066/005 
European: B60T17/22H B60T8/88B F16D66/00 F16D66/02B L60T270/406 R16D66/00F 
US: 246/167R 246/169.00R 246/169R 340/505

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AT83717 E  19930115  AT19900103089T  19900217  

 DE59000626 D1  19930204  DE19905000626  19900217  

 EP0391047 A1  19901010  EP19900103089  19900217  

 EP0391047 B1  19921223  EP19900103089  19900217  

 ES2037484 T3  19930616  ES19900103089T  19900217  

 JP2290772 A2  19901130  JP19900091332  19900405  

 US5201834 A  19930413  US19920876111  19920427  

 Priority:

CH19890001258 19890405  EP19900103089  19900217  EP19900103089  19900217
EP19900103089  19900217  US19920876111 19920427  US19900504577 19900404

 Probable Assignee: DAIMLERCHRYSLER RAIL SYSTEMS GMBH 

 Assignee(s): (std): INBETEIO AG ; INVENTIO AG 

 Assignee(s): INVENTIO AG HERGISWIL NIDWALDEN CH ; ABB DAIMLER BENZ TRANSPORTATION (SCHWEIZ) AG ; ABB DAIMLER BENZ 
TRANSPORTATION AG ; DAIMLERCHRYSLER AG ; DAIMLERCHRYSLER RAIL SYSTEMS GMBH 

 Inventor(s): (std): MARIO GURAATSUIORI ; KURUTO ANDORETSUGU ; GRAZIOLI MARIO ; ANDEREGG KURT 

 Inventor(s): GRAZIOLI MARIO CH 7000 CHUR CH ; ANDEREGG KURT CH 9424 RHEINECK CH 

 Designated states: AT CH DE ES FR GB IT LI

10) Family number: 3376170 (US5250761A) © PatBase 

Title:  Managing system for construction vehicles

Abstract: Source: US5250761A PCT No. PCT/JP90/01271 Sec. 371 Date Mar. 31, 1992 Sec. 102(e) Date Mar. 31, 1992 PCT Filed Oct. 2, 1990 
PCT Pub. No. WO91/05319 PCT Pub. Date Apr. 18, 1991.A managing system for a construction vehicle which has for its object to enable 
management of the vehicle relating to pre­operation checking, maintenance and summary of work load, etc to be conducted easily and quickly. 
This managing system comprises a vehicle control monitor (7) for inputting and recording information necessary for management of the 
vehicle from a plurality of information sources, a non­contact type recording card (27) for recording the information recorded in the vehicle 
control monitor (7), a card reader/writer (40) for reading out the information recorded in the recording card (27), and a printer (42) and a 
personal computer (43) for compiling management ledgers and displaying data on the basis of the information read out by the card 
reader/writer.  
Classifications:  
International (IPC 8­9): B60P1/00 B60R16/02 B60S5/00 B65G61/00 E02F9/26 
G01D9/00 G01M17/00 G01M17/007 G06Q50/00 G07C3/00 G07C5/08 
G08G1/00 (Advanced/Invention); 
B60P1/00 B60S5/00 B65G61/00 G01D9/00 G01M17/00 G01M17/007 G06Q50/00 
G07C5/00 G08G1/00 (Core/Invention) 
International (IPC 1­7): B60P1/00 B60R16/02 B60S5/00 E02F9/26 G01G19/10 
G01G19/40 G01M17/00 G06F15/21 G06F15/48 G06K19/10 G06K19/14 G07C3/00 
G07C5/00 G08G1/00 
CPC: G01D9/005 G07C5/0858 
European: G01D9/00S G07C5/08R2B 
US: 177/141 177/25.14 701/29.4 701/35

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU199064159 A1  19910428  AU19900064159  19901002  

 AU645761 B2  19940127  AU19900064159  19901002  

 DE69028544 D1  19961017  DE19906028544  19901002  

 DE69028544 T2  19970320  DE19906028544T  19901002  

 EP0495104 A1  19920722  EP19900914238  19901002  

 EP0495104 A4  19930331  EP19900914238  19901002  

 EP0495104 B1  19960911  EP19900914238  19901002  

 JP3118693 A2  19910521  JP19890255247  19891002  

 JP3197261 A2  19910828  JP19890336695  19891227  

 JP3243438 A2  19911030  JP19900036242  19900219  

 US5250761 A  19931005  US19920842389  19920331  

 WO9105319 A1  19910418  WO1990JP01271  19901002  

 Priority:

JP19890255247 19891002  JP19890336695 19891227  WO1990JP01271 19901002
JP19900036242 19900219

 Probable Assignee: KOMATSU SEISAKUSHO KK 

 Assignee(s): (std): KOMATSU MFG CO LTD 

 Assignee(s): KOMATSU SEISAKUSHO KK ; KABUSHIKI KAISHA KOMATSU SEISAKUSHO ; KABUSHIKI KAISHA KOMATSU SEISAKUSHO 
TOKIO TOKYO JP ; KOMATSU LTD 

 Inventor(s): (std): KOYANAGI SATORU 

 Inventor(s): KOYANAGI SATORU C O KAWASAKI FACTORY KAWASAKI SHI ; KOYANAGI SATORU C O KAWASAKI FACTORY KAWASAKI 
SHI KANAGAWA KEN 210 JP ; SATORU KOYANAGI 

 Designated states: AT AU BE CH DE DK ES FR GB IT LU NL SE SU US
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1) Family number: 5379348 (WO8202785A1) © PatBase 

Title:  COMPUTER SYSTEM FOR VEHICLES

Abstract: A computer system for vehicles for calculating and indicating various operating values. Connected to a central processing unit (11) 
are pick­offs (16, 20, 22, 24) for sensing operating quantities, and a clock circuit (27) for giving the time. Further connected to the central 
processing unit are on the one hand a permanent read only memory (12) for the calculating functions of the central processing unit, and on the 
other hand a random access memory (13) and an alphanumeric printer (33). An alphanumeric keyboard (32) is connected to the central 
processing unit to program t e random access memory and for manually controlled typing on the printer.  
Classifications:  
International (IPC 8­9): B60S5/00 G06F17/00 G06Q50/00 G07C5/08 
G07C5/10 (Advanced/Invention); 
G06F17/00 (Advanced/Non­invention); 
B60S5/00 G06F17/00 G06Q50/00 G07C5/00 (Core/Invention) 
International (IPC 1­7): G06F15/20 G06F15/21 G07C5/08 
CPC: B60S5/00 G07C5/10 G07C5/08 H04L29/08558 
European: B60S5/00 G06F15/20 G07C5/08 G07C5/10

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU198167819 A1  19820826  AU19810067819  19810213  

 DK446382 A  19821008  DK19820004463  19821008  

 EP0083578 A1  19830720  EP19810900485  19810213  

 JP58500224 T2  19830210  JP19810500711T  19810213  

 NO823402 A  19821011  NO19820003402  19821011  

 SE424233 B  19820705  SE19790007308  19790903  

 SE424233 C  19821014  SE19790007308  19790903  

 SE7907308 A  19810304  SE19790007308  19790903  

 SE7907308 L  19810304  SE19790007308  19790903  

 WO8202785 A1  19820819  WO1981SE00037  19810213  

 Priority:

SE19790007308 19790903  WO1981SE00037 19810213

 Probable Assignee: OVO IDE OCH PRODUKTUTVECKLING 

 Assignee(s): (std): DYRDAK WALDEMAR ; HOLENDER WLODEK ; OVO IDE OCH PRODUKTUTVECKLING 

 Assignee(s): OVO IDE OCH PRODUKTUTVECKLING AB 

 Inventor(s): (std): DYRAK W ; DYRDAK WALDEMAR ; HOLENDER WLODEK ; DRYDAK W ; HOLENDER W ; DYRDAK W 

 Inventor(s): W DYRDAK ; W HOLENDER ; W DYRAK ; W DRYDAK 

 Designated states: AT AU BR CH DE DK FI FR GB JP LI LU NL NO US

2) Family number: 6459003 (JP59005906A) © PatBase 

Title:  SYSTEM FOR JUDGING AND DISPLAYING GAP AT VEHICLE DOOR

Abstract: Source: JP59005906A PURPOSE:To perform highly accurate measurement, by judging and displaying the gap at a door part by such a 
means, by which controlled data is recorded by a printer through a judgment display panel, a speaker, or a personal computer. 
CONSTITUTION:When a photoelectric switch 3 is actuated, light is irradiated on the side surface of a vehicle 1 from a line sensor camera 2, 
which is provided at the side of the vehicle 1. The reflected light from the vehicle 1 is received by the line sensor camera 2 again and sent to a 
data processor 4. Said data signal is controlled by a system computer 5. A gap 10a at a door part 10 is judged and displayed by such a means, 
by which the controlled data is recorded by a printer 9 through a judgement display panel 6, a speaker 7, or personal computer 8. Since an 
image brightness pattern is compared with a reference value and whether it is correct or not is judged, highly accurate measurement can be 
performed.  
Classifications:  
International (IPC 8­9): B62D65/00 G01B11/14 (Advanced/Invention); 
B62D65/00 G01B11/14 (Core/Invention) 
International (IPC 1­7): B60J5/04 G01B11/14 
CPC: G01B11/14 
European: G01B11/14

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP59005906 A2  19840112  JP19820115875  19820703  

 Priority:

JP19820115875 19820703

 Probable Assignee: MITSUBISHI MOTORS CORP 

 Assignee(s): (std): MITSUBISHI MOTORS CORP 

 Assignee(s): MITSUBISHI JIDOSHA KOGYO KK 

 Inventor(s): (std): OOYABU MAMORU 

3) Family number: 9013917 (GB2126389A) © PatBase 

Title:  Vehicle number plates and their production

Abstract: Source: GB2126389A Data representing a library of characters to be reproduced on a number plate, along with ancillary information 
such as a security code, are contained in a data store 4 which programs the memory of a micro computer or microprocessor 1. Items of this 
data are selected by means of a keyboard 2 according to the characters which are required for a particular number plate, and the computer 1 
then controls the operation of a printer 3 so that the latter produces a graphic image of the selected characters on a carrier 5 which forms at 
least part of the finished number plate. The computer 1 may also control a second printer 6 so that from time to time a hard copy can be 
obtained of all of the number plates which have been produced.  
Classifications:  
International (IPC 8­9): B60R13/10 (Advanced/Invention); 
B60R13/00 (Core/Invention) 
International (IPC 1­7): B41J3/00 B60R13/10 
CPC: B60R13/10 
European: B60R13/10

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 GB2126389 A1  19840321  GB19830022892  19830825  

 GB2126389 B2  19851224  GB19830022892  19830825  

 GB8322892 A0  19830928  GB19830022892  19830825  

 Priority:

GB19820024690 19820827  GB19830022892 19830825

 Probable Assignee: BTR PLC 

 Assignee(s): (std): BTR PLC 

 Inventor(s): (std): PAWSON IAN KARL ; HEPWORTH ADRIAN STEABBEN 

 Inventor(s): ADRIAN STEABBEN HEPWORTH ; IAN KARL PAWSON 

4) Family number: 7071129 (JP59128062A) © PatBase 

Title:  AUTOMATIC PRINTING SYSTEM FOR NAME PLATE FOR VEHICLE

Abstract: Source: JP59128062A PURPOSE:To enhance efficiency and accuracy in a printing work, by a method wherein a central computer for 
controlling the entire part of a vehicle­assembling factory and a printer are connected on­line with each other, and data required for printing 
are transmitted from the central computer to the printer. CONSTITUTION:When working, data required for printing on a name plate for a 
vehicle are transmitted from the central computer 20 to a data­relaying device 30 through a data free way 21. Then, the device 30 selects a 
system comprising a printer­controlling computer 51 and a printer 61 or a system comprising a printer­controlling computer 52 and a 
printer 61. For example, when the system at the left in the figure is selected, the data required for printing are fed to the computer 51 and the 
printer 61. Thereafter, the plate is set by an automatic plate feeder 70 on the basis of a command from the computer 51, and printing is 
conducted on the plate by the printer 61.  
Classifications:  
International (IPC 8­9): B60R13/10 B62D65/00 G05B15/02 (Advanced/Invention); 
B60R13/00 B62D65/00 G05B15/02 (Core/Invention) 
International (IPC 1­7): B23K11/02 B23K9/095 B62D65/00 G05B15/02 
CPC: B60R13/10 
European: B60R13/10

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP59128062 A2  19840724  JP19830000260  19830106  

 Priority:

JP19830000260 19830106

 Probable Assignee: HONDA MOTOR CO LTD 

 Assignee(s): (std): HONDA MOTOR CO LTD ; NISSAN MOTOR 

 Assignee(s): HONDA GIKEN KOGYO KK ; NISSAN JIDOSHA KK 

 Inventor(s): (std): TANGE TSUTOMU ; NOMIYAMA MASANORI ; KATO HISASHI ; KAKIMOTO YUKIO ; AOYAMA HARUO 

5) Family number: 7802379 (JP60093131A) © PatBase 

Title:  OPERATION CONTROL DEVICE OF AUTOMOBILE

Abstract: Source: JP60093131A PURPOSE:To enable the suitable data, by which an automobile can perform its economic running, to be given to 
the driver or the operation controller, by calculating the detection outputs of sensors, which detect the speed of an engine and its load, so as to 
output the arithmetic result. CONSTITUTION:A microcomputer 10 reads at every second the speed of an engine 1 from a speed detecting sensor 
9 while its load from a load sensor 8, storing these data in a corresponding address to a random access memory (RAM) of the computer 10. 
Then a value of the address is added by one because the data are stored as a frequency, for instance, the speed is divided into ten sections of 
every 400rpm over the range from 500 to 4,400rpm, while the load is divided into ten sections 10 percent by 10 percent. While the frequency of 
the corresponding address is added one by one in accordance with the speed and the load respectively detected by the sensors 8, 9. In this way, 
the operating condition of a vehicle is known by printing a content, stored in the RAM10 after the predetermined operation, by a printer 16, and
operation improving fuel consumption can be guided on the basis of the operating condition.  
Classifications:  
International (IPC 8­9): B60K26/04 F02B77/08 F02D29/02 F16H59/42 F16H59/74 
F16H61/00 G07C5/00 (Advanced/Invention); 
B60K26/00 F02B77/08 F02D29/02 F16H59/00 F16H59/42 F16H61/00 
G07C5/00 (Core/Invention) 
International (IPC 1­7): B60K26/04 F02B77/08 F02D29/02 F16H5/66 G07C5/00 
G08G1/09 
CPC: F02B77/084 
European: F02B77/08E

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP1810465 C3  19931227  JP19830201570  19831027  

 JP5014315 B4  19930224  JP19830201570  19831027  

 JP60093131 A2  19850524  JP19830201570  19831027  

 Priority:

JP19830201570 19831027

 Probable Assignee: HINO MOTORS LTD 

 Assignee(s): (std): HINO MOTORS LTD 

 Assignee(s): HINO JIDOSHA KOGYO KK 

 Inventor(s): (std): AOYAMA FUJIO ; ICHINO FUMIYUKI ; KOIDE HIDENORI ; NAKAJIMA MASARU 

 Inventor(s): ICHINO FUMYUKI 

6) Family number: 9301025 (JP63173914A) © PatBase 

Title:  SURVEYING INVESTIGATION VEHICLE

Abstract: Source: JP63173914A PURPOSE: To perform photo survey on the spot within a short time, by incorporating a photographic developing 
dark room, a surveyed data processing means and an analytical drawing means in one vehicle. CONSTITUTION: An operation chamber 51 
having various devices arranged therein, a photographic developing dark room 52 and a receiving chamber 53 for receiving machine parts are 
provided in a surveying investigation vehicle 50. An analytical drawing machine 19, personal computers 13, 20, a printer 18, an XY plotter 25 
and a three­dimensional space digitizer 30 are arranged in the operation chamber 51. This surveying investigation vehicle 50 is carried to the 
surveying spot and a mark is set to take a surveying photograph. The surveying photograph is developed in the dark room 52. The surveying of 
the mark is performed and the surveyed data are inputted to the personal computer 13. The developed photograph is set to the analytical 
drawing machine 19 and processed along with the inputted mark point data to display a figure on a display device. This figure is smoothed by 
keyboard operation to be plotted on the XY plotter.  
Classifications:  
International (IPC 8­9): B60P3/00 G01C11/00 (Advanced/Invention) 
International (IPC 1­7): B60P3/00 G01C11/00

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP63173914 A2  19880718  JP19870006783  19870114  

 Priority:

JP19870006783 19870114

 Probable Assignee: PASCO CORP 

 Assignee(s): (std): PASCO CORP 

 Assignee(s): PASUKO KK 

 Inventor(s): (std): HASEGAWA HIROYUKI ; SATO YASUO 

7) Family number: 3273227 (JP1313773A) © PatBase 

Title:  FAULT DIAGNOSIS SUPPORTING DEVICE FOR ON­VEHICLE ELECTRONIC DEVICE

Abstract: Source: JP1313773A PURPOSE: To easily execute an objective fault diagnosis by calculating the data of a sensor and an actuator, 
etc., obtained by an electronic controller which have been received by a tester by a computer, and providing a CRT screen for bringing the data
to image display and a printer. CONSTITUTION: An electronic controller 1 to which a sensor 4 has been connected and which has an actuator, 
etc., and a tester 2 having a storage device 8 are connected by a wiring 7, so that data can be transmitted and received mutually by using a 
serial transmission system. Subsequently, a host computer 9 which is provided with a CRT screen 11 for graphing and displaying the data, and 
to which a printer 12 has been connected is connected to the tester 2 through an RS­232C communication circuit 10. In such a way, analog data
information of the sensor and the actuator, etc., obtained from the electronic controller 1 can be brought to image display on the CRT screen 11, 
and data information can be printed, therefore, an objective fault diagnosis can be executed.  
Classifications:  
International (IPC 8­9): B60R16/02 G01D21/00 G01M17/00 G01M17/007 G01R31/00 
G08B5/00 G08C15/00 H04Q9/00 (Advanced/Invention); 
B60R16/02 G01D21/00 G01M17/00 G01M17/007 G01R31/00 G08B5/00 G08C15/00 
H04Q9/00 (Core/Invention) 
International (IPC 1­7): B60R16/02 G01D21/00 G01R31/00 G08B5/00 G08C15/00 
H04Q9/00

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP1313773 A2  19891219  JP19880145178  19880613  

 Priority:

JP19880145178 19880613

 Probable Assignee: MITSUBISHI ELECTRIC CORP 

 Assignee(s): (std): MITSUBISHI ELECTRIC CORP 

 Inventor(s): (std): HAYAKAWA MITSURU ; HIRANO SHIGEAKI ; KIMURA KAZUJI ; MAEKAWA HIROTOSHI ; MORI KAZUNARI 

8) Family number: 4956236 (JP2227611A) © PatBase 

Title:  SAFE TRAVELING CONTROLLER

Abstract: Source: JP2227611A PURPOSE:To improve the safety rate of traveling by reading a display means which displays whether or not the 
current traveling state of a vehicle is safe from operation data and travel information and the quantity of variation in points indicating the 
degree of safe operation. CONSTITUTION:The memory 34 of a drive recording part 30 is stored with operation data detected by a speed sensor 
12, a brake sensor 14, and other sensors 16, current points found by an arithmetic part (ALU) 26, etc., with time. Further, the recording part 30 
is provided with a display 36 to display the current points found by the ALU 26 and messages for safe traveling together with an alarm tone from 
a speaker 38. Further, even when the current points become less than a specific value which is determined as the range of the safe traveling, the
alarm tone is outputted from the speaker 38. Further, an analytic system 40 is connected to the recording part 30 of the vehicle after its 
traveling and an analytic part 44 which is controlled by a computer 42 reads the storage contents of the memory 34 of the recording part 30 
and analyzes the traveling contents of the vehicle, so that the result is outputted on a printer 46.  
Classifications:  
International (IPC 8­9): B60R16/02 G01C23/00 G01F9/00 G01P15/16 
G07C5/00 (Advanced/Invention); 
G01P15/16 G07C5/00 (Advanced/Non­invention); 
B60R16/02 G01C23/00 G01F9/00 G01P15/16 G07C5/00 (Core/Invention); 
G01P15/16 G07C5/00 (Core/Non­invention) 
International (IPC 1­7): B60R16/02 G01C23/00 G01F9/00 G01P15/16 G07C5/00

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP10122896 A2  19980515  JP19970178013  19970703  

 JP2227611 A2  19900910  JP19890049676  19890228  

 JP2769542 B2  19980625  JP19890049676  19890228  

 Priority:

JP19890049676 19890228  JP19970178013 19970703

 Probable Assignee: PLAN N KK 

 Assignee(s): (std): PLAN KK N ; PLAN N KK 

 Assignee(s): N PLAN KK 

 Inventor(s): (std): NISHIMURA YOSHIKAZU 

9) Family number: 11115695 (US5201834A) © PatBase 

Title:  Method for the testing and monitoring of brakes in rail vehicles

Abstract: Source: US5201834A A method for performing operationally prescribed brake trials before the departure of a railway train, utilizes an 
indicating and diagnostic system disposed on board the train and operated by the train driver. Sensors in the braking system of each car bogie 
supply information signals representing pressures, travels and forces to a bogie processor which is connected with a car processor. The car 
processors are connected by a continuous data bus line with a central processor. The central processor processes the operational information 
from the brake system according to a processing program into status reports such as general status indications, fault diagnoses and maintenance
instructions. The indications and instructions are visually displayed on a monitor and a printer, and acoustically reproduced by a speech 
synthesizer through a loudspeaker. The car processors are programmable by means of mobile computers and interrogatable by means of 
pocket terminals. Stored operational data is interrogable from outside each railway car by means of a mobile personal computer at each 
railroad vehicle.  
Classifications:  
International (IPC 8­9): B60T17/22 B60T8/88 B61H1/00 F16D66/00 F16D66/02 
G01M17/007 (Advanced/Invention) 
International (IPC 1­7): B60T17/22 B60T8/88 B61H1/00 B61L23/02 F16D66/02 
G01L5/28 
CPC: B60T8/885 B60T17/228 B60T2270/406 F16D66/00 F16D66/021 F16D2066/005 
European: B60T17/22H B60T8/88B F16D66/00 F16D66/02B L60T270/406 R16D66/00F 
US: 246/167R 246/169.00R 246/169R 340/505

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AT83717 E  19930115  AT19900103089T  19900217  

 DE59000626 D1  19930204  DE19905000626  19900217  

 EP0391047 A1  19901010  EP19900103089  19900217  

 EP0391047 B1  19921223  EP19900103089  19900217  

 ES2037484 T3  19930616  ES19900103089T  19900217  

 JP2290772 A2  19901130  JP19900091332  19900405  

 US5201834 A  19930413  US19920876111  19920427  

 Priority:

CH19890001258 19890405  EP19900103089  19900217  EP19900103089  19900217
EP19900103089  19900217  US19920876111 19920427  US19900504577 19900404

 Probable Assignee: DAIMLERCHRYSLER RAIL SYSTEMS GMBH 

 Assignee(s): (std): INBETEIO AG ; INVENTIO AG 

 Assignee(s): INVENTIO AG HERGISWIL NIDWALDEN CH ; ABB DAIMLER BENZ TRANSPORTATION (SCHWEIZ) AG ; ABB DAIMLER BENZ 
TRANSPORTATION AG ; DAIMLERCHRYSLER AG ; DAIMLERCHRYSLER RAIL SYSTEMS GMBH 

 Inventor(s): (std): MARIO GURAATSUIORI ; KURUTO ANDORETSUGU ; GRAZIOLI MARIO ; ANDEREGG KURT 

 Inventor(s): GRAZIOLI MARIO CH 7000 CHUR CH ; ANDEREGG KURT CH 9424 RHEINECK CH 

 Designated states: AT CH DE ES FR GB IT LI

10) Family number: 3376170 (US5250761A) © PatBase 

Title:  Managing system for construction vehicles

Abstract: Source: US5250761A PCT No. PCT/JP90/01271 Sec. 371 Date Mar. 31, 1992 Sec. 102(e) Date Mar. 31, 1992 PCT Filed Oct. 2, 1990 
PCT Pub. No. WO91/05319 PCT Pub. Date Apr. 18, 1991.A managing system for a construction vehicle which has for its object to enable 
management of the vehicle relating to pre­operation checking, maintenance and summary of work load, etc to be conducted easily and quickly. 
This managing system comprises a vehicle control monitor (7) for inputting and recording information necessary for management of the 
vehicle from a plurality of information sources, a non­contact type recording card (27) for recording the information recorded in the vehicle 
control monitor (7), a card reader/writer (40) for reading out the information recorded in the recording card (27), and a printer (42) and a 
personal computer (43) for compiling management ledgers and displaying data on the basis of the information read out by the card 
reader/writer.  
Classifications:  
International (IPC 8­9): B60P1/00 B60R16/02 B60S5/00 B65G61/00 E02F9/26 
G01D9/00 G01M17/00 G01M17/007 G06Q50/00 G07C3/00 G07C5/08 
G08G1/00 (Advanced/Invention); 
B60P1/00 B60S5/00 B65G61/00 G01D9/00 G01M17/00 G01M17/007 G06Q50/00 
G07C5/00 G08G1/00 (Core/Invention) 
International (IPC 1­7): B60P1/00 B60R16/02 B60S5/00 E02F9/26 G01G19/10 
G01G19/40 G01M17/00 G06F15/21 G06F15/48 G06K19/10 G06K19/14 G07C3/00 
G07C5/00 G08G1/00 
CPC: G01D9/005 G07C5/0858 
European: G01D9/00S G07C5/08R2B 
US: 177/141 177/25.14 701/29.4 701/35

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU199064159 A1  19910428  AU19900064159  19901002  

 AU645761 B2  19940127  AU19900064159  19901002  

 DE69028544 D1  19961017  DE19906028544  19901002  

 DE69028544 T2  19970320  DE19906028544T  19901002  

 EP0495104 A1  19920722  EP19900914238  19901002  

 EP0495104 A4  19930331  EP19900914238  19901002  

 EP0495104 B1  19960911  EP19900914238  19901002  

 JP3118693 A2  19910521  JP19890255247  19891002  

 JP3197261 A2  19910828  JP19890336695  19891227  

 JP3243438 A2  19911030  JP19900036242  19900219  

 US5250761 A  19931005  US19920842389  19920331  

 WO9105319 A1  19910418  WO1990JP01271  19901002  

 Priority:

JP19890255247 19891002  JP19890336695 19891227  WO1990JP01271 19901002
JP19900036242 19900219

 Probable Assignee: KOMATSU SEISAKUSHO KK 

 Assignee(s): (std): KOMATSU MFG CO LTD 

 Assignee(s): KOMATSU SEISAKUSHO KK ; KABUSHIKI KAISHA KOMATSU SEISAKUSHO ; KABUSHIKI KAISHA KOMATSU SEISAKUSHO 
TOKIO TOKYO JP ; KOMATSU LTD 

 Inventor(s): (std): KOYANAGI SATORU 

 Inventor(s): KOYANAGI SATORU C O KAWASAKI FACTORY KAWASAKI SHI ; KOYANAGI SATORU C O KAWASAKI FACTORY KAWASAKI 
SHI KANAGAWA KEN 210 JP ; SATORU KOYANAGI 

 Designated states: AT AU BE CH DE DK ES FR GB IT LU NL SE SU US
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1) Family number: 5379348 (WO8202785A1) © PatBase 

Title:  COMPUTER SYSTEM FOR VEHICLES

Abstract: A computer system for vehicles for calculating and indicating various operating values. Connected to a central processing unit (11) 
are pick­offs (16, 20, 22, 24) for sensing operating quantities, and a clock circuit (27) for giving the time. Further connected to the central 
processing unit are on the one hand a permanent read only memory (12) for the calculating functions of the central processing unit, and on the 
other hand a random access memory (13) and an alphanumeric printer (33). An alphanumeric keyboard (32) is connected to the central 
processing unit to program t e random access memory and for manually controlled typing on the printer.  
Classifications:  
International (IPC 8­9): B60S5/00 G06F17/00 G06Q50/00 G07C5/08 
G07C5/10 (Advanced/Invention); 
G06F17/00 (Advanced/Non­invention); 
B60S5/00 G06F17/00 G06Q50/00 G07C5/00 (Core/Invention) 
International (IPC 1­7): G06F15/20 G06F15/21 G07C5/08 
CPC: B60S5/00 G07C5/10 G07C5/08 H04L29/08558 
European: B60S5/00 G06F15/20 G07C5/08 G07C5/10

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU198167819 A1  19820826  AU19810067819  19810213  

 DK446382 A  19821008  DK19820004463  19821008  

 EP0083578 A1  19830720  EP19810900485  19810213  

 JP58500224 T2  19830210  JP19810500711T  19810213  

 NO823402 A  19821011  NO19820003402  19821011  

 SE424233 B  19820705  SE19790007308  19790903  

 SE424233 C  19821014  SE19790007308  19790903  

 SE7907308 A  19810304  SE19790007308  19790903  

 SE7907308 L  19810304  SE19790007308  19790903  

 WO8202785 A1  19820819  WO1981SE00037  19810213  

 Priority:

SE19790007308 19790903  WO1981SE00037 19810213

 Probable Assignee: OVO IDE OCH PRODUKTUTVECKLING 

 Assignee(s): (std): DYRDAK WALDEMAR ; HOLENDER WLODEK ; OVO IDE OCH PRODUKTUTVECKLING 

 Assignee(s): OVO IDE OCH PRODUKTUTVECKLING AB 

 Inventor(s): (std): DYRAK W ; DYRDAK WALDEMAR ; HOLENDER WLODEK ; DRYDAK W ; HOLENDER W ; DYRDAK W 

 Inventor(s): W DYRDAK ; W HOLENDER ; W DYRAK ; W DRYDAK 

 Designated states: AT AU BR CH DE DK FI FR GB JP LI LU NL NO US

2) Family number: 6459003 (JP59005906A) © PatBase 

Title:  SYSTEM FOR JUDGING AND DISPLAYING GAP AT VEHICLE DOOR

Abstract: Source: JP59005906A PURPOSE:To perform highly accurate measurement, by judging and displaying the gap at a door part by such a 
means, by which controlled data is recorded by a printer through a judgment display panel, a speaker, or a personal computer. 
CONSTITUTION:When a photoelectric switch 3 is actuated, light is irradiated on the side surface of a vehicle 1 from a line sensor camera 2, 
which is provided at the side of the vehicle 1. The reflected light from the vehicle 1 is received by the line sensor camera 2 again and sent to a 
data processor 4. Said data signal is controlled by a system computer 5. A gap 10a at a door part 10 is judged and displayed by such a means, 
by which the controlled data is recorded by a printer 9 through a judgement display panel 6, a speaker 7, or personal computer 8. Since an 
image brightness pattern is compared with a reference value and whether it is correct or not is judged, highly accurate measurement can be 
performed.  
Classifications:  
International (IPC 8­9): B62D65/00 G01B11/14 (Advanced/Invention); 
B62D65/00 G01B11/14 (Core/Invention) 
International (IPC 1­7): B60J5/04 G01B11/14 
CPC: G01B11/14 
European: G01B11/14

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP59005906 A2  19840112  JP19820115875  19820703  

 Priority:

JP19820115875 19820703

 Probable Assignee: MITSUBISHI MOTORS CORP 

 Assignee(s): (std): MITSUBISHI MOTORS CORP 

 Assignee(s): MITSUBISHI JIDOSHA KOGYO KK 

 Inventor(s): (std): OOYABU MAMORU 

3) Family number: 9013917 (GB2126389A) © PatBase 

Title:  Vehicle number plates and their production

Abstract: Source: GB2126389A Data representing a library of characters to be reproduced on a number plate, along with ancillary information 
such as a security code, are contained in a data store 4 which programs the memory of a micro computer or microprocessor 1. Items of this 
data are selected by means of a keyboard 2 according to the characters which are required for a particular number plate, and the computer 1 
then controls the operation of a printer 3 so that the latter produces a graphic image of the selected characters on a carrier 5 which forms at 
least part of the finished number plate. The computer 1 may also control a second printer 6 so that from time to time a hard copy can be 
obtained of all of the number plates which have been produced.  
Classifications:  
International (IPC 8­9): B60R13/10 (Advanced/Invention); 
B60R13/00 (Core/Invention) 
International (IPC 1­7): B41J3/00 B60R13/10 
CPC: B60R13/10 
European: B60R13/10

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 GB2126389 A1  19840321  GB19830022892  19830825  

 GB2126389 B2  19851224  GB19830022892  19830825  

 GB8322892 A0  19830928  GB19830022892  19830825  

 Priority:

GB19820024690 19820827  GB19830022892 19830825

 Probable Assignee: BTR PLC 

 Assignee(s): (std): BTR PLC 

 Inventor(s): (std): PAWSON IAN KARL ; HEPWORTH ADRIAN STEABBEN 

 Inventor(s): ADRIAN STEABBEN HEPWORTH ; IAN KARL PAWSON 

4) Family number: 7071129 (JP59128062A) © PatBase 

Title:  AUTOMATIC PRINTING SYSTEM FOR NAME PLATE FOR VEHICLE

Abstract: Source: JP59128062A PURPOSE:To enhance efficiency and accuracy in a printing work, by a method wherein a central computer for 
controlling the entire part of a vehicle­assembling factory and a printer are connected on­line with each other, and data required for printing 
are transmitted from the central computer to the printer. CONSTITUTION:When working, data required for printing on a name plate for a 
vehicle are transmitted from the central computer 20 to a data­relaying device 30 through a data free way 21. Then, the device 30 selects a 
system comprising a printer­controlling computer 51 and a printer 61 or a system comprising a printer­controlling computer 52 and a 
printer 61. For example, when the system at the left in the figure is selected, the data required for printing are fed to the computer 51 and the 
printer 61. Thereafter, the plate is set by an automatic plate feeder 70 on the basis of a command from the computer 51, and printing is 
conducted on the plate by the printer 61.  
Classifications:  
International (IPC 8­9): B60R13/10 B62D65/00 G05B15/02 (Advanced/Invention); 
B60R13/00 B62D65/00 G05B15/02 (Core/Invention) 
International (IPC 1­7): B23K11/02 B23K9/095 B62D65/00 G05B15/02 
CPC: B60R13/10 
European: B60R13/10

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP59128062 A2  19840724  JP19830000260  19830106  

 Priority:

JP19830000260 19830106

 Probable Assignee: HONDA MOTOR CO LTD 

 Assignee(s): (std): HONDA MOTOR CO LTD ; NISSAN MOTOR 

 Assignee(s): HONDA GIKEN KOGYO KK ; NISSAN JIDOSHA KK 

 Inventor(s): (std): TANGE TSUTOMU ; NOMIYAMA MASANORI ; KATO HISASHI ; KAKIMOTO YUKIO ; AOYAMA HARUO 

5) Family number: 7802379 (JP60093131A) © PatBase 

Title:  OPERATION CONTROL DEVICE OF AUTOMOBILE

Abstract: Source: JP60093131A PURPOSE:To enable the suitable data, by which an automobile can perform its economic running, to be given to 
the driver or the operation controller, by calculating the detection outputs of sensors, which detect the speed of an engine and its load, so as to 
output the arithmetic result. CONSTITUTION:A microcomputer 10 reads at every second the speed of an engine 1 from a speed detecting sensor 
9 while its load from a load sensor 8, storing these data in a corresponding address to a random access memory (RAM) of the computer 10. 
Then a value of the address is added by one because the data are stored as a frequency, for instance, the speed is divided into ten sections of 
every 400rpm over the range from 500 to 4,400rpm, while the load is divided into ten sections 10 percent by 10 percent. While the frequency of 
the corresponding address is added one by one in accordance with the speed and the load respectively detected by the sensors 8, 9. In this way, 
the operating condition of a vehicle is known by printing a content, stored in the RAM10 after the predetermined operation, by a printer 16, and
operation improving fuel consumption can be guided on the basis of the operating condition.  
Classifications:  
International (IPC 8­9): B60K26/04 F02B77/08 F02D29/02 F16H59/42 F16H59/74 
F16H61/00 G07C5/00 (Advanced/Invention); 
B60K26/00 F02B77/08 F02D29/02 F16H59/00 F16H59/42 F16H61/00 
G07C5/00 (Core/Invention) 
International (IPC 1­7): B60K26/04 F02B77/08 F02D29/02 F16H5/66 G07C5/00 
G08G1/09 
CPC: F02B77/084 
European: F02B77/08E

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP1810465 C3  19931227  JP19830201570  19831027  

 JP5014315 B4  19930224  JP19830201570  19831027  

 JP60093131 A2  19850524  JP19830201570  19831027  

 Priority:

JP19830201570 19831027

 Probable Assignee: HINO MOTORS LTD 

 Assignee(s): (std): HINO MOTORS LTD 

 Assignee(s): HINO JIDOSHA KOGYO KK 

 Inventor(s): (std): AOYAMA FUJIO ; ICHINO FUMIYUKI ; KOIDE HIDENORI ; NAKAJIMA MASARU 

 Inventor(s): ICHINO FUMYUKI 

6) Family number: 9301025 (JP63173914A) © PatBase 

Title:  SURVEYING INVESTIGATION VEHICLE

Abstract: Source: JP63173914A PURPOSE: To perform photo survey on the spot within a short time, by incorporating a photographic developing 
dark room, a surveyed data processing means and an analytical drawing means in one vehicle. CONSTITUTION: An operation chamber 51 
having various devices arranged therein, a photographic developing dark room 52 and a receiving chamber 53 for receiving machine parts are 
provided in a surveying investigation vehicle 50. An analytical drawing machine 19, personal computers 13, 20, a printer 18, an XY plotter 25 
and a three­dimensional space digitizer 30 are arranged in the operation chamber 51. This surveying investigation vehicle 50 is carried to the 
surveying spot and a mark is set to take a surveying photograph. The surveying photograph is developed in the dark room 52. The surveying of 
the mark is performed and the surveyed data are inputted to the personal computer 13. The developed photograph is set to the analytical 
drawing machine 19 and processed along with the inputted mark point data to display a figure on a display device. This figure is smoothed by 
keyboard operation to be plotted on the XY plotter.  
Classifications:  
International (IPC 8­9): B60P3/00 G01C11/00 (Advanced/Invention) 
International (IPC 1­7): B60P3/00 G01C11/00

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 JP63173914 A2  19880718  JP19870006783  19870114  

 Priority:

JP19870006783 19870114

 Probable Assignee: PASCO CORP 

 Assignee(s): (std): PASCO CORP 

 Assignee(s): PASUKO KK 

 Inventor(s): (std): HASEGAWA HIROYUKI ; SATO YASUO 

7) Family number: 3273227 (JP1313773A) © PatBase 

Title:  FAULT DIAGNOSIS SUPPORTING DEVICE FOR ON­VEHICLE ELECTRONIC DEVICE

Abstract: Source: JP1313773A PURPOSE: To easily execute an objective fault diagnosis by calculating the data of a sensor and an actuator, 
etc., obtained by an electronic controller which have been received by a tester by a computer, and providing a CRT screen for bringing the data
to image display and a printer. CONSTITUTION: An electronic controller 1 to which a sensor 4 has been connected and which has an actuator, 
etc., and a tester 2 having a storage device 8 are connected by a wiring 7, so that data can be transmitted and received mutually by using a 
serial transmission system. Subsequently, a host computer 9 which is provided with a CRT screen 11 for graphing and displaying the data, and 
to which a printer 12 has been connected is connected to the tester 2 through an RS­232C communication circuit 10. In such a way, analog data
information of the sensor and the actuator, etc., obtained from the electronic controller 1 can be brought to image display on the CRT screen 11, 
and data information can be printed, therefore, an objective fault diagnosis can be executed.  
Classifications:  
International (IPC 8­9): B60R16/02 G01D21/00 G01M17/00 G01M17/007 G01R31/00 
G08B5/00 G08C15/00 H04Q9/00 (Advanced/Invention); 
B60R16/02 G01D21/00 G01M17/00 G01M17/007 G01R31/00 G08B5/00 G08C15/00 
H04Q9/00 (Core/Invention) 
International (IPC 1­7): B60R16/02 G01D21/00 G01R31/00 G08B5/00 G08C15/00 
H04Q9/00

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
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 Priority:

JP19880145178 19880613

 Probable Assignee: MITSUBISHI ELECTRIC CORP 

 Assignee(s): (std): MITSUBISHI ELECTRIC CORP 

 Inventor(s): (std): HAYAKAWA MITSURU ; HIRANO SHIGEAKI ; KIMURA KAZUJI ; MAEKAWA HIROTOSHI ; MORI KAZUNARI 

8) Family number: 4956236 (JP2227611A) © PatBase 

Title:  SAFE TRAVELING CONTROLLER

Abstract: Source: JP2227611A PURPOSE:To improve the safety rate of traveling by reading a display means which displays whether or not the 
current traveling state of a vehicle is safe from operation data and travel information and the quantity of variation in points indicating the 
degree of safe operation. CONSTITUTION:The memory 34 of a drive recording part 30 is stored with operation data detected by a speed sensor 
12, a brake sensor 14, and other sensors 16, current points found by an arithmetic part (ALU) 26, etc., with time. Further, the recording part 30 
is provided with a display 36 to display the current points found by the ALU 26 and messages for safe traveling together with an alarm tone from 
a speaker 38. Further, even when the current points become less than a specific value which is determined as the range of the safe traveling, the
alarm tone is outputted from the speaker 38. Further, an analytic system 40 is connected to the recording part 30 of the vehicle after its 
traveling and an analytic part 44 which is controlled by a computer 42 reads the storage contents of the memory 34 of the recording part 30 
and analyzes the traveling contents of the vehicle, so that the result is outputted on a printer 46.  
Classifications:  
International (IPC 8­9): B60R16/02 G01C23/00 G01F9/00 G01P15/16 
G07C5/00 (Advanced/Invention); 
G01P15/16 G07C5/00 (Advanced/Non­invention); 
B60R16/02 G01C23/00 G01F9/00 G01P15/16 G07C5/00 (Core/Invention); 
G01P15/16 G07C5/00 (Core/Non­invention) 
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 Priority:
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 Assignee(s): N PLAN KK 

 Inventor(s): (std): NISHIMURA YOSHIKAZU 

9) Family number: 11115695 (US5201834A) © PatBase 

Title:  Method for the testing and monitoring of brakes in rail vehicles

Abstract: Source: US5201834A A method for performing operationally prescribed brake trials before the departure of a railway train, utilizes an 
indicating and diagnostic system disposed on board the train and operated by the train driver. Sensors in the braking system of each car bogie 
supply information signals representing pressures, travels and forces to a bogie processor which is connected with a car processor. The car 
processors are connected by a continuous data bus line with a central processor. The central processor processes the operational information 
from the brake system according to a processing program into status reports such as general status indications, fault diagnoses and maintenance
instructions. The indications and instructions are visually displayed on a monitor and a printer, and acoustically reproduced by a speech 
synthesizer through a loudspeaker. The car processors are programmable by means of mobile computers and interrogatable by means of 
pocket terminals. Stored operational data is interrogable from outside each railway car by means of a mobile personal computer at each 
railroad vehicle.  
Classifications:  
International (IPC 8­9): B60T17/22 B60T8/88 B61H1/00 F16D66/00 F16D66/02 
G01M17/007 (Advanced/Invention) 
International (IPC 1­7): B60T17/22 B60T8/88 B61H1/00 B61L23/02 F16D66/02 
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 Priority:

CH19890001258 19890405  EP19900103089  19900217  EP19900103089  19900217
EP19900103089  19900217  US19920876111 19920427  US19900504577 19900404

 Probable Assignee: DAIMLERCHRYSLER RAIL SYSTEMS GMBH 

 Assignee(s): (std): INBETEIO AG ; INVENTIO AG 

 Assignee(s): INVENTIO AG HERGISWIL NIDWALDEN CH ; ABB DAIMLER BENZ TRANSPORTATION (SCHWEIZ) AG ; ABB DAIMLER BENZ 
TRANSPORTATION AG ; DAIMLERCHRYSLER AG ; DAIMLERCHRYSLER RAIL SYSTEMS GMBH 

 Inventor(s): (std): MARIO GURAATSUIORI ; KURUTO ANDORETSUGU ; GRAZIOLI MARIO ; ANDEREGG KURT 

 Inventor(s): GRAZIOLI MARIO CH 7000 CHUR CH ; ANDEREGG KURT CH 9424 RHEINECK CH 

 Designated states: AT CH DE ES FR GB IT LI

10) Family number: 3376170 (US5250761A) © PatBase 

Title:  Managing system for construction vehicles

Abstract: Source: US5250761A PCT No. PCT/JP90/01271 Sec. 371 Date Mar. 31, 1992 Sec. 102(e) Date Mar. 31, 1992 PCT Filed Oct. 2, 1990 
PCT Pub. No. WO91/05319 PCT Pub. Date Apr. 18, 1991.A managing system for a construction vehicle which has for its object to enable 
management of the vehicle relating to pre­operation checking, maintenance and summary of work load, etc to be conducted easily and quickly. 
This managing system comprises a vehicle control monitor (7) for inputting and recording information necessary for management of the 
vehicle from a plurality of information sources, a non­contact type recording card (27) for recording the information recorded in the vehicle 
control monitor (7), a card reader/writer (40) for reading out the information recorded in the recording card (27), and a printer (42) and a 
personal computer (43) for compiling management ledgers and displaying data on the basis of the information read out by the card 
reader/writer.  
Classifications:  
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CPC: G01D9/005 G07C5/0858 
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