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Search query (3): [SP]: 1. a treatment cell for removing an unwanted volatile compound from a heap of soil comprising: an openable and reclosable rigid enclosure 
adapted for receiving said heap of soil and an air intake and an air exhaust operatively connected to said enclosure, the air intake and the air exhaust being configured 
and positioned to circulate hot air through said heap of soil wherein said treatment cell is substantially air­tight in order to create therein a negative pressure when 
operatively connected to a vacuum pump. 2. the treatment cell of claim 1, wherein the air intake and the air exhaust are spaced­apart for maximizing diffusion of hot air 
from the air intake to the air exhaust through said heap of soil. 3. the treatment cell of claim 1, wherein the air intake is fixedly connected to a bottom portion of the 
enclosure. 4. the treatment cell of claim 1, wherein the air uptake is fixedly connected to a cover removably mounted to an upper portion of the enclosure. 5. the 
treatment cell of claim 1, wherein said air intake comprises a plurality of perforated distribution pipes spreading over a substantially large area of a bottom portion of the 
enclosure. 6. the treatment cell of claim 1, wherein the air exhaust comprises a plurality of perforated collection pipes spreading over a substantially large area of an 
upper portion of the enclosure. 7. the treatment cell of claim 1, wherein said treatment cell is integral to a closed­loop system comprising a vacuum pump. 8. the 
treatment cell of claim 1, further comprising a pump and heating means both operatively connected to the air intake for introducing hot air into the enclosure. 9. the 
treatment cell of claim 1, further comprising a treatment unit operatively connected to the air exhaust for removing compounds volatilized from the heap of soil. 10. the 
treatment cell of claim 1, wherein said enclosure is sized and adapted for receiving at least 200 000 kg of soil. 11. a treatment cell for removing an unwanted volatile 
compound from a heap of soil, comprising an openable, reclosable and substantially air­tight rigid enclosure shaped and sized for receiving therein at least 200 000 kg 
of soil, said enclosure being adapted for fixedly mounting thereto (i) an air intake for injecting hot air into the enclosure and (ii) an air exhaust for collecting air having 
been injected by the air intake and having circulated through said heap of soil. 12. a method for removing an unwanted volatile compound from a heap of soil comprising 
the steps of: (a) placing said heap of soil within an openable, reclosable and substantially air­tight rigid enclosure and (b) creating a negative pressure inside the rigid 
enclosure and circulating heated air through said heap of soil to gradually increase the temperature of the soil to a temperature allowing volatilization out from the soil of 
at least a portion of said volatile compound. 13. the method of claim 12, wherein the heated air is introduced into said enclosure at a temperature of about 150 degrees 
centigrade to about 200 degrees centigrade 14. the method of claim 12, wherein soil temperature is maintained at a temperature ranging from about 60 degrees 
centigrade to about 130 degrees centigrade 15. the method of claim 12, further comprising the steps of collecting air having circulated through said heap of soil and 
removing therefrom said volatilized compound. 16. the method of claim 15, further comprising the steps of re­heating air collected and recirculating said reheated air 
through said heap of soil. 17. the method of claim 12, wherein the volatile compound is water or a hydrocarbon contaminant. 18. the method of claim 17, wherein the 
hydrocarbon contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, and petroleum derivatives. 19. a 
closed­loop system for removing unwanted volatile compounds from a heap of soil comprising: an openable, reclosable and substantially air­tight rigid enclosure shaped 
and sized for receiving said heap of soil an air intake operatively connected to the enclosure for injecting heated air into the heap of soil and an air exhaust operatively 
connected to the enclosure for collecting heated air having circulated through the heap of soil, the air intake and the air exhaust being both fixedly mounted to said 
enclosure a vacuum pump operatively connected to the air intake and the air exhaust for circulating heated air through the closed­loop system and for creating a 
negative pressure inside the rigid enclosure heating means operatively connected to the pump for providing heated air to be circulated through the heap of soil and a 
treatment unit operatively connected to the air exhaust and to the heating means for removing volatilized compounds collected by the air exhaust. 20. the closed­loop 
system of claim 19, wherein circulation of heated air through said heap of soil gradually increase the temperature of the soil to a temperature allowing volatilization out 
from the soil of a at least a portion of the volatile compounds contained therein. 21. the closed­loop system of claim 19, comprising a plurality of substantially air­tight 
cells each adapted to receive at least 200 000 kg of soil. 22. the closed­loop system of claim 19, wherein the air intake and the air exhaust are spaced­apart from each 
other for maximizing diffusion of hot air from the air intake to the air exhaust through said heap of soil. 23. the closed­loop system of claim 19, wherein the air intake 
comprises a plurality of perforated distribution pipes spreading over a substantially large area at a bottom portion of the cell under the heap of soil, and wherein the air 
exhaust comprises a plurality of perforated collection pipes spreading over a substantially large area at an upper portion of the cell above the heap of soil. 24. the 
closed­loop system of claim 19, wherein the volatile compound is water or a hydrocarbon contaminant. 25. the closed­loop system of claim 24, wherein the hydrocarbon 
contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 26. 
a method for removing an unwanted unwanted volatile compound from a heap of soil comprising the steps of: (a) placing said heap of said soil into a treatment cell 
according to claim 1 (b) circulating a volume of heated air through said heap of soil to gradually increase the temperature thereof for reaching a temperature sufficient to 
allow volatilization out from the soil of a at least a portion of the volatile compound (c) collecting heated air of step (b) comprising a volatile compound volatilized therein 
(d) separating at least a portion of said volatilized compound from said air (e) re­heating air of step (d) and (f) introducing the re­heated air of step (e) into the 
treatment cell for re­circulation through said heap of soil. 27. the method of claim 26 wherein step (d) comprises cooling and condensing into liquid vapour contained in 
the collected heated air. 28. the method of claim 26, wherein steps (b) to (f) are repeated until said heap of soil is relatively exempt from said volatile compound. 29. 
the method of claim 26, wherein steps (b) to (f) are repeated until humidity in the soil is about 1 percent to about 3 percent. 30. the method of claim 26 for valorizing a 
heap of soil. 31. the method of claim 26, wherein the volatile compound is water or a hydrocarbon contaminant. 32. the method of claim 31, wherein the hydrocarbon 
contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 33. 
an industrial installation for decontaminating soils, the industrial installation being capable of decontaminating at least 200 000 kg of soil on a daily basis and comprising 
a plurality of treatment cells as defined in claim 1 operatively connected together in a closed loop system. 
Results: 11

Search history

Search
1: TAC=(cells and valorizing a soil ) (Results 1)

Search
2: TAC=(cells and valorizing a soil ) (Results 1)

Search
3:

[SP]: 1. a treatment cell for removing an unwanted volatile compound from a heap of soil comprising: an openable and reclosable rigid enclosure adapted for 
receiving said heap of soil and an air intake and an air exhaust operatively connected to said enclosure, the air intake and the air exhaust being configured and 
positioned to circulate hot air through said heap of soil wherein said treatment cell is substantially air­tight in order to create therein a negative pressure when 
operatively connected to a vacuum pump. 2. the treatment cell of claim 1, wherein the air intake and the air exhaust are spaced­apart for maximizing diffusion of 
hot air from the air intake to the air exhaust through said heap of soil. 3. the treatment cell of claim 1, wherein the air intake is fixedly connected to a bottom 
portion of the enclosure. 4. the treatment cell of claim 1, wherein the air uptake is fixedly connected to a cover removably mounted to an upper portion of the 
enclosure. 5. the treatment cell of claim 1, wherein said air intake comprises a plurality of perforated distribution pipes spreading over a substantially large area of 
a bottom portion of the enclosure. 6. the treatment cell of claim 1, wherein the air exhaust comprises a plurality of perforated collection pipes spreading over a 
substantially large area of an upper portion of the enclosure. 7. the treatment cell of claim 1, wherein said treatment cell is integral to a closed­loop system 
comprising a vacuum pump. 8. the treatment cell of claim 1, further comprising a pump and heating means both operatively connected to the air intake for 
introducing hot air into the enclosure. 9. the treatment cell of claim 1, further comprising a treatment unit operatively connected to the air exhaust for removing 
compounds volatilized from the heap of soil. 10. the treatment cell of claim 1, wherein said enclosure is sized and adapted for receiving at least 200 000 kg of 
soil. 11. a treatment cell for removing an unwanted volatile compound from a heap of soil, comprising an openable, reclosable and substantially air­tight rigid 
enclosure shaped and sized for receiving therein at least 200 000 kg of soil, said enclosure being adapted for fixedly mounting thereto (i) an air intake for 
injecting hot air into the enclosure and (ii) an air exhaust for collecting air having been injected by the air intake and having circulated through said heap of soil. 
12. a method for removing an unwanted volatile compound from a heap of soil comprising the steps of: (a) placing said heap of soil within an openable, 
reclosable and substantially air­tight rigid enclosure and (b) creating a negative pressure inside the rigid enclosure and circulating heated air through said heap of 
soil to gradually increase the temperature of the soil to a temperature allowing volatilization out from the soil of at least a portion of said volatile compound. 13. 
the method of claim 12, wherein the heated air is introduced into said enclosure at a temperature of about 150 degrees centigrade to about 200 degrees 
centigrade 14. the method of claim 12, wherein soil temperature is maintained at a temperature ranging from about 60 degrees centigrade to about 130 degrees 
centigrade 15. the method of claim 12, further comprising the steps of collecting air having circulated through said heap of soil and removing therefrom said 
volatilized compound. 16. the method of claim 15, further comprising the steps of re­heating air collected and recirculating said reheated air through said heap of 
soil. 17. the method of claim 12, wherein the volatile compound is water or a hydrocarbon contaminant. 18. the method of claim 17, wherein the hydrocarbon 
contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, and petroleum derivatives. 19. a closed­
loop system for removing unwanted volatile compounds from a heap of soil comprising: an openable, reclosable and substantially air­tight rigid enclosure shaped 
and sized for receiving said heap of soil an air intake operatively connected to the enclosure for injecting heated air into the heap of soil and an air exhaust 
operatively connected to the enclosure for collecting heated air having circulated through the heap of soil, the air intake and the air exhaust being both fixedly 
mounted to said enclosure a vacuum pump operatively connected to the air intake and the air exhaust for circulating heated air through the closed­loop system 
and for creating a negative pressure inside the rigid enclosure heating means operatively connected to the pump for providing heated air to be circulated through 
the heap of soil and a treatment unit operatively connected to the air exhaust and to the heating means for removing volatilized compounds collected by the air 
exhaust. 20. the closed­loop system of claim 19, wherein circulation of heated air through said heap of soil gradually increase the temperature of the soil to a 
temperature allowing volatilization out from the soil of a at least a portion of the volatile compounds contained therein. 21. the closed­loop system of claim 19, 
comprising a plurality of substantially air­tight cells each adapted to receive at least 200 000 kg of soil. 22. the closed­loop system of claim 19, wherein the air 
intake and the air exhaust are spaced­apart from each other for maximizing diffusion of hot air from the air intake to the air exhaust through said heap of soil. 
23. the closed­loop system of claim 19, wherein the air intake comprises a plurality of perforated distribution pipes spreading over a substantially large area at a 
bottom portion of the cell under the heap of soil, and wherein the air exhaust comprises a plurality of perforated collection pipes spreading over a substantially 
large area at an upper portion of the cell above the heap of soil. 24. the closed­loop system of claim 19, wherein the volatile compound is water or a hydrocarbon 
contaminant. 25. the closed­loop system of claim 24, wherein the hydrocarbon contaminant is selected from the group consisting of gasoline, diesel, jet fuel, 
heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 26. a method for removing an unwanted unwanted volatile compound from 
a heap of soil comprising the steps of: (a) placing said heap of said soil into a treatment cell according to claim 1 (b) circulating a volume of heated air through 
said heap of soil to gradually increase the temperature thereof for reaching a temperature sufficient to allow volatilization out from the soil of a at least a portion 
of the volatile compound (c) collecting heated air of step (b) comprising a volatile compound volatilized therein (d) separating at least a portion of said volatilized 
compound from said air (e) re­heating air of step (d) and (f) introducing the re­heated air of step (e) into the treatment cell for re­circulation through said heap of 
soil. 27. the method of claim 26 wherein step (d) comprises cooling and condensing into liquid vapour contained in the collected heated air. 28. the method of 
claim 26, wherein steps (b) to (f) are repeated until said heap of soil is relatively exempt from said volatile compound. 29. the method of claim 26, wherein steps 
(b) to (f) are repeated until humidity in the soil is about 1 percent to about 3 percent. 30. the method of claim 26 for valorizing a heap of soil. 31. the method of 
claim 26, wherein the volatile compound is water or a hydrocarbon contaminant. 32. the method of claim 31, wherein the hydrocarbon contaminant is selected from 
the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 33. an industrial 
installation for decontaminating soils, the industrial installation being capable of decontaminating at least 200 000 kg of soil on a daily basis and comprising a 
plurality of treatment cells as defined in claim 1 operatively connected together in a closed loop system. (Results 11)
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3) Family number: 29368215 (US5172709A) © PatBase 

Title:  APPARATUS AND PROCESS FOR REMOVING CONTAMINANTS FROM SOIL

Abstract: Source: US5172709A An apparatus and process are described for removing contaminants from soil or other substrate materials. A hot
pressurized liquid is continuously supplied to a volume of soil or other material contained in a processing vessel. The hot pressurized liquid may 
be steam, which vaporizes a fraction of the contaminant which is then released through a vapor filter to prevent atmospheric cross­pollution. The 
remaining contaminant is removed as either a liquid phase or a solid solution phase along with the steam driver. The waste stream and stream 
driver condense in a collector and are removed from the system. The driver may be recovered for reuse or may be discarded along with the 
waste stream. The processor may also be used to remove various types of contaminants ranging from light hydrocarbons, chlorinated, solvents, 
and water soluble organics to heavy oils, paints, heavy metals, and radionucleides. 
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Title:  METHOD AND APPARATUS FOR EX SITU CLEANING OF CONTAMINATED SOIL

Abstract: Source: US5836718A A method for ex situ cleaning of contaminated soil using a closed system of heat­conductive solid­walled pipes 
embedded in the contaminated soil, the pipes being in communication with the heat source that heats and circulates air throughout the system of 
pipes, the method having the following steps of placing the contaminated soil in a heap on the pipes, substantially enclosing the soil heap with a 
vapor barrier, circulating heated air throughout the pipes to elevate the temperature of the surrounding soil to a temperature sufficient to cause 
vaporization of soil contaminants, extracting the vapor containing soil contaminants from the enclosed soil heap, and treating the vapor to 
remove contaminants and recycling the vapor. 
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5) Family number: 43067234 (US6000882A) © PatBase 

Title:  Methods and systems for remediating contaminated soil

Abstract: Source: US6000882A A system and method for remediation of contaminated soil removed from a soil site is provided. The 
contaminated soil is placed upon several layers of perforated heating pipes forming a remediation cell, and the entire cell is covered by a 
galvanized Quonset Hut­shaped steel building to prevent the escape of vapors from the soil cell. Heating air introduced into perforated heating 
pipes heat conductively heats the contaminated soil creating a differential pressure area around the heated pipes. This results in the migration of 
volatilized contaminants and moisture through the perforations in the pipe walls and into the lower pressure area within the heated steel pipes, 
forcing the contaminants from the soil and into an off­gas treatment system. 
Classifications:  
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Title:  Method and apparatus for separating hydrocarbons from material

Abstract: Source: US2003079370A A system for separating hydrocarbons from a material which includes a process chamber, a process pan 
operatively connected to the process chamber and removable therefrom, a blower operatively connected to the process chamber and to a heat 
source, the blower adapted to force heated air into the process chamber through the material disposed on the process pan, the forced heated air 
adapted to vaporize hydrocarbons and other contaminants disposed on the material, and at least one condenser operatively connected to the 
process chamber and adapted to condense the vaporized hydrocarbons and other contaminants is disclosed. Further, a method for separating 
hydrocarbons from a material which includes passing a stream of heated air over the material to volatilize the hydrocarbons, passing the stream 
of heated air containing the hydrocarbons through at least one condenser to form liquid hydrocarbons, collecting the liquid hydrocarbons, and 
recirculating the heated air is disclosed. 
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Title:  Evaporative desorption soil treatment apparatus and process

Abstract: Source: US2003147697A Treatment apparatus and a process for thermal desorption of hydrocarbon contaminants from excavated soil
provides efficient contaminant removal by handling the soil in a thermally conductive treatment vessel that fits within an insulated treatment 
chamber. The soil is treated in this chamber with fresh air that is dried and electrically heated prior to contacting the treatment vessel. 
Excavating the soil directly into the treatment vessel allows the treated soil to be returned to the final disposition site in the same vessel, 
minimizing soil handling 
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8) Family number: 30664642 (US2006171780A) © PatBase 

Title:  METHODS AND SYSTEMS FOR REMEDIATING CONTAMINATED SOIL

Abstract: Source: US2006171780A A system and method for remediation of contaminated soil are provided. The system comprises a soil 
remediation cell of contaminated soil and a plurality of multi­functional conduits located within the contaminated soil. Each multi­functional conduit
defines a reaction housing. The multi­functional conduits includes heating elements for introducing heat into the contaminated soil for volatilizing 
the contaminants located within the contaminated soil, without utilizing mechanically driven forced air. This 10 produces a contaminated vapor. 
Flow channels extending therethrough remove the contaminated vapor from within the soil remediation cell. A substantial portion of the 
contaminants in the contaminated vapor are destroyed in the reaction housing. A substantially non­contaminated vapor is produced in which at 
least about 80 percent by weight of the contaminants have been destroyed. 
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Abstract: Source: US2010263751A The present invention generally pertains to treatment cells, systems and methods for rehabilitating and 
valorizing a soil. More specifically, the present invention relates to methods for removing volatile compounds from the contaminated soils. The 
methods and system generally make use of an openable and reclosable rigid enclosure capable of receiving and treating many tons of soils. 
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Abstract: The vehicle has a mixing unit (2) arranged at a rear part of a farm/forestry tractor and including a containment casing (4) for defining 
a mixing chamber (5) to mix soil. A mixing cutter (3) is placed partially in the casing and associated with a drive unit (6). A suction and treatment
unit (10) places the chamber under vacuum so as to suck gas contained in the chamber, and captures and/or treats a portion of sucked solid 
particles and a portion of the sucked gas. The suction and treatment unit includes a cartridge filter, a bag filter and/or a cyclone system for 
capturing the solid particles. 
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Abstract: Source: US2014322071A A gas purifying apparatus and a method thereof are disclosed. According to an exemplary embodiment, a 
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Search query (3): [SP]: 1. a treatment cell for removing an unwanted volatile compound from a heap of soil comprising: an openable and reclosable rigid enclosure 
adapted for receiving said heap of soil and an air intake and an air exhaust operatively connected to said enclosure, the air intake and the air exhaust being configured 
and positioned to circulate hot air through said heap of soil wherein said treatment cell is substantially air­tight in order to create therein a negative pressure when 
operatively connected to a vacuum pump. 2. the treatment cell of claim 1, wherein the air intake and the air exhaust are spaced­apart for maximizing diffusion of hot air 
from the air intake to the air exhaust through said heap of soil. 3. the treatment cell of claim 1, wherein the air intake is fixedly connected to a bottom portion of the 
enclosure. 4. the treatment cell of claim 1, wherein the air uptake is fixedly connected to a cover removably mounted to an upper portion of the enclosure. 5. the 
treatment cell of claim 1, wherein said air intake comprises a plurality of perforated distribution pipes spreading over a substantially large area of a bottom portion of the 
enclosure. 6. the treatment cell of claim 1, wherein the air exhaust comprises a plurality of perforated collection pipes spreading over a substantially large area of an 
upper portion of the enclosure. 7. the treatment cell of claim 1, wherein said treatment cell is integral to a closed­loop system comprising a vacuum pump. 8. the 
treatment cell of claim 1, further comprising a pump and heating means both operatively connected to the air intake for introducing hot air into the enclosure. 9. the 
treatment cell of claim 1, further comprising a treatment unit operatively connected to the air exhaust for removing compounds volatilized from the heap of soil. 10. the 
treatment cell of claim 1, wherein said enclosure is sized and adapted for receiving at least 200 000 kg of soil. 11. a treatment cell for removing an unwanted volatile 
compound from a heap of soil, comprising an openable, reclosable and substantially air­tight rigid enclosure shaped and sized for receiving therein at least 200 000 kg 
of soil, said enclosure being adapted for fixedly mounting thereto (i) an air intake for injecting hot air into the enclosure and (ii) an air exhaust for collecting air having 
been injected by the air intake and having circulated through said heap of soil. 12. a method for removing an unwanted volatile compound from a heap of soil comprising 
the steps of: (a) placing said heap of soil within an openable, reclosable and substantially air­tight rigid enclosure and (b) creating a negative pressure inside the rigid 
enclosure and circulating heated air through said heap of soil to gradually increase the temperature of the soil to a temperature allowing volatilization out from the soil of 
at least a portion of said volatile compound. 13. the method of claim 12, wherein the heated air is introduced into said enclosure at a temperature of about 150 degrees 
centigrade to about 200 degrees centigrade 14. the method of claim 12, wherein soil temperature is maintained at a temperature ranging from about 60 degrees 
centigrade to about 130 degrees centigrade 15. the method of claim 12, further comprising the steps of collecting air having circulated through said heap of soil and 
removing therefrom said volatilized compound. 16. the method of claim 15, further comprising the steps of re­heating air collected and recirculating said reheated air 
through said heap of soil. 17. the method of claim 12, wherein the volatile compound is water or a hydrocarbon contaminant. 18. the method of claim 17, wherein the 
hydrocarbon contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, and petroleum derivatives. 19. a 
closed­loop system for removing unwanted volatile compounds from a heap of soil comprising: an openable, reclosable and substantially air­tight rigid enclosure shaped 
and sized for receiving said heap of soil an air intake operatively connected to the enclosure for injecting heated air into the heap of soil and an air exhaust operatively 
connected to the enclosure for collecting heated air having circulated through the heap of soil, the air intake and the air exhaust being both fixedly mounted to said 
enclosure a vacuum pump operatively connected to the air intake and the air exhaust for circulating heated air through the closed­loop system and for creating a 
negative pressure inside the rigid enclosure heating means operatively connected to the pump for providing heated air to be circulated through the heap of soil and a 
treatment unit operatively connected to the air exhaust and to the heating means for removing volatilized compounds collected by the air exhaust. 20. the closed­loop 
system of claim 19, wherein circulation of heated air through said heap of soil gradually increase the temperature of the soil to a temperature allowing volatilization out 
from the soil of a at least a portion of the volatile compounds contained therein. 21. the closed­loop system of claim 19, comprising a plurality of substantially air­tight 
cells each adapted to receive at least 200 000 kg of soil. 22. the closed­loop system of claim 19, wherein the air intake and the air exhaust are spaced­apart from each 
other for maximizing diffusion of hot air from the air intake to the air exhaust through said heap of soil. 23. the closed­loop system of claim 19, wherein the air intake 
comprises a plurality of perforated distribution pipes spreading over a substantially large area at a bottom portion of the cell under the heap of soil, and wherein the air 
exhaust comprises a plurality of perforated collection pipes spreading over a substantially large area at an upper portion of the cell above the heap of soil. 24. the 
closed­loop system of claim 19, wherein the volatile compound is water or a hydrocarbon contaminant. 25. the closed­loop system of claim 24, wherein the hydrocarbon 
contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 26. 
a method for removing an unwanted unwanted volatile compound from a heap of soil comprising the steps of: (a) placing said heap of said soil into a treatment cell 
according to claim 1 (b) circulating a volume of heated air through said heap of soil to gradually increase the temperature thereof for reaching a temperature sufficient to 
allow volatilization out from the soil of a at least a portion of the volatile compound (c) collecting heated air of step (b) comprising a volatile compound volatilized therein 
(d) separating at least a portion of said volatilized compound from said air (e) re­heating air of step (d) and (f) introducing the re­heated air of step (e) into the 
treatment cell for re­circulation through said heap of soil. 27. the method of claim 26 wherein step (d) comprises cooling and condensing into liquid vapour contained in 
the collected heated air. 28. the method of claim 26, wherein steps (b) to (f) are repeated until said heap of soil is relatively exempt from said volatile compound. 29. 
the method of claim 26, wherein steps (b) to (f) are repeated until humidity in the soil is about 1 percent to about 3 percent. 30. the method of claim 26 for valorizing a 
heap of soil. 31. the method of claim 26, wherein the volatile compound is water or a hydrocarbon contaminant. 32. the method of claim 31, wherein the hydrocarbon 
contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 33. 
an industrial installation for decontaminating soils, the industrial installation being capable of decontaminating at least 200 000 kg of soil on a daily basis and comprising 
a plurality of treatment cells as defined in claim 1 operatively connected together in a closed loop system. 
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[SP]: 1. a treatment cell for removing an unwanted volatile compound from a heap of soil comprising: an openable and reclosable rigid enclosure adapted for 
receiving said heap of soil and an air intake and an air exhaust operatively connected to said enclosure, the air intake and the air exhaust being configured and 
positioned to circulate hot air through said heap of soil wherein said treatment cell is substantially air­tight in order to create therein a negative pressure when 
operatively connected to a vacuum pump. 2. the treatment cell of claim 1, wherein the air intake and the air exhaust are spaced­apart for maximizing diffusion of 
hot air from the air intake to the air exhaust through said heap of soil. 3. the treatment cell of claim 1, wherein the air intake is fixedly connected to a bottom 
portion of the enclosure. 4. the treatment cell of claim 1, wherein the air uptake is fixedly connected to a cover removably mounted to an upper portion of the 
enclosure. 5. the treatment cell of claim 1, wherein said air intake comprises a plurality of perforated distribution pipes spreading over a substantially large area of 
a bottom portion of the enclosure. 6. the treatment cell of claim 1, wherein the air exhaust comprises a plurality of perforated collection pipes spreading over a 
substantially large area of an upper portion of the enclosure. 7. the treatment cell of claim 1, wherein said treatment cell is integral to a closed­loop system 
comprising a vacuum pump. 8. the treatment cell of claim 1, further comprising a pump and heating means both operatively connected to the air intake for 
introducing hot air into the enclosure. 9. the treatment cell of claim 1, further comprising a treatment unit operatively connected to the air exhaust for removing 
compounds volatilized from the heap of soil. 10. the treatment cell of claim 1, wherein said enclosure is sized and adapted for receiving at least 200 000 kg of 
soil. 11. a treatment cell for removing an unwanted volatile compound from a heap of soil, comprising an openable, reclosable and substantially air­tight rigid 
enclosure shaped and sized for receiving therein at least 200 000 kg of soil, said enclosure being adapted for fixedly mounting thereto (i) an air intake for 
injecting hot air into the enclosure and (ii) an air exhaust for collecting air having been injected by the air intake and having circulated through said heap of soil. 
12. a method for removing an unwanted volatile compound from a heap of soil comprising the steps of: (a) placing said heap of soil within an openable, 
reclosable and substantially air­tight rigid enclosure and (b) creating a negative pressure inside the rigid enclosure and circulating heated air through said heap of 
soil to gradually increase the temperature of the soil to a temperature allowing volatilization out from the soil of at least a portion of said volatile compound. 13. 
the method of claim 12, wherein the heated air is introduced into said enclosure at a temperature of about 150 degrees centigrade to about 200 degrees 
centigrade 14. the method of claim 12, wherein soil temperature is maintained at a temperature ranging from about 60 degrees centigrade to about 130 degrees 
centigrade 15. the method of claim 12, further comprising the steps of collecting air having circulated through said heap of soil and removing therefrom said 
volatilized compound. 16. the method of claim 15, further comprising the steps of re­heating air collected and recirculating said reheated air through said heap of 
soil. 17. the method of claim 12, wherein the volatile compound is water or a hydrocarbon contaminant. 18. the method of claim 17, wherein the hydrocarbon 
contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, and petroleum derivatives. 19. a closed­
loop system for removing unwanted volatile compounds from a heap of soil comprising: an openable, reclosable and substantially air­tight rigid enclosure shaped 
and sized for receiving said heap of soil an air intake operatively connected to the enclosure for injecting heated air into the heap of soil and an air exhaust 
operatively connected to the enclosure for collecting heated air having circulated through the heap of soil, the air intake and the air exhaust being both fixedly 
mounted to said enclosure a vacuum pump operatively connected to the air intake and the air exhaust for circulating heated air through the closed­loop system 
and for creating a negative pressure inside the rigid enclosure heating means operatively connected to the pump for providing heated air to be circulated through 
the heap of soil and a treatment unit operatively connected to the air exhaust and to the heating means for removing volatilized compounds collected by the air 
exhaust. 20. the closed­loop system of claim 19, wherein circulation of heated air through said heap of soil gradually increase the temperature of the soil to a 
temperature allowing volatilization out from the soil of a at least a portion of the volatile compounds contained therein. 21. the closed­loop system of claim 19, 
comprising a plurality of substantially air­tight cells each adapted to receive at least 200 000 kg of soil. 22. the closed­loop system of claim 19, wherein the air 
intake and the air exhaust are spaced­apart from each other for maximizing diffusion of hot air from the air intake to the air exhaust through said heap of soil. 
23. the closed­loop system of claim 19, wherein the air intake comprises a plurality of perforated distribution pipes spreading over a substantially large area at a 
bottom portion of the cell under the heap of soil, and wherein the air exhaust comprises a plurality of perforated collection pipes spreading over a substantially 
large area at an upper portion of the cell above the heap of soil. 24. the closed­loop system of claim 19, wherein the volatile compound is water or a hydrocarbon 
contaminant. 25. the closed­loop system of claim 24, wherein the hydrocarbon contaminant is selected from the group consisting of gasoline, diesel, jet fuel, 
heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 26. a method for removing an unwanted unwanted volatile compound from 
a heap of soil comprising the steps of: (a) placing said heap of said soil into a treatment cell according to claim 1 (b) circulating a volume of heated air through 
said heap of soil to gradually increase the temperature thereof for reaching a temperature sufficient to allow volatilization out from the soil of a at least a portion 
of the volatile compound (c) collecting heated air of step (b) comprising a volatile compound volatilized therein (d) separating at least a portion of said volatilized 
compound from said air (e) re­heating air of step (d) and (f) introducing the re­heated air of step (e) into the treatment cell for re­circulation through said heap of 
soil. 27. the method of claim 26 wherein step (d) comprises cooling and condensing into liquid vapour contained in the collected heated air. 28. the method of 
claim 26, wherein steps (b) to (f) are repeated until said heap of soil is relatively exempt from said volatile compound. 29. the method of claim 26, wherein steps 
(b) to (f) are repeated until humidity in the soil is about 1 percent to about 3 percent. 30. the method of claim 26 for valorizing a heap of soil. 31. the method of 
claim 26, wherein the volatile compound is water or a hydrocarbon contaminant. 32. the method of claim 31, wherein the hydrocarbon contaminant is selected from 
the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 33. an industrial 
installation for decontaminating soils, the industrial installation being capable of decontaminating at least 200 000 kg of soil on a daily basis and comprising a 
plurality of treatment cells as defined in claim 1 operatively connected together in a closed loop system. (Results 11)
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forcing the contaminants from the soil and into an off­gas treatment system. 
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6) Family number: 28516489 (US2003079370A) © PatBase 

Title:  Method and apparatus for separating hydrocarbons from material

Abstract: Source: US2003079370A A system for separating hydrocarbons from a material which includes a process chamber, a process pan 
operatively connected to the process chamber and removable therefrom, a blower operatively connected to the process chamber and to a heat 
source, the blower adapted to force heated air into the process chamber through the material disposed on the process pan, the forced heated air 
adapted to vaporize hydrocarbons and other contaminants disposed on the material, and at least one condenser operatively connected to the 
process chamber and adapted to condense the vaporized hydrocarbons and other contaminants is disclosed. Further, a method for separating 
hydrocarbons from a material which includes passing a stream of heated air over the material to volatilize the hydrocarbons, passing the stream 
of heated air containing the hydrocarbons through at least one condenser to form liquid hydrocarbons, collecting the liquid hydrocarbons, and 
recirculating the heated air is disclosed. 
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Title:  Evaporative desorption soil treatment apparatus and process

Abstract: Source: US2003147697A Treatment apparatus and a process for thermal desorption of hydrocarbon contaminants from excavated soil
provides efficient contaminant removal by handling the soil in a thermally conductive treatment vessel that fits within an insulated treatment 
chamber. The soil is treated in this chamber with fresh air that is dried and electrically heated prior to contacting the treatment vessel. 
Excavating the soil directly into the treatment vessel allows the treated soil to be returned to the final disposition site in the same vessel, 
minimizing soil handling 
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Title:  METHODS AND SYSTEMS FOR REMEDIATING CONTAMINATED SOIL

Abstract: Source: US2006171780A A system and method for remediation of contaminated soil are provided. The system comprises a soil 
remediation cell of contaminated soil and a plurality of multi­functional conduits located within the contaminated soil. Each multi­functional conduit
defines a reaction housing. The multi­functional conduits includes heating elements for introducing heat into the contaminated soil for volatilizing 
the contaminants located within the contaminated soil, without utilizing mechanically driven forced air. This 10 produces a contaminated vapor. 
Flow channels extending therethrough remove the contaminated vapor from within the soil remediation cell. A substantial portion of the 
contaminants in the contaminated vapor are destroyed in the reaction housing. A substantially non­contaminated vapor is produced in which at 
least about 80 percent by weight of the contaminants have been destroyed. 
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Title:  SYSTEMS, METHODS AND TREATMENT CELLS FOR REHABILITATING AND VALORIZING A SOIL

Abstract: Source: US2010263751A The present invention generally pertains to treatment cells, systems and methods for rehabilitating and 
valorizing a soil. More specifically, the present invention relates to methods for removing volatile compounds from the contaminated soils. The 
methods and system generally make use of an openable and reclosable rigid enclosure capable of receiving and treating many tons of soils. 
According to the invention, heated air is circulated through the soil to allow volatilization of the contaminants which can then be captured and 
separated form the circulating air before the air is re­heated and re­circulated through the soil. 
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Title:  MOTOR VEHICLE FOR IN­SITU DECONTAMINATION OF SOIL, HAS SUCTION AND TREATMENT UNIT FOR PLACING MIXING CHAMBER 
UNDER VACUUM SO AS TO SUCK GAS IN CHAMBER, AND FOR CAPTURING AND/OR TREATING PORTION OF SOLID PARTICLES AND 
PORTION OF SUCKED GAS

Abstract: The vehicle has a mixing unit (2) arranged at a rear part of a farm/forestry tractor and including a containment casing (4) for defining 
a mixing chamber (5) to mix soil. A mixing cutter (3) is placed partially in the casing and associated with a drive unit (6). A suction and treatment
unit (10) places the chamber under vacuum so as to suck gas contained in the chamber, and captures and/or treats a portion of sucked solid 
particles and a portion of the sucked gas. The suction and treatment unit includes a cartridge filter, a bag filter and/or a cyclone system for 
capturing the solid particles. 
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Title:  APPARATUS AND METHOD FOR PURIFYING GAS

Abstract: Source: US2014322071A A gas purifying apparatus and a method thereof are disclosed. According to an exemplary embodiment, a 
gas purifying apparatus includes a first chamber comprising a first inlet into which a first fluid flows and a first outlet through which a part of the 
first fluid is discharged, a purifier which purifies air from the first chamber, which air is then re­injected into the first chamber and a conduit which
transports air from the first chamber to the purifier. 
Classifications:  
International (IPC 8­9): A61L9/04 A61L9/12 B01D46/00 B01D53/00 B01D53/22 
B01D61/00 (Advanced/Invention) 
CPC: B01D2256/12 B01D2257/80 B01D2258/0216 B01D53/229 
US: 422/120 422/4

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 KR20140127046 A  20141103  KR20130045559  20130424  

 US2014322071 AA  20141030  US20130086669  20131121  

 Priority:

KR20130045559 20130424

 Probable Assignee: SAMSUNG DISPLAY CO LTD 

 Assignee(s): (std): SAMSUNG DISPLAY CO LTD 

 Assignee(s): SAMSUNG DISPLAY CO 

 Inventor(s): (std): AHN KYUNG HYUN 

PatBase PDF Export - 04 June 2015 Page 2 of 13 



 
  
  
 

Yenny Campos 

 
  

  

  

  

  

  

  

  

  

  

  

  

PatBase ­ Search results   04 June 2015   
Search query (3): [SP]: 1. a treatment cell for removing an unwanted volatile compound from a heap of soil comprising: an openable and reclosable rigid enclosure 
adapted for receiving said heap of soil and an air intake and an air exhaust operatively connected to said enclosure, the air intake and the air exhaust being configured 
and positioned to circulate hot air through said heap of soil wherein said treatment cell is substantially air­tight in order to create therein a negative pressure when 
operatively connected to a vacuum pump. 2. the treatment cell of claim 1, wherein the air intake and the air exhaust are spaced­apart for maximizing diffusion of hot air 
from the air intake to the air exhaust through said heap of soil. 3. the treatment cell of claim 1, wherein the air intake is fixedly connected to a bottom portion of the 
enclosure. 4. the treatment cell of claim 1, wherein the air uptake is fixedly connected to a cover removably mounted to an upper portion of the enclosure. 5. the 
treatment cell of claim 1, wherein said air intake comprises a plurality of perforated distribution pipes spreading over a substantially large area of a bottom portion of the 
enclosure. 6. the treatment cell of claim 1, wherein the air exhaust comprises a plurality of perforated collection pipes spreading over a substantially large area of an 
upper portion of the enclosure. 7. the treatment cell of claim 1, wherein said treatment cell is integral to a closed­loop system comprising a vacuum pump. 8. the 
treatment cell of claim 1, further comprising a pump and heating means both operatively connected to the air intake for introducing hot air into the enclosure. 9. the 
treatment cell of claim 1, further comprising a treatment unit operatively connected to the air exhaust for removing compounds volatilized from the heap of soil. 10. the 
treatment cell of claim 1, wherein said enclosure is sized and adapted for receiving at least 200 000 kg of soil. 11. a treatment cell for removing an unwanted volatile 
compound from a heap of soil, comprising an openable, reclosable and substantially air­tight rigid enclosure shaped and sized for receiving therein at least 200 000 kg 
of soil, said enclosure being adapted for fixedly mounting thereto (i) an air intake for injecting hot air into the enclosure and (ii) an air exhaust for collecting air having 
been injected by the air intake and having circulated through said heap of soil. 12. a method for removing an unwanted volatile compound from a heap of soil comprising 
the steps of: (a) placing said heap of soil within an openable, reclosable and substantially air­tight rigid enclosure and (b) creating a negative pressure inside the rigid 
enclosure and circulating heated air through said heap of soil to gradually increase the temperature of the soil to a temperature allowing volatilization out from the soil of 
at least a portion of said volatile compound. 13. the method of claim 12, wherein the heated air is introduced into said enclosure at a temperature of about 150 degrees 
centigrade to about 200 degrees centigrade 14. the method of claim 12, wherein soil temperature is maintained at a temperature ranging from about 60 degrees 
centigrade to about 130 degrees centigrade 15. the method of claim 12, further comprising the steps of collecting air having circulated through said heap of soil and 
removing therefrom said volatilized compound. 16. the method of claim 15, further comprising the steps of re­heating air collected and recirculating said reheated air 
through said heap of soil. 17. the method of claim 12, wherein the volatile compound is water or a hydrocarbon contaminant. 18. the method of claim 17, wherein the 
hydrocarbon contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, and petroleum derivatives. 19. a 
closed­loop system for removing unwanted volatile compounds from a heap of soil comprising: an openable, reclosable and substantially air­tight rigid enclosure shaped 
and sized for receiving said heap of soil an air intake operatively connected to the enclosure for injecting heated air into the heap of soil and an air exhaust operatively 
connected to the enclosure for collecting heated air having circulated through the heap of soil, the air intake and the air exhaust being both fixedly mounted to said 
enclosure a vacuum pump operatively connected to the air intake and the air exhaust for circulating heated air through the closed­loop system and for creating a 
negative pressure inside the rigid enclosure heating means operatively connected to the pump for providing heated air to be circulated through the heap of soil and a 
treatment unit operatively connected to the air exhaust and to the heating means for removing volatilized compounds collected by the air exhaust. 20. the closed­loop 
system of claim 19, wherein circulation of heated air through said heap of soil gradually increase the temperature of the soil to a temperature allowing volatilization out 
from the soil of a at least a portion of the volatile compounds contained therein. 21. the closed­loop system of claim 19, comprising a plurality of substantially air­tight 
cells each adapted to receive at least 200 000 kg of soil. 22. the closed­loop system of claim 19, wherein the air intake and the air exhaust are spaced­apart from each 
other for maximizing diffusion of hot air from the air intake to the air exhaust through said heap of soil. 23. the closed­loop system of claim 19, wherein the air intake 
comprises a plurality of perforated distribution pipes spreading over a substantially large area at a bottom portion of the cell under the heap of soil, and wherein the air 
exhaust comprises a plurality of perforated collection pipes spreading over a substantially large area at an upper portion of the cell above the heap of soil. 24. the 
closed­loop system of claim 19, wherein the volatile compound is water or a hydrocarbon contaminant. 25. the closed­loop system of claim 24, wherein the hydrocarbon 
contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 26. 
a method for removing an unwanted unwanted volatile compound from a heap of soil comprising the steps of: (a) placing said heap of said soil into a treatment cell 
according to claim 1 (b) circulating a volume of heated air through said heap of soil to gradually increase the temperature thereof for reaching a temperature sufficient to 
allow volatilization out from the soil of a at least a portion of the volatile compound (c) collecting heated air of step (b) comprising a volatile compound volatilized therein 
(d) separating at least a portion of said volatilized compound from said air (e) re­heating air of step (d) and (f) introducing the re­heated air of step (e) into the 
treatment cell for re­circulation through said heap of soil. 27. the method of claim 26 wherein step (d) comprises cooling and condensing into liquid vapour contained in 
the collected heated air. 28. the method of claim 26, wherein steps (b) to (f) are repeated until said heap of soil is relatively exempt from said volatile compound. 29. 
the method of claim 26, wherein steps (b) to (f) are repeated until humidity in the soil is about 1 percent to about 3 percent. 30. the method of claim 26 for valorizing a 
heap of soil. 31. the method of claim 26, wherein the volatile compound is water or a hydrocarbon contaminant. 32. the method of claim 31, wherein the hydrocarbon 
contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 33. 
an industrial installation for decontaminating soils, the industrial installation being capable of decontaminating at least 200 000 kg of soil on a daily basis and comprising 
a plurality of treatment cells as defined in claim 1 operatively connected together in a closed loop system. 
Results: 11
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[SP]: 1. a treatment cell for removing an unwanted volatile compound from a heap of soil comprising: an openable and reclosable rigid enclosure adapted for 
receiving said heap of soil and an air intake and an air exhaust operatively connected to said enclosure, the air intake and the air exhaust being configured and 
positioned to circulate hot air through said heap of soil wherein said treatment cell is substantially air­tight in order to create therein a negative pressure when 
operatively connected to a vacuum pump. 2. the treatment cell of claim 1, wherein the air intake and the air exhaust are spaced­apart for maximizing diffusion of 
hot air from the air intake to the air exhaust through said heap of soil. 3. the treatment cell of claim 1, wherein the air intake is fixedly connected to a bottom 
portion of the enclosure. 4. the treatment cell of claim 1, wherein the air uptake is fixedly connected to a cover removably mounted to an upper portion of the 
enclosure. 5. the treatment cell of claim 1, wherein said air intake comprises a plurality of perforated distribution pipes spreading over a substantially large area of 
a bottom portion of the enclosure. 6. the treatment cell of claim 1, wherein the air exhaust comprises a plurality of perforated collection pipes spreading over a 
substantially large area of an upper portion of the enclosure. 7. the treatment cell of claim 1, wherein said treatment cell is integral to a closed­loop system 
comprising a vacuum pump. 8. the treatment cell of claim 1, further comprising a pump and heating means both operatively connected to the air intake for 
introducing hot air into the enclosure. 9. the treatment cell of claim 1, further comprising a treatment unit operatively connected to the air exhaust for removing 
compounds volatilized from the heap of soil. 10. the treatment cell of claim 1, wherein said enclosure is sized and adapted for receiving at least 200 000 kg of 
soil. 11. a treatment cell for removing an unwanted volatile compound from a heap of soil, comprising an openable, reclosable and substantially air­tight rigid 
enclosure shaped and sized for receiving therein at least 200 000 kg of soil, said enclosure being adapted for fixedly mounting thereto (i) an air intake for 
injecting hot air into the enclosure and (ii) an air exhaust for collecting air having been injected by the air intake and having circulated through said heap of soil. 
12. a method for removing an unwanted volatile compound from a heap of soil comprising the steps of: (a) placing said heap of soil within an openable, 
reclosable and substantially air­tight rigid enclosure and (b) creating a negative pressure inside the rigid enclosure and circulating heated air through said heap of 
soil to gradually increase the temperature of the soil to a temperature allowing volatilization out from the soil of at least a portion of said volatile compound. 13. 
the method of claim 12, wherein the heated air is introduced into said enclosure at a temperature of about 150 degrees centigrade to about 200 degrees 
centigrade 14. the method of claim 12, wherein soil temperature is maintained at a temperature ranging from about 60 degrees centigrade to about 130 degrees 
centigrade 15. the method of claim 12, further comprising the steps of collecting air having circulated through said heap of soil and removing therefrom said 
volatilized compound. 16. the method of claim 15, further comprising the steps of re­heating air collected and recirculating said reheated air through said heap of 
soil. 17. the method of claim 12, wherein the volatile compound is water or a hydrocarbon contaminant. 18. the method of claim 17, wherein the hydrocarbon 
contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, and petroleum derivatives. 19. a closed­
loop system for removing unwanted volatile compounds from a heap of soil comprising: an openable, reclosable and substantially air­tight rigid enclosure shaped 
and sized for receiving said heap of soil an air intake operatively connected to the enclosure for injecting heated air into the heap of soil and an air exhaust 
operatively connected to the enclosure for collecting heated air having circulated through the heap of soil, the air intake and the air exhaust being both fixedly 
mounted to said enclosure a vacuum pump operatively connected to the air intake and the air exhaust for circulating heated air through the closed­loop system 
and for creating a negative pressure inside the rigid enclosure heating means operatively connected to the pump for providing heated air to be circulated through 
the heap of soil and a treatment unit operatively connected to the air exhaust and to the heating means for removing volatilized compounds collected by the air 
exhaust. 20. the closed­loop system of claim 19, wherein circulation of heated air through said heap of soil gradually increase the temperature of the soil to a 
temperature allowing volatilization out from the soil of a at least a portion of the volatile compounds contained therein. 21. the closed­loop system of claim 19, 
comprising a plurality of substantially air­tight cells each adapted to receive at least 200 000 kg of soil. 22. the closed­loop system of claim 19, wherein the air 
intake and the air exhaust are spaced­apart from each other for maximizing diffusion of hot air from the air intake to the air exhaust through said heap of soil. 
23. the closed­loop system of claim 19, wherein the air intake comprises a plurality of perforated distribution pipes spreading over a substantially large area at a 
bottom portion of the cell under the heap of soil, and wherein the air exhaust comprises a plurality of perforated collection pipes spreading over a substantially 
large area at an upper portion of the cell above the heap of soil. 24. the closed­loop system of claim 19, wherein the volatile compound is water or a hydrocarbon 
contaminant. 25. the closed­loop system of claim 24, wherein the hydrocarbon contaminant is selected from the group consisting of gasoline, diesel, jet fuel, 
heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 26. a method for removing an unwanted unwanted volatile compound from 
a heap of soil comprising the steps of: (a) placing said heap of said soil into a treatment cell according to claim 1 (b) circulating a volume of heated air through 
said heap of soil to gradually increase the temperature thereof for reaching a temperature sufficient to allow volatilization out from the soil of a at least a portion 
of the volatile compound (c) collecting heated air of step (b) comprising a volatile compound volatilized therein (d) separating at least a portion of said volatilized 
compound from said air (e) re­heating air of step (d) and (f) introducing the re­heated air of step (e) into the treatment cell for re­circulation through said heap of 
soil. 27. the method of claim 26 wherein step (d) comprises cooling and condensing into liquid vapour contained in the collected heated air. 28. the method of 
claim 26, wherein steps (b) to (f) are repeated until said heap of soil is relatively exempt from said volatile compound. 29. the method of claim 26, wherein steps 
(b) to (f) are repeated until humidity in the soil is about 1 percent to about 3 percent. 30. the method of claim 26 for valorizing a heap of soil. 31. the method of 
claim 26, wherein the volatile compound is water or a hydrocarbon contaminant. 32. the method of claim 31, wherein the hydrocarbon contaminant is selected from 
the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 33. an industrial 
installation for decontaminating soils, the industrial installation being capable of decontaminating at least 200 000 kg of soil on a daily basis and comprising a 
plurality of treatment cells as defined in claim 1 operatively connected together in a closed loop system. (Results 11)
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3) Family number: 29368215 (US5172709A) © PatBase 

Title:  APPARATUS AND PROCESS FOR REMOVING CONTAMINANTS FROM SOIL

Abstract: Source: US5172709A An apparatus and process are described for removing contaminants from soil or other substrate materials. A hot
pressurized liquid is continuously supplied to a volume of soil or other material contained in a processing vessel. The hot pressurized liquid may 
be steam, which vaporizes a fraction of the contaminant which is then released through a vapor filter to prevent atmospheric cross­pollution. The 
remaining contaminant is removed as either a liquid phase or a solid solution phase along with the steam driver. The waste stream and stream 
driver condense in a collector and are removed from the system. The driver may be recovered for reuse or may be discarded along with the 
waste stream. The processor may also be used to remove various types of contaminants ranging from light hydrocarbons, chlorinated, solvents, 
and water soluble organics to heavy oils, paints, heavy metals, and radionucleides. 
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4) Family number: 11245135 (US5836718A) © PatBase 

Title:  METHOD AND APPARATUS FOR EX SITU CLEANING OF CONTAMINATED SOIL

Abstract: Source: US5836718A A method for ex situ cleaning of contaminated soil using a closed system of heat­conductive solid­walled pipes 
embedded in the contaminated soil, the pipes being in communication with the heat source that heats and circulates air throughout the system of 
pipes, the method having the following steps of placing the contaminated soil in a heap on the pipes, substantially enclosing the soil heap with a 
vapor barrier, circulating heated air throughout the pipes to elevate the temperature of the surrounding soil to a temperature sufficient to cause 
vaporization of soil contaminants, extracting the vapor containing soil contaminants from the enclosed soil heap, and treating the vapor to 
remove contaminants and recycling the vapor. 
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5) Family number: 43067234 (US6000882A) © PatBase 

Title:  Methods and systems for remediating contaminated soil

Abstract: Source: US6000882A A system and method for remediation of contaminated soil removed from a soil site is provided. The 
contaminated soil is placed upon several layers of perforated heating pipes forming a remediation cell, and the entire cell is covered by a 
galvanized Quonset Hut­shaped steel building to prevent the escape of vapors from the soil cell. Heating air introduced into perforated heating 
pipes heat conductively heats the contaminated soil creating a differential pressure area around the heated pipes. This results in the migration of 
volatilized contaminants and moisture through the perforations in the pipe walls and into the lower pressure area within the heated steel pipes, 
forcing the contaminants from the soil and into an off­gas treatment system. 
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Title:  Method and apparatus for separating hydrocarbons from material

Abstract: Source: US2003079370A A system for separating hydrocarbons from a material which includes a process chamber, a process pan 
operatively connected to the process chamber and removable therefrom, a blower operatively connected to the process chamber and to a heat 
source, the blower adapted to force heated air into the process chamber through the material disposed on the process pan, the forced heated air 
adapted to vaporize hydrocarbons and other contaminants disposed on the material, and at least one condenser operatively connected to the 
process chamber and adapted to condense the vaporized hydrocarbons and other contaminants is disclosed. Further, a method for separating 
hydrocarbons from a material which includes passing a stream of heated air over the material to volatilize the hydrocarbons, passing the stream 
of heated air containing the hydrocarbons through at least one condenser to form liquid hydrocarbons, collecting the liquid hydrocarbons, and 
recirculating the heated air is disclosed. 
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Title:  Evaporative desorption soil treatment apparatus and process

Abstract: Source: US2003147697A Treatment apparatus and a process for thermal desorption of hydrocarbon contaminants from excavated soil
provides efficient contaminant removal by handling the soil in a thermally conductive treatment vessel that fits within an insulated treatment 
chamber. The soil is treated in this chamber with fresh air that is dried and electrically heated prior to contacting the treatment vessel. 
Excavating the soil directly into the treatment vessel allows the treated soil to be returned to the final disposition site in the same vessel, 
minimizing soil handling 
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8) Family number: 30664642 (US2006171780A) © PatBase 

Title:  METHODS AND SYSTEMS FOR REMEDIATING CONTAMINATED SOIL

Abstract: Source: US2006171780A A system and method for remediation of contaminated soil are provided. The system comprises a soil 
remediation cell of contaminated soil and a plurality of multi­functional conduits located within the contaminated soil. Each multi­functional conduit
defines a reaction housing. The multi­functional conduits includes heating elements for introducing heat into the contaminated soil for volatilizing 
the contaminants located within the contaminated soil, without utilizing mechanically driven forced air. This 10 produces a contaminated vapor. 
Flow channels extending therethrough remove the contaminated vapor from within the soil remediation cell. A substantial portion of the 
contaminants in the contaminated vapor are destroyed in the reaction housing. A substantially non­contaminated vapor is produced in which at 
least about 80 percent by weight of the contaminants have been destroyed. 
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Title:  SYSTEMS, METHODS AND TREATMENT CELLS FOR REHABILITATING AND VALORIZING A SOIL

Abstract: Source: US2010263751A The present invention generally pertains to treatment cells, systems and methods for rehabilitating and 
valorizing a soil. More specifically, the present invention relates to methods for removing volatile compounds from the contaminated soils. The 
methods and system generally make use of an openable and reclosable rigid enclosure capable of receiving and treating many tons of soils. 
According to the invention, heated air is circulated through the soil to allow volatilization of the contaminants which can then be captured and 
separated form the circulating air before the air is re­heated and re­circulated through the soil. 
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Title:  MOTOR VEHICLE FOR IN­SITU DECONTAMINATION OF SOIL, HAS SUCTION AND TREATMENT UNIT FOR PLACING MIXING CHAMBER 
UNDER VACUUM SO AS TO SUCK GAS IN CHAMBER, AND FOR CAPTURING AND/OR TREATING PORTION OF SOLID PARTICLES AND 
PORTION OF SUCKED GAS

Abstract: The vehicle has a mixing unit (2) arranged at a rear part of a farm/forestry tractor and including a containment casing (4) for defining 
a mixing chamber (5) to mix soil. A mixing cutter (3) is placed partially in the casing and associated with a drive unit (6). A suction and treatment
unit (10) places the chamber under vacuum so as to suck gas contained in the chamber, and captures and/or treats a portion of sucked solid 
particles and a portion of the sucked gas. The suction and treatment unit includes a cartridge filter, a bag filter and/or a cyclone system for 
capturing the solid particles. 
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Title:  APPARATUS AND METHOD FOR PURIFYING GAS

Abstract: Source: US2014322071A A gas purifying apparatus and a method thereof are disclosed. According to an exemplary embodiment, a 
gas purifying apparatus includes a first chamber comprising a first inlet into which a first fluid flows and a first outlet through which a part of the 
first fluid is discharged, a purifier which purifies air from the first chamber, which air is then re­injected into the first chamber and a conduit which
transports air from the first chamber to the purifier. 
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Search query (3): [SP]: 1. a treatment cell for removing an unwanted volatile compound from a heap of soil comprising: an openable and reclosable rigid enclosure 
adapted for receiving said heap of soil and an air intake and an air exhaust operatively connected to said enclosure, the air intake and the air exhaust being configured 
and positioned to circulate hot air through said heap of soil wherein said treatment cell is substantially air­tight in order to create therein a negative pressure when 
operatively connected to a vacuum pump. 2. the treatment cell of claim 1, wherein the air intake and the air exhaust are spaced­apart for maximizing diffusion of hot air 
from the air intake to the air exhaust through said heap of soil. 3. the treatment cell of claim 1, wherein the air intake is fixedly connected to a bottom portion of the 
enclosure. 4. the treatment cell of claim 1, wherein the air uptake is fixedly connected to a cover removably mounted to an upper portion of the enclosure. 5. the 
treatment cell of claim 1, wherein said air intake comprises a plurality of perforated distribution pipes spreading over a substantially large area of a bottom portion of the 
enclosure. 6. the treatment cell of claim 1, wherein the air exhaust comprises a plurality of perforated collection pipes spreading over a substantially large area of an 
upper portion of the enclosure. 7. the treatment cell of claim 1, wherein said treatment cell is integral to a closed­loop system comprising a vacuum pump. 8. the 
treatment cell of claim 1, further comprising a pump and heating means both operatively connected to the air intake for introducing hot air into the enclosure. 9. the 
treatment cell of claim 1, further comprising a treatment unit operatively connected to the air exhaust for removing compounds volatilized from the heap of soil. 10. the 
treatment cell of claim 1, wherein said enclosure is sized and adapted for receiving at least 200 000 kg of soil. 11. a treatment cell for removing an unwanted volatile 
compound from a heap of soil, comprising an openable, reclosable and substantially air­tight rigid enclosure shaped and sized for receiving therein at least 200 000 kg 
of soil, said enclosure being adapted for fixedly mounting thereto (i) an air intake for injecting hot air into the enclosure and (ii) an air exhaust for collecting air having 
been injected by the air intake and having circulated through said heap of soil. 12. a method for removing an unwanted volatile compound from a heap of soil comprising 
the steps of: (a) placing said heap of soil within an openable, reclosable and substantially air­tight rigid enclosure and (b) creating a negative pressure inside the rigid 
enclosure and circulating heated air through said heap of soil to gradually increase the temperature of the soil to a temperature allowing volatilization out from the soil of 
at least a portion of said volatile compound. 13. the method of claim 12, wherein the heated air is introduced into said enclosure at a temperature of about 150 degrees 
centigrade to about 200 degrees centigrade 14. the method of claim 12, wherein soil temperature is maintained at a temperature ranging from about 60 degrees 
centigrade to about 130 degrees centigrade 15. the method of claim 12, further comprising the steps of collecting air having circulated through said heap of soil and 
removing therefrom said volatilized compound. 16. the method of claim 15, further comprising the steps of re­heating air collected and recirculating said reheated air 
through said heap of soil. 17. the method of claim 12, wherein the volatile compound is water or a hydrocarbon contaminant. 18. the method of claim 17, wherein the 
hydrocarbon contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, and petroleum derivatives. 19. a 
closed­loop system for removing unwanted volatile compounds from a heap of soil comprising: an openable, reclosable and substantially air­tight rigid enclosure shaped 
and sized for receiving said heap of soil an air intake operatively connected to the enclosure for injecting heated air into the heap of soil and an air exhaust operatively 
connected to the enclosure for collecting heated air having circulated through the heap of soil, the air intake and the air exhaust being both fixedly mounted to said 
enclosure a vacuum pump operatively connected to the air intake and the air exhaust for circulating heated air through the closed­loop system and for creating a 
negative pressure inside the rigid enclosure heating means operatively connected to the pump for providing heated air to be circulated through the heap of soil and a 
treatment unit operatively connected to the air exhaust and to the heating means for removing volatilized compounds collected by the air exhaust. 20. the closed­loop 
system of claim 19, wherein circulation of heated air through said heap of soil gradually increase the temperature of the soil to a temperature allowing volatilization out 
from the soil of a at least a portion of the volatile compounds contained therein. 21. the closed­loop system of claim 19, comprising a plurality of substantially air­tight 
cells each adapted to receive at least 200 000 kg of soil. 22. the closed­loop system of claim 19, wherein the air intake and the air exhaust are spaced­apart from each 
other for maximizing diffusion of hot air from the air intake to the air exhaust through said heap of soil. 23. the closed­loop system of claim 19, wherein the air intake 
comprises a plurality of perforated distribution pipes spreading over a substantially large area at a bottom portion of the cell under the heap of soil, and wherein the air 
exhaust comprises a plurality of perforated collection pipes spreading over a substantially large area at an upper portion of the cell above the heap of soil. 24. the 
closed­loop system of claim 19, wherein the volatile compound is water or a hydrocarbon contaminant. 25. the closed­loop system of claim 24, wherein the hydrocarbon 
contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 26. 
a method for removing an unwanted unwanted volatile compound from a heap of soil comprising the steps of: (a) placing said heap of said soil into a treatment cell 
according to claim 1 (b) circulating a volume of heated air through said heap of soil to gradually increase the temperature thereof for reaching a temperature sufficient to 
allow volatilization out from the soil of a at least a portion of the volatile compound (c) collecting heated air of step (b) comprising a volatile compound volatilized therein 
(d) separating at least a portion of said volatilized compound from said air (e) re­heating air of step (d) and (f) introducing the re­heated air of step (e) into the 
treatment cell for re­circulation through said heap of soil. 27. the method of claim 26 wherein step (d) comprises cooling and condensing into liquid vapour contained in 
the collected heated air. 28. the method of claim 26, wherein steps (b) to (f) are repeated until said heap of soil is relatively exempt from said volatile compound. 29. 
the method of claim 26, wherein steps (b) to (f) are repeated until humidity in the soil is about 1 percent to about 3 percent. 30. the method of claim 26 for valorizing a 
heap of soil. 31. the method of claim 26, wherein the volatile compound is water or a hydrocarbon contaminant. 32. the method of claim 31, wherein the hydrocarbon 
contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 33. 
an industrial installation for decontaminating soils, the industrial installation being capable of decontaminating at least 200 000 kg of soil on a daily basis and comprising 
a plurality of treatment cells as defined in claim 1 operatively connected together in a closed loop system. 
Results: 11
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[SP]: 1. a treatment cell for removing an unwanted volatile compound from a heap of soil comprising: an openable and reclosable rigid enclosure adapted for 
receiving said heap of soil and an air intake and an air exhaust operatively connected to said enclosure, the air intake and the air exhaust being configured and 
positioned to circulate hot air through said heap of soil wherein said treatment cell is substantially air­tight in order to create therein a negative pressure when 
operatively connected to a vacuum pump. 2. the treatment cell of claim 1, wherein the air intake and the air exhaust are spaced­apart for maximizing diffusion of 
hot air from the air intake to the air exhaust through said heap of soil. 3. the treatment cell of claim 1, wherein the air intake is fixedly connected to a bottom 
portion of the enclosure. 4. the treatment cell of claim 1, wherein the air uptake is fixedly connected to a cover removably mounted to an upper portion of the 
enclosure. 5. the treatment cell of claim 1, wherein said air intake comprises a plurality of perforated distribution pipes spreading over a substantially large area of 
a bottom portion of the enclosure. 6. the treatment cell of claim 1, wherein the air exhaust comprises a plurality of perforated collection pipes spreading over a 
substantially large area of an upper portion of the enclosure. 7. the treatment cell of claim 1, wherein said treatment cell is integral to a closed­loop system 
comprising a vacuum pump. 8. the treatment cell of claim 1, further comprising a pump and heating means both operatively connected to the air intake for 
introducing hot air into the enclosure. 9. the treatment cell of claim 1, further comprising a treatment unit operatively connected to the air exhaust for removing 
compounds volatilized from the heap of soil. 10. the treatment cell of claim 1, wherein said enclosure is sized and adapted for receiving at least 200 000 kg of 
soil. 11. a treatment cell for removing an unwanted volatile compound from a heap of soil, comprising an openable, reclosable and substantially air­tight rigid 
enclosure shaped and sized for receiving therein at least 200 000 kg of soil, said enclosure being adapted for fixedly mounting thereto (i) an air intake for 
injecting hot air into the enclosure and (ii) an air exhaust for collecting air having been injected by the air intake and having circulated through said heap of soil. 
12. a method for removing an unwanted volatile compound from a heap of soil comprising the steps of: (a) placing said heap of soil within an openable, 
reclosable and substantially air­tight rigid enclosure and (b) creating a negative pressure inside the rigid enclosure and circulating heated air through said heap of 
soil to gradually increase the temperature of the soil to a temperature allowing volatilization out from the soil of at least a portion of said volatile compound. 13. 
the method of claim 12, wherein the heated air is introduced into said enclosure at a temperature of about 150 degrees centigrade to about 200 degrees 
centigrade 14. the method of claim 12, wherein soil temperature is maintained at a temperature ranging from about 60 degrees centigrade to about 130 degrees 
centigrade 15. the method of claim 12, further comprising the steps of collecting air having circulated through said heap of soil and removing therefrom said 
volatilized compound. 16. the method of claim 15, further comprising the steps of re­heating air collected and recirculating said reheated air through said heap of 
soil. 17. the method of claim 12, wherein the volatile compound is water or a hydrocarbon contaminant. 18. the method of claim 17, wherein the hydrocarbon 
contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, and petroleum derivatives. 19. a closed­
loop system for removing unwanted volatile compounds from a heap of soil comprising: an openable, reclosable and substantially air­tight rigid enclosure shaped 
and sized for receiving said heap of soil an air intake operatively connected to the enclosure for injecting heated air into the heap of soil and an air exhaust 
operatively connected to the enclosure for collecting heated air having circulated through the heap of soil, the air intake and the air exhaust being both fixedly 
mounted to said enclosure a vacuum pump operatively connected to the air intake and the air exhaust for circulating heated air through the closed­loop system 
and for creating a negative pressure inside the rigid enclosure heating means operatively connected to the pump for providing heated air to be circulated through 
the heap of soil and a treatment unit operatively connected to the air exhaust and to the heating means for removing volatilized compounds collected by the air 
exhaust. 20. the closed­loop system of claim 19, wherein circulation of heated air through said heap of soil gradually increase the temperature of the soil to a 
temperature allowing volatilization out from the soil of a at least a portion of the volatile compounds contained therein. 21. the closed­loop system of claim 19, 
comprising a plurality of substantially air­tight cells each adapted to receive at least 200 000 kg of soil. 22. the closed­loop system of claim 19, wherein the air 
intake and the air exhaust are spaced­apart from each other for maximizing diffusion of hot air from the air intake to the air exhaust through said heap of soil. 
23. the closed­loop system of claim 19, wherein the air intake comprises a plurality of perforated distribution pipes spreading over a substantially large area at a 
bottom portion of the cell under the heap of soil, and wherein the air exhaust comprises a plurality of perforated collection pipes spreading over a substantially 
large area at an upper portion of the cell above the heap of soil. 24. the closed­loop system of claim 19, wherein the volatile compound is water or a hydrocarbon 
contaminant. 25. the closed­loop system of claim 24, wherein the hydrocarbon contaminant is selected from the group consisting of gasoline, diesel, jet fuel, 
heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 26. a method for removing an unwanted unwanted volatile compound from 
a heap of soil comprising the steps of: (a) placing said heap of said soil into a treatment cell according to claim 1 (b) circulating a volume of heated air through 
said heap of soil to gradually increase the temperature thereof for reaching a temperature sufficient to allow volatilization out from the soil of a at least a portion 
of the volatile compound (c) collecting heated air of step (b) comprising a volatile compound volatilized therein (d) separating at least a portion of said volatilized 
compound from said air (e) re­heating air of step (d) and (f) introducing the re­heated air of step (e) into the treatment cell for re­circulation through said heap of 
soil. 27. the method of claim 26 wherein step (d) comprises cooling and condensing into liquid vapour contained in the collected heated air. 28. the method of 
claim 26, wherein steps (b) to (f) are repeated until said heap of soil is relatively exempt from said volatile compound. 29. the method of claim 26, wherein steps 
(b) to (f) are repeated until humidity in the soil is about 1 percent to about 3 percent. 30. the method of claim 26 for valorizing a heap of soil. 31. the method of 
claim 26, wherein the volatile compound is water or a hydrocarbon contaminant. 32. the method of claim 31, wherein the hydrocarbon contaminant is selected from 
the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 33. an industrial 
installation for decontaminating soils, the industrial installation being capable of decontaminating at least 200 000 kg of soil on a daily basis and comprising a 
plurality of treatment cells as defined in claim 1 operatively connected together in a closed loop system. (Results 11)
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Title:  METHOD AND APPARATUS FOR EX SITU CLEANING OF CONTAMINATED SOIL

Abstract: Source: US5836718A A method for ex situ cleaning of contaminated soil using a closed system of heat­conductive solid­walled pipes 
embedded in the contaminated soil, the pipes being in communication with the heat source that heats and circulates air throughout the system of 
pipes, the method having the following steps of placing the contaminated soil in a heap on the pipes, substantially enclosing the soil heap with a 
vapor barrier, circulating heated air throughout the pipes to elevate the temperature of the surrounding soil to a temperature sufficient to cause 
vaporization of soil contaminants, extracting the vapor containing soil contaminants from the enclosed soil heap, and treating the vapor to 
remove contaminants and recycling the vapor. 
Classifications:  
International (IPC 8­9): B09C1/06 (Advanced/Invention); 
B09C1/00 (Core/Invention) 
International (IPC 1­7): A62D3/00 B09C1/06 
CPC: Y10S210/909 Y10S588/90 B09C1/06 B09C2101/00 
European: B09C1/06 L09C101/00 
US: 210/909 405/128 405/128.8 405/131 588/209 588/230 588/249 588/900
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 Publication number   Publication date   Application number   Application date    
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 Priority:
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 Probable Assignee: PRICE PHILIP A 

 Assignee(s): (std): PRICE PHILIP A 

 Inventor(s): (std): PRICE PHILIP A 

5) Family number: 43067234 (US6000882A) © PatBase 

Title:  Methods and systems for remediating contaminated soil

Abstract: Source: US6000882A A system and method for remediation of contaminated soil removed from a soil site is provided. The 
contaminated soil is placed upon several layers of perforated heating pipes forming a remediation cell, and the entire cell is covered by a 
galvanized Quonset Hut­shaped steel building to prevent the escape of vapors from the soil cell. Heating air introduced into perforated heating 
pipes heat conductively heats the contaminated soil creating a differential pressure area around the heated pipes. This results in the migration of 
volatilized contaminants and moisture through the perforations in the pipe walls and into the lower pressure area within the heated steel pipes, 
forcing the contaminants from the soil and into an off­gas treatment system. 
Classifications:  
International (IPC 8­9): B09C1/06 (Advanced/Invention); 
B09C1/00 (Core/Invention) 
International (IPC 1­7): B09C1/06 
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 Inventor(s): ROGER TODD RICHTER ; JOHN CARL BOVA 

 Designated states: AL AM AT AU AZ BA BB BE BF BG BJ BR BY CA CF CG CH CI CM CN CU CY CZ DE DK EE ES FI FR GA GB GD GE GH GM 
GN GR GW HU ID IE IL IS IT JP KE KG KP KR KZ LC LK LR LS LT LU LV MC MD MG MK ML MN MR MW MX NE NL NO NZ PL PT
RO RU SD SE SG SI SK SL SN SZ TD TG TJ TM TR TT UA UG UZ VN YU ZW

6) Family number: 28516489 (US2003079370A) © PatBase 

Title:  Method and apparatus for separating hydrocarbons from material

Abstract: Source: US2003079370A A system for separating hydrocarbons from a material which includes a process chamber, a process pan 
operatively connected to the process chamber and removable therefrom, a blower operatively connected to the process chamber and to a heat 
source, the blower adapted to force heated air into the process chamber through the material disposed on the process pan, the forced heated air 
adapted to vaporize hydrocarbons and other contaminants disposed on the material, and at least one condenser operatively connected to the 
process chamber and adapted to condense the vaporized hydrocarbons and other contaminants is disclosed. Further, a method for separating 
hydrocarbons from a material which includes passing a stream of heated air over the material to volatilize the hydrocarbons, passing the stream 
of heated air containing the hydrocarbons through at least one condenser to form liquid hydrocarbons, collecting the liquid hydrocarbons, and 
recirculating the heated air is disclosed. 
Classifications:  
International (IPC 8­9): B09B3/00 B09C1/06 E21B21/01 E21B21/06 
F26B25/00 (Advanced/Invention) 
International (IPC 1­7): B09C1/06 E21B21/06 F26B21/06 F26B3/00 
CPC: B09B3/00 B09B3/0083 B09C1/06 E21B21/01 F26B25/006 
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 Assignee(s): CONNAUGHTON JERRY T ; FOUT GARY E ; M I L L C 
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 Agent(s): BRYKMAN GEORGES ET AL; OSHA AND MAY LLP 

 Designated states: AE AG AL AM AT AU AZ BA BB BE BF BG BJ BR BY BZ CA CF CG CH CI CM CN CO CR CU CY CZ DE DK DM DZ EC EE ES 
FI FR GA GB GD GE GH GM GN GQ GR GW HR HU ID IE IL IN IS IT JP KE KG KP KR KZ LC LI LK LR LS LT LU LV MA MC MD 
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7) Family number: 28924693 (US2003147697A) © PatBase 

Title:  Evaporative desorption soil treatment apparatus and process

Abstract: Source: US2003147697A Treatment apparatus and a process for thermal desorption of hydrocarbon contaminants from excavated soil
provides efficient contaminant removal by handling the soil in a thermally conductive treatment vessel that fits within an insulated treatment 
chamber. The soil is treated in this chamber with fresh air that is dried and electrically heated prior to contacting the treatment vessel. 
Excavating the soil directly into the treatment vessel allows the treated soil to be returned to the final disposition site in the same vessel, 
minimizing soil handling 
Classifications:  
International (IPC 8­9): B09C1/06 F26B21/06 F26B25/06 
F26B3/00 (Advanced/Invention) 
International (IPC 1­7): B09C1/00 B09C1/06 F26B19/00 F26B25/06 F26B3/00 
F26B7/00 
CPC: B09C1/06 F26B3/00 F26B21/06 F26B25/063 
European: B09C1/06 F26B21/06 F26B25/06B F26B3/00 
US: 34/218 34/218P 34/235 34/236 34/381 34/417 34/519 34/62 343/810 405/128.15 
405/128.150P 405/128.35 405/128.350S
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8) Family number: 30664642 (US2006171780A) © PatBase 

Title:  METHODS AND SYSTEMS FOR REMEDIATING CONTAMINATED SOIL

Abstract: Source: US2006171780A A system and method for remediation of contaminated soil are provided. The system comprises a soil 
remediation cell of contaminated soil and a plurality of multi­functional conduits located within the contaminated soil. Each multi­functional conduit
defines a reaction housing. The multi­functional conduits includes heating elements for introducing heat into the contaminated soil for volatilizing 
the contaminants located within the contaminated soil, without utilizing mechanically driven forced air. This 10 produces a contaminated vapor. 
Flow channels extending therethrough remove the contaminated vapor from within the soil remediation cell. A substantial portion of the 
contaminants in the contaminated vapor are destroyed in the reaction housing. A substantially non­contaminated vapor is produced in which at 
least about 80 percent by weight of the contaminants have been destroyed. 
Classifications:  
International (IPC 8­9): B09B3/00 B09C1/06 B60P3/00 (Advanced/Invention); 
B09C (Subclass/Non­invention) 
International (IPC 1­7): B09C1/06 
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DZ EC EE EG ES FI FR GA GB GD GE GH GM GN GQ GR GT GW HN HR HU ID IE IL IN IS IT JP KE KG KM KN KP KR KZ LA 
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9) Family number: 43272320 (US2010263751A) © PatBase 

Title:  SYSTEMS, METHODS AND TREATMENT CELLS FOR REHABILITATING AND VALORIZING A SOIL

Abstract: Source: US2010263751A The present invention generally pertains to treatment cells, systems and methods for rehabilitating and 
valorizing a soil. More specifically, the present invention relates to methods for removing volatile compounds from the contaminated soils. The 
methods and system generally make use of an openable and reclosable rigid enclosure capable of receiving and treating many tons of soils. 
According to the invention, heated air is circulated through the soil to allow volatilization of the contaminants which can then be captured and 
separated form the circulating air before the air is re­heated and re­circulated through the soil. 
Classifications:  
International (IPC 8­9): B01D47/00 B09C1/00 B09C1/06 
B65D6/40 (Advanced/Invention); 
B09C1/00 (Core/Invention) 
CPC: B09C1/06 Y10T137/86035 
European: B09C1/06 
US: 137/565.17 137/565.170P 220/661 405/128.6 405/128.600S

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA2690594 AA  20090522  CA20082690594  20081114  

 CA2690594 C  20110118  CA20082690594  20081114  

 CO6541515 A2  20121016  CO20110074813  20110615  

 CO6950445 A2  20140520  CO20140026541  20140207  

 EP2219797 A1  20100825  EP20080848711  20081114  

 EP2219797 A4  20131204  EP20080848711  20081114  

 MX2010005413 A1  20101110  MX20100005413  20100514  

 US2010263751 AA  20101021  US20080743102  20081114  

 WO09062300 A1  20090522  WO2008CA01995  20081114  

 Priority:

US20070988126P 20071115  WO2008CA01995 20081114  US20080743102 20081114

 Probable Assignee: ENERGIE CARBONEUTRE INC 

 Assignee(s): (std): EN CARBONEUTRE INC ; ENERGY CARBONEUTRE INC ; RINGUETTE BENOIT 

 Assignee(s): ENERGIE CARBONEUTRE INC 

 Inventor(s): (std): RINGUETTE BENOIT 

 Inventor(s): BENOIT RINGUETTE 

 Agent(s): AHNER FRANCIS; HAHN AND VOIGHT PLLC; FASKEN MARTINEAU DUMOULIN LLP 

 Designated states: AE AG AL AM AO AT AU AZ BA BB BE BF BG BH BJ BR BW BY BZ CA CF CG CH CI CM CN CO CR CU CY CZ DE DK DM DO 
DZ EC EE EG ES FI FR GA GB GD GE GH GM GN GQ GR GT GW HN HR HU ID IE IL IN IS IT JP KE KG KM KN KP KR KZ LA 
LC LI LK LR LS LT LU LV LY MA MC MD ME MG MK ML MN MR MT MW MX MY MZ NA NE NG NI NL NO NZ OM PG PH PL PT RO 
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10) Family number: 52397889 (FR2975088A) © PatBase 

Title:  MOTOR VEHICLE FOR IN­SITU DECONTAMINATION OF SOIL, HAS SUCTION AND TREATMENT UNIT FOR PLACING MIXING CHAMBER 
UNDER VACUUM SO AS TO SUCK GAS IN CHAMBER, AND FOR CAPTURING AND/OR TREATING PORTION OF SOLID PARTICLES AND 
PORTION OF SUCKED GAS

Abstract: The vehicle has a mixing unit (2) arranged at a rear part of a farm/forestry tractor and including a containment casing (4) for defining 
a mixing chamber (5) to mix soil. A mixing cutter (3) is placed partially in the casing and associated with a drive unit (6). A suction and treatment
unit (10) places the chamber under vacuum so as to suck gas contained in the chamber, and captures and/or treats a portion of sucked solid 
particles and a portion of the sucked gas. The suction and treatment unit includes a cartridge filter, a bag filter and/or a cyclone system for 
capturing the solid particles. 
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Title:  APPARATUS AND METHOD FOR PURIFYING GAS

Abstract: Source: US2014322071A A gas purifying apparatus and a method thereof are disclosed. According to an exemplary embodiment, a 
gas purifying apparatus includes a first chamber comprising a first inlet into which a first fluid flows and a first outlet through which a part of the 
first fluid is discharged, a purifier which purifies air from the first chamber, which air is then re­injected into the first chamber and a conduit which
transports air from the first chamber to the purifier. 
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Search query (3): [SP]: 1. a treatment cell for removing an unwanted volatile compound from a heap of soil comprising: an openable and reclosable rigid enclosure 
adapted for receiving said heap of soil and an air intake and an air exhaust operatively connected to said enclosure, the air intake and the air exhaust being configured 
and positioned to circulate hot air through said heap of soil wherein said treatment cell is substantially air­tight in order to create therein a negative pressure when 
operatively connected to a vacuum pump. 2. the treatment cell of claim 1, wherein the air intake and the air exhaust are spaced­apart for maximizing diffusion of hot air 
from the air intake to the air exhaust through said heap of soil. 3. the treatment cell of claim 1, wherein the air intake is fixedly connected to a bottom portion of the 
enclosure. 4. the treatment cell of claim 1, wherein the air uptake is fixedly connected to a cover removably mounted to an upper portion of the enclosure. 5. the 
treatment cell of claim 1, wherein said air intake comprises a plurality of perforated distribution pipes spreading over a substantially large area of a bottom portion of the 
enclosure. 6. the treatment cell of claim 1, wherein the air exhaust comprises a plurality of perforated collection pipes spreading over a substantially large area of an 
upper portion of the enclosure. 7. the treatment cell of claim 1, wherein said treatment cell is integral to a closed­loop system comprising a vacuum pump. 8. the 
treatment cell of claim 1, further comprising a pump and heating means both operatively connected to the air intake for introducing hot air into the enclosure. 9. the 
treatment cell of claim 1, further comprising a treatment unit operatively connected to the air exhaust for removing compounds volatilized from the heap of soil. 10. the 
treatment cell of claim 1, wherein said enclosure is sized and adapted for receiving at least 200 000 kg of soil. 11. a treatment cell for removing an unwanted volatile 
compound from a heap of soil, comprising an openable, reclosable and substantially air­tight rigid enclosure shaped and sized for receiving therein at least 200 000 kg 
of soil, said enclosure being adapted for fixedly mounting thereto (i) an air intake for injecting hot air into the enclosure and (ii) an air exhaust for collecting air having 
been injected by the air intake and having circulated through said heap of soil. 12. a method for removing an unwanted volatile compound from a heap of soil comprising 
the steps of: (a) placing said heap of soil within an openable, reclosable and substantially air­tight rigid enclosure and (b) creating a negative pressure inside the rigid 
enclosure and circulating heated air through said heap of soil to gradually increase the temperature of the soil to a temperature allowing volatilization out from the soil of 
at least a portion of said volatile compound. 13. the method of claim 12, wherein the heated air is introduced into said enclosure at a temperature of about 150 degrees 
centigrade to about 200 degrees centigrade 14. the method of claim 12, wherein soil temperature is maintained at a temperature ranging from about 60 degrees 
centigrade to about 130 degrees centigrade 15. the method of claim 12, further comprising the steps of collecting air having circulated through said heap of soil and 
removing therefrom said volatilized compound. 16. the method of claim 15, further comprising the steps of re­heating air collected and recirculating said reheated air 
through said heap of soil. 17. the method of claim 12, wherein the volatile compound is water or a hydrocarbon contaminant. 18. the method of claim 17, wherein the 
hydrocarbon contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, and petroleum derivatives. 19. a 
closed­loop system for removing unwanted volatile compounds from a heap of soil comprising: an openable, reclosable and substantially air­tight rigid enclosure shaped 
and sized for receiving said heap of soil an air intake operatively connected to the enclosure for injecting heated air into the heap of soil and an air exhaust operatively 
connected to the enclosure for collecting heated air having circulated through the heap of soil, the air intake and the air exhaust being both fixedly mounted to said 
enclosure a vacuum pump operatively connected to the air intake and the air exhaust for circulating heated air through the closed­loop system and for creating a 
negative pressure inside the rigid enclosure heating means operatively connected to the pump for providing heated air to be circulated through the heap of soil and a 
treatment unit operatively connected to the air exhaust and to the heating means for removing volatilized compounds collected by the air exhaust. 20. the closed­loop 
system of claim 19, wherein circulation of heated air through said heap of soil gradually increase the temperature of the soil to a temperature allowing volatilization out 
from the soil of a at least a portion of the volatile compounds contained therein. 21. the closed­loop system of claim 19, comprising a plurality of substantially air­tight 
cells each adapted to receive at least 200 000 kg of soil. 22. the closed­loop system of claim 19, wherein the air intake and the air exhaust are spaced­apart from each 
other for maximizing diffusion of hot air from the air intake to the air exhaust through said heap of soil. 23. the closed­loop system of claim 19, wherein the air intake 
comprises a plurality of perforated distribution pipes spreading over a substantially large area at a bottom portion of the cell under the heap of soil, and wherein the air 
exhaust comprises a plurality of perforated collection pipes spreading over a substantially large area at an upper portion of the cell above the heap of soil. 24. the 
closed­loop system of claim 19, wherein the volatile compound is water or a hydrocarbon contaminant. 25. the closed­loop system of claim 24, wherein the hydrocarbon 
contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 26. 
a method for removing an unwanted unwanted volatile compound from a heap of soil comprising the steps of: (a) placing said heap of said soil into a treatment cell 
according to claim 1 (b) circulating a volume of heated air through said heap of soil to gradually increase the temperature thereof for reaching a temperature sufficient to 
allow volatilization out from the soil of a at least a portion of the volatile compound (c) collecting heated air of step (b) comprising a volatile compound volatilized therein 
(d) separating at least a portion of said volatilized compound from said air (e) re­heating air of step (d) and (f) introducing the re­heated air of step (e) into the 
treatment cell for re­circulation through said heap of soil. 27. the method of claim 26 wherein step (d) comprises cooling and condensing into liquid vapour contained in 
the collected heated air. 28. the method of claim 26, wherein steps (b) to (f) are repeated until said heap of soil is relatively exempt from said volatile compound. 29. 
the method of claim 26, wherein steps (b) to (f) are repeated until humidity in the soil is about 1 percent to about 3 percent. 30. the method of claim 26 for valorizing a 
heap of soil. 31. the method of claim 26, wherein the volatile compound is water or a hydrocarbon contaminant. 32. the method of claim 31, wherein the hydrocarbon 
contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 33. 
an industrial installation for decontaminating soils, the industrial installation being capable of decontaminating at least 200 000 kg of soil on a daily basis and comprising 
a plurality of treatment cells as defined in claim 1 operatively connected together in a closed loop system. 
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[SP]: 1. a treatment cell for removing an unwanted volatile compound from a heap of soil comprising: an openable and reclosable rigid enclosure adapted for 
receiving said heap of soil and an air intake and an air exhaust operatively connected to said enclosure, the air intake and the air exhaust being configured and 
positioned to circulate hot air through said heap of soil wherein said treatment cell is substantially air­tight in order to create therein a negative pressure when 
operatively connected to a vacuum pump. 2. the treatment cell of claim 1, wherein the air intake and the air exhaust are spaced­apart for maximizing diffusion of 
hot air from the air intake to the air exhaust through said heap of soil. 3. the treatment cell of claim 1, wherein the air intake is fixedly connected to a bottom 
portion of the enclosure. 4. the treatment cell of claim 1, wherein the air uptake is fixedly connected to a cover removably mounted to an upper portion of the 
enclosure. 5. the treatment cell of claim 1, wherein said air intake comprises a plurality of perforated distribution pipes spreading over a substantially large area of 
a bottom portion of the enclosure. 6. the treatment cell of claim 1, wherein the air exhaust comprises a plurality of perforated collection pipes spreading over a 
substantially large area of an upper portion of the enclosure. 7. the treatment cell of claim 1, wherein said treatment cell is integral to a closed­loop system 
comprising a vacuum pump. 8. the treatment cell of claim 1, further comprising a pump and heating means both operatively connected to the air intake for 
introducing hot air into the enclosure. 9. the treatment cell of claim 1, further comprising a treatment unit operatively connected to the air exhaust for removing 
compounds volatilized from the heap of soil. 10. the treatment cell of claim 1, wherein said enclosure is sized and adapted for receiving at least 200 000 kg of 
soil. 11. a treatment cell for removing an unwanted volatile compound from a heap of soil, comprising an openable, reclosable and substantially air­tight rigid 
enclosure shaped and sized for receiving therein at least 200 000 kg of soil, said enclosure being adapted for fixedly mounting thereto (i) an air intake for 
injecting hot air into the enclosure and (ii) an air exhaust for collecting air having been injected by the air intake and having circulated through said heap of soil. 
12. a method for removing an unwanted volatile compound from a heap of soil comprising the steps of: (a) placing said heap of soil within an openable, 
reclosable and substantially air­tight rigid enclosure and (b) creating a negative pressure inside the rigid enclosure and circulating heated air through said heap of 
soil to gradually increase the temperature of the soil to a temperature allowing volatilization out from the soil of at least a portion of said volatile compound. 13. 
the method of claim 12, wherein the heated air is introduced into said enclosure at a temperature of about 150 degrees centigrade to about 200 degrees 
centigrade 14. the method of claim 12, wherein soil temperature is maintained at a temperature ranging from about 60 degrees centigrade to about 130 degrees 
centigrade 15. the method of claim 12, further comprising the steps of collecting air having circulated through said heap of soil and removing therefrom said 
volatilized compound. 16. the method of claim 15, further comprising the steps of re­heating air collected and recirculating said reheated air through said heap of 
soil. 17. the method of claim 12, wherein the volatile compound is water or a hydrocarbon contaminant. 18. the method of claim 17, wherein the hydrocarbon 
contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, and petroleum derivatives. 19. a closed­
loop system for removing unwanted volatile compounds from a heap of soil comprising: an openable, reclosable and substantially air­tight rigid enclosure shaped 
and sized for receiving said heap of soil an air intake operatively connected to the enclosure for injecting heated air into the heap of soil and an air exhaust 
operatively connected to the enclosure for collecting heated air having circulated through the heap of soil, the air intake and the air exhaust being both fixedly 
mounted to said enclosure a vacuum pump operatively connected to the air intake and the air exhaust for circulating heated air through the closed­loop system 
and for creating a negative pressure inside the rigid enclosure heating means operatively connected to the pump for providing heated air to be circulated through 
the heap of soil and a treatment unit operatively connected to the air exhaust and to the heating means for removing volatilized compounds collected by the air 
exhaust. 20. the closed­loop system of claim 19, wherein circulation of heated air through said heap of soil gradually increase the temperature of the soil to a 
temperature allowing volatilization out from the soil of a at least a portion of the volatile compounds contained therein. 21. the closed­loop system of claim 19, 
comprising a plurality of substantially air­tight cells each adapted to receive at least 200 000 kg of soil. 22. the closed­loop system of claim 19, wherein the air 
intake and the air exhaust are spaced­apart from each other for maximizing diffusion of hot air from the air intake to the air exhaust through said heap of soil. 
23. the closed­loop system of claim 19, wherein the air intake comprises a plurality of perforated distribution pipes spreading over a substantially large area at a 
bottom portion of the cell under the heap of soil, and wherein the air exhaust comprises a plurality of perforated collection pipes spreading over a substantially 
large area at an upper portion of the cell above the heap of soil. 24. the closed­loop system of claim 19, wherein the volatile compound is water or a hydrocarbon 
contaminant. 25. the closed­loop system of claim 24, wherein the hydrocarbon contaminant is selected from the group consisting of gasoline, diesel, jet fuel, 
heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 26. a method for removing an unwanted unwanted volatile compound from 
a heap of soil comprising the steps of: (a) placing said heap of said soil into a treatment cell according to claim 1 (b) circulating a volume of heated air through 
said heap of soil to gradually increase the temperature thereof for reaching a temperature sufficient to allow volatilization out from the soil of a at least a portion 
of the volatile compound (c) collecting heated air of step (b) comprising a volatile compound volatilized therein (d) separating at least a portion of said volatilized 
compound from said air (e) re­heating air of step (d) and (f) introducing the re­heated air of step (e) into the treatment cell for re­circulation through said heap of 
soil. 27. the method of claim 26 wherein step (d) comprises cooling and condensing into liquid vapour contained in the collected heated air. 28. the method of 
claim 26, wherein steps (b) to (f) are repeated until said heap of soil is relatively exempt from said volatile compound. 29. the method of claim 26, wherein steps 
(b) to (f) are repeated until humidity in the soil is about 1 percent to about 3 percent. 30. the method of claim 26 for valorizing a heap of soil. 31. the method of 
claim 26, wherein the volatile compound is water or a hydrocarbon contaminant. 32. the method of claim 31, wherein the hydrocarbon contaminant is selected from 
the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 33. an industrial 
installation for decontaminating soils, the industrial installation being capable of decontaminating at least 200 000 kg of soil on a daily basis and comprising a 
plurality of treatment cells as defined in claim 1 operatively connected together in a closed loop system. (Results 11)
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 Inventor(s): (std): BOVA JOHN CARL ; RICHTER ROGER TODD 

 Inventor(s): ROGER TODD RICHTER ; JOHN CARL BOVA 

 Designated states: AL AM AT AU AZ BA BB BE BF BG BJ BR BY CA CF CG CH CI CM CN CU CY CZ DE DK EE ES FI FR GA GB GD GE GH GM 
GN GR GW HU ID IE IL IS IT JP KE KG KP KR KZ LC LK LR LS LT LU LV MC MD MG MK ML MN MR MW MX NE NL NO NZ PL PT
RO RU SD SE SG SI SK SL SN SZ TD TG TJ TM TR TT UA UG UZ VN YU ZW

6) Family number: 28516489 (US2003079370A) © PatBase 

Title:  Method and apparatus for separating hydrocarbons from material

Abstract: Source: US2003079370A A system for separating hydrocarbons from a material which includes a process chamber, a process pan 
operatively connected to the process chamber and removable therefrom, a blower operatively connected to the process chamber and to a heat 
source, the blower adapted to force heated air into the process chamber through the material disposed on the process pan, the forced heated air 
adapted to vaporize hydrocarbons and other contaminants disposed on the material, and at least one condenser operatively connected to the 
process chamber and adapted to condense the vaporized hydrocarbons and other contaminants is disclosed. Further, a method for separating 
hydrocarbons from a material which includes passing a stream of heated air over the material to volatilize the hydrocarbons, passing the stream 
of heated air containing the hydrocarbons through at least one condenser to form liquid hydrocarbons, collecting the liquid hydrocarbons, and 
recirculating the heated air is disclosed. 
Classifications:  
International (IPC 8­9): B09B3/00 B09C1/06 E21B21/01 E21B21/06 
F26B25/00 (Advanced/Invention) 
International (IPC 1­7): B09C1/06 E21B21/06 F26B21/06 F26B3/00 
CPC: B09B3/00 B09B3/0083 B09C1/06 E21B21/01 F26B25/006 
European: B09B3/00 B09B3/00T B09C1/06 E21B21/01 F26B25/00C2 
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 Assignee(s): (std): M I LLC ; MI LLC 

 Assignee(s): CONNAUGHTON JERRY T ; FOUT GARY E ; M I L L C 

 Inventor(s): (std): CONNAUGHTON JERRY ; CONNAUGHTON JERRY T ; FOUT GARY ; FOUT GARY E ; JERRY T CONNAUGHTON 

 Agent(s): BRYKMAN GEORGES ET AL; OSHA AND MAY LLP 

 Designated states: AE AG AL AM AT AU AZ BA BB BE BF BG BJ BR BY BZ CA CF CG CH CI CM CN CO CR CU CY CZ DE DK DM DZ EC EE ES 
FI FR GA GB GD GE GH GM GN GQ GR GW HR HU ID IE IL IN IS IT JP KE KG KP KR KZ LC LI LK LR LS LT LU LV MA MC MD 
MG MK ML MN MR MW MX MZ NE NL NO NZ OM PH PL PT RO RU SD SE SG SI SK SL SN SZ TD TG TJ TM TN TR TT TZ UA UG 
UZ VC VN YU ZA ZM ZW

7) Family number: 28924693 (US2003147697A) © PatBase 

Title:  Evaporative desorption soil treatment apparatus and process

Abstract: Source: US2003147697A Treatment apparatus and a process for thermal desorption of hydrocarbon contaminants from excavated soil
provides efficient contaminant removal by handling the soil in a thermally conductive treatment vessel that fits within an insulated treatment 
chamber. The soil is treated in this chamber with fresh air that is dried and electrically heated prior to contacting the treatment vessel. 
Excavating the soil directly into the treatment vessel allows the treated soil to be returned to the final disposition site in the same vessel, 
minimizing soil handling 
Classifications:  
International (IPC 8­9): B09C1/06 F26B21/06 F26B25/06 
F26B3/00 (Advanced/Invention) 
International (IPC 1­7): B09C1/00 B09C1/06 F26B19/00 F26B25/06 F26B3/00 
F26B7/00 
CPC: B09C1/06 F26B3/00 F26B21/06 F26B25/063 
European: B09C1/06 F26B21/06 F26B25/06B F26B3/00 
US: 34/218 34/218P 34/235 34/236 34/381 34/417 34/519 34/62 343/810 405/128.15 
405/128.150P 405/128.35 405/128.350S

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU2003209018 AA  20030902  AU20030209018  20030205  

 AU2003209018 AH  20030902  AU20030209018  20030205  

 US2003147697 AA  20030807  US20030357170  20030202  

 US2004159004 AA  20040819  US20040781445  20040218  

 US6829844 BB  20041214  US20040781445  20040218  

 WO03066249 A2  20030814  WO2003US03560  20030205  

 WO03066249 A3  20040826  WO2003US03560  20030205  

 Priority:

US20020354572P 20020206  US20030357170 20030202  US20040781445 20040218
WO2003US03560 20030205

 Probable Assignee: RETERRO INC 

 Assignee(s): (std): BRADY JOHN ; BRADY PATRICK ; DENISON HARVEY 
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FI FR GA GB GD GE GH GM GN GQ GR GW HR HU ID IE IL IN IS IT JP KE KG KP KR KZ LC LK LR LS LT LU LV MA MC MD MG
MK ML MN MR MW MX MZ NE NL NO NZ OM PH PL PT RO RU SC SD SE SG SI SK SL SN SZ TD TG TJ TM TN TR TT TZ UA UG 
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8) Family number: 30664642 (US2006171780A) © PatBase 

Title:  METHODS AND SYSTEMS FOR REMEDIATING CONTAMINATED SOIL

Abstract: Source: US2006171780A A system and method for remediation of contaminated soil are provided. The system comprises a soil 
remediation cell of contaminated soil and a plurality of multi­functional conduits located within the contaminated soil. Each multi­functional conduit
defines a reaction housing. The multi­functional conduits includes heating elements for introducing heat into the contaminated soil for volatilizing 
the contaminants located within the contaminated soil, without utilizing mechanically driven forced air. This 10 produces a contaminated vapor. 
Flow channels extending therethrough remove the contaminated vapor from within the soil remediation cell. A substantial portion of the 
contaminants in the contaminated vapor are destroyed in the reaction housing. A substantially non­contaminated vapor is produced in which at 
least about 80 percent by weight of the contaminants have been destroyed. 
Classifications:  
International (IPC 8­9): B09B3/00 B09C1/06 B60P3/00 (Advanced/Invention); 
B09C (Subclass/Non­invention) 
International (IPC 1­7): B09C1/06 
CPC: B09C1/06 
European: B09C1/06 
US: 405/128.4 405/128.400P 405/128.6 405/128.8 405/128.800P 405/128.85 
405/128.850P

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU2003293442 AA  20040630  AU20030293442  20031205  

 AU2003293442 BB  20090910  AU20030293442  20031205  

 BRPI0317014 A  20051025  BR2003PI17014  20031205  

 CA2507752 AA  20050527  CA20032507752  20031205  

 CA2507752 C  20090721  CA20032507752  20031205  

 EA007213 B1  20060825  EA20050000921  20031205  

 EP1581351 A2  20051005  EP20030790391  20031205  

 EP1581351 A4  20110105  EP20030790391  20031205  

 JP2006508800 T2  20060316  JP20040559377T  20031205  

 JP2010221220 A2  20101007  JP20100151279  20100701  

 NZ553423 A  20080731  NZ20030553423  20031205  

 US2006171780 AA  20060803  US20030535612  20031205  

 US2008175670 AA  20080724  US20080042129  20080304  

 US2011211912 AA  20110901  US20100957021  20101130  

 US7360966 BB  20080422  US20030535612  20031205  

 US7866920 BB  20110111  US20080042129  20080304  

 US8137029 BB  20120320  US20100957021  20101130  

 WO04052566 A2  20040624  WO2003US38839  20031205  

 WO04052566 A3  20040805  WO2003US38839  20031205  

 WO09111584 A2  20090911  WO2009US36063  20090304  

 WO09111584 A3  20100114  WO2009US36063  20090304  

 ZA200409794 A  20060531  ZA20040009794  20041202  

 Priority:

US20020431388P 20021205  JP20040559377  20031205  US20060535612  20060113
US20080042129  20080304  US20030535612 20031205  WO2003US38839 20031205
US20100957021  20101130

 Probable Assignee: MECO ENVIROMENTAL LLC 

 Assignee(s): (std): MECO ENVIROMENTAL LLC ; MECO ENVIRONMENTAL LLC ; MOBILE ENVIRONMENTAL TECHNOLOG ; MOBILE 
ENVIRONMENTAL TECHNOLOGIES INC ; UNITED SOIL RECYCLING LTD UK C ; RICHTER ROGER T ; UNITED SOIL 
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 Inventor(s): (std): RICHTER ROGER T ; ROGER T RICHTER 

 Inventor(s): RICHTER ROGER 
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DZ EC EE EG ES FI FR GA GB GD GE GH GM GN GQ GR GT GW HN HR HU ID IE IL IN IS IT JP KE KG KM KN KP KR KZ LA 
LC LI LK LR LS LT LU LV LY MA MC MD ME MG MK ML MN MR MW MX MY MZ NA NE NG NI NL NO NZ OM PG PH PL PT RO RS 
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9) Family number: 43272320 (US2010263751A) © PatBase 

Title:  SYSTEMS, METHODS AND TREATMENT CELLS FOR REHABILITATING AND VALORIZING A SOIL

Abstract: Source: US2010263751A The present invention generally pertains to treatment cells, systems and methods for rehabilitating and 
valorizing a soil. More specifically, the present invention relates to methods for removing volatile compounds from the contaminated soils. The 
methods and system generally make use of an openable and reclosable rigid enclosure capable of receiving and treating many tons of soils. 
According to the invention, heated air is circulated through the soil to allow volatilization of the contaminants which can then be captured and 
separated form the circulating air before the air is re­heated and re­circulated through the soil. 
Classifications:  
International (IPC 8­9): B01D47/00 B09C1/00 B09C1/06 
B65D6/40 (Advanced/Invention); 
B09C1/00 (Core/Invention) 
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European: B09C1/06 
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 Inventor(s): (std): RINGUETTE BENOIT 

 Inventor(s): BENOIT RINGUETTE 

 Agent(s): AHNER FRANCIS; HAHN AND VOIGHT PLLC; FASKEN MARTINEAU DUMOULIN LLP 

 Designated states: AE AG AL AM AO AT AU AZ BA BB BE BF BG BH BJ BR BW BY BZ CA CF CG CH CI CM CN CO CR CU CY CZ DE DK DM DO 
DZ EC EE EG ES FI FR GA GB GD GE GH GM GN GQ GR GT GW HN HR HU ID IE IL IN IS IT JP KE KG KM KN KP KR KZ LA 
LC LI LK LR LS LT LU LV LY MA MC MD ME MG MK ML MN MR MT MW MX MY MZ NA NE NG NI NL NO NZ OM PG PH PL PT RO 
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10) Family number: 52397889 (FR2975088A) © PatBase 

Title:  MOTOR VEHICLE FOR IN­SITU DECONTAMINATION OF SOIL, HAS SUCTION AND TREATMENT UNIT FOR PLACING MIXING CHAMBER 
UNDER VACUUM SO AS TO SUCK GAS IN CHAMBER, AND FOR CAPTURING AND/OR TREATING PORTION OF SOLID PARTICLES AND 
PORTION OF SUCKED GAS

Abstract: The vehicle has a mixing unit (2) arranged at a rear part of a farm/forestry tractor and including a containment casing (4) for defining 
a mixing chamber (5) to mix soil. A mixing cutter (3) is placed partially in the casing and associated with a drive unit (6). A suction and treatment
unit (10) places the chamber under vacuum so as to suck gas contained in the chamber, and captures and/or treats a portion of sucked solid 
particles and a portion of the sucked gas. The suction and treatment unit includes a cartridge filter, a bag filter and/or a cyclone system for 
capturing the solid particles. 
Classifications:  
International (IPC 8­9): B09C1/00 B65F7/00 (Advanced/Invention) 
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11) Family number: 57701927 (US2014322071A) © PatBase 

Title:  APPARATUS AND METHOD FOR PURIFYING GAS

Abstract: Source: US2014322071A A gas purifying apparatus and a method thereof are disclosed. According to an exemplary embodiment, a 
gas purifying apparatus includes a first chamber comprising a first inlet into which a first fluid flows and a first outlet through which a part of the 
first fluid is discharged, a purifier which purifies air from the first chamber, which air is then re­injected into the first chamber and a conduit which
transports air from the first chamber to the purifier. 
Classifications:  
International (IPC 8­9): A61L9/04 A61L9/12 B01D46/00 B01D53/00 B01D53/22 
B01D61/00 (Advanced/Invention) 
CPC: B01D2256/12 B01D2257/80 B01D2258/0216 B01D53/229 
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 Publication number   Publication date   Application number   Application date    
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Search query (3): [SP]: 1. a treatment cell for removing an unwanted volatile compound from a heap of soil comprising: an openable and reclosable rigid enclosure 
adapted for receiving said heap of soil and an air intake and an air exhaust operatively connected to said enclosure, the air intake and the air exhaust being configured 
and positioned to circulate hot air through said heap of soil wherein said treatment cell is substantially air­tight in order to create therein a negative pressure when 
operatively connected to a vacuum pump. 2. the treatment cell of claim 1, wherein the air intake and the air exhaust are spaced­apart for maximizing diffusion of hot air 
from the air intake to the air exhaust through said heap of soil. 3. the treatment cell of claim 1, wherein the air intake is fixedly connected to a bottom portion of the 
enclosure. 4. the treatment cell of claim 1, wherein the air uptake is fixedly connected to a cover removably mounted to an upper portion of the enclosure. 5. the 
treatment cell of claim 1, wherein said air intake comprises a plurality of perforated distribution pipes spreading over a substantially large area of a bottom portion of the 
enclosure. 6. the treatment cell of claim 1, wherein the air exhaust comprises a plurality of perforated collection pipes spreading over a substantially large area of an 
upper portion of the enclosure. 7. the treatment cell of claim 1, wherein said treatment cell is integral to a closed­loop system comprising a vacuum pump. 8. the 
treatment cell of claim 1, further comprising a pump and heating means both operatively connected to the air intake for introducing hot air into the enclosure. 9. the 
treatment cell of claim 1, further comprising a treatment unit operatively connected to the air exhaust for removing compounds volatilized from the heap of soil. 10. the 
treatment cell of claim 1, wherein said enclosure is sized and adapted for receiving at least 200 000 kg of soil. 11. a treatment cell for removing an unwanted volatile 
compound from a heap of soil, comprising an openable, reclosable and substantially air­tight rigid enclosure shaped and sized for receiving therein at least 200 000 kg 
of soil, said enclosure being adapted for fixedly mounting thereto (i) an air intake for injecting hot air into the enclosure and (ii) an air exhaust for collecting air having 
been injected by the air intake and having circulated through said heap of soil. 12. a method for removing an unwanted volatile compound from a heap of soil comprising 
the steps of: (a) placing said heap of soil within an openable, reclosable and substantially air­tight rigid enclosure and (b) creating a negative pressure inside the rigid 
enclosure and circulating heated air through said heap of soil to gradually increase the temperature of the soil to a temperature allowing volatilization out from the soil of 
at least a portion of said volatile compound. 13. the method of claim 12, wherein the heated air is introduced into said enclosure at a temperature of about 150 degrees 
centigrade to about 200 degrees centigrade 14. the method of claim 12, wherein soil temperature is maintained at a temperature ranging from about 60 degrees 
centigrade to about 130 degrees centigrade 15. the method of claim 12, further comprising the steps of collecting air having circulated through said heap of soil and 
removing therefrom said volatilized compound. 16. the method of claim 15, further comprising the steps of re­heating air collected and recirculating said reheated air 
through said heap of soil. 17. the method of claim 12, wherein the volatile compound is water or a hydrocarbon contaminant. 18. the method of claim 17, wherein the 
hydrocarbon contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, and petroleum derivatives. 19. a 
closed­loop system for removing unwanted volatile compounds from a heap of soil comprising: an openable, reclosable and substantially air­tight rigid enclosure shaped 
and sized for receiving said heap of soil an air intake operatively connected to the enclosure for injecting heated air into the heap of soil and an air exhaust operatively 
connected to the enclosure for collecting heated air having circulated through the heap of soil, the air intake and the air exhaust being both fixedly mounted to said 
enclosure a vacuum pump operatively connected to the air intake and the air exhaust for circulating heated air through the closed­loop system and for creating a 
negative pressure inside the rigid enclosure heating means operatively connected to the pump for providing heated air to be circulated through the heap of soil and a 
treatment unit operatively connected to the air exhaust and to the heating means for removing volatilized compounds collected by the air exhaust. 20. the closed­loop 
system of claim 19, wherein circulation of heated air through said heap of soil gradually increase the temperature of the soil to a temperature allowing volatilization out 
from the soil of a at least a portion of the volatile compounds contained therein. 21. the closed­loop system of claim 19, comprising a plurality of substantially air­tight 
cells each adapted to receive at least 200 000 kg of soil. 22. the closed­loop system of claim 19, wherein the air intake and the air exhaust are spaced­apart from each 
other for maximizing diffusion of hot air from the air intake to the air exhaust through said heap of soil. 23. the closed­loop system of claim 19, wherein the air intake 
comprises a plurality of perforated distribution pipes spreading over a substantially large area at a bottom portion of the cell under the heap of soil, and wherein the air 
exhaust comprises a plurality of perforated collection pipes spreading over a substantially large area at an upper portion of the cell above the heap of soil. 24. the 
closed­loop system of claim 19, wherein the volatile compound is water or a hydrocarbon contaminant. 25. the closed­loop system of claim 24, wherein the hydrocarbon 
contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 26. 
a method for removing an unwanted unwanted volatile compound from a heap of soil comprising the steps of: (a) placing said heap of said soil into a treatment cell 
according to claim 1 (b) circulating a volume of heated air through said heap of soil to gradually increase the temperature thereof for reaching a temperature sufficient to 
allow volatilization out from the soil of a at least a portion of the volatile compound (c) collecting heated air of step (b) comprising a volatile compound volatilized therein 
(d) separating at least a portion of said volatilized compound from said air (e) re­heating air of step (d) and (f) introducing the re­heated air of step (e) into the 
treatment cell for re­circulation through said heap of soil. 27. the method of claim 26 wherein step (d) comprises cooling and condensing into liquid vapour contained in 
the collected heated air. 28. the method of claim 26, wherein steps (b) to (f) are repeated until said heap of soil is relatively exempt from said volatile compound. 29. 
the method of claim 26, wherein steps (b) to (f) are repeated until humidity in the soil is about 1 percent to about 3 percent. 30. the method of claim 26 for valorizing a 
heap of soil. 31. the method of claim 26, wherein the volatile compound is water or a hydrocarbon contaminant. 32. the method of claim 31, wherein the hydrocarbon 
contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 33. 
an industrial installation for decontaminating soils, the industrial installation being capable of decontaminating at least 200 000 kg of soil on a daily basis and comprising 
a plurality of treatment cells as defined in claim 1 operatively connected together in a closed loop system. 
Results: 11
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[SP]: 1. a treatment cell for removing an unwanted volatile compound from a heap of soil comprising: an openable and reclosable rigid enclosure adapted for 
receiving said heap of soil and an air intake and an air exhaust operatively connected to said enclosure, the air intake and the air exhaust being configured and 
positioned to circulate hot air through said heap of soil wherein said treatment cell is substantially air­tight in order to create therein a negative pressure when 
operatively connected to a vacuum pump. 2. the treatment cell of claim 1, wherein the air intake and the air exhaust are spaced­apart for maximizing diffusion of 
hot air from the air intake to the air exhaust through said heap of soil. 3. the treatment cell of claim 1, wherein the air intake is fixedly connected to a bottom 
portion of the enclosure. 4. the treatment cell of claim 1, wherein the air uptake is fixedly connected to a cover removably mounted to an upper portion of the 
enclosure. 5. the treatment cell of claim 1, wherein said air intake comprises a plurality of perforated distribution pipes spreading over a substantially large area of 
a bottom portion of the enclosure. 6. the treatment cell of claim 1, wherein the air exhaust comprises a plurality of perforated collection pipes spreading over a 
substantially large area of an upper portion of the enclosure. 7. the treatment cell of claim 1, wherein said treatment cell is integral to a closed­loop system 
comprising a vacuum pump. 8. the treatment cell of claim 1, further comprising a pump and heating means both operatively connected to the air intake for 
introducing hot air into the enclosure. 9. the treatment cell of claim 1, further comprising a treatment unit operatively connected to the air exhaust for removing 
compounds volatilized from the heap of soil. 10. the treatment cell of claim 1, wherein said enclosure is sized and adapted for receiving at least 200 000 kg of 
soil. 11. a treatment cell for removing an unwanted volatile compound from a heap of soil, comprising an openable, reclosable and substantially air­tight rigid 
enclosure shaped and sized for receiving therein at least 200 000 kg of soil, said enclosure being adapted for fixedly mounting thereto (i) an air intake for 
injecting hot air into the enclosure and (ii) an air exhaust for collecting air having been injected by the air intake and having circulated through said heap of soil. 
12. a method for removing an unwanted volatile compound from a heap of soil comprising the steps of: (a) placing said heap of soil within an openable, 
reclosable and substantially air­tight rigid enclosure and (b) creating a negative pressure inside the rigid enclosure and circulating heated air through said heap of 
soil to gradually increase the temperature of the soil to a temperature allowing volatilization out from the soil of at least a portion of said volatile compound. 13. 
the method of claim 12, wherein the heated air is introduced into said enclosure at a temperature of about 150 degrees centigrade to about 200 degrees 
centigrade 14. the method of claim 12, wherein soil temperature is maintained at a temperature ranging from about 60 degrees centigrade to about 130 degrees 
centigrade 15. the method of claim 12, further comprising the steps of collecting air having circulated through said heap of soil and removing therefrom said 
volatilized compound. 16. the method of claim 15, further comprising the steps of re­heating air collected and recirculating said reheated air through said heap of 
soil. 17. the method of claim 12, wherein the volatile compound is water or a hydrocarbon contaminant. 18. the method of claim 17, wherein the hydrocarbon 
contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, and petroleum derivatives. 19. a closed­
loop system for removing unwanted volatile compounds from a heap of soil comprising: an openable, reclosable and substantially air­tight rigid enclosure shaped 
and sized for receiving said heap of soil an air intake operatively connected to the enclosure for injecting heated air into the heap of soil and an air exhaust 
operatively connected to the enclosure for collecting heated air having circulated through the heap of soil, the air intake and the air exhaust being both fixedly 
mounted to said enclosure a vacuum pump operatively connected to the air intake and the air exhaust for circulating heated air through the closed­loop system 
and for creating a negative pressure inside the rigid enclosure heating means operatively connected to the pump for providing heated air to be circulated through 
the heap of soil and a treatment unit operatively connected to the air exhaust and to the heating means for removing volatilized compounds collected by the air 
exhaust. 20. the closed­loop system of claim 19, wherein circulation of heated air through said heap of soil gradually increase the temperature of the soil to a 
temperature allowing volatilization out from the soil of a at least a portion of the volatile compounds contained therein. 21. the closed­loop system of claim 19, 
comprising a plurality of substantially air­tight cells each adapted to receive at least 200 000 kg of soil. 22. the closed­loop system of claim 19, wherein the air 
intake and the air exhaust are spaced­apart from each other for maximizing diffusion of hot air from the air intake to the air exhaust through said heap of soil. 
23. the closed­loop system of claim 19, wherein the air intake comprises a plurality of perforated distribution pipes spreading over a substantially large area at a 
bottom portion of the cell under the heap of soil, and wherein the air exhaust comprises a plurality of perforated collection pipes spreading over a substantially 
large area at an upper portion of the cell above the heap of soil. 24. the closed­loop system of claim 19, wherein the volatile compound is water or a hydrocarbon 
contaminant. 25. the closed­loop system of claim 24, wherein the hydrocarbon contaminant is selected from the group consisting of gasoline, diesel, jet fuel, 
heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 26. a method for removing an unwanted unwanted volatile compound from 
a heap of soil comprising the steps of: (a) placing said heap of said soil into a treatment cell according to claim 1 (b) circulating a volume of heated air through 
said heap of soil to gradually increase the temperature thereof for reaching a temperature sufficient to allow volatilization out from the soil of a at least a portion 
of the volatile compound (c) collecting heated air of step (b) comprising a volatile compound volatilized therein (d) separating at least a portion of said volatilized 
compound from said air (e) re­heating air of step (d) and (f) introducing the re­heated air of step (e) into the treatment cell for re­circulation through said heap of 
soil. 27. the method of claim 26 wherein step (d) comprises cooling and condensing into liquid vapour contained in the collected heated air. 28. the method of 
claim 26, wherein steps (b) to (f) are repeated until said heap of soil is relatively exempt from said volatile compound. 29. the method of claim 26, wherein steps 
(b) to (f) are repeated until humidity in the soil is about 1 percent to about 3 percent. 30. the method of claim 26 for valorizing a heap of soil. 31. the method of 
claim 26, wherein the volatile compound is water or a hydrocarbon contaminant. 32. the method of claim 31, wherein the hydrocarbon contaminant is selected from 
the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 33. an industrial 
installation for decontaminating soils, the industrial installation being capable of decontaminating at least 200 000 kg of soil on a daily basis and comprising a 
plurality of treatment cells as defined in claim 1 operatively connected together in a closed loop system. (Results 11)
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Abstract: Source: US2003079370A A system for separating hydrocarbons from a material which includes a process chamber, a process pan 
operatively connected to the process chamber and removable therefrom, a blower operatively connected to the process chamber and to a heat 
source, the blower adapted to force heated air into the process chamber through the material disposed on the process pan, the forced heated air 
adapted to vaporize hydrocarbons and other contaminants disposed on the material, and at least one condenser operatively connected to the 
process chamber and adapted to condense the vaporized hydrocarbons and other contaminants is disclosed. Further, a method for separating 
hydrocarbons from a material which includes passing a stream of heated air over the material to volatilize the hydrocarbons, passing the stream 
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chamber. The soil is treated in this chamber with fresh air that is dried and electrically heated prior to contacting the treatment vessel. 
Excavating the soil directly into the treatment vessel allows the treated soil to be returned to the final disposition site in the same vessel, 
minimizing soil handling 
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Title:  METHODS AND SYSTEMS FOR REMEDIATING CONTAMINATED SOIL

Abstract: Source: US2006171780A A system and method for remediation of contaminated soil are provided. The system comprises a soil 
remediation cell of contaminated soil and a plurality of multi­functional conduits located within the contaminated soil. Each multi­functional conduit
defines a reaction housing. The multi­functional conduits includes heating elements for introducing heat into the contaminated soil for volatilizing 
the contaminants located within the contaminated soil, without utilizing mechanically driven forced air. This 10 produces a contaminated vapor. 
Flow channels extending therethrough remove the contaminated vapor from within the soil remediation cell. A substantial portion of the 
contaminants in the contaminated vapor are destroyed in the reaction housing. A substantially non­contaminated vapor is produced in which at 
least about 80 percent by weight of the contaminants have been destroyed. 
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Title:  SYSTEMS, METHODS AND TREATMENT CELLS FOR REHABILITATING AND VALORIZING A SOIL

Abstract: Source: US2010263751A The present invention generally pertains to treatment cells, systems and methods for rehabilitating and 
valorizing a soil. More specifically, the present invention relates to methods for removing volatile compounds from the contaminated soils. The 
methods and system generally make use of an openable and reclosable rigid enclosure capable of receiving and treating many tons of soils. 
According to the invention, heated air is circulated through the soil to allow volatilization of the contaminants which can then be captured and 
separated form the circulating air before the air is re­heated and re­circulated through the soil. 
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Title:  MOTOR VEHICLE FOR IN­SITU DECONTAMINATION OF SOIL, HAS SUCTION AND TREATMENT UNIT FOR PLACING MIXING CHAMBER 
UNDER VACUUM SO AS TO SUCK GAS IN CHAMBER, AND FOR CAPTURING AND/OR TREATING PORTION OF SOLID PARTICLES AND 
PORTION OF SUCKED GAS

Abstract: The vehicle has a mixing unit (2) arranged at a rear part of a farm/forestry tractor and including a containment casing (4) for defining 
a mixing chamber (5) to mix soil. A mixing cutter (3) is placed partially in the casing and associated with a drive unit (6). A suction and treatment
unit (10) places the chamber under vacuum so as to suck gas contained in the chamber, and captures and/or treats a portion of sucked solid 
particles and a portion of the sucked gas. The suction and treatment unit includes a cartridge filter, a bag filter and/or a cyclone system for 
capturing the solid particles. 
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Title:  APPARATUS AND METHOD FOR PURIFYING GAS

Abstract: Source: US2014322071A A gas purifying apparatus and a method thereof are disclosed. According to an exemplary embodiment, a 
gas purifying apparatus includes a first chamber comprising a first inlet into which a first fluid flows and a first outlet through which a part of the 
first fluid is discharged, a purifier which purifies air from the first chamber, which air is then re­injected into the first chamber and a conduit which
transports air from the first chamber to the purifier. 
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PatBase ­ Search results   04 June 2015   
Search query (3): [SP]: 1. a treatment cell for removing an unwanted volatile compound from a heap of soil comprising: an openable and reclosable rigid enclosure 
adapted for receiving said heap of soil and an air intake and an air exhaust operatively connected to said enclosure, the air intake and the air exhaust being configured 
and positioned to circulate hot air through said heap of soil wherein said treatment cell is substantially air­tight in order to create therein a negative pressure when 
operatively connected to a vacuum pump. 2. the treatment cell of claim 1, wherein the air intake and the air exhaust are spaced­apart for maximizing diffusion of hot air 
from the air intake to the air exhaust through said heap of soil. 3. the treatment cell of claim 1, wherein the air intake is fixedly connected to a bottom portion of the 
enclosure. 4. the treatment cell of claim 1, wherein the air uptake is fixedly connected to a cover removably mounted to an upper portion of the enclosure. 5. the 
treatment cell of claim 1, wherein said air intake comprises a plurality of perforated distribution pipes spreading over a substantially large area of a bottom portion of the 
enclosure. 6. the treatment cell of claim 1, wherein the air exhaust comprises a plurality of perforated collection pipes spreading over a substantially large area of an 
upper portion of the enclosure. 7. the treatment cell of claim 1, wherein said treatment cell is integral to a closed­loop system comprising a vacuum pump. 8. the 
treatment cell of claim 1, further comprising a pump and heating means both operatively connected to the air intake for introducing hot air into the enclosure. 9. the 
treatment cell of claim 1, further comprising a treatment unit operatively connected to the air exhaust for removing compounds volatilized from the heap of soil. 10. the 
treatment cell of claim 1, wherein said enclosure is sized and adapted for receiving at least 200 000 kg of soil. 11. a treatment cell for removing an unwanted volatile 
compound from a heap of soil, comprising an openable, reclosable and substantially air­tight rigid enclosure shaped and sized for receiving therein at least 200 000 kg 
of soil, said enclosure being adapted for fixedly mounting thereto (i) an air intake for injecting hot air into the enclosure and (ii) an air exhaust for collecting air having 
been injected by the air intake and having circulated through said heap of soil. 12. a method for removing an unwanted volatile compound from a heap of soil comprising 
the steps of: (a) placing said heap of soil within an openable, reclosable and substantially air­tight rigid enclosure and (b) creating a negative pressure inside the rigid 
enclosure and circulating heated air through said heap of soil to gradually increase the temperature of the soil to a temperature allowing volatilization out from the soil of 
at least a portion of said volatile compound. 13. the method of claim 12, wherein the heated air is introduced into said enclosure at a temperature of about 150 degrees 
centigrade to about 200 degrees centigrade 14. the method of claim 12, wherein soil temperature is maintained at a temperature ranging from about 60 degrees 
centigrade to about 130 degrees centigrade 15. the method of claim 12, further comprising the steps of collecting air having circulated through said heap of soil and 
removing therefrom said volatilized compound. 16. the method of claim 15, further comprising the steps of re­heating air collected and recirculating said reheated air 
through said heap of soil. 17. the method of claim 12, wherein the volatile compound is water or a hydrocarbon contaminant. 18. the method of claim 17, wherein the 
hydrocarbon contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, and petroleum derivatives. 19. a 
closed­loop system for removing unwanted volatile compounds from a heap of soil comprising: an openable, reclosable and substantially air­tight rigid enclosure shaped 
and sized for receiving said heap of soil an air intake operatively connected to the enclosure for injecting heated air into the heap of soil and an air exhaust operatively 
connected to the enclosure for collecting heated air having circulated through the heap of soil, the air intake and the air exhaust being both fixedly mounted to said 
enclosure a vacuum pump operatively connected to the air intake and the air exhaust for circulating heated air through the closed­loop system and for creating a 
negative pressure inside the rigid enclosure heating means operatively connected to the pump for providing heated air to be circulated through the heap of soil and a 
treatment unit operatively connected to the air exhaust and to the heating means for removing volatilized compounds collected by the air exhaust. 20. the closed­loop 
system of claim 19, wherein circulation of heated air through said heap of soil gradually increase the temperature of the soil to a temperature allowing volatilization out 
from the soil of a at least a portion of the volatile compounds contained therein. 21. the closed­loop system of claim 19, comprising a plurality of substantially air­tight 
cells each adapted to receive at least 200 000 kg of soil. 22. the closed­loop system of claim 19, wherein the air intake and the air exhaust are spaced­apart from each 
other for maximizing diffusion of hot air from the air intake to the air exhaust through said heap of soil. 23. the closed­loop system of claim 19, wherein the air intake 
comprises a plurality of perforated distribution pipes spreading over a substantially large area at a bottom portion of the cell under the heap of soil, and wherein the air 
exhaust comprises a plurality of perforated collection pipes spreading over a substantially large area at an upper portion of the cell above the heap of soil. 24. the 
closed­loop system of claim 19, wherein the volatile compound is water or a hydrocarbon contaminant. 25. the closed­loop system of claim 24, wherein the hydrocarbon 
contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 26. 
a method for removing an unwanted unwanted volatile compound from a heap of soil comprising the steps of: (a) placing said heap of said soil into a treatment cell 
according to claim 1 (b) circulating a volume of heated air through said heap of soil to gradually increase the temperature thereof for reaching a temperature sufficient to 
allow volatilization out from the soil of a at least a portion of the volatile compound (c) collecting heated air of step (b) comprising a volatile compound volatilized therein 
(d) separating at least a portion of said volatilized compound from said air (e) re­heating air of step (d) and (f) introducing the re­heated air of step (e) into the 
treatment cell for re­circulation through said heap of soil. 27. the method of claim 26 wherein step (d) comprises cooling and condensing into liquid vapour contained in 
the collected heated air. 28. the method of claim 26, wherein steps (b) to (f) are repeated until said heap of soil is relatively exempt from said volatile compound. 29. 
the method of claim 26, wherein steps (b) to (f) are repeated until humidity in the soil is about 1 percent to about 3 percent. 30. the method of claim 26 for valorizing a 
heap of soil. 31. the method of claim 26, wherein the volatile compound is water or a hydrocarbon contaminant. 32. the method of claim 31, wherein the hydrocarbon 
contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 33. 
an industrial installation for decontaminating soils, the industrial installation being capable of decontaminating at least 200 000 kg of soil on a daily basis and comprising 
a plurality of treatment cells as defined in claim 1 operatively connected together in a closed loop system. 
Results: 11
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[SP]: 1. a treatment cell for removing an unwanted volatile compound from a heap of soil comprising: an openable and reclosable rigid enclosure adapted for 
receiving said heap of soil and an air intake and an air exhaust operatively connected to said enclosure, the air intake and the air exhaust being configured and 
positioned to circulate hot air through said heap of soil wherein said treatment cell is substantially air­tight in order to create therein a negative pressure when 
operatively connected to a vacuum pump. 2. the treatment cell of claim 1, wherein the air intake and the air exhaust are spaced­apart for maximizing diffusion of 
hot air from the air intake to the air exhaust through said heap of soil. 3. the treatment cell of claim 1, wherein the air intake is fixedly connected to a bottom 
portion of the enclosure. 4. the treatment cell of claim 1, wherein the air uptake is fixedly connected to a cover removably mounted to an upper portion of the 
enclosure. 5. the treatment cell of claim 1, wherein said air intake comprises a plurality of perforated distribution pipes spreading over a substantially large area of 
a bottom portion of the enclosure. 6. the treatment cell of claim 1, wherein the air exhaust comprises a plurality of perforated collection pipes spreading over a 
substantially large area of an upper portion of the enclosure. 7. the treatment cell of claim 1, wherein said treatment cell is integral to a closed­loop system 
comprising a vacuum pump. 8. the treatment cell of claim 1, further comprising a pump and heating means both operatively connected to the air intake for 
introducing hot air into the enclosure. 9. the treatment cell of claim 1, further comprising a treatment unit operatively connected to the air exhaust for removing 
compounds volatilized from the heap of soil. 10. the treatment cell of claim 1, wherein said enclosure is sized and adapted for receiving at least 200 000 kg of 
soil. 11. a treatment cell for removing an unwanted volatile compound from a heap of soil, comprising an openable, reclosable and substantially air­tight rigid 
enclosure shaped and sized for receiving therein at least 200 000 kg of soil, said enclosure being adapted for fixedly mounting thereto (i) an air intake for 
injecting hot air into the enclosure and (ii) an air exhaust for collecting air having been injected by the air intake and having circulated through said heap of soil. 
12. a method for removing an unwanted volatile compound from a heap of soil comprising the steps of: (a) placing said heap of soil within an openable, 
reclosable and substantially air­tight rigid enclosure and (b) creating a negative pressure inside the rigid enclosure and circulating heated air through said heap of 
soil to gradually increase the temperature of the soil to a temperature allowing volatilization out from the soil of at least a portion of said volatile compound. 13. 
the method of claim 12, wherein the heated air is introduced into said enclosure at a temperature of about 150 degrees centigrade to about 200 degrees 
centigrade 14. the method of claim 12, wherein soil temperature is maintained at a temperature ranging from about 60 degrees centigrade to about 130 degrees 
centigrade 15. the method of claim 12, further comprising the steps of collecting air having circulated through said heap of soil and removing therefrom said 
volatilized compound. 16. the method of claim 15, further comprising the steps of re­heating air collected and recirculating said reheated air through said heap of 
soil. 17. the method of claim 12, wherein the volatile compound is water or a hydrocarbon contaminant. 18. the method of claim 17, wherein the hydrocarbon 
contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, and petroleum derivatives. 19. a closed­
loop system for removing unwanted volatile compounds from a heap of soil comprising: an openable, reclosable and substantially air­tight rigid enclosure shaped 
and sized for receiving said heap of soil an air intake operatively connected to the enclosure for injecting heated air into the heap of soil and an air exhaust 
operatively connected to the enclosure for collecting heated air having circulated through the heap of soil, the air intake and the air exhaust being both fixedly 
mounted to said enclosure a vacuum pump operatively connected to the air intake and the air exhaust for circulating heated air through the closed­loop system 
and for creating a negative pressure inside the rigid enclosure heating means operatively connected to the pump for providing heated air to be circulated through 
the heap of soil and a treatment unit operatively connected to the air exhaust and to the heating means for removing volatilized compounds collected by the air 
exhaust. 20. the closed­loop system of claim 19, wherein circulation of heated air through said heap of soil gradually increase the temperature of the soil to a 
temperature allowing volatilization out from the soil of a at least a portion of the volatile compounds contained therein. 21. the closed­loop system of claim 19, 
comprising a plurality of substantially air­tight cells each adapted to receive at least 200 000 kg of soil. 22. the closed­loop system of claim 19, wherein the air 
intake and the air exhaust are spaced­apart from each other for maximizing diffusion of hot air from the air intake to the air exhaust through said heap of soil. 
23. the closed­loop system of claim 19, wherein the air intake comprises a plurality of perforated distribution pipes spreading over a substantially large area at a 
bottom portion of the cell under the heap of soil, and wherein the air exhaust comprises a plurality of perforated collection pipes spreading over a substantially 
large area at an upper portion of the cell above the heap of soil. 24. the closed­loop system of claim 19, wherein the volatile compound is water or a hydrocarbon 
contaminant. 25. the closed­loop system of claim 24, wherein the hydrocarbon contaminant is selected from the group consisting of gasoline, diesel, jet fuel, 
heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 26. a method for removing an unwanted unwanted volatile compound from 
a heap of soil comprising the steps of: (a) placing said heap of said soil into a treatment cell according to claim 1 (b) circulating a volume of heated air through 
said heap of soil to gradually increase the temperature thereof for reaching a temperature sufficient to allow volatilization out from the soil of a at least a portion 
of the volatile compound (c) collecting heated air of step (b) comprising a volatile compound volatilized therein (d) separating at least a portion of said volatilized 
compound from said air (e) re­heating air of step (d) and (f) introducing the re­heated air of step (e) into the treatment cell for re­circulation through said heap of 
soil. 27. the method of claim 26 wherein step (d) comprises cooling and condensing into liquid vapour contained in the collected heated air. 28. the method of 
claim 26, wherein steps (b) to (f) are repeated until said heap of soil is relatively exempt from said volatile compound. 29. the method of claim 26, wherein steps 
(b) to (f) are repeated until humidity in the soil is about 1 percent to about 3 percent. 30. the method of claim 26 for valorizing a heap of soil. 31. the method of 
claim 26, wherein the volatile compound is water or a hydrocarbon contaminant. 32. the method of claim 31, wherein the hydrocarbon contaminant is selected from 
the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 33. an industrial 
installation for decontaminating soils, the industrial installation being capable of decontaminating at least 200 000 kg of soil on a daily basis and comprising a 
plurality of treatment cells as defined in claim 1 operatively connected together in a closed loop system. (Results 11)
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pressurized liquid is continuously supplied to a volume of soil or other material contained in a processing vessel. The hot pressurized liquid may 
be steam, which vaporizes a fraction of the contaminant which is then released through a vapor filter to prevent atmospheric cross­pollution. The 
remaining contaminant is removed as either a liquid phase or a solid solution phase along with the steam driver. The waste stream and stream 
driver condense in a collector and are removed from the system. The driver may be recovered for reuse or may be discarded along with the 
waste stream. The processor may also be used to remove various types of contaminants ranging from light hydrocarbons, chlorinated, solvents, 
and water soluble organics to heavy oils, paints, heavy metals, and radionucleides. 
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Title:  METHOD AND APPARATUS FOR EX SITU CLEANING OF CONTAMINATED SOIL

Abstract: Source: US5836718A A method for ex situ cleaning of contaminated soil using a closed system of heat­conductive solid­walled pipes 
embedded in the contaminated soil, the pipes being in communication with the heat source that heats and circulates air throughout the system of 
pipes, the method having the following steps of placing the contaminated soil in a heap on the pipes, substantially enclosing the soil heap with a 
vapor barrier, circulating heated air throughout the pipes to elevate the temperature of the surrounding soil to a temperature sufficient to cause 
vaporization of soil contaminants, extracting the vapor containing soil contaminants from the enclosed soil heap, and treating the vapor to 
remove contaminants and recycling the vapor. 
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5) Family number: 43067234 (US6000882A) © PatBase 

Title:  Methods and systems for remediating contaminated soil

Abstract: Source: US6000882A A system and method for remediation of contaminated soil removed from a soil site is provided. The 
contaminated soil is placed upon several layers of perforated heating pipes forming a remediation cell, and the entire cell is covered by a 
galvanized Quonset Hut­shaped steel building to prevent the escape of vapors from the soil cell. Heating air introduced into perforated heating 
pipes heat conductively heats the contaminated soil creating a differential pressure area around the heated pipes. This results in the migration of 
volatilized contaminants and moisture through the perforations in the pipe walls and into the lower pressure area within the heated steel pipes, 
forcing the contaminants from the soil and into an off­gas treatment system. 
Classifications:  
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Title:  Method and apparatus for separating hydrocarbons from material

Abstract: Source: US2003079370A A system for separating hydrocarbons from a material which includes a process chamber, a process pan 
operatively connected to the process chamber and removable therefrom, a blower operatively connected to the process chamber and to a heat 
source, the blower adapted to force heated air into the process chamber through the material disposed on the process pan, the forced heated air 
adapted to vaporize hydrocarbons and other contaminants disposed on the material, and at least one condenser operatively connected to the 
process chamber and adapted to condense the vaporized hydrocarbons and other contaminants is disclosed. Further, a method for separating 
hydrocarbons from a material which includes passing a stream of heated air over the material to volatilize the hydrocarbons, passing the stream 
of heated air containing the hydrocarbons through at least one condenser to form liquid hydrocarbons, collecting the liquid hydrocarbons, and 
recirculating the heated air is disclosed. 
Classifications:  
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Title:  Evaporative desorption soil treatment apparatus and process

Abstract: Source: US2003147697A Treatment apparatus and a process for thermal desorption of hydrocarbon contaminants from excavated soil
provides efficient contaminant removal by handling the soil in a thermally conductive treatment vessel that fits within an insulated treatment 
chamber. The soil is treated in this chamber with fresh air that is dried and electrically heated prior to contacting the treatment vessel. 
Excavating the soil directly into the treatment vessel allows the treated soil to be returned to the final disposition site in the same vessel, 
minimizing soil handling 
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Title:  METHODS AND SYSTEMS FOR REMEDIATING CONTAMINATED SOIL

Abstract: Source: US2006171780A A system and method for remediation of contaminated soil are provided. The system comprises a soil 
remediation cell of contaminated soil and a plurality of multi­functional conduits located within the contaminated soil. Each multi­functional conduit
defines a reaction housing. The multi­functional conduits includes heating elements for introducing heat into the contaminated soil for volatilizing 
the contaminants located within the contaminated soil, without utilizing mechanically driven forced air. This 10 produces a contaminated vapor. 
Flow channels extending therethrough remove the contaminated vapor from within the soil remediation cell. A substantial portion of the 
contaminants in the contaminated vapor are destroyed in the reaction housing. A substantially non­contaminated vapor is produced in which at 
least about 80 percent by weight of the contaminants have been destroyed. 
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Title:  SYSTEMS, METHODS AND TREATMENT CELLS FOR REHABILITATING AND VALORIZING A SOIL

Abstract: Source: US2010263751A The present invention generally pertains to treatment cells, systems and methods for rehabilitating and 
valorizing a soil. More specifically, the present invention relates to methods for removing volatile compounds from the contaminated soils. The 
methods and system generally make use of an openable and reclosable rigid enclosure capable of receiving and treating many tons of soils. 
According to the invention, heated air is circulated through the soil to allow volatilization of the contaminants which can then be captured and 
separated form the circulating air before the air is re­heated and re­circulated through the soil. 
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Search query (3): [SP]: 1. a treatment cell for removing an unwanted volatile compound from a heap of soil comprising: an openable and reclosable rigid enclosure 
adapted for receiving said heap of soil and an air intake and an air exhaust operatively connected to said enclosure, the air intake and the air exhaust being configured 
and positioned to circulate hot air through said heap of soil wherein said treatment cell is substantially air­tight in order to create therein a negative pressure when 
operatively connected to a vacuum pump. 2. the treatment cell of claim 1, wherein the air intake and the air exhaust are spaced­apart for maximizing diffusion of hot air 
from the air intake to the air exhaust through said heap of soil. 3. the treatment cell of claim 1, wherein the air intake is fixedly connected to a bottom portion of the 
enclosure. 4. the treatment cell of claim 1, wherein the air uptake is fixedly connected to a cover removably mounted to an upper portion of the enclosure. 5. the 
treatment cell of claim 1, wherein said air intake comprises a plurality of perforated distribution pipes spreading over a substantially large area of a bottom portion of the 
enclosure. 6. the treatment cell of claim 1, wherein the air exhaust comprises a plurality of perforated collection pipes spreading over a substantially large area of an 
upper portion of the enclosure. 7. the treatment cell of claim 1, wherein said treatment cell is integral to a closed­loop system comprising a vacuum pump. 8. the 
treatment cell of claim 1, further comprising a pump and heating means both operatively connected to the air intake for introducing hot air into the enclosure. 9. the 
treatment cell of claim 1, further comprising a treatment unit operatively connected to the air exhaust for removing compounds volatilized from the heap of soil. 10. the 
treatment cell of claim 1, wherein said enclosure is sized and adapted for receiving at least 200 000 kg of soil. 11. a treatment cell for removing an unwanted volatile 
compound from a heap of soil, comprising an openable, reclosable and substantially air­tight rigid enclosure shaped and sized for receiving therein at least 200 000 kg 
of soil, said enclosure being adapted for fixedly mounting thereto (i) an air intake for injecting hot air into the enclosure and (ii) an air exhaust for collecting air having 
been injected by the air intake and having circulated through said heap of soil. 12. a method for removing an unwanted volatile compound from a heap of soil comprising 
the steps of: (a) placing said heap of soil within an openable, reclosable and substantially air­tight rigid enclosure and (b) creating a negative pressure inside the rigid 
enclosure and circulating heated air through said heap of soil to gradually increase the temperature of the soil to a temperature allowing volatilization out from the soil of 
at least a portion of said volatile compound. 13. the method of claim 12, wherein the heated air is introduced into said enclosure at a temperature of about 150 degrees 
centigrade to about 200 degrees centigrade 14. the method of claim 12, wherein soil temperature is maintained at a temperature ranging from about 60 degrees 
centigrade to about 130 degrees centigrade 15. the method of claim 12, further comprising the steps of collecting air having circulated through said heap of soil and 
removing therefrom said volatilized compound. 16. the method of claim 15, further comprising the steps of re­heating air collected and recirculating said reheated air 
through said heap of soil. 17. the method of claim 12, wherein the volatile compound is water or a hydrocarbon contaminant. 18. the method of claim 17, wherein the 
hydrocarbon contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, and petroleum derivatives. 19. a 
closed­loop system for removing unwanted volatile compounds from a heap of soil comprising: an openable, reclosable and substantially air­tight rigid enclosure shaped 
and sized for receiving said heap of soil an air intake operatively connected to the enclosure for injecting heated air into the heap of soil and an air exhaust operatively 
connected to the enclosure for collecting heated air having circulated through the heap of soil, the air intake and the air exhaust being both fixedly mounted to said 
enclosure a vacuum pump operatively connected to the air intake and the air exhaust for circulating heated air through the closed­loop system and for creating a 
negative pressure inside the rigid enclosure heating means operatively connected to the pump for providing heated air to be circulated through the heap of soil and a 
treatment unit operatively connected to the air exhaust and to the heating means for removing volatilized compounds collected by the air exhaust. 20. the closed­loop 
system of claim 19, wherein circulation of heated air through said heap of soil gradually increase the temperature of the soil to a temperature allowing volatilization out 
from the soil of a at least a portion of the volatile compounds contained therein. 21. the closed­loop system of claim 19, comprising a plurality of substantially air­tight 
cells each adapted to receive at least 200 000 kg of soil. 22. the closed­loop system of claim 19, wherein the air intake and the air exhaust are spaced­apart from each 
other for maximizing diffusion of hot air from the air intake to the air exhaust through said heap of soil. 23. the closed­loop system of claim 19, wherein the air intake 
comprises a plurality of perforated distribution pipes spreading over a substantially large area at a bottom portion of the cell under the heap of soil, and wherein the air 
exhaust comprises a plurality of perforated collection pipes spreading over a substantially large area at an upper portion of the cell above the heap of soil. 24. the 
closed­loop system of claim 19, wherein the volatile compound is water or a hydrocarbon contaminant. 25. the closed­loop system of claim 24, wherein the hydrocarbon 
contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 26. 
a method for removing an unwanted unwanted volatile compound from a heap of soil comprising the steps of: (a) placing said heap of said soil into a treatment cell 
according to claim 1 (b) circulating a volume of heated air through said heap of soil to gradually increase the temperature thereof for reaching a temperature sufficient to 
allow volatilization out from the soil of a at least a portion of the volatile compound (c) collecting heated air of step (b) comprising a volatile compound volatilized therein 
(d) separating at least a portion of said volatilized compound from said air (e) re­heating air of step (d) and (f) introducing the re­heated air of step (e) into the 
treatment cell for re­circulation through said heap of soil. 27. the method of claim 26 wherein step (d) comprises cooling and condensing into liquid vapour contained in 
the collected heated air. 28. the method of claim 26, wherein steps (b) to (f) are repeated until said heap of soil is relatively exempt from said volatile compound. 29. 
the method of claim 26, wherein steps (b) to (f) are repeated until humidity in the soil is about 1 percent to about 3 percent. 30. the method of claim 26 for valorizing a 
heap of soil. 31. the method of claim 26, wherein the volatile compound is water or a hydrocarbon contaminant. 32. the method of claim 31, wherein the hydrocarbon 
contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 33. 
an industrial installation for decontaminating soils, the industrial installation being capable of decontaminating at least 200 000 kg of soil on a daily basis and comprising 
a plurality of treatment cells as defined in claim 1 operatively connected together in a closed loop system. 
Results: 11
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[SP]: 1. a treatment cell for removing an unwanted volatile compound from a heap of soil comprising: an openable and reclosable rigid enclosure adapted for 
receiving said heap of soil and an air intake and an air exhaust operatively connected to said enclosure, the air intake and the air exhaust being configured and 
positioned to circulate hot air through said heap of soil wherein said treatment cell is substantially air­tight in order to create therein a negative pressure when 
operatively connected to a vacuum pump. 2. the treatment cell of claim 1, wherein the air intake and the air exhaust are spaced­apart for maximizing diffusion of 
hot air from the air intake to the air exhaust through said heap of soil. 3. the treatment cell of claim 1, wherein the air intake is fixedly connected to a bottom 
portion of the enclosure. 4. the treatment cell of claim 1, wherein the air uptake is fixedly connected to a cover removably mounted to an upper portion of the 
enclosure. 5. the treatment cell of claim 1, wherein said air intake comprises a plurality of perforated distribution pipes spreading over a substantially large area of 
a bottom portion of the enclosure. 6. the treatment cell of claim 1, wherein the air exhaust comprises a plurality of perforated collection pipes spreading over a 
substantially large area of an upper portion of the enclosure. 7. the treatment cell of claim 1, wherein said treatment cell is integral to a closed­loop system 
comprising a vacuum pump. 8. the treatment cell of claim 1, further comprising a pump and heating means both operatively connected to the air intake for 
introducing hot air into the enclosure. 9. the treatment cell of claim 1, further comprising a treatment unit operatively connected to the air exhaust for removing 
compounds volatilized from the heap of soil. 10. the treatment cell of claim 1, wherein said enclosure is sized and adapted for receiving at least 200 000 kg of 
soil. 11. a treatment cell for removing an unwanted volatile compound from a heap of soil, comprising an openable, reclosable and substantially air­tight rigid 
enclosure shaped and sized for receiving therein at least 200 000 kg of soil, said enclosure being adapted for fixedly mounting thereto (i) an air intake for 
injecting hot air into the enclosure and (ii) an air exhaust for collecting air having been injected by the air intake and having circulated through said heap of soil. 
12. a method for removing an unwanted volatile compound from a heap of soil comprising the steps of: (a) placing said heap of soil within an openable, 
reclosable and substantially air­tight rigid enclosure and (b) creating a negative pressure inside the rigid enclosure and circulating heated air through said heap of 
soil to gradually increase the temperature of the soil to a temperature allowing volatilization out from the soil of at least a portion of said volatile compound. 13. 
the method of claim 12, wherein the heated air is introduced into said enclosure at a temperature of about 150 degrees centigrade to about 200 degrees 
centigrade 14. the method of claim 12, wherein soil temperature is maintained at a temperature ranging from about 60 degrees centigrade to about 130 degrees 
centigrade 15. the method of claim 12, further comprising the steps of collecting air having circulated through said heap of soil and removing therefrom said 
volatilized compound. 16. the method of claim 15, further comprising the steps of re­heating air collected and recirculating said reheated air through said heap of 
soil. 17. the method of claim 12, wherein the volatile compound is water or a hydrocarbon contaminant. 18. the method of claim 17, wherein the hydrocarbon 
contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, and petroleum derivatives. 19. a closed­
loop system for removing unwanted volatile compounds from a heap of soil comprising: an openable, reclosable and substantially air­tight rigid enclosure shaped 
and sized for receiving said heap of soil an air intake operatively connected to the enclosure for injecting heated air into the heap of soil and an air exhaust 
operatively connected to the enclosure for collecting heated air having circulated through the heap of soil, the air intake and the air exhaust being both fixedly 
mounted to said enclosure a vacuum pump operatively connected to the air intake and the air exhaust for circulating heated air through the closed­loop system 
and for creating a negative pressure inside the rigid enclosure heating means operatively connected to the pump for providing heated air to be circulated through 
the heap of soil and a treatment unit operatively connected to the air exhaust and to the heating means for removing volatilized compounds collected by the air 
exhaust. 20. the closed­loop system of claim 19, wherein circulation of heated air through said heap of soil gradually increase the temperature of the soil to a 
temperature allowing volatilization out from the soil of a at least a portion of the volatile compounds contained therein. 21. the closed­loop system of claim 19, 
comprising a plurality of substantially air­tight cells each adapted to receive at least 200 000 kg of soil. 22. the closed­loop system of claim 19, wherein the air 
intake and the air exhaust are spaced­apart from each other for maximizing diffusion of hot air from the air intake to the air exhaust through said heap of soil. 
23. the closed­loop system of claim 19, wherein the air intake comprises a plurality of perforated distribution pipes spreading over a substantially large area at a 
bottom portion of the cell under the heap of soil, and wherein the air exhaust comprises a plurality of perforated collection pipes spreading over a substantially 
large area at an upper portion of the cell above the heap of soil. 24. the closed­loop system of claim 19, wherein the volatile compound is water or a hydrocarbon 
contaminant. 25. the closed­loop system of claim 24, wherein the hydrocarbon contaminant is selected from the group consisting of gasoline, diesel, jet fuel, 
heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 26. a method for removing an unwanted unwanted volatile compound from 
a heap of soil comprising the steps of: (a) placing said heap of said soil into a treatment cell according to claim 1 (b) circulating a volume of heated air through 
said heap of soil to gradually increase the temperature thereof for reaching a temperature sufficient to allow volatilization out from the soil of a at least a portion 
of the volatile compound (c) collecting heated air of step (b) comprising a volatile compound volatilized therein (d) separating at least a portion of said volatilized 
compound from said air (e) re­heating air of step (d) and (f) introducing the re­heated air of step (e) into the treatment cell for re­circulation through said heap of 
soil. 27. the method of claim 26 wherein step (d) comprises cooling and condensing into liquid vapour contained in the collected heated air. 28. the method of 
claim 26, wherein steps (b) to (f) are repeated until said heap of soil is relatively exempt from said volatile compound. 29. the method of claim 26, wherein steps 
(b) to (f) are repeated until humidity in the soil is about 1 percent to about 3 percent. 30. the method of claim 26 for valorizing a heap of soil. 31. the method of 
claim 26, wherein the volatile compound is water or a hydrocarbon contaminant. 32. the method of claim 31, wherein the hydrocarbon contaminant is selected from 
the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 33. an industrial 
installation for decontaminating soils, the industrial installation being capable of decontaminating at least 200 000 kg of soil on a daily basis and comprising a 
plurality of treatment cells as defined in claim 1 operatively connected together in a closed loop system. (Results 11)
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then sealed prior to activation of the pump, which may circulate a variety of compounds through the vessels depending upon the type of 
contaminants present in the soil. 
Classifications:  
International (IPC 8­9): B09C1/00 B09C1/02 B09C1/10 (Advanced/Invention); 
B09C1/00 B09C1/10 (Core/Invention) 
International (IPC 1­7): B01D13/00 
CPC: B09C1/00 B09C1/02 B09C1/10 
European: B09C1/00 B09C1/02 B09C1/10 
US: 134/120 134/22.12 134/22.13 134/22.14 134/22.16 134/61 134/62 405/128 
405/128.7 405/128.75 405/129

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 US4919570 A  19900424  US19880276650  19881128  

 Priority:

US19880276650 19881128

 Probable Assignee: MWR INC 

 Assignee(s): (std): MIDWEST WATER RESOURCE INC 

 Assignee(s): MWR INC ; MARYLAND NATIONAL BANK ; MARYLAND NATIONAL BANK A NATIONAL BANKING ASSOCIAT 

 Inventor(s): (std): PAYNE FREDERICK C 

2) Family number: 8440291 (US5011329A) © PatBase 

Title:  In situ soil decontamination method and apparatus

Abstract: Source: US5011329A Disclosed is in situ decontamination methods and apparatus for injecting a hot gas into boreholes formed in a 
contaminated soil area to vaporize the soil moisture and contaminants, and for collecting the vaporized contaminants at the surface of the soil. A 
burner heats pressurized gases and mixes the same with combustion gases for injection into the contaminated zone. A central collection system 
recovers the vaporized contaminants and couples such vapors to an on­site incinerator for disposal. Controlled heating of the injection gas is 
effective to sequentially remove different types of contaminants, as well as to provide in situ oxidation of other contaminants, while minimizing 
recondensation of the soil vapors. Wellbore casings are especially adapted for injecting the gas in predetermined patterns. In addition, a heater 
and incinerator assembly utilizes a single burner for both heating the dry gas and for incinerating the vapor contaminants. 
Classifications:  
International (IPC 8­9): A01B79/00 B09B3/00 B09C1/06 C09K17/00 E02D3/11 
E21B36/00 E21B36/02 E21B43/08 E21B43/24 E21B43/295 E21B43/30 
F23G7/14 (Advanced/Invention); 
E02D3/00 (Core/Invention) 
International (IPC 1­7): A01B79/00 B08B3/08 B09B3/00 B09C1/06 C09K17/00 
E02D3/11 E21B36/00 E21B36/02 E21B43/24 E21B43/30 F02D3/11 F23G7/14 
CPC: E02D3/11 E21B36/02 Y02E10/10 B09C1/06 B09C2101/00 E21B36/008 E21B43/086 
E21B43/30 F23G7/14 F24J3/08 Y02E20/12 E21B43/295 
European: B09C1/06 E02D3/11 E21B36/00M E21B36/02 E21B43/08S E21B43/295 
E21B43/30 F23G7/14 L09C101/00 R24J3/08 Y02E20/12 
US: 110/204 110/205 110/229 110/236 110/241 110/242 110/346 166/242 166/305.1 
405/128 405/128.35 405/128.6 405/128.65 405/131 405/258 405/269 588/230 588/253 
588/313 588/316 588/320 588/405 588/406 588/408 588/409

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU199228115 A1  19930826  AU19920028115  19921103  

 AU199228274 A1  19940623  AU19920028274  19921110  

 AU657174 B2  19950302  AU19920028274  19921110  

 AU669134 B2  19960530  AU19920028115  19921103  

 CA2032131 AA  19910806  CA19902032131  19901212  

 CA2032131 C  20000201  CA19902032131  19901212  

 CA2081751 AA  19930826  CA19922081751  19921029  

 CA2082108 AA  19940505  CA19922082108  19921104  

 DE69125867 D1  19970605  DE19916025867  19910129  

 DE69125867 T2  19980205  DE19916025867T  19910129  

 DE69220351 D1  19970717  DE19926020351  19921023  

 DE69220351 T2  19970925  DE19926020351T  19921023  

 DK0441464 T3  19971117  DK19910250020T  19910129  

 DK0557623 T3  19980105  DK19920250308T  19921023  

 EP0441464 A2  19910814  EP19910250020  19910129  

 EP0441464 A3  19911227  EP19910250020  19910129  

 EP0441464 B1  19970502  EP19910250020  19910129  

 EP0557623 A2  19930901  EP19920250308  19921023  

 EP0557623 A3  19930922  EP19920250308  19921023  

 EP0557623 B1  19970611  EP19920250308  19921023  

 EP0597154 A1  19940518  EP19920250330  19921111  

 US5011329 A  19910430  US19900458084  19900205  

 US5251700 A  19931012  US19910648659  19910131  

 US5261765 A  19931116  US19910667952  19910312  

 US5325795 A  19940705  US19920841350  19920225  

 US5482402 A  19960109  US19930152856  19931115  

 Priority:

US19900458084 19900205  CA19902032131 19901212  US19910667952 19910312
US19910648659 19910131  US19920841350 19920225  CA19922081751 19921029
US19930152856 19931115  AU19920028274 19921110  CA19922082108 19921104
EP19920250330  19921111

 Probable Assignee: HRUBETZ ENVIRONMENTAL SERVICES 

 Assignee(s): (std): HRUBETZ ENVIRONMENTAL SERVICES ; HRUBETZ ENVIRONMENTALL SERVICE ; HRUBETZ MICHAEL G ; NELSON JOSEPH 
M ; HRUBETZ ENVIRONMENTS SERVICES ; HRUBETZ EXPLORATION COMPANY ; RAU GARLAND R 

 Assignee(s): NELSON JOSEPH MADISON ; RAU GARLAND RAY ; HRUBETZ ENVIRONMENTS SERVICES INC ; HRUBETZ ENVIRONMENTALL 
SERVICES INC ; HRUBETZ EXPLORATION CO A CORP OF TX ; HRUBETZ ENVIRONMENTALL SERVICES INC DALLAS TEX 
US ; HRUBETZ EXPLORATION CO ; HRUBETZ ENVIRONMENTAL SERVICES INC ; HRUBETZ ENVIRONMENTAL SERVICES INC 
5949 SHERRY LAN ; HRUBETZ ENVIRONMENTAL SERVICES INC A CORP OF TX ; HRUBETZ ENVIRONMENTAL SERVICES INC 
A OF TEXAS CORP 

 Inventor(s): (std): HRUBETZ MICHAEL G ; NELSON JOSEPH M ; NELSON JOSEPH MADISON ; RAU GARLAND R ; RAU GARLAND RAY 

 Inventor(s): RAU GARLAND RAY LEWISVILLE TEXAS 75067 US ; NELSON JOSEPH MADISON WILMINGTON DELAWARE 19807 US ; 
JOSEPH M NELSON ; JOSEPH MADISON NELSON ; MICHAEL G HRUBETZ 

 Designated states: DE DK FR GB NL

3) Family number: 29368215 (US5172709A) © PatBase 

Title:  APPARATUS AND PROCESS FOR REMOVING CONTAMINANTS FROM SOIL

Abstract: Source: US5172709A An apparatus and process are described for removing contaminants from soil or other substrate materials. A hot
pressurized liquid is continuously supplied to a volume of soil or other material contained in a processing vessel. The hot pressurized liquid may 
be steam, which vaporizes a fraction of the contaminant which is then released through a vapor filter to prevent atmospheric cross­pollution. The 
remaining contaminant is removed as either a liquid phase or a solid solution phase along with the steam driver. The waste stream and stream 
driver condense in a collector and are removed from the system. The driver may be recovered for reuse or may be discarded along with the 
waste stream. The processor may also be used to remove various types of contaminants ranging from light hydrocarbons, chlorinated, solvents, 
and water soluble organics to heavy oils, paints, heavy metals, and radionucleides. 
Classifications:  
International (IPC 8­9): B08B3/10 B09C1/02 B09C1/06 B09C1/08 B09C1/10 
C02F1/04 C02F1/26 C02F3/00 (Advanced/Invention); 
B08B3/10 (Advanced/Non­invention); 
B08B3/10 B09C1/00 B09C1/10 C02F1/04 C02F1/26 (Core/Invention) 
International (IPC 1­7): B08B3/04 B08B3/10 B09B3/00 C02F3/00 
CPC: C02F1/26 B09B3/0091 B09C1/02 B09C1/06 B09C1/10 C02F1/048 
European: B09B3/00T2 B09C1/02 B09C1/06 B09C1/10 C02F1/04Z C02F1/26 
US: 134/102.1 134/107 134/108 134/109 134/200 134/95.1 201/38 210/747

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU199191186 A1  19920625  AU19910091186  19911129  

 AU659120 B2  19950511  AU19910091186  19911129  

 CA2074952 AA  19920729  CA19912074952  19911129  

 EP0513340 A1  19921119  EP19920902352  19911129  

 JP5503663 T2  19930617  JP19920502662T  19911129  

 US5172709 A  19921222  US19900619987  19901130  

 WO9209377 A1  19920611  WO1991US08879  19911129  

 Priority:

US19900619987 19901130  WO1991US08879 19911129

 Probable Assignee: CLEAN SOIL INC 

 Assignee(s): (std): CLEAN SOIL INC 

 Assignee(s): DENGEL BRIAN ; ECKHARDT BART ; LEHMAN BART ; SOIL SOLUTIONS INC ; SOIL SOLUTIONS INC A OF NORTH CAROLINA
CORP 

 Inventor(s): (std): BART ECKHARDT ; BART LEHMAN ; BRIAN DENGEL ; DENGEL BRIAN ; ECKHARDT BART ; ECKHARDT BART J ; LEHMAN 
BART 

 Designated states: AT AU BE CA CH DE DK ES FI FR GB GR IT JP LI LU NL SE SU US

4) Family number: 11245135 (US5836718A) © PatBase 

Title:  METHOD AND APPARATUS FOR EX SITU CLEANING OF CONTAMINATED SOIL

Abstract: Source: US5836718A A method for ex situ cleaning of contaminated soil using a closed system of heat­conductive solid­walled pipes 
embedded in the contaminated soil, the pipes being in communication with the heat source that heats and circulates air throughout the system of 
pipes, the method having the following steps of placing the contaminated soil in a heap on the pipes, substantially enclosing the soil heap with a 
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Title:  Method and apparatus for separating hydrocarbons from material

Abstract: Source: US2003079370A A system for separating hydrocarbons from a material which includes a process chamber, a process pan 
operatively connected to the process chamber and removable therefrom, a blower operatively connected to the process chamber and to a heat 
source, the blower adapted to force heated air into the process chamber through the material disposed on the process pan, the forced heated air 
adapted to vaporize hydrocarbons and other contaminants disposed on the material, and at least one condenser operatively connected to the 
process chamber and adapted to condense the vaporized hydrocarbons and other contaminants is disclosed. Further, a method for separating 
hydrocarbons from a material which includes passing a stream of heated air over the material to volatilize the hydrocarbons, passing the stream 
of heated air containing the hydrocarbons through at least one condenser to form liquid hydrocarbons, collecting the liquid hydrocarbons, and 
recirculating the heated air is disclosed. 
Classifications:  
International (IPC 8­9): B09B3/00 B09C1/06 E21B21/01 E21B21/06 
F26B25/00 (Advanced/Invention) 
International (IPC 1­7): B09C1/06 E21B21/06 F26B21/06 F26B3/00 
CPC: B09B3/00 B09B3/0083 B09C1/06 E21B21/01 F26B25/006 
European: B09B3/00 B09B3/00T B09C1/06 E21B21/01 F26B25/00C2 
US: 110/229 110/237 34/237 34/468 34/468S 34/469 34/470 34/472 34/472P 34/473 
34/473S 34/480 34/487 34/487S 34/507 34/507P 34/73 34/75 34/76 34/760

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AT389468 E  20080415  AT20020773904T  20021025  

 CA2464675 AA  20040423  CA20022464675  20021025  

 CA2464675 C  20070925  CA20022464675  20021025  

 DE60225715 D1  20080430  DE20026025715  20021025  

 DE60225715 T2  20090423  DE20026025715T  20021025  

 EP1448320 A1  20040825  EP20020773904  20021025  

 EP1448320 B1  20080319  EP20020773904  20021025  

 MXPA04003803 A1  20040730  MX2004PA03803  20040422  

 NO20041727 A  20040525  NO20040001727  20040423  

 NO333612 B1  20130722  NO20040001727  20040423  

 US2003079370 AA  20030501  US20010051438  20011025  

 US2004064969 AA  20040408  US20030720711  20031124  

 US6658757 BB  20031209  US20010051438  20011025  

 US6886273 BB  20050503  US20030720711  20031124  

 WO03035289 A1  20030501  WO2002US34165  20021025  

 Priority:

US20010051438 20011025  WO2002US34165 20021025  US20030720711 20031124

 Probable Assignee: MI LLC 

 Assignee(s): (std): M I LLC ; MI LLC 

 Assignee(s): CONNAUGHTON JERRY T ; FOUT GARY E ; M I L L C 

 Inventor(s): (std): CONNAUGHTON JERRY ; CONNAUGHTON JERRY T ; FOUT GARY ; FOUT GARY E ; JERRY T CONNAUGHTON 

 Agent(s): BRYKMAN GEORGES ET AL; OSHA AND MAY LLP 

 Designated states: AE AG AL AM AT AU AZ BA BB BE BF BG BJ BR BY BZ CA CF CG CH CI CM CN CO CR CU CY CZ DE DK DM DZ EC EE ES 
FI FR GA GB GD GE GH GM GN GQ GR GW HR HU ID IE IL IN IS IT JP KE KG KP KR KZ LC LI LK LR LS LT LU LV MA MC MD 
MG MK ML MN MR MW MX MZ NE NL NO NZ OM PH PL PT RO RU SD SE SG SI SK SL SN SZ TD TG TJ TM TN TR TT TZ UA UG 
UZ VC VN YU ZA ZM ZW

7) Family number: 28924693 (US2003147697A) © PatBase 

Title:  Evaporative desorption soil treatment apparatus and process

Abstract: Source: US2003147697A Treatment apparatus and a process for thermal desorption of hydrocarbon contaminants from excavated soil
provides efficient contaminant removal by handling the soil in a thermally conductive treatment vessel that fits within an insulated treatment 
chamber. The soil is treated in this chamber with fresh air that is dried and electrically heated prior to contacting the treatment vessel. 
Excavating the soil directly into the treatment vessel allows the treated soil to be returned to the final disposition site in the same vessel, 
minimizing soil handling 
Classifications:  
International (IPC 8­9): B09C1/06 F26B21/06 F26B25/06 
F26B3/00 (Advanced/Invention) 
International (IPC 1­7): B09C1/00 B09C1/06 F26B19/00 F26B25/06 F26B3/00 
F26B7/00 
CPC: B09C1/06 F26B3/00 F26B21/06 F26B25/063 
European: B09C1/06 F26B21/06 F26B25/06B F26B3/00 
US: 34/218 34/218P 34/235 34/236 34/381 34/417 34/519 34/62 343/810 405/128.15 
405/128.150P 405/128.35 405/128.350S

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU2003209018 AA  20030902  AU20030209018  20030205  

 AU2003209018 AH  20030902  AU20030209018  20030205  

 US2003147697 AA  20030807  US20030357170  20030202  

 US2004159004 AA  20040819  US20040781445  20040218  

 US6829844 BB  20041214  US20040781445  20040218  

 WO03066249 A2  20030814  WO2003US03560  20030205  

 WO03066249 A3  20040826  WO2003US03560  20030205  

 Priority:

US20020354572P 20020206  US20030357170 20030202  US20040781445 20040218
WO2003US03560 20030205

 Probable Assignee: RETERRO INC 

 Assignee(s): (std): BRADY JOHN ; BRADY PATRICK ; DENISON HARVEY 

 Assignee(s): DENISON HARVEY ADNA ; RETERRO INC ; BRADY ENVIRONMENTAL INC ; BRADY PATRICK RICHARD ; BRADY JOHN LEE 

 Inventor(s): (std): BRADY JOHN ; BRADY JOHN LEE ; BRADY PATRICK ; BRADY PATRICK RICHARD ; DENISON HARVEY ; DENISON HARVEY 
ADNA 

 Inventor(s): HARVEY DENISON ; JOHN BRADY ; PATRICK BRADY 

 Designated states: AE AG AL AM AT AU AZ BA BB BE BF BG BJ BR BY BZ CA CF CG CH CI CM CN CO CR CU CY CZ DE DK DM DZ EC EE ES 
FI FR GA GB GD GE GH GM GN GQ GR GW HR HU ID IE IL IN IS IT JP KE KG KP KR KZ LC LK LR LS LT LU LV MA MC MD MG
MK ML MN MR MW MX MZ NE NL NO NZ OM PH PL PT RO RU SC SD SE SG SI SK SL SN SZ TD TG TJ TM TN TR TT TZ UA UG 
US UZ VC VN YU ZA ZM ZW

8) Family number: 30664642 (US2006171780A) © PatBase 

Title:  METHODS AND SYSTEMS FOR REMEDIATING CONTAMINATED SOIL

Abstract: Source: US2006171780A A system and method for remediation of contaminated soil are provided. The system comprises a soil 
remediation cell of contaminated soil and a plurality of multi­functional conduits located within the contaminated soil. Each multi­functional conduit
defines a reaction housing. The multi­functional conduits includes heating elements for introducing heat into the contaminated soil for volatilizing 
the contaminants located within the contaminated soil, without utilizing mechanically driven forced air. This 10 produces a contaminated vapor. 
Flow channels extending therethrough remove the contaminated vapor from within the soil remediation cell. A substantial portion of the 
contaminants in the contaminated vapor are destroyed in the reaction housing. A substantially non­contaminated vapor is produced in which at 
least about 80 percent by weight of the contaminants have been destroyed. 
Classifications:  
International (IPC 8­9): B09B3/00 B09C1/06 B60P3/00 (Advanced/Invention); 
B09C (Subclass/Non­invention) 
International (IPC 1­7): B09C1/06 
CPC: B09C1/06 
European: B09C1/06 
US: 405/128.4 405/128.400P 405/128.6 405/128.8 405/128.800P 405/128.85 
405/128.850P

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU2003293442 AA  20040630  AU20030293442  20031205  
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 EA007213 B1  20060825  EA20050000921  20031205  
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 WO04052566 A2  20040624  WO2003US38839  20031205  

 WO04052566 A3  20040805  WO2003US38839  20031205  
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 WO09111584 A3  20100114  WO2009US36063  20090304  
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 Priority:

US20020431388P 20021205  JP20040559377  20031205  US20060535612  20060113
US20080042129  20080304  US20030535612 20031205  WO2003US38839 20031205
US20100957021  20101130

 Probable Assignee: MECO ENVIROMENTAL LLC 

 Assignee(s): (std): MECO ENVIROMENTAL LLC ; MECO ENVIRONMENTAL LLC ; MOBILE ENVIRONMENTAL TECHNOLOG ; MOBILE 
ENVIRONMENTAL TECHNOLOGIES INC ; UNITED SOIL RECYCLING LTD UK C ; RICHTER ROGER T ; UNITED SOIL 
RECYCLING LTD ; MOBILE INVERONMENTAL TECHNOLOGIES INC 

 Assignee(s): UNITED SOIL RECYCLING LTD UK CORP ; MECO ENVIRONMENTAL TECHNOLOGIES LLC 

 Inventor(s): (std): RICHTER ROGER T ; ROGER T RICHTER 

 Inventor(s): RICHTER ROGER 

 Agent(s): ROBERT D FISH RUTAN AND TUCKER LLP; RUTAN AND TUCKER LLP; SAYED HANI Z; HANI Z 

 Designated states: AE AG AL AM AO AT AU AZ BA BB BE BF BG BH BJ BR BW BY BZ CA CF CG CH CI CM CN CO CR CU CY CZ DE DK DM DO 
DZ EC EE EG ES FI FR GA GB GD GE GH GM GN GQ GR GT GW HN HR HU ID IE IL IN IS IT JP KE KG KM KN KP KR KZ LA 
LC LI LK LR LS LT LU LV LY MA MC MD ME MG MK ML MN MR MW MX MY MZ NA NE NG NI NL NO NZ OM PG PH PL PT RO RS 
RU SC SD SE SG SI SK SL SM SN ST SV SY SZ TD TG TJ TM TN TR TT TZ UA UG US UZ VC VN YU ZA ZM ZW

9) Family number: 43272320 (US2010263751A) © PatBase 

Title:  SYSTEMS, METHODS AND TREATMENT CELLS FOR REHABILITATING AND VALORIZING A SOIL

Abstract: Source: US2010263751A The present invention generally pertains to treatment cells, systems and methods for rehabilitating and 
valorizing a soil. More specifically, the present invention relates to methods for removing volatile compounds from the contaminated soils. The 
methods and system generally make use of an openable and reclosable rigid enclosure capable of receiving and treating many tons of soils. 
According to the invention, heated air is circulated through the soil to allow volatilization of the contaminants which can then be captured and 
separated form the circulating air before the air is re­heated and re­circulated through the soil. 
Classifications:  
International (IPC 8­9): B01D47/00 B09C1/00 B09C1/06 
B65D6/40 (Advanced/Invention); 
B09C1/00 (Core/Invention) 
CPC: B09C1/06 Y10T137/86035 
European: B09C1/06 
US: 137/565.17 137/565.170P 220/661 405/128.6 405/128.600S

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA2690594 AA  20090522  CA20082690594  20081114  
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 CO6541515 A2  20121016  CO20110074813  20110615  

 CO6950445 A2  20140520  CO20140026541  20140207  
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 Priority:

US20070988126P 20071115  WO2008CA01995 20081114  US20080743102 20081114

 Probable Assignee: ENERGIE CARBONEUTRE INC 

 Assignee(s): (std): EN CARBONEUTRE INC ; ENERGY CARBONEUTRE INC ; RINGUETTE BENOIT 

 Assignee(s): ENERGIE CARBONEUTRE INC 

 Inventor(s): (std): RINGUETTE BENOIT 

 Inventor(s): BENOIT RINGUETTE 

 Agent(s): AHNER FRANCIS; HAHN AND VOIGHT PLLC; FASKEN MARTINEAU DUMOULIN LLP 

 Designated states: AE AG AL AM AO AT AU AZ BA BB BE BF BG BH BJ BR BW BY BZ CA CF CG CH CI CM CN CO CR CU CY CZ DE DK DM DO 
DZ EC EE EG ES FI FR GA GB GD GE GH GM GN GQ GR GT GW HN HR HU ID IE IL IN IS IT JP KE KG KM KN KP KR KZ LA 
LC LI LK LR LS LT LU LV LY MA MC MD ME MG MK ML MN MR MT MW MX MY MZ NA NE NG NI NL NO NZ OM PG PH PL PT RO 
RS RU SC SD SE SG SI SK SL SM SN ST SV SY SZ TD TG TJ TM TN TR TT TZ UA UG US UZ VC VN ZA ZM ZW

10) Family number: 52397889 (FR2975088A) © PatBase 

Title:  MOTOR VEHICLE FOR IN­SITU DECONTAMINATION OF SOIL, HAS SUCTION AND TREATMENT UNIT FOR PLACING MIXING CHAMBER 
UNDER VACUUM SO AS TO SUCK GAS IN CHAMBER, AND FOR CAPTURING AND/OR TREATING PORTION OF SOLID PARTICLES AND 
PORTION OF SUCKED GAS

Abstract: The vehicle has a mixing unit (2) arranged at a rear part of a farm/forestry tractor and including a containment casing (4) for defining 
a mixing chamber (5) to mix soil. A mixing cutter (3) is placed partially in the casing and associated with a drive unit (6). A suction and treatment
unit (10) places the chamber under vacuum so as to suck gas contained in the chamber, and captures and/or treats a portion of sucked solid 
particles and a portion of the sucked gas. The suction and treatment unit includes a cartridge filter, a bag filter and/or a cyclone system for 
capturing the solid particles. 
Classifications:  
International (IPC 8­9): B09C1/00 B65F7/00 (Advanced/Invention) 
CPC: B09C1/005 B09C2101/00 E02F3/945 E02F3/8816 E02F3/9281 
European: E02F3/88C E02F3/92T4T E02F3/94E

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
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FR20110054074 20110511
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 Assignee(s): (std): SITA REMEDIATION 

 Inventor(s): (std): DEVIC BASSAGET LUCIEN BORIS ; RICHARD JEAN YVES 

11) Family number: 57701927 (US2014322071A) © PatBase 

Title:  APPARATUS AND METHOD FOR PURIFYING GAS

Abstract: Source: US2014322071A A gas purifying apparatus and a method thereof are disclosed. According to an exemplary embodiment, a 
gas purifying apparatus includes a first chamber comprising a first inlet into which a first fluid flows and a first outlet through which a part of the 
first fluid is discharged, a purifier which purifies air from the first chamber, which air is then re­injected into the first chamber and a conduit which
transports air from the first chamber to the purifier. 
Classifications:  
International (IPC 8­9): A61L9/04 A61L9/12 B01D46/00 B01D53/00 B01D53/22 
B01D61/00 (Advanced/Invention) 
CPC: B01D2256/12 B01D2257/80 B01D2258/0216 B01D53/229 
US: 422/120 422/4

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 KR20140127046 A  20141103  KR20130045559  20130424  

 US2014322071 AA  20141030  US20130086669  20131121  

 Priority:

KR20130045559 20130424

 Probable Assignee: SAMSUNG DISPLAY CO LTD 

 Assignee(s): (std): SAMSUNG DISPLAY CO LTD 

 Assignee(s): SAMSUNG DISPLAY CO 

 Inventor(s): (std): AHN KYUNG HYUN 
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Search query (3): [SP]: 1. a treatment cell for removing an unwanted volatile compound from a heap of soil comprising: an openable and reclosable rigid enclosure 
adapted for receiving said heap of soil and an air intake and an air exhaust operatively connected to said enclosure, the air intake and the air exhaust being configured 
and positioned to circulate hot air through said heap of soil wherein said treatment cell is substantially air­tight in order to create therein a negative pressure when 
operatively connected to a vacuum pump. 2. the treatment cell of claim 1, wherein the air intake and the air exhaust are spaced­apart for maximizing diffusion of hot air 
from the air intake to the air exhaust through said heap of soil. 3. the treatment cell of claim 1, wherein the air intake is fixedly connected to a bottom portion of the 
enclosure. 4. the treatment cell of claim 1, wherein the air uptake is fixedly connected to a cover removably mounted to an upper portion of the enclosure. 5. the 
treatment cell of claim 1, wherein said air intake comprises a plurality of perforated distribution pipes spreading over a substantially large area of a bottom portion of the 
enclosure. 6. the treatment cell of claim 1, wherein the air exhaust comprises a plurality of perforated collection pipes spreading over a substantially large area of an 
upper portion of the enclosure. 7. the treatment cell of claim 1, wherein said treatment cell is integral to a closed­loop system comprising a vacuum pump. 8. the 
treatment cell of claim 1, further comprising a pump and heating means both operatively connected to the air intake for introducing hot air into the enclosure. 9. the 
treatment cell of claim 1, further comprising a treatment unit operatively connected to the air exhaust for removing compounds volatilized from the heap of soil. 10. the 
treatment cell of claim 1, wherein said enclosure is sized and adapted for receiving at least 200 000 kg of soil. 11. a treatment cell for removing an unwanted volatile 
compound from a heap of soil, comprising an openable, reclosable and substantially air­tight rigid enclosure shaped and sized for receiving therein at least 200 000 kg 
of soil, said enclosure being adapted for fixedly mounting thereto (i) an air intake for injecting hot air into the enclosure and (ii) an air exhaust for collecting air having 
been injected by the air intake and having circulated through said heap of soil. 12. a method for removing an unwanted volatile compound from a heap of soil comprising 
the steps of: (a) placing said heap of soil within an openable, reclosable and substantially air­tight rigid enclosure and (b) creating a negative pressure inside the rigid 
enclosure and circulating heated air through said heap of soil to gradually increase the temperature of the soil to a temperature allowing volatilization out from the soil of 
at least a portion of said volatile compound. 13. the method of claim 12, wherein the heated air is introduced into said enclosure at a temperature of about 150 degrees 
centigrade to about 200 degrees centigrade 14. the method of claim 12, wherein soil temperature is maintained at a temperature ranging from about 60 degrees 
centigrade to about 130 degrees centigrade 15. the method of claim 12, further comprising the steps of collecting air having circulated through said heap of soil and 
removing therefrom said volatilized compound. 16. the method of claim 15, further comprising the steps of re­heating air collected and recirculating said reheated air 
through said heap of soil. 17. the method of claim 12, wherein the volatile compound is water or a hydrocarbon contaminant. 18. the method of claim 17, wherein the 
hydrocarbon contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, and petroleum derivatives. 19. a 
closed­loop system for removing unwanted volatile compounds from a heap of soil comprising: an openable, reclosable and substantially air­tight rigid enclosure shaped 
and sized for receiving said heap of soil an air intake operatively connected to the enclosure for injecting heated air into the heap of soil and an air exhaust operatively 
connected to the enclosure for collecting heated air having circulated through the heap of soil, the air intake and the air exhaust being both fixedly mounted to said 
enclosure a vacuum pump operatively connected to the air intake and the air exhaust for circulating heated air through the closed­loop system and for creating a 
negative pressure inside the rigid enclosure heating means operatively connected to the pump for providing heated air to be circulated through the heap of soil and a 
treatment unit operatively connected to the air exhaust and to the heating means for removing volatilized compounds collected by the air exhaust. 20. the closed­loop 
system of claim 19, wherein circulation of heated air through said heap of soil gradually increase the temperature of the soil to a temperature allowing volatilization out 
from the soil of a at least a portion of the volatile compounds contained therein. 21. the closed­loop system of claim 19, comprising a plurality of substantially air­tight 
cells each adapted to receive at least 200 000 kg of soil. 22. the closed­loop system of claim 19, wherein the air intake and the air exhaust are spaced­apart from each 
other for maximizing diffusion of hot air from the air intake to the air exhaust through said heap of soil. 23. the closed­loop system of claim 19, wherein the air intake 
comprises a plurality of perforated distribution pipes spreading over a substantially large area at a bottom portion of the cell under the heap of soil, and wherein the air 
exhaust comprises a plurality of perforated collection pipes spreading over a substantially large area at an upper portion of the cell above the heap of soil. 24. the 
closed­loop system of claim 19, wherein the volatile compound is water or a hydrocarbon contaminant. 25. the closed­loop system of claim 24, wherein the hydrocarbon 
contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 26. 
a method for removing an unwanted unwanted volatile compound from a heap of soil comprising the steps of: (a) placing said heap of said soil into a treatment cell 
according to claim 1 (b) circulating a volume of heated air through said heap of soil to gradually increase the temperature thereof for reaching a temperature sufficient to 
allow volatilization out from the soil of a at least a portion of the volatile compound (c) collecting heated air of step (b) comprising a volatile compound volatilized therein 
(d) separating at least a portion of said volatilized compound from said air (e) re­heating air of step (d) and (f) introducing the re­heated air of step (e) into the 
treatment cell for re­circulation through said heap of soil. 27. the method of claim 26 wherein step (d) comprises cooling and condensing into liquid vapour contained in 
the collected heated air. 28. the method of claim 26, wherein steps (b) to (f) are repeated until said heap of soil is relatively exempt from said volatile compound. 29. 
the method of claim 26, wherein steps (b) to (f) are repeated until humidity in the soil is about 1 percent to about 3 percent. 30. the method of claim 26 for valorizing a 
heap of soil. 31. the method of claim 26, wherein the volatile compound is water or a hydrocarbon contaminant. 32. the method of claim 31, wherein the hydrocarbon 
contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 33. 
an industrial installation for decontaminating soils, the industrial installation being capable of decontaminating at least 200 000 kg of soil on a daily basis and comprising 
a plurality of treatment cells as defined in claim 1 operatively connected together in a closed loop system. 
Results: 11
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[SP]: 1. a treatment cell for removing an unwanted volatile compound from a heap of soil comprising: an openable and reclosable rigid enclosure adapted for 
receiving said heap of soil and an air intake and an air exhaust operatively connected to said enclosure, the air intake and the air exhaust being configured and 
positioned to circulate hot air through said heap of soil wherein said treatment cell is substantially air­tight in order to create therein a negative pressure when 
operatively connected to a vacuum pump. 2. the treatment cell of claim 1, wherein the air intake and the air exhaust are spaced­apart for maximizing diffusion of 
hot air from the air intake to the air exhaust through said heap of soil. 3. the treatment cell of claim 1, wherein the air intake is fixedly connected to a bottom 
portion of the enclosure. 4. the treatment cell of claim 1, wherein the air uptake is fixedly connected to a cover removably mounted to an upper portion of the 
enclosure. 5. the treatment cell of claim 1, wherein said air intake comprises a plurality of perforated distribution pipes spreading over a substantially large area of 
a bottom portion of the enclosure. 6. the treatment cell of claim 1, wherein the air exhaust comprises a plurality of perforated collection pipes spreading over a 
substantially large area of an upper portion of the enclosure. 7. the treatment cell of claim 1, wherein said treatment cell is integral to a closed­loop system 
comprising a vacuum pump. 8. the treatment cell of claim 1, further comprising a pump and heating means both operatively connected to the air intake for 
introducing hot air into the enclosure. 9. the treatment cell of claim 1, further comprising a treatment unit operatively connected to the air exhaust for removing 
compounds volatilized from the heap of soil. 10. the treatment cell of claim 1, wherein said enclosure is sized and adapted for receiving at least 200 000 kg of 
soil. 11. a treatment cell for removing an unwanted volatile compound from a heap of soil, comprising an openable, reclosable and substantially air­tight rigid 
enclosure shaped and sized for receiving therein at least 200 000 kg of soil, said enclosure being adapted for fixedly mounting thereto (i) an air intake for 
injecting hot air into the enclosure and (ii) an air exhaust for collecting air having been injected by the air intake and having circulated through said heap of soil. 
12. a method for removing an unwanted volatile compound from a heap of soil comprising the steps of: (a) placing said heap of soil within an openable, 
reclosable and substantially air­tight rigid enclosure and (b) creating a negative pressure inside the rigid enclosure and circulating heated air through said heap of 
soil to gradually increase the temperature of the soil to a temperature allowing volatilization out from the soil of at least a portion of said volatile compound. 13. 
the method of claim 12, wherein the heated air is introduced into said enclosure at a temperature of about 150 degrees centigrade to about 200 degrees 
centigrade 14. the method of claim 12, wherein soil temperature is maintained at a temperature ranging from about 60 degrees centigrade to about 130 degrees 
centigrade 15. the method of claim 12, further comprising the steps of collecting air having circulated through said heap of soil and removing therefrom said 
volatilized compound. 16. the method of claim 15, further comprising the steps of re­heating air collected and recirculating said reheated air through said heap of 
soil. 17. the method of claim 12, wherein the volatile compound is water or a hydrocarbon contaminant. 18. the method of claim 17, wherein the hydrocarbon 
contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, and petroleum derivatives. 19. a closed­
loop system for removing unwanted volatile compounds from a heap of soil comprising: an openable, reclosable and substantially air­tight rigid enclosure shaped 
and sized for receiving said heap of soil an air intake operatively connected to the enclosure for injecting heated air into the heap of soil and an air exhaust 
operatively connected to the enclosure for collecting heated air having circulated through the heap of soil, the air intake and the air exhaust being both fixedly 
mounted to said enclosure a vacuum pump operatively connected to the air intake and the air exhaust for circulating heated air through the closed­loop system 
and for creating a negative pressure inside the rigid enclosure heating means operatively connected to the pump for providing heated air to be circulated through 
the heap of soil and a treatment unit operatively connected to the air exhaust and to the heating means for removing volatilized compounds collected by the air 
exhaust. 20. the closed­loop system of claim 19, wherein circulation of heated air through said heap of soil gradually increase the temperature of the soil to a 
temperature allowing volatilization out from the soil of a at least a portion of the volatile compounds contained therein. 21. the closed­loop system of claim 19, 
comprising a plurality of substantially air­tight cells each adapted to receive at least 200 000 kg of soil. 22. the closed­loop system of claim 19, wherein the air 
intake and the air exhaust are spaced­apart from each other for maximizing diffusion of hot air from the air intake to the air exhaust through said heap of soil. 
23. the closed­loop system of claim 19, wherein the air intake comprises a plurality of perforated distribution pipes spreading over a substantially large area at a 
bottom portion of the cell under the heap of soil, and wherein the air exhaust comprises a plurality of perforated collection pipes spreading over a substantially 
large area at an upper portion of the cell above the heap of soil. 24. the closed­loop system of claim 19, wherein the volatile compound is water or a hydrocarbon 
contaminant. 25. the closed­loop system of claim 24, wherein the hydrocarbon contaminant is selected from the group consisting of gasoline, diesel, jet fuel, 
heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 26. a method for removing an unwanted unwanted volatile compound from 
a heap of soil comprising the steps of: (a) placing said heap of said soil into a treatment cell according to claim 1 (b) circulating a volume of heated air through 
said heap of soil to gradually increase the temperature thereof for reaching a temperature sufficient to allow volatilization out from the soil of a at least a portion 
of the volatile compound (c) collecting heated air of step (b) comprising a volatile compound volatilized therein (d) separating at least a portion of said volatilized 
compound from said air (e) re­heating air of step (d) and (f) introducing the re­heated air of step (e) into the treatment cell for re­circulation through said heap of 
soil. 27. the method of claim 26 wherein step (d) comprises cooling and condensing into liquid vapour contained in the collected heated air. 28. the method of 
claim 26, wherein steps (b) to (f) are repeated until said heap of soil is relatively exempt from said volatile compound. 29. the method of claim 26, wherein steps 
(b) to (f) are repeated until humidity in the soil is about 1 percent to about 3 percent. 30. the method of claim 26 for valorizing a heap of soil. 31. the method of 
claim 26, wherein the volatile compound is water or a hydrocarbon contaminant. 32. the method of claim 31, wherein the hydrocarbon contaminant is selected from 
the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 33. an industrial 
installation for decontaminating soils, the industrial installation being capable of decontaminating at least 200 000 kg of soil on a daily basis and comprising a 
plurality of treatment cells as defined in claim 1 operatively connected together in a closed loop system. (Results 11)
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Abstract: Source: US4919570A Treatment apparatus for contaminated soils which includes a plurality of interconnected vessels which are 
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Abstract: Source: US5011329A Disclosed is in situ decontamination methods and apparatus for injecting a hot gas into boreholes formed in a 
contaminated soil area to vaporize the soil moisture and contaminants, and for collecting the vaporized contaminants at the surface of the soil. A 
burner heats pressurized gases and mixes the same with combustion gases for injection into the contaminated zone. A central collection system 
recovers the vaporized contaminants and couples such vapors to an on­site incinerator for disposal. Controlled heating of the injection gas is 
effective to sequentially remove different types of contaminants, as well as to provide in situ oxidation of other contaminants, while minimizing 
recondensation of the soil vapors. Wellbore casings are especially adapted for injecting the gas in predetermined patterns. In addition, a heater 
and incinerator assembly utilizes a single burner for both heating the dry gas and for incinerating the vapor contaminants. 
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3) Family number: 29368215 (US5172709A) © PatBase 

Title:  APPARATUS AND PROCESS FOR REMOVING CONTAMINANTS FROM SOIL

Abstract: Source: US5172709A An apparatus and process are described for removing contaminants from soil or other substrate materials. A hot
pressurized liquid is continuously supplied to a volume of soil or other material contained in a processing vessel. The hot pressurized liquid may 
be steam, which vaporizes a fraction of the contaminant which is then released through a vapor filter to prevent atmospheric cross­pollution. The 
remaining contaminant is removed as either a liquid phase or a solid solution phase along with the steam driver. The waste stream and stream 
driver condense in a collector and are removed from the system. The driver may be recovered for reuse or may be discarded along with the 
waste stream. The processor may also be used to remove various types of contaminants ranging from light hydrocarbons, chlorinated, solvents, 
and water soluble organics to heavy oils, paints, heavy metals, and radionucleides. 
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Title:  METHOD AND APPARATUS FOR EX SITU CLEANING OF CONTAMINATED SOIL

Abstract: Source: US5836718A A method for ex situ cleaning of contaminated soil using a closed system of heat­conductive solid­walled pipes 
embedded in the contaminated soil, the pipes being in communication with the heat source that heats and circulates air throughout the system of 
pipes, the method having the following steps of placing the contaminated soil in a heap on the pipes, substantially enclosing the soil heap with a 
vapor barrier, circulating heated air throughout the pipes to elevate the temperature of the surrounding soil to a temperature sufficient to cause 
vaporization of soil contaminants, extracting the vapor containing soil contaminants from the enclosed soil heap, and treating the vapor to 
remove contaminants and recycling the vapor. 
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Title:  Methods and systems for remediating contaminated soil

Abstract: Source: US6000882A A system and method for remediation of contaminated soil removed from a soil site is provided. The 
contaminated soil is placed upon several layers of perforated heating pipes forming a remediation cell, and the entire cell is covered by a 
galvanized Quonset Hut­shaped steel building to prevent the escape of vapors from the soil cell. Heating air introduced into perforated heating 
pipes heat conductively heats the contaminated soil creating a differential pressure area around the heated pipes. This results in the migration of 
volatilized contaminants and moisture through the perforations in the pipe walls and into the lower pressure area within the heated steel pipes, 
forcing the contaminants from the soil and into an off­gas treatment system. 
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Title:  Method and apparatus for separating hydrocarbons from material

Abstract: Source: US2003079370A A system for separating hydrocarbons from a material which includes a process chamber, a process pan 
operatively connected to the process chamber and removable therefrom, a blower operatively connected to the process chamber and to a heat 
source, the blower adapted to force heated air into the process chamber through the material disposed on the process pan, the forced heated air 
adapted to vaporize hydrocarbons and other contaminants disposed on the material, and at least one condenser operatively connected to the 
process chamber and adapted to condense the vaporized hydrocarbons and other contaminants is disclosed. Further, a method for separating 
hydrocarbons from a material which includes passing a stream of heated air over the material to volatilize the hydrocarbons, passing the stream 
of heated air containing the hydrocarbons through at least one condenser to form liquid hydrocarbons, collecting the liquid hydrocarbons, and 
recirculating the heated air is disclosed. 
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Title:  Evaporative desorption soil treatment apparatus and process

Abstract: Source: US2003147697A Treatment apparatus and a process for thermal desorption of hydrocarbon contaminants from excavated soil
provides efficient contaminant removal by handling the soil in a thermally conductive treatment vessel that fits within an insulated treatment 
chamber. The soil is treated in this chamber with fresh air that is dried and electrically heated prior to contacting the treatment vessel. 
Excavating the soil directly into the treatment vessel allows the treated soil to be returned to the final disposition site in the same vessel, 
minimizing soil handling 
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Title:  METHODS AND SYSTEMS FOR REMEDIATING CONTAMINATED SOIL

Abstract: Source: US2006171780A A system and method for remediation of contaminated soil are provided. The system comprises a soil 
remediation cell of contaminated soil and a plurality of multi­functional conduits located within the contaminated soil. Each multi­functional conduit
defines a reaction housing. The multi­functional conduits includes heating elements for introducing heat into the contaminated soil for volatilizing 
the contaminants located within the contaminated soil, without utilizing mechanically driven forced air. This 10 produces a contaminated vapor. 
Flow channels extending therethrough remove the contaminated vapor from within the soil remediation cell. A substantial portion of the 
contaminants in the contaminated vapor are destroyed in the reaction housing. A substantially non­contaminated vapor is produced in which at 
least about 80 percent by weight of the contaminants have been destroyed. 
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Title:  SYSTEMS, METHODS AND TREATMENT CELLS FOR REHABILITATING AND VALORIZING A SOIL

Abstract: Source: US2010263751A The present invention generally pertains to treatment cells, systems and methods for rehabilitating and 
valorizing a soil. More specifically, the present invention relates to methods for removing volatile compounds from the contaminated soils. The 
methods and system generally make use of an openable and reclosable rigid enclosure capable of receiving and treating many tons of soils. 
According to the invention, heated air is circulated through the soil to allow volatilization of the contaminants which can then be captured and 
separated form the circulating air before the air is re­heated and re­circulated through the soil. 
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Title:  MOTOR VEHICLE FOR IN­SITU DECONTAMINATION OF SOIL, HAS SUCTION AND TREATMENT UNIT FOR PLACING MIXING CHAMBER 
UNDER VACUUM SO AS TO SUCK GAS IN CHAMBER, AND FOR CAPTURING AND/OR TREATING PORTION OF SOLID PARTICLES AND 
PORTION OF SUCKED GAS

Abstract: The vehicle has a mixing unit (2) arranged at a rear part of a farm/forestry tractor and including a containment casing (4) for defining 
a mixing chamber (5) to mix soil. A mixing cutter (3) is placed partially in the casing and associated with a drive unit (6). A suction and treatment
unit (10) places the chamber under vacuum so as to suck gas contained in the chamber, and captures and/or treats a portion of sucked solid 
particles and a portion of the sucked gas. The suction and treatment unit includes a cartridge filter, a bag filter and/or a cyclone system for 
capturing the solid particles. 
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Title:  APPARATUS AND METHOD FOR PURIFYING GAS

Abstract: Source: US2014322071A A gas purifying apparatus and a method thereof are disclosed. According to an exemplary embodiment, a 
gas purifying apparatus includes a first chamber comprising a first inlet into which a first fluid flows and a first outlet through which a part of the 
first fluid is discharged, a purifier which purifies air from the first chamber, which air is then re­injected into the first chamber and a conduit which
transports air from the first chamber to the purifier. 
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Search query (3): [SP]: 1. a treatment cell for removing an unwanted volatile compound from a heap of soil comprising: an openable and reclosable rigid enclosure 
adapted for receiving said heap of soil and an air intake and an air exhaust operatively connected to said enclosure, the air intake and the air exhaust being configured 
and positioned to circulate hot air through said heap of soil wherein said treatment cell is substantially air­tight in order to create therein a negative pressure when 
operatively connected to a vacuum pump. 2. the treatment cell of claim 1, wherein the air intake and the air exhaust are spaced­apart for maximizing diffusion of hot air 
from the air intake to the air exhaust through said heap of soil. 3. the treatment cell of claim 1, wherein the air intake is fixedly connected to a bottom portion of the 
enclosure. 4. the treatment cell of claim 1, wherein the air uptake is fixedly connected to a cover removably mounted to an upper portion of the enclosure. 5. the 
treatment cell of claim 1, wherein said air intake comprises a plurality of perforated distribution pipes spreading over a substantially large area of a bottom portion of the 
enclosure. 6. the treatment cell of claim 1, wherein the air exhaust comprises a plurality of perforated collection pipes spreading over a substantially large area of an 
upper portion of the enclosure. 7. the treatment cell of claim 1, wherein said treatment cell is integral to a closed­loop system comprising a vacuum pump. 8. the 
treatment cell of claim 1, further comprising a pump and heating means both operatively connected to the air intake for introducing hot air into the enclosure. 9. the 
treatment cell of claim 1, further comprising a treatment unit operatively connected to the air exhaust for removing compounds volatilized from the heap of soil. 10. the 
treatment cell of claim 1, wherein said enclosure is sized and adapted for receiving at least 200 000 kg of soil. 11. a treatment cell for removing an unwanted volatile 
compound from a heap of soil, comprising an openable, reclosable and substantially air­tight rigid enclosure shaped and sized for receiving therein at least 200 000 kg 
of soil, said enclosure being adapted for fixedly mounting thereto (i) an air intake for injecting hot air into the enclosure and (ii) an air exhaust for collecting air having 
been injected by the air intake and having circulated through said heap of soil. 12. a method for removing an unwanted volatile compound from a heap of soil comprising 
the steps of: (a) placing said heap of soil within an openable, reclosable and substantially air­tight rigid enclosure and (b) creating a negative pressure inside the rigid 
enclosure and circulating heated air through said heap of soil to gradually increase the temperature of the soil to a temperature allowing volatilization out from the soil of 
at least a portion of said volatile compound. 13. the method of claim 12, wherein the heated air is introduced into said enclosure at a temperature of about 150 degrees 
centigrade to about 200 degrees centigrade 14. the method of claim 12, wherein soil temperature is maintained at a temperature ranging from about 60 degrees 
centigrade to about 130 degrees centigrade 15. the method of claim 12, further comprising the steps of collecting air having circulated through said heap of soil and 
removing therefrom said volatilized compound. 16. the method of claim 15, further comprising the steps of re­heating air collected and recirculating said reheated air 
through said heap of soil. 17. the method of claim 12, wherein the volatile compound is water or a hydrocarbon contaminant. 18. the method of claim 17, wherein the 
hydrocarbon contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, and petroleum derivatives. 19. a 
closed­loop system for removing unwanted volatile compounds from a heap of soil comprising: an openable, reclosable and substantially air­tight rigid enclosure shaped 
and sized for receiving said heap of soil an air intake operatively connected to the enclosure for injecting heated air into the heap of soil and an air exhaust operatively 
connected to the enclosure for collecting heated air having circulated through the heap of soil, the air intake and the air exhaust being both fixedly mounted to said 
enclosure a vacuum pump operatively connected to the air intake and the air exhaust for circulating heated air through the closed­loop system and for creating a 
negative pressure inside the rigid enclosure heating means operatively connected to the pump for providing heated air to be circulated through the heap of soil and a 
treatment unit operatively connected to the air exhaust and to the heating means for removing volatilized compounds collected by the air exhaust. 20. the closed­loop 
system of claim 19, wherein circulation of heated air through said heap of soil gradually increase the temperature of the soil to a temperature allowing volatilization out 
from the soil of a at least a portion of the volatile compounds contained therein. 21. the closed­loop system of claim 19, comprising a plurality of substantially air­tight 
cells each adapted to receive at least 200 000 kg of soil. 22. the closed­loop system of claim 19, wherein the air intake and the air exhaust are spaced­apart from each 
other for maximizing diffusion of hot air from the air intake to the air exhaust through said heap of soil. 23. the closed­loop system of claim 19, wherein the air intake 
comprises a plurality of perforated distribution pipes spreading over a substantially large area at a bottom portion of the cell under the heap of soil, and wherein the air 
exhaust comprises a plurality of perforated collection pipes spreading over a substantially large area at an upper portion of the cell above the heap of soil. 24. the 
closed­loop system of claim 19, wherein the volatile compound is water or a hydrocarbon contaminant. 25. the closed­loop system of claim 24, wherein the hydrocarbon 
contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 26. 
a method for removing an unwanted unwanted volatile compound from a heap of soil comprising the steps of: (a) placing said heap of said soil into a treatment cell 
according to claim 1 (b) circulating a volume of heated air through said heap of soil to gradually increase the temperature thereof for reaching a temperature sufficient to 
allow volatilization out from the soil of a at least a portion of the volatile compound (c) collecting heated air of step (b) comprising a volatile compound volatilized therein 
(d) separating at least a portion of said volatilized compound from said air (e) re­heating air of step (d) and (f) introducing the re­heated air of step (e) into the 
treatment cell for re­circulation through said heap of soil. 27. the method of claim 26 wherein step (d) comprises cooling and condensing into liquid vapour contained in 
the collected heated air. 28. the method of claim 26, wherein steps (b) to (f) are repeated until said heap of soil is relatively exempt from said volatile compound. 29. 
the method of claim 26, wherein steps (b) to (f) are repeated until humidity in the soil is about 1 percent to about 3 percent. 30. the method of claim 26 for valorizing a 
heap of soil. 31. the method of claim 26, wherein the volatile compound is water or a hydrocarbon contaminant. 32. the method of claim 31, wherein the hydrocarbon 
contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 33. 
an industrial installation for decontaminating soils, the industrial installation being capable of decontaminating at least 200 000 kg of soil on a daily basis and comprising 
a plurality of treatment cells as defined in claim 1 operatively connected together in a closed loop system. 
Results: 11
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[SP]: 1. a treatment cell for removing an unwanted volatile compound from a heap of soil comprising: an openable and reclosable rigid enclosure adapted for 
receiving said heap of soil and an air intake and an air exhaust operatively connected to said enclosure, the air intake and the air exhaust being configured and 
positioned to circulate hot air through said heap of soil wherein said treatment cell is substantially air­tight in order to create therein a negative pressure when 
operatively connected to a vacuum pump. 2. the treatment cell of claim 1, wherein the air intake and the air exhaust are spaced­apart for maximizing diffusion of 
hot air from the air intake to the air exhaust through said heap of soil. 3. the treatment cell of claim 1, wherein the air intake is fixedly connected to a bottom 
portion of the enclosure. 4. the treatment cell of claim 1, wherein the air uptake is fixedly connected to a cover removably mounted to an upper portion of the 
enclosure. 5. the treatment cell of claim 1, wherein said air intake comprises a plurality of perforated distribution pipes spreading over a substantially large area of 
a bottom portion of the enclosure. 6. the treatment cell of claim 1, wherein the air exhaust comprises a plurality of perforated collection pipes spreading over a 
substantially large area of an upper portion of the enclosure. 7. the treatment cell of claim 1, wherein said treatment cell is integral to a closed­loop system 
comprising a vacuum pump. 8. the treatment cell of claim 1, further comprising a pump and heating means both operatively connected to the air intake for 
introducing hot air into the enclosure. 9. the treatment cell of claim 1, further comprising a treatment unit operatively connected to the air exhaust for removing 
compounds volatilized from the heap of soil. 10. the treatment cell of claim 1, wherein said enclosure is sized and adapted for receiving at least 200 000 kg of 
soil. 11. a treatment cell for removing an unwanted volatile compound from a heap of soil, comprising an openable, reclosable and substantially air­tight rigid 
enclosure shaped and sized for receiving therein at least 200 000 kg of soil, said enclosure being adapted for fixedly mounting thereto (i) an air intake for 
injecting hot air into the enclosure and (ii) an air exhaust for collecting air having been injected by the air intake and having circulated through said heap of soil. 
12. a method for removing an unwanted volatile compound from a heap of soil comprising the steps of: (a) placing said heap of soil within an openable, 
reclosable and substantially air­tight rigid enclosure and (b) creating a negative pressure inside the rigid enclosure and circulating heated air through said heap of 
soil to gradually increase the temperature of the soil to a temperature allowing volatilization out from the soil of at least a portion of said volatile compound. 13. 
the method of claim 12, wherein the heated air is introduced into said enclosure at a temperature of about 150 degrees centigrade to about 200 degrees 
centigrade 14. the method of claim 12, wherein soil temperature is maintained at a temperature ranging from about 60 degrees centigrade to about 130 degrees 
centigrade 15. the method of claim 12, further comprising the steps of collecting air having circulated through said heap of soil and removing therefrom said 
volatilized compound. 16. the method of claim 15, further comprising the steps of re­heating air collected and recirculating said reheated air through said heap of 
soil. 17. the method of claim 12, wherein the volatile compound is water or a hydrocarbon contaminant. 18. the method of claim 17, wherein the hydrocarbon 
contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, and petroleum derivatives. 19. a closed­
loop system for removing unwanted volatile compounds from a heap of soil comprising: an openable, reclosable and substantially air­tight rigid enclosure shaped 
and sized for receiving said heap of soil an air intake operatively connected to the enclosure for injecting heated air into the heap of soil and an air exhaust 
operatively connected to the enclosure for collecting heated air having circulated through the heap of soil, the air intake and the air exhaust being both fixedly 
mounted to said enclosure a vacuum pump operatively connected to the air intake and the air exhaust for circulating heated air through the closed­loop system 
and for creating a negative pressure inside the rigid enclosure heating means operatively connected to the pump for providing heated air to be circulated through 
the heap of soil and a treatment unit operatively connected to the air exhaust and to the heating means for removing volatilized compounds collected by the air 
exhaust. 20. the closed­loop system of claim 19, wherein circulation of heated air through said heap of soil gradually increase the temperature of the soil to a 
temperature allowing volatilization out from the soil of a at least a portion of the volatile compounds contained therein. 21. the closed­loop system of claim 19, 
comprising a plurality of substantially air­tight cells each adapted to receive at least 200 000 kg of soil. 22. the closed­loop system of claim 19, wherein the air 
intake and the air exhaust are spaced­apart from each other for maximizing diffusion of hot air from the air intake to the air exhaust through said heap of soil. 
23. the closed­loop system of claim 19, wherein the air intake comprises a plurality of perforated distribution pipes spreading over a substantially large area at a 
bottom portion of the cell under the heap of soil, and wherein the air exhaust comprises a plurality of perforated collection pipes spreading over a substantially 
large area at an upper portion of the cell above the heap of soil. 24. the closed­loop system of claim 19, wherein the volatile compound is water or a hydrocarbon 
contaminant. 25. the closed­loop system of claim 24, wherein the hydrocarbon contaminant is selected from the group consisting of gasoline, diesel, jet fuel, 
heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 26. a method for removing an unwanted unwanted volatile compound from 
a heap of soil comprising the steps of: (a) placing said heap of said soil into a treatment cell according to claim 1 (b) circulating a volume of heated air through 
said heap of soil to gradually increase the temperature thereof for reaching a temperature sufficient to allow volatilization out from the soil of a at least a portion 
of the volatile compound (c) collecting heated air of step (b) comprising a volatile compound volatilized therein (d) separating at least a portion of said volatilized 
compound from said air (e) re­heating air of step (d) and (f) introducing the re­heated air of step (e) into the treatment cell for re­circulation through said heap of 
soil. 27. the method of claim 26 wherein step (d) comprises cooling and condensing into liquid vapour contained in the collected heated air. 28. the method of 
claim 26, wherein steps (b) to (f) are repeated until said heap of soil is relatively exempt from said volatile compound. 29. the method of claim 26, wherein steps 
(b) to (f) are repeated until humidity in the soil is about 1 percent to about 3 percent. 30. the method of claim 26 for valorizing a heap of soil. 31. the method of 
claim 26, wherein the volatile compound is water or a hydrocarbon contaminant. 32. the method of claim 31, wherein the hydrocarbon contaminant is selected from 
the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 33. an industrial 
installation for decontaminating soils, the industrial installation being capable of decontaminating at least 200 000 kg of soil on a daily basis and comprising a 
plurality of treatment cells as defined in claim 1 operatively connected together in a closed loop system. (Results 11)
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4) Family number: 11245135 (US5836718A) © PatBase 

Title:  METHOD AND APPARATUS FOR EX SITU CLEANING OF CONTAMINATED SOIL

Abstract: Source: US5836718A A method for ex situ cleaning of contaminated soil using a closed system of heat­conductive solid­walled pipes 
embedded in the contaminated soil, the pipes being in communication with the heat source that heats and circulates air throughout the system of 
pipes, the method having the following steps of placing the contaminated soil in a heap on the pipes, substantially enclosing the soil heap with a 
vapor barrier, circulating heated air throughout the pipes to elevate the temperature of the surrounding soil to a temperature sufficient to cause 
vaporization of soil contaminants, extracting the vapor containing soil contaminants from the enclosed soil heap, and treating the vapor to 
remove contaminants and recycling the vapor. 
Classifications:  
International (IPC 8­9): B09C1/06 (Advanced/Invention); 
B09C1/00 (Core/Invention) 
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5) Family number: 43067234 (US6000882A) © PatBase 

Title:  Methods and systems for remediating contaminated soil

Abstract: Source: US6000882A A system and method for remediation of contaminated soil removed from a soil site is provided. The 
contaminated soil is placed upon several layers of perforated heating pipes forming a remediation cell, and the entire cell is covered by a 
galvanized Quonset Hut­shaped steel building to prevent the escape of vapors from the soil cell. Heating air introduced into perforated heating 
pipes heat conductively heats the contaminated soil creating a differential pressure area around the heated pipes. This results in the migration of 
volatilized contaminants and moisture through the perforations in the pipe walls and into the lower pressure area within the heated steel pipes, 
forcing the contaminants from the soil and into an off­gas treatment system. 
Classifications:  
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6) Family number: 28516489 (US2003079370A) © PatBase 

Title:  Method and apparatus for separating hydrocarbons from material

Abstract: Source: US2003079370A A system for separating hydrocarbons from a material which includes a process chamber, a process pan 
operatively connected to the process chamber and removable therefrom, a blower operatively connected to the process chamber and to a heat 
source, the blower adapted to force heated air into the process chamber through the material disposed on the process pan, the forced heated air 
adapted to vaporize hydrocarbons and other contaminants disposed on the material, and at least one condenser operatively connected to the 
process chamber and adapted to condense the vaporized hydrocarbons and other contaminants is disclosed. Further, a method for separating 
hydrocarbons from a material which includes passing a stream of heated air over the material to volatilize the hydrocarbons, passing the stream 
of heated air containing the hydrocarbons through at least one condenser to form liquid hydrocarbons, collecting the liquid hydrocarbons, and 
recirculating the heated air is disclosed. 
Classifications:  
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7) Family number: 28924693 (US2003147697A) © PatBase 

Title:  Evaporative desorption soil treatment apparatus and process

Abstract: Source: US2003147697A Treatment apparatus and a process for thermal desorption of hydrocarbon contaminants from excavated soil
provides efficient contaminant removal by handling the soil in a thermally conductive treatment vessel that fits within an insulated treatment 
chamber. The soil is treated in this chamber with fresh air that is dried and electrically heated prior to contacting the treatment vessel. 
Excavating the soil directly into the treatment vessel allows the treated soil to be returned to the final disposition site in the same vessel, 
minimizing soil handling 
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Title:  METHODS AND SYSTEMS FOR REMEDIATING CONTAMINATED SOIL

Abstract: Source: US2006171780A A system and method for remediation of contaminated soil are provided. The system comprises a soil 
remediation cell of contaminated soil and a plurality of multi­functional conduits located within the contaminated soil. Each multi­functional conduit
defines a reaction housing. The multi­functional conduits includes heating elements for introducing heat into the contaminated soil for volatilizing 
the contaminants located within the contaminated soil, without utilizing mechanically driven forced air. This 10 produces a contaminated vapor. 
Flow channels extending therethrough remove the contaminated vapor from within the soil remediation cell. A substantial portion of the 
contaminants in the contaminated vapor are destroyed in the reaction housing. A substantially non­contaminated vapor is produced in which at 
least about 80 percent by weight of the contaminants have been destroyed. 
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Title:  SYSTEMS, METHODS AND TREATMENT CELLS FOR REHABILITATING AND VALORIZING A SOIL

Abstract: Source: US2010263751A The present invention generally pertains to treatment cells, systems and methods for rehabilitating and 
valorizing a soil. More specifically, the present invention relates to methods for removing volatile compounds from the contaminated soils. The 
methods and system generally make use of an openable and reclosable rigid enclosure capable of receiving and treating many tons of soils. 
According to the invention, heated air is circulated through the soil to allow volatilization of the contaminants which can then be captured and 
separated form the circulating air before the air is re­heated and re­circulated through the soil. 
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Abstract: Source: US2014322071A A gas purifying apparatus and a method thereof are disclosed. According to an exemplary embodiment, a 
gas purifying apparatus includes a first chamber comprising a first inlet into which a first fluid flows and a first outlet through which a part of the 
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Search query (3): [SP]: 1. a treatment cell for removing an unwanted volatile compound from a heap of soil comprising: an openable and reclosable rigid enclosure 
adapted for receiving said heap of soil and an air intake and an air exhaust operatively connected to said enclosure, the air intake and the air exhaust being configured 
and positioned to circulate hot air through said heap of soil wherein said treatment cell is substantially air­tight in order to create therein a negative pressure when 
operatively connected to a vacuum pump. 2. the treatment cell of claim 1, wherein the air intake and the air exhaust are spaced­apart for maximizing diffusion of hot air 
from the air intake to the air exhaust through said heap of soil. 3. the treatment cell of claim 1, wherein the air intake is fixedly connected to a bottom portion of the 
enclosure. 4. the treatment cell of claim 1, wherein the air uptake is fixedly connected to a cover removably mounted to an upper portion of the enclosure. 5. the 
treatment cell of claim 1, wherein said air intake comprises a plurality of perforated distribution pipes spreading over a substantially large area of a bottom portion of the 
enclosure. 6. the treatment cell of claim 1, wherein the air exhaust comprises a plurality of perforated collection pipes spreading over a substantially large area of an 
upper portion of the enclosure. 7. the treatment cell of claim 1, wherein said treatment cell is integral to a closed­loop system comprising a vacuum pump. 8. the 
treatment cell of claim 1, further comprising a pump and heating means both operatively connected to the air intake for introducing hot air into the enclosure. 9. the 
treatment cell of claim 1, further comprising a treatment unit operatively connected to the air exhaust for removing compounds volatilized from the heap of soil. 10. the 
treatment cell of claim 1, wherein said enclosure is sized and adapted for receiving at least 200 000 kg of soil. 11. a treatment cell for removing an unwanted volatile 
compound from a heap of soil, comprising an openable, reclosable and substantially air­tight rigid enclosure shaped and sized for receiving therein at least 200 000 kg 
of soil, said enclosure being adapted for fixedly mounting thereto (i) an air intake for injecting hot air into the enclosure and (ii) an air exhaust for collecting air having 
been injected by the air intake and having circulated through said heap of soil. 12. a method for removing an unwanted volatile compound from a heap of soil comprising 
the steps of: (a) placing said heap of soil within an openable, reclosable and substantially air­tight rigid enclosure and (b) creating a negative pressure inside the rigid 
enclosure and circulating heated air through said heap of soil to gradually increase the temperature of the soil to a temperature allowing volatilization out from the soil of 
at least a portion of said volatile compound. 13. the method of claim 12, wherein the heated air is introduced into said enclosure at a temperature of about 150 degrees 
centigrade to about 200 degrees centigrade 14. the method of claim 12, wherein soil temperature is maintained at a temperature ranging from about 60 degrees 
centigrade to about 130 degrees centigrade 15. the method of claim 12, further comprising the steps of collecting air having circulated through said heap of soil and 
removing therefrom said volatilized compound. 16. the method of claim 15, further comprising the steps of re­heating air collected and recirculating said reheated air 
through said heap of soil. 17. the method of claim 12, wherein the volatile compound is water or a hydrocarbon contaminant. 18. the method of claim 17, wherein the 
hydrocarbon contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, and petroleum derivatives. 19. a 
closed­loop system for removing unwanted volatile compounds from a heap of soil comprising: an openable, reclosable and substantially air­tight rigid enclosure shaped 
and sized for receiving said heap of soil an air intake operatively connected to the enclosure for injecting heated air into the heap of soil and an air exhaust operatively 
connected to the enclosure for collecting heated air having circulated through the heap of soil, the air intake and the air exhaust being both fixedly mounted to said 
enclosure a vacuum pump operatively connected to the air intake and the air exhaust for circulating heated air through the closed­loop system and for creating a 
negative pressure inside the rigid enclosure heating means operatively connected to the pump for providing heated air to be circulated through the heap of soil and a 
treatment unit operatively connected to the air exhaust and to the heating means for removing volatilized compounds collected by the air exhaust. 20. the closed­loop 
system of claim 19, wherein circulation of heated air through said heap of soil gradually increase the temperature of the soil to a temperature allowing volatilization out 
from the soil of a at least a portion of the volatile compounds contained therein. 21. the closed­loop system of claim 19, comprising a plurality of substantially air­tight 
cells each adapted to receive at least 200 000 kg of soil. 22. the closed­loop system of claim 19, wherein the air intake and the air exhaust are spaced­apart from each 
other for maximizing diffusion of hot air from the air intake to the air exhaust through said heap of soil. 23. the closed­loop system of claim 19, wherein the air intake 
comprises a plurality of perforated distribution pipes spreading over a substantially large area at a bottom portion of the cell under the heap of soil, and wherein the air 
exhaust comprises a plurality of perforated collection pipes spreading over a substantially large area at an upper portion of the cell above the heap of soil. 24. the 
closed­loop system of claim 19, wherein the volatile compound is water or a hydrocarbon contaminant. 25. the closed­loop system of claim 24, wherein the hydrocarbon 
contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 26. 
a method for removing an unwanted unwanted volatile compound from a heap of soil comprising the steps of: (a) placing said heap of said soil into a treatment cell 
according to claim 1 (b) circulating a volume of heated air through said heap of soil to gradually increase the temperature thereof for reaching a temperature sufficient to 
allow volatilization out from the soil of a at least a portion of the volatile compound (c) collecting heated air of step (b) comprising a volatile compound volatilized therein 
(d) separating at least a portion of said volatilized compound from said air (e) re­heating air of step (d) and (f) introducing the re­heated air of step (e) into the 
treatment cell for re­circulation through said heap of soil. 27. the method of claim 26 wherein step (d) comprises cooling and condensing into liquid vapour contained in 
the collected heated air. 28. the method of claim 26, wherein steps (b) to (f) are repeated until said heap of soil is relatively exempt from said volatile compound. 29. 
the method of claim 26, wherein steps (b) to (f) are repeated until humidity in the soil is about 1 percent to about 3 percent. 30. the method of claim 26 for valorizing a 
heap of soil. 31. the method of claim 26, wherein the volatile compound is water or a hydrocarbon contaminant. 32. the method of claim 31, wherein the hydrocarbon 
contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 33. 
an industrial installation for decontaminating soils, the industrial installation being capable of decontaminating at least 200 000 kg of soil on a daily basis and comprising 
a plurality of treatment cells as defined in claim 1 operatively connected together in a closed loop system. 
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[SP]: 1. a treatment cell for removing an unwanted volatile compound from a heap of soil comprising: an openable and reclosable rigid enclosure adapted for 
receiving said heap of soil and an air intake and an air exhaust operatively connected to said enclosure, the air intake and the air exhaust being configured and 
positioned to circulate hot air through said heap of soil wherein said treatment cell is substantially air­tight in order to create therein a negative pressure when 
operatively connected to a vacuum pump. 2. the treatment cell of claim 1, wherein the air intake and the air exhaust are spaced­apart for maximizing diffusion of 
hot air from the air intake to the air exhaust through said heap of soil. 3. the treatment cell of claim 1, wherein the air intake is fixedly connected to a bottom 
portion of the enclosure. 4. the treatment cell of claim 1, wherein the air uptake is fixedly connected to a cover removably mounted to an upper portion of the 
enclosure. 5. the treatment cell of claim 1, wherein said air intake comprises a plurality of perforated distribution pipes spreading over a substantially large area of 
a bottom portion of the enclosure. 6. the treatment cell of claim 1, wherein the air exhaust comprises a plurality of perforated collection pipes spreading over a 
substantially large area of an upper portion of the enclosure. 7. the treatment cell of claim 1, wherein said treatment cell is integral to a closed­loop system 
comprising a vacuum pump. 8. the treatment cell of claim 1, further comprising a pump and heating means both operatively connected to the air intake for 
introducing hot air into the enclosure. 9. the treatment cell of claim 1, further comprising a treatment unit operatively connected to the air exhaust for removing 
compounds volatilized from the heap of soil. 10. the treatment cell of claim 1, wherein said enclosure is sized and adapted for receiving at least 200 000 kg of 
soil. 11. a treatment cell for removing an unwanted volatile compound from a heap of soil, comprising an openable, reclosable and substantially air­tight rigid 
enclosure shaped and sized for receiving therein at least 200 000 kg of soil, said enclosure being adapted for fixedly mounting thereto (i) an air intake for 
injecting hot air into the enclosure and (ii) an air exhaust for collecting air having been injected by the air intake and having circulated through said heap of soil. 
12. a method for removing an unwanted volatile compound from a heap of soil comprising the steps of: (a) placing said heap of soil within an openable, 
reclosable and substantially air­tight rigid enclosure and (b) creating a negative pressure inside the rigid enclosure and circulating heated air through said heap of 
soil to gradually increase the temperature of the soil to a temperature allowing volatilization out from the soil of at least a portion of said volatile compound. 13. 
the method of claim 12, wherein the heated air is introduced into said enclosure at a temperature of about 150 degrees centigrade to about 200 degrees 
centigrade 14. the method of claim 12, wherein soil temperature is maintained at a temperature ranging from about 60 degrees centigrade to about 130 degrees 
centigrade 15. the method of claim 12, further comprising the steps of collecting air having circulated through said heap of soil and removing therefrom said 
volatilized compound. 16. the method of claim 15, further comprising the steps of re­heating air collected and recirculating said reheated air through said heap of 
soil. 17. the method of claim 12, wherein the volatile compound is water or a hydrocarbon contaminant. 18. the method of claim 17, wherein the hydrocarbon 
contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, and petroleum derivatives. 19. a closed­
loop system for removing unwanted volatile compounds from a heap of soil comprising: an openable, reclosable and substantially air­tight rigid enclosure shaped 
and sized for receiving said heap of soil an air intake operatively connected to the enclosure for injecting heated air into the heap of soil and an air exhaust 
operatively connected to the enclosure for collecting heated air having circulated through the heap of soil, the air intake and the air exhaust being both fixedly 
mounted to said enclosure a vacuum pump operatively connected to the air intake and the air exhaust for circulating heated air through the closed­loop system 
and for creating a negative pressure inside the rigid enclosure heating means operatively connected to the pump for providing heated air to be circulated through 
the heap of soil and a treatment unit operatively connected to the air exhaust and to the heating means for removing volatilized compounds collected by the air 
exhaust. 20. the closed­loop system of claim 19, wherein circulation of heated air through said heap of soil gradually increase the temperature of the soil to a 
temperature allowing volatilization out from the soil of a at least a portion of the volatile compounds contained therein. 21. the closed­loop system of claim 19, 
comprising a plurality of substantially air­tight cells each adapted to receive at least 200 000 kg of soil. 22. the closed­loop system of claim 19, wherein the air 
intake and the air exhaust are spaced­apart from each other for maximizing diffusion of hot air from the air intake to the air exhaust through said heap of soil. 
23. the closed­loop system of claim 19, wherein the air intake comprises a plurality of perforated distribution pipes spreading over a substantially large area at a 
bottom portion of the cell under the heap of soil, and wherein the air exhaust comprises a plurality of perforated collection pipes spreading over a substantially 
large area at an upper portion of the cell above the heap of soil. 24. the closed­loop system of claim 19, wherein the volatile compound is water or a hydrocarbon 
contaminant. 25. the closed­loop system of claim 24, wherein the hydrocarbon contaminant is selected from the group consisting of gasoline, diesel, jet fuel, 
heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 26. a method for removing an unwanted unwanted volatile compound from 
a heap of soil comprising the steps of: (a) placing said heap of said soil into a treatment cell according to claim 1 (b) circulating a volume of heated air through 
said heap of soil to gradually increase the temperature thereof for reaching a temperature sufficient to allow volatilization out from the soil of a at least a portion 
of the volatile compound (c) collecting heated air of step (b) comprising a volatile compound volatilized therein (d) separating at least a portion of said volatilized 
compound from said air (e) re­heating air of step (d) and (f) introducing the re­heated air of step (e) into the treatment cell for re­circulation through said heap of 
soil. 27. the method of claim 26 wherein step (d) comprises cooling and condensing into liquid vapour contained in the collected heated air. 28. the method of 
claim 26, wherein steps (b) to (f) are repeated until said heap of soil is relatively exempt from said volatile compound. 29. the method of claim 26, wherein steps 
(b) to (f) are repeated until humidity in the soil is about 1 percent to about 3 percent. 30. the method of claim 26 for valorizing a heap of soil. 31. the method of 
claim 26, wherein the volatile compound is water or a hydrocarbon contaminant. 32. the method of claim 31, wherein the hydrocarbon contaminant is selected from 
the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 33. an industrial 
installation for decontaminating soils, the industrial installation being capable of decontaminating at least 200 000 kg of soil on a daily basis and comprising a 
plurality of treatment cells as defined in claim 1 operatively connected together in a closed loop system. (Results 11)
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Title:  Method and apparatus for separating hydrocarbons from material

Abstract: Source: US2003079370A A system for separating hydrocarbons from a material which includes a process chamber, a process pan 
operatively connected to the process chamber and removable therefrom, a blower operatively connected to the process chamber and to a heat 
source, the blower adapted to force heated air into the process chamber through the material disposed on the process pan, the forced heated air 
adapted to vaporize hydrocarbons and other contaminants disposed on the material, and at least one condenser operatively connected to the 
process chamber and adapted to condense the vaporized hydrocarbons and other contaminants is disclosed. Further, a method for separating 
hydrocarbons from a material which includes passing a stream of heated air over the material to volatilize the hydrocarbons, passing the stream 
of heated air containing the hydrocarbons through at least one condenser to form liquid hydrocarbons, collecting the liquid hydrocarbons, and 
recirculating the heated air is disclosed. 
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7) Family number: 28924693 (US2003147697A) © PatBase 

Title:  Evaporative desorption soil treatment apparatus and process

Abstract: Source: US2003147697A Treatment apparatus and a process for thermal desorption of hydrocarbon contaminants from excavated soil
provides efficient contaminant removal by handling the soil in a thermally conductive treatment vessel that fits within an insulated treatment 
chamber. The soil is treated in this chamber with fresh air that is dried and electrically heated prior to contacting the treatment vessel. 
Excavating the soil directly into the treatment vessel allows the treated soil to be returned to the final disposition site in the same vessel, 
minimizing soil handling 
Classifications:  
International (IPC 8­9): B09C1/06 F26B21/06 F26B25/06 
F26B3/00 (Advanced/Invention) 
International (IPC 1­7): B09C1/00 B09C1/06 F26B19/00 F26B25/06 F26B3/00 
F26B7/00 
CPC: B09C1/06 F26B3/00 F26B21/06 F26B25/063 
European: B09C1/06 F26B21/06 F26B25/06B F26B3/00 
US: 34/218 34/218P 34/235 34/236 34/381 34/417 34/519 34/62 343/810 405/128.15 
405/128.150P 405/128.35 405/128.350S
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 Priority:
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 Inventor(s): (std): BRADY JOHN ; BRADY JOHN LEE ; BRADY PATRICK ; BRADY PATRICK RICHARD ; DENISON HARVEY ; DENISON HARVEY 
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 Inventor(s): HARVEY DENISON ; JOHN BRADY ; PATRICK BRADY 

 Designated states: AE AG AL AM AT AU AZ BA BB BE BF BG BJ BR BY BZ CA CF CG CH CI CM CN CO CR CU CY CZ DE DK DM DZ EC EE ES 
FI FR GA GB GD GE GH GM GN GQ GR GW HR HU ID IE IL IN IS IT JP KE KG KP KR KZ LC LK LR LS LT LU LV MA MC MD MG
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8) Family number: 30664642 (US2006171780A) © PatBase 

Title:  METHODS AND SYSTEMS FOR REMEDIATING CONTAMINATED SOIL

Abstract: Source: US2006171780A A system and method for remediation of contaminated soil are provided. The system comprises a soil 
remediation cell of contaminated soil and a plurality of multi­functional conduits located within the contaminated soil. Each multi­functional conduit
defines a reaction housing. The multi­functional conduits includes heating elements for introducing heat into the contaminated soil for volatilizing 
the contaminants located within the contaminated soil, without utilizing mechanically driven forced air. This 10 produces a contaminated vapor. 
Flow channels extending therethrough remove the contaminated vapor from within the soil remediation cell. A substantial portion of the 
contaminants in the contaminated vapor are destroyed in the reaction housing. A substantially non­contaminated vapor is produced in which at 
least about 80 percent by weight of the contaminants have been destroyed. 
Classifications:  
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LC LI LK LR LS LT LU LV LY MA MC MD ME MG MK ML MN MR MW MX MY MZ NA NE NG NI NL NO NZ OM PG PH PL PT RO RS 
RU SC SD SE SG SI SK SL SM SN ST SV SY SZ TD TG TJ TM TN TR TT TZ UA UG US UZ VC VN YU ZA ZM ZW
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Title:  SYSTEMS, METHODS AND TREATMENT CELLS FOR REHABILITATING AND VALORIZING A SOIL

Abstract: Source: US2010263751A The present invention generally pertains to treatment cells, systems and methods for rehabilitating and 
valorizing a soil. More specifically, the present invention relates to methods for removing volatile compounds from the contaminated soils. The 
methods and system generally make use of an openable and reclosable rigid enclosure capable of receiving and treating many tons of soils. 
According to the invention, heated air is circulated through the soil to allow volatilization of the contaminants which can then be captured and 
separated form the circulating air before the air is re­heated and re­circulated through the soil. 
Classifications:  
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DZ EC EE EG ES FI FR GA GB GD GE GH GM GN GQ GR GT GW HN HR HU ID IE IL IN IS IT JP KE KG KM KN KP KR KZ LA 
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Title:  MOTOR VEHICLE FOR IN­SITU DECONTAMINATION OF SOIL, HAS SUCTION AND TREATMENT UNIT FOR PLACING MIXING CHAMBER 
UNDER VACUUM SO AS TO SUCK GAS IN CHAMBER, AND FOR CAPTURING AND/OR TREATING PORTION OF SOLID PARTICLES AND 
PORTION OF SUCKED GAS

Abstract: The vehicle has a mixing unit (2) arranged at a rear part of a farm/forestry tractor and including a containment casing (4) for defining 
a mixing chamber (5) to mix soil. A mixing cutter (3) is placed partially in the casing and associated with a drive unit (6). A suction and treatment
unit (10) places the chamber under vacuum so as to suck gas contained in the chamber, and captures and/or treats a portion of sucked solid 
particles and a portion of the sucked gas. The suction and treatment unit includes a cartridge filter, a bag filter and/or a cyclone system for 
capturing the solid particles. 
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Title:  APPARATUS AND METHOD FOR PURIFYING GAS

Abstract: Source: US2014322071A A gas purifying apparatus and a method thereof are disclosed. According to an exemplary embodiment, a 
gas purifying apparatus includes a first chamber comprising a first inlet into which a first fluid flows and a first outlet through which a part of the 
first fluid is discharged, a purifier which purifies air from the first chamber, which air is then re­injected into the first chamber and a conduit which
transports air from the first chamber to the purifier. 
Classifications:  
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PatBase ­ Search results   04 June 2015   
Search query (3): [SP]: 1. a treatment cell for removing an unwanted volatile compound from a heap of soil comprising: an openable and reclosable rigid enclosure 
adapted for receiving said heap of soil and an air intake and an air exhaust operatively connected to said enclosure, the air intake and the air exhaust being configured 
and positioned to circulate hot air through said heap of soil wherein said treatment cell is substantially air­tight in order to create therein a negative pressure when 
operatively connected to a vacuum pump. 2. the treatment cell of claim 1, wherein the air intake and the air exhaust are spaced­apart for maximizing diffusion of hot air 
from the air intake to the air exhaust through said heap of soil. 3. the treatment cell of claim 1, wherein the air intake is fixedly connected to a bottom portion of the 
enclosure. 4. the treatment cell of claim 1, wherein the air uptake is fixedly connected to a cover removably mounted to an upper portion of the enclosure. 5. the 
treatment cell of claim 1, wherein said air intake comprises a plurality of perforated distribution pipes spreading over a substantially large area of a bottom portion of the 
enclosure. 6. the treatment cell of claim 1, wherein the air exhaust comprises a plurality of perforated collection pipes spreading over a substantially large area of an 
upper portion of the enclosure. 7. the treatment cell of claim 1, wherein said treatment cell is integral to a closed­loop system comprising a vacuum pump. 8. the 
treatment cell of claim 1, further comprising a pump and heating means both operatively connected to the air intake for introducing hot air into the enclosure. 9. the 
treatment cell of claim 1, further comprising a treatment unit operatively connected to the air exhaust for removing compounds volatilized from the heap of soil. 10. the 
treatment cell of claim 1, wherein said enclosure is sized and adapted for receiving at least 200 000 kg of soil. 11. a treatment cell for removing an unwanted volatile 
compound from a heap of soil, comprising an openable, reclosable and substantially air­tight rigid enclosure shaped and sized for receiving therein at least 200 000 kg 
of soil, said enclosure being adapted for fixedly mounting thereto (i) an air intake for injecting hot air into the enclosure and (ii) an air exhaust for collecting air having 
been injected by the air intake and having circulated through said heap of soil. 12. a method for removing an unwanted volatile compound from a heap of soil comprising 
the steps of: (a) placing said heap of soil within an openable, reclosable and substantially air­tight rigid enclosure and (b) creating a negative pressure inside the rigid 
enclosure and circulating heated air through said heap of soil to gradually increase the temperature of the soil to a temperature allowing volatilization out from the soil of 
at least a portion of said volatile compound. 13. the method of claim 12, wherein the heated air is introduced into said enclosure at a temperature of about 150 degrees 
centigrade to about 200 degrees centigrade 14. the method of claim 12, wherein soil temperature is maintained at a temperature ranging from about 60 degrees 
centigrade to about 130 degrees centigrade 15. the method of claim 12, further comprising the steps of collecting air having circulated through said heap of soil and 
removing therefrom said volatilized compound. 16. the method of claim 15, further comprising the steps of re­heating air collected and recirculating said reheated air 
through said heap of soil. 17. the method of claim 12, wherein the volatile compound is water or a hydrocarbon contaminant. 18. the method of claim 17, wherein the 
hydrocarbon contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, and petroleum derivatives. 19. a 
closed­loop system for removing unwanted volatile compounds from a heap of soil comprising: an openable, reclosable and substantially air­tight rigid enclosure shaped 
and sized for receiving said heap of soil an air intake operatively connected to the enclosure for injecting heated air into the heap of soil and an air exhaust operatively 
connected to the enclosure for collecting heated air having circulated through the heap of soil, the air intake and the air exhaust being both fixedly mounted to said 
enclosure a vacuum pump operatively connected to the air intake and the air exhaust for circulating heated air through the closed­loop system and for creating a 
negative pressure inside the rigid enclosure heating means operatively connected to the pump for providing heated air to be circulated through the heap of soil and a 
treatment unit operatively connected to the air exhaust and to the heating means for removing volatilized compounds collected by the air exhaust. 20. the closed­loop 
system of claim 19, wherein circulation of heated air through said heap of soil gradually increase the temperature of the soil to a temperature allowing volatilization out 
from the soil of a at least a portion of the volatile compounds contained therein. 21. the closed­loop system of claim 19, comprising a plurality of substantially air­tight 
cells each adapted to receive at least 200 000 kg of soil. 22. the closed­loop system of claim 19, wherein the air intake and the air exhaust are spaced­apart from each 
other for maximizing diffusion of hot air from the air intake to the air exhaust through said heap of soil. 23. the closed­loop system of claim 19, wherein the air intake 
comprises a plurality of perforated distribution pipes spreading over a substantially large area at a bottom portion of the cell under the heap of soil, and wherein the air 
exhaust comprises a plurality of perforated collection pipes spreading over a substantially large area at an upper portion of the cell above the heap of soil. 24. the 
closed­loop system of claim 19, wherein the volatile compound is water or a hydrocarbon contaminant. 25. the closed­loop system of claim 24, wherein the hydrocarbon 
contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 26. 
a method for removing an unwanted unwanted volatile compound from a heap of soil comprising the steps of: (a) placing said heap of said soil into a treatment cell 
according to claim 1 (b) circulating a volume of heated air through said heap of soil to gradually increase the temperature thereof for reaching a temperature sufficient to 
allow volatilization out from the soil of a at least a portion of the volatile compound (c) collecting heated air of step (b) comprising a volatile compound volatilized therein 
(d) separating at least a portion of said volatilized compound from said air (e) re­heating air of step (d) and (f) introducing the re­heated air of step (e) into the 
treatment cell for re­circulation through said heap of soil. 27. the method of claim 26 wherein step (d) comprises cooling and condensing into liquid vapour contained in 
the collected heated air. 28. the method of claim 26, wherein steps (b) to (f) are repeated until said heap of soil is relatively exempt from said volatile compound. 29. 
the method of claim 26, wherein steps (b) to (f) are repeated until humidity in the soil is about 1 percent to about 3 percent. 30. the method of claim 26 for valorizing a 
heap of soil. 31. the method of claim 26, wherein the volatile compound is water or a hydrocarbon contaminant. 32. the method of claim 31, wherein the hydrocarbon 
contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 33. 
an industrial installation for decontaminating soils, the industrial installation being capable of decontaminating at least 200 000 kg of soil on a daily basis and comprising 
a plurality of treatment cells as defined in claim 1 operatively connected together in a closed loop system. 
Results: 11
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[SP]: 1. a treatment cell for removing an unwanted volatile compound from a heap of soil comprising: an openable and reclosable rigid enclosure adapted for 
receiving said heap of soil and an air intake and an air exhaust operatively connected to said enclosure, the air intake and the air exhaust being configured and 
positioned to circulate hot air through said heap of soil wherein said treatment cell is substantially air­tight in order to create therein a negative pressure when 
operatively connected to a vacuum pump. 2. the treatment cell of claim 1, wherein the air intake and the air exhaust are spaced­apart for maximizing diffusion of 
hot air from the air intake to the air exhaust through said heap of soil. 3. the treatment cell of claim 1, wherein the air intake is fixedly connected to a bottom 
portion of the enclosure. 4. the treatment cell of claim 1, wherein the air uptake is fixedly connected to a cover removably mounted to an upper portion of the 
enclosure. 5. the treatment cell of claim 1, wherein said air intake comprises a plurality of perforated distribution pipes spreading over a substantially large area of 
a bottom portion of the enclosure. 6. the treatment cell of claim 1, wherein the air exhaust comprises a plurality of perforated collection pipes spreading over a 
substantially large area of an upper portion of the enclosure. 7. the treatment cell of claim 1, wherein said treatment cell is integral to a closed­loop system 
comprising a vacuum pump. 8. the treatment cell of claim 1, further comprising a pump and heating means both operatively connected to the air intake for 
introducing hot air into the enclosure. 9. the treatment cell of claim 1, further comprising a treatment unit operatively connected to the air exhaust for removing 
compounds volatilized from the heap of soil. 10. the treatment cell of claim 1, wherein said enclosure is sized and adapted for receiving at least 200 000 kg of 
soil. 11. a treatment cell for removing an unwanted volatile compound from a heap of soil, comprising an openable, reclosable and substantially air­tight rigid 
enclosure shaped and sized for receiving therein at least 200 000 kg of soil, said enclosure being adapted for fixedly mounting thereto (i) an air intake for 
injecting hot air into the enclosure and (ii) an air exhaust for collecting air having been injected by the air intake and having circulated through said heap of soil. 
12. a method for removing an unwanted volatile compound from a heap of soil comprising the steps of: (a) placing said heap of soil within an openable, 
reclosable and substantially air­tight rigid enclosure and (b) creating a negative pressure inside the rigid enclosure and circulating heated air through said heap of 
soil to gradually increase the temperature of the soil to a temperature allowing volatilization out from the soil of at least a portion of said volatile compound. 13. 
the method of claim 12, wherein the heated air is introduced into said enclosure at a temperature of about 150 degrees centigrade to about 200 degrees 
centigrade 14. the method of claim 12, wherein soil temperature is maintained at a temperature ranging from about 60 degrees centigrade to about 130 degrees 
centigrade 15. the method of claim 12, further comprising the steps of collecting air having circulated through said heap of soil and removing therefrom said 
volatilized compound. 16. the method of claim 15, further comprising the steps of re­heating air collected and recirculating said reheated air through said heap of 
soil. 17. the method of claim 12, wherein the volatile compound is water or a hydrocarbon contaminant. 18. the method of claim 17, wherein the hydrocarbon 
contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, and petroleum derivatives. 19. a closed­
loop system for removing unwanted volatile compounds from a heap of soil comprising: an openable, reclosable and substantially air­tight rigid enclosure shaped 
and sized for receiving said heap of soil an air intake operatively connected to the enclosure for injecting heated air into the heap of soil and an air exhaust 
operatively connected to the enclosure for collecting heated air having circulated through the heap of soil, the air intake and the air exhaust being both fixedly 
mounted to said enclosure a vacuum pump operatively connected to the air intake and the air exhaust for circulating heated air through the closed­loop system 
and for creating a negative pressure inside the rigid enclosure heating means operatively connected to the pump for providing heated air to be circulated through 
the heap of soil and a treatment unit operatively connected to the air exhaust and to the heating means for removing volatilized compounds collected by the air 
exhaust. 20. the closed­loop system of claim 19, wherein circulation of heated air through said heap of soil gradually increase the temperature of the soil to a 
temperature allowing volatilization out from the soil of a at least a portion of the volatile compounds contained therein. 21. the closed­loop system of claim 19, 
comprising a plurality of substantially air­tight cells each adapted to receive at least 200 000 kg of soil. 22. the closed­loop system of claim 19, wherein the air 
intake and the air exhaust are spaced­apart from each other for maximizing diffusion of hot air from the air intake to the air exhaust through said heap of soil. 
23. the closed­loop system of claim 19, wherein the air intake comprises a plurality of perforated distribution pipes spreading over a substantially large area at a 
bottom portion of the cell under the heap of soil, and wherein the air exhaust comprises a plurality of perforated collection pipes spreading over a substantially 
large area at an upper portion of the cell above the heap of soil. 24. the closed­loop system of claim 19, wherein the volatile compound is water or a hydrocarbon 
contaminant. 25. the closed­loop system of claim 24, wherein the hydrocarbon contaminant is selected from the group consisting of gasoline, diesel, jet fuel, 
heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 26. a method for removing an unwanted unwanted volatile compound from 
a heap of soil comprising the steps of: (a) placing said heap of said soil into a treatment cell according to claim 1 (b) circulating a volume of heated air through 
said heap of soil to gradually increase the temperature thereof for reaching a temperature sufficient to allow volatilization out from the soil of a at least a portion 
of the volatile compound (c) collecting heated air of step (b) comprising a volatile compound volatilized therein (d) separating at least a portion of said volatilized 
compound from said air (e) re­heating air of step (d) and (f) introducing the re­heated air of step (e) into the treatment cell for re­circulation through said heap of 
soil. 27. the method of claim 26 wherein step (d) comprises cooling and condensing into liquid vapour contained in the collected heated air. 28. the method of 
claim 26, wherein steps (b) to (f) are repeated until said heap of soil is relatively exempt from said volatile compound. 29. the method of claim 26, wherein steps 
(b) to (f) are repeated until humidity in the soil is about 1 percent to about 3 percent. 30. the method of claim 26 for valorizing a heap of soil. 31. the method of 
claim 26, wherein the volatile compound is water or a hydrocarbon contaminant. 32. the method of claim 31, wherein the hydrocarbon contaminant is selected from 
the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 33. an industrial 
installation for decontaminating soils, the industrial installation being capable of decontaminating at least 200 000 kg of soil on a daily basis and comprising a 
plurality of treatment cells as defined in claim 1 operatively connected together in a closed loop system. (Results 11)
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3) Family number: 29368215 (US5172709A) © PatBase 

Title:  APPARATUS AND PROCESS FOR REMOVING CONTAMINANTS FROM SOIL

Abstract: Source: US5172709A An apparatus and process are described for removing contaminants from soil or other substrate materials. A hot
pressurized liquid is continuously supplied to a volume of soil or other material contained in a processing vessel. The hot pressurized liquid may 
be steam, which vaporizes a fraction of the contaminant which is then released through a vapor filter to prevent atmospheric cross­pollution. The 
remaining contaminant is removed as either a liquid phase or a solid solution phase along with the steam driver. The waste stream and stream 
driver condense in a collector and are removed from the system. The driver may be recovered for reuse or may be discarded along with the 
waste stream. The processor may also be used to remove various types of contaminants ranging from light hydrocarbons, chlorinated, solvents, 
and water soluble organics to heavy oils, paints, heavy metals, and radionucleides. 
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4) Family number: 11245135 (US5836718A) © PatBase 

Title:  METHOD AND APPARATUS FOR EX SITU CLEANING OF CONTAMINATED SOIL

Abstract: Source: US5836718A A method for ex situ cleaning of contaminated soil using a closed system of heat­conductive solid­walled pipes 
embedded in the contaminated soil, the pipes being in communication with the heat source that heats and circulates air throughout the system of 
pipes, the method having the following steps of placing the contaminated soil in a heap on the pipes, substantially enclosing the soil heap with a 
vapor barrier, circulating heated air throughout the pipes to elevate the temperature of the surrounding soil to a temperature sufficient to cause 
vaporization of soil contaminants, extracting the vapor containing soil contaminants from the enclosed soil heap, and treating the vapor to 
remove contaminants and recycling the vapor. 
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5) Family number: 43067234 (US6000882A) © PatBase 

Title:  Methods and systems for remediating contaminated soil

Abstract: Source: US6000882A A system and method for remediation of contaminated soil removed from a soil site is provided. The 
contaminated soil is placed upon several layers of perforated heating pipes forming a remediation cell, and the entire cell is covered by a 
galvanized Quonset Hut­shaped steel building to prevent the escape of vapors from the soil cell. Heating air introduced into perforated heating 
pipes heat conductively heats the contaminated soil creating a differential pressure area around the heated pipes. This results in the migration of 
volatilized contaminants and moisture through the perforations in the pipe walls and into the lower pressure area within the heated steel pipes, 
forcing the contaminants from the soil and into an off­gas treatment system. 
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6) Family number: 28516489 (US2003079370A) © PatBase 

Title:  Method and apparatus for separating hydrocarbons from material

Abstract: Source: US2003079370A A system for separating hydrocarbons from a material which includes a process chamber, a process pan 
operatively connected to the process chamber and removable therefrom, a blower operatively connected to the process chamber and to a heat 
source, the blower adapted to force heated air into the process chamber through the material disposed on the process pan, the forced heated air 
adapted to vaporize hydrocarbons and other contaminants disposed on the material, and at least one condenser operatively connected to the 
process chamber and adapted to condense the vaporized hydrocarbons and other contaminants is disclosed. Further, a method for separating 
hydrocarbons from a material which includes passing a stream of heated air over the material to volatilize the hydrocarbons, passing the stream 
of heated air containing the hydrocarbons through at least one condenser to form liquid hydrocarbons, collecting the liquid hydrocarbons, and 
recirculating the heated air is disclosed. 
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Title:  Evaporative desorption soil treatment apparatus and process

Abstract: Source: US2003147697A Treatment apparatus and a process for thermal desorption of hydrocarbon contaminants from excavated soil
provides efficient contaminant removal by handling the soil in a thermally conductive treatment vessel that fits within an insulated treatment 
chamber. The soil is treated in this chamber with fresh air that is dried and electrically heated prior to contacting the treatment vessel. 
Excavating the soil directly into the treatment vessel allows the treated soil to be returned to the final disposition site in the same vessel, 
minimizing soil handling 
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Title:  METHODS AND SYSTEMS FOR REMEDIATING CONTAMINATED SOIL

Abstract: Source: US2006171780A A system and method for remediation of contaminated soil are provided. The system comprises a soil 
remediation cell of contaminated soil and a plurality of multi­functional conduits located within the contaminated soil. Each multi­functional conduit
defines a reaction housing. The multi­functional conduits includes heating elements for introducing heat into the contaminated soil for volatilizing 
the contaminants located within the contaminated soil, without utilizing mechanically driven forced air. This 10 produces a contaminated vapor. 
Flow channels extending therethrough remove the contaminated vapor from within the soil remediation cell. A substantial portion of the 
contaminants in the contaminated vapor are destroyed in the reaction housing. A substantially non­contaminated vapor is produced in which at 
least about 80 percent by weight of the contaminants have been destroyed. 
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Abstract: Source: US2010263751A The present invention generally pertains to treatment cells, systems and methods for rehabilitating and 
valorizing a soil. More specifically, the present invention relates to methods for removing volatile compounds from the contaminated soils. The 
methods and system generally make use of an openable and reclosable rigid enclosure capable of receiving and treating many tons of soils. 
According to the invention, heated air is circulated through the soil to allow volatilization of the contaminants which can then be captured and 
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UNDER VACUUM SO AS TO SUCK GAS IN CHAMBER, AND FOR CAPTURING AND/OR TREATING PORTION OF SOLID PARTICLES AND 
PORTION OF SUCKED GAS

Abstract: The vehicle has a mixing unit (2) arranged at a rear part of a farm/forestry tractor and including a containment casing (4) for defining 
a mixing chamber (5) to mix soil. A mixing cutter (3) is placed partially in the casing and associated with a drive unit (6). A suction and treatment
unit (10) places the chamber under vacuum so as to suck gas contained in the chamber, and captures and/or treats a portion of sucked solid 
particles and a portion of the sucked gas. The suction and treatment unit includes a cartridge filter, a bag filter and/or a cyclone system for 
capturing the solid particles. 
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Abstract: Source: US2014322071A A gas purifying apparatus and a method thereof are disclosed. According to an exemplary embodiment, a 
gas purifying apparatus includes a first chamber comprising a first inlet into which a first fluid flows and a first outlet through which a part of the 
first fluid is discharged, a purifier which purifies air from the first chamber, which air is then re­injected into the first chamber and a conduit which
transports air from the first chamber to the purifier. 
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Search query (3): [SP]: 1. a treatment cell for removing an unwanted volatile compound from a heap of soil comprising: an openable and reclosable rigid enclosure 
adapted for receiving said heap of soil and an air intake and an air exhaust operatively connected to said enclosure, the air intake and the air exhaust being configured 
and positioned to circulate hot air through said heap of soil wherein said treatment cell is substantially air­tight in order to create therein a negative pressure when 
operatively connected to a vacuum pump. 2. the treatment cell of claim 1, wherein the air intake and the air exhaust are spaced­apart for maximizing diffusion of hot air 
from the air intake to the air exhaust through said heap of soil. 3. the treatment cell of claim 1, wherein the air intake is fixedly connected to a bottom portion of the 
enclosure. 4. the treatment cell of claim 1, wherein the air uptake is fixedly connected to a cover removably mounted to an upper portion of the enclosure. 5. the 
treatment cell of claim 1, wherein said air intake comprises a plurality of perforated distribution pipes spreading over a substantially large area of a bottom portion of the 
enclosure. 6. the treatment cell of claim 1, wherein the air exhaust comprises a plurality of perforated collection pipes spreading over a substantially large area of an 
upper portion of the enclosure. 7. the treatment cell of claim 1, wherein said treatment cell is integral to a closed­loop system comprising a vacuum pump. 8. the 
treatment cell of claim 1, further comprising a pump and heating means both operatively connected to the air intake for introducing hot air into the enclosure. 9. the 
treatment cell of claim 1, further comprising a treatment unit operatively connected to the air exhaust for removing compounds volatilized from the heap of soil. 10. the 
treatment cell of claim 1, wherein said enclosure is sized and adapted for receiving at least 200 000 kg of soil. 11. a treatment cell for removing an unwanted volatile 
compound from a heap of soil, comprising an openable, reclosable and substantially air­tight rigid enclosure shaped and sized for receiving therein at least 200 000 kg 
of soil, said enclosure being adapted for fixedly mounting thereto (i) an air intake for injecting hot air into the enclosure and (ii) an air exhaust for collecting air having 
been injected by the air intake and having circulated through said heap of soil. 12. a method for removing an unwanted volatile compound from a heap of soil comprising 
the steps of: (a) placing said heap of soil within an openable, reclosable and substantially air­tight rigid enclosure and (b) creating a negative pressure inside the rigid 
enclosure and circulating heated air through said heap of soil to gradually increase the temperature of the soil to a temperature allowing volatilization out from the soil of 
at least a portion of said volatile compound. 13. the method of claim 12, wherein the heated air is introduced into said enclosure at a temperature of about 150 degrees 
centigrade to about 200 degrees centigrade 14. the method of claim 12, wherein soil temperature is maintained at a temperature ranging from about 60 degrees 
centigrade to about 130 degrees centigrade 15. the method of claim 12, further comprising the steps of collecting air having circulated through said heap of soil and 
removing therefrom said volatilized compound. 16. the method of claim 15, further comprising the steps of re­heating air collected and recirculating said reheated air 
through said heap of soil. 17. the method of claim 12, wherein the volatile compound is water or a hydrocarbon contaminant. 18. the method of claim 17, wherein the 
hydrocarbon contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, and petroleum derivatives. 19. a 
closed­loop system for removing unwanted volatile compounds from a heap of soil comprising: an openable, reclosable and substantially air­tight rigid enclosure shaped 
and sized for receiving said heap of soil an air intake operatively connected to the enclosure for injecting heated air into the heap of soil and an air exhaust operatively 
connected to the enclosure for collecting heated air having circulated through the heap of soil, the air intake and the air exhaust being both fixedly mounted to said 
enclosure a vacuum pump operatively connected to the air intake and the air exhaust for circulating heated air through the closed­loop system and for creating a 
negative pressure inside the rigid enclosure heating means operatively connected to the pump for providing heated air to be circulated through the heap of soil and a 
treatment unit operatively connected to the air exhaust and to the heating means for removing volatilized compounds collected by the air exhaust. 20. the closed­loop 
system of claim 19, wherein circulation of heated air through said heap of soil gradually increase the temperature of the soil to a temperature allowing volatilization out 
from the soil of a at least a portion of the volatile compounds contained therein. 21. the closed­loop system of claim 19, comprising a plurality of substantially air­tight 
cells each adapted to receive at least 200 000 kg of soil. 22. the closed­loop system of claim 19, wherein the air intake and the air exhaust are spaced­apart from each 
other for maximizing diffusion of hot air from the air intake to the air exhaust through said heap of soil. 23. the closed­loop system of claim 19, wherein the air intake 
comprises a plurality of perforated distribution pipes spreading over a substantially large area at a bottom portion of the cell under the heap of soil, and wherein the air 
exhaust comprises a plurality of perforated collection pipes spreading over a substantially large area at an upper portion of the cell above the heap of soil. 24. the 
closed­loop system of claim 19, wherein the volatile compound is water or a hydrocarbon contaminant. 25. the closed­loop system of claim 24, wherein the hydrocarbon 
contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 26. 
a method for removing an unwanted unwanted volatile compound from a heap of soil comprising the steps of: (a) placing said heap of said soil into a treatment cell 
according to claim 1 (b) circulating a volume of heated air through said heap of soil to gradually increase the temperature thereof for reaching a temperature sufficient to 
allow volatilization out from the soil of a at least a portion of the volatile compound (c) collecting heated air of step (b) comprising a volatile compound volatilized therein 
(d) separating at least a portion of said volatilized compound from said air (e) re­heating air of step (d) and (f) introducing the re­heated air of step (e) into the 
treatment cell for re­circulation through said heap of soil. 27. the method of claim 26 wherein step (d) comprises cooling and condensing into liquid vapour contained in 
the collected heated air. 28. the method of claim 26, wherein steps (b) to (f) are repeated until said heap of soil is relatively exempt from said volatile compound. 29. 
the method of claim 26, wherein steps (b) to (f) are repeated until humidity in the soil is about 1 percent to about 3 percent. 30. the method of claim 26 for valorizing a 
heap of soil. 31. the method of claim 26, wherein the volatile compound is water or a hydrocarbon contaminant. 32. the method of claim 31, wherein the hydrocarbon 
contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 33. 
an industrial installation for decontaminating soils, the industrial installation being capable of decontaminating at least 200 000 kg of soil on a daily basis and comprising 
a plurality of treatment cells as defined in claim 1 operatively connected together in a closed loop system. 
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[SP]: 1. a treatment cell for removing an unwanted volatile compound from a heap of soil comprising: an openable and reclosable rigid enclosure adapted for 
receiving said heap of soil and an air intake and an air exhaust operatively connected to said enclosure, the air intake and the air exhaust being configured and 
positioned to circulate hot air through said heap of soil wherein said treatment cell is substantially air­tight in order to create therein a negative pressure when 
operatively connected to a vacuum pump. 2. the treatment cell of claim 1, wherein the air intake and the air exhaust are spaced­apart for maximizing diffusion of 
hot air from the air intake to the air exhaust through said heap of soil. 3. the treatment cell of claim 1, wherein the air intake is fixedly connected to a bottom 
portion of the enclosure. 4. the treatment cell of claim 1, wherein the air uptake is fixedly connected to a cover removably mounted to an upper portion of the 
enclosure. 5. the treatment cell of claim 1, wherein said air intake comprises a plurality of perforated distribution pipes spreading over a substantially large area of 
a bottom portion of the enclosure. 6. the treatment cell of claim 1, wherein the air exhaust comprises a plurality of perforated collection pipes spreading over a 
substantially large area of an upper portion of the enclosure. 7. the treatment cell of claim 1, wherein said treatment cell is integral to a closed­loop system 
comprising a vacuum pump. 8. the treatment cell of claim 1, further comprising a pump and heating means both operatively connected to the air intake for 
introducing hot air into the enclosure. 9. the treatment cell of claim 1, further comprising a treatment unit operatively connected to the air exhaust for removing 
compounds volatilized from the heap of soil. 10. the treatment cell of claim 1, wherein said enclosure is sized and adapted for receiving at least 200 000 kg of 
soil. 11. a treatment cell for removing an unwanted volatile compound from a heap of soil, comprising an openable, reclosable and substantially air­tight rigid 
enclosure shaped and sized for receiving therein at least 200 000 kg of soil, said enclosure being adapted for fixedly mounting thereto (i) an air intake for 
injecting hot air into the enclosure and (ii) an air exhaust for collecting air having been injected by the air intake and having circulated through said heap of soil. 
12. a method for removing an unwanted volatile compound from a heap of soil comprising the steps of: (a) placing said heap of soil within an openable, 
reclosable and substantially air­tight rigid enclosure and (b) creating a negative pressure inside the rigid enclosure and circulating heated air through said heap of 
soil to gradually increase the temperature of the soil to a temperature allowing volatilization out from the soil of at least a portion of said volatile compound. 13. 
the method of claim 12, wherein the heated air is introduced into said enclosure at a temperature of about 150 degrees centigrade to about 200 degrees 
centigrade 14. the method of claim 12, wherein soil temperature is maintained at a temperature ranging from about 60 degrees centigrade to about 130 degrees 
centigrade 15. the method of claim 12, further comprising the steps of collecting air having circulated through said heap of soil and removing therefrom said 
volatilized compound. 16. the method of claim 15, further comprising the steps of re­heating air collected and recirculating said reheated air through said heap of 
soil. 17. the method of claim 12, wherein the volatile compound is water or a hydrocarbon contaminant. 18. the method of claim 17, wherein the hydrocarbon 
contaminant is selected from the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, and petroleum derivatives. 19. a closed­
loop system for removing unwanted volatile compounds from a heap of soil comprising: an openable, reclosable and substantially air­tight rigid enclosure shaped 
and sized for receiving said heap of soil an air intake operatively connected to the enclosure for injecting heated air into the heap of soil and an air exhaust 
operatively connected to the enclosure for collecting heated air having circulated through the heap of soil, the air intake and the air exhaust being both fixedly 
mounted to said enclosure a vacuum pump operatively connected to the air intake and the air exhaust for circulating heated air through the closed­loop system 
and for creating a negative pressure inside the rigid enclosure heating means operatively connected to the pump for providing heated air to be circulated through 
the heap of soil and a treatment unit operatively connected to the air exhaust and to the heating means for removing volatilized compounds collected by the air 
exhaust. 20. the closed­loop system of claim 19, wherein circulation of heated air through said heap of soil gradually increase the temperature of the soil to a 
temperature allowing volatilization out from the soil of a at least a portion of the volatile compounds contained therein. 21. the closed­loop system of claim 19, 
comprising a plurality of substantially air­tight cells each adapted to receive at least 200 000 kg of soil. 22. the closed­loop system of claim 19, wherein the air 
intake and the air exhaust are spaced­apart from each other for maximizing diffusion of hot air from the air intake to the air exhaust through said heap of soil. 
23. the closed­loop system of claim 19, wherein the air intake comprises a plurality of perforated distribution pipes spreading over a substantially large area at a 
bottom portion of the cell under the heap of soil, and wherein the air exhaust comprises a plurality of perforated collection pipes spreading over a substantially 
large area at an upper portion of the cell above the heap of soil. 24. the closed­loop system of claim 19, wherein the volatile compound is water or a hydrocarbon 
contaminant. 25. the closed­loop system of claim 24, wherein the hydrocarbon contaminant is selected from the group consisting of gasoline, diesel, jet fuel, 
heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 26. a method for removing an unwanted unwanted volatile compound from 
a heap of soil comprising the steps of: (a) placing said heap of said soil into a treatment cell according to claim 1 (b) circulating a volume of heated air through 
said heap of soil to gradually increase the temperature thereof for reaching a temperature sufficient to allow volatilization out from the soil of a at least a portion 
of the volatile compound (c) collecting heated air of step (b) comprising a volatile compound volatilized therein (d) separating at least a portion of said volatilized 
compound from said air (e) re­heating air of step (d) and (f) introducing the re­heated air of step (e) into the treatment cell for re­circulation through said heap of 
soil. 27. the method of claim 26 wherein step (d) comprises cooling and condensing into liquid vapour contained in the collected heated air. 28. the method of 
claim 26, wherein steps (b) to (f) are repeated until said heap of soil is relatively exempt from said volatile compound. 29. the method of claim 26, wherein steps 
(b) to (f) are repeated until humidity in the soil is about 1 percent to about 3 percent. 30. the method of claim 26 for valorizing a heap of soil. 31. the method of 
claim 26, wherein the volatile compound is water or a hydrocarbon contaminant. 32. the method of claim 31, wherein the hydrocarbon contaminant is selected from 
the group consisting of gasoline, diesel, jet fuel, heating fuel, liquefied petroleum gas, oils, petroleum derivatives and mixtures thereof. 33. an industrial 
installation for decontaminating soils, the industrial installation being capable of decontaminating at least 200 000 kg of soil on a daily basis and comprising a 
plurality of treatment cells as defined in claim 1 operatively connected together in a closed loop system. (Results 11)
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forcing the contaminants from the soil and into an off­gas treatment system. 
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6) Family number: 28516489 (US2003079370A) © PatBase 

Title:  Method and apparatus for separating hydrocarbons from material

Abstract: Source: US2003079370A A system for separating hydrocarbons from a material which includes a process chamber, a process pan 
operatively connected to the process chamber and removable therefrom, a blower operatively connected to the process chamber and to a heat 
source, the blower adapted to force heated air into the process chamber through the material disposed on the process pan, the forced heated air 
adapted to vaporize hydrocarbons and other contaminants disposed on the material, and at least one condenser operatively connected to the 
process chamber and adapted to condense the vaporized hydrocarbons and other contaminants is disclosed. Further, a method for separating 
hydrocarbons from a material which includes passing a stream of heated air over the material to volatilize the hydrocarbons, passing the stream 
of heated air containing the hydrocarbons through at least one condenser to form liquid hydrocarbons, collecting the liquid hydrocarbons, and 
recirculating the heated air is disclosed. 
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7) Family number: 28924693 (US2003147697A) © PatBase 

Title:  Evaporative desorption soil treatment apparatus and process

Abstract: Source: US2003147697A Treatment apparatus and a process for thermal desorption of hydrocarbon contaminants from excavated soil
provides efficient contaminant removal by handling the soil in a thermally conductive treatment vessel that fits within an insulated treatment 
chamber. The soil is treated in this chamber with fresh air that is dried and electrically heated prior to contacting the treatment vessel. 
Excavating the soil directly into the treatment vessel allows the treated soil to be returned to the final disposition site in the same vessel, 
minimizing soil handling 
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Title:  METHODS AND SYSTEMS FOR REMEDIATING CONTAMINATED SOIL

Abstract: Source: US2006171780A A system and method for remediation of contaminated soil are provided. The system comprises a soil 
remediation cell of contaminated soil and a plurality of multi­functional conduits located within the contaminated soil. Each multi­functional conduit
defines a reaction housing. The multi­functional conduits includes heating elements for introducing heat into the contaminated soil for volatilizing 
the contaminants located within the contaminated soil, without utilizing mechanically driven forced air. This 10 produces a contaminated vapor. 
Flow channels extending therethrough remove the contaminated vapor from within the soil remediation cell. A substantial portion of the 
contaminants in the contaminated vapor are destroyed in the reaction housing. A substantially non­contaminated vapor is produced in which at 
least about 80 percent by weight of the contaminants have been destroyed. 
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Title:  SYSTEMS, METHODS AND TREATMENT CELLS FOR REHABILITATING AND VALORIZING A SOIL

Abstract: Source: US2010263751A The present invention generally pertains to treatment cells, systems and methods for rehabilitating and 
valorizing a soil. More specifically, the present invention relates to methods for removing volatile compounds from the contaminated soils. The 
methods and system generally make use of an openable and reclosable rigid enclosure capable of receiving and treating many tons of soils. 
According to the invention, heated air is circulated through the soil to allow volatilization of the contaminants which can then be captured and 
separated form the circulating air before the air is re­heated and re­circulated through the soil. 
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Title:  MOTOR VEHICLE FOR IN­SITU DECONTAMINATION OF SOIL, HAS SUCTION AND TREATMENT UNIT FOR PLACING MIXING CHAMBER 
UNDER VACUUM SO AS TO SUCK GAS IN CHAMBER, AND FOR CAPTURING AND/OR TREATING PORTION OF SOLID PARTICLES AND 
PORTION OF SUCKED GAS

Abstract: The vehicle has a mixing unit (2) arranged at a rear part of a farm/forestry tractor and including a containment casing (4) for defining 
a mixing chamber (5) to mix soil. A mixing cutter (3) is placed partially in the casing and associated with a drive unit (6). A suction and treatment
unit (10) places the chamber under vacuum so as to suck gas contained in the chamber, and captures and/or treats a portion of sucked solid 
particles and a portion of the sucked gas. The suction and treatment unit includes a cartridge filter, a bag filter and/or a cyclone system for 
capturing the solid particles. 
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Title:  APPARATUS AND METHOD FOR PURIFYING GAS

Abstract: Source: US2014322071A A gas purifying apparatus and a method thereof are disclosed. According to an exemplary embodiment, a 
gas purifying apparatus includes a first chamber comprising a first inlet into which a first fluid flows and a first outlet through which a part of the 
first fluid is discharged, a purifier which purifies air from the first chamber, which air is then re­injected into the first chamber and a conduit which
transports air from the first chamber to the purifier. 
Classifications:  
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