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PatBase ­ Search results   08 September 2015   
Search query (8): TAC=(light* and transformer and junction near box and LED) and IC=(H05B) 
Results: 8

1) Family number: 43046024 (US2009080189A) © PatBase 

Title:  OPTIC COUPLER FOR LIGHT EMITTING DIODE FIXTURE

Abstract: Source: US2009080189A A recessed light fixture includes an LED module, which includes a single LED package that is configured to 
generate all light emitted by the recessed light fixture. For example, the LED package can include multiple LEDs mounted to a common 
substrate. The LED package can be coupled to a heat sink for dissipating heat from the LEDs. The heat sink can include a core member from 
which fins extend. Each fin can include one or more straight and/or curved portions. A reflector housing may be coupled to the heat sink and 
configured to receive a reflector. The reflector can have any geometry, such as a bell­shaped geometry including two radii of curvature that join 
together at an inflection point. An optic coupler can be coupled to the reflector housing and configured to cover electrical connections at the 
substrate and to guide light emitted by the LED package.  
Classifications:  
International (IPC 8­9): F21K7/00 F21K99/00 F21S4/00 F21S8/02 F21V F21V1/02 
F21V15/01 F21V17/00 F21V17/04 F21V17/10 F21V21/00 F21V21/02 F21V21/04 
F21V23/00 F21V29/00 F21V29/70 F21V7/00 F21V7/04 F21V7/09 F21V7/20 F21V9/00 
G05F1/00 H05B37/02 H05B39/04 H05B41/36 (Advanced/Invention); 
F21V15/01 F21V17/00 F21V21/04 F21V29/00 F21Y101/02 (Advanced/Non­invention); 
F21K99/00 F21S4/00 F21V1/00 F21V17/00 F21V21/02 F21V29/00 
F21V7/00 (Core/Invention); 
F21V (Subclass/Invention) 
CPC: H05B33/0815 H05B33/0809 H05B37/0263 F21S8/02 F21S8/026 F21V7/09 
F21V15/01 F21V29/004 F21Y2101/02 F21V29/74 F21V29/75 F21V29/22 F21V23/009 
F21V21/04 F21V29/2206 F21V29/2212 
European: F21S8/02 F21S8/02H F21V29/00C2 F21V29/22B2 F21V29/22B4 F21V7/09 
H05B33/08D1C H05B33/08D1C4 H05B37/02B6P R21V15/01 R21Y101/02 
US: 315/200.00R 315/200R 315/219 315/224 315/247 315/307 362/147 362/230 
362/230S 362/231 362/231P 362/234 362/234S 362/235 362/235P 362/235S 
362/249.02 362/249.020P 362/249.020S 362/294 362/296.05 362/296.050S 362/304 
362/345 362/347 362/347S 362/350 362/364 362/364S 362/365 362/368 362/373 
362/373S 362/650
 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA2700376 AA  20100319  CA20082700376  20080922  

 CA2700376 C  20150721  CA20082700376  20080922  

 CN101836042 A  20100915  CN200880112539  20080922  

 CN101836042 B  20141105  CN200880112539  20080922  

 EP2203678 A1  20100707  EP20080831466  20080922  

 EP2203678 A4  20131009  EP20080831466  20080922  

 IL204616 A0  20101130  IL20100204616  20100318  

 KR101533128 B1  20150701  KR20107008457  20080922  

 KR20100059989 A  20100604  KR20107008457  20080922  

 MX2010003077 A1  20100601  MX20100003077  20100319  

 US2009080189 AA  20090326  US20080235141  20080922  

 US2009086476 AA  20090402  US20080235116  20080922  

 US2009086481 AA  20090402  US20080235127  20080922  

 US2009129086 AA  20090521  US20080235146  20080922  

 US2011216534 AA  20110908  US20110109490  20110517  

 US2012188765 AA  20120726  US20120431439  20120327  

 US2012268933 AA  20121025  US20120543439  20120706  

 US2013235587 AA  20130912  US20130735655  20130107  

 US2013294095 AA  20131107  US20130934019  20130702  

 US2014009931 AA  20140109  US20130965026  20130812  

 US2015092425 AA  20150402  US20140563551  20141208  

 US2015098219 AA  20150409  US20140569896  20141215  

 US7959332 BB  20110614  US20080235116  20080922  

 US7993034 BB  20110809  US20080235127  20080922  

 US8207687 BA  20120626  US20090371891  20090216  

 US8348477 BB  20130108  US20120431439  20120327  

 US8348479 BB  20130108  US20110109490  20110517  

 US8491166 BB  20130723  US20080235146  20080922  

 US8779691 BA  20140715  US20120525997  20120618  

 US8789978 BB  20140729  US20130735655  20130107  

 US8876328 BB  20141104  US20120543439  20120706  

 US8905602 BB  20141209  US20130934019  20130702  

 US8911121 BB  20141216  US20130965026  20130812  

 WO09039491 A1  20090326  WO2008US77212  20080922  

 Priority:

US20070994792P 20070921  US20080010549  20080109  US20080065914  20080215
US20080090391  20080820  US20080010549P 20080109  US20080065914P 20080215
US20080235141  20080922  US20080235127  20080922  US20080235146  20080922
WO2008US77212 20080922  US20090371891  20090216  US20080090391P 20080820
US20080235116  20080922  US20080235166  20080922  US20120543439  20120706
US20110109490  20110517  US20120431439  20120327  US20130735655  20130107
US20130934019  20130702  US20130965026  20130812  US20120525997  20120618
US20140563551  20141208  US20140569896  20141215

 Probable Assignee: COOPER TECHNOLOGIES CO 

 Assignee(s): (std): COOPER TECHNOLOGIES CO ; RHODES SCOTT EDWARD ; THOMPSON EVANS EDWARD ; WEGNER SCOTT DAVID ; 
TICKNER JEROLD ; THOMPSON III EVANS EDWARD 

 Assignee(s): COOPER TECHNOLOGIES COMPANY ; COOPER TECHNOLOGY CO ; COOPER LIGHTING LLC 

 Inventor(s): (std): DAVID WEGNER SCOTT ; EDWARD THOMPSON EVANS ; JEROLD TICKNER ; RHODES SCOTT EDWARD ; THOMPSON EVANS 
EDWARD ; THOMPSON III EVANS EDWARD ; TICKNER JEROLD ; TICKNER JERRY ALAN ; WEGNER SCOTT DAVID 

 Agent(s): SMEE ANTHONY JAMES MICHAEL; KING AND SPALDING LLP; KING AND SPALDING; KING AND SPALDING LLC; SIMS LISA 
B 

 Designated states: AE AG AL AM AO AT AU AZ BA BB BE BF BG BH BJ BR BW BY BZ CA CF CG CH CI CM CN CO CR CU CY CZ DE DK DM DO 
DZ EC EE EG ES FI FR GA GB GD GE GH GM GN GQ GR GT GW HN HR HU ID IE IL IN IS IT JP KE KG KM KN KP KR KZ LA 
LC LI LK LR LS LT LU LV LY MA MC MD ME MG MK ML MN MR MT MW MX MY MZ NA NE NG NI NL NO NZ OM PG PH PL PT RO 
RS RU SC SD SE SG SI SK SL SM SN ST SV SY SZ TD TG TJ TM TN TR TT TZ UA UG US UZ VC VN ZA ZM ZW

2) Family number: 45961315 (US2010176746A) © PatBase 

Title:  METHOD AND DEVICE FOR REMOTE SENSING AND CONTROL OF LED LIGHTS

Abstract: Source: US2010176746A A control system is disclosed for determining an actual temperature of a light emitting diode. The control 
system uses conductor that supply power to the light emitting diode to supply a pulse to the light emitting diode. The pulse is determined along 
with a reaction caused by the pulse and the information gained is used in determination of the light emitting diode die temperature which can 
then be used in controlling current to the light emitting diode to control the temperature of the light emitting diode. 
Classifications:  
International (IPC 8­9): G01K13/00 G01K15/00 G01K7/00 G01K7/22 H05B33/08 
H05B37/02 (Advanced/Invention); 
G01K15/00 G01K7/00 G01K7/16 H05B37/02 (Core/Invention) 
CPC: H05B33/0893 G01K13/00 G01K7/01 G01K2217/00 H05B33/0848 
European: G01K7/01 H05B33/08D3B2 S01K217/00 
US: 315/117 315/185R 315/224 315/291 315/291S 315/294 315/294S 315/297 
315/297P 315/307 315/308 315/309 315/309S 315/362 315/362S 374/ E7.001 374/ 
E7.028 374/1 374/152 374/163 374/163S 374/185 374/185S 374/1S 374/E15.001 
374/E15.001S 374/E7.001 374/E7.028 374/E70.01S 374/E70.28S

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU2010204851 AA  20100722  AU20100204851  20100112  

 AU2010204851 BB  20131024  AU20100204851  20100112  

 CA2749472 AA  20100722  CA20102749472  20100112  

 EP2380405 A2  20111026  EP20100732010  20100112  

 EP2380405 A4  20140101  EP20100732010  20100112  

 US2010176746 AA  20100715  US20100683393  20100106  

 US2013182744 AA  20130718  US20120718366  20121218  

 US2014217896 AA  20140807  US20140177673  20140211  

 US8358085 BB  20130122  US20100683393  20100106  

 US8686666 BB  20140401  US20120718366  20121218  

 WO10083171 A2  20100722  WO2010US20819  20100112  

 WO10083171 A3  20101014  WO2010US20819  20100112  

 Priority:

US20090144408P 20090113  US20100683393 20100106  WO2010US20819 20100112
US20120718366  20121218  US20140177673 20140211

 Probable Assignee: TERRALUX INC 

 Assignee(s): (std): CATALANO ANTHONY ; CATALANO ANTHONY W ; HARRISON DANIEL ; TERRALUX INC 

 Assignee(s): EMERALD CLEANTECH FUND II LP 

 Inventor(s): (std): ANTHONY CATALANO ; CATALANO ANTHONY ; DANIEL HARRISON ; HARRISON DANIEL ; CATALANO ANTHONY W 

 Agent(s): SOMERVELL THOMAS RICHARD; PRITZKAU PATENT GROUP LLC; BINGHAM MCCUTCHEN LLP; GALLENSON MAVIS S ET AL 

 Designated states: AE AG AL AM AO AT AU AZ BA BB BE BF BG BH BJ BR BW BY BZ CA CF CG CH CI CL CM CN CO CR CU CY CZ DE DK DM 
DO DZ EC EE EG ES FI FR GA GB GD GE GH GM GN GQ GR GT GW HN HR HU ID IE IL IN IS IT JP KE KG KM KN KP KR KZ 
LA LC LI LK LR LS LT LU LV LY MA MC MD ME MG MK ML MN MR MT MW MX MY MZ NA NE NG NI NL NO NZ OM PE PG PH PL 
PT RO RS RU SC SD SE SG SI SK SL SM SN ST SV SY SZ TD TG TH TJ TM TN TR TT TZ UA UG US UZ VC VN ZA ZM ZW

3) Family number: 52405848 (US2012320627A) © PatBase 

Title:  FLAT PANEL LIGHTING DEVICE AND DRIVING CIRCUITRY

Abstract: Source: US2012320627A The present application is directed to a lighting fixture having a light emitting diode (LED) panel. The light 
fixture is configured to include a pair of LED configurations that are driven alternately by driving circuitry. The light fixture can include driving 
circuitry that is configured to be housed within a frame of the LED panel.  
Classifications:  
International (IPC 8­9): F21K99/00 F21S2/00 F21S8/00 F21S8/04 F21V13/02 
F21V15/01 F21V19/00 F21V21/00 F21V21/005 F21V21/02 F21V23/00 F21V23/02 
F21V23/06 F21V7/04 F21V8/00 F21Y105/00 G02B6/00 H05B33/08 
H05B37/02 (Advanced/Invention); 
F21K99/00 F21S8/04 F21V8/00 F21Y101/02 F21Y105/00 (Advanced/Non­invention) 
CPC: F21K9/30 F21V21/005 F21Y2103/003 F21V15/01 F21V23/002 F21Y2101/02 
F21Y2105/001 G02B6/0068 G02B6/0073 G02B6/0085 G02B6/0091 H05B33/0857 
Y02B20/383 Y02B20/386 F21V23/003 F21V23/02 G02B6/009 F21S8/04 F21K9/56 
F21V23/06 F21V23/023 G02B6/0083 
European: F21V15/01 F21V23/00C2 F21V23/00D R21S8/04 R21Y101/02 R21Y105/00D 
US: 362/147 362/150 362/249.02 362/382 362/607 362/608 362/612 362/632 362/634 
362/646
 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA2835213 AA  20131105  CA20122835213  20120517  

 CN103534527 A  20140122  CN201280024002  20120517  

 CN103562625 A  20140205  CN201280023544  20120517  

 EP2710293 A2  20140326  EP20120726949  20120517  

 JP2014517472 T2  20140717  JP20140511528T  20120517  

 JP2014527255 T2  20141009  JP20140511534T  20120517  

 KR20140038460 A  20140328  KR20137033273  20120517  

 TW201314116 A  20130401  TW20120117573  20120517  

 US2012320627 AA  20121220  US20120473929  20120517  

 US2013044512 AA  20130221  US20120473918  20120517  

 US2014376266 AA  20141225  US20140480262  20140908  

 US2014376267 AA  20141225  US20140480772  20140909  

 US2015049512 AA  20150219  US20140497943  20140926  

 US2015085528 AA  20150326  US20140554919  20141126  

 US2015153031 AA  20150604  US20150618665  20150210  

 US8915636 BB  20141223  US20120473918  20120517  

 WO12158894 A2  20121122  WO2012US38315  20120517  

 WO12158894 A3  20130425  WO2012US38315  20120517  

 WO12158908 A2  20121122  WO2012US38338  20120517  

 WO12158908 A3  20130425  WO2012US38338  20120517  

 Priority:

US20110487253P 20110517  US20110579472P 20111222  US20120473929  20120517
US20120473918  20120517  WO2012US38315 20120517  WO2012US38338 20120517
US20140480262  20140908  US20140480772  20140909  US20140497943  20140926
US20140554919  20141126  US20150618665  20150210

 Probable Assignee: PIXI LIGHTING INC 

 Assignee(s): (std): ARAKI JOHN ; MYERS J RICHARD ; MYERS RICHARD J ; PIXI LIGHTING LLC ; WONG ARTHUR N ; PIXI LIGHTING INC 

 Assignee(s): PIXI LIGHTING INC2140 S. DUPONT HIGHWAYCOUNTY OF KENTCAMDENDE19934US ; ORANGEWOOD LEGACY LLC1300­
500 N. STATE COLLEGE BOULEVARDORANGECA92868­1625US ; PIXI LIGHTING LLC500 N. STATE COLLEGE 
BOULEVARDSUITE 1300ORANGECA92868­1625US ; ORANGEWOOD LEGACY LLC 

 Inventor(s): (std): ARAKI JOHN ; MYERS J RICHARD ; MYERS RICHARD J ; WONG ARTHUR N 

 Inventor(s): WONG ARTHUR NUS ; MYERS RICHARD JUS ; ARAKI JOHNUS 

 Agent(s): EMDE ERIC; LAWRENCE N; WORGUILL JASON A; WORGULL JASON A 

 Designated states: AE AG AL AM AO AT AU AZ BA BB BE BF BG BH BJ BR BW BY BZ CA CF CG CH CI CL CM CN CO CR CU CY CZ DE DK DM 
DO DZ EC EE EG ES FI FR GA GB GD GE GH GM GN GQ GR GT GW HN HR HU ID IE IL IN IS IT JP KE KG KM KN KP KR KZ 
LA LC LI LK LR LS LT LU LV LY MA MC MD ME MG MK ML MN MR MT MW MX MY MZ NA NE NG NI NL NO NZ OM PE PG PH PL 
PT QA RO RS RU RW SC SD SE SG SI SK SL SM SN ST SV SY SZ TD TG TH TJ TM TN TR TT TZ UA UG US UZ VC VN ZA ZM 
ZW

4) Family number: 54382954 (US2013188348A) © PatBase 

Title:  SECURITY LIGHTING SYSTEMS FOR PERIMETER FENCES

Abstract: Source: US2013188348A A security lighting system includes security lights mounted atop fence posts. Each security light has a light 
module including a central housing having outwardly extending support arms. A LED unit is mounted in a depression formed in a top surface of 
the central housing, and a hat covers the top surface of the central housing for allowing only reflected light to escape from light module. The 
security light has a junction box containing electrical components, and an extension tube having an upper end secured to the light module and 
a lower end secured to the junction box. The security light includes a clamp assembly for securing the junction box atop a fence post, and an
alignment system for aligning the extension tube with the longitudinal axis of the fence post so that the support arms extend perpendicular to the 
longitudinal axis of the fence post.  
Classifications:  
International (IPC 8­9): A47B96/06 A47G29/00 A47K1/00 E04G3/00 E04G5/06 
F21S4/00 F21S8/00 F21S8/08 F21V1/00 F21V11/00 F21V21/00 F21V21/088 F21V21/116 
F21V23/00 F21V33/00 F21V35/00 F21V7/00 H05B37/02 (Advanced/Invention) 
CPC: F21S2/00 F21V21/0824 F21V23/0442 F21V33/006 F21W2131/10 F21W2131/109 
F21V1/00 F21V7/00 F21V21/00 F21V21/088 F21V23/008 F21W2131/107 F21S8/088 
F21V7/0008 F21Y2101/02 F21V23/02 F21V23/0407 F21V23/0471 F21W2131/105 
US: 248/219.4 362/145 362/146 362/152 362/235 362/249.01 362/249.02 362/296.01 
362/341 362/351 362/382 362/396 362/431

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA2862024 AA  20140718  CA20132862024  20130123  

 CO7131393 A2  20141201  CO20140186010  20140825  

 US2013188348 AA  20130725  US20120357688  20120125  

 US2014104831 AA  20140417  US20120649939  20121011  

 US2014376228 AA  20141225  US20140482276  20140910  

 US8845124 BB  20140930  US20120357688  20120125  

 WO13112508 A1  20130801  WO2013US22635  20130123  

 Priority:

US20120357688 20120125  US20120649939 20121011  WO2013US22635 20130123
US20140482276 20140910

 Probable Assignee: MIND HEAD LLC 

 Assignee(s): (std): BRITT PAUL EUGENE ; BEAUSOLEIL DAVID M 

 Assignee(s): BEAUSOLEIL DAVID M337 SOUTH MAPLE AVENUERIDGEWOODNJ07450US ; BRITT PAUL EUGENE5061 COLLEGE VIEW 
AVENUELOS ANGELESCA90041US ; MIND HEAD LLC ; PAUL EUGENE BRITT ; DAVID M BEAUSOLEIL 

 Inventor(s): (std): BRITT PAUL EUGENE ; BEAUSOLEIL DAVID M 

 Inventor(s): BEAUSOLEIL DAVID M337 SOUTH MAPLE AVENUERIDGEWOODNJ07450US ; BRITT PAUL EUGENE5061 COLLEGE VIEW 
AVENUELOS ANGELESCA90041US ; DAVID M BEAUSOLEIL ; PAUL EUGENE BRITT 

 Agent(s): DOHERTY IP LAW GROUP LLC; DOHERTY MICHAEL J 

 Designated states: AE AG AL AM AO AT AU AZ BA BB BE BF BG BH BJ BN BR BW BY BZ CA CF CG CH CI CL CM CN CO CR CU CY CZ DE DK 
DM DO DZ EC EE EG ES FI FR GA GB GD GE GH GM GN GQ GR GT GW HN HR HU ID IE IL IN IS IT JP KE KG KM KN KP KR 
KZ LA LC LK LR LS LT LU LV LY MA MC MD ME MG MK ML MN MR MT MW MX MY MZ NA NE NG NI NL NO NZ OM PA PE PG PH 
PL PT QA RO RS RU RW SC SD SE SG SI SK SL SM SN ST SV SY SZ TD TG TH TJ TM TN TR TT TZ UA UG US UZ VC VN ZA 
ZM ZW

5) Family number: 53424125 (US2013083529A) © PatBase 

Title:  METHOD, APPARATUS AND SYSTEM FOR CONNECTING A LIGHT EMITTING DIODE LIGHT FIXTURE TO A MAINS POWER CONDUCTOR

Abstract: Source: US2013083529A A method, apparatus and system for connecting a light fixture having a light emitting diode (LED) lighting 
element to a mains power conductor in an electrical junction box is disclosed. The apparatus includes a support configured to attach to the 
electrical junction box and an electrical converter operable to receive electrical power from the mains power conductor and to generate an 
output power suitable for powering the LED lighting element. The apparatus also includes an output connector disposed on the support and in 
electrical connection with the electrical converter for receiving the output power, the output connector being operable to receive a connector of 
the light fixture for powering the LED lighting element, the output connector being oriented to receive the connector of the light fixture when 
the support is attached to the electrical junction box.  
Classifications:  
International (IPC 8­9): F21S2/00 F21V19/00 F21V21/00 F21V23/00 H02G3/18 
H05B37/00 (Advanced/Invention) 
CPC: F21V21/03 F21S8/033 F21S8/04 F21V23/06 F21Y2101/02 H02G3/20 Y10T29/49002 
US: 29/592.1 362/249.02 362/382

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA2791108 AA  20130330  CA20122791108  20120927  

 US2013083529 AA  20130404  US20110250240  20110930  

 Priority:

US20110250240 20110930  CA20122791108 20120927

 Probable Assignee: GIFFORD GRAHAM 

 Assignee(s): (std): GIFFORD GRAHAM 

 Inventor(s): (std): GIFFORD GRAHAM 

6) Family number: 42615399 (US2008297060A) © PatBase 

Title:  SWITCHED LED NIGHTLIGHT FOR SINGLE­GANG JUNCTION BOX

Abstract: Source: US2008297060A A nightlight including a light emitting diode (LED) is provided. The nightlight includes a switch that is 
operative to control the flow of power to the LED. The nightlight also includes a driver circuit that is configured to convert alternating current to 
direct current, where the direct current provides power to the LED. The nightlight also includes a housing coupled to the nightlight that contains 
the driver and is configured to fit within a single­gang junction box. The switch includes an LED that is powered by the driver circuit, where the 
LED is illuminated without regard to the position of the switch.  
Classifications:  
International (IPC 8­9): F21V33/00 H05B37/02 (Advanced/Invention); 
H05B37/02 (Core/Invention) 
CPC: H05B33/0803 H05B33/0815 Y10S362/80 
European: H05B33/08D H05B33/08D1C4 
US: 315/219 315/219P 315/363 362/800 362/95

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 US2008297060 AA  20081204  US20080127780  20080527  

 US8075149 BB  20111213  US20080127780  20080527  

 Priority:

US20070932157P 20070529  US20080127780 20080527

 Probable Assignee: COOPER TECHNOLOGIES 

 Assignee(s): (std): BOWDEN JR JAMES H ; COOPER TECHNOLOGIES CO ; KO WAI SHING PETER 

 Assignee(s): COOPER TECHNOLOGIES COMPANY ; COOPER TECHNOLOGIES 

 Inventor(s): (std): BOWDEN JR JAMES H ; KO WAI SHING PETER 

 Agent(s): KING AND SPALDING LLP 

7) Family number: 11721220 (US5365145A) © PatBase 

Title:  EMERGENCY LIGHTING SYSTEM

Abstract: Source: US5365145A An emergency lighting system for providing low voltage DC battery powered illumination to one or more areas 
of a home, apartment, office or other building structure in an emergency mode upon the failure or termination in such areas of a normal AC 
power mode. The system includes a voltage step­down transformer with the leads of its primary winding interconnected to a normal AC power 
source and forming therewith an AC circuit. A power rectifier has its input leads interconnected to the terminals of the low AC voltage secondary 
winding of the transformer and its DC voltage output leads interconnected to the terminals of an emergency battery power source. One or more 
low voltage incandescent lamps are interconnected to the terminals of the battery and form therewith an emergency DC circuit. A control relay 
interacts between the AC circuit and the DC circuit of the system with the DC circuit contacts of the relay interconnected in one of the low voltage
leads of the DC circuit between the lamps and the battery and with the coil of the relay interconnected in the AC circuit for maintaining the DC 
contacts of the DC circuit open during normal AC current flow in the AC circuit and responsive to a termination or failure of the AC power source 
and cessation of AC current flow in the AC circuit to close the DC circuit contacts of the relay whereby the low voltage lamps are energized by 
the battery to produce emergency illumination. 
Classifications:  
International (IPC 8­9): H02J9/02 H05B37/04 (Advanced/Invention); 
H02J9/00 H05B37/00 (Core/Invention) 
International (IPC 1­7): H05B37/00 
CPC: H02J9/02 H05B37/04 Y10T307/625 
European: H02J9/02 H05B37/04 
US: 307/66 315/185R 315/86 362/183 362/20 362/249.05 362/249.13 362/251

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 US5365145 A  19941115  US19930103542  19930809  

 Priority:

US19930103542 19930809

 Probable Assignee: GAEL INC 

 Assignee(s): (std): GAEL INC 

 Assignee(s): GAEL INC 3614 WATERHOLE STREET LAS VEGAS NV 

 Inventor(s): (std): FIELDS GREGORY S 

8) Family number: 3993951 (GB1473094A) © PatBase 

Title:  Electrical installation wiring SIMPLEX WIRING SYSTEMS Ltd 25 April 1974 [27 April 1973] 20080/73 Heading H2H An...

Abstract: Source: GB1473094A 1473094 Electrical installation wiring SIMPLEX WIRING SYSTEMS Ltd 25 April 1974 [27 April 1973] 20080/73 
Heading H2H An electrical wiring installation is so arranged that the supply to each of the outlets of the system is controlled by means of a solid 
state device, which device is itself controlled by means of a switch device remotely situated from the solid state device, the operating voltage for 
the switch being substantially less than that existing at the outlet. An installation comprises a plurality of loads each supplied from an A.C. source 
T L, T N over leads 13, 14 by way of a triac T. A low voltage is developed from the A.C. source by means of a transformer Tr and rectifying 
bridge 24 the output of the bridge 24 being used to energize the operating winding 11 of a reed relay R L when a switch SW, remote from the 
triac­reed relay assembly A, is closed. Energization of the relay closes contacts 10 to provide a gate signal for the triac T. Thus closure of the 
remotely positioned switch SW causes conduction of the triac T to supply the associated load. If desired the switch SW may be of the touch 
operated type in which case a connection 33, shown dotted, is required. Furthermore, the reed­relay may be replaced by a photo­electric device. 
All the components such as the triacs, resistors, relays c. are assembled on a printed circuit board and form a central control unit to which are 
connected all the switches SW by means of flat, low voltage, conductors in the form of adhesive tapes. 
Classifications:  
International (IPC 8­9): H03K17/725 H03K17/78 H03K17/96 (Advanced/Invention); 
H03K17/72 H03K17/78 H03K17/94 (Core/Invention) 
International (IPC 1­7): H02J3/00 H05B37/02 
CPC: H03K17/725 H03K17/78 H03K17/96 
European: H03K17/725 H03K17/78 H03K17/96

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 GB1473094 A  19770511  GB19730020080  19740425  

 Priority:

GB19730020080 19740425
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PatBase ­ Search results   08 September 2015   
Search query (8): TAC=(light* and transformer and junction near box and LED) and IC=(H05B) 
Results: 8

1) Family number: 43046024 (US2009080189A) © PatBase 

Title:  OPTIC COUPLER FOR LIGHT EMITTING DIODE FIXTURE

Abstract: Source: US2009080189A A recessed light fixture includes an LED module, which includes a single LED package that is configured to 
generate all light emitted by the recessed light fixture. For example, the LED package can include multiple LEDs mounted to a common 
substrate. The LED package can be coupled to a heat sink for dissipating heat from the LEDs. The heat sink can include a core member from 
which fins extend. Each fin can include one or more straight and/or curved portions. A reflector housing may be coupled to the heat sink and 
configured to receive a reflector. The reflector can have any geometry, such as a bell­shaped geometry including two radii of curvature that join 
together at an inflection point. An optic coupler can be coupled to the reflector housing and configured to cover electrical connections at the 
substrate and to guide light emitted by the LED package.  
Classifications:  
International (IPC 8­9): F21K7/00 F21K99/00 F21S4/00 F21S8/02 F21V F21V1/02 
F21V15/01 F21V17/00 F21V17/04 F21V17/10 F21V21/00 F21V21/02 F21V21/04 
F21V23/00 F21V29/00 F21V29/70 F21V7/00 F21V7/04 F21V7/09 F21V7/20 F21V9/00 
G05F1/00 H05B37/02 H05B39/04 H05B41/36 (Advanced/Invention); 
F21V15/01 F21V17/00 F21V21/04 F21V29/00 F21Y101/02 (Advanced/Non­invention); 
F21K99/00 F21S4/00 F21V1/00 F21V17/00 F21V21/02 F21V29/00 
F21V7/00 (Core/Invention); 
F21V (Subclass/Invention) 
CPC: H05B33/0815 H05B33/0809 H05B37/0263 F21S8/02 F21S8/026 F21V7/09 
F21V15/01 F21V29/004 F21Y2101/02 F21V29/74 F21V29/75 F21V29/22 F21V23/009 
F21V21/04 F21V29/2206 F21V29/2212 
European: F21S8/02 F21S8/02H F21V29/00C2 F21V29/22B2 F21V29/22B4 F21V7/09 
H05B33/08D1C H05B33/08D1C4 H05B37/02B6P R21V15/01 R21Y101/02 
US: 315/200.00R 315/200R 315/219 315/224 315/247 315/307 362/147 362/230 
362/230S 362/231 362/231P 362/234 362/234S 362/235 362/235P 362/235S 
362/249.02 362/249.020P 362/249.020S 362/294 362/296.05 362/296.050S 362/304 
362/345 362/347 362/347S 362/350 362/364 362/364S 362/365 362/368 362/373 
362/373S 362/650
 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA2700376 AA  20100319  CA20082700376  20080922  

 CA2700376 C  20150721  CA20082700376  20080922  

 CN101836042 A  20100915  CN200880112539  20080922  

 CN101836042 B  20141105  CN200880112539  20080922  

 EP2203678 A1  20100707  EP20080831466  20080922  

 EP2203678 A4  20131009  EP20080831466  20080922  

 IL204616 A0  20101130  IL20100204616  20100318  

 KR101533128 B1  20150701  KR20107008457  20080922  

 KR20100059989 A  20100604  KR20107008457  20080922  

 MX2010003077 A1  20100601  MX20100003077  20100319  

 US2009080189 AA  20090326  US20080235141  20080922  

 US2009086476 AA  20090402  US20080235116  20080922  

 US2009086481 AA  20090402  US20080235127  20080922  

 US2009129086 AA  20090521  US20080235146  20080922  

 US2011216534 AA  20110908  US20110109490  20110517  

 US2012188765 AA  20120726  US20120431439  20120327  

 US2012268933 AA  20121025  US20120543439  20120706  

 US2013235587 AA  20130912  US20130735655  20130107  

 US2013294095 AA  20131107  US20130934019  20130702  

 US2014009931 AA  20140109  US20130965026  20130812  

 US2015092425 AA  20150402  US20140563551  20141208  

 US2015098219 AA  20150409  US20140569896  20141215  

 US7959332 BB  20110614  US20080235116  20080922  

 US7993034 BB  20110809  US20080235127  20080922  

 US8207687 BA  20120626  US20090371891  20090216  

 US8348477 BB  20130108  US20120431439  20120327  

 US8348479 BB  20130108  US20110109490  20110517  

 US8491166 BB  20130723  US20080235146  20080922  

 US8779691 BA  20140715  US20120525997  20120618  

 US8789978 BB  20140729  US20130735655  20130107  

 US8876328 BB  20141104  US20120543439  20120706  

 US8905602 BB  20141209  US20130934019  20130702  

 US8911121 BB  20141216  US20130965026  20130812  

 WO09039491 A1  20090326  WO2008US77212  20080922  

 Priority:

US20070994792P 20070921  US20080010549  20080109  US20080065914  20080215
US20080090391  20080820  US20080010549P 20080109  US20080065914P 20080215
US20080235141  20080922  US20080235127  20080922  US20080235146  20080922
WO2008US77212 20080922  US20090371891  20090216  US20080090391P 20080820
US20080235116  20080922  US20080235166  20080922  US20120543439  20120706
US20110109490  20110517  US20120431439  20120327  US20130735655  20130107
US20130934019  20130702  US20130965026  20130812  US20120525997  20120618
US20140563551  20141208  US20140569896  20141215

 Probable Assignee: COOPER TECHNOLOGIES CO 

 Assignee(s): (std): COOPER TECHNOLOGIES CO ; RHODES SCOTT EDWARD ; THOMPSON EVANS EDWARD ; WEGNER SCOTT DAVID ; 
TICKNER JEROLD ; THOMPSON III EVANS EDWARD 

 Assignee(s): COOPER TECHNOLOGIES COMPANY ; COOPER TECHNOLOGY CO ; COOPER LIGHTING LLC 

 Inventor(s): (std): DAVID WEGNER SCOTT ; EDWARD THOMPSON EVANS ; JEROLD TICKNER ; RHODES SCOTT EDWARD ; THOMPSON EVANS 
EDWARD ; THOMPSON III EVANS EDWARD ; TICKNER JEROLD ; TICKNER JERRY ALAN ; WEGNER SCOTT DAVID 

 Agent(s): SMEE ANTHONY JAMES MICHAEL; KING AND SPALDING LLP; KING AND SPALDING; KING AND SPALDING LLC; SIMS LISA 
B 

 Designated states: AE AG AL AM AO AT AU AZ BA BB BE BF BG BH BJ BR BW BY BZ CA CF CG CH CI CM CN CO CR CU CY CZ DE DK DM DO 
DZ EC EE EG ES FI FR GA GB GD GE GH GM GN GQ GR GT GW HN HR HU ID IE IL IN IS IT JP KE KG KM KN KP KR KZ LA 
LC LI LK LR LS LT LU LV LY MA MC MD ME MG MK ML MN MR MT MW MX MY MZ NA NE NG NI NL NO NZ OM PG PH PL PT RO 
RS RU SC SD SE SG SI SK SL SM SN ST SV SY SZ TD TG TJ TM TN TR TT TZ UA UG US UZ VC VN ZA ZM ZW

2) Family number: 45961315 (US2010176746A) © PatBase 

Title:  METHOD AND DEVICE FOR REMOTE SENSING AND CONTROL OF LED LIGHTS

Abstract: Source: US2010176746A A control system is disclosed for determining an actual temperature of a light emitting diode. The control 
system uses conductor that supply power to the light emitting diode to supply a pulse to the light emitting diode. The pulse is determined along 
with a reaction caused by the pulse and the information gained is used in determination of the light emitting diode die temperature which can 
then be used in controlling current to the light emitting diode to control the temperature of the light emitting diode. 
Classifications:  
International (IPC 8­9): G01K13/00 G01K15/00 G01K7/00 G01K7/22 H05B33/08 
H05B37/02 (Advanced/Invention); 
G01K15/00 G01K7/00 G01K7/16 H05B37/02 (Core/Invention) 
CPC: H05B33/0893 G01K13/00 G01K7/01 G01K2217/00 H05B33/0848 
European: G01K7/01 H05B33/08D3B2 S01K217/00 
US: 315/117 315/185R 315/224 315/291 315/291S 315/294 315/294S 315/297 
315/297P 315/307 315/308 315/309 315/309S 315/362 315/362S 374/ E7.001 374/ 
E7.028 374/1 374/152 374/163 374/163S 374/185 374/185S 374/1S 374/E15.001 
374/E15.001S 374/E7.001 374/E7.028 374/E70.01S 374/E70.28S

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU2010204851 AA  20100722  AU20100204851  20100112  

 AU2010204851 BB  20131024  AU20100204851  20100112  

 CA2749472 AA  20100722  CA20102749472  20100112  

 EP2380405 A2  20111026  EP20100732010  20100112  

 EP2380405 A4  20140101  EP20100732010  20100112  

 US2010176746 AA  20100715  US20100683393  20100106  

 US2013182744 AA  20130718  US20120718366  20121218  

 US2014217896 AA  20140807  US20140177673  20140211  

 US8358085 BB  20130122  US20100683393  20100106  

 US8686666 BB  20140401  US20120718366  20121218  

 WO10083171 A2  20100722  WO2010US20819  20100112  

 WO10083171 A3  20101014  WO2010US20819  20100112  

 Priority:

US20090144408P 20090113  US20100683393 20100106  WO2010US20819 20100112
US20120718366  20121218  US20140177673 20140211

 Probable Assignee: TERRALUX INC 

 Assignee(s): (std): CATALANO ANTHONY ; CATALANO ANTHONY W ; HARRISON DANIEL ; TERRALUX INC 

 Assignee(s): EMERALD CLEANTECH FUND II LP 

 Inventor(s): (std): ANTHONY CATALANO ; CATALANO ANTHONY ; DANIEL HARRISON ; HARRISON DANIEL ; CATALANO ANTHONY W 

 Agent(s): SOMERVELL THOMAS RICHARD; PRITZKAU PATENT GROUP LLC; BINGHAM MCCUTCHEN LLP; GALLENSON MAVIS S ET AL 

 Designated states: AE AG AL AM AO AT AU AZ BA BB BE BF BG BH BJ BR BW BY BZ CA CF CG CH CI CL CM CN CO CR CU CY CZ DE DK DM 
DO DZ EC EE EG ES FI FR GA GB GD GE GH GM GN GQ GR GT GW HN HR HU ID IE IL IN IS IT JP KE KG KM KN KP KR KZ 
LA LC LI LK LR LS LT LU LV LY MA MC MD ME MG MK ML MN MR MT MW MX MY MZ NA NE NG NI NL NO NZ OM PE PG PH PL 
PT RO RS RU SC SD SE SG SI SK SL SM SN ST SV SY SZ TD TG TH TJ TM TN TR TT TZ UA UG US UZ VC VN ZA ZM ZW

3) Family number: 52405848 (US2012320627A) © PatBase 

Title:  FLAT PANEL LIGHTING DEVICE AND DRIVING CIRCUITRY

Abstract: Source: US2012320627A The present application is directed to a lighting fixture having a light emitting diode (LED) panel. The light 
fixture is configured to include a pair of LED configurations that are driven alternately by driving circuitry. The light fixture can include driving 
circuitry that is configured to be housed within a frame of the LED panel.  
Classifications:  
International (IPC 8­9): F21K99/00 F21S2/00 F21S8/00 F21S8/04 F21V13/02 
F21V15/01 F21V19/00 F21V21/00 F21V21/005 F21V21/02 F21V23/00 F21V23/02 
F21V23/06 F21V7/04 F21V8/00 F21Y105/00 G02B6/00 H05B33/08 
H05B37/02 (Advanced/Invention); 
F21K99/00 F21S8/04 F21V8/00 F21Y101/02 F21Y105/00 (Advanced/Non­invention) 
CPC: F21K9/30 F21V21/005 F21Y2103/003 F21V15/01 F21V23/002 F21Y2101/02 
F21Y2105/001 G02B6/0068 G02B6/0073 G02B6/0085 G02B6/0091 H05B33/0857 
Y02B20/383 Y02B20/386 F21V23/003 F21V23/02 G02B6/009 F21S8/04 F21K9/56 
F21V23/06 F21V23/023 G02B6/0083 
European: F21V15/01 F21V23/00C2 F21V23/00D R21S8/04 R21Y101/02 R21Y105/00D 
US: 362/147 362/150 362/249.02 362/382 362/607 362/608 362/612 362/632 362/634 
362/646
 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA2835213 AA  20131105  CA20122835213  20120517  

 CN103534527 A  20140122  CN201280024002  20120517  

 CN103562625 A  20140205  CN201280023544  20120517  

 EP2710293 A2  20140326  EP20120726949  20120517  

 JP2014517472 T2  20140717  JP20140511528T  20120517  

 JP2014527255 T2  20141009  JP20140511534T  20120517  

 KR20140038460 A  20140328  KR20137033273  20120517  

 TW201314116 A  20130401  TW20120117573  20120517  

 US2012320627 AA  20121220  US20120473929  20120517  

 US2013044512 AA  20130221  US20120473918  20120517  

 US2014376266 AA  20141225  US20140480262  20140908  

 US2014376267 AA  20141225  US20140480772  20140909  

 US2015049512 AA  20150219  US20140497943  20140926  

 US2015085528 AA  20150326  US20140554919  20141126  

 US2015153031 AA  20150604  US20150618665  20150210  

 US8915636 BB  20141223  US20120473918  20120517  

 WO12158894 A2  20121122  WO2012US38315  20120517  

 WO12158894 A3  20130425  WO2012US38315  20120517  

 WO12158908 A2  20121122  WO2012US38338  20120517  

 WO12158908 A3  20130425  WO2012US38338  20120517  

 Priority:

US20110487253P 20110517  US20110579472P 20111222  US20120473929  20120517
US20120473918  20120517  WO2012US38315 20120517  WO2012US38338 20120517
US20140480262  20140908  US20140480772  20140909  US20140497943  20140926
US20140554919  20141126  US20150618665  20150210

 Probable Assignee: PIXI LIGHTING INC 

 Assignee(s): (std): ARAKI JOHN ; MYERS J RICHARD ; MYERS RICHARD J ; PIXI LIGHTING LLC ; WONG ARTHUR N ; PIXI LIGHTING INC 

 Assignee(s): PIXI LIGHTING INC2140 S. DUPONT HIGHWAYCOUNTY OF KENTCAMDENDE19934US ; ORANGEWOOD LEGACY LLC1300­
500 N. STATE COLLEGE BOULEVARDORANGECA92868­1625US ; PIXI LIGHTING LLC500 N. STATE COLLEGE 
BOULEVARDSUITE 1300ORANGECA92868­1625US ; ORANGEWOOD LEGACY LLC 

 Inventor(s): (std): ARAKI JOHN ; MYERS J RICHARD ; MYERS RICHARD J ; WONG ARTHUR N 

 Inventor(s): WONG ARTHUR NUS ; MYERS RICHARD JUS ; ARAKI JOHNUS 

 Agent(s): EMDE ERIC; LAWRENCE N; WORGUILL JASON A; WORGULL JASON A 

 Designated states: AE AG AL AM AO AT AU AZ BA BB BE BF BG BH BJ BR BW BY BZ CA CF CG CH CI CL CM CN CO CR CU CY CZ DE DK DM 
DO DZ EC EE EG ES FI FR GA GB GD GE GH GM GN GQ GR GT GW HN HR HU ID IE IL IN IS IT JP KE KG KM KN KP KR KZ 
LA LC LI LK LR LS LT LU LV LY MA MC MD ME MG MK ML MN MR MT MW MX MY MZ NA NE NG NI NL NO NZ OM PE PG PH PL 
PT QA RO RS RU RW SC SD SE SG SI SK SL SM SN ST SV SY SZ TD TG TH TJ TM TN TR TT TZ UA UG US UZ VC VN ZA ZM 
ZW

4) Family number: 54382954 (US2013188348A) © PatBase 

Title:  SECURITY LIGHTING SYSTEMS FOR PERIMETER FENCES

Abstract: Source: US2013188348A A security lighting system includes security lights mounted atop fence posts. Each security light has a light 
module including a central housing having outwardly extending support arms. A LED unit is mounted in a depression formed in a top surface of 
the central housing, and a hat covers the top surface of the central housing for allowing only reflected light to escape from light module. The 
security light has a junction box containing electrical components, and an extension tube having an upper end secured to the light module and 
a lower end secured to the junction box. The security light includes a clamp assembly for securing the junction box atop a fence post, and an
alignment system for aligning the extension tube with the longitudinal axis of the fence post so that the support arms extend perpendicular to the 
longitudinal axis of the fence post.  
Classifications:  
International (IPC 8­9): A47B96/06 A47G29/00 A47K1/00 E04G3/00 E04G5/06 
F21S4/00 F21S8/00 F21S8/08 F21V1/00 F21V11/00 F21V21/00 F21V21/088 F21V21/116 
F21V23/00 F21V33/00 F21V35/00 F21V7/00 H05B37/02 (Advanced/Invention) 
CPC: F21S2/00 F21V21/0824 F21V23/0442 F21V33/006 F21W2131/10 F21W2131/109 
F21V1/00 F21V7/00 F21V21/00 F21V21/088 F21V23/008 F21W2131/107 F21S8/088 
F21V7/0008 F21Y2101/02 F21V23/02 F21V23/0407 F21V23/0471 F21W2131/105 
US: 248/219.4 362/145 362/146 362/152 362/235 362/249.01 362/249.02 362/296.01 
362/341 362/351 362/382 362/396 362/431

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA2862024 AA  20140718  CA20132862024  20130123  

 CO7131393 A2  20141201  CO20140186010  20140825  

 US2013188348 AA  20130725  US20120357688  20120125  

 US2014104831 AA  20140417  US20120649939  20121011  

 US2014376228 AA  20141225  US20140482276  20140910  

 US8845124 BB  20140930  US20120357688  20120125  

 WO13112508 A1  20130801  WO2013US22635  20130123  

 Priority:

US20120357688 20120125  US20120649939 20121011  WO2013US22635 20130123
US20140482276 20140910

 Probable Assignee: MIND HEAD LLC 

 Assignee(s): (std): BRITT PAUL EUGENE ; BEAUSOLEIL DAVID M 

 Assignee(s): BEAUSOLEIL DAVID M337 SOUTH MAPLE AVENUERIDGEWOODNJ07450US ; BRITT PAUL EUGENE5061 COLLEGE VIEW 
AVENUELOS ANGELESCA90041US ; MIND HEAD LLC ; PAUL EUGENE BRITT ; DAVID M BEAUSOLEIL 

 Inventor(s): (std): BRITT PAUL EUGENE ; BEAUSOLEIL DAVID M 

 Inventor(s): BEAUSOLEIL DAVID M337 SOUTH MAPLE AVENUERIDGEWOODNJ07450US ; BRITT PAUL EUGENE5061 COLLEGE VIEW 
AVENUELOS ANGELESCA90041US ; DAVID M BEAUSOLEIL ; PAUL EUGENE BRITT 

 Agent(s): DOHERTY IP LAW GROUP LLC; DOHERTY MICHAEL J 

 Designated states: AE AG AL AM AO AT AU AZ BA BB BE BF BG BH BJ BN BR BW BY BZ CA CF CG CH CI CL CM CN CO CR CU CY CZ DE DK 
DM DO DZ EC EE EG ES FI FR GA GB GD GE GH GM GN GQ GR GT GW HN HR HU ID IE IL IN IS IT JP KE KG KM KN KP KR 
KZ LA LC LK LR LS LT LU LV LY MA MC MD ME MG MK ML MN MR MT MW MX MY MZ NA NE NG NI NL NO NZ OM PA PE PG PH 
PL PT QA RO RS RU RW SC SD SE SG SI SK SL SM SN ST SV SY SZ TD TG TH TJ TM TN TR TT TZ UA UG US UZ VC VN ZA 
ZM ZW

5) Family number: 53424125 (US2013083529A) © PatBase 

Title:  METHOD, APPARATUS AND SYSTEM FOR CONNECTING A LIGHT EMITTING DIODE LIGHT FIXTURE TO A MAINS POWER CONDUCTOR

Abstract: Source: US2013083529A A method, apparatus and system for connecting a light fixture having a light emitting diode (LED) lighting 
element to a mains power conductor in an electrical junction box is disclosed. The apparatus includes a support configured to attach to the 
electrical junction box and an electrical converter operable to receive electrical power from the mains power conductor and to generate an 
output power suitable for powering the LED lighting element. The apparatus also includes an output connector disposed on the support and in 
electrical connection with the electrical converter for receiving the output power, the output connector being operable to receive a connector of 
the light fixture for powering the LED lighting element, the output connector being oriented to receive the connector of the light fixture when 
the support is attached to the electrical junction box.  
Classifications:  
International (IPC 8­9): F21S2/00 F21V19/00 F21V21/00 F21V23/00 H02G3/18 
H05B37/00 (Advanced/Invention) 
CPC: F21V21/03 F21S8/033 F21S8/04 F21V23/06 F21Y2101/02 H02G3/20 Y10T29/49002 
US: 29/592.1 362/249.02 362/382

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA2791108 AA  20130330  CA20122791108  20120927  

 US2013083529 AA  20130404  US20110250240  20110930  

 Priority:

US20110250240 20110930  CA20122791108 20120927

 Probable Assignee: GIFFORD GRAHAM 

 Assignee(s): (std): GIFFORD GRAHAM 

 Inventor(s): (std): GIFFORD GRAHAM 

6) Family number: 42615399 (US2008297060A) © PatBase 

Title:  SWITCHED LED NIGHTLIGHT FOR SINGLE­GANG JUNCTION BOX

Abstract: Source: US2008297060A A nightlight including a light emitting diode (LED) is provided. The nightlight includes a switch that is 
operative to control the flow of power to the LED. The nightlight also includes a driver circuit that is configured to convert alternating current to 
direct current, where the direct current provides power to the LED. The nightlight also includes a housing coupled to the nightlight that contains 
the driver and is configured to fit within a single­gang junction box. The switch includes an LED that is powered by the driver circuit, where the 
LED is illuminated without regard to the position of the switch.  
Classifications:  
International (IPC 8­9): F21V33/00 H05B37/02 (Advanced/Invention); 
H05B37/02 (Core/Invention) 
CPC: H05B33/0803 H05B33/0815 Y10S362/80 
European: H05B33/08D H05B33/08D1C4 
US: 315/219 315/219P 315/363 362/800 362/95

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 US2008297060 AA  20081204  US20080127780  20080527  

 US8075149 BB  20111213  US20080127780  20080527  

 Priority:

US20070932157P 20070529  US20080127780 20080527

 Probable Assignee: COOPER TECHNOLOGIES 

 Assignee(s): (std): BOWDEN JR JAMES H ; COOPER TECHNOLOGIES CO ; KO WAI SHING PETER 

 Assignee(s): COOPER TECHNOLOGIES COMPANY ; COOPER TECHNOLOGIES 

 Inventor(s): (std): BOWDEN JR JAMES H ; KO WAI SHING PETER 

 Agent(s): KING AND SPALDING LLP 

7) Family number: 11721220 (US5365145A) © PatBase 

Title:  EMERGENCY LIGHTING SYSTEM

Abstract: Source: US5365145A An emergency lighting system for providing low voltage DC battery powered illumination to one or more areas 
of a home, apartment, office or other building structure in an emergency mode upon the failure or termination in such areas of a normal AC 
power mode. The system includes a voltage step­down transformer with the leads of its primary winding interconnected to a normal AC power 
source and forming therewith an AC circuit. A power rectifier has its input leads interconnected to the terminals of the low AC voltage secondary 
winding of the transformer and its DC voltage output leads interconnected to the terminals of an emergency battery power source. One or more 
low voltage incandescent lamps are interconnected to the terminals of the battery and form therewith an emergency DC circuit. A control relay 
interacts between the AC circuit and the DC circuit of the system with the DC circuit contacts of the relay interconnected in one of the low voltage
leads of the DC circuit between the lamps and the battery and with the coil of the relay interconnected in the AC circuit for maintaining the DC 
contacts of the DC circuit open during normal AC current flow in the AC circuit and responsive to a termination or failure of the AC power source 
and cessation of AC current flow in the AC circuit to close the DC circuit contacts of the relay whereby the low voltage lamps are energized by 
the battery to produce emergency illumination. 
Classifications:  
International (IPC 8­9): H02J9/02 H05B37/04 (Advanced/Invention); 
H02J9/00 H05B37/00 (Core/Invention) 
International (IPC 1­7): H05B37/00 
CPC: H02J9/02 H05B37/04 Y10T307/625 
European: H02J9/02 H05B37/04 
US: 307/66 315/185R 315/86 362/183 362/20 362/249.05 362/249.13 362/251

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 US5365145 A  19941115  US19930103542  19930809  

 Priority:

US19930103542 19930809

 Probable Assignee: GAEL INC 

 Assignee(s): (std): GAEL INC 

 Assignee(s): GAEL INC 3614 WATERHOLE STREET LAS VEGAS NV 

 Inventor(s): (std): FIELDS GREGORY S 

8) Family number: 3993951 (GB1473094A) © PatBase 

Title:  Electrical installation wiring SIMPLEX WIRING SYSTEMS Ltd 25 April 1974 [27 April 1973] 20080/73 Heading H2H An...

Abstract: Source: GB1473094A 1473094 Electrical installation wiring SIMPLEX WIRING SYSTEMS Ltd 25 April 1974 [27 April 1973] 20080/73 
Heading H2H An electrical wiring installation is so arranged that the supply to each of the outlets of the system is controlled by means of a solid 
state device, which device is itself controlled by means of a switch device remotely situated from the solid state device, the operating voltage for 
the switch being substantially less than that existing at the outlet. An installation comprises a plurality of loads each supplied from an A.C. source 
T L, T N over leads 13, 14 by way of a triac T. A low voltage is developed from the A.C. source by means of a transformer Tr and rectifying 
bridge 24 the output of the bridge 24 being used to energize the operating winding 11 of a reed relay R L when a switch SW, remote from the 
triac­reed relay assembly A, is closed. Energization of the relay closes contacts 10 to provide a gate signal for the triac T. Thus closure of the 
remotely positioned switch SW causes conduction of the triac T to supply the associated load. If desired the switch SW may be of the touch 
operated type in which case a connection 33, shown dotted, is required. Furthermore, the reed­relay may be replaced by a photo­electric device. 
All the components such as the triacs, resistors, relays c. are assembled on a printed circuit board and form a central control unit to which are 
connected all the switches SW by means of flat, low voltage, conductors in the form of adhesive tapes. 
Classifications:  
International (IPC 8­9): H03K17/725 H03K17/78 H03K17/96 (Advanced/Invention); 
H03K17/72 H03K17/78 H03K17/94 (Core/Invention) 
International (IPC 1­7): H02J3/00 H05B37/02 
CPC: H03K17/725 H03K17/78 H03K17/96 
European: H03K17/725 H03K17/78 H03K17/96

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 GB1473094 A  19770511  GB19730020080  19740425  

 Priority:

GB19730020080 19740425
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http://www.patbase.com/linkclass.asp?CCC=IPC&CLASS=F21V15%2F01
http://www.patbase.com/linkclass.asp?CCC=IPC&CLASS=F21V17%2F00
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Search query (8): TAC=(light* and transformer and junction near box and LED) and IC=(H05B) 
Results: 8

1) Family number: 43046024 (US2009080189A) © PatBase 

Title:  OPTIC COUPLER FOR LIGHT EMITTING DIODE FIXTURE

Abstract: Source: US2009080189A A recessed light fixture includes an LED module, which includes a single LED package that is configured to 
generate all light emitted by the recessed light fixture. For example, the LED package can include multiple LEDs mounted to a common 
substrate. The LED package can be coupled to a heat sink for dissipating heat from the LEDs. The heat sink can include a core member from 
which fins extend. Each fin can include one or more straight and/or curved portions. A reflector housing may be coupled to the heat sink and 
configured to receive a reflector. The reflector can have any geometry, such as a bell­shaped geometry including two radii of curvature that join 
together at an inflection point. An optic coupler can be coupled to the reflector housing and configured to cover electrical connections at the 
substrate and to guide light emitted by the LED package.  
Classifications:  
International (IPC 8­9): F21K7/00 F21K99/00 F21S4/00 F21S8/02 F21V F21V1/02 
F21V15/01 F21V17/00 F21V17/04 F21V17/10 F21V21/00 F21V21/02 F21V21/04 
F21V23/00 F21V29/00 F21V29/70 F21V7/00 F21V7/04 F21V7/09 F21V7/20 F21V9/00 
G05F1/00 H05B37/02 H05B39/04 H05B41/36 (Advanced/Invention); 
F21V15/01 F21V17/00 F21V21/04 F21V29/00 F21Y101/02 (Advanced/Non­invention); 
F21K99/00 F21S4/00 F21V1/00 F21V17/00 F21V21/02 F21V29/00 
F21V7/00 (Core/Invention); 
F21V (Subclass/Invention) 
CPC: H05B33/0815 H05B33/0809 H05B37/0263 F21S8/02 F21S8/026 F21V7/09 
F21V15/01 F21V29/004 F21Y2101/02 F21V29/74 F21V29/75 F21V29/22 F21V23/009 
F21V21/04 F21V29/2206 F21V29/2212 
European: F21S8/02 F21S8/02H F21V29/00C2 F21V29/22B2 F21V29/22B4 F21V7/09 
H05B33/08D1C H05B33/08D1C4 H05B37/02B6P R21V15/01 R21Y101/02 
US: 315/200.00R 315/200R 315/219 315/224 315/247 315/307 362/147 362/230 
362/230S 362/231 362/231P 362/234 362/234S 362/235 362/235P 362/235S 
362/249.02 362/249.020P 362/249.020S 362/294 362/296.05 362/296.050S 362/304 
362/345 362/347 362/347S 362/350 362/364 362/364S 362/365 362/368 362/373 
362/373S 362/650
 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA2700376 AA  20100319  CA20082700376  20080922  

 CA2700376 C  20150721  CA20082700376  20080922  

 CN101836042 A  20100915  CN200880112539  20080922  

 CN101836042 B  20141105  CN200880112539  20080922  

 EP2203678 A1  20100707  EP20080831466  20080922  

 EP2203678 A4  20131009  EP20080831466  20080922  

 IL204616 A0  20101130  IL20100204616  20100318  

 KR101533128 B1  20150701  KR20107008457  20080922  

 KR20100059989 A  20100604  KR20107008457  20080922  

 MX2010003077 A1  20100601  MX20100003077  20100319  

 US2009080189 AA  20090326  US20080235141  20080922  

 US2009086476 AA  20090402  US20080235116  20080922  

 US2009086481 AA  20090402  US20080235127  20080922  

 US2009129086 AA  20090521  US20080235146  20080922  

 US2011216534 AA  20110908  US20110109490  20110517  

 US2012188765 AA  20120726  US20120431439  20120327  

 US2012268933 AA  20121025  US20120543439  20120706  

 US2013235587 AA  20130912  US20130735655  20130107  

 US2013294095 AA  20131107  US20130934019  20130702  

 US2014009931 AA  20140109  US20130965026  20130812  

 US2015092425 AA  20150402  US20140563551  20141208  

 US2015098219 AA  20150409  US20140569896  20141215  

 US7959332 BB  20110614  US20080235116  20080922  

 US7993034 BB  20110809  US20080235127  20080922  

 US8207687 BA  20120626  US20090371891  20090216  

 US8348477 BB  20130108  US20120431439  20120327  

 US8348479 BB  20130108  US20110109490  20110517  

 US8491166 BB  20130723  US20080235146  20080922  

 US8779691 BA  20140715  US20120525997  20120618  

 US8789978 BB  20140729  US20130735655  20130107  

 US8876328 BB  20141104  US20120543439  20120706  

 US8905602 BB  20141209  US20130934019  20130702  

 US8911121 BB  20141216  US20130965026  20130812  

 WO09039491 A1  20090326  WO2008US77212  20080922  

 Priority:

US20070994792P 20070921  US20080010549  20080109  US20080065914  20080215
US20080090391  20080820  US20080010549P 20080109  US20080065914P 20080215
US20080235141  20080922  US20080235127  20080922  US20080235146  20080922
WO2008US77212 20080922  US20090371891  20090216  US20080090391P 20080820
US20080235116  20080922  US20080235166  20080922  US20120543439  20120706
US20110109490  20110517  US20120431439  20120327  US20130735655  20130107
US20130934019  20130702  US20130965026  20130812  US20120525997  20120618
US20140563551  20141208  US20140569896  20141215

 Probable Assignee: COOPER TECHNOLOGIES CO 

 Assignee(s): (std): COOPER TECHNOLOGIES CO ; RHODES SCOTT EDWARD ; THOMPSON EVANS EDWARD ; WEGNER SCOTT DAVID ; 
TICKNER JEROLD ; THOMPSON III EVANS EDWARD 

 Assignee(s): COOPER TECHNOLOGIES COMPANY ; COOPER TECHNOLOGY CO ; COOPER LIGHTING LLC 

 Inventor(s): (std): DAVID WEGNER SCOTT ; EDWARD THOMPSON EVANS ; JEROLD TICKNER ; RHODES SCOTT EDWARD ; THOMPSON EVANS 
EDWARD ; THOMPSON III EVANS EDWARD ; TICKNER JEROLD ; TICKNER JERRY ALAN ; WEGNER SCOTT DAVID 

 Agent(s): SMEE ANTHONY JAMES MICHAEL; KING AND SPALDING LLP; KING AND SPALDING; KING AND SPALDING LLC; SIMS LISA 
B 

 Designated states: AE AG AL AM AO AT AU AZ BA BB BE BF BG BH BJ BR BW BY BZ CA CF CG CH CI CM CN CO CR CU CY CZ DE DK DM DO 
DZ EC EE EG ES FI FR GA GB GD GE GH GM GN GQ GR GT GW HN HR HU ID IE IL IN IS IT JP KE KG KM KN KP KR KZ LA 
LC LI LK LR LS LT LU LV LY MA MC MD ME MG MK ML MN MR MT MW MX MY MZ NA NE NG NI NL NO NZ OM PG PH PL PT RO 
RS RU SC SD SE SG SI SK SL SM SN ST SV SY SZ TD TG TJ TM TN TR TT TZ UA UG US UZ VC VN ZA ZM ZW

2) Family number: 45961315 (US2010176746A) © PatBase 

Title:  METHOD AND DEVICE FOR REMOTE SENSING AND CONTROL OF LED LIGHTS

Abstract: Source: US2010176746A A control system is disclosed for determining an actual temperature of a light emitting diode. The control 
system uses conductor that supply power to the light emitting diode to supply a pulse to the light emitting diode. The pulse is determined along 
with a reaction caused by the pulse and the information gained is used in determination of the light emitting diode die temperature which can 
then be used in controlling current to the light emitting diode to control the temperature of the light emitting diode. 
Classifications:  
International (IPC 8­9): G01K13/00 G01K15/00 G01K7/00 G01K7/22 H05B33/08 
H05B37/02 (Advanced/Invention); 
G01K15/00 G01K7/00 G01K7/16 H05B37/02 (Core/Invention) 
CPC: H05B33/0893 G01K13/00 G01K7/01 G01K2217/00 H05B33/0848 
European: G01K7/01 H05B33/08D3B2 S01K217/00 
US: 315/117 315/185R 315/224 315/291 315/291S 315/294 315/294S 315/297 
315/297P 315/307 315/308 315/309 315/309S 315/362 315/362S 374/ E7.001 374/ 
E7.028 374/1 374/152 374/163 374/163S 374/185 374/185S 374/1S 374/E15.001 
374/E15.001S 374/E7.001 374/E7.028 374/E70.01S 374/E70.28S

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU2010204851 AA  20100722  AU20100204851  20100112  

 AU2010204851 BB  20131024  AU20100204851  20100112  

 CA2749472 AA  20100722  CA20102749472  20100112  

 EP2380405 A2  20111026  EP20100732010  20100112  

 EP2380405 A4  20140101  EP20100732010  20100112  

 US2010176746 AA  20100715  US20100683393  20100106  

 US2013182744 AA  20130718  US20120718366  20121218  

 US2014217896 AA  20140807  US20140177673  20140211  

 US8358085 BB  20130122  US20100683393  20100106  

 US8686666 BB  20140401  US20120718366  20121218  

 WO10083171 A2  20100722  WO2010US20819  20100112  

 WO10083171 A3  20101014  WO2010US20819  20100112  

 Priority:

US20090144408P 20090113  US20100683393 20100106  WO2010US20819 20100112
US20120718366  20121218  US20140177673 20140211

 Probable Assignee: TERRALUX INC 

 Assignee(s): (std): CATALANO ANTHONY ; CATALANO ANTHONY W ; HARRISON DANIEL ; TERRALUX INC 

 Assignee(s): EMERALD CLEANTECH FUND II LP 

 Inventor(s): (std): ANTHONY CATALANO ; CATALANO ANTHONY ; DANIEL HARRISON ; HARRISON DANIEL ; CATALANO ANTHONY W 

 Agent(s): SOMERVELL THOMAS RICHARD; PRITZKAU PATENT GROUP LLC; BINGHAM MCCUTCHEN LLP; GALLENSON MAVIS S ET AL 

 Designated states: AE AG AL AM AO AT AU AZ BA BB BE BF BG BH BJ BR BW BY BZ CA CF CG CH CI CL CM CN CO CR CU CY CZ DE DK DM 
DO DZ EC EE EG ES FI FR GA GB GD GE GH GM GN GQ GR GT GW HN HR HU ID IE IL IN IS IT JP KE KG KM KN KP KR KZ 
LA LC LI LK LR LS LT LU LV LY MA MC MD ME MG MK ML MN MR MT MW MX MY MZ NA NE NG NI NL NO NZ OM PE PG PH PL 
PT RO RS RU SC SD SE SG SI SK SL SM SN ST SV SY SZ TD TG TH TJ TM TN TR TT TZ UA UG US UZ VC VN ZA ZM ZW

3) Family number: 52405848 (US2012320627A) © PatBase 

Title:  FLAT PANEL LIGHTING DEVICE AND DRIVING CIRCUITRY

Abstract: Source: US2012320627A The present application is directed to a lighting fixture having a light emitting diode (LED) panel. The light 
fixture is configured to include a pair of LED configurations that are driven alternately by driving circuitry. The light fixture can include driving 
circuitry that is configured to be housed within a frame of the LED panel.  
Classifications:  
International (IPC 8­9): F21K99/00 F21S2/00 F21S8/00 F21S8/04 F21V13/02 
F21V15/01 F21V19/00 F21V21/00 F21V21/005 F21V21/02 F21V23/00 F21V23/02 
F21V23/06 F21V7/04 F21V8/00 F21Y105/00 G02B6/00 H05B33/08 
H05B37/02 (Advanced/Invention); 
F21K99/00 F21S8/04 F21V8/00 F21Y101/02 F21Y105/00 (Advanced/Non­invention) 
CPC: F21K9/30 F21V21/005 F21Y2103/003 F21V15/01 F21V23/002 F21Y2101/02 
F21Y2105/001 G02B6/0068 G02B6/0073 G02B6/0085 G02B6/0091 H05B33/0857 
Y02B20/383 Y02B20/386 F21V23/003 F21V23/02 G02B6/009 F21S8/04 F21K9/56 
F21V23/06 F21V23/023 G02B6/0083 
European: F21V15/01 F21V23/00C2 F21V23/00D R21S8/04 R21Y101/02 R21Y105/00D 
US: 362/147 362/150 362/249.02 362/382 362/607 362/608 362/612 362/632 362/634 
362/646
 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA2835213 AA  20131105  CA20122835213  20120517  

 CN103534527 A  20140122  CN201280024002  20120517  

 CN103562625 A  20140205  CN201280023544  20120517  

 EP2710293 A2  20140326  EP20120726949  20120517  

 JP2014517472 T2  20140717  JP20140511528T  20120517  

 JP2014527255 T2  20141009  JP20140511534T  20120517  

 KR20140038460 A  20140328  KR20137033273  20120517  

 TW201314116 A  20130401  TW20120117573  20120517  

 US2012320627 AA  20121220  US20120473929  20120517  

 US2013044512 AA  20130221  US20120473918  20120517  

 US2014376266 AA  20141225  US20140480262  20140908  

 US2014376267 AA  20141225  US20140480772  20140909  

 US2015049512 AA  20150219  US20140497943  20140926  

 US2015085528 AA  20150326  US20140554919  20141126  

 US2015153031 AA  20150604  US20150618665  20150210  

 US8915636 BB  20141223  US20120473918  20120517  

 WO12158894 A2  20121122  WO2012US38315  20120517  

 WO12158894 A3  20130425  WO2012US38315  20120517  

 WO12158908 A2  20121122  WO2012US38338  20120517  

 WO12158908 A3  20130425  WO2012US38338  20120517  

 Priority:

US20110487253P 20110517  US20110579472P 20111222  US20120473929  20120517
US20120473918  20120517  WO2012US38315 20120517  WO2012US38338 20120517
US20140480262  20140908  US20140480772  20140909  US20140497943  20140926
US20140554919  20141126  US20150618665  20150210

 Probable Assignee: PIXI LIGHTING INC 

 Assignee(s): (std): ARAKI JOHN ; MYERS J RICHARD ; MYERS RICHARD J ; PIXI LIGHTING LLC ; WONG ARTHUR N ; PIXI LIGHTING INC 

 Assignee(s): PIXI LIGHTING INC2140 S. DUPONT HIGHWAYCOUNTY OF KENTCAMDENDE19934US ; ORANGEWOOD LEGACY LLC1300­
500 N. STATE COLLEGE BOULEVARDORANGECA92868­1625US ; PIXI LIGHTING LLC500 N. STATE COLLEGE 
BOULEVARDSUITE 1300ORANGECA92868­1625US ; ORANGEWOOD LEGACY LLC 

 Inventor(s): (std): ARAKI JOHN ; MYERS J RICHARD ; MYERS RICHARD J ; WONG ARTHUR N 

 Inventor(s): WONG ARTHUR NUS ; MYERS RICHARD JUS ; ARAKI JOHNUS 

 Agent(s): EMDE ERIC; LAWRENCE N; WORGUILL JASON A; WORGULL JASON A 

 Designated states: AE AG AL AM AO AT AU AZ BA BB BE BF BG BH BJ BR BW BY BZ CA CF CG CH CI CL CM CN CO CR CU CY CZ DE DK DM 
DO DZ EC EE EG ES FI FR GA GB GD GE GH GM GN GQ GR GT GW HN HR HU ID IE IL IN IS IT JP KE KG KM KN KP KR KZ 
LA LC LI LK LR LS LT LU LV LY MA MC MD ME MG MK ML MN MR MT MW MX MY MZ NA NE NG NI NL NO NZ OM PE PG PH PL 
PT QA RO RS RU RW SC SD SE SG SI SK SL SM SN ST SV SY SZ TD TG TH TJ TM TN TR TT TZ UA UG US UZ VC VN ZA ZM 
ZW

4) Family number: 54382954 (US2013188348A) © PatBase 

Title:  SECURITY LIGHTING SYSTEMS FOR PERIMETER FENCES

Abstract: Source: US2013188348A A security lighting system includes security lights mounted atop fence posts. Each security light has a light 
module including a central housing having outwardly extending support arms. A LED unit is mounted in a depression formed in a top surface of 
the central housing, and a hat covers the top surface of the central housing for allowing only reflected light to escape from light module. The 
security light has a junction box containing electrical components, and an extension tube having an upper end secured to the light module and 
a lower end secured to the junction box. The security light includes a clamp assembly for securing the junction box atop a fence post, and an
alignment system for aligning the extension tube with the longitudinal axis of the fence post so that the support arms extend perpendicular to the 
longitudinal axis of the fence post.  
Classifications:  
International (IPC 8­9): A47B96/06 A47G29/00 A47K1/00 E04G3/00 E04G5/06 
F21S4/00 F21S8/00 F21S8/08 F21V1/00 F21V11/00 F21V21/00 F21V21/088 F21V21/116 
F21V23/00 F21V33/00 F21V35/00 F21V7/00 H05B37/02 (Advanced/Invention) 
CPC: F21S2/00 F21V21/0824 F21V23/0442 F21V33/006 F21W2131/10 F21W2131/109 
F21V1/00 F21V7/00 F21V21/00 F21V21/088 F21V23/008 F21W2131/107 F21S8/088 
F21V7/0008 F21Y2101/02 F21V23/02 F21V23/0407 F21V23/0471 F21W2131/105 
US: 248/219.4 362/145 362/146 362/152 362/235 362/249.01 362/249.02 362/296.01 
362/341 362/351 362/382 362/396 362/431

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA2862024 AA  20140718  CA20132862024  20130123  

 CO7131393 A2  20141201  CO20140186010  20140825  

 US2013188348 AA  20130725  US20120357688  20120125  

 US2014104831 AA  20140417  US20120649939  20121011  

 US2014376228 AA  20141225  US20140482276  20140910  

 US8845124 BB  20140930  US20120357688  20120125  

 WO13112508 A1  20130801  WO2013US22635  20130123  

 Priority:

US20120357688 20120125  US20120649939 20121011  WO2013US22635 20130123
US20140482276 20140910

 Probable Assignee: MIND HEAD LLC 

 Assignee(s): (std): BRITT PAUL EUGENE ; BEAUSOLEIL DAVID M 

 Assignee(s): BEAUSOLEIL DAVID M337 SOUTH MAPLE AVENUERIDGEWOODNJ07450US ; BRITT PAUL EUGENE5061 COLLEGE VIEW 
AVENUELOS ANGELESCA90041US ; MIND HEAD LLC ; PAUL EUGENE BRITT ; DAVID M BEAUSOLEIL 

 Inventor(s): (std): BRITT PAUL EUGENE ; BEAUSOLEIL DAVID M 

 Inventor(s): BEAUSOLEIL DAVID M337 SOUTH MAPLE AVENUERIDGEWOODNJ07450US ; BRITT PAUL EUGENE5061 COLLEGE VIEW 
AVENUELOS ANGELESCA90041US ; DAVID M BEAUSOLEIL ; PAUL EUGENE BRITT 

 Agent(s): DOHERTY IP LAW GROUP LLC; DOHERTY MICHAEL J 

 Designated states: AE AG AL AM AO AT AU AZ BA BB BE BF BG BH BJ BN BR BW BY BZ CA CF CG CH CI CL CM CN CO CR CU CY CZ DE DK 
DM DO DZ EC EE EG ES FI FR GA GB GD GE GH GM GN GQ GR GT GW HN HR HU ID IE IL IN IS IT JP KE KG KM KN KP KR 
KZ LA LC LK LR LS LT LU LV LY MA MC MD ME MG MK ML MN MR MT MW MX MY MZ NA NE NG NI NL NO NZ OM PA PE PG PH 
PL PT QA RO RS RU RW SC SD SE SG SI SK SL SM SN ST SV SY SZ TD TG TH TJ TM TN TR TT TZ UA UG US UZ VC VN ZA 
ZM ZW

5) Family number: 53424125 (US2013083529A) © PatBase 

Title:  METHOD, APPARATUS AND SYSTEM FOR CONNECTING A LIGHT EMITTING DIODE LIGHT FIXTURE TO A MAINS POWER CONDUCTOR

Abstract: Source: US2013083529A A method, apparatus and system for connecting a light fixture having a light emitting diode (LED) lighting 
element to a mains power conductor in an electrical junction box is disclosed. The apparatus includes a support configured to attach to the 
electrical junction box and an electrical converter operable to receive electrical power from the mains power conductor and to generate an 
output power suitable for powering the LED lighting element. The apparatus also includes an output connector disposed on the support and in 
electrical connection with the electrical converter for receiving the output power, the output connector being operable to receive a connector of 
the light fixture for powering the LED lighting element, the output connector being oriented to receive the connector of the light fixture when 
the support is attached to the electrical junction box.  
Classifications:  
International (IPC 8­9): F21S2/00 F21V19/00 F21V21/00 F21V23/00 H02G3/18 
H05B37/00 (Advanced/Invention) 
CPC: F21V21/03 F21S8/033 F21S8/04 F21V23/06 F21Y2101/02 H02G3/20 Y10T29/49002 
US: 29/592.1 362/249.02 362/382

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA2791108 AA  20130330  CA20122791108  20120927  

 US2013083529 AA  20130404  US20110250240  20110930  

 Priority:

US20110250240 20110930  CA20122791108 20120927

 Probable Assignee: GIFFORD GRAHAM 

 Assignee(s): (std): GIFFORD GRAHAM 

 Inventor(s): (std): GIFFORD GRAHAM 

6) Family number: 42615399 (US2008297060A) © PatBase 

Title:  SWITCHED LED NIGHTLIGHT FOR SINGLE­GANG JUNCTION BOX

Abstract: Source: US2008297060A A nightlight including a light emitting diode (LED) is provided. The nightlight includes a switch that is 
operative to control the flow of power to the LED. The nightlight also includes a driver circuit that is configured to convert alternating current to 
direct current, where the direct current provides power to the LED. The nightlight also includes a housing coupled to the nightlight that contains 
the driver and is configured to fit within a single­gang junction box. The switch includes an LED that is powered by the driver circuit, where the 
LED is illuminated without regard to the position of the switch.  
Classifications:  
International (IPC 8­9): F21V33/00 H05B37/02 (Advanced/Invention); 
H05B37/02 (Core/Invention) 
CPC: H05B33/0803 H05B33/0815 Y10S362/80 
European: H05B33/08D H05B33/08D1C4 
US: 315/219 315/219P 315/363 362/800 362/95

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 US2008297060 AA  20081204  US20080127780  20080527  

 US8075149 BB  20111213  US20080127780  20080527  

 Priority:

US20070932157P 20070529  US20080127780 20080527

 Probable Assignee: COOPER TECHNOLOGIES 

 Assignee(s): (std): BOWDEN JR JAMES H ; COOPER TECHNOLOGIES CO ; KO WAI SHING PETER 

 Assignee(s): COOPER TECHNOLOGIES COMPANY ; COOPER TECHNOLOGIES 

 Inventor(s): (std): BOWDEN JR JAMES H ; KO WAI SHING PETER 

 Agent(s): KING AND SPALDING LLP 

7) Family number: 11721220 (US5365145A) © PatBase 

Title:  EMERGENCY LIGHTING SYSTEM

Abstract: Source: US5365145A An emergency lighting system for providing low voltage DC battery powered illumination to one or more areas 
of a home, apartment, office or other building structure in an emergency mode upon the failure or termination in such areas of a normal AC 
power mode. The system includes a voltage step­down transformer with the leads of its primary winding interconnected to a normal AC power 
source and forming therewith an AC circuit. A power rectifier has its input leads interconnected to the terminals of the low AC voltage secondary 
winding of the transformer and its DC voltage output leads interconnected to the terminals of an emergency battery power source. One or more 
low voltage incandescent lamps are interconnected to the terminals of the battery and form therewith an emergency DC circuit. A control relay 
interacts between the AC circuit and the DC circuit of the system with the DC circuit contacts of the relay interconnected in one of the low voltage
leads of the DC circuit between the lamps and the battery and with the coil of the relay interconnected in the AC circuit for maintaining the DC 
contacts of the DC circuit open during normal AC current flow in the AC circuit and responsive to a termination or failure of the AC power source 
and cessation of AC current flow in the AC circuit to close the DC circuit contacts of the relay whereby the low voltage lamps are energized by 
the battery to produce emergency illumination. 
Classifications:  
International (IPC 8­9): H02J9/02 H05B37/04 (Advanced/Invention); 
H02J9/00 H05B37/00 (Core/Invention) 
International (IPC 1­7): H05B37/00 
CPC: H02J9/02 H05B37/04 Y10T307/625 
European: H02J9/02 H05B37/04 
US: 307/66 315/185R 315/86 362/183 362/20 362/249.05 362/249.13 362/251

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 US5365145 A  19941115  US19930103542  19930809  

 Priority:

US19930103542 19930809

 Probable Assignee: GAEL INC 

 Assignee(s): (std): GAEL INC 

 Assignee(s): GAEL INC 3614 WATERHOLE STREET LAS VEGAS NV 

 Inventor(s): (std): FIELDS GREGORY S 

8) Family number: 3993951 (GB1473094A) © PatBase 

Title:  Electrical installation wiring SIMPLEX WIRING SYSTEMS Ltd 25 April 1974 [27 April 1973] 20080/73 Heading H2H An...

Abstract: Source: GB1473094A 1473094 Electrical installation wiring SIMPLEX WIRING SYSTEMS Ltd 25 April 1974 [27 April 1973] 20080/73 
Heading H2H An electrical wiring installation is so arranged that the supply to each of the outlets of the system is controlled by means of a solid 
state device, which device is itself controlled by means of a switch device remotely situated from the solid state device, the operating voltage for 
the switch being substantially less than that existing at the outlet. An installation comprises a plurality of loads each supplied from an A.C. source 
T L, T N over leads 13, 14 by way of a triac T. A low voltage is developed from the A.C. source by means of a transformer Tr and rectifying 
bridge 24 the output of the bridge 24 being used to energize the operating winding 11 of a reed relay R L when a switch SW, remote from the 
triac­reed relay assembly A, is closed. Energization of the relay closes contacts 10 to provide a gate signal for the triac T. Thus closure of the 
remotely positioned switch SW causes conduction of the triac T to supply the associated load. If desired the switch SW may be of the touch 
operated type in which case a connection 33, shown dotted, is required. Furthermore, the reed­relay may be replaced by a photo­electric device. 
All the components such as the triacs, resistors, relays c. are assembled on a printed circuit board and form a central control unit to which are 
connected all the switches SW by means of flat, low voltage, conductors in the form of adhesive tapes. 
Classifications:  
International (IPC 8­9): H03K17/725 H03K17/78 H03K17/96 (Advanced/Invention); 
H03K17/72 H03K17/78 H03K17/94 (Core/Invention) 
International (IPC 1­7): H02J3/00 H05B37/02 
CPC: H03K17/725 H03K17/78 H03K17/96 
European: H03K17/725 H03K17/78 H03K17/96

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 GB1473094 A  19770511  GB19730020080  19740425  

 Priority:

GB19730020080 19740425
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PatBase ­ Search results   08 September 2015   
Search query (8): TAC=(light* and transformer and junction near box and LED) and IC=(H05B) 
Results: 8

1) Family number: 43046024 (US2009080189A) © PatBase 

Title:  OPTIC COUPLER FOR LIGHT EMITTING DIODE FIXTURE

Abstract: Source: US2009080189A A recessed light fixture includes an LED module, which includes a single LED package that is configured to 
generate all light emitted by the recessed light fixture. For example, the LED package can include multiple LEDs mounted to a common 
substrate. The LED package can be coupled to a heat sink for dissipating heat from the LEDs. The heat sink can include a core member from 
which fins extend. Each fin can include one or more straight and/or curved portions. A reflector housing may be coupled to the heat sink and 
configured to receive a reflector. The reflector can have any geometry, such as a bell­shaped geometry including two radii of curvature that join 
together at an inflection point. An optic coupler can be coupled to the reflector housing and configured to cover electrical connections at the 
substrate and to guide light emitted by the LED package.  
Classifications:  
International (IPC 8­9): F21K7/00 F21K99/00 F21S4/00 F21S8/02 F21V F21V1/02 
F21V15/01 F21V17/00 F21V17/04 F21V17/10 F21V21/00 F21V21/02 F21V21/04 
F21V23/00 F21V29/00 F21V29/70 F21V7/00 F21V7/04 F21V7/09 F21V7/20 F21V9/00 
G05F1/00 H05B37/02 H05B39/04 H05B41/36 (Advanced/Invention); 
F21V15/01 F21V17/00 F21V21/04 F21V29/00 F21Y101/02 (Advanced/Non­invention); 
F21K99/00 F21S4/00 F21V1/00 F21V17/00 F21V21/02 F21V29/00 
F21V7/00 (Core/Invention); 
F21V (Subclass/Invention) 
CPC: H05B33/0815 H05B33/0809 H05B37/0263 F21S8/02 F21S8/026 F21V7/09 
F21V15/01 F21V29/004 F21Y2101/02 F21V29/74 F21V29/75 F21V29/22 F21V23/009 
F21V21/04 F21V29/2206 F21V29/2212 
European: F21S8/02 F21S8/02H F21V29/00C2 F21V29/22B2 F21V29/22B4 F21V7/09 
H05B33/08D1C H05B33/08D1C4 H05B37/02B6P R21V15/01 R21Y101/02 
US: 315/200.00R 315/200R 315/219 315/224 315/247 315/307 362/147 362/230 
362/230S 362/231 362/231P 362/234 362/234S 362/235 362/235P 362/235S 
362/249.02 362/249.020P 362/249.020S 362/294 362/296.05 362/296.050S 362/304 
362/345 362/347 362/347S 362/350 362/364 362/364S 362/365 362/368 362/373 
362/373S 362/650
 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA2700376 AA  20100319  CA20082700376  20080922  

 CA2700376 C  20150721  CA20082700376  20080922  

 CN101836042 A  20100915  CN200880112539  20080922  

 CN101836042 B  20141105  CN200880112539  20080922  

 EP2203678 A1  20100707  EP20080831466  20080922  

 EP2203678 A4  20131009  EP20080831466  20080922  

 IL204616 A0  20101130  IL20100204616  20100318  

 KR101533128 B1  20150701  KR20107008457  20080922  

 KR20100059989 A  20100604  KR20107008457  20080922  

 MX2010003077 A1  20100601  MX20100003077  20100319  

 US2009080189 AA  20090326  US20080235141  20080922  

 US2009086476 AA  20090402  US20080235116  20080922  

 US2009086481 AA  20090402  US20080235127  20080922  

 US2009129086 AA  20090521  US20080235146  20080922  

 US2011216534 AA  20110908  US20110109490  20110517  

 US2012188765 AA  20120726  US20120431439  20120327  

 US2012268933 AA  20121025  US20120543439  20120706  

 US2013235587 AA  20130912  US20130735655  20130107  

 US2013294095 AA  20131107  US20130934019  20130702  

 US2014009931 AA  20140109  US20130965026  20130812  

 US2015092425 AA  20150402  US20140563551  20141208  

 US2015098219 AA  20150409  US20140569896  20141215  

 US7959332 BB  20110614  US20080235116  20080922  

 US7993034 BB  20110809  US20080235127  20080922  

 US8207687 BA  20120626  US20090371891  20090216  

 US8348477 BB  20130108  US20120431439  20120327  

 US8348479 BB  20130108  US20110109490  20110517  

 US8491166 BB  20130723  US20080235146  20080922  

 US8779691 BA  20140715  US20120525997  20120618  

 US8789978 BB  20140729  US20130735655  20130107  

 US8876328 BB  20141104  US20120543439  20120706  

 US8905602 BB  20141209  US20130934019  20130702  

 US8911121 BB  20141216  US20130965026  20130812  

 WO09039491 A1  20090326  WO2008US77212  20080922  

 Priority:

US20070994792P 20070921  US20080010549  20080109  US20080065914  20080215
US20080090391  20080820  US20080010549P 20080109  US20080065914P 20080215
US20080235141  20080922  US20080235127  20080922  US20080235146  20080922
WO2008US77212 20080922  US20090371891  20090216  US20080090391P 20080820
US20080235116  20080922  US20080235166  20080922  US20120543439  20120706
US20110109490  20110517  US20120431439  20120327  US20130735655  20130107
US20130934019  20130702  US20130965026  20130812  US20120525997  20120618
US20140563551  20141208  US20140569896  20141215

 Probable Assignee: COOPER TECHNOLOGIES CO 

 Assignee(s): (std): COOPER TECHNOLOGIES CO ; RHODES SCOTT EDWARD ; THOMPSON EVANS EDWARD ; WEGNER SCOTT DAVID ; 
TICKNER JEROLD ; THOMPSON III EVANS EDWARD 

 Assignee(s): COOPER TECHNOLOGIES COMPANY ; COOPER TECHNOLOGY CO ; COOPER LIGHTING LLC 

 Inventor(s): (std): DAVID WEGNER SCOTT ; EDWARD THOMPSON EVANS ; JEROLD TICKNER ; RHODES SCOTT EDWARD ; THOMPSON EVANS 
EDWARD ; THOMPSON III EVANS EDWARD ; TICKNER JEROLD ; TICKNER JERRY ALAN ; WEGNER SCOTT DAVID 

 Agent(s): SMEE ANTHONY JAMES MICHAEL; KING AND SPALDING LLP; KING AND SPALDING; KING AND SPALDING LLC; SIMS LISA 
B 

 Designated states: AE AG AL AM AO AT AU AZ BA BB BE BF BG BH BJ BR BW BY BZ CA CF CG CH CI CM CN CO CR CU CY CZ DE DK DM DO 
DZ EC EE EG ES FI FR GA GB GD GE GH GM GN GQ GR GT GW HN HR HU ID IE IL IN IS IT JP KE KG KM KN KP KR KZ LA 
LC LI LK LR LS LT LU LV LY MA MC MD ME MG MK ML MN MR MT MW MX MY MZ NA NE NG NI NL NO NZ OM PG PH PL PT RO 
RS RU SC SD SE SG SI SK SL SM SN ST SV SY SZ TD TG TJ TM TN TR TT TZ UA UG US UZ VC VN ZA ZM ZW

2) Family number: 45961315 (US2010176746A) © PatBase 

Title:  METHOD AND DEVICE FOR REMOTE SENSING AND CONTROL OF LED LIGHTS

Abstract: Source: US2010176746A A control system is disclosed for determining an actual temperature of a light emitting diode. The control 
system uses conductor that supply power to the light emitting diode to supply a pulse to the light emitting diode. The pulse is determined along 
with a reaction caused by the pulse and the information gained is used in determination of the light emitting diode die temperature which can 
then be used in controlling current to the light emitting diode to control the temperature of the light emitting diode. 
Classifications:  
International (IPC 8­9): G01K13/00 G01K15/00 G01K7/00 G01K7/22 H05B33/08 
H05B37/02 (Advanced/Invention); 
G01K15/00 G01K7/00 G01K7/16 H05B37/02 (Core/Invention) 
CPC: H05B33/0893 G01K13/00 G01K7/01 G01K2217/00 H05B33/0848 
European: G01K7/01 H05B33/08D3B2 S01K217/00 
US: 315/117 315/185R 315/224 315/291 315/291S 315/294 315/294S 315/297 
315/297P 315/307 315/308 315/309 315/309S 315/362 315/362S 374/ E7.001 374/ 
E7.028 374/1 374/152 374/163 374/163S 374/185 374/185S 374/1S 374/E15.001 
374/E15.001S 374/E7.001 374/E7.028 374/E70.01S 374/E70.28S

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU2010204851 AA  20100722  AU20100204851  20100112  

 AU2010204851 BB  20131024  AU20100204851  20100112  

 CA2749472 AA  20100722  CA20102749472  20100112  

 EP2380405 A2  20111026  EP20100732010  20100112  

 EP2380405 A4  20140101  EP20100732010  20100112  

 US2010176746 AA  20100715  US20100683393  20100106  

 US2013182744 AA  20130718  US20120718366  20121218  

 US2014217896 AA  20140807  US20140177673  20140211  

 US8358085 BB  20130122  US20100683393  20100106  

 US8686666 BB  20140401  US20120718366  20121218  

 WO10083171 A2  20100722  WO2010US20819  20100112  

 WO10083171 A3  20101014  WO2010US20819  20100112  

 Priority:

US20090144408P 20090113  US20100683393 20100106  WO2010US20819 20100112
US20120718366  20121218  US20140177673 20140211

 Probable Assignee: TERRALUX INC 

 Assignee(s): (std): CATALANO ANTHONY ; CATALANO ANTHONY W ; HARRISON DANIEL ; TERRALUX INC 

 Assignee(s): EMERALD CLEANTECH FUND II LP 

 Inventor(s): (std): ANTHONY CATALANO ; CATALANO ANTHONY ; DANIEL HARRISON ; HARRISON DANIEL ; CATALANO ANTHONY W 

 Agent(s): SOMERVELL THOMAS RICHARD; PRITZKAU PATENT GROUP LLC; BINGHAM MCCUTCHEN LLP; GALLENSON MAVIS S ET AL 

 Designated states: AE AG AL AM AO AT AU AZ BA BB BE BF BG BH BJ BR BW BY BZ CA CF CG CH CI CL CM CN CO CR CU CY CZ DE DK DM 
DO DZ EC EE EG ES FI FR GA GB GD GE GH GM GN GQ GR GT GW HN HR HU ID IE IL IN IS IT JP KE KG KM KN KP KR KZ 
LA LC LI LK LR LS LT LU LV LY MA MC MD ME MG MK ML MN MR MT MW MX MY MZ NA NE NG NI NL NO NZ OM PE PG PH PL 
PT RO RS RU SC SD SE SG SI SK SL SM SN ST SV SY SZ TD TG TH TJ TM TN TR TT TZ UA UG US UZ VC VN ZA ZM ZW

3) Family number: 52405848 (US2012320627A) © PatBase 

Title:  FLAT PANEL LIGHTING DEVICE AND DRIVING CIRCUITRY

Abstract: Source: US2012320627A The present application is directed to a lighting fixture having a light emitting diode (LED) panel. The light 
fixture is configured to include a pair of LED configurations that are driven alternately by driving circuitry. The light fixture can include driving 
circuitry that is configured to be housed within a frame of the LED panel.  
Classifications:  
International (IPC 8­9): F21K99/00 F21S2/00 F21S8/00 F21S8/04 F21V13/02 
F21V15/01 F21V19/00 F21V21/00 F21V21/005 F21V21/02 F21V23/00 F21V23/02 
F21V23/06 F21V7/04 F21V8/00 F21Y105/00 G02B6/00 H05B33/08 
H05B37/02 (Advanced/Invention); 
F21K99/00 F21S8/04 F21V8/00 F21Y101/02 F21Y105/00 (Advanced/Non­invention) 
CPC: F21K9/30 F21V21/005 F21Y2103/003 F21V15/01 F21V23/002 F21Y2101/02 
F21Y2105/001 G02B6/0068 G02B6/0073 G02B6/0085 G02B6/0091 H05B33/0857 
Y02B20/383 Y02B20/386 F21V23/003 F21V23/02 G02B6/009 F21S8/04 F21K9/56 
F21V23/06 F21V23/023 G02B6/0083 
European: F21V15/01 F21V23/00C2 F21V23/00D R21S8/04 R21Y101/02 R21Y105/00D 
US: 362/147 362/150 362/249.02 362/382 362/607 362/608 362/612 362/632 362/634 
362/646
 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA2835213 AA  20131105  CA20122835213  20120517  

 CN103534527 A  20140122  CN201280024002  20120517  

 CN103562625 A  20140205  CN201280023544  20120517  

 EP2710293 A2  20140326  EP20120726949  20120517  

 JP2014517472 T2  20140717  JP20140511528T  20120517  

 JP2014527255 T2  20141009  JP20140511534T  20120517  

 KR20140038460 A  20140328  KR20137033273  20120517  

 TW201314116 A  20130401  TW20120117573  20120517  

 US2012320627 AA  20121220  US20120473929  20120517  

 US2013044512 AA  20130221  US20120473918  20120517  

 US2014376266 AA  20141225  US20140480262  20140908  

 US2014376267 AA  20141225  US20140480772  20140909  

 US2015049512 AA  20150219  US20140497943  20140926  

 US2015085528 AA  20150326  US20140554919  20141126  

 US2015153031 AA  20150604  US20150618665  20150210  

 US8915636 BB  20141223  US20120473918  20120517  

 WO12158894 A2  20121122  WO2012US38315  20120517  

 WO12158894 A3  20130425  WO2012US38315  20120517  

 WO12158908 A2  20121122  WO2012US38338  20120517  

 WO12158908 A3  20130425  WO2012US38338  20120517  

 Priority:

US20110487253P 20110517  US20110579472P 20111222  US20120473929  20120517
US20120473918  20120517  WO2012US38315 20120517  WO2012US38338 20120517
US20140480262  20140908  US20140480772  20140909  US20140497943  20140926
US20140554919  20141126  US20150618665  20150210

 Probable Assignee: PIXI LIGHTING INC 

 Assignee(s): (std): ARAKI JOHN ; MYERS J RICHARD ; MYERS RICHARD J ; PIXI LIGHTING LLC ; WONG ARTHUR N ; PIXI LIGHTING INC 

 Assignee(s): PIXI LIGHTING INC2140 S. DUPONT HIGHWAYCOUNTY OF KENTCAMDENDE19934US ; ORANGEWOOD LEGACY LLC1300­
500 N. STATE COLLEGE BOULEVARDORANGECA92868­1625US ; PIXI LIGHTING LLC500 N. STATE COLLEGE 
BOULEVARDSUITE 1300ORANGECA92868­1625US ; ORANGEWOOD LEGACY LLC 

 Inventor(s): (std): ARAKI JOHN ; MYERS J RICHARD ; MYERS RICHARD J ; WONG ARTHUR N 

 Inventor(s): WONG ARTHUR NUS ; MYERS RICHARD JUS ; ARAKI JOHNUS 

 Agent(s): EMDE ERIC; LAWRENCE N; WORGUILL JASON A; WORGULL JASON A 

 Designated states: AE AG AL AM AO AT AU AZ BA BB BE BF BG BH BJ BR BW BY BZ CA CF CG CH CI CL CM CN CO CR CU CY CZ DE DK DM 
DO DZ EC EE EG ES FI FR GA GB GD GE GH GM GN GQ GR GT GW HN HR HU ID IE IL IN IS IT JP KE KG KM KN KP KR KZ 
LA LC LI LK LR LS LT LU LV LY MA MC MD ME MG MK ML MN MR MT MW MX MY MZ NA NE NG NI NL NO NZ OM PE PG PH PL 
PT QA RO RS RU RW SC SD SE SG SI SK SL SM SN ST SV SY SZ TD TG TH TJ TM TN TR TT TZ UA UG US UZ VC VN ZA ZM 
ZW

4) Family number: 54382954 (US2013188348A) © PatBase 

Title:  SECURITY LIGHTING SYSTEMS FOR PERIMETER FENCES

Abstract: Source: US2013188348A A security lighting system includes security lights mounted atop fence posts. Each security light has a light 
module including a central housing having outwardly extending support arms. A LED unit is mounted in a depression formed in a top surface of 
the central housing, and a hat covers the top surface of the central housing for allowing only reflected light to escape from light module. The 
security light has a junction box containing electrical components, and an extension tube having an upper end secured to the light module and 
a lower end secured to the junction box. The security light includes a clamp assembly for securing the junction box atop a fence post, and an
alignment system for aligning the extension tube with the longitudinal axis of the fence post so that the support arms extend perpendicular to the 
longitudinal axis of the fence post.  
Classifications:  
International (IPC 8­9): A47B96/06 A47G29/00 A47K1/00 E04G3/00 E04G5/06 
F21S4/00 F21S8/00 F21S8/08 F21V1/00 F21V11/00 F21V21/00 F21V21/088 F21V21/116 
F21V23/00 F21V33/00 F21V35/00 F21V7/00 H05B37/02 (Advanced/Invention) 
CPC: F21S2/00 F21V21/0824 F21V23/0442 F21V33/006 F21W2131/10 F21W2131/109 
F21V1/00 F21V7/00 F21V21/00 F21V21/088 F21V23/008 F21W2131/107 F21S8/088 
F21V7/0008 F21Y2101/02 F21V23/02 F21V23/0407 F21V23/0471 F21W2131/105 
US: 248/219.4 362/145 362/146 362/152 362/235 362/249.01 362/249.02 362/296.01 
362/341 362/351 362/382 362/396 362/431

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA2862024 AA  20140718  CA20132862024  20130123  

 CO7131393 A2  20141201  CO20140186010  20140825  

 US2013188348 AA  20130725  US20120357688  20120125  

 US2014104831 AA  20140417  US20120649939  20121011  

 US2014376228 AA  20141225  US20140482276  20140910  

 US8845124 BB  20140930  US20120357688  20120125  

 WO13112508 A1  20130801  WO2013US22635  20130123  

 Priority:

US20120357688 20120125  US20120649939 20121011  WO2013US22635 20130123
US20140482276 20140910

 Probable Assignee: MIND HEAD LLC 

 Assignee(s): (std): BRITT PAUL EUGENE ; BEAUSOLEIL DAVID M 

 Assignee(s): BEAUSOLEIL DAVID M337 SOUTH MAPLE AVENUERIDGEWOODNJ07450US ; BRITT PAUL EUGENE5061 COLLEGE VIEW 
AVENUELOS ANGELESCA90041US ; MIND HEAD LLC ; PAUL EUGENE BRITT ; DAVID M BEAUSOLEIL 

 Inventor(s): (std): BRITT PAUL EUGENE ; BEAUSOLEIL DAVID M 

 Inventor(s): BEAUSOLEIL DAVID M337 SOUTH MAPLE AVENUERIDGEWOODNJ07450US ; BRITT PAUL EUGENE5061 COLLEGE VIEW 
AVENUELOS ANGELESCA90041US ; DAVID M BEAUSOLEIL ; PAUL EUGENE BRITT 

 Agent(s): DOHERTY IP LAW GROUP LLC; DOHERTY MICHAEL J 

 Designated states: AE AG AL AM AO AT AU AZ BA BB BE BF BG BH BJ BN BR BW BY BZ CA CF CG CH CI CL CM CN CO CR CU CY CZ DE DK 
DM DO DZ EC EE EG ES FI FR GA GB GD GE GH GM GN GQ GR GT GW HN HR HU ID IE IL IN IS IT JP KE KG KM KN KP KR 
KZ LA LC LK LR LS LT LU LV LY MA MC MD ME MG MK ML MN MR MT MW MX MY MZ NA NE NG NI NL NO NZ OM PA PE PG PH 
PL PT QA RO RS RU RW SC SD SE SG SI SK SL SM SN ST SV SY SZ TD TG TH TJ TM TN TR TT TZ UA UG US UZ VC VN ZA 
ZM ZW

5) Family number: 53424125 (US2013083529A) © PatBase 

Title:  METHOD, APPARATUS AND SYSTEM FOR CONNECTING A LIGHT EMITTING DIODE LIGHT FIXTURE TO A MAINS POWER CONDUCTOR

Abstract: Source: US2013083529A A method, apparatus and system for connecting a light fixture having a light emitting diode (LED) lighting 
element to a mains power conductor in an electrical junction box is disclosed. The apparatus includes a support configured to attach to the 
electrical junction box and an electrical converter operable to receive electrical power from the mains power conductor and to generate an 
output power suitable for powering the LED lighting element. The apparatus also includes an output connector disposed on the support and in 
electrical connection with the electrical converter for receiving the output power, the output connector being operable to receive a connector of 
the light fixture for powering the LED lighting element, the output connector being oriented to receive the connector of the light fixture when 
the support is attached to the electrical junction box.  
Classifications:  
International (IPC 8­9): F21S2/00 F21V19/00 F21V21/00 F21V23/00 H02G3/18 
H05B37/00 (Advanced/Invention) 
CPC: F21V21/03 F21S8/033 F21S8/04 F21V23/06 F21Y2101/02 H02G3/20 Y10T29/49002 
US: 29/592.1 362/249.02 362/382

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA2791108 AA  20130330  CA20122791108  20120927  

 US2013083529 AA  20130404  US20110250240  20110930  

 Priority:

US20110250240 20110930  CA20122791108 20120927

 Probable Assignee: GIFFORD GRAHAM 

 Assignee(s): (std): GIFFORD GRAHAM 

 Inventor(s): (std): GIFFORD GRAHAM 

6) Family number: 42615399 (US2008297060A) © PatBase 

Title:  SWITCHED LED NIGHTLIGHT FOR SINGLE­GANG JUNCTION BOX

Abstract: Source: US2008297060A A nightlight including a light emitting diode (LED) is provided. The nightlight includes a switch that is 
operative to control the flow of power to the LED. The nightlight also includes a driver circuit that is configured to convert alternating current to 
direct current, where the direct current provides power to the LED. The nightlight also includes a housing coupled to the nightlight that contains 
the driver and is configured to fit within a single­gang junction box. The switch includes an LED that is powered by the driver circuit, where the 
LED is illuminated without regard to the position of the switch.  
Classifications:  
International (IPC 8­9): F21V33/00 H05B37/02 (Advanced/Invention); 
H05B37/02 (Core/Invention) 
CPC: H05B33/0803 H05B33/0815 Y10S362/80 
European: H05B33/08D H05B33/08D1C4 
US: 315/219 315/219P 315/363 362/800 362/95

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 US2008297060 AA  20081204  US20080127780  20080527  

 US8075149 BB  20111213  US20080127780  20080527  

 Priority:

US20070932157P 20070529  US20080127780 20080527

 Probable Assignee: COOPER TECHNOLOGIES 

 Assignee(s): (std): BOWDEN JR JAMES H ; COOPER TECHNOLOGIES CO ; KO WAI SHING PETER 

 Assignee(s): COOPER TECHNOLOGIES COMPANY ; COOPER TECHNOLOGIES 

 Inventor(s): (std): BOWDEN JR JAMES H ; KO WAI SHING PETER 

 Agent(s): KING AND SPALDING LLP 

7) Family number: 11721220 (US5365145A) © PatBase 

Title:  EMERGENCY LIGHTING SYSTEM

Abstract: Source: US5365145A An emergency lighting system for providing low voltage DC battery powered illumination to one or more areas 
of a home, apartment, office or other building structure in an emergency mode upon the failure or termination in such areas of a normal AC 
power mode. The system includes a voltage step­down transformer with the leads of its primary winding interconnected to a normal AC power 
source and forming therewith an AC circuit. A power rectifier has its input leads interconnected to the terminals of the low AC voltage secondary 
winding of the transformer and its DC voltage output leads interconnected to the terminals of an emergency battery power source. One or more 
low voltage incandescent lamps are interconnected to the terminals of the battery and form therewith an emergency DC circuit. A control relay 
interacts between the AC circuit and the DC circuit of the system with the DC circuit contacts of the relay interconnected in one of the low voltage
leads of the DC circuit between the lamps and the battery and with the coil of the relay interconnected in the AC circuit for maintaining the DC 
contacts of the DC circuit open during normal AC current flow in the AC circuit and responsive to a termination or failure of the AC power source 
and cessation of AC current flow in the AC circuit to close the DC circuit contacts of the relay whereby the low voltage lamps are energized by 
the battery to produce emergency illumination. 
Classifications:  
International (IPC 8­9): H02J9/02 H05B37/04 (Advanced/Invention); 
H02J9/00 H05B37/00 (Core/Invention) 
International (IPC 1­7): H05B37/00 
CPC: H02J9/02 H05B37/04 Y10T307/625 
European: H02J9/02 H05B37/04 
US: 307/66 315/185R 315/86 362/183 362/20 362/249.05 362/249.13 362/251

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 US5365145 A  19941115  US19930103542  19930809  

 Priority:

US19930103542 19930809

 Probable Assignee: GAEL INC 

 Assignee(s): (std): GAEL INC 

 Assignee(s): GAEL INC 3614 WATERHOLE STREET LAS VEGAS NV 

 Inventor(s): (std): FIELDS GREGORY S 

8) Family number: 3993951 (GB1473094A) © PatBase 

Title:  Electrical installation wiring SIMPLEX WIRING SYSTEMS Ltd 25 April 1974 [27 April 1973] 20080/73 Heading H2H An...

Abstract: Source: GB1473094A 1473094 Electrical installation wiring SIMPLEX WIRING SYSTEMS Ltd 25 April 1974 [27 April 1973] 20080/73 
Heading H2H An electrical wiring installation is so arranged that the supply to each of the outlets of the system is controlled by means of a solid 
state device, which device is itself controlled by means of a switch device remotely situated from the solid state device, the operating voltage for 
the switch being substantially less than that existing at the outlet. An installation comprises a plurality of loads each supplied from an A.C. source 
T L, T N over leads 13, 14 by way of a triac T. A low voltage is developed from the A.C. source by means of a transformer Tr and rectifying 
bridge 24 the output of the bridge 24 being used to energize the operating winding 11 of a reed relay R L when a switch SW, remote from the 
triac­reed relay assembly A, is closed. Energization of the relay closes contacts 10 to provide a gate signal for the triac T. Thus closure of the 
remotely positioned switch SW causes conduction of the triac T to supply the associated load. If desired the switch SW may be of the touch 
operated type in which case a connection 33, shown dotted, is required. Furthermore, the reed­relay may be replaced by a photo­electric device. 
All the components such as the triacs, resistors, relays c. are assembled on a printed circuit board and form a central control unit to which are 
connected all the switches SW by means of flat, low voltage, conductors in the form of adhesive tapes. 
Classifications:  
International (IPC 8­9): H03K17/725 H03K17/78 H03K17/96 (Advanced/Invention); 
H03K17/72 H03K17/78 H03K17/94 (Core/Invention) 
International (IPC 1­7): H02J3/00 H05B37/02 
CPC: H03K17/725 H03K17/78 H03K17/96 
European: H03K17/725 H03K17/78 H03K17/96

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 GB1473094 A  19770511  GB19730020080  19740425  

 Priority:

GB19730020080 19740425
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Results: 8

1) Family number: 43046024 (US2009080189A) © PatBase 

Title:  OPTIC COUPLER FOR LIGHT EMITTING DIODE FIXTURE

Abstract: Source: US2009080189A A recessed light fixture includes an LED module, which includes a single LED package that is configured to 
generate all light emitted by the recessed light fixture. For example, the LED package can include multiple LEDs mounted to a common 
substrate. The LED package can be coupled to a heat sink for dissipating heat from the LEDs. The heat sink can include a core member from 
which fins extend. Each fin can include one or more straight and/or curved portions. A reflector housing may be coupled to the heat sink and 
configured to receive a reflector. The reflector can have any geometry, such as a bell­shaped geometry including two radii of curvature that join 
together at an inflection point. An optic coupler can be coupled to the reflector housing and configured to cover electrical connections at the 
substrate and to guide light emitted by the LED package.  
Classifications:  
International (IPC 8­9): F21K7/00 F21K99/00 F21S4/00 F21S8/02 F21V F21V1/02 
F21V15/01 F21V17/00 F21V17/04 F21V17/10 F21V21/00 F21V21/02 F21V21/04 
F21V23/00 F21V29/00 F21V29/70 F21V7/00 F21V7/04 F21V7/09 F21V7/20 F21V9/00 
G05F1/00 H05B37/02 H05B39/04 H05B41/36 (Advanced/Invention); 
F21V15/01 F21V17/00 F21V21/04 F21V29/00 F21Y101/02 (Advanced/Non­invention); 
F21K99/00 F21S4/00 F21V1/00 F21V17/00 F21V21/02 F21V29/00 
F21V7/00 (Core/Invention); 
F21V (Subclass/Invention) 
CPC: H05B33/0815 H05B33/0809 H05B37/0263 F21S8/02 F21S8/026 F21V7/09 
F21V15/01 F21V29/004 F21Y2101/02 F21V29/74 F21V29/75 F21V29/22 F21V23/009 
F21V21/04 F21V29/2206 F21V29/2212 
European: F21S8/02 F21S8/02H F21V29/00C2 F21V29/22B2 F21V29/22B4 F21V7/09 
H05B33/08D1C H05B33/08D1C4 H05B37/02B6P R21V15/01 R21Y101/02 
US: 315/200.00R 315/200R 315/219 315/224 315/247 315/307 362/147 362/230 
362/230S 362/231 362/231P 362/234 362/234S 362/235 362/235P 362/235S 
362/249.02 362/249.020P 362/249.020S 362/294 362/296.05 362/296.050S 362/304 
362/345 362/347 362/347S 362/350 362/364 362/364S 362/365 362/368 362/373 
362/373S 362/650
 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA2700376 AA  20100319  CA20082700376  20080922  

 CA2700376 C  20150721  CA20082700376  20080922  

 CN101836042 A  20100915  CN200880112539  20080922  

 CN101836042 B  20141105  CN200880112539  20080922  

 EP2203678 A1  20100707  EP20080831466  20080922  

 EP2203678 A4  20131009  EP20080831466  20080922  

 IL204616 A0  20101130  IL20100204616  20100318  

 KR101533128 B1  20150701  KR20107008457  20080922  

 KR20100059989 A  20100604  KR20107008457  20080922  

 MX2010003077 A1  20100601  MX20100003077  20100319  

 US2009080189 AA  20090326  US20080235141  20080922  

 US2009086476 AA  20090402  US20080235116  20080922  

 US2009086481 AA  20090402  US20080235127  20080922  

 US2009129086 AA  20090521  US20080235146  20080922  

 US2011216534 AA  20110908  US20110109490  20110517  

 US2012188765 AA  20120726  US20120431439  20120327  

 US2012268933 AA  20121025  US20120543439  20120706  

 US2013235587 AA  20130912  US20130735655  20130107  

 US2013294095 AA  20131107  US20130934019  20130702  

 US2014009931 AA  20140109  US20130965026  20130812  

 US2015092425 AA  20150402  US20140563551  20141208  

 US2015098219 AA  20150409  US20140569896  20141215  

 US7959332 BB  20110614  US20080235116  20080922  

 US7993034 BB  20110809  US20080235127  20080922  

 US8207687 BA  20120626  US20090371891  20090216  

 US8348477 BB  20130108  US20120431439  20120327  

 US8348479 BB  20130108  US20110109490  20110517  

 US8491166 BB  20130723  US20080235146  20080922  

 US8779691 BA  20140715  US20120525997  20120618  

 US8789978 BB  20140729  US20130735655  20130107  

 US8876328 BB  20141104  US20120543439  20120706  

 US8905602 BB  20141209  US20130934019  20130702  

 US8911121 BB  20141216  US20130965026  20130812  

 WO09039491 A1  20090326  WO2008US77212  20080922  

 Priority:

US20070994792P 20070921  US20080010549  20080109  US20080065914  20080215
US20080090391  20080820  US20080010549P 20080109  US20080065914P 20080215
US20080235141  20080922  US20080235127  20080922  US20080235146  20080922
WO2008US77212 20080922  US20090371891  20090216  US20080090391P 20080820
US20080235116  20080922  US20080235166  20080922  US20120543439  20120706
US20110109490  20110517  US20120431439  20120327  US20130735655  20130107
US20130934019  20130702  US20130965026  20130812  US20120525997  20120618
US20140563551  20141208  US20140569896  20141215

 Probable Assignee: COOPER TECHNOLOGIES CO 

 Assignee(s): (std): COOPER TECHNOLOGIES CO ; RHODES SCOTT EDWARD ; THOMPSON EVANS EDWARD ; WEGNER SCOTT DAVID ; 
TICKNER JEROLD ; THOMPSON III EVANS EDWARD 

 Assignee(s): COOPER TECHNOLOGIES COMPANY ; COOPER TECHNOLOGY CO ; COOPER LIGHTING LLC 

 Inventor(s): (std): DAVID WEGNER SCOTT ; EDWARD THOMPSON EVANS ; JEROLD TICKNER ; RHODES SCOTT EDWARD ; THOMPSON EVANS 
EDWARD ; THOMPSON III EVANS EDWARD ; TICKNER JEROLD ; TICKNER JERRY ALAN ; WEGNER SCOTT DAVID 

 Agent(s): SMEE ANTHONY JAMES MICHAEL; KING AND SPALDING LLP; KING AND SPALDING; KING AND SPALDING LLC; SIMS LISA 
B 

 Designated states: AE AG AL AM AO AT AU AZ BA BB BE BF BG BH BJ BR BW BY BZ CA CF CG CH CI CM CN CO CR CU CY CZ DE DK DM DO 
DZ EC EE EG ES FI FR GA GB GD GE GH GM GN GQ GR GT GW HN HR HU ID IE IL IN IS IT JP KE KG KM KN KP KR KZ LA 
LC LI LK LR LS LT LU LV LY MA MC MD ME MG MK ML MN MR MT MW MX MY MZ NA NE NG NI NL NO NZ OM PG PH PL PT RO 
RS RU SC SD SE SG SI SK SL SM SN ST SV SY SZ TD TG TJ TM TN TR TT TZ UA UG US UZ VC VN ZA ZM ZW

2) Family number: 45961315 (US2010176746A) © PatBase 

Title:  METHOD AND DEVICE FOR REMOTE SENSING AND CONTROL OF LED LIGHTS

Abstract: Source: US2010176746A A control system is disclosed for determining an actual temperature of a light emitting diode. The control 
system uses conductor that supply power to the light emitting diode to supply a pulse to the light emitting diode. The pulse is determined along 
with a reaction caused by the pulse and the information gained is used in determination of the light emitting diode die temperature which can 
then be used in controlling current to the light emitting diode to control the temperature of the light emitting diode. 
Classifications:  
International (IPC 8­9): G01K13/00 G01K15/00 G01K7/00 G01K7/22 H05B33/08 
H05B37/02 (Advanced/Invention); 
G01K15/00 G01K7/00 G01K7/16 H05B37/02 (Core/Invention) 
CPC: H05B33/0893 G01K13/00 G01K7/01 G01K2217/00 H05B33/0848 
European: G01K7/01 H05B33/08D3B2 S01K217/00 
US: 315/117 315/185R 315/224 315/291 315/291S 315/294 315/294S 315/297 
315/297P 315/307 315/308 315/309 315/309S 315/362 315/362S 374/ E7.001 374/ 
E7.028 374/1 374/152 374/163 374/163S 374/185 374/185S 374/1S 374/E15.001 
374/E15.001S 374/E7.001 374/E7.028 374/E70.01S 374/E70.28S

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU2010204851 AA  20100722  AU20100204851  20100112  

 AU2010204851 BB  20131024  AU20100204851  20100112  

 CA2749472 AA  20100722  CA20102749472  20100112  

 EP2380405 A2  20111026  EP20100732010  20100112  

 EP2380405 A4  20140101  EP20100732010  20100112  

 US2010176746 AA  20100715  US20100683393  20100106  

 US2013182744 AA  20130718  US20120718366  20121218  

 US2014217896 AA  20140807  US20140177673  20140211  

 US8358085 BB  20130122  US20100683393  20100106  

 US8686666 BB  20140401  US20120718366  20121218  

 WO10083171 A2  20100722  WO2010US20819  20100112  

 WO10083171 A3  20101014  WO2010US20819  20100112  

 Priority:

US20090144408P 20090113  US20100683393 20100106  WO2010US20819 20100112
US20120718366  20121218  US20140177673 20140211

 Probable Assignee: TERRALUX INC 

 Assignee(s): (std): CATALANO ANTHONY ; CATALANO ANTHONY W ; HARRISON DANIEL ; TERRALUX INC 

 Assignee(s): EMERALD CLEANTECH FUND II LP 

 Inventor(s): (std): ANTHONY CATALANO ; CATALANO ANTHONY ; DANIEL HARRISON ; HARRISON DANIEL ; CATALANO ANTHONY W 

 Agent(s): SOMERVELL THOMAS RICHARD; PRITZKAU PATENT GROUP LLC; BINGHAM MCCUTCHEN LLP; GALLENSON MAVIS S ET AL 

 Designated states: AE AG AL AM AO AT AU AZ BA BB BE BF BG BH BJ BR BW BY BZ CA CF CG CH CI CL CM CN CO CR CU CY CZ DE DK DM 
DO DZ EC EE EG ES FI FR GA GB GD GE GH GM GN GQ GR GT GW HN HR HU ID IE IL IN IS IT JP KE KG KM KN KP KR KZ 
LA LC LI LK LR LS LT LU LV LY MA MC MD ME MG MK ML MN MR MT MW MX MY MZ NA NE NG NI NL NO NZ OM PE PG PH PL 
PT RO RS RU SC SD SE SG SI SK SL SM SN ST SV SY SZ TD TG TH TJ TM TN TR TT TZ UA UG US UZ VC VN ZA ZM ZW

3) Family number: 52405848 (US2012320627A) © PatBase 

Title:  FLAT PANEL LIGHTING DEVICE AND DRIVING CIRCUITRY

Abstract: Source: US2012320627A The present application is directed to a lighting fixture having a light emitting diode (LED) panel. The light 
fixture is configured to include a pair of LED configurations that are driven alternately by driving circuitry. The light fixture can include driving 
circuitry that is configured to be housed within a frame of the LED panel.  
Classifications:  
International (IPC 8­9): F21K99/00 F21S2/00 F21S8/00 F21S8/04 F21V13/02 
F21V15/01 F21V19/00 F21V21/00 F21V21/005 F21V21/02 F21V23/00 F21V23/02 
F21V23/06 F21V7/04 F21V8/00 F21Y105/00 G02B6/00 H05B33/08 
H05B37/02 (Advanced/Invention); 
F21K99/00 F21S8/04 F21V8/00 F21Y101/02 F21Y105/00 (Advanced/Non­invention) 
CPC: F21K9/30 F21V21/005 F21Y2103/003 F21V15/01 F21V23/002 F21Y2101/02 
F21Y2105/001 G02B6/0068 G02B6/0073 G02B6/0085 G02B6/0091 H05B33/0857 
Y02B20/383 Y02B20/386 F21V23/003 F21V23/02 G02B6/009 F21S8/04 F21K9/56 
F21V23/06 F21V23/023 G02B6/0083 
European: F21V15/01 F21V23/00C2 F21V23/00D R21S8/04 R21Y101/02 R21Y105/00D 
US: 362/147 362/150 362/249.02 362/382 362/607 362/608 362/612 362/632 362/634 
362/646
 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA2835213 AA  20131105  CA20122835213  20120517  

 CN103534527 A  20140122  CN201280024002  20120517  

 CN103562625 A  20140205  CN201280023544  20120517  

 EP2710293 A2  20140326  EP20120726949  20120517  

 JP2014517472 T2  20140717  JP20140511528T  20120517  

 JP2014527255 T2  20141009  JP20140511534T  20120517  

 KR20140038460 A  20140328  KR20137033273  20120517  

 TW201314116 A  20130401  TW20120117573  20120517  

 US2012320627 AA  20121220  US20120473929  20120517  

 US2013044512 AA  20130221  US20120473918  20120517  

 US2014376266 AA  20141225  US20140480262  20140908  

 US2014376267 AA  20141225  US20140480772  20140909  

 US2015049512 AA  20150219  US20140497943  20140926  

 US2015085528 AA  20150326  US20140554919  20141126  

 US2015153031 AA  20150604  US20150618665  20150210  

 US8915636 BB  20141223  US20120473918  20120517  

 WO12158894 A2  20121122  WO2012US38315  20120517  

 WO12158894 A3  20130425  WO2012US38315  20120517  

 WO12158908 A2  20121122  WO2012US38338  20120517  

 WO12158908 A3  20130425  WO2012US38338  20120517  

 Priority:

US20110487253P 20110517  US20110579472P 20111222  US20120473929  20120517
US20120473918  20120517  WO2012US38315 20120517  WO2012US38338 20120517
US20140480262  20140908  US20140480772  20140909  US20140497943  20140926
US20140554919  20141126  US20150618665  20150210

 Probable Assignee: PIXI LIGHTING INC 

 Assignee(s): (std): ARAKI JOHN ; MYERS J RICHARD ; MYERS RICHARD J ; PIXI LIGHTING LLC ; WONG ARTHUR N ; PIXI LIGHTING INC 

 Assignee(s): PIXI LIGHTING INC2140 S. DUPONT HIGHWAYCOUNTY OF KENTCAMDENDE19934US ; ORANGEWOOD LEGACY LLC1300­
500 N. STATE COLLEGE BOULEVARDORANGECA92868­1625US ; PIXI LIGHTING LLC500 N. STATE COLLEGE 
BOULEVARDSUITE 1300ORANGECA92868­1625US ; ORANGEWOOD LEGACY LLC 

 Inventor(s): (std): ARAKI JOHN ; MYERS J RICHARD ; MYERS RICHARD J ; WONG ARTHUR N 

 Inventor(s): WONG ARTHUR NUS ; MYERS RICHARD JUS ; ARAKI JOHNUS 

 Agent(s): EMDE ERIC; LAWRENCE N; WORGUILL JASON A; WORGULL JASON A 

 Designated states: AE AG AL AM AO AT AU AZ BA BB BE BF BG BH BJ BR BW BY BZ CA CF CG CH CI CL CM CN CO CR CU CY CZ DE DK DM 
DO DZ EC EE EG ES FI FR GA GB GD GE GH GM GN GQ GR GT GW HN HR HU ID IE IL IN IS IT JP KE KG KM KN KP KR KZ 
LA LC LI LK LR LS LT LU LV LY MA MC MD ME MG MK ML MN MR MT MW MX MY MZ NA NE NG NI NL NO NZ OM PE PG PH PL 
PT QA RO RS RU RW SC SD SE SG SI SK SL SM SN ST SV SY SZ TD TG TH TJ TM TN TR TT TZ UA UG US UZ VC VN ZA ZM 
ZW

4) Family number: 54382954 (US2013188348A) © PatBase 

Title:  SECURITY LIGHTING SYSTEMS FOR PERIMETER FENCES

Abstract: Source: US2013188348A A security lighting system includes security lights mounted atop fence posts. Each security light has a light 
module including a central housing having outwardly extending support arms. A LED unit is mounted in a depression formed in a top surface of 
the central housing, and a hat covers the top surface of the central housing for allowing only reflected light to escape from light module. The 
security light has a junction box containing electrical components, and an extension tube having an upper end secured to the light module and 
a lower end secured to the junction box. The security light includes a clamp assembly for securing the junction box atop a fence post, and an
alignment system for aligning the extension tube with the longitudinal axis of the fence post so that the support arms extend perpendicular to the 
longitudinal axis of the fence post.  
Classifications:  
International (IPC 8­9): A47B96/06 A47G29/00 A47K1/00 E04G3/00 E04G5/06 
F21S4/00 F21S8/00 F21S8/08 F21V1/00 F21V11/00 F21V21/00 F21V21/088 F21V21/116 
F21V23/00 F21V33/00 F21V35/00 F21V7/00 H05B37/02 (Advanced/Invention) 
CPC: F21S2/00 F21V21/0824 F21V23/0442 F21V33/006 F21W2131/10 F21W2131/109 
F21V1/00 F21V7/00 F21V21/00 F21V21/088 F21V23/008 F21W2131/107 F21S8/088 
F21V7/0008 F21Y2101/02 F21V23/02 F21V23/0407 F21V23/0471 F21W2131/105 
US: 248/219.4 362/145 362/146 362/152 362/235 362/249.01 362/249.02 362/296.01 
362/341 362/351 362/382 362/396 362/431

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA2862024 AA  20140718  CA20132862024  20130123  

 CO7131393 A2  20141201  CO20140186010  20140825  

 US2013188348 AA  20130725  US20120357688  20120125  

 US2014104831 AA  20140417  US20120649939  20121011  

 US2014376228 AA  20141225  US20140482276  20140910  

 US8845124 BB  20140930  US20120357688  20120125  

 WO13112508 A1  20130801  WO2013US22635  20130123  

 Priority:

US20120357688 20120125  US20120649939 20121011  WO2013US22635 20130123
US20140482276 20140910

 Probable Assignee: MIND HEAD LLC 

 Assignee(s): (std): BRITT PAUL EUGENE ; BEAUSOLEIL DAVID M 

 Assignee(s): BEAUSOLEIL DAVID M337 SOUTH MAPLE AVENUERIDGEWOODNJ07450US ; BRITT PAUL EUGENE5061 COLLEGE VIEW 
AVENUELOS ANGELESCA90041US ; MIND HEAD LLC ; PAUL EUGENE BRITT ; DAVID M BEAUSOLEIL 

 Inventor(s): (std): BRITT PAUL EUGENE ; BEAUSOLEIL DAVID M 

 Inventor(s): BEAUSOLEIL DAVID M337 SOUTH MAPLE AVENUERIDGEWOODNJ07450US ; BRITT PAUL EUGENE5061 COLLEGE VIEW 
AVENUELOS ANGELESCA90041US ; DAVID M BEAUSOLEIL ; PAUL EUGENE BRITT 

 Agent(s): DOHERTY IP LAW GROUP LLC; DOHERTY MICHAEL J 

 Designated states: AE AG AL AM AO AT AU AZ BA BB BE BF BG BH BJ BN BR BW BY BZ CA CF CG CH CI CL CM CN CO CR CU CY CZ DE DK 
DM DO DZ EC EE EG ES FI FR GA GB GD GE GH GM GN GQ GR GT GW HN HR HU ID IE IL IN IS IT JP KE KG KM KN KP KR 
KZ LA LC LK LR LS LT LU LV LY MA MC MD ME MG MK ML MN MR MT MW MX MY MZ NA NE NG NI NL NO NZ OM PA PE PG PH 
PL PT QA RO RS RU RW SC SD SE SG SI SK SL SM SN ST SV SY SZ TD TG TH TJ TM TN TR TT TZ UA UG US UZ VC VN ZA 
ZM ZW

5) Family number: 53424125 (US2013083529A) © PatBase 

Title:  METHOD, APPARATUS AND SYSTEM FOR CONNECTING A LIGHT EMITTING DIODE LIGHT FIXTURE TO A MAINS POWER CONDUCTOR

Abstract: Source: US2013083529A A method, apparatus and system for connecting a light fixture having a light emitting diode (LED) lighting 
element to a mains power conductor in an electrical junction box is disclosed. The apparatus includes a support configured to attach to the 
electrical junction box and an electrical converter operable to receive electrical power from the mains power conductor and to generate an 
output power suitable for powering the LED lighting element. The apparatus also includes an output connector disposed on the support and in 
electrical connection with the electrical converter for receiving the output power, the output connector being operable to receive a connector of 
the light fixture for powering the LED lighting element, the output connector being oriented to receive the connector of the light fixture when 
the support is attached to the electrical junction box.  
Classifications:  
International (IPC 8­9): F21S2/00 F21V19/00 F21V21/00 F21V23/00 H02G3/18 
H05B37/00 (Advanced/Invention) 
CPC: F21V21/03 F21S8/033 F21S8/04 F21V23/06 F21Y2101/02 H02G3/20 Y10T29/49002 
US: 29/592.1 362/249.02 362/382

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA2791108 AA  20130330  CA20122791108  20120927  

 US2013083529 AA  20130404  US20110250240  20110930  

 Priority:

US20110250240 20110930  CA20122791108 20120927

 Probable Assignee: GIFFORD GRAHAM 

 Assignee(s): (std): GIFFORD GRAHAM 

 Inventor(s): (std): GIFFORD GRAHAM 

6) Family number: 42615399 (US2008297060A) © PatBase 

Title:  SWITCHED LED NIGHTLIGHT FOR SINGLE­GANG JUNCTION BOX

Abstract: Source: US2008297060A A nightlight including a light emitting diode (LED) is provided. The nightlight includes a switch that is 
operative to control the flow of power to the LED. The nightlight also includes a driver circuit that is configured to convert alternating current to 
direct current, where the direct current provides power to the LED. The nightlight also includes a housing coupled to the nightlight that contains 
the driver and is configured to fit within a single­gang junction box. The switch includes an LED that is powered by the driver circuit, where the 
LED is illuminated without regard to the position of the switch.  
Classifications:  
International (IPC 8­9): F21V33/00 H05B37/02 (Advanced/Invention); 
H05B37/02 (Core/Invention) 
CPC: H05B33/0803 H05B33/0815 Y10S362/80 
European: H05B33/08D H05B33/08D1C4 
US: 315/219 315/219P 315/363 362/800 362/95

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 US2008297060 AA  20081204  US20080127780  20080527  

 US8075149 BB  20111213  US20080127780  20080527  

 Priority:

US20070932157P 20070529  US20080127780 20080527

 Probable Assignee: COOPER TECHNOLOGIES 

 Assignee(s): (std): BOWDEN JR JAMES H ; COOPER TECHNOLOGIES CO ; KO WAI SHING PETER 

 Assignee(s): COOPER TECHNOLOGIES COMPANY ; COOPER TECHNOLOGIES 

 Inventor(s): (std): BOWDEN JR JAMES H ; KO WAI SHING PETER 

 Agent(s): KING AND SPALDING LLP 

7) Family number: 11721220 (US5365145A) © PatBase 

Title:  EMERGENCY LIGHTING SYSTEM

Abstract: Source: US5365145A An emergency lighting system for providing low voltage DC battery powered illumination to one or more areas 
of a home, apartment, office or other building structure in an emergency mode upon the failure or termination in such areas of a normal AC 
power mode. The system includes a voltage step­down transformer with the leads of its primary winding interconnected to a normal AC power 
source and forming therewith an AC circuit. A power rectifier has its input leads interconnected to the terminals of the low AC voltage secondary 
winding of the transformer and its DC voltage output leads interconnected to the terminals of an emergency battery power source. One or more 
low voltage incandescent lamps are interconnected to the terminals of the battery and form therewith an emergency DC circuit. A control relay 
interacts between the AC circuit and the DC circuit of the system with the DC circuit contacts of the relay interconnected in one of the low voltage
leads of the DC circuit between the lamps and the battery and with the coil of the relay interconnected in the AC circuit for maintaining the DC 
contacts of the DC circuit open during normal AC current flow in the AC circuit and responsive to a termination or failure of the AC power source 
and cessation of AC current flow in the AC circuit to close the DC circuit contacts of the relay whereby the low voltage lamps are energized by 
the battery to produce emergency illumination. 
Classifications:  
International (IPC 8­9): H02J9/02 H05B37/04 (Advanced/Invention); 
H02J9/00 H05B37/00 (Core/Invention) 
International (IPC 1­7): H05B37/00 
CPC: H02J9/02 H05B37/04 Y10T307/625 
European: H02J9/02 H05B37/04 
US: 307/66 315/185R 315/86 362/183 362/20 362/249.05 362/249.13 362/251

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 US5365145 A  19941115  US19930103542  19930809  

 Priority:

US19930103542 19930809

 Probable Assignee: GAEL INC 

 Assignee(s): (std): GAEL INC 

 Assignee(s): GAEL INC 3614 WATERHOLE STREET LAS VEGAS NV 

 Inventor(s): (std): FIELDS GREGORY S 

8) Family number: 3993951 (GB1473094A) © PatBase 

Title:  Electrical installation wiring SIMPLEX WIRING SYSTEMS Ltd 25 April 1974 [27 April 1973] 20080/73 Heading H2H An...

Abstract: Source: GB1473094A 1473094 Electrical installation wiring SIMPLEX WIRING SYSTEMS Ltd 25 April 1974 [27 April 1973] 20080/73 
Heading H2H An electrical wiring installation is so arranged that the supply to each of the outlets of the system is controlled by means of a solid 
state device, which device is itself controlled by means of a switch device remotely situated from the solid state device, the operating voltage for 
the switch being substantially less than that existing at the outlet. An installation comprises a plurality of loads each supplied from an A.C. source 
T L, T N over leads 13, 14 by way of a triac T. A low voltage is developed from the A.C. source by means of a transformer Tr and rectifying 
bridge 24 the output of the bridge 24 being used to energize the operating winding 11 of a reed relay R L when a switch SW, remote from the 
triac­reed relay assembly A, is closed. Energization of the relay closes contacts 10 to provide a gate signal for the triac T. Thus closure of the 
remotely positioned switch SW causes conduction of the triac T to supply the associated load. If desired the switch SW may be of the touch 
operated type in which case a connection 33, shown dotted, is required. Furthermore, the reed­relay may be replaced by a photo­electric device. 
All the components such as the triacs, resistors, relays c. are assembled on a printed circuit board and form a central control unit to which are 
connected all the switches SW by means of flat, low voltage, conductors in the form of adhesive tapes. 
Classifications:  
International (IPC 8­9): H03K17/725 H03K17/78 H03K17/96 (Advanced/Invention); 
H03K17/72 H03K17/78 H03K17/94 (Core/Invention) 
International (IPC 1­7): H02J3/00 H05B37/02 
CPC: H03K17/725 H03K17/78 H03K17/96 
European: H03K17/725 H03K17/78 H03K17/96

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 GB1473094 A  19770511  GB19730020080  19740425  

 Priority:

GB19730020080 19740425
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Search query (8): TAC=(light* and transformer and junction near box and LED) and IC=(H05B) 
Results: 8

1) Family number: 43046024 (US2009080189A) © PatBase 

Title:  OPTIC COUPLER FOR LIGHT EMITTING DIODE FIXTURE

Abstract: Source: US2009080189A A recessed light fixture includes an LED module, which includes a single LED package that is configured to 
generate all light emitted by the recessed light fixture. For example, the LED package can include multiple LEDs mounted to a common 
substrate. The LED package can be coupled to a heat sink for dissipating heat from the LEDs. The heat sink can include a core member from 
which fins extend. Each fin can include one or more straight and/or curved portions. A reflector housing may be coupled to the heat sink and 
configured to receive a reflector. The reflector can have any geometry, such as a bell­shaped geometry including two radii of curvature that join 
together at an inflection point. An optic coupler can be coupled to the reflector housing and configured to cover electrical connections at the 
substrate and to guide light emitted by the LED package.  
Classifications:  
International (IPC 8­9): F21K7/00 F21K99/00 F21S4/00 F21S8/02 F21V F21V1/02 
F21V15/01 F21V17/00 F21V17/04 F21V17/10 F21V21/00 F21V21/02 F21V21/04 
F21V23/00 F21V29/00 F21V29/70 F21V7/00 F21V7/04 F21V7/09 F21V7/20 F21V9/00 
G05F1/00 H05B37/02 H05B39/04 H05B41/36 (Advanced/Invention); 
F21V15/01 F21V17/00 F21V21/04 F21V29/00 F21Y101/02 (Advanced/Non­invention); 
F21K99/00 F21S4/00 F21V1/00 F21V17/00 F21V21/02 F21V29/00 
F21V7/00 (Core/Invention); 
F21V (Subclass/Invention) 
CPC: H05B33/0815 H05B33/0809 H05B37/0263 F21S8/02 F21S8/026 F21V7/09 
F21V15/01 F21V29/004 F21Y2101/02 F21V29/74 F21V29/75 F21V29/22 F21V23/009 
F21V21/04 F21V29/2206 F21V29/2212 
European: F21S8/02 F21S8/02H F21V29/00C2 F21V29/22B2 F21V29/22B4 F21V7/09 
H05B33/08D1C H05B33/08D1C4 H05B37/02B6P R21V15/01 R21Y101/02 
US: 315/200.00R 315/200R 315/219 315/224 315/247 315/307 362/147 362/230 
362/230S 362/231 362/231P 362/234 362/234S 362/235 362/235P 362/235S 
362/249.02 362/249.020P 362/249.020S 362/294 362/296.05 362/296.050S 362/304 
362/345 362/347 362/347S 362/350 362/364 362/364S 362/365 362/368 362/373 
362/373S 362/650
 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA2700376 AA  20100319  CA20082700376  20080922  

 CA2700376 C  20150721  CA20082700376  20080922  

 CN101836042 A  20100915  CN200880112539  20080922  

 CN101836042 B  20141105  CN200880112539  20080922  

 EP2203678 A1  20100707  EP20080831466  20080922  

 EP2203678 A4  20131009  EP20080831466  20080922  

 IL204616 A0  20101130  IL20100204616  20100318  

 KR101533128 B1  20150701  KR20107008457  20080922  

 KR20100059989 A  20100604  KR20107008457  20080922  

 MX2010003077 A1  20100601  MX20100003077  20100319  

 US2009080189 AA  20090326  US20080235141  20080922  

 US2009086476 AA  20090402  US20080235116  20080922  

 US2009086481 AA  20090402  US20080235127  20080922  

 US2009129086 AA  20090521  US20080235146  20080922  

 US2011216534 AA  20110908  US20110109490  20110517  

 US2012188765 AA  20120726  US20120431439  20120327  

 US2012268933 AA  20121025  US20120543439  20120706  

 US2013235587 AA  20130912  US20130735655  20130107  

 US2013294095 AA  20131107  US20130934019  20130702  

 US2014009931 AA  20140109  US20130965026  20130812  

 US2015092425 AA  20150402  US20140563551  20141208  

 US2015098219 AA  20150409  US20140569896  20141215  

 US7959332 BB  20110614  US20080235116  20080922  

 US7993034 BB  20110809  US20080235127  20080922  

 US8207687 BA  20120626  US20090371891  20090216  

 US8348477 BB  20130108  US20120431439  20120327  

 US8348479 BB  20130108  US20110109490  20110517  

 US8491166 BB  20130723  US20080235146  20080922  

 US8779691 BA  20140715  US20120525997  20120618  

 US8789978 BB  20140729  US20130735655  20130107  

 US8876328 BB  20141104  US20120543439  20120706  

 US8905602 BB  20141209  US20130934019  20130702  

 US8911121 BB  20141216  US20130965026  20130812  

 WO09039491 A1  20090326  WO2008US77212  20080922  

 Priority:

US20070994792P 20070921  US20080010549  20080109  US20080065914  20080215
US20080090391  20080820  US20080010549P 20080109  US20080065914P 20080215
US20080235141  20080922  US20080235127  20080922  US20080235146  20080922
WO2008US77212 20080922  US20090371891  20090216  US20080090391P 20080820
US20080235116  20080922  US20080235166  20080922  US20120543439  20120706
US20110109490  20110517  US20120431439  20120327  US20130735655  20130107
US20130934019  20130702  US20130965026  20130812  US20120525997  20120618
US20140563551  20141208  US20140569896  20141215

 Probable Assignee: COOPER TECHNOLOGIES CO 

 Assignee(s): (std): COOPER TECHNOLOGIES CO ; RHODES SCOTT EDWARD ; THOMPSON EVANS EDWARD ; WEGNER SCOTT DAVID ; 
TICKNER JEROLD ; THOMPSON III EVANS EDWARD 

 Assignee(s): COOPER TECHNOLOGIES COMPANY ; COOPER TECHNOLOGY CO ; COOPER LIGHTING LLC 

 Inventor(s): (std): DAVID WEGNER SCOTT ; EDWARD THOMPSON EVANS ; JEROLD TICKNER ; RHODES SCOTT EDWARD ; THOMPSON EVANS 
EDWARD ; THOMPSON III EVANS EDWARD ; TICKNER JEROLD ; TICKNER JERRY ALAN ; WEGNER SCOTT DAVID 

 Agent(s): SMEE ANTHONY JAMES MICHAEL; KING AND SPALDING LLP; KING AND SPALDING; KING AND SPALDING LLC; SIMS LISA 
B 

 Designated states: AE AG AL AM AO AT AU AZ BA BB BE BF BG BH BJ BR BW BY BZ CA CF CG CH CI CM CN CO CR CU CY CZ DE DK DM DO 
DZ EC EE EG ES FI FR GA GB GD GE GH GM GN GQ GR GT GW HN HR HU ID IE IL IN IS IT JP KE KG KM KN KP KR KZ LA 
LC LI LK LR LS LT LU LV LY MA MC MD ME MG MK ML MN MR MT MW MX MY MZ NA NE NG NI NL NO NZ OM PG PH PL PT RO 
RS RU SC SD SE SG SI SK SL SM SN ST SV SY SZ TD TG TJ TM TN TR TT TZ UA UG US UZ VC VN ZA ZM ZW

2) Family number: 45961315 (US2010176746A) © PatBase 

Title:  METHOD AND DEVICE FOR REMOTE SENSING AND CONTROL OF LED LIGHTS

Abstract: Source: US2010176746A A control system is disclosed for determining an actual temperature of a light emitting diode. The control 
system uses conductor that supply power to the light emitting diode to supply a pulse to the light emitting diode. The pulse is determined along 
with a reaction caused by the pulse and the information gained is used in determination of the light emitting diode die temperature which can 
then be used in controlling current to the light emitting diode to control the temperature of the light emitting diode. 
Classifications:  
International (IPC 8­9): G01K13/00 G01K15/00 G01K7/00 G01K7/22 H05B33/08 
H05B37/02 (Advanced/Invention); 
G01K15/00 G01K7/00 G01K7/16 H05B37/02 (Core/Invention) 
CPC: H05B33/0893 G01K13/00 G01K7/01 G01K2217/00 H05B33/0848 
European: G01K7/01 H05B33/08D3B2 S01K217/00 
US: 315/117 315/185R 315/224 315/291 315/291S 315/294 315/294S 315/297 
315/297P 315/307 315/308 315/309 315/309S 315/362 315/362S 374/ E7.001 374/ 
E7.028 374/1 374/152 374/163 374/163S 374/185 374/185S 374/1S 374/E15.001 
374/E15.001S 374/E7.001 374/E7.028 374/E70.01S 374/E70.28S

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU2010204851 AA  20100722  AU20100204851  20100112  

 AU2010204851 BB  20131024  AU20100204851  20100112  

 CA2749472 AA  20100722  CA20102749472  20100112  

 EP2380405 A2  20111026  EP20100732010  20100112  

 EP2380405 A4  20140101  EP20100732010  20100112  

 US2010176746 AA  20100715  US20100683393  20100106  

 US2013182744 AA  20130718  US20120718366  20121218  

 US2014217896 AA  20140807  US20140177673  20140211  

 US8358085 BB  20130122  US20100683393  20100106  

 US8686666 BB  20140401  US20120718366  20121218  

 WO10083171 A2  20100722  WO2010US20819  20100112  

 WO10083171 A3  20101014  WO2010US20819  20100112  

 Priority:

US20090144408P 20090113  US20100683393 20100106  WO2010US20819 20100112
US20120718366  20121218  US20140177673 20140211

 Probable Assignee: TERRALUX INC 

 Assignee(s): (std): CATALANO ANTHONY ; CATALANO ANTHONY W ; HARRISON DANIEL ; TERRALUX INC 

 Assignee(s): EMERALD CLEANTECH FUND II LP 

 Inventor(s): (std): ANTHONY CATALANO ; CATALANO ANTHONY ; DANIEL HARRISON ; HARRISON DANIEL ; CATALANO ANTHONY W 

 Agent(s): SOMERVELL THOMAS RICHARD; PRITZKAU PATENT GROUP LLC; BINGHAM MCCUTCHEN LLP; GALLENSON MAVIS S ET AL 

 Designated states: AE AG AL AM AO AT AU AZ BA BB BE BF BG BH BJ BR BW BY BZ CA CF CG CH CI CL CM CN CO CR CU CY CZ DE DK DM 
DO DZ EC EE EG ES FI FR GA GB GD GE GH GM GN GQ GR GT GW HN HR HU ID IE IL IN IS IT JP KE KG KM KN KP KR KZ 
LA LC LI LK LR LS LT LU LV LY MA MC MD ME MG MK ML MN MR MT MW MX MY MZ NA NE NG NI NL NO NZ OM PE PG PH PL 
PT RO RS RU SC SD SE SG SI SK SL SM SN ST SV SY SZ TD TG TH TJ TM TN TR TT TZ UA UG US UZ VC VN ZA ZM ZW

3) Family number: 52405848 (US2012320627A) © PatBase 

Title:  FLAT PANEL LIGHTING DEVICE AND DRIVING CIRCUITRY

Abstract: Source: US2012320627A The present application is directed to a lighting fixture having a light emitting diode (LED) panel. The light 
fixture is configured to include a pair of LED configurations that are driven alternately by driving circuitry. The light fixture can include driving 
circuitry that is configured to be housed within a frame of the LED panel.  
Classifications:  
International (IPC 8­9): F21K99/00 F21S2/00 F21S8/00 F21S8/04 F21V13/02 
F21V15/01 F21V19/00 F21V21/00 F21V21/005 F21V21/02 F21V23/00 F21V23/02 
F21V23/06 F21V7/04 F21V8/00 F21Y105/00 G02B6/00 H05B33/08 
H05B37/02 (Advanced/Invention); 
F21K99/00 F21S8/04 F21V8/00 F21Y101/02 F21Y105/00 (Advanced/Non­invention) 
CPC: F21K9/30 F21V21/005 F21Y2103/003 F21V15/01 F21V23/002 F21Y2101/02 
F21Y2105/001 G02B6/0068 G02B6/0073 G02B6/0085 G02B6/0091 H05B33/0857 
Y02B20/383 Y02B20/386 F21V23/003 F21V23/02 G02B6/009 F21S8/04 F21K9/56 
F21V23/06 F21V23/023 G02B6/0083 
European: F21V15/01 F21V23/00C2 F21V23/00D R21S8/04 R21Y101/02 R21Y105/00D 
US: 362/147 362/150 362/249.02 362/382 362/607 362/608 362/612 362/632 362/634 
362/646
 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA2835213 AA  20131105  CA20122835213  20120517  

 CN103534527 A  20140122  CN201280024002  20120517  

 CN103562625 A  20140205  CN201280023544  20120517  

 EP2710293 A2  20140326  EP20120726949  20120517  

 JP2014517472 T2  20140717  JP20140511528T  20120517  

 JP2014527255 T2  20141009  JP20140511534T  20120517  

 KR20140038460 A  20140328  KR20137033273  20120517  

 TW201314116 A  20130401  TW20120117573  20120517  

 US2012320627 AA  20121220  US20120473929  20120517  

 US2013044512 AA  20130221  US20120473918  20120517  

 US2014376266 AA  20141225  US20140480262  20140908  

 US2014376267 AA  20141225  US20140480772  20140909  

 US2015049512 AA  20150219  US20140497943  20140926  

 US2015085528 AA  20150326  US20140554919  20141126  

 US2015153031 AA  20150604  US20150618665  20150210  

 US8915636 BB  20141223  US20120473918  20120517  

 WO12158894 A2  20121122  WO2012US38315  20120517  

 WO12158894 A3  20130425  WO2012US38315  20120517  

 WO12158908 A2  20121122  WO2012US38338  20120517  

 WO12158908 A3  20130425  WO2012US38338  20120517  

 Priority:

US20110487253P 20110517  US20110579472P 20111222  US20120473929  20120517
US20120473918  20120517  WO2012US38315 20120517  WO2012US38338 20120517
US20140480262  20140908  US20140480772  20140909  US20140497943  20140926
US20140554919  20141126  US20150618665  20150210

 Probable Assignee: PIXI LIGHTING INC 

 Assignee(s): (std): ARAKI JOHN ; MYERS J RICHARD ; MYERS RICHARD J ; PIXI LIGHTING LLC ; WONG ARTHUR N ; PIXI LIGHTING INC 

 Assignee(s): PIXI LIGHTING INC2140 S. DUPONT HIGHWAYCOUNTY OF KENTCAMDENDE19934US ; ORANGEWOOD LEGACY LLC1300­
500 N. STATE COLLEGE BOULEVARDORANGECA92868­1625US ; PIXI LIGHTING LLC500 N. STATE COLLEGE 
BOULEVARDSUITE 1300ORANGECA92868­1625US ; ORANGEWOOD LEGACY LLC 

 Inventor(s): (std): ARAKI JOHN ; MYERS J RICHARD ; MYERS RICHARD J ; WONG ARTHUR N 

 Inventor(s): WONG ARTHUR NUS ; MYERS RICHARD JUS ; ARAKI JOHNUS 

 Agent(s): EMDE ERIC; LAWRENCE N; WORGUILL JASON A; WORGULL JASON A 

 Designated states: AE AG AL AM AO AT AU AZ BA BB BE BF BG BH BJ BR BW BY BZ CA CF CG CH CI CL CM CN CO CR CU CY CZ DE DK DM 
DO DZ EC EE EG ES FI FR GA GB GD GE GH GM GN GQ GR GT GW HN HR HU ID IE IL IN IS IT JP KE KG KM KN KP KR KZ 
LA LC LI LK LR LS LT LU LV LY MA MC MD ME MG MK ML MN MR MT MW MX MY MZ NA NE NG NI NL NO NZ OM PE PG PH PL 
PT QA RO RS RU RW SC SD SE SG SI SK SL SM SN ST SV SY SZ TD TG TH TJ TM TN TR TT TZ UA UG US UZ VC VN ZA ZM 
ZW

4) Family number: 54382954 (US2013188348A) © PatBase 

Title:  SECURITY LIGHTING SYSTEMS FOR PERIMETER FENCES

Abstract: Source: US2013188348A A security lighting system includes security lights mounted atop fence posts. Each security light has a light 
module including a central housing having outwardly extending support arms. A LED unit is mounted in a depression formed in a top surface of 
the central housing, and a hat covers the top surface of the central housing for allowing only reflected light to escape from light module. The 
security light has a junction box containing electrical components, and an extension tube having an upper end secured to the light module and 
a lower end secured to the junction box. The security light includes a clamp assembly for securing the junction box atop a fence post, and an
alignment system for aligning the extension tube with the longitudinal axis of the fence post so that the support arms extend perpendicular to the 
longitudinal axis of the fence post.  
Classifications:  
International (IPC 8­9): A47B96/06 A47G29/00 A47K1/00 E04G3/00 E04G5/06 
F21S4/00 F21S8/00 F21S8/08 F21V1/00 F21V11/00 F21V21/00 F21V21/088 F21V21/116 
F21V23/00 F21V33/00 F21V35/00 F21V7/00 H05B37/02 (Advanced/Invention) 
CPC: F21S2/00 F21V21/0824 F21V23/0442 F21V33/006 F21W2131/10 F21W2131/109 
F21V1/00 F21V7/00 F21V21/00 F21V21/088 F21V23/008 F21W2131/107 F21S8/088 
F21V7/0008 F21Y2101/02 F21V23/02 F21V23/0407 F21V23/0471 F21W2131/105 
US: 248/219.4 362/145 362/146 362/152 362/235 362/249.01 362/249.02 362/296.01 
362/341 362/351 362/382 362/396 362/431

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA2862024 AA  20140718  CA20132862024  20130123  

 CO7131393 A2  20141201  CO20140186010  20140825  

 US2013188348 AA  20130725  US20120357688  20120125  

 US2014104831 AA  20140417  US20120649939  20121011  

 US2014376228 AA  20141225  US20140482276  20140910  

 US8845124 BB  20140930  US20120357688  20120125  

 WO13112508 A1  20130801  WO2013US22635  20130123  

 Priority:

US20120357688 20120125  US20120649939 20121011  WO2013US22635 20130123
US20140482276 20140910

 Probable Assignee: MIND HEAD LLC 

 Assignee(s): (std): BRITT PAUL EUGENE ; BEAUSOLEIL DAVID M 

 Assignee(s): BEAUSOLEIL DAVID M337 SOUTH MAPLE AVENUERIDGEWOODNJ07450US ; BRITT PAUL EUGENE5061 COLLEGE VIEW 
AVENUELOS ANGELESCA90041US ; MIND HEAD LLC ; PAUL EUGENE BRITT ; DAVID M BEAUSOLEIL 

 Inventor(s): (std): BRITT PAUL EUGENE ; BEAUSOLEIL DAVID M 

 Inventor(s): BEAUSOLEIL DAVID M337 SOUTH MAPLE AVENUERIDGEWOODNJ07450US ; BRITT PAUL EUGENE5061 COLLEGE VIEW 
AVENUELOS ANGELESCA90041US ; DAVID M BEAUSOLEIL ; PAUL EUGENE BRITT 

 Agent(s): DOHERTY IP LAW GROUP LLC; DOHERTY MICHAEL J 

 Designated states: AE AG AL AM AO AT AU AZ BA BB BE BF BG BH BJ BN BR BW BY BZ CA CF CG CH CI CL CM CN CO CR CU CY CZ DE DK 
DM DO DZ EC EE EG ES FI FR GA GB GD GE GH GM GN GQ GR GT GW HN HR HU ID IE IL IN IS IT JP KE KG KM KN KP KR 
KZ LA LC LK LR LS LT LU LV LY MA MC MD ME MG MK ML MN MR MT MW MX MY MZ NA NE NG NI NL NO NZ OM PA PE PG PH 
PL PT QA RO RS RU RW SC SD SE SG SI SK SL SM SN ST SV SY SZ TD TG TH TJ TM TN TR TT TZ UA UG US UZ VC VN ZA 
ZM ZW

5) Family number: 53424125 (US2013083529A) © PatBase 

Title:  METHOD, APPARATUS AND SYSTEM FOR CONNECTING A LIGHT EMITTING DIODE LIGHT FIXTURE TO A MAINS POWER CONDUCTOR

Abstract: Source: US2013083529A A method, apparatus and system for connecting a light fixture having a light emitting diode (LED) lighting 
element to a mains power conductor in an electrical junction box is disclosed. The apparatus includes a support configured to attach to the 
electrical junction box and an electrical converter operable to receive electrical power from the mains power conductor and to generate an 
output power suitable for powering the LED lighting element. The apparatus also includes an output connector disposed on the support and in 
electrical connection with the electrical converter for receiving the output power, the output connector being operable to receive a connector of 
the light fixture for powering the LED lighting element, the output connector being oriented to receive the connector of the light fixture when 
the support is attached to the electrical junction box.  
Classifications:  
International (IPC 8­9): F21S2/00 F21V19/00 F21V21/00 F21V23/00 H02G3/18 
H05B37/00 (Advanced/Invention) 
CPC: F21V21/03 F21S8/033 F21S8/04 F21V23/06 F21Y2101/02 H02G3/20 Y10T29/49002 
US: 29/592.1 362/249.02 362/382

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA2791108 AA  20130330  CA20122791108  20120927  

 US2013083529 AA  20130404  US20110250240  20110930  

 Priority:

US20110250240 20110930  CA20122791108 20120927

 Probable Assignee: GIFFORD GRAHAM 

 Assignee(s): (std): GIFFORD GRAHAM 

 Inventor(s): (std): GIFFORD GRAHAM 

6) Family number: 42615399 (US2008297060A) © PatBase 

Title:  SWITCHED LED NIGHTLIGHT FOR SINGLE­GANG JUNCTION BOX

Abstract: Source: US2008297060A A nightlight including a light emitting diode (LED) is provided. The nightlight includes a switch that is 
operative to control the flow of power to the LED. The nightlight also includes a driver circuit that is configured to convert alternating current to 
direct current, where the direct current provides power to the LED. The nightlight also includes a housing coupled to the nightlight that contains 
the driver and is configured to fit within a single­gang junction box. The switch includes an LED that is powered by the driver circuit, where the 
LED is illuminated without regard to the position of the switch.  
Classifications:  
International (IPC 8­9): F21V33/00 H05B37/02 (Advanced/Invention); 
H05B37/02 (Core/Invention) 
CPC: H05B33/0803 H05B33/0815 Y10S362/80 
European: H05B33/08D H05B33/08D1C4 
US: 315/219 315/219P 315/363 362/800 362/95

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 US2008297060 AA  20081204  US20080127780  20080527  

 US8075149 BB  20111213  US20080127780  20080527  

 Priority:

US20070932157P 20070529  US20080127780 20080527

 Probable Assignee: COOPER TECHNOLOGIES 

 Assignee(s): (std): BOWDEN JR JAMES H ; COOPER TECHNOLOGIES CO ; KO WAI SHING PETER 

 Assignee(s): COOPER TECHNOLOGIES COMPANY ; COOPER TECHNOLOGIES 

 Inventor(s): (std): BOWDEN JR JAMES H ; KO WAI SHING PETER 

 Agent(s): KING AND SPALDING LLP 

7) Family number: 11721220 (US5365145A) © PatBase 

Title:  EMERGENCY LIGHTING SYSTEM

Abstract: Source: US5365145A An emergency lighting system for providing low voltage DC battery powered illumination to one or more areas 
of a home, apartment, office or other building structure in an emergency mode upon the failure or termination in such areas of a normal AC 
power mode. The system includes a voltage step­down transformer with the leads of its primary winding interconnected to a normal AC power 
source and forming therewith an AC circuit. A power rectifier has its input leads interconnected to the terminals of the low AC voltage secondary 
winding of the transformer and its DC voltage output leads interconnected to the terminals of an emergency battery power source. One or more 
low voltage incandescent lamps are interconnected to the terminals of the battery and form therewith an emergency DC circuit. A control relay 
interacts between the AC circuit and the DC circuit of the system with the DC circuit contacts of the relay interconnected in one of the low voltage
leads of the DC circuit between the lamps and the battery and with the coil of the relay interconnected in the AC circuit for maintaining the DC 
contacts of the DC circuit open during normal AC current flow in the AC circuit and responsive to a termination or failure of the AC power source 
and cessation of AC current flow in the AC circuit to close the DC circuit contacts of the relay whereby the low voltage lamps are energized by 
the battery to produce emergency illumination. 
Classifications:  
International (IPC 8­9): H02J9/02 H05B37/04 (Advanced/Invention); 
H02J9/00 H05B37/00 (Core/Invention) 
International (IPC 1­7): H05B37/00 
CPC: H02J9/02 H05B37/04 Y10T307/625 
European: H02J9/02 H05B37/04 
US: 307/66 315/185R 315/86 362/183 362/20 362/249.05 362/249.13 362/251

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 US5365145 A  19941115  US19930103542  19930809  

 Priority:

US19930103542 19930809

 Probable Assignee: GAEL INC 

 Assignee(s): (std): GAEL INC 

 Assignee(s): GAEL INC 3614 WATERHOLE STREET LAS VEGAS NV 

 Inventor(s): (std): FIELDS GREGORY S 

8) Family number: 3993951 (GB1473094A) © PatBase 

Title:  Electrical installation wiring SIMPLEX WIRING SYSTEMS Ltd 25 April 1974 [27 April 1973] 20080/73 Heading H2H An...

Abstract: Source: GB1473094A 1473094 Electrical installation wiring SIMPLEX WIRING SYSTEMS Ltd 25 April 1974 [27 April 1973] 20080/73 
Heading H2H An electrical wiring installation is so arranged that the supply to each of the outlets of the system is controlled by means of a solid 
state device, which device is itself controlled by means of a switch device remotely situated from the solid state device, the operating voltage for 
the switch being substantially less than that existing at the outlet. An installation comprises a plurality of loads each supplied from an A.C. source 
T L, T N over leads 13, 14 by way of a triac T. A low voltage is developed from the A.C. source by means of a transformer Tr and rectifying 
bridge 24 the output of the bridge 24 being used to energize the operating winding 11 of a reed relay R L when a switch SW, remote from the 
triac­reed relay assembly A, is closed. Energization of the relay closes contacts 10 to provide a gate signal for the triac T. Thus closure of the 
remotely positioned switch SW causes conduction of the triac T to supply the associated load. If desired the switch SW may be of the touch 
operated type in which case a connection 33, shown dotted, is required. Furthermore, the reed­relay may be replaced by a photo­electric device. 
All the components such as the triacs, resistors, relays c. are assembled on a printed circuit board and form a central control unit to which are 
connected all the switches SW by means of flat, low voltage, conductors in the form of adhesive tapes. 
Classifications:  
International (IPC 8­9): H03K17/725 H03K17/78 H03K17/96 (Advanced/Invention); 
H03K17/72 H03K17/78 H03K17/94 (Core/Invention) 
International (IPC 1­7): H02J3/00 H05B37/02 
CPC: H03K17/725 H03K17/78 H03K17/96 
European: H03K17/725 H03K17/78 H03K17/96

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 GB1473094 A  19770511  GB19730020080  19740425  

 Priority:

GB19730020080 19740425
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Search query (8): TAC=(light* and transformer and junction near box and LED) and IC=(H05B) 
Results: 8

1) Family number: 43046024 (US2009080189A) © PatBase 

Title:  OPTIC COUPLER FOR LIGHT EMITTING DIODE FIXTURE

Abstract: Source: US2009080189A A recessed light fixture includes an LED module, which includes a single LED package that is configured to 
generate all light emitted by the recessed light fixture. For example, the LED package can include multiple LEDs mounted to a common 
substrate. The LED package can be coupled to a heat sink for dissipating heat from the LEDs. The heat sink can include a core member from 
which fins extend. Each fin can include one or more straight and/or curved portions. A reflector housing may be coupled to the heat sink and 
configured to receive a reflector. The reflector can have any geometry, such as a bell­shaped geometry including two radii of curvature that join 
together at an inflection point. An optic coupler can be coupled to the reflector housing and configured to cover electrical connections at the 
substrate and to guide light emitted by the LED package.  
Classifications:  
International (IPC 8­9): F21K7/00 F21K99/00 F21S4/00 F21S8/02 F21V F21V1/02 
F21V15/01 F21V17/00 F21V17/04 F21V17/10 F21V21/00 F21V21/02 F21V21/04 
F21V23/00 F21V29/00 F21V29/70 F21V7/00 F21V7/04 F21V7/09 F21V7/20 F21V9/00 
G05F1/00 H05B37/02 H05B39/04 H05B41/36 (Advanced/Invention); 
F21V15/01 F21V17/00 F21V21/04 F21V29/00 F21Y101/02 (Advanced/Non­invention); 
F21K99/00 F21S4/00 F21V1/00 F21V17/00 F21V21/02 F21V29/00 
F21V7/00 (Core/Invention); 
F21V (Subclass/Invention) 
CPC: H05B33/0815 H05B33/0809 H05B37/0263 F21S8/02 F21S8/026 F21V7/09 
F21V15/01 F21V29/004 F21Y2101/02 F21V29/74 F21V29/75 F21V29/22 F21V23/009 
F21V21/04 F21V29/2206 F21V29/2212 
European: F21S8/02 F21S8/02H F21V29/00C2 F21V29/22B2 F21V29/22B4 F21V7/09 
H05B33/08D1C H05B33/08D1C4 H05B37/02B6P R21V15/01 R21Y101/02 
US: 315/200.00R 315/200R 315/219 315/224 315/247 315/307 362/147 362/230 
362/230S 362/231 362/231P 362/234 362/234S 362/235 362/235P 362/235S 
362/249.02 362/249.020P 362/249.020S 362/294 362/296.05 362/296.050S 362/304 
362/345 362/347 362/347S 362/350 362/364 362/364S 362/365 362/368 362/373 
362/373S 362/650
 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA2700376 AA  20100319  CA20082700376  20080922  

 CA2700376 C  20150721  CA20082700376  20080922  

 CN101836042 A  20100915  CN200880112539  20080922  

 CN101836042 B  20141105  CN200880112539  20080922  

 EP2203678 A1  20100707  EP20080831466  20080922  

 EP2203678 A4  20131009  EP20080831466  20080922  

 IL204616 A0  20101130  IL20100204616  20100318  

 KR101533128 B1  20150701  KR20107008457  20080922  

 KR20100059989 A  20100604  KR20107008457  20080922  

 MX2010003077 A1  20100601  MX20100003077  20100319  

 US2009080189 AA  20090326  US20080235141  20080922  

 US2009086476 AA  20090402  US20080235116  20080922  

 US2009086481 AA  20090402  US20080235127  20080922  

 US2009129086 AA  20090521  US20080235146  20080922  

 US2011216534 AA  20110908  US20110109490  20110517  

 US2012188765 AA  20120726  US20120431439  20120327  

 US2012268933 AA  20121025  US20120543439  20120706  

 US2013235587 AA  20130912  US20130735655  20130107  

 US2013294095 AA  20131107  US20130934019  20130702  

 US2014009931 AA  20140109  US20130965026  20130812  

 US2015092425 AA  20150402  US20140563551  20141208  

 US2015098219 AA  20150409  US20140569896  20141215  

 US7959332 BB  20110614  US20080235116  20080922  

 US7993034 BB  20110809  US20080235127  20080922  

 US8207687 BA  20120626  US20090371891  20090216  

 US8348477 BB  20130108  US20120431439  20120327  

 US8348479 BB  20130108  US20110109490  20110517  

 US8491166 BB  20130723  US20080235146  20080922  

 US8779691 BA  20140715  US20120525997  20120618  

 US8789978 BB  20140729  US20130735655  20130107  

 US8876328 BB  20141104  US20120543439  20120706  

 US8905602 BB  20141209  US20130934019  20130702  

 US8911121 BB  20141216  US20130965026  20130812  

 WO09039491 A1  20090326  WO2008US77212  20080922  

 Priority:

US20070994792P 20070921  US20080010549  20080109  US20080065914  20080215
US20080090391  20080820  US20080010549P 20080109  US20080065914P 20080215
US20080235141  20080922  US20080235127  20080922  US20080235146  20080922
WO2008US77212 20080922  US20090371891  20090216  US20080090391P 20080820
US20080235116  20080922  US20080235166  20080922  US20120543439  20120706
US20110109490  20110517  US20120431439  20120327  US20130735655  20130107
US20130934019  20130702  US20130965026  20130812  US20120525997  20120618
US20140563551  20141208  US20140569896  20141215

 Probable Assignee: COOPER TECHNOLOGIES CO 

 Assignee(s): (std): COOPER TECHNOLOGIES CO ; RHODES SCOTT EDWARD ; THOMPSON EVANS EDWARD ; WEGNER SCOTT DAVID ; 
TICKNER JEROLD ; THOMPSON III EVANS EDWARD 

 Assignee(s): COOPER TECHNOLOGIES COMPANY ; COOPER TECHNOLOGY CO ; COOPER LIGHTING LLC 

 Inventor(s): (std): DAVID WEGNER SCOTT ; EDWARD THOMPSON EVANS ; JEROLD TICKNER ; RHODES SCOTT EDWARD ; THOMPSON EVANS 
EDWARD ; THOMPSON III EVANS EDWARD ; TICKNER JEROLD ; TICKNER JERRY ALAN ; WEGNER SCOTT DAVID 

 Agent(s): SMEE ANTHONY JAMES MICHAEL; KING AND SPALDING LLP; KING AND SPALDING; KING AND SPALDING LLC; SIMS LISA 
B 

 Designated states: AE AG AL AM AO AT AU AZ BA BB BE BF BG BH BJ BR BW BY BZ CA CF CG CH CI CM CN CO CR CU CY CZ DE DK DM DO 
DZ EC EE EG ES FI FR GA GB GD GE GH GM GN GQ GR GT GW HN HR HU ID IE IL IN IS IT JP KE KG KM KN KP KR KZ LA 
LC LI LK LR LS LT LU LV LY MA MC MD ME MG MK ML MN MR MT MW MX MY MZ NA NE NG NI NL NO NZ OM PG PH PL PT RO 
RS RU SC SD SE SG SI SK SL SM SN ST SV SY SZ TD TG TJ TM TN TR TT TZ UA UG US UZ VC VN ZA ZM ZW

2) Family number: 45961315 (US2010176746A) © PatBase 

Title:  METHOD AND DEVICE FOR REMOTE SENSING AND CONTROL OF LED LIGHTS

Abstract: Source: US2010176746A A control system is disclosed for determining an actual temperature of a light emitting diode. The control 
system uses conductor that supply power to the light emitting diode to supply a pulse to the light emitting diode. The pulse is determined along 
with a reaction caused by the pulse and the information gained is used in determination of the light emitting diode die temperature which can 
then be used in controlling current to the light emitting diode to control the temperature of the light emitting diode. 
Classifications:  
International (IPC 8­9): G01K13/00 G01K15/00 G01K7/00 G01K7/22 H05B33/08 
H05B37/02 (Advanced/Invention); 
G01K15/00 G01K7/00 G01K7/16 H05B37/02 (Core/Invention) 
CPC: H05B33/0893 G01K13/00 G01K7/01 G01K2217/00 H05B33/0848 
European: G01K7/01 H05B33/08D3B2 S01K217/00 
US: 315/117 315/185R 315/224 315/291 315/291S 315/294 315/294S 315/297 
315/297P 315/307 315/308 315/309 315/309S 315/362 315/362S 374/ E7.001 374/ 
E7.028 374/1 374/152 374/163 374/163S 374/185 374/185S 374/1S 374/E15.001 
374/E15.001S 374/E7.001 374/E7.028 374/E70.01S 374/E70.28S

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU2010204851 AA  20100722  AU20100204851  20100112  

 AU2010204851 BB  20131024  AU20100204851  20100112  

 CA2749472 AA  20100722  CA20102749472  20100112  

 EP2380405 A2  20111026  EP20100732010  20100112  

 EP2380405 A4  20140101  EP20100732010  20100112  

 US2010176746 AA  20100715  US20100683393  20100106  

 US2013182744 AA  20130718  US20120718366  20121218  

 US2014217896 AA  20140807  US20140177673  20140211  

 US8358085 BB  20130122  US20100683393  20100106  

 US8686666 BB  20140401  US20120718366  20121218  

 WO10083171 A2  20100722  WO2010US20819  20100112  

 WO10083171 A3  20101014  WO2010US20819  20100112  

 Priority:

US20090144408P 20090113  US20100683393 20100106  WO2010US20819 20100112
US20120718366  20121218  US20140177673 20140211

 Probable Assignee: TERRALUX INC 

 Assignee(s): (std): CATALANO ANTHONY ; CATALANO ANTHONY W ; HARRISON DANIEL ; TERRALUX INC 

 Assignee(s): EMERALD CLEANTECH FUND II LP 

 Inventor(s): (std): ANTHONY CATALANO ; CATALANO ANTHONY ; DANIEL HARRISON ; HARRISON DANIEL ; CATALANO ANTHONY W 

 Agent(s): SOMERVELL THOMAS RICHARD; PRITZKAU PATENT GROUP LLC; BINGHAM MCCUTCHEN LLP; GALLENSON MAVIS S ET AL 

 Designated states: AE AG AL AM AO AT AU AZ BA BB BE BF BG BH BJ BR BW BY BZ CA CF CG CH CI CL CM CN CO CR CU CY CZ DE DK DM 
DO DZ EC EE EG ES FI FR GA GB GD GE GH GM GN GQ GR GT GW HN HR HU ID IE IL IN IS IT JP KE KG KM KN KP KR KZ 
LA LC LI LK LR LS LT LU LV LY MA MC MD ME MG MK ML MN MR MT MW MX MY MZ NA NE NG NI NL NO NZ OM PE PG PH PL 
PT RO RS RU SC SD SE SG SI SK SL SM SN ST SV SY SZ TD TG TH TJ TM TN TR TT TZ UA UG US UZ VC VN ZA ZM ZW

3) Family number: 52405848 (US2012320627A) © PatBase 

Title:  FLAT PANEL LIGHTING DEVICE AND DRIVING CIRCUITRY

Abstract: Source: US2012320627A The present application is directed to a lighting fixture having a light emitting diode (LED) panel. The light 
fixture is configured to include a pair of LED configurations that are driven alternately by driving circuitry. The light fixture can include driving 
circuitry that is configured to be housed within a frame of the LED panel.  
Classifications:  
International (IPC 8­9): F21K99/00 F21S2/00 F21S8/00 F21S8/04 F21V13/02 
F21V15/01 F21V19/00 F21V21/00 F21V21/005 F21V21/02 F21V23/00 F21V23/02 
F21V23/06 F21V7/04 F21V8/00 F21Y105/00 G02B6/00 H05B33/08 
H05B37/02 (Advanced/Invention); 
F21K99/00 F21S8/04 F21V8/00 F21Y101/02 F21Y105/00 (Advanced/Non­invention) 
CPC: F21K9/30 F21V21/005 F21Y2103/003 F21V15/01 F21V23/002 F21Y2101/02 
F21Y2105/001 G02B6/0068 G02B6/0073 G02B6/0085 G02B6/0091 H05B33/0857 
Y02B20/383 Y02B20/386 F21V23/003 F21V23/02 G02B6/009 F21S8/04 F21K9/56 
F21V23/06 F21V23/023 G02B6/0083 
European: F21V15/01 F21V23/00C2 F21V23/00D R21S8/04 R21Y101/02 R21Y105/00D 
US: 362/147 362/150 362/249.02 362/382 362/607 362/608 362/612 362/632 362/634 
362/646
 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA2835213 AA  20131105  CA20122835213  20120517  

 CN103534527 A  20140122  CN201280024002  20120517  

 CN103562625 A  20140205  CN201280023544  20120517  

 EP2710293 A2  20140326  EP20120726949  20120517  

 JP2014517472 T2  20140717  JP20140511528T  20120517  

 JP2014527255 T2  20141009  JP20140511534T  20120517  

 KR20140038460 A  20140328  KR20137033273  20120517  

 TW201314116 A  20130401  TW20120117573  20120517  

 US2012320627 AA  20121220  US20120473929  20120517  

 US2013044512 AA  20130221  US20120473918  20120517  

 US2014376266 AA  20141225  US20140480262  20140908  

 US2014376267 AA  20141225  US20140480772  20140909  

 US2015049512 AA  20150219  US20140497943  20140926  

 US2015085528 AA  20150326  US20140554919  20141126  

 US2015153031 AA  20150604  US20150618665  20150210  

 US8915636 BB  20141223  US20120473918  20120517  

 WO12158894 A2  20121122  WO2012US38315  20120517  

 WO12158894 A3  20130425  WO2012US38315  20120517  

 WO12158908 A2  20121122  WO2012US38338  20120517  

 WO12158908 A3  20130425  WO2012US38338  20120517  

 Priority:

US20110487253P 20110517  US20110579472P 20111222  US20120473929  20120517
US20120473918  20120517  WO2012US38315 20120517  WO2012US38338 20120517
US20140480262  20140908  US20140480772  20140909  US20140497943  20140926
US20140554919  20141126  US20150618665  20150210

 Probable Assignee: PIXI LIGHTING INC 

 Assignee(s): (std): ARAKI JOHN ; MYERS J RICHARD ; MYERS RICHARD J ; PIXI LIGHTING LLC ; WONG ARTHUR N ; PIXI LIGHTING INC 

 Assignee(s): PIXI LIGHTING INC2140 S. DUPONT HIGHWAYCOUNTY OF KENTCAMDENDE19934US ; ORANGEWOOD LEGACY LLC1300­
500 N. STATE COLLEGE BOULEVARDORANGECA92868­1625US ; PIXI LIGHTING LLC500 N. STATE COLLEGE 
BOULEVARDSUITE 1300ORANGECA92868­1625US ; ORANGEWOOD LEGACY LLC 

 Inventor(s): (std): ARAKI JOHN ; MYERS J RICHARD ; MYERS RICHARD J ; WONG ARTHUR N 

 Inventor(s): WONG ARTHUR NUS ; MYERS RICHARD JUS ; ARAKI JOHNUS 

 Agent(s): EMDE ERIC; LAWRENCE N; WORGUILL JASON A; WORGULL JASON A 

 Designated states: AE AG AL AM AO AT AU AZ BA BB BE BF BG BH BJ BR BW BY BZ CA CF CG CH CI CL CM CN CO CR CU CY CZ DE DK DM 
DO DZ EC EE EG ES FI FR GA GB GD GE GH GM GN GQ GR GT GW HN HR HU ID IE IL IN IS IT JP KE KG KM KN KP KR KZ 
LA LC LI LK LR LS LT LU LV LY MA MC MD ME MG MK ML MN MR MT MW MX MY MZ NA NE NG NI NL NO NZ OM PE PG PH PL 
PT QA RO RS RU RW SC SD SE SG SI SK SL SM SN ST SV SY SZ TD TG TH TJ TM TN TR TT TZ UA UG US UZ VC VN ZA ZM 
ZW

4) Family number: 54382954 (US2013188348A) © PatBase 

Title:  SECURITY LIGHTING SYSTEMS FOR PERIMETER FENCES

Abstract: Source: US2013188348A A security lighting system includes security lights mounted atop fence posts. Each security light has a light 
module including a central housing having outwardly extending support arms. A LED unit is mounted in a depression formed in a top surface of 
the central housing, and a hat covers the top surface of the central housing for allowing only reflected light to escape from light module. The 
security light has a junction box containing electrical components, and an extension tube having an upper end secured to the light module and 
a lower end secured to the junction box. The security light includes a clamp assembly for securing the junction box atop a fence post, and an
alignment system for aligning the extension tube with the longitudinal axis of the fence post so that the support arms extend perpendicular to the 
longitudinal axis of the fence post.  
Classifications:  
International (IPC 8­9): A47B96/06 A47G29/00 A47K1/00 E04G3/00 E04G5/06 
F21S4/00 F21S8/00 F21S8/08 F21V1/00 F21V11/00 F21V21/00 F21V21/088 F21V21/116 
F21V23/00 F21V33/00 F21V35/00 F21V7/00 H05B37/02 (Advanced/Invention) 
CPC: F21S2/00 F21V21/0824 F21V23/0442 F21V33/006 F21W2131/10 F21W2131/109 
F21V1/00 F21V7/00 F21V21/00 F21V21/088 F21V23/008 F21W2131/107 F21S8/088 
F21V7/0008 F21Y2101/02 F21V23/02 F21V23/0407 F21V23/0471 F21W2131/105 
US: 248/219.4 362/145 362/146 362/152 362/235 362/249.01 362/249.02 362/296.01 
362/341 362/351 362/382 362/396 362/431

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA2862024 AA  20140718  CA20132862024  20130123  

 CO7131393 A2  20141201  CO20140186010  20140825  

 US2013188348 AA  20130725  US20120357688  20120125  

 US2014104831 AA  20140417  US20120649939  20121011  

 US2014376228 AA  20141225  US20140482276  20140910  

 US8845124 BB  20140930  US20120357688  20120125  

 WO13112508 A1  20130801  WO2013US22635  20130123  

 Priority:

US20120357688 20120125  US20120649939 20121011  WO2013US22635 20130123
US20140482276 20140910

 Probable Assignee: MIND HEAD LLC 

 Assignee(s): (std): BRITT PAUL EUGENE ; BEAUSOLEIL DAVID M 

 Assignee(s): BEAUSOLEIL DAVID M337 SOUTH MAPLE AVENUERIDGEWOODNJ07450US ; BRITT PAUL EUGENE5061 COLLEGE VIEW 
AVENUELOS ANGELESCA90041US ; MIND HEAD LLC ; PAUL EUGENE BRITT ; DAVID M BEAUSOLEIL 

 Inventor(s): (std): BRITT PAUL EUGENE ; BEAUSOLEIL DAVID M 

 Inventor(s): BEAUSOLEIL DAVID M337 SOUTH MAPLE AVENUERIDGEWOODNJ07450US ; BRITT PAUL EUGENE5061 COLLEGE VIEW 
AVENUELOS ANGELESCA90041US ; DAVID M BEAUSOLEIL ; PAUL EUGENE BRITT 

 Agent(s): DOHERTY IP LAW GROUP LLC; DOHERTY MICHAEL J 

 Designated states: AE AG AL AM AO AT AU AZ BA BB BE BF BG BH BJ BN BR BW BY BZ CA CF CG CH CI CL CM CN CO CR CU CY CZ DE DK 
DM DO DZ EC EE EG ES FI FR GA GB GD GE GH GM GN GQ GR GT GW HN HR HU ID IE IL IN IS IT JP KE KG KM KN KP KR 
KZ LA LC LK LR LS LT LU LV LY MA MC MD ME MG MK ML MN MR MT MW MX MY MZ NA NE NG NI NL NO NZ OM PA PE PG PH 
PL PT QA RO RS RU RW SC SD SE SG SI SK SL SM SN ST SV SY SZ TD TG TH TJ TM TN TR TT TZ UA UG US UZ VC VN ZA 
ZM ZW

5) Family number: 53424125 (US2013083529A) © PatBase 

Title:  METHOD, APPARATUS AND SYSTEM FOR CONNECTING A LIGHT EMITTING DIODE LIGHT FIXTURE TO A MAINS POWER CONDUCTOR

Abstract: Source: US2013083529A A method, apparatus and system for connecting a light fixture having a light emitting diode (LED) lighting 
element to a mains power conductor in an electrical junction box is disclosed. The apparatus includes a support configured to attach to the 
electrical junction box and an electrical converter operable to receive electrical power from the mains power conductor and to generate an 
output power suitable for powering the LED lighting element. The apparatus also includes an output connector disposed on the support and in 
electrical connection with the electrical converter for receiving the output power, the output connector being operable to receive a connector of 
the light fixture for powering the LED lighting element, the output connector being oriented to receive the connector of the light fixture when 
the support is attached to the electrical junction box.  
Classifications:  
International (IPC 8­9): F21S2/00 F21V19/00 F21V21/00 F21V23/00 H02G3/18 
H05B37/00 (Advanced/Invention) 
CPC: F21V21/03 F21S8/033 F21S8/04 F21V23/06 F21Y2101/02 H02G3/20 Y10T29/49002 
US: 29/592.1 362/249.02 362/382

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA2791108 AA  20130330  CA20122791108  20120927  

 US2013083529 AA  20130404  US20110250240  20110930  

 Priority:

US20110250240 20110930  CA20122791108 20120927

 Probable Assignee: GIFFORD GRAHAM 

 Assignee(s): (std): GIFFORD GRAHAM 

 Inventor(s): (std): GIFFORD GRAHAM 

6) Family number: 42615399 (US2008297060A) © PatBase 

Title:  SWITCHED LED NIGHTLIGHT FOR SINGLE­GANG JUNCTION BOX

Abstract: Source: US2008297060A A nightlight including a light emitting diode (LED) is provided. The nightlight includes a switch that is 
operative to control the flow of power to the LED. The nightlight also includes a driver circuit that is configured to convert alternating current to 
direct current, where the direct current provides power to the LED. The nightlight also includes a housing coupled to the nightlight that contains 
the driver and is configured to fit within a single­gang junction box. The switch includes an LED that is powered by the driver circuit, where the 
LED is illuminated without regard to the position of the switch.  
Classifications:  
International (IPC 8­9): F21V33/00 H05B37/02 (Advanced/Invention); 
H05B37/02 (Core/Invention) 
CPC: H05B33/0803 H05B33/0815 Y10S362/80 
European: H05B33/08D H05B33/08D1C4 
US: 315/219 315/219P 315/363 362/800 362/95

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 US2008297060 AA  20081204  US20080127780  20080527  

 US8075149 BB  20111213  US20080127780  20080527  

 Priority:

US20070932157P 20070529  US20080127780 20080527

 Probable Assignee: COOPER TECHNOLOGIES 

 Assignee(s): (std): BOWDEN JR JAMES H ; COOPER TECHNOLOGIES CO ; KO WAI SHING PETER 

 Assignee(s): COOPER TECHNOLOGIES COMPANY ; COOPER TECHNOLOGIES 

 Inventor(s): (std): BOWDEN JR JAMES H ; KO WAI SHING PETER 

 Agent(s): KING AND SPALDING LLP 

7) Family number: 11721220 (US5365145A) © PatBase 

Title:  EMERGENCY LIGHTING SYSTEM

Abstract: Source: US5365145A An emergency lighting system for providing low voltage DC battery powered illumination to one or more areas 
of a home, apartment, office or other building structure in an emergency mode upon the failure or termination in such areas of a normal AC 
power mode. The system includes a voltage step­down transformer with the leads of its primary winding interconnected to a normal AC power 
source and forming therewith an AC circuit. A power rectifier has its input leads interconnected to the terminals of the low AC voltage secondary 
winding of the transformer and its DC voltage output leads interconnected to the terminals of an emergency battery power source. One or more 
low voltage incandescent lamps are interconnected to the terminals of the battery and form therewith an emergency DC circuit. A control relay 
interacts between the AC circuit and the DC circuit of the system with the DC circuit contacts of the relay interconnected in one of the low voltage
leads of the DC circuit between the lamps and the battery and with the coil of the relay interconnected in the AC circuit for maintaining the DC 
contacts of the DC circuit open during normal AC current flow in the AC circuit and responsive to a termination or failure of the AC power source 
and cessation of AC current flow in the AC circuit to close the DC circuit contacts of the relay whereby the low voltage lamps are energized by 
the battery to produce emergency illumination. 
Classifications:  
International (IPC 8­9): H02J9/02 H05B37/04 (Advanced/Invention); 
H02J9/00 H05B37/00 (Core/Invention) 
International (IPC 1­7): H05B37/00 
CPC: H02J9/02 H05B37/04 Y10T307/625 
European: H02J9/02 H05B37/04 
US: 307/66 315/185R 315/86 362/183 362/20 362/249.05 362/249.13 362/251

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 US5365145 A  19941115  US19930103542  19930809  

 Priority:

US19930103542 19930809

 Probable Assignee: GAEL INC 

 Assignee(s): (std): GAEL INC 

 Assignee(s): GAEL INC 3614 WATERHOLE STREET LAS VEGAS NV 

 Inventor(s): (std): FIELDS GREGORY S 

8) Family number: 3993951 (GB1473094A) © PatBase 

Title:  Electrical installation wiring SIMPLEX WIRING SYSTEMS Ltd 25 April 1974 [27 April 1973] 20080/73 Heading H2H An...

Abstract: Source: GB1473094A 1473094 Electrical installation wiring SIMPLEX WIRING SYSTEMS Ltd 25 April 1974 [27 April 1973] 20080/73 
Heading H2H An electrical wiring installation is so arranged that the supply to each of the outlets of the system is controlled by means of a solid 
state device, which device is itself controlled by means of a switch device remotely situated from the solid state device, the operating voltage for 
the switch being substantially less than that existing at the outlet. An installation comprises a plurality of loads each supplied from an A.C. source 
T L, T N over leads 13, 14 by way of a triac T. A low voltage is developed from the A.C. source by means of a transformer Tr and rectifying 
bridge 24 the output of the bridge 24 being used to energize the operating winding 11 of a reed relay R L when a switch SW, remote from the 
triac­reed relay assembly A, is closed. Energization of the relay closes contacts 10 to provide a gate signal for the triac T. Thus closure of the 
remotely positioned switch SW causes conduction of the triac T to supply the associated load. If desired the switch SW may be of the touch 
operated type in which case a connection 33, shown dotted, is required. Furthermore, the reed­relay may be replaced by a photo­electric device. 
All the components such as the triacs, resistors, relays c. are assembled on a printed circuit board and form a central control unit to which are 
connected all the switches SW by means of flat, low voltage, conductors in the form of adhesive tapes. 
Classifications:  
International (IPC 8­9): H03K17/725 H03K17/78 H03K17/96 (Advanced/Invention); 
H03K17/72 H03K17/78 H03K17/94 (Core/Invention) 
International (IPC 1­7): H02J3/00 H05B37/02 
CPC: H03K17/725 H03K17/78 H03K17/96 
European: H03K17/725 H03K17/78 H03K17/96

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 GB1473094 A  19770511  GB19730020080  19740425  

 Priority:

GB19730020080 19740425
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Search query (8): TAC=(light* and transformer and junction near box and LED) and IC=(H05B) 
Results: 8

1) Family number: 43046024 (US2009080189A) © PatBase 

Title:  OPTIC COUPLER FOR LIGHT EMITTING DIODE FIXTURE

Abstract: Source: US2009080189A A recessed light fixture includes an LED module, which includes a single LED package that is configured to 
generate all light emitted by the recessed light fixture. For example, the LED package can include multiple LEDs mounted to a common 
substrate. The LED package can be coupled to a heat sink for dissipating heat from the LEDs. The heat sink can include a core member from 
which fins extend. Each fin can include one or more straight and/or curved portions. A reflector housing may be coupled to the heat sink and 
configured to receive a reflector. The reflector can have any geometry, such as a bell­shaped geometry including two radii of curvature that join 
together at an inflection point. An optic coupler can be coupled to the reflector housing and configured to cover electrical connections at the 
substrate and to guide light emitted by the LED package.  
Classifications:  
International (IPC 8­9): F21K7/00 F21K99/00 F21S4/00 F21S8/02 F21V F21V1/02 
F21V15/01 F21V17/00 F21V17/04 F21V17/10 F21V21/00 F21V21/02 F21V21/04 
F21V23/00 F21V29/00 F21V29/70 F21V7/00 F21V7/04 F21V7/09 F21V7/20 F21V9/00 
G05F1/00 H05B37/02 H05B39/04 H05B41/36 (Advanced/Invention); 
F21V15/01 F21V17/00 F21V21/04 F21V29/00 F21Y101/02 (Advanced/Non­invention); 
F21K99/00 F21S4/00 F21V1/00 F21V17/00 F21V21/02 F21V29/00 
F21V7/00 (Core/Invention); 
F21V (Subclass/Invention) 
CPC: H05B33/0815 H05B33/0809 H05B37/0263 F21S8/02 F21S8/026 F21V7/09 
F21V15/01 F21V29/004 F21Y2101/02 F21V29/74 F21V29/75 F21V29/22 F21V23/009 
F21V21/04 F21V29/2206 F21V29/2212 
European: F21S8/02 F21S8/02H F21V29/00C2 F21V29/22B2 F21V29/22B4 F21V7/09 
H05B33/08D1C H05B33/08D1C4 H05B37/02B6P R21V15/01 R21Y101/02 
US: 315/200.00R 315/200R 315/219 315/224 315/247 315/307 362/147 362/230 
362/230S 362/231 362/231P 362/234 362/234S 362/235 362/235P 362/235S 
362/249.02 362/249.020P 362/249.020S 362/294 362/296.05 362/296.050S 362/304 
362/345 362/347 362/347S 362/350 362/364 362/364S 362/365 362/368 362/373 
362/373S 362/650
 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA2700376 AA  20100319  CA20082700376  20080922  

 CA2700376 C  20150721  CA20082700376  20080922  

 CN101836042 A  20100915  CN200880112539  20080922  

 CN101836042 B  20141105  CN200880112539  20080922  

 EP2203678 A1  20100707  EP20080831466  20080922  

 EP2203678 A4  20131009  EP20080831466  20080922  

 IL204616 A0  20101130  IL20100204616  20100318  

 KR101533128 B1  20150701  KR20107008457  20080922  

 KR20100059989 A  20100604  KR20107008457  20080922  

 MX2010003077 A1  20100601  MX20100003077  20100319  

 US2009080189 AA  20090326  US20080235141  20080922  

 US2009086476 AA  20090402  US20080235116  20080922  

 US2009086481 AA  20090402  US20080235127  20080922  

 US2009129086 AA  20090521  US20080235146  20080922  

 US2011216534 AA  20110908  US20110109490  20110517  

 US2012188765 AA  20120726  US20120431439  20120327  

 US2012268933 AA  20121025  US20120543439  20120706  

 US2013235587 AA  20130912  US20130735655  20130107  

 US2013294095 AA  20131107  US20130934019  20130702  

 US2014009931 AA  20140109  US20130965026  20130812  

 US2015092425 AA  20150402  US20140563551  20141208  

 US2015098219 AA  20150409  US20140569896  20141215  

 US7959332 BB  20110614  US20080235116  20080922  

 US7993034 BB  20110809  US20080235127  20080922  

 US8207687 BA  20120626  US20090371891  20090216  

 US8348477 BB  20130108  US20120431439  20120327  

 US8348479 BB  20130108  US20110109490  20110517  

 US8491166 BB  20130723  US20080235146  20080922  

 US8779691 BA  20140715  US20120525997  20120618  

 US8789978 BB  20140729  US20130735655  20130107  

 US8876328 BB  20141104  US20120543439  20120706  

 US8905602 BB  20141209  US20130934019  20130702  

 US8911121 BB  20141216  US20130965026  20130812  

 WO09039491 A1  20090326  WO2008US77212  20080922  

 Priority:

US20070994792P 20070921  US20080010549  20080109  US20080065914  20080215
US20080090391  20080820  US20080010549P 20080109  US20080065914P 20080215
US20080235141  20080922  US20080235127  20080922  US20080235146  20080922
WO2008US77212 20080922  US20090371891  20090216  US20080090391P 20080820
US20080235116  20080922  US20080235166  20080922  US20120543439  20120706
US20110109490  20110517  US20120431439  20120327  US20130735655  20130107
US20130934019  20130702  US20130965026  20130812  US20120525997  20120618
US20140563551  20141208  US20140569896  20141215

 Probable Assignee: COOPER TECHNOLOGIES CO 

 Assignee(s): (std): COOPER TECHNOLOGIES CO ; RHODES SCOTT EDWARD ; THOMPSON EVANS EDWARD ; WEGNER SCOTT DAVID ; 
TICKNER JEROLD ; THOMPSON III EVANS EDWARD 

 Assignee(s): COOPER TECHNOLOGIES COMPANY ; COOPER TECHNOLOGY CO ; COOPER LIGHTING LLC 

 Inventor(s): (std): DAVID WEGNER SCOTT ; EDWARD THOMPSON EVANS ; JEROLD TICKNER ; RHODES SCOTT EDWARD ; THOMPSON EVANS 
EDWARD ; THOMPSON III EVANS EDWARD ; TICKNER JEROLD ; TICKNER JERRY ALAN ; WEGNER SCOTT DAVID 

 Agent(s): SMEE ANTHONY JAMES MICHAEL; KING AND SPALDING LLP; KING AND SPALDING; KING AND SPALDING LLC; SIMS LISA 
B 

 Designated states: AE AG AL AM AO AT AU AZ BA BB BE BF BG BH BJ BR BW BY BZ CA CF CG CH CI CM CN CO CR CU CY CZ DE DK DM DO 
DZ EC EE EG ES FI FR GA GB GD GE GH GM GN GQ GR GT GW HN HR HU ID IE IL IN IS IT JP KE KG KM KN KP KR KZ LA 
LC LI LK LR LS LT LU LV LY MA MC MD ME MG MK ML MN MR MT MW MX MY MZ NA NE NG NI NL NO NZ OM PG PH PL PT RO 
RS RU SC SD SE SG SI SK SL SM SN ST SV SY SZ TD TG TJ TM TN TR TT TZ UA UG US UZ VC VN ZA ZM ZW

2) Family number: 45961315 (US2010176746A) © PatBase 

Title:  METHOD AND DEVICE FOR REMOTE SENSING AND CONTROL OF LED LIGHTS

Abstract: Source: US2010176746A A control system is disclosed for determining an actual temperature of a light emitting diode. The control 
system uses conductor that supply power to the light emitting diode to supply a pulse to the light emitting diode. The pulse is determined along 
with a reaction caused by the pulse and the information gained is used in determination of the light emitting diode die temperature which can 
then be used in controlling current to the light emitting diode to control the temperature of the light emitting diode. 
Classifications:  
International (IPC 8­9): G01K13/00 G01K15/00 G01K7/00 G01K7/22 H05B33/08 
H05B37/02 (Advanced/Invention); 
G01K15/00 G01K7/00 G01K7/16 H05B37/02 (Core/Invention) 
CPC: H05B33/0893 G01K13/00 G01K7/01 G01K2217/00 H05B33/0848 
European: G01K7/01 H05B33/08D3B2 S01K217/00 
US: 315/117 315/185R 315/224 315/291 315/291S 315/294 315/294S 315/297 
315/297P 315/307 315/308 315/309 315/309S 315/362 315/362S 374/ E7.001 374/ 
E7.028 374/1 374/152 374/163 374/163S 374/185 374/185S 374/1S 374/E15.001 
374/E15.001S 374/E7.001 374/E7.028 374/E70.01S 374/E70.28S

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU2010204851 AA  20100722  AU20100204851  20100112  

 AU2010204851 BB  20131024  AU20100204851  20100112  

 CA2749472 AA  20100722  CA20102749472  20100112  

 EP2380405 A2  20111026  EP20100732010  20100112  

 EP2380405 A4  20140101  EP20100732010  20100112  

 US2010176746 AA  20100715  US20100683393  20100106  

 US2013182744 AA  20130718  US20120718366  20121218  

 US2014217896 AA  20140807  US20140177673  20140211  

 US8358085 BB  20130122  US20100683393  20100106  

 US8686666 BB  20140401  US20120718366  20121218  

 WO10083171 A2  20100722  WO2010US20819  20100112  

 WO10083171 A3  20101014  WO2010US20819  20100112  

 Priority:

US20090144408P 20090113  US20100683393 20100106  WO2010US20819 20100112
US20120718366  20121218  US20140177673 20140211

 Probable Assignee: TERRALUX INC 

 Assignee(s): (std): CATALANO ANTHONY ; CATALANO ANTHONY W ; HARRISON DANIEL ; TERRALUX INC 

 Assignee(s): EMERALD CLEANTECH FUND II LP 

 Inventor(s): (std): ANTHONY CATALANO ; CATALANO ANTHONY ; DANIEL HARRISON ; HARRISON DANIEL ; CATALANO ANTHONY W 

 Agent(s): SOMERVELL THOMAS RICHARD; PRITZKAU PATENT GROUP LLC; BINGHAM MCCUTCHEN LLP; GALLENSON MAVIS S ET AL 

 Designated states: AE AG AL AM AO AT AU AZ BA BB BE BF BG BH BJ BR BW BY BZ CA CF CG CH CI CL CM CN CO CR CU CY CZ DE DK DM 
DO DZ EC EE EG ES FI FR GA GB GD GE GH GM GN GQ GR GT GW HN HR HU ID IE IL IN IS IT JP KE KG KM KN KP KR KZ 
LA LC LI LK LR LS LT LU LV LY MA MC MD ME MG MK ML MN MR MT MW MX MY MZ NA NE NG NI NL NO NZ OM PE PG PH PL 
PT RO RS RU SC SD SE SG SI SK SL SM SN ST SV SY SZ TD TG TH TJ TM TN TR TT TZ UA UG US UZ VC VN ZA ZM ZW

3) Family number: 52405848 (US2012320627A) © PatBase 

Title:  FLAT PANEL LIGHTING DEVICE AND DRIVING CIRCUITRY

Abstract: Source: US2012320627A The present application is directed to a lighting fixture having a light emitting diode (LED) panel. The light 
fixture is configured to include a pair of LED configurations that are driven alternately by driving circuitry. The light fixture can include driving 
circuitry that is configured to be housed within a frame of the LED panel.  
Classifications:  
International (IPC 8­9): F21K99/00 F21S2/00 F21S8/00 F21S8/04 F21V13/02 
F21V15/01 F21V19/00 F21V21/00 F21V21/005 F21V21/02 F21V23/00 F21V23/02 
F21V23/06 F21V7/04 F21V8/00 F21Y105/00 G02B6/00 H05B33/08 
H05B37/02 (Advanced/Invention); 
F21K99/00 F21S8/04 F21V8/00 F21Y101/02 F21Y105/00 (Advanced/Non­invention) 
CPC: F21K9/30 F21V21/005 F21Y2103/003 F21V15/01 F21V23/002 F21Y2101/02 
F21Y2105/001 G02B6/0068 G02B6/0073 G02B6/0085 G02B6/0091 H05B33/0857 
Y02B20/383 Y02B20/386 F21V23/003 F21V23/02 G02B6/009 F21S8/04 F21K9/56 
F21V23/06 F21V23/023 G02B6/0083 
European: F21V15/01 F21V23/00C2 F21V23/00D R21S8/04 R21Y101/02 R21Y105/00D 
US: 362/147 362/150 362/249.02 362/382 362/607 362/608 362/612 362/632 362/634 
362/646
 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA2835213 AA  20131105  CA20122835213  20120517  

 CN103534527 A  20140122  CN201280024002  20120517  

 CN103562625 A  20140205  CN201280023544  20120517  

 EP2710293 A2  20140326  EP20120726949  20120517  

 JP2014517472 T2  20140717  JP20140511528T  20120517  

 JP2014527255 T2  20141009  JP20140511534T  20120517  

 KR20140038460 A  20140328  KR20137033273  20120517  

 TW201314116 A  20130401  TW20120117573  20120517  

 US2012320627 AA  20121220  US20120473929  20120517  

 US2013044512 AA  20130221  US20120473918  20120517  

 US2014376266 AA  20141225  US20140480262  20140908  

 US2014376267 AA  20141225  US20140480772  20140909  

 US2015049512 AA  20150219  US20140497943  20140926  

 US2015085528 AA  20150326  US20140554919  20141126  

 US2015153031 AA  20150604  US20150618665  20150210  

 US8915636 BB  20141223  US20120473918  20120517  

 WO12158894 A2  20121122  WO2012US38315  20120517  

 WO12158894 A3  20130425  WO2012US38315  20120517  

 WO12158908 A2  20121122  WO2012US38338  20120517  

 WO12158908 A3  20130425  WO2012US38338  20120517  

 Priority:

US20110487253P 20110517  US20110579472P 20111222  US20120473929  20120517
US20120473918  20120517  WO2012US38315 20120517  WO2012US38338 20120517
US20140480262  20140908  US20140480772  20140909  US20140497943  20140926
US20140554919  20141126  US20150618665  20150210

 Probable Assignee: PIXI LIGHTING INC 

 Assignee(s): (std): ARAKI JOHN ; MYERS J RICHARD ; MYERS RICHARD J ; PIXI LIGHTING LLC ; WONG ARTHUR N ; PIXI LIGHTING INC 

 Assignee(s): PIXI LIGHTING INC2140 S. DUPONT HIGHWAYCOUNTY OF KENTCAMDENDE19934US ; ORANGEWOOD LEGACY LLC1300­
500 N. STATE COLLEGE BOULEVARDORANGECA92868­1625US ; PIXI LIGHTING LLC500 N. STATE COLLEGE 
BOULEVARDSUITE 1300ORANGECA92868­1625US ; ORANGEWOOD LEGACY LLC 

 Inventor(s): (std): ARAKI JOHN ; MYERS J RICHARD ; MYERS RICHARD J ; WONG ARTHUR N 

 Inventor(s): WONG ARTHUR NUS ; MYERS RICHARD JUS ; ARAKI JOHNUS 

 Agent(s): EMDE ERIC; LAWRENCE N; WORGUILL JASON A; WORGULL JASON A 

 Designated states: AE AG AL AM AO AT AU AZ BA BB BE BF BG BH BJ BR BW BY BZ CA CF CG CH CI CL CM CN CO CR CU CY CZ DE DK DM 
DO DZ EC EE EG ES FI FR GA GB GD GE GH GM GN GQ GR GT GW HN HR HU ID IE IL IN IS IT JP KE KG KM KN KP KR KZ 
LA LC LI LK LR LS LT LU LV LY MA MC MD ME MG MK ML MN MR MT MW MX MY MZ NA NE NG NI NL NO NZ OM PE PG PH PL 
PT QA RO RS RU RW SC SD SE SG SI SK SL SM SN ST SV SY SZ TD TG TH TJ TM TN TR TT TZ UA UG US UZ VC VN ZA ZM 
ZW

4) Family number: 54382954 (US2013188348A) © PatBase 

Title:  SECURITY LIGHTING SYSTEMS FOR PERIMETER FENCES

Abstract: Source: US2013188348A A security lighting system includes security lights mounted atop fence posts. Each security light has a light 
module including a central housing having outwardly extending support arms. A LED unit is mounted in a depression formed in a top surface of 
the central housing, and a hat covers the top surface of the central housing for allowing only reflected light to escape from light module. The 
security light has a junction box containing electrical components, and an extension tube having an upper end secured to the light module and 
a lower end secured to the junction box. The security light includes a clamp assembly for securing the junction box atop a fence post, and an
alignment system for aligning the extension tube with the longitudinal axis of the fence post so that the support arms extend perpendicular to the 
longitudinal axis of the fence post.  
Classifications:  
International (IPC 8­9): A47B96/06 A47G29/00 A47K1/00 E04G3/00 E04G5/06 
F21S4/00 F21S8/00 F21S8/08 F21V1/00 F21V11/00 F21V21/00 F21V21/088 F21V21/116 
F21V23/00 F21V33/00 F21V35/00 F21V7/00 H05B37/02 (Advanced/Invention) 
CPC: F21S2/00 F21V21/0824 F21V23/0442 F21V33/006 F21W2131/10 F21W2131/109 
F21V1/00 F21V7/00 F21V21/00 F21V21/088 F21V23/008 F21W2131/107 F21S8/088 
F21V7/0008 F21Y2101/02 F21V23/02 F21V23/0407 F21V23/0471 F21W2131/105 
US: 248/219.4 362/145 362/146 362/152 362/235 362/249.01 362/249.02 362/296.01 
362/341 362/351 362/382 362/396 362/431

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA2862024 AA  20140718  CA20132862024  20130123  

 CO7131393 A2  20141201  CO20140186010  20140825  

 US2013188348 AA  20130725  US20120357688  20120125  

 US2014104831 AA  20140417  US20120649939  20121011  

 US2014376228 AA  20141225  US20140482276  20140910  

 US8845124 BB  20140930  US20120357688  20120125  

 WO13112508 A1  20130801  WO2013US22635  20130123  

 Priority:

US20120357688 20120125  US20120649939 20121011  WO2013US22635 20130123
US20140482276 20140910

 Probable Assignee: MIND HEAD LLC 

 Assignee(s): (std): BRITT PAUL EUGENE ; BEAUSOLEIL DAVID M 

 Assignee(s): BEAUSOLEIL DAVID M337 SOUTH MAPLE AVENUERIDGEWOODNJ07450US ; BRITT PAUL EUGENE5061 COLLEGE VIEW 
AVENUELOS ANGELESCA90041US ; MIND HEAD LLC ; PAUL EUGENE BRITT ; DAVID M BEAUSOLEIL 

 Inventor(s): (std): BRITT PAUL EUGENE ; BEAUSOLEIL DAVID M 

 Inventor(s): BEAUSOLEIL DAVID M337 SOUTH MAPLE AVENUERIDGEWOODNJ07450US ; BRITT PAUL EUGENE5061 COLLEGE VIEW 
AVENUELOS ANGELESCA90041US ; DAVID M BEAUSOLEIL ; PAUL EUGENE BRITT 

 Agent(s): DOHERTY IP LAW GROUP LLC; DOHERTY MICHAEL J 

 Designated states: AE AG AL AM AO AT AU AZ BA BB BE BF BG BH BJ BN BR BW BY BZ CA CF CG CH CI CL CM CN CO CR CU CY CZ DE DK 
DM DO DZ EC EE EG ES FI FR GA GB GD GE GH GM GN GQ GR GT GW HN HR HU ID IE IL IN IS IT JP KE KG KM KN KP KR 
KZ LA LC LK LR LS LT LU LV LY MA MC MD ME MG MK ML MN MR MT MW MX MY MZ NA NE NG NI NL NO NZ OM PA PE PG PH 
PL PT QA RO RS RU RW SC SD SE SG SI SK SL SM SN ST SV SY SZ TD TG TH TJ TM TN TR TT TZ UA UG US UZ VC VN ZA 
ZM ZW

5) Family number: 53424125 (US2013083529A) © PatBase 

Title:  METHOD, APPARATUS AND SYSTEM FOR CONNECTING A LIGHT EMITTING DIODE LIGHT FIXTURE TO A MAINS POWER CONDUCTOR

Abstract: Source: US2013083529A A method, apparatus and system for connecting a light fixture having a light emitting diode (LED) lighting 
element to a mains power conductor in an electrical junction box is disclosed. The apparatus includes a support configured to attach to the 
electrical junction box and an electrical converter operable to receive electrical power from the mains power conductor and to generate an 
output power suitable for powering the LED lighting element. The apparatus also includes an output connector disposed on the support and in 
electrical connection with the electrical converter for receiving the output power, the output connector being operable to receive a connector of 
the light fixture for powering the LED lighting element, the output connector being oriented to receive the connector of the light fixture when 
the support is attached to the electrical junction box.  
Classifications:  
International (IPC 8­9): F21S2/00 F21V19/00 F21V21/00 F21V23/00 H02G3/18 
H05B37/00 (Advanced/Invention) 
CPC: F21V21/03 F21S8/033 F21S8/04 F21V23/06 F21Y2101/02 H02G3/20 Y10T29/49002 
US: 29/592.1 362/249.02 362/382

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA2791108 AA  20130330  CA20122791108  20120927  

 US2013083529 AA  20130404  US20110250240  20110930  

 Priority:

US20110250240 20110930  CA20122791108 20120927

 Probable Assignee: GIFFORD GRAHAM 

 Assignee(s): (std): GIFFORD GRAHAM 

 Inventor(s): (std): GIFFORD GRAHAM 

6) Family number: 42615399 (US2008297060A) © PatBase 

Title:  SWITCHED LED NIGHTLIGHT FOR SINGLE­GANG JUNCTION BOX

Abstract: Source: US2008297060A A nightlight including a light emitting diode (LED) is provided. The nightlight includes a switch that is 
operative to control the flow of power to the LED. The nightlight also includes a driver circuit that is configured to convert alternating current to 
direct current, where the direct current provides power to the LED. The nightlight also includes a housing coupled to the nightlight that contains 
the driver and is configured to fit within a single­gang junction box. The switch includes an LED that is powered by the driver circuit, where the 
LED is illuminated without regard to the position of the switch.  
Classifications:  
International (IPC 8­9): F21V33/00 H05B37/02 (Advanced/Invention); 
H05B37/02 (Core/Invention) 
CPC: H05B33/0803 H05B33/0815 Y10S362/80 
European: H05B33/08D H05B33/08D1C4 
US: 315/219 315/219P 315/363 362/800 362/95

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 US2008297060 AA  20081204  US20080127780  20080527  

 US8075149 BB  20111213  US20080127780  20080527  

 Priority:

US20070932157P 20070529  US20080127780 20080527

 Probable Assignee: COOPER TECHNOLOGIES 

 Assignee(s): (std): BOWDEN JR JAMES H ; COOPER TECHNOLOGIES CO ; KO WAI SHING PETER 

 Assignee(s): COOPER TECHNOLOGIES COMPANY ; COOPER TECHNOLOGIES 

 Inventor(s): (std): BOWDEN JR JAMES H ; KO WAI SHING PETER 

 Agent(s): KING AND SPALDING LLP 

7) Family number: 11721220 (US5365145A) © PatBase 

Title:  EMERGENCY LIGHTING SYSTEM

Abstract: Source: US5365145A An emergency lighting system for providing low voltage DC battery powered illumination to one or more areas 
of a home, apartment, office or other building structure in an emergency mode upon the failure or termination in such areas of a normal AC 
power mode. The system includes a voltage step­down transformer with the leads of its primary winding interconnected to a normal AC power 
source and forming therewith an AC circuit. A power rectifier has its input leads interconnected to the terminals of the low AC voltage secondary 
winding of the transformer and its DC voltage output leads interconnected to the terminals of an emergency battery power source. One or more 
low voltage incandescent lamps are interconnected to the terminals of the battery and form therewith an emergency DC circuit. A control relay 
interacts between the AC circuit and the DC circuit of the system with the DC circuit contacts of the relay interconnected in one of the low voltage
leads of the DC circuit between the lamps and the battery and with the coil of the relay interconnected in the AC circuit for maintaining the DC 
contacts of the DC circuit open during normal AC current flow in the AC circuit and responsive to a termination or failure of the AC power source 
and cessation of AC current flow in the AC circuit to close the DC circuit contacts of the relay whereby the low voltage lamps are energized by 
the battery to produce emergency illumination. 
Classifications:  
International (IPC 8­9): H02J9/02 H05B37/04 (Advanced/Invention); 
H02J9/00 H05B37/00 (Core/Invention) 
International (IPC 1­7): H05B37/00 
CPC: H02J9/02 H05B37/04 Y10T307/625 
European: H02J9/02 H05B37/04 
US: 307/66 315/185R 315/86 362/183 362/20 362/249.05 362/249.13 362/251

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 US5365145 A  19941115  US19930103542  19930809  

 Priority:

US19930103542 19930809

 Probable Assignee: GAEL INC 

 Assignee(s): (std): GAEL INC 

 Assignee(s): GAEL INC 3614 WATERHOLE STREET LAS VEGAS NV 

 Inventor(s): (std): FIELDS GREGORY S 

8) Family number: 3993951 (GB1473094A) © PatBase 

Title:  Electrical installation wiring SIMPLEX WIRING SYSTEMS Ltd 25 April 1974 [27 April 1973] 20080/73 Heading H2H An...

Abstract: Source: GB1473094A 1473094 Electrical installation wiring SIMPLEX WIRING SYSTEMS Ltd 25 April 1974 [27 April 1973] 20080/73 
Heading H2H An electrical wiring installation is so arranged that the supply to each of the outlets of the system is controlled by means of a solid 
state device, which device is itself controlled by means of a switch device remotely situated from the solid state device, the operating voltage for 
the switch being substantially less than that existing at the outlet. An installation comprises a plurality of loads each supplied from an A.C. source 
T L, T N over leads 13, 14 by way of a triac T. A low voltage is developed from the A.C. source by means of a transformer Tr and rectifying 
bridge 24 the output of the bridge 24 being used to energize the operating winding 11 of a reed relay R L when a switch SW, remote from the 
triac­reed relay assembly A, is closed. Energization of the relay closes contacts 10 to provide a gate signal for the triac T. Thus closure of the 
remotely positioned switch SW causes conduction of the triac T to supply the associated load. If desired the switch SW may be of the touch 
operated type in which case a connection 33, shown dotted, is required. Furthermore, the reed­relay may be replaced by a photo­electric device. 
All the components such as the triacs, resistors, relays c. are assembled on a printed circuit board and form a central control unit to which are 
connected all the switches SW by means of flat, low voltage, conductors in the form of adhesive tapes. 
Classifications:  
International (IPC 8­9): H03K17/725 H03K17/78 H03K17/96 (Advanced/Invention); 
H03K17/72 H03K17/78 H03K17/94 (Core/Invention) 
International (IPC 1­7): H02J3/00 H05B37/02 
CPC: H03K17/725 H03K17/78 H03K17/96 
European: H03K17/725 H03K17/78 H03K17/96

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 GB1473094 A  19770511  GB19730020080  19740425  

 Priority:

GB19730020080 19740425
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PatBase ­ Search results   08 September 2015   
Search query (8): TAC=(light* and transformer and junction near box and LED) and IC=(H05B) 
Results: 8

1) Family number: 43046024 (US2009080189A) © PatBase 

Title:  OPTIC COUPLER FOR LIGHT EMITTING DIODE FIXTURE

Abstract: Source: US2009080189A A recessed light fixture includes an LED module, which includes a single LED package that is configured to 
generate all light emitted by the recessed light fixture. For example, the LED package can include multiple LEDs mounted to a common 
substrate. The LED package can be coupled to a heat sink for dissipating heat from the LEDs. The heat sink can include a core member from 
which fins extend. Each fin can include one or more straight and/or curved portions. A reflector housing may be coupled to the heat sink and 
configured to receive a reflector. The reflector can have any geometry, such as a bell­shaped geometry including two radii of curvature that join 
together at an inflection point. An optic coupler can be coupled to the reflector housing and configured to cover electrical connections at the 
substrate and to guide light emitted by the LED package.  
Classifications:  
International (IPC 8­9): F21K7/00 F21K99/00 F21S4/00 F21S8/02 F21V F21V1/02 
F21V15/01 F21V17/00 F21V17/04 F21V17/10 F21V21/00 F21V21/02 F21V21/04 
F21V23/00 F21V29/00 F21V29/70 F21V7/00 F21V7/04 F21V7/09 F21V7/20 F21V9/00 
G05F1/00 H05B37/02 H05B39/04 H05B41/36 (Advanced/Invention); 
F21V15/01 F21V17/00 F21V21/04 F21V29/00 F21Y101/02 (Advanced/Non­invention); 
F21K99/00 F21S4/00 F21V1/00 F21V17/00 F21V21/02 F21V29/00 
F21V7/00 (Core/Invention); 
F21V (Subclass/Invention) 
CPC: H05B33/0815 H05B33/0809 H05B37/0263 F21S8/02 F21S8/026 F21V7/09 
F21V15/01 F21V29/004 F21Y2101/02 F21V29/74 F21V29/75 F21V29/22 F21V23/009 
F21V21/04 F21V29/2206 F21V29/2212 
European: F21S8/02 F21S8/02H F21V29/00C2 F21V29/22B2 F21V29/22B4 F21V7/09 
H05B33/08D1C H05B33/08D1C4 H05B37/02B6P R21V15/01 R21Y101/02 
US: 315/200.00R 315/200R 315/219 315/224 315/247 315/307 362/147 362/230 
362/230S 362/231 362/231P 362/234 362/234S 362/235 362/235P 362/235S 
362/249.02 362/249.020P 362/249.020S 362/294 362/296.05 362/296.050S 362/304 
362/345 362/347 362/347S 362/350 362/364 362/364S 362/365 362/368 362/373 
362/373S 362/650
 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA2700376 AA  20100319  CA20082700376  20080922  

 CA2700376 C  20150721  CA20082700376  20080922  

 CN101836042 A  20100915  CN200880112539  20080922  

 CN101836042 B  20141105  CN200880112539  20080922  

 EP2203678 A1  20100707  EP20080831466  20080922  

 EP2203678 A4  20131009  EP20080831466  20080922  

 IL204616 A0  20101130  IL20100204616  20100318  

 KR101533128 B1  20150701  KR20107008457  20080922  

 KR20100059989 A  20100604  KR20107008457  20080922  

 MX2010003077 A1  20100601  MX20100003077  20100319  

 US2009080189 AA  20090326  US20080235141  20080922  

 US2009086476 AA  20090402  US20080235116  20080922  

 US2009086481 AA  20090402  US20080235127  20080922  

 US2009129086 AA  20090521  US20080235146  20080922  

 US2011216534 AA  20110908  US20110109490  20110517  

 US2012188765 AA  20120726  US20120431439  20120327  

 US2012268933 AA  20121025  US20120543439  20120706  

 US2013235587 AA  20130912  US20130735655  20130107  

 US2013294095 AA  20131107  US20130934019  20130702  

 US2014009931 AA  20140109  US20130965026  20130812  

 US2015092425 AA  20150402  US20140563551  20141208  

 US2015098219 AA  20150409  US20140569896  20141215  

 US7959332 BB  20110614  US20080235116  20080922  

 US7993034 BB  20110809  US20080235127  20080922  

 US8207687 BA  20120626  US20090371891  20090216  

 US8348477 BB  20130108  US20120431439  20120327  

 US8348479 BB  20130108  US20110109490  20110517  

 US8491166 BB  20130723  US20080235146  20080922  

 US8779691 BA  20140715  US20120525997  20120618  

 US8789978 BB  20140729  US20130735655  20130107  

 US8876328 BB  20141104  US20120543439  20120706  

 US8905602 BB  20141209  US20130934019  20130702  

 US8911121 BB  20141216  US20130965026  20130812  

 WO09039491 A1  20090326  WO2008US77212  20080922  

 Priority:

US20070994792P 20070921  US20080010549  20080109  US20080065914  20080215
US20080090391  20080820  US20080010549P 20080109  US20080065914P 20080215
US20080235141  20080922  US20080235127  20080922  US20080235146  20080922
WO2008US77212 20080922  US20090371891  20090216  US20080090391P 20080820
US20080235116  20080922  US20080235166  20080922  US20120543439  20120706
US20110109490  20110517  US20120431439  20120327  US20130735655  20130107
US20130934019  20130702  US20130965026  20130812  US20120525997  20120618
US20140563551  20141208  US20140569896  20141215

 Probable Assignee: COOPER TECHNOLOGIES CO 

 Assignee(s): (std): COOPER TECHNOLOGIES CO ; RHODES SCOTT EDWARD ; THOMPSON EVANS EDWARD ; WEGNER SCOTT DAVID ; 
TICKNER JEROLD ; THOMPSON III EVANS EDWARD 

 Assignee(s): COOPER TECHNOLOGIES COMPANY ; COOPER TECHNOLOGY CO ; COOPER LIGHTING LLC 

 Inventor(s): (std): DAVID WEGNER SCOTT ; EDWARD THOMPSON EVANS ; JEROLD TICKNER ; RHODES SCOTT EDWARD ; THOMPSON EVANS 
EDWARD ; THOMPSON III EVANS EDWARD ; TICKNER JEROLD ; TICKNER JERRY ALAN ; WEGNER SCOTT DAVID 

 Agent(s): SMEE ANTHONY JAMES MICHAEL; KING AND SPALDING LLP; KING AND SPALDING; KING AND SPALDING LLC; SIMS LISA 
B 

 Designated states: AE AG AL AM AO AT AU AZ BA BB BE BF BG BH BJ BR BW BY BZ CA CF CG CH CI CM CN CO CR CU CY CZ DE DK DM DO 
DZ EC EE EG ES FI FR GA GB GD GE GH GM GN GQ GR GT GW HN HR HU ID IE IL IN IS IT JP KE KG KM KN KP KR KZ LA 
LC LI LK LR LS LT LU LV LY MA MC MD ME MG MK ML MN MR MT MW MX MY MZ NA NE NG NI NL NO NZ OM PG PH PL PT RO 
RS RU SC SD SE SG SI SK SL SM SN ST SV SY SZ TD TG TJ TM TN TR TT TZ UA UG US UZ VC VN ZA ZM ZW

2) Family number: 45961315 (US2010176746A) © PatBase 

Title:  METHOD AND DEVICE FOR REMOTE SENSING AND CONTROL OF LED LIGHTS

Abstract: Source: US2010176746A A control system is disclosed for determining an actual temperature of a light emitting diode. The control 
system uses conductor that supply power to the light emitting diode to supply a pulse to the light emitting diode. The pulse is determined along 
with a reaction caused by the pulse and the information gained is used in determination of the light emitting diode die temperature which can 
then be used in controlling current to the light emitting diode to control the temperature of the light emitting diode. 
Classifications:  
International (IPC 8­9): G01K13/00 G01K15/00 G01K7/00 G01K7/22 H05B33/08 
H05B37/02 (Advanced/Invention); 
G01K15/00 G01K7/00 G01K7/16 H05B37/02 (Core/Invention) 
CPC: H05B33/0893 G01K13/00 G01K7/01 G01K2217/00 H05B33/0848 
European: G01K7/01 H05B33/08D3B2 S01K217/00 
US: 315/117 315/185R 315/224 315/291 315/291S 315/294 315/294S 315/297 
315/297P 315/307 315/308 315/309 315/309S 315/362 315/362S 374/ E7.001 374/ 
E7.028 374/1 374/152 374/163 374/163S 374/185 374/185S 374/1S 374/E15.001 
374/E15.001S 374/E7.001 374/E7.028 374/E70.01S 374/E70.28S

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 AU2010204851 AA  20100722  AU20100204851  20100112  

 AU2010204851 BB  20131024  AU20100204851  20100112  

 CA2749472 AA  20100722  CA20102749472  20100112  

 EP2380405 A2  20111026  EP20100732010  20100112  

 EP2380405 A4  20140101  EP20100732010  20100112  

 US2010176746 AA  20100715  US20100683393  20100106  

 US2013182744 AA  20130718  US20120718366  20121218  

 US2014217896 AA  20140807  US20140177673  20140211  

 US8358085 BB  20130122  US20100683393  20100106  

 US8686666 BB  20140401  US20120718366  20121218  

 WO10083171 A2  20100722  WO2010US20819  20100112  

 WO10083171 A3  20101014  WO2010US20819  20100112  

 Priority:

US20090144408P 20090113  US20100683393 20100106  WO2010US20819 20100112
US20120718366  20121218  US20140177673 20140211

 Probable Assignee: TERRALUX INC 

 Assignee(s): (std): CATALANO ANTHONY ; CATALANO ANTHONY W ; HARRISON DANIEL ; TERRALUX INC 

 Assignee(s): EMERALD CLEANTECH FUND II LP 

 Inventor(s): (std): ANTHONY CATALANO ; CATALANO ANTHONY ; DANIEL HARRISON ; HARRISON DANIEL ; CATALANO ANTHONY W 

 Agent(s): SOMERVELL THOMAS RICHARD; PRITZKAU PATENT GROUP LLC; BINGHAM MCCUTCHEN LLP; GALLENSON MAVIS S ET AL 

 Designated states: AE AG AL AM AO AT AU AZ BA BB BE BF BG BH BJ BR BW BY BZ CA CF CG CH CI CL CM CN CO CR CU CY CZ DE DK DM 
DO DZ EC EE EG ES FI FR GA GB GD GE GH GM GN GQ GR GT GW HN HR HU ID IE IL IN IS IT JP KE KG KM KN KP KR KZ 
LA LC LI LK LR LS LT LU LV LY MA MC MD ME MG MK ML MN MR MT MW MX MY MZ NA NE NG NI NL NO NZ OM PE PG PH PL 
PT RO RS RU SC SD SE SG SI SK SL SM SN ST SV SY SZ TD TG TH TJ TM TN TR TT TZ UA UG US UZ VC VN ZA ZM ZW

3) Family number: 52405848 (US2012320627A) © PatBase 

Title:  FLAT PANEL LIGHTING DEVICE AND DRIVING CIRCUITRY

Abstract: Source: US2012320627A The present application is directed to a lighting fixture having a light emitting diode (LED) panel. The light 
fixture is configured to include a pair of LED configurations that are driven alternately by driving circuitry. The light fixture can include driving 
circuitry that is configured to be housed within a frame of the LED panel.  
Classifications:  
International (IPC 8­9): F21K99/00 F21S2/00 F21S8/00 F21S8/04 F21V13/02 
F21V15/01 F21V19/00 F21V21/00 F21V21/005 F21V21/02 F21V23/00 F21V23/02 
F21V23/06 F21V7/04 F21V8/00 F21Y105/00 G02B6/00 H05B33/08 
H05B37/02 (Advanced/Invention); 
F21K99/00 F21S8/04 F21V8/00 F21Y101/02 F21Y105/00 (Advanced/Non­invention) 
CPC: F21K9/30 F21V21/005 F21Y2103/003 F21V15/01 F21V23/002 F21Y2101/02 
F21Y2105/001 G02B6/0068 G02B6/0073 G02B6/0085 G02B6/0091 H05B33/0857 
Y02B20/383 Y02B20/386 F21V23/003 F21V23/02 G02B6/009 F21S8/04 F21K9/56 
F21V23/06 F21V23/023 G02B6/0083 
European: F21V15/01 F21V23/00C2 F21V23/00D R21S8/04 R21Y101/02 R21Y105/00D 
US: 362/147 362/150 362/249.02 362/382 362/607 362/608 362/612 362/632 362/634 
362/646
 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA2835213 AA  20131105  CA20122835213  20120517  

 CN103534527 A  20140122  CN201280024002  20120517  

 CN103562625 A  20140205  CN201280023544  20120517  

 EP2710293 A2  20140326  EP20120726949  20120517  

 JP2014517472 T2  20140717  JP20140511528T  20120517  

 JP2014527255 T2  20141009  JP20140511534T  20120517  

 KR20140038460 A  20140328  KR20137033273  20120517  

 TW201314116 A  20130401  TW20120117573  20120517  

 US2012320627 AA  20121220  US20120473929  20120517  

 US2013044512 AA  20130221  US20120473918  20120517  

 US2014376266 AA  20141225  US20140480262  20140908  

 US2014376267 AA  20141225  US20140480772  20140909  

 US2015049512 AA  20150219  US20140497943  20140926  

 US2015085528 AA  20150326  US20140554919  20141126  

 US2015153031 AA  20150604  US20150618665  20150210  

 US8915636 BB  20141223  US20120473918  20120517  

 WO12158894 A2  20121122  WO2012US38315  20120517  

 WO12158894 A3  20130425  WO2012US38315  20120517  

 WO12158908 A2  20121122  WO2012US38338  20120517  

 WO12158908 A3  20130425  WO2012US38338  20120517  

 Priority:

US20110487253P 20110517  US20110579472P 20111222  US20120473929  20120517
US20120473918  20120517  WO2012US38315 20120517  WO2012US38338 20120517
US20140480262  20140908  US20140480772  20140909  US20140497943  20140926
US20140554919  20141126  US20150618665  20150210

 Probable Assignee: PIXI LIGHTING INC 

 Assignee(s): (std): ARAKI JOHN ; MYERS J RICHARD ; MYERS RICHARD J ; PIXI LIGHTING LLC ; WONG ARTHUR N ; PIXI LIGHTING INC 

 Assignee(s): PIXI LIGHTING INC2140 S. DUPONT HIGHWAYCOUNTY OF KENTCAMDENDE19934US ; ORANGEWOOD LEGACY LLC1300­
500 N. STATE COLLEGE BOULEVARDORANGECA92868­1625US ; PIXI LIGHTING LLC500 N. STATE COLLEGE 
BOULEVARDSUITE 1300ORANGECA92868­1625US ; ORANGEWOOD LEGACY LLC 

 Inventor(s): (std): ARAKI JOHN ; MYERS J RICHARD ; MYERS RICHARD J ; WONG ARTHUR N 

 Inventor(s): WONG ARTHUR NUS ; MYERS RICHARD JUS ; ARAKI JOHNUS 

 Agent(s): EMDE ERIC; LAWRENCE N; WORGUILL JASON A; WORGULL JASON A 

 Designated states: AE AG AL AM AO AT AU AZ BA BB BE BF BG BH BJ BR BW BY BZ CA CF CG CH CI CL CM CN CO CR CU CY CZ DE DK DM 
DO DZ EC EE EG ES FI FR GA GB GD GE GH GM GN GQ GR GT GW HN HR HU ID IE IL IN IS IT JP KE KG KM KN KP KR KZ 
LA LC LI LK LR LS LT LU LV LY MA MC MD ME MG MK ML MN MR MT MW MX MY MZ NA NE NG NI NL NO NZ OM PE PG PH PL 
PT QA RO RS RU RW SC SD SE SG SI SK SL SM SN ST SV SY SZ TD TG TH TJ TM TN TR TT TZ UA UG US UZ VC VN ZA ZM 
ZW

4) Family number: 54382954 (US2013188348A) © PatBase 

Title:  SECURITY LIGHTING SYSTEMS FOR PERIMETER FENCES

Abstract: Source: US2013188348A A security lighting system includes security lights mounted atop fence posts. Each security light has a light 
module including a central housing having outwardly extending support arms. A LED unit is mounted in a depression formed in a top surface of 
the central housing, and a hat covers the top surface of the central housing for allowing only reflected light to escape from light module. The 
security light has a junction box containing electrical components, and an extension tube having an upper end secured to the light module and 
a lower end secured to the junction box. The security light includes a clamp assembly for securing the junction box atop a fence post, and an
alignment system for aligning the extension tube with the longitudinal axis of the fence post so that the support arms extend perpendicular to the 
longitudinal axis of the fence post.  
Classifications:  
International (IPC 8­9): A47B96/06 A47G29/00 A47K1/00 E04G3/00 E04G5/06 
F21S4/00 F21S8/00 F21S8/08 F21V1/00 F21V11/00 F21V21/00 F21V21/088 F21V21/116 
F21V23/00 F21V33/00 F21V35/00 F21V7/00 H05B37/02 (Advanced/Invention) 
CPC: F21S2/00 F21V21/0824 F21V23/0442 F21V33/006 F21W2131/10 F21W2131/109 
F21V1/00 F21V7/00 F21V21/00 F21V21/088 F21V23/008 F21W2131/107 F21S8/088 
F21V7/0008 F21Y2101/02 F21V23/02 F21V23/0407 F21V23/0471 F21W2131/105 
US: 248/219.4 362/145 362/146 362/152 362/235 362/249.01 362/249.02 362/296.01 
362/341 362/351 362/382 362/396 362/431

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA2862024 AA  20140718  CA20132862024  20130123  

 CO7131393 A2  20141201  CO20140186010  20140825  

 US2013188348 AA  20130725  US20120357688  20120125  

 US2014104831 AA  20140417  US20120649939  20121011  

 US2014376228 AA  20141225  US20140482276  20140910  

 US8845124 BB  20140930  US20120357688  20120125  

 WO13112508 A1  20130801  WO2013US22635  20130123  

 Priority:

US20120357688 20120125  US20120649939 20121011  WO2013US22635 20130123
US20140482276 20140910

 Probable Assignee: MIND HEAD LLC 

 Assignee(s): (std): BRITT PAUL EUGENE ; BEAUSOLEIL DAVID M 

 Assignee(s): BEAUSOLEIL DAVID M337 SOUTH MAPLE AVENUERIDGEWOODNJ07450US ; BRITT PAUL EUGENE5061 COLLEGE VIEW 
AVENUELOS ANGELESCA90041US ; MIND HEAD LLC ; PAUL EUGENE BRITT ; DAVID M BEAUSOLEIL 

 Inventor(s): (std): BRITT PAUL EUGENE ; BEAUSOLEIL DAVID M 

 Inventor(s): BEAUSOLEIL DAVID M337 SOUTH MAPLE AVENUERIDGEWOODNJ07450US ; BRITT PAUL EUGENE5061 COLLEGE VIEW 
AVENUELOS ANGELESCA90041US ; DAVID M BEAUSOLEIL ; PAUL EUGENE BRITT 

 Agent(s): DOHERTY IP LAW GROUP LLC; DOHERTY MICHAEL J 

 Designated states: AE AG AL AM AO AT AU AZ BA BB BE BF BG BH BJ BN BR BW BY BZ CA CF CG CH CI CL CM CN CO CR CU CY CZ DE DK 
DM DO DZ EC EE EG ES FI FR GA GB GD GE GH GM GN GQ GR GT GW HN HR HU ID IE IL IN IS IT JP KE KG KM KN KP KR 
KZ LA LC LK LR LS LT LU LV LY MA MC MD ME MG MK ML MN MR MT MW MX MY MZ NA NE NG NI NL NO NZ OM PA PE PG PH 
PL PT QA RO RS RU RW SC SD SE SG SI SK SL SM SN ST SV SY SZ TD TG TH TJ TM TN TR TT TZ UA UG US UZ VC VN ZA 
ZM ZW

5) Family number: 53424125 (US2013083529A) © PatBase 

Title:  METHOD, APPARATUS AND SYSTEM FOR CONNECTING A LIGHT EMITTING DIODE LIGHT FIXTURE TO A MAINS POWER CONDUCTOR

Abstract: Source: US2013083529A A method, apparatus and system for connecting a light fixture having a light emitting diode (LED) lighting 
element to a mains power conductor in an electrical junction box is disclosed. The apparatus includes a support configured to attach to the 
electrical junction box and an electrical converter operable to receive electrical power from the mains power conductor and to generate an 
output power suitable for powering the LED lighting element. The apparatus also includes an output connector disposed on the support and in 
electrical connection with the electrical converter for receiving the output power, the output connector being operable to receive a connector of 
the light fixture for powering the LED lighting element, the output connector being oriented to receive the connector of the light fixture when 
the support is attached to the electrical junction box.  
Classifications:  
International (IPC 8­9): F21S2/00 F21V19/00 F21V21/00 F21V23/00 H02G3/18 
H05B37/00 (Advanced/Invention) 
CPC: F21V21/03 F21S8/033 F21S8/04 F21V23/06 F21Y2101/02 H02G3/20 Y10T29/49002 
US: 29/592.1 362/249.02 362/382

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 CA2791108 AA  20130330  CA20122791108  20120927  

 US2013083529 AA  20130404  US20110250240  20110930  

 Priority:

US20110250240 20110930  CA20122791108 20120927

 Probable Assignee: GIFFORD GRAHAM 

 Assignee(s): (std): GIFFORD GRAHAM 

 Inventor(s): (std): GIFFORD GRAHAM 

6) Family number: 42615399 (US2008297060A) © PatBase 

Title:  SWITCHED LED NIGHTLIGHT FOR SINGLE­GANG JUNCTION BOX

Abstract: Source: US2008297060A A nightlight including a light emitting diode (LED) is provided. The nightlight includes a switch that is 
operative to control the flow of power to the LED. The nightlight also includes a driver circuit that is configured to convert alternating current to 
direct current, where the direct current provides power to the LED. The nightlight also includes a housing coupled to the nightlight that contains 
the driver and is configured to fit within a single­gang junction box. The switch includes an LED that is powered by the driver circuit, where the 
LED is illuminated without regard to the position of the switch.  
Classifications:  
International (IPC 8­9): F21V33/00 H05B37/02 (Advanced/Invention); 
H05B37/02 (Core/Invention) 
CPC: H05B33/0803 H05B33/0815 Y10S362/80 
European: H05B33/08D H05B33/08D1C4 
US: 315/219 315/219P 315/363 362/800 362/95

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 US2008297060 AA  20081204  US20080127780  20080527  

 US8075149 BB  20111213  US20080127780  20080527  

 Priority:

US20070932157P 20070529  US20080127780 20080527

 Probable Assignee: COOPER TECHNOLOGIES 

 Assignee(s): (std): BOWDEN JR JAMES H ; COOPER TECHNOLOGIES CO ; KO WAI SHING PETER 

 Assignee(s): COOPER TECHNOLOGIES COMPANY ; COOPER TECHNOLOGIES 

 Inventor(s): (std): BOWDEN JR JAMES H ; KO WAI SHING PETER 

 Agent(s): KING AND SPALDING LLP 

7) Family number: 11721220 (US5365145A) © PatBase 

Title:  EMERGENCY LIGHTING SYSTEM

Abstract: Source: US5365145A An emergency lighting system for providing low voltage DC battery powered illumination to one or more areas 
of a home, apartment, office or other building structure in an emergency mode upon the failure or termination in such areas of a normal AC 
power mode. The system includes a voltage step­down transformer with the leads of its primary winding interconnected to a normal AC power 
source and forming therewith an AC circuit. A power rectifier has its input leads interconnected to the terminals of the low AC voltage secondary 
winding of the transformer and its DC voltage output leads interconnected to the terminals of an emergency battery power source. One or more 
low voltage incandescent lamps are interconnected to the terminals of the battery and form therewith an emergency DC circuit. A control relay 
interacts between the AC circuit and the DC circuit of the system with the DC circuit contacts of the relay interconnected in one of the low voltage
leads of the DC circuit between the lamps and the battery and with the coil of the relay interconnected in the AC circuit for maintaining the DC 
contacts of the DC circuit open during normal AC current flow in the AC circuit and responsive to a termination or failure of the AC power source 
and cessation of AC current flow in the AC circuit to close the DC circuit contacts of the relay whereby the low voltage lamps are energized by 
the battery to produce emergency illumination. 
Classifications:  
International (IPC 8­9): H02J9/02 H05B37/04 (Advanced/Invention); 
H02J9/00 H05B37/00 (Core/Invention) 
International (IPC 1­7): H05B37/00 
CPC: H02J9/02 H05B37/04 Y10T307/625 
European: H02J9/02 H05B37/04 
US: 307/66 315/185R 315/86 362/183 362/20 362/249.05 362/249.13 362/251

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 US5365145 A  19941115  US19930103542  19930809  

 Priority:

US19930103542 19930809

 Probable Assignee: GAEL INC 

 Assignee(s): (std): GAEL INC 

 Assignee(s): GAEL INC 3614 WATERHOLE STREET LAS VEGAS NV 

 Inventor(s): (std): FIELDS GREGORY S 

8) Family number: 3993951 (GB1473094A) © PatBase 

Title:  Electrical installation wiring SIMPLEX WIRING SYSTEMS Ltd 25 April 1974 [27 April 1973] 20080/73 Heading H2H An...

Abstract: Source: GB1473094A 1473094 Electrical installation wiring SIMPLEX WIRING SYSTEMS Ltd 25 April 1974 [27 April 1973] 20080/73 
Heading H2H An electrical wiring installation is so arranged that the supply to each of the outlets of the system is controlled by means of a solid 
state device, which device is itself controlled by means of a switch device remotely situated from the solid state device, the operating voltage for 
the switch being substantially less than that existing at the outlet. An installation comprises a plurality of loads each supplied from an A.C. source 
T L, T N over leads 13, 14 by way of a triac T. A low voltage is developed from the A.C. source by means of a transformer Tr and rectifying 
bridge 24 the output of the bridge 24 being used to energize the operating winding 11 of a reed relay R L when a switch SW, remote from the 
triac­reed relay assembly A, is closed. Energization of the relay closes contacts 10 to provide a gate signal for the triac T. Thus closure of the 
remotely positioned switch SW causes conduction of the triac T to supply the associated load. If desired the switch SW may be of the touch 
operated type in which case a connection 33, shown dotted, is required. Furthermore, the reed­relay may be replaced by a photo­electric device. 
All the components such as the triacs, resistors, relays c. are assembled on a printed circuit board and form a central control unit to which are 
connected all the switches SW by means of flat, low voltage, conductors in the form of adhesive tapes. 
Classifications:  
International (IPC 8­9): H03K17/725 H03K17/78 H03K17/96 (Advanced/Invention); 
H03K17/72 H03K17/78 H03K17/94 (Core/Invention) 
International (IPC 1­7): H02J3/00 H05B37/02 
CPC: H03K17/725 H03K17/78 H03K17/96 
European: H03K17/725 H03K17/78 H03K17/96

 
Family: 
 
 Publication number   Publication date   Application number   Application date    
 GB1473094 A  19770511  GB19730020080  19740425  

 Priority:

GB19730020080 19740425
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