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ABSTRACT
DEGRADATION OF INDUSTRIAL ORGANIC COMPOUND
-RB 19

Reactive dyes are the largest group of dyes used in textile industry and difficult to
eliminate by conventional wastewater treatment plants. Different kinds of physico-
chemical processes are being used for the degradation of reactive dyes. These
techniques were used to decolorize and degrade dyes. Unfortunately, most of them
were frequently plagued mainly due to process inefficiencies and persistence in nature.
The textile effluent containing reactive dyes are potentially toxic and mutagenic
compounds. Therefore, in the present study different techniques for dye degradation
and decolouration were studied. The techniques used were electrochemical, sono-
electrochemical, thermal pressure hydrolysis, photocatalysis, and sono-photocatalysis.
In each method, effects of different operational parameters were investigated on dye
degradation. The results demonstrated that sonoelectrochemical degradation was three
times more effective than the individual effects of ultrasonic and electrochemical
treatment. In hydrolysis process it has been found that hydrolysis of RB 19 was
enhanced at high temperature (120 °C) and pressure (2 atm) as compared to normal
conditions of temperature and pressure. Further enhancement in dye degradation was
observed when optimum amount of hydrogen peroxide oxidant was used at high
temperature and pressure. In sonophotocatalysis process the rate of RB 19 degradation
under UV light and TiO, catalyst was found to be maximum under acidic conditions
with 300 mgL" TiO, and 100 mgL™" dye concentration. The further increase in the
degradation of RB 19 was achieved by combing photocatalysis and ultrasonic process.
The dye degradation mechanism for different techniques resulted in the formation of
small molecular weight products e.g. acetic acid, benzoic acid, oxalic acid, etc. All
these techniques were found to follow first order reaction with successful reduction in
half life. It is concluded that sonoelectrochemical degradation technique was found to
be more efficient as compared to other treatment techniques in term of dye
decolorization, degradation, reduction of TOC, half life and electrical energy

consumption.
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Chapter 1

Introduction



Water is one of the vital requirements for existence of life. Addition of some foreign
material from different sources like agricultural and surface runoff, commercial and
industrial effluents and chemical spills may lead to its contamination (Tariq et al.
2008). These effluents contain a wide variety of complex, biodegradable and non-
biodegradable organics like, pesticides, herbicides and dyes (Ligrini et al. 1993) with
concentration levels and types varying to a great extent (Alinsafi et al. 2007). Textile
industry uses large amount of water for dyeing and preparing fabric, and is considered
as major water consumer as well as the largest dye consumer sector. Effluents from
textile industry contain large amount of dyestuff that is usually a complex organic
compound and is used to impart desired color. A number of different industries e.g.,
pharmaceutical, plastics, leather, pulp/paper and food are using dyes. Dyes are
classified into different categories including anthraquinone, azo, acidic, basic, reactive,
direct, neutral and disperse dyes. Among these, the anthraquinone and azo dyes are
most commonly used and more than 60% of them are reactive (Siddique et al. 2009).
Textile industry is extensively using the reactive dyes, due to its strong covalent
bonding between the fabric and reactive group in dye molecules. However, the low
affinity of reactive dyes with fabric fibers is posing the main problem. Therefore, their
concentrations in textile wastewater are significantly high and in dyeing process almost
15% of dye residues are going into effluents (Galindo et al. 2001). Large number of
dyes and chemicals used are released directly in to receiving waters without much
effective treatment. The dye discharge into the environment poses serious threat to
sustainability of ecosystems because they are highly resistant to natural degradation.
They are persistent to environment and prove to be toxic and mutagenic to aquatic life
even at 5.2 mgL ™' of the dye concentrations (Weisburger, 2002; Nilratnisakorn et al.
2007; Siddique et al. 2009). Moreover, aquatic ecosystems can be disturbed by dyes
due to hindrance in oxygen exchange and penetration of light into water bodies
(Epolito et al. 2005). Further, the bioaccumulation of these dyes may also present a risk
to aquatic life (Ozer et al. 2005; Khalaf, 2008).



Therefore, elimination of such dyes from textile effluents is of considerable interest
and importance. Hence the textile effluents should be effectively treated before final

disposal.

Here in the present study different techniques for Reactive Blue 19 dye (RB 19)
degradation and decolorization were investigated. The techniques were
electrochemical, sono-electrochemical, thermal pressure hydrolysis, photocatalytic, and
sono-photocatalytic degradation. Operational parameters like pH, dye concentration,
ultrasonic irradiation power, reaction time, temperature, pressure and impact of catalyst
concentration were studied and optimized where possible. UV-Visible

spectrophotometer, TOC analyzer and GC-MS were used for analysis of dyestuff.

1.1 Significance of the Study

The reactive dyes are commonly used in Pakistan. A number of techniques are being
used with the addition of chemicals for the treatment of these dyes, creating more
problems to the environment. Hence this study is beneficial for degrading the reactive
dyes of textile effluents in order to remediate its adverse effects. The main
significances of the research are:

1. The methods adapted for study are simple and safe.

2. The methods are cost effective.

3. The treated water can be discharged after the degradation of dye.

1.2 Objectives of the Study

1. To breakdown the environmentally persistent RB 19 by sono-electrochemical,
thermal pressure hydrolysis and sono-photocatalysis techniques in to simpler

compounds.

2. To determine the rate of reaction and chemical kinetics.

3. To determine the degraded products and reaction mechanism.



Chapter 2

Literature Review



Treatment of textile wastewaters is of great importance because of their lethal and
aesthetic impacts on water channels. Although numerous investigations have been
carried out to treat reactive dyes containing wastewaters by developing efficient
treatment technologies. There is not even a single solution which is adequate for
remediating the wide range of textile effluent. The government has been impelled by
ecological and human health concerns to treat textile wastewater in order to reduce the
color intensity and dyes concentrations. In spite of having knowledge about the
problem, several textile industries are failed to effectively remove reactive dye
compounds from their effluents (Lewis, 1999). Prior to the development of efficient
effluent treatment technologies, it is very important to reduce the effluent discharge by

improving the dye fiber bonding process.

2.1 Back Ground History of Dyes

Synthetic dyes were manufactured in 1856, by William Henry Perkin an English
chemist. He did remarkable effort in the synthesis of quinine-a bluish substance known
as aniline purple having excellent dyeing properties. In this way the fresh dyes started
to come into the market. Further, up till to 19" century the dyes were obtained from
natural resources for using. The organic dyes especially used in textiles are usually
originated from plants, fungi and lichens and are aromatic in nature (Matsui et al. 1981;

Babuna et al. 1998; Uygur and Kok, 1999; Georgiou et al. 2003; Yasar et al. 2006).

2.2 Dye Classification

Among all aromatic compounds, colored compounds absorb light with wavelengths
only in the visible range (350-700 nm) in electromagnetic spectrum. Dyes have
chromophores and auxochromes, former is delocalized electron system with double
bonds in conjugation e.g. -C=0, -C=N-, -NO,- N=N-, -C=C-, quinoid rings and later is
electron-leaving/giving component for increasing the chromophore color by changing
electron system whole energy e.g. -OH, -COOH-, -NH3, and SOsH. Owing to the
chemical structure and the presence of chromophore, dyes can be classified into 20-30
different groups and the most significant groups are azo, triarylmethane,

phthalocyanine, and anthraquinone dyes. On applications basis, dyes are categorized



into different classes. But frequently used dyes in textile industry are acidic, basic,
disperse, direct, mordant, sulfur, reactive, vat, and azoic dyes (Wilcock, 1992). The
concentrations of these dyes discharged in the wastewater depend upon their ability to
fix with the fabric. (Table 2.1). The chemical structures of these dyes are illustrated in
Table 2.2 (Uygur, 1997).

Table 2.1: Concentrations of different Classes of dyes in Wastewaters

Dye Waste dye (%)
Direct 10
Disperse 5
Basic 2
Acid 5
Reactive 30

Society of Dyers and Colorists developed the CI number i.e., Color Index, in 1924 for
the classification of dyes. A color index number with five digits is allotted to dye
compound on the basis of their chemical structure. The classification and the shade or
hue of the dye is also given with the CI number. For example, CI Basic Violet 2 (CI
42520) is the violet dye color with basic type (Table 2.2) (Ganesh et al. 1994).

2.2.1 Acidic Dyes
Acidic dyes are anionic and soluble in water having different color-bearing groups as
chromophores, and using the nitro, sulfonic and carboxyl as acidic functional groups.

Sulfonic group addition makes the dye water soluble (Wilcock, 1992).

2.2.2 Basic Dyes
Basic dyes bear amino groups as chromophores and they are mostly cationic dyes. The
mostly used basic dyes are triarylmethane, anthraquinone, diarylmethane or azo

compounds. Among dyes the basic dyes contains approximately 5% (Wilcock, 1992).



Table 2.2: Some examples of commercial dyes

Names Structure
Acidic Dyes SO,Na
Acid Yellow 36 /@/ /@
Basic Dyes
Basic Violet 2

Reactive Dyes

Reactive Yellow 3

Disperse Dyes

Disperse Yellow 3

Vat Dyes

Vat Orange 9

Metal Complex
dyes

Acid Violet 56

CIHN \ /
W\i\\/\ A |

A

‘ X
F

(e}

H3C

NHCOCH;

H
N N NH,
T Y
N N N
\N Y
Cl

SO3Na

H3COCHNO i ;

cl / \O
\“




2.2.3 Direct Dyes
Direct dyes are salts of sulfonic acid of azo dyes. They are highly water soluble and
comparatively larger molecules having high attraction for textile fibers. Their binding

to the fiber is by Van der Waals forces (Wilcock, 1992).

2.2.4 Reactive Dyes
Reactive dyes are water soluble dyes having anionic nature. They have strong binding
ability to the textile fibers by covalent bonding. Few examples of reactive dyes are

anthraquinone, dichlorotriazine and pthalocyanine (Wilcock, 1992).

2.2.5 Disperse Dyes

These dyes are rarely dissolveable and can go into man-made fibers (polyamide, acryl,
polyester and cellulose acetate). This phenomena requires fiber swelling, either by a
chemical softeners or by raising temperature up to 120 °C. With the fine disperse
solutions of these dyes, dyeing process occurs in dye baths. These dyes are having an
important position in the Color Index. They are normally nitro (yellow to red or azo
compounds), metal complex azo (all colors) or anthraquinone (green and blue)

compounds (Kaur, 2007).

2.2.6 Vat Dyes

These dyes are generally designed for dyeing cellulose fibres and are water insoluble
dyes. The vat dyes in its reduced form are used in dyeing method. They can impregnate
the fabric in their reduced form by sodium dithionite. Next, the insoluble form of dye

can be formed again by oxidation. All vat dyes mostly consist on indigoids or

anthraquinones (Wilcock, 1992; Kaur, 2007).

2.2.7 Sulphur Dyes
These dyes are complex aromatics consisting of a polymer with heterocyclic S-
containing rings. Unlike vat dyeing, sulphur dyeing involves redox reactions. Cellulose

fibers are mainly dyeing with sulphur dyes (Wilcock, 1992).



2.2.8 Mordant Dyes
These dyes are used as a chemical (mordant) that are combining the dye to the fiber
and fix both together. They can be used for dyeing cellulose fibres, leather, wool, paper
and silk (Wilcock, 1992).

2.2.9 Pigment Dyes
Pigment dyes are non ionic, insoluble compounds that maintain their crystalline
structure through out their application. For printing different fabrics these dyes can be

used with thickeners.

2.2.10 Metal Complex Dyes

These dyes normally do not belong to any particular application dye class. But they are
included in many application classes of dyes, i.e., they are present in reactive, acid and
direct dyes. These are strong complexes of one or two dye molecules and one metal
atom (usually chromium, copper, nickel or cobalt), respectively i.e., 1:1 and 1:2 metal
complex dyes. 1:1 and 1:2 metal complexes are formed when a single metal atom is
coordinated with one dye molecule or two dye molecules respectively. These dyes are

usually azo in nature (Kaur, 2007).

2.3 Dyes as Environmental Pollutant

The textile dyes with high aromaticity and low biodegradability have appeared as
major environmental pollutants and up to 15% of the unfixed dye is lost in the process
of dyeing and is entered in the wastewater (Kaur, 2007). This is mainly true for
reactive dyes as the hydrolyzed form does not fixed to textile fibers. Reactive vinyl
sulfone group (-SO,-CH=CH,) is formed by reactive dyes, that impregnate the fabrics
under alkaline conditions. Further hydrolysis of this vinyl sulfone group forms
hydrolyzed byproduct which does not form a bond with fabrics. Therefore, about 30%
of hydrolyzed form reactive dyes may discharge in the wastewater (Steenken et al.
1992; Gahr et al. 1994; Hao et al. 2000) showing considerably high values of color as
compare to the desired values set by National Environmental Quality Standards

(NEQs) (National Environmental Quality Standards, 1999). The discharge of highly



colored wastewaters with residuals of unfixed dyestuff in natural water represent a
significant problem to the surface water (Matsui et al. 1981; Babuna et al. 1998; Yasar
et al. 2006) which impose negative impacts on communities using this resource
containing reactive dye wastes. The lack of adequate finances for treatment is likely to
cause significant threat to life forms. The photosynthetic activity of aquatic plants
hindered due to accumulation of color that hampers sunlight penetration and ultimately
the whole ecosystem is threatened (Georgiou et al. 2003). Most of the dyes are
composed of non-biodegradable products and under anaerobic conditions they are
cleaved by microorganisms to form carcinogenic aromatic amines (Uygur and Kok,

1999).

Among variety of textile dyes, anthraquinone is the 2™ major class among textile dyes
after azo and have been acknowledged as the best dyestuff of dye-complex because it
has been widely used for multi-purpose in water and various organic solvents
(Baughman and Weber, 1994; Tawabini, 2003). Anthraquinone reactive dyes are
utilized for cotton fibers but the toxicity of these dyes is relatively greater as compared
to other types of dyes used because of having fused aromatic structure that is more
resistant to degradation and hence remain colored in the wastewater for an indefinite
period. These dyes give variety of colors in the visible region, but most frequently used
colors are blue, green and violet (Christie, 2001; Fontenot et al. 2002). The
chromophores of these dyes have combined with different types of reactive groups e.g.,
chlorotriazine, vinyl sulfone, difluorochloropyrimidine, trichloropyrimidine. They are
different from all other classes of dyes because of their strong covalent bond formation
to the textile fibres. RB 19 is an anthraquinone based vinylsulphone dye, especially
important in dyeing of cellulosic fibres. In different studies RB 19 was preferred as a
model dye due to its low fixing ability (75-80%) on cellulose as the competition
between the formation of reactive vinyl sulfone and 2-hydroxyethylsulfone occurs
(Figure. 2.1). The later does not attach on the textile fiber (Webber and Stickney, 1993;
Rajkumar et al. 2007). Without proper treatment, the dye may be persistent and can
reside in the environment for a long time period; e.g., the half life of the hydrolyzed

RB 19 is almost 46 years at 7 pH and 25 °C (Webber and Stickney, 1993). Due to the
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dye stability, less biodegradation and chemical strength, a large number of techniques
have been developed for their elimination from wastewaters to reduce their impact on

the environment.
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Figure 2.1: Competition between formation of reactive and hydrolyzed forms of
RB 19 (Webber and Stickney, 1993)

2.4 Dye Removal Techniques

A number of chemical, biological and physical treatment techniques have been
developed and used for treating textile wastewaters, such as flocculation, chemical
coagulation, activated carbon adsorption or membrane separation (reverse osmosis,
ultra filtration) etc. These processes have shown some limitations in sense of

feasibility, practicability, reliability, cost, environmental impact, operational difficulty,
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stability, pretreatment requirements, sludge production, the amount of the organic
removal and possible toxic by products. It is observed that the application of an
individual/alone process can not completely degrade and decolorize the colored
compounds in wastewater. A particular form of wastewater can be decolorized
successfully by some methods which sometimes are not appropriate to other types of
colored wastewater (Swamy and Ramsay, 1999). The present achievements in water
treatment methods are related through the oxidation of these refractory organic
compounds which depends on the generation of highly reactive chemical species that

degrade non-biodegradable molecules in to biodegradable compounds (Kaur, 2007).

In the present study, different techniques like sonochemical, electrochemical, thermal
pressure hydrolysis and photocatalysis are used to find out the best possible option for
the treatment of model effluent solution of RB 19. The details of the process are given

below.

2.4.1 Ultrasonic Process

Ultrasound is sound of a frequency above human hearing, which in young adults
stretches as far as 18 kHz. Power ultrasound used in chemistry, lies within the range of
20 kHz to 100 kHz. When sound passes through a medium it forms longitudinal waves
that cause compression and rarefaction cycles. The decomposition of organic
compounds is carried out by the irradiation of the ultrasound (called sonolysis) which
oxidizes these compounds. This is a new harmless treatment process which attracts
great attraction. More than last fifteen years a numbers of new intensification
technologies have been developed which also includes sonochemical process (Peter et

al. 1998).

Ultrasound is becoming popular for their use in the treatment of wastewaters.
Degradation of textile dyes can considerably achieved using ultrasound in recent years,

(Mason, 1990; Sangave and Pandit, 2004).
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Sonochemical effects are based upon high power sound irradiation of aqueous
solutions at frequencies that generate cavitations usually in 20-1000 kHz range.
Cavitational process is based on formation of micro-bubbles, in which the increase and
collapse of microbubbles happen in very short period of time i.e., microseconds

releasing large degrees of energy (Vajnhandl and Marechal, 2005) (Figure 2.2).

ACOUSTIC CAVITATION
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Figure 2.2: Generation of an acoustic bubble

During the bubble collision the release of high pressure and temperature breakup the
gas molecules that are trapped in the micro bubbles into localized high concentrations
of oxidizing radical species. These radicals can effectively degrade the pollutants in
water after their migration, by recombining or reacting with gaseous molecules either
in the cavity or in the liquid out side the cavity (Suslick, 1989; Mason et al. 1993;
Suslick, 1999). The combined chemical and physical effect of cavitation permits the
ultrasound application in water and effluent treatment. However, the complete
mineralization of the pollutants in the case of ultrasound treatment is not cost effective
in terms of dissipated power and the time scale. The ultrasound and other conventional
treatment processes are found more effective when combined together as compare to

individual process (Adewuyi, 2001).
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2.4.2 Electrochemical Process

Electrochemical treatment which is an emerging technology has been applied to many
kinds of waste water (Naumczyk et al. 1996; Simonsson, 1997) for the removal of
organic and inorganic impurities. Electrochemical methods have been involved in
different applications i.e., in the field of environmental engineering, ranged from water
disinfection methods (Patermaragis and Fountoukidis, 1990) to the industrial
wastewaters treatment as generated from pulp/paper industry, tanneries, metal plating
and food processing plants (Kongsricharoern, 1994; Chiang et al. 1997; Vlyssides et al.
1997; Tubtimngam, 2001). In electrochemical methods the effluent is exposed to
electrolysis, in which partial oxidation of the molecules takes place thus avoiding
excessive power consumption. These processes do not require additional reagents as
they are clean and operate at a low temperature (Legrand, 1993; Ochoa, 1995).
Generally, the electrochemical decomposition of organics in wastewaters can be
attained by oxidation that can occur at the anode directly and/or indirectly or due to the
species generated by the anode (Sistiaga et al. 1994). The electrochemical treatment is
a relatively new method with some advantages as it can be operated under normal pH
conditions, less temperature and results in complete decolorization and significant
decreases of chemical oxygen demand and biological oxygen demand. The
electrochemical process reduces sludge production and it also favors the conversion of
non-biodegradable organic compounds into biodegradable products i.e., CO, and H,O,
that normally be known as combustion or electrochemical mineralization (Comninellis,
1994). However, some times the electrolytes concentration, particularly sodium
chloride is important for the production of high concentrations of hypochlorite anions,
polychlorinated aromatic and free chlorine products, but these are not suitable for the
environment (Naumczyk et al. 1996; Feng et al. 2000; Holcapek et al. 2001; Gonzalez
and Pelaez, 2002; Rehorek et al. 2002). Further more an integrated approach of
ultrasound and electrochemical process for treating wastewaters is found to be an

advantage but has not received much attention until recently.
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2.4.3 Thermal Pressure Hydrolysis

Hydrolysis is an important detoxification process and is used for degradation of
organic compounds like pesticides. Under high pressure and temperature pure water
unexpectedly converts into such form that reacts with organic compounds. Due to high
pressure chemical reaction takes place in solution phase that alters its transition state,
activation volume and molecular conformation resulting in enhanced chemical
reactions thus converting harmful organic compounds in to harmless final products

(Gibson et al. 1939; Lowwitz et al. 1959; Shigeru et al. 1996, Siddique et al. 2009).

Water at high temperature provides a more favorable reaction medium than the water at
atmospheric pressure for organic compounds. The water remarkably changes its
chemical or physical properties at high temperatures, further the density and solubility
parameter of water decreases and dissociation constant of water increases. The rise in
temperature also decreases the dielectric constant of water that induced some changes
in the physical properties thus changing the solvent properties of water. As a result the
increase solubility of water increased the chemical reactions of organic compounds.
The acid and base catalyzed reactions can be increased more by increasing dissociation
constant in water as compare to the natural acceleration at high temperature. For
different chemical reactions at the same time water perform as a reagent, catalyst and
convenient solvent at high temperature and pressure that are normally accelerated by

base or acid (Robina et al. 2002).

2.4.4 Photocatalytic Process

Photocatalytic process uses UV radiations to excite a semiconductor by light. The
oxidizing species either free holes or hydroxyl radicals (bound) are generated under
these conditions. The semiconductor may be attached on the support or in fine
suspended particles in the water. The most energetic photocatalysts for this purpose is
the TiO, because of its low cost, good performance, high stability and no self diffusion
process (Andreozzi et al. 1999). The photocatalytic process starts by absorbing UV
radiation that is equal or higher than the band gap energy onto the TiO, particles. This

generates a photogeneration of electron pairs and holes in the semiconductor (Figure.
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2.3). These excited electrons and holes can either recombine or can be used further in
the oxidation and reduction process. The excited electrons and holes react with the
adsorbed electron acceptor or donor species on the surface of semiconductor in these

reactions (Bard, 1979).
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Figure 2.3: Mechanism taking place on the surface of semiconductor
(Kaneko & Okura, 2003)

An electrical field is created at the semiconductor/liquid junction of the solid side that
separates the electrons pairs/energized holes thus allowing the electron and holes to
move in separate direction (Heller, 1981). In photocatalytic degradation the first step
initiates by hole trapping with the production of short-lived and very reactive hydroxyl
radicals. The hydroxyl radicals are produced either in the highly hydroxylated
semiconductor surface or by direct oxidation of the organic pollutant in Ultraviolet
radiations. At the same time, the reduction of adsorbed oxygen species takes place,
derived either from dissolved oxygen molecules in the aqueous system or by other
electron acceptors available in the aqueous system (Turchi and Ollis, 1990; Puma et al.

2008). The heterogeneous photocatalytic oxidation mechanism is shown below;

TiO; + hv — TiO, (hys' + ecs ) (2.1)
TiO; (hys') +H,0 — TiO, +OH+H" (2.2)
TiO; (hys )+ OH — TiO, + -OH (2.3)
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Ti0, (GCB_ ) +0;, —» -0, +TiO, (24)

‘0, +H — -HO, (2.5)
‘OH+ Dye — degraded products (2.7)
(hys') +Dye — oxidized products (2.8)
(ecs ) TDye — reduced products (2.9)

Various organic pollutants are attacked and oxidized by radicals formed according to
the above mechanisms. Color and organic dyes removal by photocatalytic degradation
is a promising and an efficient technique. The UV irradiation in titanium dioxide
presence resulted in the decomposition of various organic compounds thus forming

water, mineral acids or carbon dioxide (Kaur, 2007).

2.4.4.1 Photocatalysts

Research over the last three decades has not only confirmed the capability of sunlight
for detoxification and disinfection but also has accelerated the natural process by the
use of catalysts. The valence band (VB) oxidation potential must be higher than the
material under investigation for occurring oxidizing reactions. The valence and
conductance band redox potential ranged from -1.5 and +4.0 volts opposed to normal
hydrogen electrode for different semiconductors. Therefore, variety of species can be
treated by Advanced Oxidation Process (AOP) by selecting different semiconductor
photocatalyst. Different types of semiconductor materials appropriate for
photocatalytic purposes are metal oxides and sulphides. Some of the important
semiconductors that are using in photocatalytic reactions, with the properties of the
band gap energy, CB and VB potentials, and the wavelength required for the activation
of catalyst producing this gap are listed in Table 2.3, the radiation must be of an
“lequal or lower wavelength than that calculated by that Planck’s equation (Eq. 2.10)
(Kaur, 2007).

A =hc/ Ep,q (2.10)
where h - constant (Plank’s 6.626 x 107* I's), , A — wave length, ¢ - the speed of light

and Eyp, - band-gap energy of semiconductor.
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In variety of environmental applications, TiO, is proved to be the most suitable
semiconductors as compared to the listed semiconductors. Zinc oxide emerges also as
an appropriate semiconductor but it cannot be used for practical applications due to its
dissolution in acidic solutions. Other semiconductors (e.g. CdS) can form chemically
activated surface-bond intermediates by absorbing larger portions of the solar
radiations than TiO,, but unfortunately these catalysts can be degraded in

heterogeneous photocatalysis during the repetitive cycles (Kaur, 2007).

Table 2.3: Band positions of some common semiconductor photocatalysts in
aqueous solution (Kaur, 2007)
Semiconductor Conductance Valance ~ Band  Band gap wave

band band  gap (eV) length (nm)
TiO, -0.1 +3.1 3.2 390
SnO, +0.3 +4.1 3.9 318
Zn0O -0.2 +3.0 3.2 390
ZnS -2.3 +1.4 3.7 336
CdS -0.4 +2.1 2.5 497
CdSe -0.1 +1.6 1.7 730

2.4.4.2 Titanium dioxide as an ideal catalyst

Titanium dioxide is close to being an ideal photocatalysts in several aspects. It is the
most efficient semiconductor/photocatalysts and frequently used in sun blocks or in
vitamin tablets as a builder, pigment and cosmetic. It is chemically and biologically
inert, do not corrode during photochemical reactions and is cheap as compare to other
catalysts. Brookite, rutile and anatase are the crystalline forms of titanium dioxide.
Among three the rutile and anatase are commonly used forms and the latter is being
used mostly in treating wastewaters. However, the rutile and anatase band gap energies
are about 3.0 eV and 3.2 eV respectively but the oxidation dynamic strength is
comparable. Rutile is more stable than anatase thermodynamically, but at low
temperature (<600 °C) the anatase formation is kinetically favored that can clarify its
high surface density for active sites with its surface area for catalysis and adsorption.

Moreover, TiO; is of unique importance as it can absorb UV radiation from sun. This is
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or the reason that titanium dioxide has a proper separation phenomenon among its

different bands that can be exceeded via photons of solar energy (Kaur, 2007).

The conspicuous drawback of semiconductors is after excitation the photo-generated
charge carriers depict a high rate of recombination. The electron-hole recombination
declines the overall efficiency of the semiconductor by decreasing the quantum yield of
the desired oxidation/reduction processes. The use of ultraviolet region of solar
spectrum constitutes a subsequent problem because the earth receives only 4-6% of this
excitation light. The said constraint is reduced by catalysts modification process,
photosensitization and metal ions doping by various colored inorganic and organic
compounds to cause a red shift in semiconductors light response (Kaur, 2007).
Therefore, research on catalyst improvement has been done on the following points:

1. Physical and chemical modification of TiO, to improve the catalyst performance.

2. Dye sensitization to increase the useful wavelength range of the solar radiation.

The photo-sensitization mechanism of dye molecules by TiO, can be summarized as

under:
Dye + hv — dye* (2.11)
dye* + TiO; — TiO;(e-) + dye * (2.12)
TiOy(e-) + O, — Oy~ TiO, (2.13)
Oy'- + TiOy(e-) + 2H™ — H,0, + TiO, (2.14)
20,- + 2H" — 0, + H,0, (2.15)
H,0, + TiOy(e-) — -OH+TiO,+ - OH (2.16)

dye”” + (Oy'-, 0,,-OH) — peroxide or hydroxyl

intermediate /degraded products (2.17)

The oxidation potential of sensitizer is higher as compare to the conductance band of
titanium dioxide, and under the irradiation of visible light the adsorbed dye follows the
preliminary excitation. The electron is than transferred from the dye’s excited state to
the titanium dioxide’s conduction band. If the regeneration step is eradicated carefully

than oxidative degradation of the dye can possibly be initiated. Different variety of dye
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compounds have been studied as photosensitizers. Many recent reports showed the
catalysts surface photo-excitation based decomposition is a significant method for

treating dye containing wastewaters (Kaur, 2007).

2.5 Review of Treatment Techniques for RB 19 Removal

The treatment methodologies that are generally adopted to treat RB 19 can be
categorized as: (i) physico-chemical and (ii) biological. The above mentioned
categories of the methodologies are discussed briefly in following paragraphs. The
technologies involve photocatalysis (Lizama et al. 2001; Lizama et al. 2002; Kurbus et
al. 2002; Xia et al. 2008a; Rezaee et al. 2008a; Rezaee et al. 2008b; Rezaee et al.
2008c; Neval and Deniz, 2008; Xia et al. 2008b; Verma and Ghaly, 2008), sonolysis
(Enes, 2006), electrochemical (Yang et al. 2005; Rajkumar et al. 2006; Lin and Peng,
2006; Andrade et al. 2007; Rajkumar et al. 2007), ozonation (Hsu et al. 2004;
Fanchiang and Tesang, 2009), biological (Lee et al. 2004; Ramsay et al. 2005; Wang et
al. 2007; Champagne and Ramsay, 2007 ; Kokol et al. 2007) and physical methods
(Andrzejewska et al. 2004; Jesionowski et al. 2005; Andrzejewska et al. 2007; Ozcan
et al. 2007; Hasan et al. 2008).

2.5.1 Physico-Chemical

2.5.1.1  Sonolysis

Sonolysis is the formation of radicals using ultrasound and has been applied for the
decolorization and decomposition of dye molecules. The sonochemical method is
generally induced upon the violent collapse of cavitations resulted in the formation of
short-lived radical species. The studies on the decomposition of RB 19 using activated
carbon, ultrasound and combined activated carbon/ultrasound confirmed that
decolorization of dye using combined ultrasound/activated carbon was greater than the
individual methods. The use of ultrasonic irradiation was found to be useful for

decolorization of RB 19 by adsorption from aqueous solution (Enes, 2008).

Guyer et al examined the combination of ultrasonic irradiation with hydrogen peroxide

and found that the combined procedure yielded 10-25% acceleration in color
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degradation and significant enhancement in COD reduction (Guyer et al. 2004). The
anthraquinone dyes degradation was investigated by Lall et al using three processes:
ultrasound, ozonation and ultrasound-enhanced ozonation. The authors found that
decolorization rates were enhanced under conditions of constant ultrasonic radiation
and continuous gas application. Also increase in ultrasonic power resulted an increase

in the mass-transfer coefficient (Lall et al. 2003).

2.5.1.2 Photocatalytic oxidation

The degradation and removal of organic contaminants by a photocatalytic oxidation
process has been found as substitute or supplement method (Ollis et al. 1991; Muneer

etal. 1997).

Xia et al studied the activity of La*'/S/TiO, co-doped photocatalyst on
photodegradation of RB 19 under irradiation of visible light. The results showed that
the S/La*"/TiO, photocatalyst showed highest absorption and activities in the visible
range for degradation of RB 19 in sample (Xia et al. 2008). Decolorization of RB 19 is
very efficient by advance oxidation process under hydrogen peroxide/UV and
increasing hydrogen peroxide concentration the rate of decolorization increases

(Rezaee et al. 2008c).

Rezaee et al reported photochemical oxidation processes (K2S,0g/UV-A, K,S,05/UV-
C) and chemical oxidation processes (dark/K,S,0Og) for RB 19 decolorization and
found that UV-C/K,S,03 is much more effective as compared to (dark/K,S,0g) and
UV-A/K,S,05 processes (Rezaee et al. 2008a). Verma and Ghaly investigated the
decolorization of Remazol Brilliant Blue dye in synthetic effluent by photo reactor,
which consisted on; a UV lamp (low range) and a TiO; coated spiral coil. They tested
the decolorization activity with separate techniques and then compared the results with
combined techniques and concluded the result that this dye can better be degraded with
combined techniques (Verma and Ghaly, 2008).

The photocatalytic discoloration of RB 19 was investigated in aqueous suspension of

TiO, and ZnO (Lizama et al. 2002). The reactions were described in terms of pH
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amount of catalyst and the dye concentration it was reported that ZnO has greater
degradation activity than TiO, Lizama et al studied that the reactive dyes degradation
(yellow 2, orange 16, red 2, and anthraquinone reactive blue 19) can best be obtained

by the use of photo-assisted catalytic activity (Lizama et al. 2001).

2.5.1.3 Adsorption

Adsorption process is a known method for the treatment of textile effluents. It widely
used in different purification and separation purposes in industrial processes. In terms
of cost and ease of operation the adsorption method was also found to be very
successful for color removal. Decolorization by adsorption is influenced by some
chemical and physical factors like adsorbent surface area, dye-adsorbent interactions,

particle size, time, pH and temperature (Anjaneyulu et al. 2005).

A wide range of adsorbents for the removal of RB 19 have been used for wastewaters
treatments. Andrzejewska et al reported the decomposition of RB 19 dye by
aminosilane-modified silica. It was observed that the application of aminosilane-
modified silica proved to be very efficient as it can remove more than 90% of dye from
solutions (Andrzejewska et al. 2004). It 1is inferred that wusing 3-
aminopropyltriethoxysilane and N-2-(aminoethyl)-3-aminopropyltrimethoxy- silane in
various solvents (CH3;OH, C¢HsCH3;, CH3;0H and CH3COCH;:H,O mixture) modify
the surface of rutile titanium dioxide that resulted in the higher adsorption efficiency of
RB 19 (Andrzejewska et al. 2004). Hasan et al investigated the RB 19 adsorbed on
composite beads of oil palm ash and cross-linked chitosan. The result showed that in
the acidic solutions dye uptake was higher than the alkaline and neutral solutions, i.e.,
pH 6 the maximum adsorption occurred. Thus, the low-cost adsorbents (composite
beads of oil palm ash /cross-linked chitosan) were found efficient adsorbent for the
removal of RB 19 (Hasan et al. 2008). The use of modified bentonite (clay minerals)
(dodecyltrimethyl- ammonium bromide- DTMA) as an adsorbent with a cationic
surfactant was carried out successfully by Ozcan et al to remove RB 19 by adsorption
from the liquid solution. The result showed that in acidic conditions at pH about 1.5,

the adsorption capacity of DTMA—bentonite is higher (3.30x10* molg™") which is due
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to the strong electrostatic interactions of dye anion and adsorption site (Ozcan et al.

2007).

25.1.4 Electrochemical oxidation

Electrochemical process is based on effluent electrolysis. The process uses different
electrodes and hydroxyl radicals are produced in solution by electrolysis, which
chemically reacts with pollutants. The process very simply involves passing the waste
between the electrodes across which a DC current is applied. Highly active species may
produce in solution for the oxidation of organic compounds. The electrochemical
oxidation of organic compounds in the solution usually follows two steps using the

traditional anodes.

1. Water electrolysis at anode resulted in the generation of radicals species (-OH) that
can further adsorbed on to the electrode M (electrodes active sites) (Gutiérrez and

Crespi, 1999).

H,0+M—H +M -OH+¢ (2.18)

2. The adsorbed hydroxyl radicals oxidize the organic pollutant R that further resulted
in the formation of RO which is an oxidized organic product. That product can further
be oxidized by repetitive radical species attack that is produced continuously by the
anodic discharge of water. In this process the formation of oxygen is the main side

reaction, which is again used in process reactions (Gutiérrez and Crespi, 1999).

M ‘OH+R —RO+M +¢e¢ +H’ (2.19)
MOH +H,0 — 0,+M +3e +3H " (2.20)

According to literature, the electrochemical oxidation has been reported as an effective
process for treating actual textile and synthetic runoff. (Mantzavinos and Psillakis,
2004; Meric et al. 2004). Electrochemical methods such as electrochemical coagulation
and electrochemical oxidation have been used widely for treating reactive dyes and
Chen, 2004 and Chatzisymeon, 2006 have been reviewed recently its several

applications. Electrochemical oxidation has been used for the decontamination of
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various reactive dyes by various electrodes, for instance the titanium dioxide, IrO,, Pt,
graphite anodes, some titanium based alloys and the diamond electrodes doped with

boron using supporting electrolyte typically sodium chloride.

A number of current studies reported the use of electrochemical oxidation for treating
aqueous solutions containing RB 19. Andrade et al investigated the electrochemical
performance of F and Fe doped (separately or together) or pure Ti—Pt/b-PbO,
electrodes for the oxidative treatment of the RB 19 containing wastewaters. The F and
Fe doped PbO; electrodes showed good efficiency for the degradation of the RB 19
(Andrade et al. 2007). A minor advantage of a BDD/Nb anode was also found to
degrade RB 19, as 82% TOC reduction and 95% decolorization efficiency were
achieved for a 25 mg dm dye solution with 0.5 M Na,SO;, treated at flow rate of 2.4
dm® h', 50 mA cm™ and 25 °C for 8 min after using up of only Q = 0.3 Ah dm™
(Andrade et al. 2007). Rajkumar et al investigated the degradation of RB 19 by
electrochemical process using titanium based anode. The effects of different
parameters were also identified on treatment efficiency with further analysis of the
major degraded intermediates and products (Rajkumar et al. 2007). The
electrochemical oxidation of the RB 19 was investigated by Fryda et al using an
Nb/BDD anode that achieved 90% dye decolorization and 82% TOC reduction after

reaction time of 10 min and 2 h in the solution respectively (Fryda et al. 1999).

The photo/electrochemical oxidation of organic pollutants have been reviewed to
improve the dyes removal efficiency (Vinodgopal et al. 1993; Hidaka et al. 1996;
Kesselman et al. 1997). Fujishima et al suggested the use of a single crystal rutile
titanium dioxide photo anode for photo electrolytic removal of reactive dyes (Wahl et
al. 1995). The application of Ti/RuO.;Ti0O.70; anode has also received much attention
as it allows the passage of higher current density with larger stability. Ronaldo et al
investigated electrochemically assisted photocatalytic degradation of RB 19 by
Ti/RuO.; TiO.7 O, electrode, dimensional stable anode (DSA) and reported higher than
95% decolorization and about 52% TOC removal during the reaction time of 2 h.
Pelegrini et al performed the electrochemical oxidation study of RB 19 dye in a quartz

cell in which three electrode were equipped with the anode at pH 11. Only 35% dye
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decolorization and 9.6% TOC reduction was achieved after 120 min of electrolysis at
Eanoda = 1.8 V vs. AgCl/Ag (Pelegrini et al. 1999). The use of photoelectrochemical
degradation process for treating RB 19 using TiO,/Ti photo anode was also
investigated and found that the method is more suitable when applied at the final stages
of wastewater treatment when effluents have passed prior from some preliminary

treatment (Zainal et al. 2007).

25.1.5 Ozonation

Ozonation has been used extensively for eliminating color and textile dyes and is
therefore one of the most efficient methods (Slokar et al. 1998; Hao et al. 2000;
Mondal, 2008). However the main drawback of ozonation in its gaseous state is its
direct application, with the generation of large quantities of residues that need further
disposal. Ozone, the strong oxidizing agent known with Ey = 2.07 V, and can produce
the nonselective and highly active oxidant i.e. (‘OH, Ey= 3.06 V) at basic pH
conditions (Gottschalk et al. 2000). Thus the complex aromatic rings of dyestuffs can
effectively be breaking down, which results in the degradation/decolorization of the
organic dye (Mondal, 2008). Ozone reaction with reactive type is more successful as
compare to other dye classes i.e., disperse, sulfur and acidic dyes. The back ground
literature showed that ozonation process carried out mostly on azo dyes (Shu and
Huang, 1995; Liakou et al. 1997; Wu and Wang, 2001; Khare et al. 2007) and a few
information is presented on anthraquinone reactive dyes treatment by ozonation
(Perkowski and Ledakowicz, 2002; Liu et al. 2007). RB 19 representative reactive
anthraquinone dye was investigated with a semi batch reactor by ozonation. The dye
degradation and decolorization efficiencies of RB 19 were found about 83% and 97%
by ozonation after reaction time of 10 min respectively (Fanchiang and Tesang, 2009).
Similarly Hsu et al performed the decolorization study of RB 19 in a gas inducing

reactor under constant process (Hsu et al. 2004).
For RB 19 removal several other combined methods have been used beside the

individual ozonation process. Ozonation and ultrasonic irradiation (Os3/US)

combination is another attractive process for the treatment of wastewater and has been
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intensely applied from the past numerous years. He et al studied the decomposition of
RB 19 in model solutions by coupling sonolysis with ozonation. The results showed
that ultrasonic irradiation showed insignificant results when use alone, but Os/US
treatment showed higher degradation as compare to ozonation alone (He et al. 2008).
Song et al studied the efficiency of the ozone enhanced electrochemical/coagulation
process for RB 19 decolorization using iron electrodes in water. More than 96% of
color removal and 80% TOC removal were found. It was also found that by applying a
simultaneous ozonation process the efficiency of the electrochemical/coagulation
process can be enhanced (Song et al. 2008). Further study was conducted using
enzymatic, photochemical and ozonation methods for RB 19 removal. Each process
showed specific attributes; the ozonation process resulted into complete decolorization
at a very less period of time; however significant dye degradation was not achieved.
The enzymatic process showed the quick decolorization of the dye but the highest
decolorization rates was 30% which is insignificant relatively to decolorization rates
attained by the other methods. The photocatalytic process showed significant results.
The titanium dioxide or zinc oxide photocatalysts allows complete dye degradation and

decolorization at about 60 min of reaction times (Zamora et al. 1999).

2.5.2 Biological Process

Different biological processes have been applied for the degradation and decolorization
of RB 19. A large variety of microorganisms including yeasts, fungi and bacteria have
been studied in live or dead forms, under aerobic and anaerobic conditions and for the
biosorption of dye. The biological methods have been found effective for dye
degradation and is considered more cost effective alternative as compared to physico

chemical processes (Donmez, 2002; Aksu and Donmez, 2003; Aksu, 2003).

Besides the individual treatment techniques used for RB 19 degradation, furthermore,

integrated approaches have also been reviewed.
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2.6 Ultrasound and Electrochemical Process

Electrochemical treatment of wastewaters discharged by the textile industry could be
less effective due to the recalcitrance of the commonly used dyes. Combination of
ultrasound and electrochemical processes is an attractive option for reducing treatment

cost for wastewaters containing toxic and non-biodegradable pollutants.

The use of electrochemical oxidation for treating aqueous model solutions containing a
variety of dyes has been reported by several studies. The influence of different
operating parameters on the decomposition of Basic Brown and Acid Blue was
investigated by a lead / lead oxide anode while on Acid Orange 7 degradation by
diamond anode doped with boron respectively (Awad and Galwa, 2005; Fernandes et
al. 2004). Reactive Black 5 and Basic Yellow 28 were used as samples for comparing
the performance of a diamond electrode vs conventional metal electrode i.e.,
aluminum, copper and iron (Rivera et al. 2004), while for determining the degradation
efficiency of 29 different industrial dyes use of an activated carbon electrode in
electrochemical method was investigated (Shen et al. 2001). Further for treating RB 5 a
number of advanced oxidation methods like titanium dioxide photocatalysis, UV/
hydrogen peroxide, electro/Fenton and combined UV/electro/Fenton were compared

and studied about their effectiveness (Kusvuran et al. 2005).

Although the electrochemical decomposition of dyes with different model aqueous
solutions have been presented in different research papers, but the literature regarding
textiles actual effluent treatment is also exists. Different continuous methods e.g.,
activated sludge; coagulation and electrochemical oxidation were investigated by Lin
and Peng for processing of industrial waste. Further the effect of variable parameters
i.e., solution pH, concentration of coagulant, number of electrodes, current density,
reaction times in biological and electrochemical reactors were carefully investigated
and optimized conditions were reported for the treatment efficiency (Lin and Peng,
1996). The electrochemical oxidation of industrial wastewater by Pt-Ti electrode at
different chloride concentrations is reported. The results showed that the real effluent

was efficiently degraded by -electrochemical treatment and biodegradation (as
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concluded by the chemical oxygen and biological oxygen demand ratio) was also
enhanced (Vlyssides et al. 1999). The electrochemical degradation and decolorization
rate of textile effluent over three titanium electrodes coated by various metals were
compared and major degraded by products were also identified (Naumczyk et al.
1996). Sakalis et al established a small size continuous electrochemical reactor that was
efficient enough to achieve 90% dye color removal for the textile effluent at 40 minutes

time interval (Sakalis et al. 2005).

The combination of ultrasound and electrochemistry comprises a booming field due to
the combined chemical (possible change in the mechanisms) and mechanical effects
(the liquid/solid mass transfer and the activation of the electrodes surface) of
ultrasound. Usually it involves the mixed system consisted of a solid and a liquid i.e.,
electrode and electrolyte. In ultrasonic process, a liquid jet can be generated by the
collision of cavitation bubbles at or near to the surface of electrode, targeted at the
surface. Almost any electrochemical process can be enhanced by the application of
power ultrasound mainly due to this jet (Mason, 1990). Generally electrochemical
process is a complex process but it is safe to consider it a transfer of ions across the
surface of electrodes. A thin layer generate at the border of an aqueous solution when
an electrode is dipped into it. As electrochemistry involved the movement of ions
across the layer so disturbance in this layer influence the electrochemical process. The
ultrasonic cavitations on collapse produced micro jet that will further reduce the
diffusion layer thickness and support diffusion across the surface of electrode which is
frequently a rate controlling step (Mason, 2000). Several useful sonoelectrochemical
effects includes the surface effects, changed adsorption events, enhanced mass
transport, electrode fouling reduction, production of altered product distributions,
manipulation of reaction mechanism, increase in current efficiencies and yields,
required less amount of cell power and increasing the limiting current in analytical
applications. Sono-electrochemistry thus offers significant benefits for a variety of
different applications (Walton and Phull, 1996). The combined ultrasound and

electrochemical process may form an interesting technique for treating wastewater but
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the literature studies showed that this combination is not yet explored extensively for

organic dyes degradation.

Foord studied the electrochemical characteristics of Procion Blue at boron doped
diamond electrodes in combination with ultrasound (Foord, 2001). Lorimer et al
conducted study on the degradation of dyes using sonoelectrolysis, which showed its
potential for the dyes removal and decolorization (Lorimer et al. 2001). Mamdouh et al
reported the degradation of an organic dye molecule (specifically meldola blue, MDB)
under the influence of power ultrasound in combination with electrochemically
generated hydrogen peroxide (Mamdouh et al. 2002). Yakov et al used a combined
electrochemistry/ultrasound waves/Fenton’s reagent process for the detoxification of
hydrophilic chloroorganic pollutants in effluent water. The use of this combined
sonoelectrochemical/Fenton treatment process achieved almost 50% oxidation of 2, 4-
D solution in 60 sec using very less amount of current density at 20 kHz (Yakov et al.
2004). Ioan et al investigated the sonoelectrochemical degradation of cyanide ions
(CN") using six types of electrodes (aluminum, titanium, nickel, copper, stainless steel
and graphite) for highlighting the influence of electrode type on degradation process
efficiency (Ioan et al. 2004). Gogate overviewed different ways for the intensification
of cavitation phenomena using additional methods or combining cavitational effect
with different oxidation processes (Gogate, 2008). The dye degradation process is the
involvement of the final decomposition of the parent compounds and their
intermediates. TOC reduction is a common way to monitor this degradation process.
Simona et al observed the mineralization and decolouration of RB 5 dye, by ultrasonic
frequencies and investigated reduction in TOC (Simona et al. 2007). Mineralization of
an anthraquinone RB 19, by single sonolysis, single ozonation and sonolysis combined
with ozonation (US/O3) processes was studied (He et al. 2008). Using GC-MS and IC
methods intermediate and end products were identified and probable reaction
mechanism was proposed. Weschenfelder et al monitored the chemical and
physicochemical treatment of textile wastewater using LC-MS and GC-MS and MS-
MS for the identification of degraded products (Weschenfelder et al. 2007). Rajkumar

et al studied RB 19 degradation by electrochemical process in chloride medium, and
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the degradation of dye UV-visible spectra were recorded and the degraded products
were identified using GC-MS (Rajkumar et al. 2007).

2.7 Thermal Pressure Hydrolysis Process

Thermal pressure hydrolysis is an important method for degrading many
environmentally stable organic compounds in aquatic environment at atmospheric
pressure. Numerous studies have been performed to determine the effect of
atmospheric and high pressure hydrolysis on organic compounds degradation in aqua
media (Robina et al. 2002). The hydrolysis of fenitrothion was studied in the dark in
buffered distilled water, natural lake water and buffered lake water. Hydrolysis
products are constituted of the 3-methyl- 4-nitrophenol and dimethylfenitrothion at 50
°C and up to 2.7 pH. In contrast, only two products were formed in reaction at pH 9
and above (Jiping and Scott, 2000). The hydrolysis of organophosphorous pesticide
omethoate under natural conditions of temperature and pressure was studied (Robina et
al. 2007). It was observed that the hydrolysis rate of omethoate enhanced by increasing
temperature. The stability of omethoate in aqueous solution is markedly influenced by
pH. The rate of hydrolysis in strong acidic and strong basic conditions was higher than
normal or slightly acidic and basic conditions. The mechanism of hydrolysis under
acidic and basic conditions was also proposed. The kinetic studies indicate that the
hydrolysis rate followed 2™ order of reaction apparently. The half life studies show
that the half-life of the pesticide is inversely proportional to temperature (Robina et al.
2007).

The breakdown of several organophosphorous pesticides both in aqueous solution and
moist soil was studied. The hydrolysis rate of phosmate, dialifor, malathion, methyl
chloropyrifos, dicapthon, chloropyrifos and parathion are measured at 20 °C and 3.75
°C (pH 4) in aqueous solutions (Mabey and Mill, 1978; Xiaomei et al. 1992). A similar
study was conducted at pH 6.1 and 20 °C. The half lives at 20 °C (pH 7.4) range from
7.1 h for phosmate to 130 days for parathion; the corresponding rates at 37.5 °C are

approximately five- seven times greater than those at 20 °C.
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The literature showed that at temperature of 200 °C and 300 °C, the reactivity of
organic compounds in water phase has been thoroughly studied using different
reactants i.e., aromatic and aliphatic species that contained the functional groups of
oxygen, nitrogen and sulphur (Fenghour and Wakeham, 1993). The degradation
kinetics and pressure effect on environmentally stable omethoate pesticide by
hydrolysis were investigated. The results showed that by increasing pressure the value
of kebs)y Was increased and activation volume decreased. Among different pH
conditions i.e., 3.58, 6.01, 8.8; the best found pH was 8.5 which was stable and its half-
life was lessened from 263 min to 19.37 min from 1 atm to 10 atm pressure. The
obtained results described that under high pressure hydrolysis, the conversion of toxic
organic phosphorus into inorganic phosphorus could take place in an effective manner

(Robina et al. 2002).

The catalytic hydrolysis of organophosphorous pesticides facilitated by the suspension
of manganese dioxide was investigated (Robina et al. 2005). It was found that the
concentration of organophosphorous pesticides in solution apparently decayed showing
the second order kinetics. Also the rate constant value was highest at strong acidic
conditions and it continued to decrease as the pH of the solution was increased
gradually. In basic conditions, the rate constant value decreased to minimum.
Magenese dioxide under acidic conditions converted into Mn'? ions, then these ions in
water formed hexaaquomanganese (II) ion-[Mn (H,0)6)]™. This ion then adsorbed
itself on the S or O atom of the organophosphorus compound, thus increasing the
efficiency of hydrolysis. It was studied that methidathion hydrolyzed more efficiently
than omethoate. The rate constants of catalytic hydrolysis were improved by increasing
the amount of manganese dioxide. It was found that the pesticides had undergone
adsorption on catalyst in the first few minutes and there was rapid drop of total
phosphorus observed. After the addition of alkaline earth metal cations (Ca™ and
Mg™) along with manganese, the rate of hydrolysis at near neutral conditions was

successfully increased (Robina et al. 2005).
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2.8 Ultrasound and Photocatalytic Process

The integrated approach of ultrasound and photochemical is an established method for
the treatment of wastewater (Augugliaro et al. 2006). The ultrasound usage for treating
textile wastewater is reported in literature (Hua and Hoffmann, 1997; Suslick, 1999).
Vajnhandl and Marechal reviewed the fundamentals of ultrasound and its applications
in industrial processes, with the detailed dyeing procedures and the
decolorization/decomposition of wastewaters (Vajnhandl and Marechal, 2005). Gogate
and Pandit in their review highlighted the status of the hydrodynamic cavitation
reactors with bubble dynamic analysis and also the optimum design illustrating the
utilities of reactors (Gogate and Pandit, 2005). The sonochemical degradation of
dichlorvos was investigated using a batch reactor and observed that sparge gas and
acoustic power are two main factors which affect the sonochemical degradation

efficiency (Schramm and Hua, 2001).

A comparative degradation of azo dyes at ultrasonic irradiation of 520 kHz and its
combinations with ultraviolet light and/or ozone was investigated using a probe dye
Acid Orange 7 (Guyer and Ince, (2004). It was observed that generally the degradation
process was most quick under simultaneous operation of the three (UV/US/Os) in the
presence of a continuous flow of gas mixture (oxygen and argon). The kinetic study on
degradation of trihalomethanes (CHBrCl,, CHCI;, CHBr,Cl, CHBr; and CHI;) was
conducted under 20 kHz ultrasonic frequency (Shemer and Narkis, 2005). It was found
that the most important parameter affecting the sonodegradation efficiency and kinetics
was the vapor pressure. Okitsu et al reported the sonochemical degradation
/decolorization of azo dyes e.g., Methyl Orange and RR 22. It was concluded that azo
dye molecules were chiefly decomposed by -OH radicals formed from the water
sonolysis (Okitsu et al. 2005). The effect of sodium chloride, hydrogen peroxide,
ultrasonic power and external gases was studied on the degradation of oxalic acid
(Dukkanci and Gunduz, 2006). An optimal concentration of sodium chloride was found
to improve the degradation of oxalic acid. On the other hand, the use of hydrogen
peroxide had negative effect on the degradation of oxalic acid. Mahamuni and Pandit

studied a hybrid technique of ozonation coupled with cavitation for the degradation of

32



phenol. He concluded that this hybrid technology leads to the formation of
intermediates that can further be subjected to biodegradation (Mahamuni and Pandit,
2006). Zeng and James studied the audible frequency sonolytic ozonation for
pentachlorophenol (PCP) degradation in water solution. The first-order rate constant of
PCP degradation by ozonation combined with sonication was found to be 15 times
more than that with bubbling ozone alone, while the rate constant with mechanical
stirring was only four times faster (Zeng and James, 2006). Simona et al found that the
sonochemical decolorization/degradation of RB 5 using low and high ultrasonic
frequencies i.e., 20 kHz and 279/817 kHz (high ultrasonic frequencies), without using
any additional oxidant. It was concluded that ultrasound is capable for RB 5 color
removal when used alone but the decomposition rate strongly depends on the operating
parameters in use e.g., frequency, acoustic power, solution pH, transducer type, dye
initial concentration. Nevertheless ultrasound alone is quite unsuccessful for the
degradation of the dye (after 6 h of treatment only 50% degradation efficiency was
achieved); by V. fischeri as test organisms negligible toxic degraded by products were

detected under the conditions employed (Simona et al. 2007).

The combined ultrasound and photocatalysis process was used for the degradation of
phenol solution (Wu et al. 2001; Naffrechoux et al. 2000) and found the enhancement
in the degradation rate of phenol. Selli reported that sonolysis and photocatalysis
showed the synergistic effects in the removal of Acid Orange 8 in aqueous solutions,
when low ultrasound frequency is used (Selli, 2002). Mrowetz et al confirmed the
influence of initial substrate concentration (2-Chlorophenol) and photocatalyst amount
on the degradation and mineralization rates which were found to ascertain the origin of
the synergistic effect (Mrowetz et al. 2003). Gogate and Pandit critically evaluated the
status of the sonophotocatalytic reactors with a particular focus on wastewater
treatment applications. Different hybrid techniques with their different reactor
configurations have been analyzed and recommendations have been made for the
optimum configuration designing (Gogate and Pandit, 2004). Hirano et al subjected the

chlorinated organic compounds to sonication followed by photocatalytic treatment. The
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sonication results the formation of some intermediate products, which are rapidly

oxidized to carbon dioxide on further photocatalysis (Hirano et al. 2005).

Velegraki et al investigated the oxidation of Acid Orange 7 using sonophotocatalytic
process with different effect i.e., ultrasonic frequency, reaction temperature and time
on. It was found that under same operational parameters, ultrasonic irradiations
resulted in better efficiency than photocatalysis. Furthermore, by observing reaction
pathways it was found that the solutions irradiated sonochemically contained always
low aliphatic intermediates whereas the solution irradiated photocatalytically, mostly
consisted of aromatic intermediates (Velegraki et al. 2006). Adrian et al investigated
the treatment efficiency of 13 compounds containing model solution usually found in
olive mill effluents, by means of sono-photocatalysis at 50 mgL™" concentration of
each, over 0.75 gL' Degussa TiO, suspensions. It was found that, photocatalytic
efficiency improved with increasing UVA power, whereas ultrasonic process when
used as only method showed negligible degradation. In addition the process coupling
as well as addition of extra oxidant resulted in considerable high level of degradation
(Adrian et al 2007). Antonia and Martinez studied the sono-photocatalytic degradation
of basic blue 9 dye using ultrasound with 20 kHz ultrasonic frequency, over a TiO,
slurry employing an UV lamp (15 W, 352 nm). It was concluded from the results that
the first order rate constants obtained with sonophotocatalysis were twofold and tenfold
than those attained under sonolysis and photocatalysis, respectively (Antonia and
Martinez, 2008). Shuo et al prepared the carbon nanotubes (TiO,/CNTs composite and
investigated the sonophotocatalytic activity of TiO,/CNTs nanoparticles. Their results
showed a remarkable increase in the photocatalytic efficiency of TiO,/CNTs when
combined with ultrasonic technique, and the sono-photocatalysis process was found to
follow first order kinetics (Shuo et al. (2009). Zielinska et al conducted the
photocatalytic removal of organic dyes by TiO, under UV/Vis light. The photo
removal of these dyes was monitored by FTIR spectroscopy on the surface of the
photocatalyst (Zielinska et al. 2003). Several researchers have used various analytical
techniques to study the mechanism and degradation path ways of pollutants. Prevot et
al observed the photocatalytic removal of Acid Blue 80 in a solution containing TiO,

catalysts. The mechanism of dye removal was studied by HPLC and its end products
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by GC and TOC (Prevot et al. 2001). Also low aliphatic compounds and aromatic
intermediates of acid orange 7 in water solution by ultrasound and photocatalysis were

investigated by GC-MS analysis (Velegraki et al. 2005).

Based on literature review it is concluded that different individual and combined
treatment methods have been employed and studied for the destruction of reactive dyes
containing wastewater. However further research is required to justify the
decolorization/degradation efficiency for wide range of dye compounds and industrial
effluents. In physicochemical methods, adsorption is an effective treatment technique
applied for the purification of wastewaters but their use is limited because the process
requires regenerating the adsorbent materials. Ozonation provides fast decolorization
and degradation of dyes but the process is not completely accepted due to its expensive
nature and operational problems and the disadvantage of photocatalysis is the extra
expenditure of UV artificial light. Hydrolysis process alone is not sufficient a
combination of other techniques is required to enhance the degradation efficiency of
process. Application of combined techniques for the decolorization and degradation of
reactive dyes containing wastewaters have also been reviewed and the further
application of these techniques can be expected in near future. The combined
ultrasound and electrochemistry process may possibly make up the remarkable
technique for treating wastewater because of its different beneficial effects i.e.,
changed adsorption phenomena, increased mass transport, and surface effects,
management of reaction mechanism, reducing the electrode fouling, generation of
altered product, increased current and yields efficiencies, enhanced limiting current in
analytical applications and decrease cell power requirements. It can be argued that the
sonoelectrochemistry is applicable for the degradation of reactive compounds
specifically and for wastewater treatment generally. It seems effective for the
wastewaters which can be degraded by applying electrochemical process. Ultrasound
would certainly increase the effects induced by electrochemistry. However, further
studies are need of the time for the real application of these techniques for wastewater

treatment systems to obtained promising results.

35



Chapter 3
Material and Methods
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The present study was conducted in order to decompose the reactive dyes in model
solutions. The same set of pH, temperature, concentrations and retention time was used
for different techniques i.e. sono-electrochemical degradation, atmospheric, high

pressure and sono-photocatalytic degradation.

3.1 Materials
3.1.1 Chemicals and Reagents

The following chemicals were used for the preparation of synthetic wastewater.

e Reactive Blue 19 dye (RB 19) was provided generously by Arzoo Textile Mill,
Faisalabad, Pakistan and it was used further with out purification. The
specification and chemical structure of the RB 19 is presented in (Figure 3.1 &
Table 3.1) (Rajkumar et al. 2007).

50;Ha

50,;C0H; CH>0503Ha

CarHygHay 001 55
Exact Mass: 625 97
Mol Wi 626 .54

Figure 3.1: Molecular Structure of RB 19

Table 3.1: Chemical information of RB 19

Commercial name Rifazol Brill Blue R
Synonym Reactive Blue 19

Molecular Formula C2oH 6N;NayO11S;3

Molecular Weight 626.54 g/mol

Classification Anthraquinone, Vinyl Sulfone
A max 594nm

CAS Number 2580-78-1

Color Index Number 61200
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e Hydrochloric acid and Sodium hydroxide (Merck, Germany) were used for

adjusting pH.

e Hydrogen peroxide (37% pure) (Merck, Germany) was used for dye

degradation experiments

e Titanium dioxide catalyst was purchased from Acros Organics, Scientific

Fisher Company, Belgium and was used as received. It consists of 70% anatase.

e The reagents used for analysis of TOC were NaHCO;, Na,COs, Potassium
hydrogen phthalate, HgSO4 (Merck, Germany).

3.2 Equipments and Instruments

There were different kinds of equipments, which were used to apply different
experimental conditions to study the degradation processes.

3.2.1 pH meter

The pH meter (Jenway 3505 UK) used in the present study was calibrated for accurate
measurements according to the procedure given in manual.

3.2.2 Ultrasonic Bath

The ultrasonic effect was investigated by immersing the different reactor assemblies in
to Digital Ultrasonic Bath, Cleaner Model UTECH PRODUCTS, INC (300W, 35
kHz).

3.2.3 Electrodes

In this study lead oxide (14 x 15 x 0.1 cm) was used as an anode and a stain less mesh
steel plate was used as a cathode (14 x 15 x 0.2 cm).

3.2.4 Autoclave

Wiseclave ™ Digital Fuzzy Control System (DAIHAN Scientific) was used to study

the atmospheric and high pressure hydrolysis of dye solutions.
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3.2.5 Ultraviolet Lamp

Irradiation was provided by 9-Watt UV source (Philips, with maximum emission at

254 nm) placed vertically in the center of the photo reactor.

3.2.6 Filtration

Samples were taken at different time intervals during photocatalysis and were filtered

by Milli pore filter (0.45 pm).

3.2.7 UV-Visible Spectrophotometer

In model solutions the dye concentration and color were determined by UV-Visible
Spectrophotometer (Model U2020 - IRMECO) at scanning spectrum of 200-800 nm.
Cuvette with path length of 10 mm was used.

3.2.8 TOC Analyzer

TOC analyzer (Shimadzu, model TOC-V CSH) was used to determined the total

organic carbon contents of the samples.

3.2.9 GC-MS Analyzer

GC-MS analyzer (Perkin Elmer Clarus 600) was used to identify the degraded products

of the samples.

3.3 Experimental Methods

In order to degrade the reactive dye (RB 19), three different kinds of degradation
methods were used; sono-electrochemical, thermal pressure hydrolysis and sono-
photocatalytic degradation. The detail of each set of experiments conducted is given

below.

3.3.1 Sonoelectrochemical

Sonoelectrochemical degradation experiments were carried out in an undivided

electrolytic cell made up of perspex sheet (Figure 3.2) at ambient conditions.
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Figure 3.2: Experimental setup of sonoelectrochemical reactor

The working electrode and counter electrode were placed vertically and parallel to each
other with an inter electrode gap of 2.5 cm in the electrolytic cell (14.5 x 16 x 9 cm).
Lead oxide was used as working electrode (anode) (14 x 15 x 0.1 cm) and stainless
mesh steel plate was used as counter electrode (cathode) (14 x 15 x 0.2 cm). Voltage
was adjusted at 10 V and was provided by means of DC power supply (DAZHENG
PS-305D). To study the effect of ultrasound the designed electrolytic cell immersed in
the Digital Ultrasonic Bath (9.5 x 30 x 15.5 cm) (Cleaner Model UTECH PRODUCTS,
INC).

The stock RB 19 dye solution of 1000 mg was dissolved in distilled water and diluted
to 1000 mL. The standard dye solutions of 20, 40, 60, 80 and 100 mgL™" were prepared
from stock solution. As dyes are found in textile effluents in the hydrolyzed form, two
sets of experiments were performed to test the efficiency of the proposed technique by
unhydrolyzed (sulphatoethyl-sulphone) and hydrolyzed (hydroxyethyl-sulphone) form
of the dye. The unhydrolyzed dye solution was prepared from stock solution directly as
per requirements. The hydrolyzed dye solution was prepared by heating the dye
solution to 60 °C and maintained for 6 hours at alkaline pH to allow complete
hydrolysis (Vajnhandl and Marechal, 2007). The hydrolyzed and unhydrolyzed dyes
were confirmed by GC-MS analysis.

40



The experiments were conducted at various pH values in the range of 3-9 and various
ultrasonic irradiation power (120-240 W) using 50 mgL™ dye concentration for 120
min. The initial pH of the sample was set using 1M NaOH or 1M HCI. In order to
study the effect of initial dye concentration, the experiments were conducted at 20, 40,
60, 80 and 100 mgL" of RB 19 dye solutions in distilled water. The total solution
volume for each experiment was used 1 L. Samples were drawn periodically at 0, 30,
60, 90, 120 min, respectively and were immediately analyzed by spectrophotometer at

Amax = 256 and 594 nm. Each experiment was performed in duplicates.

3.3.2 Hydrolysis

Hydrolysis process consisted of
a. Atmospheric Pressure Hydrolysis

b. High Pressure Hydrolysis

The atmospheric pressure and high pressure hydrolysis were carried out in autoclave.
The pressure was adjusted and measured by inbuilt pressure gauge which was attached
on autoclave. The stock solution of RB 19 dye was prepared at lab scale by dissolving
1000 mg in 1L of distilled water. For the hydrolysis studies the stock solution was
further diluted as per requirements of the experiment. Dye solution was distributed into
different flasks (1 L capacity) and then pH was adjusted as per requirements of the
experiment with the help of pH meter. The initial pH of the sample was set using dilute
sodium hydroxide (1M) or hydrochloric acid (1M). The initial dye concentration in
each sample was 100 mgL™" after dilution contained in 200 mL of the sample. The
atmospheric pressure and high pressure hydrolysis experiments were conducted in
autoclave under different conditions of temperatures (40, 60, 80, 100, 120 °C) and
pressures (1 and at 2 atm pressure). The pressure was adjusted and measured by inbuilt
pressure gauge which was attached on autoclave. The hydrogen peroxide effect was
investigated on dye degradation by adding different concentrations of hydrogen
peroxide in the solution. A range of pH conditions used was 2, 4, 6, 8 and 10. The
samples were airtight to prevent any contamination. The duration of each experiment

was about 120 min and samples were taken at regular time intervals of 0, 30, 60, 90
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and 120 min respectively and were analyzed immediately using spectrophotometer at
Amax = 256 and 594 nm for measuring the dye decolorization and degradation.

Experiments were performed in duplicates (Siddique et al. 2009).

3.3.3 Sonophotocatalysis

The sonophotocatalytic experiments were carried out in photo-reactor at ambient
conditions. The designed reactor was consisted of well equipped- a pyrex glass water
circulating jacket (28 x 7.5 x 6.5 cm) for maintaining reaction temperature (Figure 3.3).
Irradiation was provided by 9-Watt UV source (Philips, with maximum emission at
254 nm) placed vertically in the middle of the reactor. The whole photo-reactor was
immersed in the reaction vessel (capacity 1 L) and suspension containing dye and
catalyst (TiO,) in the reaction vessel was positioned on magnetic stirrer and stirred
magnetically with the continuous exposure to UV irradiations. To study the effect of
ultrasound the whole photo reactor was immersed in an ultrasonic bath (9.5 x 30 x 15.5
cm). Samples were with drawn at different irradiation times for the analysis of

decolorization and degradation.
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Figure 3.3: Experimental set up of sonophotocatalytic reactor
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In distilled water stock solution of hydrolyzed dye was prepared. The 500 ml of dye
solution having concentration of 100 mgL™" with different concentrations of TiO, (20,
50, 100, 200, 300, 400 and 500 mgL™") was used. Using dilute hydrochloric acid (1M)
and sodium hydroxide (1M) the initial pH of the samples was maintained. The solution
containing dye and TiO; in the reaction vessel was stirred magnetically at constant
temperature of 25 °C with the continuous exposure to UV irradiations. The 10 ml of
dye sample was taken over regular intervals of time i.e., 30, 60, 90 and 120 min,
filtered and analyzed for the determination degradation of dye at maximum Apax = 256
nm and 594 nm using UV-Visible spectrophotometer. Experiments were performed in

duplication.

3.4 Analytical Method
3.4.1 UV-Visible Spectrophotometer

The dye concentration and color in the model solutions were determined using UV-
Visible Spectrophotometer at scanning spectrum of 200-800 nm. The system was
switched on and warm up. Quartz Cuvettes were used. To get the relation between
concentration and absorbance of the dye compound, a calibration curve was made.
Calibration solutions were made from standard solutions of known concentration. The
absorbance is plotted against known concentration of the calibration samples at 594
nm. The calibration curves were stored in the system itself and the concentration of
unknown sample was calculated directly from the absorbance. Further the calibration
curve was prepared from RB 19 dye standard concentrations. Absorbencies vs. dye
concentrations were plotted to give a straight line shown in figure 3.4.

The percentage (%) decolorization was determined using following formula.

Dye % decolorization = (1-Cy/Cy) x100 (3.1

where C; and C, are the concentrations (mgL'l) of dye at reaction time t and 0,

respectively (Enes, 2008).
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Figure 3.4: Calibration curve of dye for concentration vs. absorbance

The change in solution concentrations were calculated by Beer-Lambert law while the
residual dye concentrations were determined using the value of absorbance at the
characteristic wavelength (Aynax = 256) from the spectrum. (Lucas et al. 2007).

A=leC (3.2)
Where A —absorbance, 1 - path length (cm), € - molar coefficient extinction (mol'cm™)

and C_ dye concentration at time t (mol L™") (Lucas et al. 2007).

3.4.2 TOC Analysis

The TOC instrument was heated up to 680 °C (furnace temperature) and 20 ml sample
injection. Reduction in percentage total organic carbon content was measured using
following equation (Carneiro et al. 2004).

TOC (%) = (TOCinitiat —"TOCfinat / TOCipitiar ) x 100 (3.3)
The reagents used for TOC analysis are mentioned in section 3.1.1. The preparation of

reagent solutions is as follows.

Inorganic Carbon (1C) determination by adopting following procedure

3.5 g of NaHCO; was measured that was previously dried for 2 hours in silica gel
desiccator, and 4.41 g of Na,COs previously dried for 1 hour at 280-290 °C and cooled
in desiccator. The weighed material was transferred to 1L volumetric flask and

deionized water was added.
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Total Carbon (TC determination by adopting following procedure
2.125 g of reagent grade potassium hydrogen phthalate was weighed that was
previously dried at 105-120 °C for about 1 hour and cooled in desiccator. The weighed

material was transferred to 1L volumetric flask and deionized water was added.

3.4.3 GC-MS Analysis

The samples were withdrawn at various time intervals and were extracted according to
the procedure reported in the literature (Rajkumar et al. 2007). The GC was equipped
with an Elite- xIb column (30 m x 0.25 mm) and 0.25 um film thickness and connected
directly to MS. The GC column was operated at 40 °C for 1.50 min which was than
increased to 300 °C at the rate of 20 °C /min. The other experimental conditions were:
helium as a carrier gas with the flow rate of 1 ml, sample volume 1 pl, injection

temperature 200 °C, injection mode split, and split ratio is 50 (Siddique et al. 2009).

3.5 Calculations of Energy Consumption

Energy consumption was calculated for the simple electrochemical process and
ultrasound assisted electrochemical process. The total energy consumption implied the
power used to generate electro-chemical reactions and to operate ultrasonic bath. The
energy calculations for electrochemical reactions based on input voltage and flow of
current through the solution while in case of ultrasonic process total power
consumption (300 W) by ultrasonic bath was included. In order to heat the system in

simple electrolysis process the electric power of (200 W) was used.

Electrical energy consumption was calculated using the following equation.

EC(kWhL")=(Pxt)/Vx60x log (Co/C) (3.4)

where P (kW) - power, V —volume (L) of water treated, t - oxidation time (min), Cy and

C; = concentrations of dye in (mgL'l) at reaction time t and 0 (Azbar et al. 2004).
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3.6 Statistical Analysis and Graphical Work

All experiments were carried out in duplicate and mean values are presented in the
results. Statistical comparisons of the mean values were performed by analysis of
variance (ANOVA), followed by Duncan’s multiple range test (p < 0.05), using SAS
8.3 software (SAS Ins. Inc., Cary, USA). Graphical work was carried out using
computer program Sigma Plot'™ v.10 (Siddique et al. 2009)
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Chapter 4
Results and Discussion

Sonoelectrochemical Degradation of RB 19

47



Sonolysis involves the use of ultrasonic waves and is generally base on the generation
of short-lived radical species produced in violent cavitational events. These radical
species can diffuse out of the bubble into the bulk fluid medium where they are able to
react with solute molecules. A steady state concentration of reactive radical species in
the liquid phase is then maintained by continuous irradiation with ultrasound. Non-
volatile organic compounds present in the liquid phase, can undergo degradation
mainly by reaction with the powerful oxidizing agents (-OH radicals) produced
(Mamdouh et al. 2002). Ultrasound combined with electrochemical process is another
promising method for the treatment of wastewater and degradation of some compounds
(Tordache et al. 2004). The electrochemical process also involves the oxidation of water
molecules that led to the formation of hydroxyl radical through the following reaction.
M+H,0 - M (-OH)+H +¢ 4.1)
The -OH radical generated from water discharge according to reaction (4.1) is then
used in organics oxidation process (Martinez-Huitle and Brillas, 2009). The application
of ultrasound enhances the process of the generation of electrochemical species which
in turn can significantly improve the efficiency of oxidation process. The sono-
electrochemistry has been effectively applied for the removal of organic pollutants
(Mamdouh et al. 2002). In present research the effect of different parameters (pH, dye
concentration, reaction time and electrode material) was studied to investigate the
sono-electrochemical degradation of RB 19 dye varying ultrasonic power.
Sonoelectrochemical degradation of dye solution is carried out in a reactor by setting
with the purpose of determining the optimum conditions. Under optimized conditions
the chemical kinetics, degradation mechanism and intermediates and end products of

RB 19 is also investigated.

4.1 Sonochemical Degradation

Sonochemical degradation experiments are conducted by ultrasound alone for the
degradation and decolorization of 50 mg L' RB 19 dye concentration at various initial
pH values (3-9) and ultrasonic power ranged (120-240 W) for the reaction time of 120
min. The working volume was 1 L. The dimensions of reaction vessel and ultrasonic

bath are described in section 3.3.1. From results it is found that basic pH is more
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suitable than acidic pH. Maximum 13.33% dye decolorization and negligible dye
degradation is observed at maximum ultrasonic power of 240 W at pH 8 after the
reaction time of 120 min (Table 4.1). The effect of decolorization can be interrelated
with the dye’s chemical structure but not with the TOC content. Therefore, reduction in
TOC is also investigated and the results shown in Table 4.6 demonstrates that only
7.2% TOC was reduced in sonochemical process alone. Further experiments are
conducted by electrochemical process alone and ultrasound assisted electrochemical

processes to compare the degradation efficiency of the dye.

Table 4.1: Percentage decolorization of RB 19 dye at different ultrasonic power

Dye Ultrasonic Decolorization (% age)
power (W)
30min  60min 90 min 120 min
120 1.17 3.32 5.21 7.10
RB 19
180 2.51 5.11 6.89 9.62
240 441 7.62 10.1 13.3

Reaction conditions: Dye concentration = 50 mg L™, pH= 8

The obtained results showed the similar trend as reported in the literature (Ince and
Tezcanli, 2001) that the decolorization of reactive dyes is insignificant by individual
ultrasonic process. For treating acid and basic dyes using ultrasound, it was found that
basic dyes were only decolorized by ultrasound (Lorimer et al. 2001). While a number
of studies stated the valuable use of ultrasonic irradiation for the decolorization of
different industrial dyes but the total decomposition of these complex compounds were
found difficult using ultrasonic process alone. Therefore, the combined use ultrasound
with other advanced oxidation methods i.e., the electrolysis is a more suitable approach

for the treating organic contaminants (Rivera et al. 2009).

4.2 Sonoelectrochemical Degradation

A combined electrochemical and ultrasound process for the degradation and

decolorization of RB 19 dye is studied and a comparison study of the alone

49



electrochemical and sono-electrochemical process is performed with different

operational parameters i.e., pH, ultrasonic Power, dye concentration and reaction time.

4.2.1 Effect of pH

The pH value is an important factor in determining the performance of combined
ultrasound and electrochemical process (Chen et al. 2002; Kobya et al. 2006; Sengil
and Ozacar, 2006). The effect of initial pH on the percentage RB 19 degradation is
investigated at various initial pH values (3-9). The dye degradation is markedly
influenced by solution pH. The results show that rate of degradation enhanced with the
increase of pH from acidic to basic conditions (He et al. 2008) (Figure 4.1). The
maximum degradation efficiency of 67.68% is observed at pH 8. In sonoelectrolysis of
dye aqueous solutions more hydroxyl radicals are expected to generate in alkaline pH
conditions. Under alkaline conditions the main anions is OH which changes into -OH
by losing electrons on the anode surface. The transfer of OH ions towards anode is
enhanced by ultrasonic waves. The increased production of these ‘OH enhances the

oxidation process of dye (De et al. 2008).
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Figure 4.1: Effect of initial pH on the percentage removal of dye concentration

by sonoelectrochemical process
Reaction conditions: Dye concentration= 50 mgL ™, US power = 240 W,
voltage= 10 volts
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At pH above 8, more free radicals scavengers such as COs?, SO, may exist and lead
to a decrease in the amount of -OH radicals which ultimately results the decrease in the

rate of decomposition at pH 9 (He et al. 2008).

4.2.2 Effect of Ultrasonic Power

By increasing ultrasonic power the mixing intensity would enhanced due to turbulence
produced by collapse of cavitational bubble in addition to micro jetting which results in
the increase of rate of reaction (Price, 1992; Simona et al. 2007). Sonoelectrochemical
experiments are conducted at pH 8 with different ultrasonic power ranged from 120-
240 W (Figure 4.2). The results show that the increase in ultrasonic power caused a
decrease in the residual dye concentration. The maximum 71% decrease in dye
concentration is observed at ultrasonic power of 240 W after 120 min of reaction time.
However, at optimum frequency by increasing ultrasonic power from 240 to 300 W, no
significant effect on the decrease of residual dye concentrations is observed. This was
due to the reasons that a maximum rate of reaction can be obtained in any chemical
reaction when an optimum acoustic power exists therefore a great number of
cavitational bubbles are generated at higher ultrasonic power. For further transfer of
acoustic energy they induce some hurdles through the whole liquid. (Price, 1992;

Petrier and Francony, 1997; Simona et al. 2007).

4.2.3 Dye Decolorization

The comparison of different techniques on the percentage dye decolorization shown in
Figure 4.3. It is observed that 13.33% dye decolorization in heterogeneous ultrasonic
process is obtained at the maximum ultrasonic power of 240 W during the experiment
of 120 min. In simple electrochemical process, 52% decolorization is observed in 120
min. These results are in agreement with the studies conducted by Rivera et al. They
reported the use of ultrasonic irradiations for the decolorization and COD reduction of
many industrial dyes. The removal of these complex compounds was not easy to attain
by alone ultrasound. Therefore combination of ultrasound with electrochemical was

found a convenient approach for pollutant remediation (Rivera et al. 2009).
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Figure 4.2: Effect of ultrasonic power on percentage decrease in dye

concentration by sonoelectrochemical process
Reaction conditions: Dye concentration= 50 mgL™, pH= 8, voltage= 10 volts

Table 4.6 shows profiles of the dye decolorization by different techniques and results
indicated the superiority of ultrasound assisted electrochemical process over ultrasound
and electrochemical methods. By ultrasound assisted electrochemical process, at US
power of 240 W for 120 min, decolorization was reached to 90%. The additive effect
of ultrasonic and electrochemical methods can be explained in terms of: (1) the
presence of high energy micro jets (-OH produced by violent collapse of ultrasonic
cavitations) (Pelegrini et al. 1999), (2) and water molecules oxidation during
electrochemical procedure leading to the generation of -OH radical thus enhancing the

dye decomposition.

During the ultrasound assisted electrochemical process, strong agitation of the aqueous
solutions and constant degassing on the surface of electrodes was reported (Lorimer et
al. 2001). The agitation by means of cavitations at the surface of electrode assists ion
movements across the electrode double layer throughout the electrochemical process

and decrease ion depletion in the diffusion layer and ultrasonic degassing at an

52



electrode surface avoid gas bubble accumulation interfering with the passage of
current. The continuous activation and cleaning of the electrode was achieved by
bubbles at and near the electrode surface. The increase in decolorization rates observed
was may be the combine effect as discussed above (Rivera et al. 2009; Lorimer et al.

2001).
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Figure 4.3: Comparison of ultrasound, electrochemical and ultrasound

assisted electrochemical processes for decolorization of dye
Reaction conditions: initial pH = 8, US power =240 W, dye concentration= 50 mgL™

4.2.4 UV-Visible Absorption Spectral Changes

The changes in the absorption spectra (both at UV and visible regions with respective
wavelengths of 256 nm and 594 nm) at various time intervals during combined
treatment of RB 19 through ultrasonic and electrochemical techniques are presented in
Figure 4.4. The peak observed in the visible region is because of blue color of
chromophore, while peak observed in the ultraviolet region was as a result of
anthraquinone structure of the dye (Rajkumar et al. 2007). The disappearance of the
visible band in a short period might be caused by the fragmentation of the quinone
links by -OH radical attack during the oxidation process. All together, the reduction in
the absorbance at 256 nm is considered as the evidence of chromophore degradation in

the dye molecule and its intermediates. It is found that both the color removal and
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decomposition in the dye structure are attained after 120 min of ultrasound assisted
electrolysis for 50 mgL™" of dye concentration.
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Figure 4.4: UV-Vis spectra during the sonoelectrochemical degradation of
RB 19, Reaction conditions: initial pH = 8, US power = 240 W, dye
concentration = 50 mgL™

4.2.5 Effect of Initial Dye Concentration

The effect of initial dye concentrations (20-100 mgL™) on sonoelectrochemical process
is also investigated under the conditions pH 8, ultrasonic power of 240 W for 120 min.
It is observed that the extent of degradation decreased with the increase of initial dye
concentration. The dye decolorization and degradation are inversely proportional to the
dye concentration used in the experiment. The increase of RB 19 concentration from 20
to 100 mgL"' decreased the degradation from 84.64% to 21.23% (Figure 4.5a) and
decolorization from 99% to 53% (Figure 4.5b). The obtained results fits best with the
results reported in literature (Mrowetz et al. 2003). Higher concentration of dye
enhances the number of dye molecules, but not the -OH radical concentration so; the
removal rate becomes slow (Mrowetz et al. 2003). However, with the increase in
reaction time from 120 to 150 min, better degradation and decolorization is achieved
for increasing dye concentration. In this experiment, for the degradation of 50 mgL™" of

RB 19 a reaction time of 120 min is sufficient.
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Figure 4.5(a): Percentage degradation of RB 19 (b) Percentage decolorization of

RB 19 by sonoelectrochemical process
Reaction conditions: pH = 8, US power = 240 W, voltage = 10 volts

4.2.6 Effect of Reaction Time

The degradation and decolorization of dye using simple ultrasound and combined
electrochemical/ultrasound process at the reaction time of 120 min was investigated.
From the results it was found that, 54% of color removal and 39% of dye degradation

was obtained by simple electrochemical process and 90% of color removal and 65% of
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dye degradation was obtained using combined ultrasound and electrochemical process
at the reaction time of 120 min. So the use of combined techniques enhances the
removal efficiency as compared to individual technique at same reaction time of 120

min.

4.2.7 Kinetic Studies

Kinetic study for sonoelectrochemical degradation is undertaken by residual
concentrations of RB 19 with the passage of time and measuring the rate constant (k)
for first, second and third order reactions (Table 4.2). Kinetic measurements are
performed as a function of RB 19 concentrations. Values of rate constant (k) for first,
second and third order shows that the order of reaction within the current experimental

conditions is of first order.

Table 4.2: Determination of rate constant (k) for various order of reaction

Concentrations Reaction Ist order 2" order 3" order
(mgL™) time (min) kinetics kinetics kinetics

30 0.02 0.1x 107 0.1x107

20 60 0.02 0.2 x10? 03x10°

90 0.02 0.2 x10? 03x10°

120 0.02 0.3 x 107 0.6x 107

30 0.02 0.6x 107 4.1x 108

40 3 -8
60 0.02 0.9x 10 45x10

90 0.02 0.9x10° 45x 108

120 0.02 0.9x 107 46x10%

Reaction conditions: US power =240 W, pH =8

The order of reaction is confirmed by plotting the graph between In (C/Cy) and time

(Figure 4.6) at different initial concentrations, using first order rate equation.
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In (C/Co) = -kt (4.2)
Where C - dye concentration at time t and 0 (mgL™), k  first order rate constant (min”

"y and T - reaction time in min (Fung et al. 2000).

The relationship between In (Cy/Cy) and irradiation time is linear (straight line). This is
a typical first order reaction plot (Figure 4.6). The slopes of the lines gives the clear
rate constant (k).The regression coefficient R® obtained (Figure 4.6) for first order
reaction at different concentrations of RB 19 is shown in (Table 4.3). The R? values
ranged from 0.99 to 0.97, confirming that ultrasound assisted electrochemical

degradation of RB 19 followed the first order reaction.

Time (min)
0 30 60 90 120
R? =0.9753
R2 =0.9861
S R? = 0.9996
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c R2=0.9917
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X 80mg/L —0—100mg/ L

Figure. 4.6: First order kinetic plot of RB 19 degradation by sono-

electrochemical process at different dye concentrations
Reaction conditions: pH =8, US power = 240 W, voltage = 10 volts,
temperature = 25 °C, reactor volume =1 L.

Carneiro et al. (2004) evaluated the dependence of initial degradation rate on the RB 4
dye concentration from slopes of the curves In (A — Ax) as a function of time. The
results obtained from his study showed that the curves of In (A-Ao0) vs. time are linear

and the degradation followed a first order kinetic with a rate constant. The results
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described in Figure 4.6 are in good agreement with those reported in literature (Kaur

and Singh, 2007).

Table 4.3: Integrated rate law and Regression coefficient for first order reaction
at different concentrations of RB 19

Conc. First order R®
(mgL™) InC = -klt + C’
20 InC=-047t+0.42 0.994
40 InC = -0.35t+0.31 0.991
60 InC =-0.22t+0.23 0.999
80 InC =-0.09t + 0.09 0.986
100 InC =-0.06t + 0.06 0.975

Reaction conditions: US power =240 W, pH = 8, Time = 120 min

4.2.8 Reduction of Half Life

In kinetic study half life for RB 19 of concentration 50 mgL™"' is determine at different
ultrasonic power settings. Table 4.4 shows the values of rate constant and half life at
different ultrasonic power. It is seen from the table 4.4, that by increasing ultrasonic
power from 0 to 240 W, half life is decreased 1/3 at power of 240 W as compared to 0
W power. The half life of RB 19 in natural environment is 46 years at pH 7 and at
temperature of 25 °C which is equal to 23.8 x 10® min but by applying ultrasonic power
it decreases to 51.3 min. So by applying ultrasonic power the half life becomes reduced

up to 21.5 million times.
As order for the RB 19 is first order, therefore following equation is used to determine

the half life:
tip=1n2/k 4.3)
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Table 4.4: The effect of Ultrasonic power on half life

Chemical Ultrasonic power (W)

kinetics 0 120 180 240

k (min™) 46x107 6.9x107 10x10°° 13.5x 107
t, (Min) 149.4 99.3 68.1 51.3

Reaction conditions: Dye concentration = 50 mgL™"', Time = 80 minutes, pH = 8

4.2.9 RB 19 Degradation Analysis

The results of degradation analysis of unhydrolyzed dye obtained by TOC analysis are
presented in Table 4.5. It was observed that the heterogeneous nature of treatment
(ultrasonic and electrochemical oxidation processes) permitted an overall TOC
reduction of about 56% in 120 min. Individually, ultrasonic and electrochemical

techniques caused 7.2% and 11.0% respective reduction of TOC after 120 min.

Table 4.5: Comparison of ultrasound, electrochemical and ultrasound
assisted electrochemical processes for decolorization and reduction of the

total organic carbon content of RB 19 dye
Process Decolorization TOC reduction (%)
(Unhydrolyzed dye) (hydrolyzed dye)

(%)
Ultrasound 13% 72% -
Electrochemical 52% 11.0%
Ultrasound assisted 90% 56.47% 81%

electrochemical
Reaction conditions: Dye concentration = 50 mgL™', US power = 240 W

In case of hydrolyzed dye solution containing 50 mgL™ of RB 19, the application of
ultrasonic assisted electrochemical method results in 81% reduction in TOC in 120 min
at pH 8. The enhancement in the mineralization of RB 19 by the effect of ultrasound
can be explained by the increased mass transport of chemical species between the
solution and electrodes surface and additional production of -OH radicals by cavitation
phenomenon (Bahena et al. 2008). Thus, it is again confirmed that a combination of

ultrasonic and electrochemical processes is effective to decompose the RB 19. The
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results obtained from TOC reductions of RB 19 from individual and heterogeneous
treatments are in good agreement with the observations reported (Bahena et al. 2008).
The overall comparison of TOC/TOC, ratio of hydrolyzed and unhydrolyzed RB 19 is

presented in Figure 4.7.

However, further studies are required to determine the precise mechanism for the
degradation of hydrolyzed and unhydrolyzed RB 19 dye by ultrasound assisted

electrochemical process.

The products which are formed after the treatments of hydrolyzed and un-hydrolyzed
dye are identified using GC-MS. Samples at different intervals (10, 15, 30, 45, 60, 90
and 120 min) are collected during the sonoelectrolysis of 400 mgL™ RB 19 at pH 8.0.
The sample is extracted under alkaline conditions followed by acidic conditions using
ethyl acetate (HPLC grade) in a separatory funnel. Each extraction is done several
times and extract is dehydrated using anhydrous sodium sulfate. The solvent is

removed under reduced pressure and the residual mass was analyzed by GC-MS.
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Figure 4.7: The relative changes in TOC removal of RB 19 at 120 min
Reaction conditions: dye concentration = 50 mgL™, pH = 8, voltage = 10 volts,
operating power = 240 W, temperature = 25 °C, reactor volume =1 L

60



The degradation pathway is illustrated in Figure 4.8. In this process of oxidation the
C(5)- C(6), C(13)-C(14), C(6)-C(7), C(12)-C(13), C(8)-N, C(9)-S, C(11)-N, C(17)-S,
C(15)-N bonds are prone to cleave. In case of un-hydrolyzed dye the degradation took
longer time. The only decomposed product observed after the treatment of 10 min is
anthraquinone, formed after the cleavage of C(8)-N, C(9)-S, C(11)-N, along with the
residuals of the dye. Treatment of 15 min results in the formation of isoindoline-1,3-
dione, isobenzofuran-1,3-dione and 2,3-dihydronaphthalene-1,4-dione along with small
dye fragments. The formation of these compounds is due to the cleavage of C(6)-C(7),
C(12)-C(13) bonds. However, a treatment for 30 min results in the formation of
products e.g. acetic acid, benzoic acid etc (Figure 4.8) with the complete removal of
dye. Further treatment only results in the increased peak areas of acetic acid with the
disappearance of the other compounds. Whereas, in case of hydrolyzed dye, the 10 min
treatment proves to be enough and the results are comparable with the 30 min treatment

of un-hydrolyzed dye.
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Figure 4.8: Proposed pathways of ultrasound assisted electrochemical

degradation of RB 19 identified by GC-MS

Reaction conditions: initial pH =8, US power = 240 W, dye concentration
=400 mgL?, voltage = 10 volts, temperature = 25 °C, reactor volume =1 L
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4.2.10 Energy Consumption of the Process

Electrical energy consumption was calculated according to the formula mentioned in
section 3.5 (Azbar et al. 2004; Mahamuni et al. 2010). The relative energy
consumptions for the degradation and decolorization of I L dye solution in the absence
of ultrasonic technique or in combination of ultrasound and electrochemical methods
are presented in Table 4.6. It is evident that the energy consumption is lower when
combination of ultrasonic and electrochemical methods is used to treat RB 19.
Moreover, the efficiency of the method in terms of percentage
degradation/decolorization is also very high (almost double) as compared with the
situation when alone electrochemical method is used. It is clear from Table 4.6 that
energy consumption for degradation decreases from 1.20 to 0.75 kW h L™'; moreover,
percentage dye removal is increases from 39 to 65% with the increase of ultrasonic
power (120 to 240 W) at reaction time of 120 min. In case of dye decolorization,
energy consumption also decreases from 0.86 to 0.44 (kW h L) and percentage color
removal increases from 54 to 90% for same US power and reaction time. However dye

degradation required more time and energy than the color removal.

Table 4.6: Comparison of electrical energy consumption with no ultrasonication
and at different ultrasonic power setting during electrochemical process

Degradation Decolorization
Ultrasonic power Energy Energy

(W) Consumption Removal Consumption  Removal

(kwh L™ % (kw h L™ %

No ultrasonication 1.20 39 0.86 54

120 1.14 49 0.86 65

180 0.96 58 0.63 76

240 0.75 65 0.44 90

Reaction conditions: pH= 8, Time= 120 min
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Chapter 5
Hydrolysis of RB 19
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The percentage degradation, energy consumption, TOC removal, half life
determination, kinetics and mechanism etc, for RB 19 dye is investigated by hydrolysis
process in the present study. At high temperature and pressure, pure liquid water
becomes surprisingly effective medium for the degradation of organic compounds. By
increasing pressure the rate of chemical reaction increases due to increase in
dissociation constant of water. Rapid conversions are observed for the majority of
organic compounds (Robina et al. 2004). Also hydrolysis by-products are normally less
toxic to the environment than parent compound (Mabey and Mill, 1978). Water at high
temperature and pressure simultaneously acts as a solvent, catalyst and reagent for
reactions that are typically catalyzed by acids or bases. By this process very selective
transformations are accessible by reactions in pure, hot water without using toxic and
environmentally destructive materials (Siddique et al. 2009). The aim of this study is to
explore the hydrolysis of RB 19 at different conditions of temperatures and pressures.
The hydrolytic study is divided in to two categories i.e. atmospheric pressure and high
pressure hydrolysis. The hydrolytic process is carried out setting different parameters
(pH, dye concentration, temperatures and pressures. Under optimum conditions of
temperature and pressures degradation kinetics and reaction mechanism is investigated.
The intermediates and end products are identified and a possible degradation pathway

is proposed.

5.1 Effect of pH

The effect of pH under atmospheric pressure and high pressure hydrolysis were

investigated and detail of experiments conducted is given below.

5.1.1 Under Atmospheric Pressure

The degradation and decolorization of 50 mgL™" of RB 19 at different pH conditions (2,
4, 6, 8 and 10) and temperatures (40 °C, 60 °C, 80 °C and 100 °C) during atmospheric
pressure hydrolysis are investigated. To study the degradation and decolorization rate,

the procedure given in section 3.3.2 is adopted.
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Table 5.1: Residual concentration and percentage degradation of RB 19 at
different conditions of temperature during atmospheric pressure hydrolysis

Time pH
(min) 2 4 6 8 10
RC %D RC %D RC %D RC %D RC %D
T=40°C
30 4993 0.13 4844 312 49.61 0.79 49.82 035 49.87 0.25
60 49.84 031 4835 329 4952 096 49.69 0.60 49.74 0.51
90 49.76 048 4826 346 4943 1.14 4956 0.87 49.62 0.76
120 49.67 0.69 48.18 3.63 4934 131 4943 1.13 4949 1.01
T=60°C
30 4898 203 4885 230 4920 159 4975 049 49.15 1.70
60 48.62 276 4843 3.13 49.11 177 4958 0.82 48.06 3.88
90 4842 315 4776 447 49.05 190 4934 1.31 4794 412
120  47.75 449 4751 499 4896 2.08 49.14 173 4794 4.11
T=80°C
30 46.84 632 4642 7.15 49.12 1.75 4931 1.38 49.11 1.77
60 46.79 640 4578 844 4897 204 49.06 1.88 4802 3.96
90 46.38 723 4531 936 48.72 256 4881 238 4779 441
120  46.12 7.74 4501 996 4836 328 4845 3.09 4775 4.49
T=100°C
30 46.08 7.84 4582 834 4850 299 4857 2.84 48.02 394
60 45.64 871 4520 9.59 47.83 434 48.01 397 4784 431
90 4544  9.10 4475 1049 4736 527 4767 4.64 4716 568
120 4496 10.06 4424 11.52 47.04 591 4755 489 4689 6.20

Reaction conditions: Initial Concentration of dye = 50 mgL™"

Note: RC = Residual Concentration and %D = Percentage Degradation
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Table 5.2: Percentage decolorization of RB 19 at different conditions of
temperature during atmospheric pressure hydrolysis

Time pH
(min) 2 4 6 8 10

T=40°C

30 1.53 4.08 0.87 0.63 0.80

60 2.35 6.60 0.76 1.26 1.49

90 3.30 7.86 3.38 2.10 2.42

120 4.00 9.11 3.81 2.95 3.11
T=60°C

30 5.34 5.67 1.47 0.69 1.75

60 6.48 9.62 3.79 1.66 3.25

90 7.63 14.07 4.77 2.77 4.38

120 8.78 17.03 5.75 3.60 5.75
T=80°C

30 7.18 12.02 2.37 3.70 5.11

60 14.36 18.03 4.71 7.67 7.93

90 17.95 33.88 5.76 11.11 9.85

120 25.13 36.61 9.69 13.22 11.76
T =100°C

30 26.24 28.93 5.35 3.63 7.21

60 39.59 4491 8.82 7.01 9.45

90 43.43 48.61 16.31 9.35 14.68

120 46.15 53.24 17.38 12.72 16.41

Reaction conditions: Initial Concentration of dye = 50 mgL™"
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The percentage residual concentration, degradation and decolorization at different

temperatures, 1 atm pressure and pH values (table 5.1and 5.2) are studied.

5.1.2 Under High Pressure

To determine the degradation and decolorization of 50 mgL™ of RB 19, experiments
for high pressure hydrolysis (2 atm) are also conducted at different pH conditions (2, 4,
6, 8 and 10) and at 120 °C temperature. The table 5.3, 5.4 and 5.5 shows the percentage
residual concentration, percentage degradation and percentage decolorization at 120 “C

temperatures, 2 atm pressure and different pH values.

Table 5.3: Residual concentration of RB 19 at 120 °C during high pressure

hydrolysis
Time pH
(min) 2 4 6 8 10
T=120°C, P =2atm

30 45.96 45.79 47.75 47.95 47.05
60 4391 43.69 45.87 46.91 45.95
90 41.97 41.21 4478 45.01 44.85
120 39.92 39.12 43.98 44.06 43.22

Reaction conditions: Initial Concentration of dye = 50 mgL”’

Table 5.4: Percentage degradation of RB 19 at 120 °C during high pressure

hydrolysis
Time pH
(min) 2 4 6 8 10
T=120°C,P=2atm

30 8.06 8.41 4.49 4.08 5.89
60 12.17 12.60 8.26 6.18 8.09
90 16.04 17.58 10.42 9.98 10.29
120 20.14 23.76 12.03 11.88 13.54

Reaction conditions: Initial Concentration of dye = 50 mgL"

Table 5.5: Percentage decolorization of RB 19 at 120 °C during high pressure

hydrolysis
Time pH
(min) 2 4 6 8 10
T=120°C,P =2 atm

30 28.87 31.05 5.41 4.73 5.93
60 47.37 48.28 13.65 8.92 10.68
90 59.30 61.47 23.00 27.84 20.17
120 73.15 74.39 30.26 38.38 30.86

Reaction conditions: Initial Concentration of dye = 50 mgL™’
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From the tables 5.3, 5.4 and 5.5, it is found that the degradation and decolorization rate
of the dye under investigation at atmospheric and high pressure is highly influenced by
the reaction pH (Figure 5.1). A significant increase (p<0.05) in the percentage
degradation and decolorization of dye is observed with the increasing pH and the
highest value is obtained up to pH 4. A further increase in pH above 4 caused a
decrease in the degradation rate. It seems that the hydrolytic reaction might be
catalyzed by hydronium ions in acidic medium. Since hydrogen ions (H') are not
consumed during hydrolysis and just act as a catalyst, so they acts as a better catalyst as
compared to OH for the conversion of RB 19 in to inorganic compounds (Robina et al.
2008, Siddique et al. 2009). Moreover, the H™ ions not only act as catalysts but also
enhance the electro negativity of the leaving group in acidic conditions, which helps in
breaking of the bonds in the RB 19. Thus, the rate of hydrolysis continues to increase
with increasing H' ion concentrations (Robina et al. 2004). The present experiment has
an interesting observation that hydrolytic rate does not increase further when pH is
lowered below 4. Insignificant difference for dye degradation is observed for pH 2 and
4, but the pH 4 is considered as optimum experiment. These results are in good

agreement with Rajkumar et al. (2007).
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Figure 5.1: Effect of pH on the hydrolysis of RB 19 under high pressure
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5.2 Effect of Temperature and Pressure

As the temperature and pressure are increased from 40 °C to 120 °C and from 1 to 2
atmospheric pressure, the rates of degradation are also significantly (p<0.05) increased
at different pH conditions (Figure 5.2 a-e¢). Water provides more suitable and favorable
reaction medium for organics by increasing pressure and temperature. With the
increase in temperature from 40 to 120 °C, the ionic product (dissociation constant) of
water increases and the dielectric constant of water falls rapidly. These changes in the

physical properties alter the solvent properties of water (Robina et al. 2004).

At high temperature and pressure, water acts simultaneously as a convenient solvent,
catalyst and reagent for reactions that are typically catalyzed by the acid or base. The
chances of pollution are also less thus it is an environmental friendly process of

treating the organic compounds.
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Figure 5.2 (a): Effect of temperature on the percentage degradation of
RB 19 at pH 2
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Figure 5.2 (c): Effect of temperature on the percentage degradation of

RB 19 at pH 6
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Figure 5.2 (e): Effect of temperature on the percentage degradation of

RB 19 at pH 10
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5.3 Degradation Kinetics of RB 19 at Atmospheric and High Pressure

Under different conditions of temperatures (40, 60, 80, 100 and 120 °C) and 1 to 2
atmospheric pressures the order of reaction is determined. A graph between the
reciprocal of remaining dye concentrations against time at pH values 2-10 are plotted.
The dye degradation apparently follows 1st order of kinetics (Fung et al. 2000) (Figure
5.3 and 5.4).

Time (min)
30 60 90 120
0

-0.003
-0.006 +
-0.009

In (C/Co)

-0.012 +

-0.015 +

-0.018 -

¢ 2pH O 4pH A 6pH X 8pH Xx 10pH

Figure 5.3: Determination of order of reaction at 40 °C

Time (min
30 60 90 120

-0.05 -
-0.1 A
-0.15 -

In (C/Co)

-0.2

-0.25 -

-0.3 -

¢ 2pH O 4pH A 6pH X 8pH o 10pH

Figure 5.4: Determination of order of reaction at 120 °C
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The degradation kinetics is determined for different RB 19 concentrations for various
time intervals, temperatures and pressures (Table 5.6). Values of rate constant (k) for
first, second and third order showed that the reaction follows first order for various

experimental conditions under investigation.

Table 5.6: Determination of rate constant (k) for various order of reaction

Concentrations  Reaction 1% order kinetics 2" order 3" order kinetics
(mgL™) time (min) kinetics
30 0.04 0.1x 107 0.3x 107
50 60 0.04 0.1x 107 0.2x 107
90 0.04 0.1x 107 0.2x 107
120 0.04 0.1x 107 0.2x 107
30 0.04 0.7x 10™ 0.5x 107
100 60 0.039 0.6x 10™ 0.5x 10°
90 0.04 0.5x10* 0.5x10°
120 0.04 0.6x10™ 0.3x 10"

Reaction conditions: Temperature: 120 °C, Pressure: 2 atm, pH : 4

The order of reaction is confirmed by plotting the graph between the In (C/Cy) against
time (Figure 5.5) at different initial concentrations, by employing first order rate
equation.

In (CyCy) = -kt (5.1)
Where, C - the dye concentration (mgL™) at time t and 0, k  first order rate constant

(min™) and T - reaction time in minutes (Kaur and Singh, 2007).

The correlation between In (C/Cy) and treatment time is linear (straight line). This is a
typical first order reaction plot (Figure 5.5). The slopes of the lines show the apparent
rate constant (k). The regression coefficient R* obtains (Figure 5.5) for first order
reaction at different concentrations of RB 19 is shown in (Table 5.7). The R? values
ranges from 0.999 to 0.995, confirming that hydrolysis of RB 19 follows the first order

reaction.
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Figure 5.5: First order kinetic plot of RB 19 degradation by hydrolysis
process at different concentrations at 120 °C

The reaction kinetics describes the reaction rates while the reaction order defines the
dependence of the reaction rate on the concentrations of reacting species. The reaction
order is determined experimentally and not necessarily related to the stoichiometry of
the reaction. However, it is governed by the mechanism of the reaction, that is, by the
number of chemical species that must collide for the reaction to occur (Zainal et al.
2006). The reaction rate for first order kinetics depends on one specie i.e. RB 19 alone.
Thus the mechanism involved in the Thermal-pressure hydrolysis of RB 19 is the first

order reaction.

Table 5.7: Integrated rate law and Regression coefficient for first order reaction
at different concentrations of RB 19

Concentration First order R’
mgL™* InC = -k;t + C”
50 InC=-0.15t+0.16 0.99
100 InC = -0.13t+0.13 0.99
150 InC=-0.12t+0.14 0.99

Reaction conditions:: Temperature: 120 °C, Pressure: 2 atm
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5.4 Half Life Reduction

Increasing temperature from 40-120 °C results in the significant (p<0.05) decrease of
half life. At pH 4, half life is 2247.5 min at 40 °C which reduces to 339.4 min when the
temperature is increased to 120 °C. The values of rate constant and half life at different
temperatures and pH 4 are shown in (Table 5.8). Because the reaction order for the RB
19 degradation is first order, therefore following equation is used to determine the half
life.

tip=1n2/k (5.2)
Half life has been calculated for the degradation of organophosphorous pesticides,
under natural conditions and under high temperatures and pressures. It was found that
half-life decreased with increasing temperatures and pressures (Robina et al. 2004 and
2008). It is apparent from above discussion that thermal-pressure mediated hydrolysis

is very effective in degradation of RB 19 in synthetic dye solution.

Table 5.8: Effect of different conditions of Temperature on half life reduction
Chemical Temperature °C
Kinetics 40 60 80 100 120

k(min?) 031x10° 042x107° 087x10° 1.02x10° 2.04x107

t 5, (Min) 2247.5 1630.5 792 681.6 339.4

Reaction conditions:: Dye concentration = 50 mgL™', Time = 120 min, pH = 4

5.5 Total Organic Carbon Reduction

The most common way of estimating the dye degradation is to monitor the reduction of
TOC. In this experiment, almost 32.8% TOC reduction is attained from the treated
samples under following optimized conditions: dye concentration 50 mgL™, initial pH
4, temperature 120 °C, pressure 2 atm and reaction time 120 min. The reduction in
TOC indicated the loss of reactive group during the reduction process. Although
considerable reduction of TOC (32%) is obtained which is comparable to previous
studies (Ronaldo et al. 1999; Rajkumar et al. 2007; Shuang et al. 2008) however, it is

also noted that dye hydrolysis takes longer time compared with previous studies.
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5.6 Identification of Degraded Products

The products which are formed during the degradation of RB 19 were identified by
GC-MS as shown in Table 5.9. Samples at different intervals are collected during the
high pressure hydrolysis of 500 mgL™' RB 19 at pH 4.0. The sample is extracted under
alkaline conditions followed by acidic conditions using ethyl acetate (HPLC grade) in a
separatory funnel. Each extraction is done several times and extract was dehydrated
using anhydrous sodium sulfate. The solvent is removed under reduced pressure and
the residual mass is analyzed by GC-MS. The degradation pathway is proposed and
illustrated in Figure 5.6. In this process of oxidation the C(5)- C(6), C(13)-C(14), C(6)-
C(7), C(12)-C(13), C(8)-N, C(9)-S, C(11)-N, C(17)-S, C(15)-N bonds are prone to
cleave. The treatment of dye after 10 min showed the formation of benzaldehyde,
acetophenone, benzoic acid and isoindoline-1,3-dione. Benzaldehyde is formed
through the cleavage of C(6)-C(7) and C(13)-C(14), whereas benzoic acid is formed
after the oxidation of benzaldehyde. The isobenzofuran-1,3-dione may be formed after
the cleavage of C(6)-C(7) and C(12)-C(13) bonds. The compounds identified after 20
min treatment are similar except the appearance of acetic acid peak and disappearance
of isoindoline-1,3-dione. The samples at 30 min show the presence of benzaldehyde,
acetic acid, and newly appeared oxalic acid peak. The formation of oxalic acid and
acetic acid results from the ring cleavage and its further oxidation is also evident by the

products determined after the final treatment for 120 min.
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Table 5.9: Intermediates identified by GC-MS analysis

Compounds Structure Time (min)

10 20 30 45 60 120

Benzaldehyde P P P A A A

Benzoic acid

Acetophenone P A A A A A
Isobenzofuran-1,3-dione io P A A A A A
o
(e}
Acetic acid CH3;COOH A P P P p p
Oxalic acid (l.?OOH A A P P P P
COCH

*P = present, A = absent
Reaction conditions: Dye concentration = 500 mgL™', Temperature = 120 °C, Pressure = 2 atm, pH= 4
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Figure 5.6: Proposed degradation path way of RB 19 by thermal pressure

mediated hydrolysis, Reaction conditions: pH = 4, conc. = 500 mgL™, temp
=120 °C, pressure = 2 atm
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5.7 Decolorization of RB 19

It is observed that a maximum of 31% decolorization take place with first 30 min of
treatment (Table 5.10). GC-MS results show that RB 19 break into benzaldehyde,
benzoic acid, acetophenone, isobenzofuron-1, 3-dione by the cleavage of its
chromophores within first 30 min which might have caused decolorization within this
time period. Moreover, the benzoic acid, acetophenone and isobenzofuron-1, 3-dione is
decomposed into either acetic acid or oxalic acid that might have resulted in
decolorization. However, ultimate decolorization occurred is 74 % due to RB 19

degradation after 120 min.

Table 5.10: Percentage decolorization (%) of RB 19 at pH 4

Time (min) Percentage
Decolorization

30 31.05

60 48.28

90 61.47

120 74.39

Reaction conditions: Dye concentration = 50 mgL™', Temperature = 120 °C
and Pressure =2 atm

5.8 Effect of Hydrogen Peroxide

An important parameter which effects the degradation of RB 19 is hydrogen peroxide
addition. Therefore it is very important to study the effect of hydrogen peroxide
concentration to determine the optimum doze of hydrogen peroxide for the effective
decolorization. Experiments are conducted by changing the concentration of hydrogen
peroxide from 0.5 to 3.0 mIL™ (Figure 5.7). From the results it is found that the best
oxidant dosage is 2ml L. So, further experiments are conducted by using the optimum

dose of hydrogen peroxide.
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Figure 5.7: Effect of H,O, addition on the decolorization of RB 19

The addition of hydrogen peroxide to the solution increases the concentration of -OH
radicals, thus enhancing the decolorization of organic dyes. From the figure 5.7, it is
concluded that the addition of hydrogen peroxide is effective for the degradation of RB
19, upon further addition from 2.0 to 3.0 ml L™'; the rate of decolorization is reduced.
Possibly it is due to the saturation of -OH radicals in the solution. Therefore further
addition of hydrogen peroxide failed to enhance the reaction. Moreover at high
concentration of hydrogen peroxide it also acts as a scavengers as shown in Eq. 5.3 and

5.4 (Kaur, 2007).

H,0, + -OH — HO, + H,0 (5.3)
HO, +-OH — H,0 + O, (5.4)

5.8.1 Effect of Oxidant (H,O,) at High Pressure

The degradation of 50 mgL™ of RB 19 at different pH conditions (2, 4, 6, 8 and 10), at
temperature 120 °C, pressure 2 atm and reaction time 120 min and with optimum

concentrations (Figure 5.7) of hydrogen peroxide is investigated. The tables 5.11, 5.12
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and 5.13 show the residual concentration, percentage degradation and percentage

decolorization at different pH values and 120 °C temperature.

Table 5.11: Residual concentration of RB 19 at 120 °C during degradation with
hydrogen peroxide

Time pH
(min) 2 4 6 8 10
T =120°C, P = 2atm
30 39.75 40.76 4279 4332  42.06
60 35.61 37.71 38.99  39.77 37.96
90 31.43 33.53 3489 3552 33.12
120 27.82 29.92 31.59 33.61 30.58

Reaction conditions: Initial Concentration of dye = 50 mgL"

Table 5.12: Percentage degradation of RB 19 at 120 °C during degradation with
hydrogen peroxide

Time pH
(min) 2 4 6 8 10
T =120°C, P = 2atm
30 18.49 19.73 14.42 13.37 15.87
60 24.57 27.90 22.01 20.45 24.07
90 32.93 35.34 30.21 28.96 33.77
120 40.15 47.38 36.82 32.78 27.28

Reaction conditions: Initial Concentration of dye =50 mgL™

Table 5.13: Percentage decolorization of RB 19 at 120 °C during degradation
with hydrogen peroxide

Time pH
(min) 2 4 6 8 10
T =120°C, P = 2atm
30 87.83 88.83 33.25 16.88 17.16
60 92.59 91.94 60.30 25.25 18.95
90 93.85 94.77 72.57 31.13 27.26
120 95.11 96.61 75.73 39.12 34.84

Reaction conditions: Initial Concentration of dye =50 mgL™

From the tables 5.11, 5.12 and 5.13, it is found that rate of dye degradation and
decolorization under investigation by high pressure hydrolysis is highly influenced by
hydrogen peroxide. The addition of hydrogen peroxide enhanced the chemical reaction

and the rates of degradation and decolorization increased with the addition of optimum
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dose of hydrogen peroxide concentration. The degradation rate is highest at pH 4 and
the dye is 96.61% decolorized. This is due to the presence of hydroxyl radicals in the
sample which are very stable and when activated reduce the decolorization and
enhance the degradation. The hydroxyl radicals from hydrogen peroxide and water at
high temperature and pressure provided an excellent medium for the reaction.
Hydrogen peroxide is a strong oxidizing agent and also used as a bleaching source in
the textile industries. As hydrogen peroxide radicals work as a strong bleaching agent
and are being used in the industries so extra chemical is not added in this process but
hydrogen peroxide already added in the process of dyeing is used to decompose and

decolorize the dye effluent.

5.9 UV-Visible Absorption Spectral Changes

The changes in the absorption spectra (both at UV and visible regions with respective
wavelengths of 256 nm and 594 nm) at various time intervals during high pressure
hydrolysis of RB 19 are found and present in Figure 5.8. It is obvious that both the dye
decolorization and degradation of is achieved at 120 min of high pressure hydrolysis

for 50 mgL™"' of dye concentration.

1.50

0.00

509 mn S00 nm

Figure 5.8: UV-Visible spectra during the high pressure hydrolysis of RB 19
Reaction conditions: initial pH = 4, temperature = 120 °C, pressure = 2 atm,
conc. = 50 mgL?, H,0, conc. = 2ml L™
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5.10 Electrical Energy Consumption

The energy consumption for the degradation of RB 19 at different conditions of
temperatures and pressures and with the addition of optimized H,O, dosage is
presented in Table 5.14. It is clear from the results that the energy consumption is
lowered when hydrogen peroxide is used at 120 °C temperatures and at 2 atm pressure.
Also it is clear that energy consumption is gradually decrease from 285.7 to 20.6 kW h
L. Moreover, percentage dye removal is increase from 3.63 to 47.38% with the

increase of temperatures from 40 to 120 °C and with addition of hydrogen peroxide at

reaction time of 120 min.

Table 5.14: Comparison of electrical energy consumption at different
conditions of temperature and pressure during hydrolysis

of RB 19
Degradation
Temperature EC %
(°C) (kw h L™ Removal
40 285.71 3.63
60 209.0 4.99
80 102.2 9.96
100 86.8 11.52
120 43.4 21.76
120/H,0, 20.6 47.38

Reaction conditions:: dye concentration = 50 mgL "', Pressure = 2 atm, Time =120 min, pH= 4,
H,0, conc. =2ml L™
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Chapter 6
Sonophotocatalytic Degradation of RB 19
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The sonochemical effect is based upon the ultrasonic propagation of a pressure wave in
aqueous solution, which leads to the formation of cavitational bubble phenomenon, i.e.
nucleation, growth and collision of micro bubbles in the liquid. These bubbles
collisions bring about localized supercritical conditions of high pressure and
temperature. The extreme conditions further resulted in the cleavage of water
molecules to produce hydrogen and hydroxyl radicals as a consequence (Kotronarou et
al. 1991; Suslick, 1998). Heterogeneous photocatalysis process consists of utilizing the
near UV radiation to photo-excite a semiconductor catalyst. Under these conditions
‘OH or free holes are generated. It is found that heterogeneous photocatalysis and
ultrasonic irradiation can cause degradation of organic pollutants in water by the same
species i.e. ‘OH radicals (Serpone et al. 1994). This chapter deals with the
photocatalytic and sono-photocatalytic degradation of RB 19 in the presence of
catalyst, UV light and ultrasonic power in a photo reactor. Effect of different
operational parameters like pH, catalyst dosage and initial dye concentrations is studied
to determine the optimized conditions for degradation. Under optimized conditions the
degradation of dye by sono-photocatalysis is also carried out. Further the chemical

kinetics and order of reaction was investigated.

6.1 Photocatalytic Degradation
6.1.1 Photodegradation of RB 19

A number of controlled experiments are conducted on RB 19 (100 mgL™") under only
UV irradiations, presence of TiO, without and with UV irradiations over a reaction
time of 120 min according to procedure given in section 3.3.3. Negligible decrease in
the concentration of dye is observed by irradiating UV light and in the presence of
TiO, very little (not significant) dye degradation is observed due to dye adsorption on
TiO, surface (Vinu and Madras, 2009). However in the presence of TiO, with light
source, it is seen that 35% of the dye is decomposed within 120 min of irradiation as

shown in Figure 6.1.
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Figure 6.1: Degradation of RB 19 in the presence of different conditions
Reaction conditions: initial pH = 4, dye concentration = 100 mgL™?, TiO,
Conc. = 300 mgL™*

6.1.2 Effect of TiO, Concentration

The concentration of catalysts is very important parameter for the decomposition of
organic compounds. The optimum dose of catalyst is very necessary in order to avoid
the excessive use of catalyst, for the degradation of dye. The effect of catalyst on the
degradation of RB- 19 is investigated using different concentrations (20, 50, 100, 200,
300, 400 and 500 mgL™") of TiO, under UV light. It is found that rate of degradation is
increased with the increase in catalyst concentration and reached to maximum and
beyond a certain level it remained almost constant. The optimum catalyst concentration

was found to be 300 mgL™' (kaur and Singh, 2007).

The number of photons absorbed and the number of dye molecules adsorbed increase
with the increase in catalyst concentration, therefore improved the rate of degradation.
Over a certain level the number of substrate molecules is not sufficient to fill the
surface active sites of TiO,. Therefore, addition of further catalyst does not lead in the
increment of degradation rate. The decrease in rate of degradation is may be due to the

reduced light penetration in the presence of excess amount of titanium dioxide
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catalysts. Due to the excess addition of the catalyst, the solution becomes more opaque
resulted in reduced light penetration with in the sample. These results are according to

those reported in previous literature (Toor et al. 2006; Subramani et al. 2007).

6.1.3 Effect of Initial Dye Concentration

The effect of initial concentration of dye solution on the degradation of RB 19 is also
investigated varying the dye concentrations from 50 to 250 mgL™ in the presence of
optimum concentration of TiO, catalyst and UV light. The obtained results showed that
the rate of degradation is increased at low concentrations and decreased by increasing
initial dye concentrations. Similar results were documented for the photocatalytic
treatment of other dyes (Davis et al. 1994; Poulios and Aetopoulou, 1999; San et al.
2001).

The low degradation of dye at high concentration can be due to the increased
concentration of unabsorbed dye in the solution. The high initial concentration of the
dye leads to less penetration of light through the solution. Subsequently there is less
effect of light on TiO,. Thus the production of -‘OH radicals on the surface is also
decreased. Therefore, this resulted in a decreased degradation rate. However, there is a
reverse effect at lower dye concentration, where the light intensity and time of
irradiation is same but the interception of photons to the catalyst surface is decreased
leading to the formation of more number of -OH radicals. This increased the rate of

degradation (Neppolian et al. 2002; Subramani et al. 2007).

6.1.4 Effect of pH

The solution pH is an important parameter and the effect of different pH conditions
between (3 to 10) on the degradation of RB 19 is investigated. The degradation of dye
is higher in acidic conditions and decreased with the increased in pH of the solution up
to alkaline conditions (Figure 6.2). Therefore the photodegradation experiments are

conducted in the acidic pH conditions.
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Figure 6.2: Effect of pH on photodegradation of dye

The RB 19 used in this study contained sulfonic group in the structure that is
negatively charged, hence in acidic conditions the contact between the dye and surface
of catalyst promote the adsorption. In contrast, the catalysts (titanium dioxide) surface
is negatively charged in basic pH conditions, and dyes adsorption does not favor
(Kiriakidou et al. 1999). In the acidic pH, the surface of TiO, attains a positive charge
so attracting the RB 19, leading to the greater adsorption and increasing the
degradation rate in acidic media. The reverse effect is observed in the basic medium
where the TiO, surface is negatively charged which repels the dye and decrease the

degradation rate as shown in Eq 6.1 and 6.2.

TiOH + H" — TiOH", (6.1)
TiOH + "OH— TiO "+ H,0O (6.2)

6.1.5 Decolorization of RB 19

To study the effect of decolorization on dye, photocatalytic degradation of 100 mgL™
is carried out in the presence of UV light and optimized dosage of catalyst. It is found
that color of dye solution is decreased with the passage of time, and after 120 min of
treatment considerable color is removed. The fading of color during photocatalysis is

shown in Figure 6.3.

89



Figure 6.3: Decolorization of RB 19 dye during photocatalysis

6.1.6 Mineralization of RB 19

Reduction in total organic carbon contents reflects the mineralization of organic
compound. The reduction in total organic carbon is studied for the dye sample having
initial concentration of 100 mgL™, pH 4, and catalysts loading of 300 mgL™" under
Ultraviolet light. The TOC is reduced only 10.18% after 120 min of irradiation which

indicate the mineralization of dye compound is to some extent.

6.2 Sonophotocatalytic Degradation

Under optimized conditions of dye concentration (100 mgL'l), catalysts concentrations
(300 mgL™") (Kaur and Singh, 2007) and 4 pH, further experiments are conducted
under different experimental conditions of sonolysis (US), photocatalysis (UV+TiO,)
and sonophotocatalysis (US+UV+ TiO;) to study the effect of ultrasound on
degradation rate. It is found from the results (Figure 6.4) that 73%, 35% and 12% dye
degradation takes place under sonophotocatalysis, photocatalysis and sonolysis

processes after 120 min.

The dye degradation under photocatalysis is increase by ultrasound. Both in
photocatalysis and sonophotocatalysis the dye is decomposed mainly through the
generation of -OH radicals. In sonophotocatalysis process, -OH radicals are generated
from splitting of water molecules under high temperature and pressure conditions
created by collusion of cavitational bubbles. In photocatalysis process the -OH radicals

are generated via photosensitization which involve the excitation of dye molecules
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rather than TiO; particles. Charge is than injected from singlet or triplet excited states
of dye in to the conduction band of semiconductor particle and the dye is converted in
to cationic radicals. The injected electron can reduce surface chemisorbed oxidants,
usually O, to yield oxidizing species like -OH radicals. The combine effect thus
increases the amount of reactive radical species inducing oxidation of dye molecules

(Kaur, 2007).
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Figure 6.4. Comparison of ultrasound, photocatalysis and sonophoto -

catalysis processes for degradation of RB 19, Reaction conditions:
initial pH = 4, dye conc. = 100 mgL?, TiO, conc. = 300 mgL™, US power = 240 W

6.2.1 Effect of Ultrasonic Power

To investigate the effect of ultrasonic power sonophotocatalytic experiments are
conducted with optimized conditions i.e. dye concentrations of 100 mgL”, TiO,
concentration of 300 mgL™"' and pH 4 with different ultrasonic power settings ranged
from 120-300 W (Figure 6.5). The results show that the increase in ultrasonic power
causes a decrease in the residual dye concentration. The maximum 73% dye
degradation is observed at power 240 W after 120 min of reaction time. Ultrasound
produces its sonochemical effects through the formation of cavitation bubbles. The
increase in ultrasonic power has a significant effect on the collapse of cavitation

bubbles. At higher power, the life time of bubbles is shorter and collapse occurs very
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quickly with the production of ‘H and -OH radicals, thus enhancing the possibility of
radical’s attack on dye molecule. In general, an increase in ultrasonic power results in
an increase in the rate of reaction (Price, 1992; Simona et al. 2007). But by increasing
ultrasonic power from 240 to 300 W, no significant increase in dye degradation is
observed. This was due to the reasons that a maximum rate of reaction can be obtained
in any chemical reaction when an optimum acoustic power exists therefore a great
number of cavitational bubbles are generated at higher ultrasonic power. For further
transfer of acoustic energy they induce some hurdles through the whole liquid (Price,

1992; Petrier and Francony, 1997; Simona et al. 2007).
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Figure 6.5: Effect of ultrasonic power settings on percentage degradation

of RB- 19 by sono-photocatalysis process, Reaction conditions: initial
pH = 4, dye conc. = 100 mgL?, TiO, conc. = 300 mgL™

6.3 Kinetics Studies

Under different experimental conditions of sonolysis (US), photocatalysis (UV+TiO,)
and sonophotocatalysis (US+UV+TiO,), order of reaction is determined. A graph
between the reciprocal of remaining dye concentrations against time is plotted. The dye

degradation apparently follows 1st order of kinetics (Fung et al. 2000) (Figure 6.6).
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Figure 6.6: First order kinetics plot of RB 19 degradation under sonolysis (US),
photocatalysis (UV+TiO;) and sonophotocatalysis (US+UV+ TiO,)
Reaction conditions: initial pH = 4, dye conc. = 100 mgL™, TiO, conc. = 300 mgL?, US
power =240 W

The correlation between In (C/Cy) and treatment time is linear (straight line). This is a
typical first order reaction plot (Figure 6.6). The slopes of the lines show the apparent
rate constant (k). The regression coefficient R* obtains (Figure 6.6) for first order
reaction at different experimental conditions is shown in (Table 6.1). The R? values
ranges from 0.97 to 0.99, confirming that degradation of RB 19 under different
experimental conditions i.e. sonolysis (US), photocatalysis (UV+TiO,) and

sonophotocatalysis (US+UV+ Ti0O,), follows the first order reaction.

Table 6.1: Integrated rate law and Regression coefficient for first order reaction
at different experimental conditions

Experimental First order R®
conditions InC =-kit+C’
US InC=-0.04 +0.038 0.99
US +TiO;, InC = -0.11t + 0.096 0.97
US+UV+ TiO, InC =-0.23 +0.22 0.98

Reaction conditions: initial pH = 4, dye conc. = 100 mgL™"', TiO, concentration
=300 mgL"', US power =240 W
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6.4 TOC Analysis

Reduction in TOC contents reflects the mineralization of organic compound. The
reduction in total organic carbon is studied for sonophotocatalysis process under
optimum conditions; initial concentration of 100 mgL™, pH 4, catalysts loading of 300

mgL™" and ultrasonic power 240 W under Ultraviolet light.

The results of degradation analysis of RB 19 obtained through total TOC analysis are
presented in Table 6.2. It was observed that the heterogeneous nature of treatment
(ultrasonic and photocatalysis processes) permitted an overall TOC reduction of about
54.7% in 120 min. Individually, ultrasonic and electrochemical techniques caused

7.2% and 10.18% respective reduction of TOC after 120 min.

Table 6.2: Reduction of the total organic carbon content

Process TOC reduction (%)
Ultrasound 7.2 %
Photocatalysis 10.2 %
Sonophotocatalysis 54.7 %

Reaction conditions: initial pH = 4, dye conc. = 100 mgL ™", TiO, conc. = 300 mgL ™",
US power =240 W
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Chapter 7

Conclusions
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7.1 Sonoelectrochemical Degradation of RB 19

The results obtained from ultrasound assisted electrochemical study indicated that the
combined processes efficiently degrade RB 19 and the efficiency of electrochemical
process was enhanced three times by applying ultrasonic cavitations. The dye
degradation resulted in the formation of small molecular weight products e.g. acetic

acid and benzoic acid with the complete removal of dye.

7.2 Hydrolysis of RB 19

A linear relationship was observed between hydrolysis rate of RB 19 and increasing
temperature and pressure. In acidic conditions half life was reduced by 6.6 times at 120
°C as compare to 40 °C. The major intermediate and end products formed during the
degradation were identified are benzaldehyde, acetophenone, benzoic acid and

1soindoline-1,3-dione, acetic acid and oxalic acid.

7.3 Sonophotocatalytic Degradation of RB 19

The efficiency of combined ultrasound with photocatalysis technique was increased to
about two folds in acidic conditions as compare to individual processes at same
experimental conditions (100 mgL™ of dye concentration, 300 mgL” of TiO,
concentration, 240 W ultrasonic power and at pH 4 ). It is concluded that the technique
is environmental friendly in the sense that catalysts can be recovered during the

treatment of wastewater.

It is concluded that the degradation of RB 19 followed first order reaction by applying
sonoelectrochemical, thermal pressure hydrolysis and sonophotocatalysis techniques
and sonoelectrochemical degradation technique was found to be the most efficient as

compare to other used treatment techniques in the current study.
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Recommendations for Future Work

The degradation and decolorization of RB 19 by sonoelectrochemical process

can further be investigated using different kinds of electrode materials.

Further research is required to find out the precise mechanism of the
degradation of RB 19 and other dyes through thermal-pressure mediated
hydrolysis.

The results obtained from this study can be used to design wastewater treatment

plant for dyeing manufacturing industry.
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Table 1. (Figure 4.1): Effect of initial pH on the percentage removal of dye
concentration

Time

(min) pH3 pH4 pHS pH6 pH7 pH8 pHI

30 6.20 850 12.28 1522 2644 37.08 28.82
60 10.40 18.94 2094 2432 377 50.88 43.42
90 16.20 26.04 28.52 35.88 43.14 59.92 52.12

120 2224 2720 35.02 4354 4748 67.68 58.20

Table 2. (Figure 4.2): Effect of ultrasonic power on percentage decrease in dye
concentration

Time (min) oW 120 W 180 W 240 W

30 11.85 19.19 28.28 38.50
60 25.71 35.53 41.05 51.67
90 34.17 48.92 53.77 61.79
120 40.52 55.63 62.16 70.97

Table 3. (Figure 4.3): Comparison of ultrasound, electrochemical and ultrasound
assisted electrochemical processes for decolorization of dye

Time (min) ultrasound electrochemical  Ultrasound assisted
electrochemical
30 3.40 18.00 45.00
60 7.90 31.00 64.00
90 10.80 45.00 78.00
120 13.30 52.00 90.00
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Table 4 (Figure 4.5 (a): Percentage degradation of RB 19 (b) Percentage decolorization

of RB 19
Time Percentage degradation of different dye concentrations
(min) 20mgL" 40mgL’' 60mgL’ 80mgL' 100 mgL
30 42.50 34.40 18.90 6.00 3.50
60 69.30 59.60 36.10 18.10 12.00
90 76.90 68.90 53.10 23.70 17.50
120 84.60 75.70 59.20 29.90 20.20
Time Percentage decolorization of different dye concentrations
(min) 20mgL" 40mgL"' 60mgL"’ 80mgL"' 100 mgL
30 69.50 60.70 49.10 31.80 23.50
60 85.10 78.90 72.70 53.20 40.70
90 91.60 85.50 79.60 59.50 51.80
120 99.00 91.20 83.80 62.70 53.80

Table 5 (Figure 4.6): First order kinetic plot of RB 19 degradation by ultrasound
assisted electrochemical process

Time Measurements of first order kinetics

(min) 20mgL' 40mgL’ 60mgL’ 80mgL' 100 mgL"
30 -0.52 -0.42 -0.21 -0.06 -0.04
60 -1.08 -0.81 -0.45 -0.20 -0.13
90 -1.47 -1.17 -0.66 -0.27 -0.19
120 -1.89 -1.42 -0.89 -0.36 -0.23
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Table 6 (Figure 4.7): The relative changes in the removal of total organic carbon

(TOC)
Time TOC/TOCo of Hydrolyzed Dye TOC/TOCo of Unhydrolyzed Dye
(min) (50 mgL™) (50 mgL™)
30 0.9 0.53
60 0.26 0.52
90 0.169 0.46
120 0.158 0.43

Table 6 (Figure 4.7): The relative changes in the removal of total organic carbon
(TOC)
Raw data of the Total Carbon and Inorganic Carbon

Time Hydrolyzed Dye (50 mgL™") Unhydrolyzed Dye (50 mgL™")
(min) TC (ppm) IC (ppm) TC (ppm) IC (ppm)
0 132.4 0.71 43.34 14.00
30 144.5 1.15 23.70 8.08
60 27.14 4.34 24.01 8.09
90 27.65 6.84 24.34 13.65
120 27.78 3.49 23.17 9.39

Table 7 (Figure 5.1): Effect of pH on the hydrolysis of RB 19 at 120 °C and 2 atm

pressure

Time (min) 2pH 4 pH 6 pH 8 pH 10 pH
30 min 8.06 8.41 4.49 4.08 5.89
60 min 12.17 12.6 8.26 6.18 8.09
90 min 16.04 17.58 10.42 9.98 10.29
120 min 20.14 21.76 12.03 11.88 13.54
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Table 8 (Figure 5.3): Determination of order of reaction at 40 °C

Time (min) 2pH 4 pH 6 pH 8 pH 10 pH
30 min -0.002 -0.003 -0.002 -0.004 -0.003
60 min -0.003 -0.006 -0.009 -0.006 -0.005
90 min -0.005 -0.008 -0.011 -0.009 -0.008
120 min -0.007 -0.009 -0.013 -0.012 -0.010

Table 9 (Figure 5.4): Determination of order of reaction at 120 °C

Time (min) 2 pH 4 pH 6 pH 8 pH 10 pH
30 min -0.08 -0.09 -0.05 -0.04 -0.05
60 min -0.13 -0.13 -0.09 -0.06 -0.08
90 min -0.18 -0.19 -0.11 -0.12 -0.11
120 min -0.23 -0.25 -0.12 -0.13 -0.15

Table 10 (Figure 5.5): First order kinetic plot of RB19 dye degradation by
hydrolysis process at different concentrations at 120 °C

Time (min) 50 mgL"' 100 mgL" 150 mgL"

30 min -0.15 -0.13 -0.09
60 min -0.30 -0.27 -0.23
90 min -0.44 -0.39 -0.35
120 min -0.62 -0.52 -0.49

Table 11(Figure 5.7): Effect of H,O, addition on the decolorization of RB 19

Time(min) 0.5ml 1ml 15ml 2ml 25ml 3ml

30 15.49 19.73 4925 88.83 80.83 69.00
60 2457 279 60.3 9194 86.59 76.00
90 3293 3734 6857 9477 90.85 83.00

120 40.15 4738 75.73 97.61 93.11 89.00
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Table 12 (Figure 6.1): degradation of RB 19 in the presence of different conditions
Time (min) UVonly TiOonly UV and TiO;

0 1.00 1.00 1.00
30 0.98 0.98 0.80
60 0.97 0.96 0.71
90 0.97 0.95 0.65
120 0.96 0.94 0.64

Table 13 (Figure 6.4): Comparison of ultrasound, photocatalysis and
sonophotocatalysis processes for degradation of RB 19
Time (min) USonly UV+TiO, US+UV +TiO,

0 1.00 1.00 1.00
30 0.96 0.85 0.75
60 0.92 0.74 0.60
90 0.89 0.68 0.50
120 0.86 0.64 0.38

Table 14 (Figure 6.5): Effect of ultrasonic power on percentage degradation of RB- 19
by sonophotocatalysis process
Time (min) (IAYY 120 W 180 W 240 W 300 W

30 20.00 22.50 29.80 39.20 37.70
60 25.60 29.60 39.30 48.70 47.50
90 31.20 37.60 48.90 60.20 58.70
120 35.70 44.20 59.50 73.00 70.90

Table 15 (Figure 6.6): First order kinetics plot of RB 19 degradation under sonolysis
(US), photocatalysis (UV+TiO;) and sonophotocatalysis (US+UV+ TiO,)

Time (min) US UV+TiO, US+UV+TiO;
30 min -0.03 -0.12 -0.28
60 min 20.08 10.29 043
90 min -0.12 -0.37 -0.65
120 min -0.15 -0.44 -0.95
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GC-MS Analysis of RB 19 after Hydrolysis Degradation
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MS of Major Product (benzaldehyde) identified with fragmentation
pattern
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MS of Major Product (Benzoic acid) identified with fragmentation
pattern
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MS of Major Product (Acetophenone) identified with fragmentation

pattern
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MS of Major Product (Isobenzofuran-1,3-dione) identified with
fragmentation pattern
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Figure 1: Ultrasonic Bath

Figure 2: Autoclave
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Figure 3: UV-Visible Spectrophotometer

Figure 4: TOC Analyzer
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Figure 5: GC-MS Analyzer

Figure 6: Electrolytic cell
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Figure 8: Photocatalytic reactor
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Figure 9: Sonophotocatalytic reactor
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