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1) BRPI0504845A - GERENCIAMENTO DE DERRAMAMENTO DE AGUA PARA FABR...

1) Family number: 37234864 (BRPI0504845A) © PatBase 

Title: gerenciamento de derramamento de agua para fabricador do gelo na porta Water spill management for the ice maker
in the door (Machine translation)

Abstract: Source: BRPI0504845A « #> (-' • • V * # * _ j v "> ; '/ , • J • • #•«. ~ • • «I • • • e m * •••> • • j 1 • u ••*
RESUMO Patente de Invencao: "GERENCIAMENTO DE DERRAMAMENTO DE AGUA PARA FABRICADOR DO GELO NA PORTA".
9 Refrigerador - freezer tendo um ice maker posicionado em uma 5 porta de compartimento de refrigerador ou
compartimento de freezer. O ice maker e disposto para impedir ou gerenciar derramamentos do ice maker no caso de a
porta em que o ice maker esta montado ser aberta ou fechada, quando agua nao congelada esta presente no ice maker.
Concretizacoes para gerenciamento de derramamentos para um numero de ice makers de 10 bandeja fixa e movel sao
descritas. j 5 10 15 20 25 30 far OSoWS-1 p*!", cSWGol? 161-3 o<e \ \~2- \'2.oo> Relatorio Descritivo da Patente de
Invencao para "GERENCIA- MENTO DE DERRAMAMENTO DE AGUA PARA FABRICADOR DO GELO NA PORTA". Referencia
Cruzada a Pedidos Relacionados O presente pedido esta relacionado com os seguintes Pedidos de Patente dos Estados
Unidos depositados simultaneamente com este: US20020155, US20040162 e US20040111. Antecedentes da Invencao
Campo da Invencao A presente invencao refere-se a fabricadores de gelo posiciona- dos em uma porta de compartimento
de refrigerador ou de freezer. De acor- do com a invencao, os fabricadores de gelo podem ser dispostos para impe- dir ou
gerenciar derramamentos de agua do fabricador de gelo, no caso de a porta em que o fabricador de gelo esta montado ser
aberta e fechada, quan- do agua nao congelada esta presente no fabricador de gelo. Descricao da Tecnica Relacionada
Bandejas de cubos de gelo enchidas manualmente, tendo uma cobertura ou tampa para impedir derramamentos de agua
sao conhecidos. Os fabricadores de gelo localizados em uma porta de compartimento de re- frigerador ou freezer que nao
incluem caracteristicas para gerenciamento de derramamentos sao conhecidas na tecnica. Os refrigeradores freezers lado a
lado, tendo mecanismos de armazenamento e distribuicao de cubos de gelo na porta do freezer para fornecer um
dispensador de gelo e agua na frente da porta do compartimen- to de freezer sao bem-conhecidos na tecnica. Uma
variedade de fabricadores de gelo automaticos de bandeja flexivel e molde de gelo fixo sao conhecidos na tecnica. Sumario
da Invencao A invencao se refere a um refrigerador freezer compreendendo um compartimento de freezer mantido em uma
temperatura abaixo de 0 degrees centigrade, uma porta de compartimento de freezer isolada, um compartimento de refri-
gerador mantido em uma temperatura acima de 0 degrees centigrade, uma porta de compar- 5 10 15 20 25 30 2 timento de
refrigerador isolada, um sistema de refrigeracao para resfriamen- to do compartimento de freezer e do compartimento de
refrigerador e um fabricador de gelo automatico posicionado em uma dentre a porta de com- partimento de refrigerador e a
porta de compartimento de freezer. Uma ban- deja e montada abaixo do fabricador de gelo disposto para coletar derrama-
mento de agua, que pode ocorrer quando a porte em que o fabricador de gelo esta posicionado e movida, quando agua esta
presente no fabricador de gelo. Uma linha de drenagem pode levar da bandeja ate um recipiente de descarte de agua. O
recipiente de descarte de agua pode ser uma vasilha de drenagem localizada no compartimento de maquinaria. Em outro
aspecto da invencao a bandeja pode ter um aquece- dor. O aquecedor de bandeja pode ser conectado para ser energizado,
quando o aquecedor de descongelamento do sistema de refrigeracao e e- nergizado. • Em outro aspecto da invencao, um
sensor e controle de derra- mamento podem ser proporcionados para detectar a presenca de agua na bandeja. O controle
pode energizar o aquecedor de bandeja, quando o sen- sor de derramamento detecta agua na bandeja. Em outro aspecto a
invencao se refere a um refrigerador freezer tendo um compartimento de freezer mantido em uma temperatura abaixo de 0
degrees centigrade, uma porta de compartimento de freezer isolada, um sistema de refrige- racao para resfriamento do
compartimento de freezer e do compartimento de refrigerador e um fabricador de gelo automatico posicionado em uma
dentre a porta de compartimento de refrigerador e a porta de compartimento de fre- ezer. O fabricador de gelo inclui um
molde de gelo, um extrator de pedacos de gelo tendo uma tira de base montada ao longo de uma borda do molde de gelo
tendo uma pluralidade de retentores que se estendem da tira de ba- se e posicionados acima de uma porcao do molde de
gelo. O fabricador de gelo inclui um acamador de gelo tendo uma pluralidade de dentes montados giravelmente acima do
motor de impressao e dispostos para os dentes gira- rem entre a pluralidade de retentores e atraves do molde de gelo para
con- 3 duzir pedacos de gelo para fora do molde de gelo. O fabricador de gelo tam- bem inclui uma cobertura, incluindo uma
porcao em domo que se estende longitudinalmente que cobre substancialmente o molde de gelo. A porcao em domo da
cobertura e articulada com o fabricador de gelo ao longo de uma 5 primeira borda e inclui uma pluralidade de lingueetas
adjacentes a uma se- gunda borda disposta para se estender nos espacos entre retentores de ex- trator de pedacos de gelo
adjacentes e enche-los substancialmente. A cobertura e disposta para abrir durante o ciclo de recolhimento de gelo, a fim de
permitir que o acamador de gelo gire atraves do molde de 10 gelo e pedacos de gelo caiam em um receptaculo para
armazenamento de gelo posicionado abaixo do fabricador de gelo. O fabricador de gelo inclui um J dispositivo de motor
para acionar o acamador de gelo e abrir a cobertura durante os ciclos de recolhimento de gelo. O fabricador de gelo inclui
um carne acionado pelo motor do fabricador de gelo para abrir a cobertura, 15 quando o motor do fabricador de gelo
opera para acionar o acamador de 9*. A primeira borda da cobertura fecha contra o motor de impres- sao e a segunda
borda da cobertura fecha contra a tira de base do extrator de pedacos de gelo. 20 O extrator de pedacos de gelo pode ser
posicionado no molde de gelo para definir um canal de recuperacao de agua entre o extrator de, pedacos de gelo e o molde
de gelo. A cobertura pode envolver o canal de recuperacao de agua. Em outro aspecto, a invencao se refere a um
refrigerador freezer 25 tendo um compartimento de freezer mantido em uma temperatura abaixo de. 0 degrees centigrade,
uma porta de compartimento de freezer isolada, um compartimento de refrigerador mantido em uma temperatura acima de
0 degrees centigrade, uma porta de com- partimento de refrigerador isolada, um sistema de refrigeracao para resfria-
mento do compartimento de freezer e do compartimento de refrigerador e 30 um fabricador de gelo automatico posicionado
em uma dentre a porta de compartimento de refrigerador e a porta de compartimento de freezer. O fa- bricador de gelo
inclui um molde de gelo e um extrator flexivel de pedacos 5 10 15 20 25 30 4 de gelo posicionado acima de uma primeira
porcao do molde de gelo tendo uma pluralidade de fendas que formam uma pluralidade de retentores. O fabricador de gelo
ainda inclui um acamador de gelo tendo uma pluralidade de dentes montados giravelmente acima do molde de gelo e
dispostos para os dentes girarem atraves da pluralidade de fendas e atraves do molde de gelo para conduzir pedacos de
gelo para fora do molde de gelo. O fabricador de gelo ainda inclui uma tampa protetora que se estende acima de uma se-
gunda porcao do molde de gelo. O extrator flexivel de pedacos de gelo pode se estender do ar- mazenamento ate uma
primeira borda do molde de gelo e pode ser disposto para cobrir, substancialmente, a primeira porcao do molde de gelo da
linha central do molde de gelo ate a primeira borda do molde de gelo. A tampa protetora pode se estender de uma segunda
borda do molde de gelo subs- tancialmente ate a linha central do molde de gelo acima do molde de gelo para permitir que o
armazenamento gire atraves do molde de gelo. Em outro aspecto, a invencao se refere a um refrigerador freezer tendo um
compartimento de freezer mantido em uma temperatura abaixo de 0 degrees centigrade, uma porta de compartimento de
freezer isolada, um compartimento de refrigerador mantido em uma temperatura acima de 0 degrees centigrade, uma porta
de com- partimento de refrigerador isolada, um sistema de refrigeracao para resfria- mento do compartimento de freezer e
do compartimento de refrigerador e um fabricador de gelo automatico posicionado em uma dentre a porta de compartimento
de refrigerador e a porta de compartimento de freezer. O fa- bricador de gelo inclui um molde de gelo e um extrator de
pedacos de gelo tendo uma tira de base e uma pluralidade de retentores posicionados acima de uma primeira porcao do
molde de gelo. O molde de gelo tambem inclui um acamador de gelo tendo uma pluralidade de dentes montados giravel-
mente acima do molde de gelo e dispostos para os dentes girarem entre a pluralidade de retentores e atraves do molde de
gelo para conduzir pedacos de gelo para fora do molde de gelo e tendo uma trama flexivel que se esten- de de dentes
adjacentes para encher, pelo menos parcialmente, a folga en- tre dentes adjacentes. O fabricador de gelo inclui um motor
para acionar, 5 10 15 20 25 30 5 giravelmente o acamador de gelo a fim de recolher pedacos de gelo durante ciclos de
recolhimento e disposto para deixar estacionario o acamador de gelo com a pluralidade de dentes e almas flexiveis ficando
substancialmente em um plano com a pluralidade de retentores entre ciclos de recolhimento. Uma tampa protetora se
estende acima de uma segunda porcao do molde de gelo. Em outro aspecto a invencao se refere a um refrigerador - free-
zer tendo um compartimento de freezer mantido em uma temperatura abaixo de 0 degrees centigrade, uma porta de
compartimento de freezer isolada, um compartimento de refrigerador mantido em uma temperatura acima de 0 degrees
centigrade, uma porta de compartimento de refrigerador isolada, um sistema de refrigeracao para res- friar o
compartimento de freezer e o compartimento de refrigerador, um su- porte de fabricador de gelo em uma dentre as portas
do compartimento de refrigerador ou do compartimento de freezer e disposto para suportar um fabricador de gelo espacado
do painel interno da porta, em que cubos de gelo recolhidos do fabricador de gelo podem cair em um receptaculo para
armazenamento de gelo posicionado abaixo do fabricador de gelo e um fa- bricador de gelo automatico disposto para ser
montado no suporte de fabri- cador de gelo. O fabricador de gelo inclui um molde de gelo e um extrator de pedacos de gelo,
tendo uma tira de base e uma pluralidade de retentores posicionados acima de uma primeira porcao do molde de gelo. A tira
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de ba- se se estende atraves de uma porcao do molde de gelo. O fabricador de ge- lo inclui um acamador de gelo tendo
uma pluralidade de dentes montados giravelmente acima do molde de gelo e dispostos para os dentes girarem entre a
pluralidade de dentes e atraves do molde de gelo para conduzir pe- dacos de gelo para fora do molde de gelo. O fabricador
de gelo ainda inclui uma tampa protetora que se estende acima de uma segunda porcao do mol- de de gelo. O extrator de
pedacos de gelo e a tampa protetora podem ser formados integralmente de material plastico. O acamador de gelo pode ser
formado de metal e pode ser montado em contato com o molde de gelo e disposto para ser aquecido por conducao do molde
de gelo durante ciclos de 5 10 15 20 25 30 6 recolhimento de gelo. O fabricador de gelo inclui um motor para acionar, gi-
ravelmente, o acamador de gelo e o motor pode ser disposto para deixar estacionario o acamador de gelo com a
pluralidade de dentes ficando subs- tancialmente em um plano com a pluralidade de retentores entre ciclos de recolhimento.
Em outro aspecto, a invencao se refere a um refrigerador - free- zer tendo um compartimento de freezer mantido em uma
temperatura abaixo de 0 degrees centigrade, uma porta de compartimento de freezer isolada, um compartimento de
refrigerador mantido em uma temperatura acima de 0 degrees centigrade, uma porta de compartimento de refrigerador
isolada, um sistema de refrigeracao para res- friamento do compartimento de freezer e do compartimento de refrigerador e
um fabricador de gelo automatico posicionado em uma dentre a porta de compartimento de refrigerador e a porta de
compartimento de freezer. O fa- bricador de gelo inclui uma bandeja movel para pedacos de gelo, um aloja- mento
suportando movelmente a bandeja para pedacos de gelo para movi- mento entre uma posicao de enchimento e de
fabricacao de gelo e uma po- sicao de recolhimento e uma superficie de vedacao para conter agua, quan- do o molde de
gelo esta em uma posicao de enchimento e de fabricacao de gelo. O alojamento pode incluir uma parede traseira de
contencao, uma parede dianteira de contencao e paredes extremas de contencao. A bandeja para pedacos de gelo inclui
uma insercao de molde tendo uma plu- ralidade de reentrancias para formar pedacos de gelo e uma virola que se estende
para cima em torno da pluralidade de reentrancias que formam a superficie de vedacao. Quando a bandeja para pedacos de
gelo esta na po- sicao de enchimento e fabricacao de gelo, a virola que se estende para cima e posicionada no lado de fora
das paredes dianteira, traseira e extrema. Em outro aspecto, a invencao se refere a um refrigerador - free- zer tendo um
compartimento de freezer mantido em uma temperatura abaixo de 0 degrees centigrade, uma porta de compartimento de
freezer isolada, um compartimento de refrigerador mantido em uma temperatura acima de 0 degrees centigrade, uma porta
de compartimento de refrigerador isolada, um sistema de refrigeracao para res- 5 10 15 20 25 30 7 friamento do
compartimento de freezer e do compartimento de refrigerador e um fabricador de gelo automatico posicionado em uma
dentre a porta de compartimento de refrigerador e a porta de compartimento de freezer. O fa- bricador de gelo inclui uma
bandeja flexivel, tendo uma pluralidade de cavi- dades e paredes laterais, que se estendem acima das cavidades para impe-
dir agua de derramar para fora da bandeja, no caso de a porta em que o fa- bricador de gelo e posicionado ser movida,
quando agua esta presente no fabricador de gelo. O fabricador de gelo tambem inclui um suporte para mon- tar,
giravelmente, a bandeja flexivel entre as posicoes de formacao de gelo e de recolhimento de gelo e um mecanismo de
acionamento para girar a ban- deja flexivel entre as posicoes de formacao de gelo e de recolhimento de gelo e torcao da
bandeja flexivel na posicao de recolhimento para liberar os pedacos de gelo. O fabricador de gelo pode incluir duas bandejas
conectadas po- sicionadas voltadas em direcoes opostas, montadas giravelmente entre po- sicao de formacao de gelo e
recolhimento de gelo. As bandejas de gelo po- dem ser formadas integralmente e compartilhar uma parede de fundo. Em
outro aspecto, a invencao se refere a um refrigerador - free- zer, tendo um compartimento de freezer mantido em uma
temperatura abai- xo de 0 degrees centigrade, uma porta de compartimento de freezer isolada articulada, um
compartimento de refrigerador mantido em uma temperatura acima de 0 degrees centigrade, uma porta de compartimento
de refrigerador isolada articulada, um sistema de refrigeracao para resfriamento do compartimento de freezer e do compar-
timento de refrigerador, um fabricador de gelo automatico posicionado em uma dentre a porta de compartimento de
refrigerador e a porta de comparti- mento de freezer e um amortecedor de porta conectado a uma dentre a por- ta de
compartimento de refrigerador e a porta de compartimento de freezer em que o fabricador de gelo e posicionado. O
amortecedor de porta pode ser disposto para encaixar a porta por pelo menos uma porcao da faixa de movimento mediante
abertura e pelo menos uma porcao da faixa de movimento durante o fechamento da porta. O amortecedor de porta pode ser
um amortecedor carregado a 5 10 15 20 25 30 8 mola montado no compartimento de maquinaria e conectado a uma das
arti- culacoes de porta de uma dentre a porta de compartimento de refrigerador e a porta de compartimento de freezer em
que o fabricador de gelo e posicio- nado. O amortecedor de porta pode ser conectado a articulacao de porta em uma posicao
para o amortecedor de porta ir atraves do centro, quando uma dentre a porta de compartimento de refrigerador e a porta
de compartimento de freezer em que o fabricador de gelo esta posicionado se abre e fecha. Em um aspecto da invencao, o
amortecedor pode ser um amor- tecedor hidraulico carregado a mola. Em outro aspecto da invencao, o amortecedor pode
ser um a- mortecedor a gas carregado a mola. Em outro aspecto da invencao, o amortecedor e um amortecedor giratorio.
O amortecedor giratorio pode ser um amortecedor giratorio bidire- cional. Em outro aspecto, a invencao se refere a um
refrigerador - free- zer, tendo um compartimento de freezer mantido em uma temperatura abai- xo de 0 degrees
centigrade, uma porta de compartimento de freezer isolada, um comparti- mento de refrigerador mantido em uma
temperatura acima de 0 degrees centigrade, uma por- ta de compartimento de refrigerador isolada, um sistema de
refrigeracao pa- ra resfriamento do compartimento de freezer e o compartimento de refrige- rador e um fabricador de gelo
automatico posicionado em uma dentre a por- ta de compartimento de refrigerador e a porta de compartimento de freezer.
Uma bandeja e montada abaixo do fabricador de gelo disposto para coletar derramamento de agua que pode ocorrer
quando a porta em que o fabrica- dor de gelo esta posicionado e movida, quando a agua esta presente no fa- bricador de
gelo. A bandeja inclui um sensor de derramamento para detectar agua na bandeja e disposto para proporcionar um sinal
para o usuario de que um derramamento ocorreu. O sensor de derramamento pode compreender dois grupos de elementos
condutores posicionados na bandeja. Os dois grupos de elemen- tos condutores sao conectados a um circuito de deteccao de
derramamento. O circuito de deteccao de derramamento pode incluir um sinal para alertar 5 10 15 20 25 30 9 ao usuario de
que o derramamento ocorreu. O sinal pode ser um dispositivo de LED para proporcionar um sinal visual de que um
derramamento ocorreu. Em outro aspecto, o sinal pode ser um sinal audivel de que um derramamento ocorreu. Em outro
aspecto, o refrigerador - freezer pode incluir uma linha de drenagem que leva da bandeja e uma bomba para bombear agua
da bandeja para um recipiente de descarte de agua. O circuito de deteccao de derramamento pode incluir uma saida para
ativar a bomba. Em outro aspecto, a invencao se refere a um refrigerador - free- zer tendo um compartimento de freezer
mantido em uma temperatura abaixo de 0 degrees centigrade, uma porta de compartimento de freezer isolada, um
compartimento de refrigerador mantido em uma temperatura acima de 0 degrees centigrade, uma porta de compartimento
de refrigerador isolada, um sistema de refrigeracao para res- friamento do compartimento de freezer e do compartimento
de refrigerador, um fabricador de gelo automatico posicionado na porta interna da porta de compartimento de freezer e um
receptaculo para armazenamento de gelo posicionado abaixo do fabricador de gelo. O fabricador de gelo pode incluir uma
cobertura montada articuladamente adjacente ao topo do fabricador de gelo e disposto para encerrar o fabricador de gelo
em uma primeira posicao e para formar uma calha para gelo do fabricador de gelo para o receptaculo para armazenamento
de gelo em uma segunda posicao. A cobertura pode ser montada, articuladamente, adjacente ao topo do fabricador de gelo
adjacente ao lado do fabricador de gelo oposto a porta interna. A cobertura pode incluir um atuador conectado a cobertura e
disposto para articular a cobertura em torno de um ponto de articulacao. O atuador pode ser disposto para encaixar a
parede de topo do compartimento de freezer, quando a porta de compartimento de freezer e fechada. A cober- tura pode
incluir um mecanismo de mola para impulsionar a cobertura em direcao a primeira posicao. O receptaculo para
armazenamento de cubos de gelo pode ser removivel da porta de compartimento de freezer, quando a cobertura esta na
primeira posicao. 5 10 15 20 25 30 10 Em outro aspecto, a invencao se refere a um refrigerador - free- zer tendo um
compartimento de freezer mantido em uma temperatura abaixo de 0 degrees centigrade, uma porta de compartimento de
freezer isolada, um compartimento de refrigerador mantido em uma temperatura acima de 0 degrees centigrade, uma porta
de compartimento de refrigerador isolada, um sistema de refrigeracao para res- friamento do compartimento de freezer e
do compartimento de refrigerador, um fabricador de gelo automatico montado em uma dentre a porta de com- partimento
de refrigerador e a porta de compartimento de freezer e um re- ceptaculo para armazenamento de gelo posicionado abaixo
do fabricador de gelo. O fabricador de gelo inclui um molde de gelo e um aquecedor para o molde de gelo. O fabricador de
gelo e montado, giravelmente, para movi- mento para a primeira posicao para enchimento do molde de gelo com agua e
para formacao de cubos de gelo e para a segunda posicao substancial- mente invertida para recolhimento de cubos de gelo.
O fabricador de gelo pode incluir um sensor de temperatura dis- posto para determinar quando cubos de gelo estao
congelados e para iniciar a operacao do aquecedor e fazer com que o fabricador de gelo gire para a segunda posicao. O
fabricador de gelo pode ainda incluir um acamador de gelo substancialmente fixo, posicionado atraves do molde de gelo,
quando o fabricador de gelo esta na primeira posicao e pode ser disposto para encai- xar cubos de gelo no molde de gelo, a
medida que o fabricador de gelo e girado para a segunda posicao. Em outro aspecto, a invencao se refere a um refrigerador
- free- zer, tendo um compartimento de freezer mantido em uma temperatura abai- xo de 0 degrees centigrade, uma porta
de compartimento de freezer isolada, um comparti- mento de refrigerador mantido em uma temperatura acima de 0 degrees
centigrade, uma por- ta de compartimento de refrigerador isolada, um sistema de refrigeracao pa- ra resfriar o
compartimento de freezer e o compartimento de refrigerador e um fabricador de gelo automatico montado em uma dentre a
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porta de com- partimento de freezer e a porta do compartimento de refrigerador. O fabrica- dor de gelo inclui um molde de
gelo e um aquecedor para o molde de gelo. O molde de gelo e montado giravelmente para movimento para uma primeira 5
10 15 20 25 30 11 posicao para enchimento do molde de gelo com agua e para formacao dos cubos de gelo e para a
segunda posicao substancialmente invertida para recolhimento de cubos de gelo do molde. O molde de gelo inclui paredes
laterais estendidas dispostas pa- ra conter agua no molde de gelo, no caso de a porta em que o fabricador de gelo
automatico e montado ser movida, quando agua nao congelada esta presente no molde de gelo. O molde de gelo ainda inclui
uma virola ao longo da borda distai de uma parede lateral. A virola pode incluir uma borda de retorno dirigida para as
cavidades de cubos de gelo dispostas para definir um canal para reter agua formada quando o molde de gelo e aquecido
para recolhimento de cubos de gelo a medida que o molde de gelo e girado para a segunda posicao. O fabricador de gelo
pode incluir um ancinho substancialmente fixo, posicionado acima do molde de gelo, quando o molde de gelo esta na
primeira posicao e disposto para encaixar cubos de gelo no molde de gelo a medida que o molde de gelo e girado para a
segunda posicao.O fabricador de gelo pode incluir um sensor de temperatura para determinar quando cu- bos de gelo estao
congelados e um motor para girar o gerenciamento entre a primeira posicao e a segunda posicao. Em outro aspecto, a
invencao se refere a um refrigerador - free- zer tendo um compartimento de freezer mantido em uma temperatura abaixo
de 0 degrees centigrade, uma porta de compartimento de freezer isolada, um compartimento de refrigerador mantido em
uma temperatura acima de 0 degrees centigrade, uma porta de compartimento de refrigerador isolada, um sistema de
refrigeracao para res- friar o compartimento de freezer e o compartimento de refrigerador e um fa- bricador de gelo
automatico montado em uma dentre a porta de comparti- mento de freezer e a porta do compartimento de refrigerador. O
fabricador de gelo inclui um controle de fabricador de gelo, um molde de gelo em geral retangular, uma extensao fixa que se
estende para cima de uma borda longi- tudinal do molde de gelo e uma parede articulada, que se estende para cima da
borda longitudinal oposta do molde de gelo montada articuladamente no molde de gelo. O fabricador de gelo tambem inclui
um acamador de gelo 5 10 15 20 25 30 12 montado giravelmente acima do molde de gelo e conectado operavelmente no
controle de fabricador de gelo e um operador no controle de fabricador de gelo disposto para mover a parede articulada
para uma posicao horizontal em conjunto com a operacao do acamador de gelo. O operador pode ser uma alavanca no
controle de fabricador de gelo conectada operavelmente a parede articulada. O controle de fabricador de gelo pode incluir
um carne disposto para operar a alavanca. O carne pode ser conectado para girar quando o controle de fabricador de gelo
gira o a- camador de gelo. A parede articulada pode ser impulsionada para a posicao verti- cal e o carne pode ser disposto
para operar a alavanca a fim de mover a pa- rede articulada para a posicao horizontal, apos o acamador de gelo girar no
molde de gelo. A parede articulada pode incluir uma pluralidade de superfi- cies elevadas na superficie superior da parede
articulada, quando ela e po- sicionada na posicao horizontal. As superficies elevadas podem se estender, em geral,
perpendiculares ao acamador de gelo. Em outro aspecto, a invencao se refere a um metodo de fabrica- cao de gelo em um
refrigerador - freezer em que um fabricador de gelo au- tomatico e montado em uma dentre as portas dos compartimentos
do refri- gerador e do freezer. O metodo inclui as etapas de operacao do refrigerador - freezer para proporcionar
resfriamento para os compartimentos do refrige- rador ou do freezer, enchimento do molde de gelo com agua, prevencao de
derramamentos de agua do fabricador de gelo, quando as portas dos com- partimentos do refrigerador ou do freezer, em
que o fabricador de gelo e montado, sao abertas ou fechadas e recolhimento de pedacos de gelo do molde de gelo apos a
agua ter congelado. A etapa de prevencao de derramamentos pode incluir o forneci- mento de uma bandeja abaixo do
fabricador de gelo para captar qualquer agua salpicada para fora do fabricador de gelo. O metodo de fabricacao de gelo
pode incluir ainda a operacao de um aquecedor de bandeja para derre- ter qualquer gelo presente na bandeja. A etapa de
prevencao de derrama- mentos pode incluir a drenagem de agua da bandeja para um recipiente de 5 10 15 20 25 30 13
descarte de agua. Em outro aspecto, o fabricador de gelo pode incluir uma cobertu- ra para o fabricador de gelo e a etapa
de prevencao de derramamentos in- clui o fechamento da cobertura e a etapa de recolhimento de pedacos de gelo inclui a
abertura da cobertura. Em outro aspecto, o fabricador de gelo inclui um extrator de pe- dacos de gelo e um acamador de
gelo, tendo uma pluralidade de dentes po- sicionados giravelmente atraves do fabricador de gelo e dispostos para o dente
girar atraves do extrator de pedacos de gelo e do molde de fabricador de gelo. A etapa de prevencao de derramamentos
pode incluir a disposicao do extrator de pedacos de gelo e do acamador de gelo para encerrar, subs- tancialmente, uma
porcao do fabricador de gelo. Em outro aspecto, o fabricador de gelo inclui uma bandeja flexi- vel tendo uma pluralidade de
cavidades. A etapa de prevencao de derrama- mentos pode incluir o fornecimento da bandeja flexivel com paredes laterais
que se estendem acima das cavidades para impedir agua de salpicar para fora da bandeja. A bandeja flexivel pode
compreender duas bandejas interli- gadas posicionadas em direcoes opostas. Cada bandeja pode ter paredes laterais que se
estendem acima das cavidades, quando a bandeja de gelo esta na posicao vertical. Em outro aspecto, o refrigerador -
freezer pode incluir um recep- taculo para armazenamento de cubos de gelo posicionado abaixo do fabri- cador de gelo
automatico e o fabricador de gelo pode incluir uma cobertura movel. A etapa de recolhimento de cubos de gelo pode incluir a
abertura da cobertura para formar uma calha para os cubos de gelo no receptaculo para armazenamento de cubos de gelo.
Em outro aspecto, o fabricador de gelo pode incluir um molde de gelo montado giravelmente entre uma posicao de
enchimento e formacao de cubos de gelo e uma posicao de recolhimento de gelo substancialmente in- vertida. O metodo de
prevencao de derramamentos pode incluir o forneci- mento do molde de gelo com paredes laterais estendidas com uma das
pa- redes laterais tendo uma virola definindo um canal. A etapa de recolhimento 5 10 15 20 25 30 14 de pedacos de gelo
pode incluir a rotacao do molde de gelo para recolhi- mento de pedacos de gelo e retencao de qualquer agua derretida
durante o ciclo de recolhimento no canal. A etapa de recolhimento pode incluir o retor- no de agua no canal para o molde de
gelo a medida que o molde de gelo retorna para a posicao de enchimento e formacao de gelo. Em outro aspecto, o
fabricador de gelo pode incluir um molde de gelo tendo uma extensao fixa em um lado do molde de gelo e uma parede
articulada no outro lado do molde de gelo. A etapa de recolhimento de peda- cos de gelo pode incluir a rotacao de um
acamador de gelo no molde de gelo e girando a parede articulada de uma posicao vertical para uma posicao ho- rizontal
atraves do molde de gelo. Breve Descricao dos Desenhos A figura 1A e uma vista em perspectiva do refrigerador freezer na
parte inferior, compreendendo uma concretizacao de um fabricador de gelo na porta, de acordo com a invencao. A figura 1B
e uma vista em perspectiva parcial do refrigerador freezer na parte inferior ilustrado na figura 1A com uma porta de
comparti- mento de refrigerador aberta ilustrando um fabricador de gelo de acordo com a invencao posicionado na porta
acima de um receptaculo para armazena- mento de cubos de gelo e dispensador de gelo. A figura 2 e uma vista em
perspectiva de uma porta de freezer ilustrando a aplicacao de um fabricador de gelo de acordo com a invencao em um
refrigerador freezer lado a lado. A figura 3 e uma vista em perspectiva em uma concretizacao de um fabricador de gelo de
acordo com a invencao tendo uma bandeja para captar derramamentos e uma cobertura. A figura 4 e uma vista em
perspectiva do fabricador de gelo da figura 3 com a cobertura fechada. A figura 5 e uma vista em perspectiva de outra
concretizacao de um fabricador de gelo de acordo com a invencao, tendo uma cobertura e um canal de recuperacao de
agua. A figura 6 e uma vista em perspectiva do fabricador de gelo da 5 10 15 20 25 30 15 figura 5 com a cobertura fechada.
A figura 7 e uma vista em perspectiva de outra concretizacao de um fabricador de gelo de acordo com a invencao, tendo um
extrator de gelo flexivel e uma tampa protetora parcial. A figura 8 e uma vista em perspectiva de outra concretizacao de um
fabricador de gelo de acordo com a invencao tendo uma cobertura. A figura 9 e uma vista em perspectiva parcial de outra
concreti- zacao de um fabricador de gelo de acordo com a invencao posicionado em uma porta de compartimento de
refrigerador ou de compartimento de free- zer, com o molde de gelo na posicao fechada. A figura 10 e uma vista em
perspectiva parcial do fabricador de gelo da figura 9 com o molde de gelo parcialmente aberto. A figura 11 e uma vista
seccional transversal atraves do fabrica- dor de gelo da figura 9, ilustrando a relacao entre o molde de gelo e o aloja- mento
na posicao fechada. A figura 12A e uma vista em perspectiva parcial de um refrigera- dor freezer lado a lado da tecnica
anterior tendo o fabricador de gelo posi- cionado no compartimento de freezer. A figura 12B e uma vista em perspectiva
parcial de um refrigera- dor freezer lado a lado tendo um fabricador de cubo de gelo de acordo com a invencao posicionado
na porta de compartimento de freezer. A figura 13A e uma vista lateral esquematica ilustrando um fabri- cador de gelo de
acordo com a invencao, posicionado em uma porta de compartimento de freezer tendo uma cobertura articulada na posicao
fecha- da. A figura 13B e uma vista lateral esquematica parcial do fabrica- dor de gelo de acordo com a figura 13A,
ilustrando a articulacao da cobertu- ra com o fabricador de gelo na posicao aberta da porta de compartimento de freezer. A
figura 14A e uma vista lateral esquematica, ilustrando o fabri- cador de gelo das figuras 13A e 13B, com a cobertura aberta
e cubos de gelo caindo no receptaculo para armazenamento de cubos de gelo subjacen- 5 10 15 20 25 30 16 te. A figura 14B
e uma vista lateral esquematica parcial similar a da figura 13B, ilustrando a articulacao da cobertura com o fabricador de
gelo na posicao fechada da porta de compartimento de freezer. A figura 15 e uma vista em perspectiva de outra
concretizacao de fabricador de gelo de bandeja de torcao de acordo com a invencao. A figura 16 e uma vista em perspectiva
de outra concretizacao de um fabricador de gelo de bandeja de torcao de acordo com a invencao tendo duas bandejas. A
figura 17 e uma vista em perspectiva de outra concretizacao de uma bandeja de torcao para uso em um fabricador de gelo
de bandeja de torcao similar as concretizacoes da figura 15 e da figura 16 removida do fa- bricador de gelo. A figura 18 e
uma vista parcial seccional da bandeja de torcao da figura 17. A figura 19 e uma vista em perspectiva de outra
concretizacao de uma bandeja de torcao para uso em um fabricador de gelo de bandeja de torcao similar as concretizacoes
da figura 15 e da figura 16 removida do fa- bricador de gelo. A figura 20A e uma vista em perspectiva de outra
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concretizacao de um molde de fabricador de gelo giravel com o molde na posicao vertical. A figura 20B e uma vista em
perspectiva do molde de fabricador de gelo giravel da figura 20A com o molde girado 90 graus. A figura 20C  e uma vista em
perspectiva do molde de fabricador de gelo giravel da figura 20A com o molde girado 180 graus. A figura 21A e uma vista
seccional transversal esquematica do molde de fabricador de gelo giravel na posicao ilustrada na figura 20A. A figura 21B e
uma vista seccional transversal esquematica do molde de fabricador de gelo giravel na posicao ilustrada na figura 20B. A
figura 21C  e uma vista seccional transversal esquematica do molde de fabricador de gelo giravel na posicao ilustrada na
figura 20C. A figura 22A e uma vista de topo esquematica de outra concreti- 5 10 15 20 25 30 17 zacao de um fabricador de
gelo de acordo com a invencao. A figura 22B e uma vista seccional transversal esquematica do fabricador de gelo da figura
22A, ilustrando o comeco de um ciclo de reco- lhimento de gelo. A figura 22C  e uma vista seccional transversal esquematica
do fabricador de gelo da figura 22a, ilustrando um ponto subsequente no ciclo de recolhimento de gelo. A figura 23 e uma
vista em perspectiva parcial do compartimento de maquinaria para um refrigerador freezer tendo um fabricador de gelo po-
sicionado na porta de compartimento do freezer de um refrigerador freezer lado a lado, ilustrando uma concretizacao de um
amortecedor de porta para uso com fabricadores de gelo de acordo com a invencao. A figura 24A e uma vista esquematica
parcial, ilustrando outra concretizacao de um amortecedor de porta para uso com fabricadores de gelo de acordo com a
invencao. A figura 24B e uma vista em perspectiva parcial do amortecedor da figura 24A. A figura 25 e um diagrama de
circuito, ilustrando elementos sen- sores de derramamento, que podem ser usados com as concretizacoes de fabricadores
de gelo de acordo com a invencao. A figura 26 e um diagrama em blocos ilustrando a operacao de um refrigerador freezer,
incluindo o gerenciamento de derramamento de fa- bricador de gelo de acordo com a invencao. A figura 27 e um diagrama
de circuito ilustrando elementos ele- tricos que podem ser usados com concretizacoes de fabricador de gelo de acordo com a
invencao. Descricao Detalhada da Invencao Um dos acessorios mais desejados para um refrigerador domes- tico e um
sistema de gelo e agua atraves da porta. Um dispensador de gelo e agua atraves da porta e desejavel porque ele simplifica
grandemente o processo de recuperacao de cubos de gelo, isto e, elimina a abertura da por- ta, a remocao do receptaculo
para armazenamento de cubos de gelo, a se- 5 10 15 20 25 30 18 paracao e recolhimento de cubos de gelo e colocacao dos
cubos de gelo em um copo. A caracteristica tambem pode ser vista como um poupador de e- nergia, uma vez que a porta do
freezer nao e aberta tao frequeentemente. No mercado de refrigeradores domesticos de hoje, ha tres confi- guracoes
basicas para escolher a partir de: um refrigerador com freezer na parte inferior em que o compartimento de refrigerador
esta localizado acima do compartimento de freezer, um refrigerador de montagem no topo em que o compartimento de
freezer esta localizado acima do compartimento de refrige- rador e um refrigerador lado a lado em que o compartimento de
refrigerador e o compartimento de freezer se estendem por toda a altura do refrigerador. Na configuracao lado a lado, o
receptaculo para armazenamento de cubos de gelo e o dispensador podem ser posicionados na porta de com- partimento de
freezer. Seria vantajoso tambem posicionar o fabricador de gelo na porta do freezer para proporcionar espaco adicional de
auto- armazenamento no compartimento de freezer. Igualmente, seria desejavel proporcionar dispensador de gelo e agua
para refrigeradores com freezer na parte inferior. Contudo, assim fazer requer, essencialmente, o fornecimento de
mecanismos de fabricacao e armazenamento de gelo na porta do com- partimento de refrigerador ou do compartimento de
freezer. Com a tecnologia corrente de fabricacao e distribuicao de gelo, nao tem sido possivel para um consumidor ter
caracteristicas de dispensa- dor de gelo e agua em uma porta de compartimento de refrigerador com fre- ezer na parte
inferior ou uma porta de refrigerador freezer lado a lado com mecanismos de dispensador de gelo e agua posicionados
totalmente em uma porta. Um dos maiores desafios e como gerenciar o derramamento de agua que pode ocorrer quando a
porta em que um fabricador de cubo de gelo esta posicionado e aberta ou fechada abruptamente, quando agua esta
presente no molde de gelo. De acordo com a invencao das requerentes, o derramamento de agua de um fabricador de gelo
posicionado em uma porta de compartimento de refrigerador ou freezer e impedido ou gerenciado. Deve ser notado que as
concretizacoes descritas neste pedido de patente compartilham muitos dos mesmos elementos, como uma saida 5 10 15 20
25 30 19 de distribuicao montada no lado de fora de uma porta de compartimento de refrigerador ou freezer, um
receptaculo para armazenamento de cubos de gelo e um dispensador de gelo. Similarmente, fabricadores de gelo, que sao o
objeto da invencao das requerentes, compartilham muitos dos mesmos elementos. Sera compreendido que a operacao
desses elementos, em geral, sera a mesma para cada concretizacao e uma descricao de sua operacao nao sera repetida
para cada concretizacao, a menos que de outro modo mencionado. Igualmente, elementos comuns a mais de uma
concretizacao usualmente serao identificados com numerais comuns. Por exemplo, cada uma das concretizacoes de
fabricador de gelo pode incluir um controle de fabricador de gelo, identificado como o controle de fabricador de gelo 33, e o
motor 35 na concretizacao da figura 2. Os cubos de gelo 34 estao ilustrados e descritos como pedacos de gelo geralmente
semicirculares, embora os conceitos da invencao aqui descritos nao estejam assim limitados, e sejam igualmente aplicaveis
aos pedacos de gelo tendo uma forma cilindrica, retili- nea ou outra. Como sera descrito em maiores detalhes abaixo, os
fabricado- res de gelo de acordo com as invencoes da requerente podem ser usados com refrigeradores freezers lado a lado
e freezer na parte inferior. Voltando as figuras 1A, 1B, 2, 12A e 12B refrigeradores freezer lado a lado e freezer na parte
inferior, tendo um aparelho fabricador de gelo e dispensador na porta, de acordo com a invencao, podem ser vistos. As
figuras 1A e 1B mostram um refrigerador com freezer na parte inferior descri- to em maiores detalhes no Pedido de Patente
co-pendente U.S. US20040111, depositado simultaneamente com o presente por Anselmino et al., e incorporado totalmente
atraves de referencia neste pedido de patente. O refrigerador com freezer na parte inferior 50 pode ter um gabinete 52, in-
cluindo um compartimento de refrigerador 54 mantido em temperaturas aci- ma de 0 degrees centigrade e um
compartimento de freezer 56 mantido em temperaturas a- baixo de 0 degrees centigrade O compartimento de freezer 56 e
posicionado na parte inferior do gabinete 52 e o compartimento de refrigerador 54 e posicionado acima do compartimento de
freezer 56. Na concretizacao das figuras 1A e 1B, o free- zer na parte inferior 50 pode ter duas portas de compartimento de
refrigera- 5 10 15 20 25 30 20 dor 68 e 69, dispostas lado a lado. A configuracao de refrigerador com free- zer na parte
inferior 50, mostrada nas figuras 1A e 1B, e referida, algumas vezes, como um refrigerador freezer frances com montagem
de porta na par- te inferior. Puxadores de porta convencionais 44, 46 e 48 sao mostrados nas portas de compartimento de
refrigerador 68 e 69 e na porta do compartimen- to de freezer 66. Aqueles versados na tecnica prontamente compreenderao
que puxadores diferentes, ou nenhum puxador, podem ser proporcionados para as portas, como e bem-conhecido na
tecnica. Um refrigerador freezer lado a lado que concretiza a invencao e ilustrado nas figuras 2, 12A e 12B e descrito em
detalhes abaixo. O refrigerador 50 pode ter um sistema de refrigeracao (nao- mostrado) para resfriamento do
compartimento de refrigerador 54 e do com- partimento de freezer 56. O sistema de refrigeracao pode incluir um com-
pressor, um condensador, um evaporador e um dispositivo de expansao, todos nao-mostrados, como e bem-conhecido na
tecnica. O compressor po- de ser um compressor de velocidade variavel para proporcionar taxas de resfriamento variaveis,
mais uma vez bem-conhecido na tecnica. O refrige- rador 50 pode ter tambem um sistema de controle (nao-mostrado), que
pode incluir sensores de temperatura (nao-mostrados) para o compartimento de refrigerador 54 e compartimento de
freezer 56 conectados aos controladores de temperatura dos compartimentos do refrigerador e do freezer (nao- mostrados)
para manter as temperaturas nos respectivos compartimentos em temperatura selecionadas pelo usuario. O evaporador
(nao-mostrado) pode ser posicionado em um compartimento de evaporador (nao-mostrado), que pode ser posicionado ao
longo da parede traseira do compartimento de freezer, como e bem-conhecido na tecnica. A porta de compartimento de
refrigerador 69 pode incluir um dis- pensador de gelo e agua 72 posicionado na frente da porta. O dispensador de gelo e
agua 72 pode ser posicionado na porta de compartimento de refri- gerador 69 em uma altura conveniente para acesso do
usuario, como e bem- conhecido na tecnica. Uma interface de usuario 73 pode ser posicionada adjacente ap dispensador de
gelo e agua 72 para usuarios para selecionar 5 10 15 20 25 30 21 alternativas de distribuicao de gelo e agua, tais como
"gelo rapido" descrita abaixo e outros parametros de operacao de refrigerador freezer, como des- crito no Pedido de Patente
co-pendente U.S. N degrees de serie 10/861.203, aqui incorporado por referencia. Um fabricador de gelo 82 pode ser
montado adjacente ao topo da porta de compartimento de refrigerador 69 espacado do painel de porta interna 70. Um
receptaculo para armazenamento de cubos de gelo 84 pode ser posicionado abaixo do fabricador de gelo 82 e disposto de
modo que os cubos de gelo recolhidos do fabricador de gelo 82 possam cair atraves da folga 93 no receptaculo para
armazenamento de cubos de gelo 84. A folga 93 pode ser proporcionada entre a parte posterior do fabricador de gelo 82 e a
porta interna 70 para direcionar os cubos de gelo para o receptaculo para armazenamento de cubos de gelo 84. O
receptaculo para armazenamento de cubos de gelo 84 pode se apoiar no topo do dispensador de gelo 86. Uma cobertura
isolada 88 pode ser proporcionada para encerrar substancialmente o fabricador de gelo 82. Uma cobertura isolada 90 pode
ser proporcionada para encerrar, substancialmente, o receptaculo para armazenamento de cu- bos de gelo 84 e o
dispensador de gelo 86. As coberturas isoladas 88 e 90 podem formar subcompartimentos que podem ser mantidos abaixo
de 0 degrees C  para facilitar a formacao e o armazenamento de cubos de gelo. A cobertura isolada 88 pode incluir uma ou
mais superficies de travamento (nao- mostradas) dispostas para manter a cobertura 88 no lugar, formando um envoltorio
abaixo de 0 degrees centigrade para o fabricador de gelo 82 enquanto a porta de compartimento de refrigerador 69 e aberta
e fechada, em uso. Como descri- to acima, a cobertura isolada 88 e a cobertura isolada 90 permitem que os respectivos
subcompartimentos sejam mantidos em temperaturas abaixo de 0 degrees centigrade, sem alterar temperaturas normais
acima de 0 degrees centigrade no compartimento de refrigerador 54. A cobertura isolada 90 pode ser montada
articuladamente no painel de porta interna 70 com as articulacoes 77. A ligacao articulada da cobertura isolada 90 com o
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painel de porta interna 70 pode permitir o facil acesso ao receptaculo para armazenamento de cubos de gelo 84, por e- 5 10
15 20 25 30 22 xemplo, para facilitar a remocao do receptaculo para armazenamento de cubos de gelo 84 a fim de distribuir
cubos de gelo em um refrigerante ou si- milares. A cobertura isolada 90 pode ser disposta de modo que ela possa ser
fechada automaticamente enquanto a porta de compartimento de refrige- rador 69 e fechada. A cobertura isolada 90 pode
ser dotada de uma gaxeta 79 para vedar contra a superficie do painel de porta interna 70. A cobertura isolada 90 podera ser
omitida, se o receptaculo para armazenamento de cubos de gelo 84 for formado de material isolante. Em uma concretizacao,
o receptaculo para armazenamento de cubos de gelo 84 pode ser formado de material plastico de parede dupla com
propriedades isolantes suficientes para manter os cubos de gelo no receptaculo, congela- dos e suficientemente frios para
impedir cubos individuais de se fundirem uns com os outros. Aqueles versados na tecnica prontamente compreende- rao que
materiais plasticos transparentes adequados, tais como aqueles descritos acima, podem ser usados para formar um
receptaculo para arma- zenamento de cubos de gelo isolado 84. Similarmente, aqueles versados na tecnica compreenderao
que, se nenhuma cobertura isolante for proporciona- da, o fluxo de ar abaixo de 0 degrees centigrade podera ser
direcionado para o receptaculo para armazenamento de cubos de gelo 84 de maneira a impedir o vazamen- to indesejavel
para o compartimento de refrigerador. O receptaculo para armazenamento de cubos de gelo 84 e o dispensador de gelo 86
podem ser similares ao sistema de distribuicao de gelo descrito na Patente U.S. N degrees 6.082.130, cedida ao cessionario
deste pe- dido de patente e aqui incorporada por referencia. Aqueles versados na tec- nica compreenderao que um sistema
de distribuicao de gelo, tal como aque- le descrito na patente U.S. N degrees 6.082.130, pode ser usado na concretizacao
mostrada nas figuras 1A e 1B, ou pode ser dotado de um receptaculo para armazenamento de cubos de gelo isolante, como
descrito acima, e pode ser posicionado na porta de compartimento de refrigerador para cooperar com o fabricador de gelo
82 e com o dispensador de gelo e agua 72. Uma aborda- gem para deteccao do nivel do receptaculo para armazenamento
de cubos de gelo e descrita na patente U.S. N degrees 6.082.130, e aqueles versados na tec- 5 10 15 20 25 30 23 nica
compreenderao que muitas maneiras para determinar o nivel de cubos de gelo em um receptaculo para armazenamento de
cubos de gelo sao co- nhecidas e podem ser usadas, em lugar do sistema optico descrito no pedi- do de patente identificado
acima. O fabricador de gelo 82 e o dispensador de gelo e agua 72 podem ser dotados de agua sob o controle de um controle
de valvula de agua 94 e uma valvula de agua 95, que podem ser incluidos no refrigerador com freezer na parte inferior,
como e bem-conhecido na tecnica. O controle de valvula de agua 94 para o dispensador de gelo e agua 72 e para o
fabricador de gelo 82 pode ser um sistema de agua de fluxo variavel, como descrito no pedido de patente co-pendente U.S.
n degrees de serie 10/861.569, aqui incorporado por referencia. Em uma concretizacao de freezer na parte inferior, como
ilustra- da nas figuras 1A e 1B, ar abaixo de 0 degrees centigrade pode ser fornecido para o fabrica- dor de gelo 82 e o
receptaculo para armazenamento de cubos de gelo 84 por um sistema de distribuicao de ar, que pode levar do
compartimento de freezer 56. O sistema de distribuicao de ar pode incluir uma primeira porcao de distribuicao de ar 100,
que pode ser posicionada ao longo de um lado da porta de compartimento de refrigerador 69 contra o painel de porta
interna 70. O sistema de distribuicao de ar pode incluir uma segunda porcao de dis- tribuicao de ar 106, posicionada ao
longo de uma parede lateral do compar- timento de refrigerador 54 e levando para baixo, em direcao ao comparti- mento de
freezer 56. A primeira porcao de distribuicao de ar 100 pode incluir um duto de abastecimento 102 e um duto de retorno
104. Aqueles versados na tecnica compreenderao que a primeira porcao de distribuicao de ar 100 pode ser um tubo de
passagem dupla, tendo duas passagens de ar, forman- do o duto de abastecimento 102 e o duto de retorno 104. A primeira
porcao de distribuicao de ar 100 pode ser formada de material plastico termo- formado ou moldado por injecao e pode ser
coberta ou encerrada com mate- rial isolante, tal como isopor ("styrobead") rigido. A segunda porcao de distri- buicao de ar
106, similarmente, pode compreender um duto de abastecimen- to 108 e um duto de retorno 110. A segunda porcao de
distribuicao de ar 106 pode ser um tubo de passagem dupla formado de material plastico, similar a 5 10 15 20 25 30 24
primeira porcao de distribuicao de ar 100. As faces das primeira e segunda porcoes de distribuicao de ar 100 e 106 podem
se apoiar quando a porta do refrigerador 69 e fechada e podem ser dispostas de modo que os dutos de abastecimento 102 e
108 e os dutos de retorno 104 e 110 sejam opostos uns aos outros e possam formar uma passagem continua, quando a
porta de compartimento de refrigerador 69 e fechada. A frente das primeira e segun- da porcoes de distribuicao de ar 100 e
106 pode incluir superficies de veda- cao adequadas para os dutos de abastecimento e de retorno, de modo que conexoes
substancialmente hermeticas a ar possam ser feitas, quando a porta de compartimento de refrigerador 69 e fechada. O
sistema de distribui- cao de ar e descrito em maiores detalhes no Pedido de Patente co-pendente U.S. US20040111,
depositado simultaneamente com o presente pedido de patente e incorporado por referencia, como indicado acima. Voltando
as figuras 2 e 12B, um refrigerador freezer lado a lado, tendo um aparelho fabricador de gelo e dispensador na porta de
acordo com a invencao pode ser visto. A figura 12A ilustra um refrigerador freezer lado a lado 10 da tecnica anterior tendo
um conjunto de fabricador de gelo 22 posi- cionado no topo do compartimento de freezer 16. O compartimento de free- zer
pode ter uma ou mais prateleiras 11 e uma ou mais cestas 13 dispostas para armazenar itens no compartimento de freezer
16. A porta de comparti- mento de freezer 20 pode ter uma ou mais prateleiras de porta 21, dispostas para o
armazenamento de itens na porta de compartimento de freezer 20. Similarmente, o compartimento de refrigerador 14 pode
ter uma ou mais pra- teleiras e uma ou mais cestas ou receptaculos para o armazenamento de itens no compartimento de
refrigerador acima de 0 degrees centigrade A figura 12B ilustra um refrigerador freezer lado a lado 10, tendo um conjunto
de fabricador de gelo 22', de acordo com a invencao, posicionado no interior da porta de compar- timento de freezer 20.
Comparando a figura 12A e a figura 12B, a relocaliza- cao do conjunto de fabricador de gelo 22 na porta de freezer 20 pode
resul- tar em uma prateleira adicional completa para armazenamento aumentado no compartimento de freezer 16, sem
diminuicao no espaco de armazena- mento de prateleira da porta de freezer 20. O refrigerador freezer lado a lado 5 10 15
20 25 30 25 pode ser dotado de um gabinete 12 formando um compartimento de refrige- rador 14 e um compartimento de
freezer 16 dispostos lado a lado, como e bem-conhecido na tecnica. Um sistema de refrigeracao (nao-mostrado) pode ser
proporcionado para manter o compartimento de refrigerador 14 em tem- peraturas acima de 0 degrees centigrade e o
compartimento de freezer 16 em temperaturas abaixo de 0 degrees centigrade, como e bem-conhecido na tecnica. Uma
porta de comparti- mento de refrigerador 18 e uma porta de compartimento de freezer 20 po- dem ser proporcionadas a fim
de permitir acesso ao refrigerador freezer. A porta de compartimento de freezer 20 pode ter um dispensador de gelo e agua
similar ao dispensador de gelo e agua 72 descrito acima. Em refrigera- dores lado a lado da tecnica anterior, conforme
ilustrados na figura 12A, o conjunto de fabricador de gelo 22 e posicionado no topo do compartimento de freezer 16 e e
disposto para descarregar cubos de gelo em um recepta- culo para armazenamento de cubos de gelo 28. O conjunto de
fabricador de gelo 22' pode incluir um fabricador de gelo 32 tendo um molde de gelo 36, um extrator de gelos 38 e um
acamador de gelo 40. O fabricador de gelo 32 pode ter um controle de fabricador de gelo 33, que pode incluir um motor 35
(figura 27) para operar o acamador de gelo. O sistema de distribuicao de gelo 26 pode ser posicionado na porta 20 abaixo
do conjunto de fabricador de gelo 22'. O sistema de distribuicao de gelo 26 pode incluir o receptaculo para gelo 28, que pode
ser posicionado no triturador de gelo 30. O triturador de gelo 30 pode ser disposto para distribuir gelo em cubos ou triturado
atra- ves de um dispensador de gelo e agua (nao-mostrado nas figuras 12A ou 12B) na frente da porta de compartimento de
freezer 20. O dispensador de gelo ilustrado nas figuras 2, 12A e 12B pode ser similar ao sistema de distri- buicao de gelo
descrito na patente U.S. N degrees 6.082.130 aqui incorporada em sua totalidade. Quando operado, o sistema de distribuicao
de gelo 26 trans- fere cubos ou pedacos de gelo do receptaculo para armazenamento de cu- bos de gel 28 atraves da porta
de compartimento de freezer 20, pelo que os cubos de gelo podem ser distribuidos atraves de um dispensador de gelo e
agua convencional similar ao dispensador de gelo e agua 72 descrito acima. A seguir, diversas concretizacoes serao
descritas de fabricado- 5 10 15 20 25 30 26 res de gelo, que concretizam a invencao das requerentes. Cada uma das
concretizacoes pode permitir que os respectivos fabricadores de gelo sejam posicionados e operados em uma porta de
compartimento de freezer 20 de um refrigerador freezer lado a lado ou em uma porta de compartimento de refrigerador 69
de um refrigerador com freezer na parte inferior. Voltando as figuras 3 e 4, uma concretizacao de um fabricador de gelo
para uso em uma porta de compartimento de refrigerador ou de freezer pode ser vista. O fabri- cador de gelo 115 pode ser
um fabricador de gelo similar ao fabricador de gelo descrito nas Patentes U.S. N degrees s 4.649.717 e 4.649.718, aqui
incorpora- das por referencia. O fabricador de gelo 115 pode compreender um molde de gelo 116, que pode ser um molde
de aluminio fundido revestido com epo- xi, como e bem-conhecidos na tecnica. O molde de gelo 116 pode ter um aquecedor
117 (figura 27) proporcionado para aquecer o molde durante ci- clos de recolhimento de gelo, como descrito nas patentes
identificadas aci- ma incorporadas por referencia. O molde de gelo 116 pode ser dotado de um extrator de gelo 120, tendo
uma pluralidade de retentores de extrator 121, que se estendem atraves de um lado do molde de gelo 116. Um aca- mador
de gelo ou ejetor de gelo 118 pode ser montado giravelmente no cen- tro da borda de topo do molde de gelo 116. O
acamador de gelo 118 pode incluir uma pluralidade de dentes 119 para ejetar cubos de gelo do molde de gelo 116 a medida
que o acamador de gelo e girado atraves do molde de gelo 116 durante um ciclo de recolhimento de gelo. O fabricador de
gelo 115 pode ter um elemento para entrada de agua 123 (ver a figura 4) para dire- cionar agua de um tubo de enchimento
de fabricador de gelo (nao-mostrado) para o molde de gelo 116, como e bem-conhecido na tecnica. O fabricador de gelo 115
pode ter um alojamento de controle (nao-mostrado), como des- crito nas Patentes U.S. referenciadas acima, tendo um
controle 33 (figura 27) que controla a operacao do fabricador de gelo 115 e um motor 35 (figura 27) que aciona o acamador
de gelo 118 durante ciclos de recolhimento de gelo, tudo como e bem-conhecido na tecnica. O molde de gelo 116 pode ser
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dotado de uma cobertura 124 que pode ser articulada a borda do molde de gelo 116 oposta ao extrator de gelo 120. A
cobertura 124 pode ter uma plu- 5 10 15 20 25 30 27 ralidade de lingueetas 125 que se estendem de uma borda da
cobertura 124 disposta para fechar, substancialmente, as folgas 122 entre retentores de extrator adjacentes 121, quando a
cobertura 124 e fechada contra a borda de topo do molde de gelo 116 e o extrator de gelo 120. Desse modo, a co- bertura
124 pode ser disposta para encerrar substancialmente o molde de gelo 116 para ajudar a impedir agua de derramar para
fora do molde de gelo 116, no caso em que a porta do compartimento do refrigerador ou do free- zer, em que o fabricador
de gelo 115 esta posicionado, e aberta ou fechada abruptamente, quando agua no estado liquido esta presente no molde de
gelo 116. A cobertura 124 pode ser disposta para ser aberta durante um ci- clo de recolhimento de gelo pelo controle de
fabricador de gelo (nao- mostrado). Por exemplo, um carne ou outro mecanismo de acionamento (nao-mostrado) pode ser
disposto para acionar a cobertura 124 para a posi- cao aberta mostrada na figura 3 a medida que o controle aciona o
acamador de gelo 118 atraves do molde de gelo 116 para ejetar cubos de gelo do mol- de de gelo. Alternativamente, a
cobertura 124 poderia ser impulsionada, resi- lientemente, para a posicao aberta mostrada na figura 3 e o controle de fa-
bricador de gelo (nao-mostrado) poderia operar para fechar a cobertura 124 em outro que nao durante um ciclo de
recolhimento de gelo, como sera pron- tamente compreendido por aqueles versados na tecnica. Protecao adicional contra
derramamento de agua do fabricador de gelo 115 pode ser proporcionada pela montagem do fabricador de gelo 115 em
uma bandeja 128 tendo paredes voltadas para cima 129 ao longo da borda da bandeja 128 para conter qualquer agua que
pudesse derramar do fabricador de gelo 115. A bandeja 128 pode ser dotada de um dreno 130 para drenar qualquer agua
derramada na bandeja 128 para um recipiente de descarte (nao-mostrado) que pode ser posicionado em uma porta de
refrige- rador ou em outra parte no refrigerador freezer. O recipiente de descarte po- de ser disposto para esvaziamento
manual por um usuario ou pode ser do- tado de uma bomba de drenagem 292 para esvaziar o recipiente (etapa 309, figura
26). Uma linha de drenagem (nao-mostrada) pode levar do dreno 130 para um recipiente de descarte que pode estar
localizado no compartimento 5 10 15 20 25 30 28 de maquinaria 58 (figura 1A) que esta localizado na parte inferior de
refrige- radores freezer em que um compressor e um condensador e outros compo- nentes para o refrigerador freezer estao
localizados tipicamente, como e bem-conhecido na tecnica. O recipiente de descarte pode ser uma vasilha de drenagem
tipica 60 (ver figura 23) que pode estar localizada abaixo do condensador 64 (figura 23) para evaporar a agua que derrete
do evaporador (nao-mostrado) durante ciclos de descongelamento, mais uma vez como bem-conhecido na tecnica. Aqueles
versados na tecnica compreenderao que outros recipientes de descarte de agua podem ser proporcionados, ou que uma
conexao disposta para conexao a um dreno domestico pode ser pro- porcionada, se desejado. A bandeja 128 tambem pode
ser dotada de um aquecedor 132 (figura 27) para aquecer, periodicamente, a bandeja 128 a fim de evaporar qualquer agua
que possa ter derramado na bandeja 128 ou, alternativamente, para derreter qualquer gelo que se forme na bandeja 128 da
agua derramada na bandeja 128. A operacao do aquecedor 132 sera descrita em maiores detalhes abaixo, em relacao as
figuras 26 e 27. A ban- deja 128 tambem pode ser dotada de uma bomba de drenagem 292 (figura 27), que pode ser
conectada ao dreno 130 para bombear agua da bandeja 128 ate um recipiente de descarte que nao esta localizado abaixo
da bande- ja 128 a fim de permitir uma drenagem por gravidade. Voltando a figura 5 e a figura 6, outra concretizacao de um
fabri- cador de gelo para uso em uma porta de compartimento de refrigerador ou de freezer pode ser vista. O fabricador de
gelo 135 pode ser um fabricador de gelo similar ao fabricador de gelo descrito nas Patentes U.S. N degrees s 4.649.717 e
4.649.718 aqui incorporadas por referencia. O fabricador de gelo 135 pode compreender um molde de gelo 116, que pode
ser um molde de aluminio fun- dido revestido com epoxi como e bem-conhecido na tecnica. O molde de gelo 116 pode ter
um aquecedor 117 proporcionado para aquecer o molde durante os ciclos de recolhimento de gelo como descrito nas
patentes identificadas acima, incorporadas por referencia. O molde de gelo 116 pode ser dotado de um extrator de gelo 136,
tendo uma pluralidade de retentores de extrator 137, que se estendem atraves de um lado do molde de gelo 116. Um
acamador de 5 10 15 20 25 30 29 gelo ou ejetor de gelo 118 pode ser montado giravelmente no centro da borda de topo do
molde de gelo 116. O acamador de gelo 118 pode incluir uma plu- ralidade de dentes 119 para ejetar cubos de gelo do
molde de gelo 116 a me- dida que o acamador de gelo e girado atraves do molde de gelo 116 durante um ciclo de
recolhimento de gelo. O fabricador de gelo 135 pode ter um ele- mento para entrada de agua 123 a fim de irecionar agua de
um tubo de en- chimento de fabricador de gelo (nao-mostrado) para o molde de gelo 116, como e bem-conhecido na
tecnica. O fabricador de gelo 135 pode ter um alo- jamento de controle (nao-mostrado), como descrito nas Patentes U.S.
refe- renciadas acima, incluindo um controle 33 para controlar a operacao do fabri- cador de gelo 135 e um motor 35 para
acionar o acamador de gelo 118 duran- te ciclos de recolhimento de gelo, tudo como e bem-conhecido na tecnica. O molde
de gelo 116 pode ser dotado de uma cobertura 138, que pode ser arti- culada a borda do molde de gelo 116, oposta ao
extrator de gelo 136. O extra- tor de gelo 136 e a borda do molde de gelo 116 podem definir um canal de recuperacao de
agua 140 entre a borda de topo do molde de gelo 116 e o ex- trator de gelo 136. Quando a cobertura 138 esta na posicao
fechada mostrada na figura 6, o topo do canal de recuperacao de agua 140 e fechado de modo que qualquer agua que
salpique do molde de gelo 116 contra o extrator 136 ou cobertura 138 possa circular no canal de recuperacao de agua 140
e, en- tao, de volta para o molde de gelo 116. Em outros aspectos, o fabricador de gelo 135 pode operar como o fabricador
de gelo 115 descrito acima e pode ser disposto para a cobertura 138 se abrir durante ciclos de recolhimento de gelo.
Aqueles versados na tecnica compreenderao que uma bandeja 128 po- de ser proporcionada para o fabricador de gelo 135,
como descrito acima em relacao as figuras 3 e 4. Voltando a figura 7, outra concretizacao de um fabricador de ge- lo para
uso em uma porta de compartimento de refrigerador ou de freezer pode ser vista. O fabricador de gelo 145 pode ser um
fabricador de gelo si- milar ao fabricador de gelo descrito nas Patentes U.S. N degrees s 4.649.717 e 4.649.718, aqui
incorporadas por referencia. O fabricador de gelo 145 pode compreender um molde de gelo 116, que pode ser um molde de
aluminio 5 10 15 20 25 30 30 fundido revestido com epoxi, como e bem-conhecido na tecnica. O molde de gelo 116 pode ter
um aquecedor 117, proporcionado para aquecer o molde durante ciclos de recolhimento de gelo, como descrito nas patentes
identifi- cadas acima, incorporadas por referencia. O molde de gelo 116 pode ser dotado de um extrator de gelo 148, tendo
uma pluralidade de retentores de extrator 150, estendendo-se atraves de um lado do molde de gelo 116. Na concretizacao
da figura 7, retentores de extrator 150 podem ser formados de material flexivel, tal como borracha de silicone e podem ter
uma pluralidade de fendas 151 alinhadas com dentes 119 de acamador de gelo 118. Um a- camador de gelo ou ejetor de
gelo 118 pode ser montado giravelmente no centro da borda de topo do molde de gelo 116. O acamador de gelo 118 po- de
incluir uma pluralidade de dentes 119 para ejetar cubos de gelo do molde de gelo 116, a medida que o acamador de gelo e
girado atraves do molde de gelo 116 durante um ciclo de recolhimento de gelo. A medida que os dentes 119 contatam o
extrator 148, as bordas de retentores adjacentes 150 podem se flexionar para permitir que os respectivos dentes se movam
atraves das fendas 151 e ejetem cubos de gelo do molde de gelo 116. O fabricador de gelo 145 pode ter um elemento para
entrada de agua 123 para direcionar agua de um tubo de enchimento de fabricador de gelo (nao-mostrado) para o molde de
gelo 116, como e bem-conhecido na tecnica. O fabricador de gelo 145 pode ter um alojamento de controle (nao-mostrado),
como descrito nas Patentes U.S. referenciadas acima, incluindo um controle 33 para controlar a operacao do fabricador de
gelo 145 e um motor 35 para acionar o acamador de gelo 118 durante ciclos de recolhimento de gelo, tudo como e bem-
conhecido na tecnica. O fabricador de gelo 145 pode ter uma tampa proteto- ra fixa 146 conectada ao molde de gelo 116,
oposta ao extrator de gelo 148. Desse modo, a combinacao de extrator 148 e tampa protetora 146 cobre, substancialmente,
o topo aberto do molde de gelo 116 e pode reduzir, subs- tancialmente, a possibilidade de agua salpicar para fora do molde
de gelo 116, se a porta em que o fabricador de gelo 145 esta montado e aberta ou fechada abruptamente, quando liquido
esta presente no molde de gelo 116. Aqueles versados na tecnica compreenderao que uma bandeja 128 pode ser 5 10 15 20
25 30 31 proporcionada para o fabricador de gelo 145, como descrito acima em rela- cao as figuras 3 e 4. Voltando a figura
8, outra concretizacao de um fabricador de ge- lo para uso em uma porta de compartimento de refrigerador ou de freezer
pode ser vista. O fabricador de gelo 155 pode ser um fabricador de gelo si- milar ao fabricador de gelo descrito nas Patentes
U.S. N degrees s 4.649.717 e 4.649.718 aqui incorporadas por referencia. O fabricador de gelo 155 pode compreender um
molde de gelo 116, que pode ser um molde de aluminio fundido revestido com epoxi, como e bem-conhecido na tecnica. O
molde de gelo 116 pode ter um aquecedor 117 proporcionado para aquecer o molde durante ciclos de recolhimento de gelo,
como descrito nas patentes identifi- cadas acima incorporadas por referencia. O molde de gelo 116 pode ser do- tado de um
extrator de gelo 158, tendo uma pluralidade de retentores de ex- trator 159, estendendo-se atraves de um lado do molde de
gelo 116. Um acamador de gelo 118 pode ser montado giravelmente no centro da borda de topo do molde de gelo 116. O
acamador de gelo 118 pode incluir uma pluralidade de dentes 119 para ejetar cubos de gelo do molde de gelo 116 a medida
que o acamador de gelo e girado atraves do molde de gelo 116 du- rante um ciclo de recolhimento de gelo. O fabricador de
gelo 115 pode ter um elemento para entrada de agua 123 para direcionar agua de um tubo de enchimento de fabricador de
gelo (nao-mostrado) para o molde de gelo 116, como e bem-conhecido na tecnica. O fabricador de gelo 155 pode ter um
alojamento de controle 160, como descrito nas Patentes U.S. referenciadas acima, incluindo um controle 33 para controlar a
operacao do fabricador de gelo 155 e um motor 35 para acionar o acamador de gelo 118 durante ciclos de recolhimento de
gelo, tudo como e bem-conhecido na tecnica. O molde de gelo 116 pode ser dotado de uma cobertura 162 que pode ser
articulada a borda do molde de gelo 116 oposta ao extrator de gelo 158. A cobertura 162 pode ser articulada ao molde de
gelo 116 com um par de articulacoes 163. A cobertura 162 pode ter uma pluralidade de lingueetas 161 que se es- tendem de
uma borda da cobertura 162 disposta para fechar, substancial- mente, as folgas 157 entre retentores de extrator adjacentes

PatBase PDF Export -  Page: 7   25/01/2018



159, quando a 32 cobertura 162 e fechada contra a borda de topo do molde de gelo 116 e o extrator de gelo 158. Desse
modo, a cobertura 162 pode ser disposta para encerrar substancialmente o molde de gelo 116 para ajudar a impedir agua
de derramar para fora do molde de gelo 116, no caso de a porta do compar- 5 timento do refrigerador ou do freezer, em
que o fabricador de gelo 155 esta posicionado e aberta ou fechada abruptamente, quando agua no estado li- quido esta
presente no molde de gelo 116. A cobertura 162 pode ser dispos- ta para ser aberta durante um ciclo de recolhimento de
gelo pelo controle de fabricador de gelo 160. Por exemplo, um carne ou outro mecanismo de acio- 10 namento (nao-
mostrado) pode ser disposto para acionar a cobertura 162 para a posicao aberta, enquanto o controle aciona o acamador de
gelo 118 atraves do molde de gelo 116 para ejetar cubos de gelo do molde de gelo. Alternativamente, a cobertura 162
poderia ser impulsionada, resilientemente, para a posicao aberta e o controle de fabricador de gelo 160 poderia operar 15
para fechar a cobertura 162 de outro modo que nao durante um ciclo de re- colhimento de gelo, como sera prontamente
compreendido por aqueles ver- sados na tecnica. Aqueles versados na tecnica compreenderao que uma bandeja 128 pode
ser proporcionada para o fabricador de gelo 155, como descrito acima em relacao as figuras 3 e 4. 20 Voltando as figuras 9,
10 e 11, outra concretizacao de um fabri- cador de gelo para uso em uma porta de compartimento de refrigerador ou de
freezer pode ser vista. Na concretizacao das Figuras 9, 10 e 11, o fabri- cador de gelo 165 e ilustrado em uma porta de
compartimento de freezer 20, como na figura 2. Aqueles versados na tecnica compreenderao que o fabri- 25 cador de gelo
165 tambem poderia ser utilizado em uma porta de comparti- mento de refrigerador 69, como na concretizacao ilustrada na
figura 1A e 1B. o fabricador de gelo 165 pode ser similar ao fabricador de gelo descrito nos pedido de patente co-pendente
dos Estados Unidos US20020155 e US20040162, depositados simultaneamente com o presente por Voglewede 30 et al.,
pedidos que sao incorporados em sua totalidade atraves de referencia. O fabricador de gelo 165 e mostrado na posicao
fechada, de enchimento e de formacao de gelo na figura 9. Na figura 10, o fabricador de gelo 165 e 5 10 15 20 25 30 33
mostrado parcialmente girado para a posicao de recolhimento de gelo a fim de ilustrar aspectos de gerenciamento de
derramamento desta concretiza- cao da invencao. A figura 11 e uma vista seccional transversal de fabricador de gelo 165 na
posicao fechada de enchimento e formacao de gelo, confor- me mostrado na figura 9. O fabricador de gelo 165 pode ser
anexado a porta 20 atraves da fixacao da placa de montagem 166 a porta interna 21, como ser compreendido por aqueles
versados na tecnica. O fabricador de gelo 165 pode incluir um alojamento 180 tendo paredes extremas 182 e 184 e uma
parede de topo 186. As paredes extremas 182 e 184 podem suportar gira- velmente a bandeja de gelo 171. A bandeja de
gelo 171 pode compreender uma estrutura 172 que pode suportar uma insercao de molde 174. Como descrito nos pedidos
de patente co-pendentes dos Estados Unidos US20020155 e US20040162 aqui incorporados atraves de referencia, a in-
sercao de molde 174 pode ser um material plastico flexivel que pode incluir poliuretano e silicone, que pode ter um material
com baixo coeficiente de atrito, formando a camada de topo. A parede extrema 182 pode suportar um motor 35, que pode
incluir um trem de engrenagens (nao-mostrado) no alo- jamento 169, que pode conectar o motor 35 a um eixo de
acionamento 170 conectado a estrutura 172. A operacao do motor 35 por um controle 33 para acionar a bandeja de gelo
171 para recolhimento de pedacos de gelo e des- crita em detalhes nos pedidos de patente co-pendentes dos Estados Unidos
US20020155 e US20040162 aqui incorporados atraves de referencia. A concretizacao do fabricador de gelo 165 disposto
para montagem em uma porta de compartimento de refrigerador ou de freezer pode ser disposta para impedir
derramamentos de agua, no caso de a porta em que o fabricador de gelo 165 e montado ser aberta e fechada, quando
liquido esta presente na insercao de molde 174. Na concretizacao ilustrada nas figuras 9, 10 e 11, a insercao de molde 174
pode ter uma virola 176, que se projeta para cima da insercao de molde 174. A virola 176 pode ser posicionada fora das
reentran- cias 175. A parede de topo 186 do alojamento 180 pode incluir paredes de contencao 188, 189,190 e 191 (nao-
mostradas), que podem se projetar para baixo da parede de topo 186 e podem terminar na superficie de topo da in- 5 10 15
20 25 30 34 sercao de molde 174 entre reentrancias 175 e a virola 176. A parede de con- tencao 191 (nao-mostrada) e
oposta a parede de contencao 189. Desse mo- do, a interacao das paredes de contencao 188,189,190 e 191 e a virola 176
podem impedir, substancialmente, o derramamento de agua fora da bandeja de cubos de gelo 171, quando agua nao
congelada esta presente nas reen- trancias 175 e a porta do freezer 20 e aberta ou fechada, abruptamente. Voltando as
figuras 13A, 13B, 14A e 14B, outra concretizacao de um fabricador de gelo para uso em uma porta de compartimento de
refrige- rador ou de freezer pode ser vista em forma esquematica de vista lateral. Nas figuras 13A e 13B, a porta de freezer
20 e mostrada na posicao aberta. Nas figuras 14A e 14B, a porta de freezer 20 e mostrada na posicao fecha- da. Aqueles
versados na tecnica compreenderao que a concretizacao mos- trada nas figuras 13A, 13B, 14A e 14B pode ser usada em
relacao com uma porta de refrigerador com freezer na parte inferior, conforme mostrado na concretizacao das figuras 1A e
1B. O fabricador de gelo 22' pode ser monta- do na superficie interior da porta de compartimento de freezer 20 acima de um
receptaculo para armazenamento de cubos de gelo 28. O fabricador de gelo 22' pode incluir uma cobertura articulada 192.
Nesta concretizacao, a cobertura articulada 192 pode compreender uma pluralidade de segmentos 193, 194, 195 e 196. A
cobertura articulada pode ser formada de plastico, tal como polipropileno ou metal, como sera compreendido por aqueles
versados na tecnica. O fabricador de gelo 22’ pode incluir um lado aberto 23, que pode levar a porcao de molde de gelo
(nao-mostrada) do fabricador de gelo 22'. O fabricador de gelo 22' pode ser disposto para descarregar cubos de gelo a-
traves do lado aberto 23 durante ciclos de recolhimento. A cobertura 192 pode ser articulada na borda de topo 24 do
fabricador de gelo 22' oposto a porta interna 25 da porta de freezer 20. Os segmentos 193 e 194 podem formar um
fechamento para o lado aberto 23, quando a cobertura esta na posicao fechada mostrada na figura 13A. Os segmentos 195
e 196 podem ocupar o espaco entre o fabricador de gelo 22' e o receptaculo para armaze- namento de cubos de gelo 28,
quando a cobertura 192 esta na posicao fe- chada, conforme mostrado na figura 13A. Quando a cobertura 192 e fecha- 5 10
15 20 25 30 35 da, o receptaculo para armazenamento de cubos de gelo pode ser facilmen- te removido da porta interna 21
para distribuicao a granel de cubos de gelo, como para enchimento de um refrigerante ou outra finalidade, conforme de-
sejado, sem interferencia da cobertura 192. Fazendo referencia a figura 13B, a cobertura 192 pode ser articulada ao
fabricador de gelo 221 na borda de topo 24 pelo pivo 198. Aqueles versados na tecnica compreenderao que o pivo 198 pode
ser uma articulacao continua ou uma ou mais articulacoes individuais ou outra disposicao de montagem em pivo conhecida.
O peso dos segmentos 193,194,195 e 196 pode impulsionar a cobertura 192 para a posicao fechada e pode elevar o atuador
200, que se estende alem do pivo 198. Voltando as figuras 14A e 14B, a porta de compartimento de freezer 20 pode ser
vista na posicao fechada. Na posicao fechada, o atuador 200 pode ser visto articulado em contato com o topo de fabricador
de gelo 22', devido ao atuador 200 ser operado pela parede de topo de compartimento de free- zer 17. O movimento do
atuador para a posicao mostrada na figura 14B po- de fazer com que a cobertura 192 gire para cima, para a posicao
elevada, mostrada na figura 14A. Na posicao elevada, a cobertura 192 pode formar uma passagem para os pedacos de gelo
recolhidos 34 do fabricador de gelo 22' para o receptaculo para armazenamento de cubos de gelo 28. Os cubos de gelo 34
sao ilustrados como crescentes na figura 14A. Os cubos de gelo serao referidos como 34 em outras concretizacoes, quer ou
nao eles sejam mostrados como crescentes. Aqueles versados na tecnica compreenderao que os cubos de gelo podem
tomar formas conforme desejado, meia-lua, cilindrica, retilinea, conica ou outras formas regulares ou especiais. Os seg-
mentos 193 e 194 podem desviar pedacos de gelo que deixam o lado aberto 23 do fabricador de gelo 22', dirigindo os
pedacos de gelo 34 para baixo, para o receptaculo para armazenamento de cubos de gelo 28. Os segmen- tos 195 e 196
podem completar a passagem 202, levando do fabricador de gelo 22' para o receptaculo para armazenamento de cubos de
gelo 28. Uma vantagem adicional da cobertura 192 e que, quando a porta de comparti- mento de freezer 20 esta aberta, a
cobertura 192 encerra, efetivamente, o fabricador de gelo 22' para impedir os usuarios de contatar, inadvertidamen- 5 10 15
20 25 30 36 te, porcoes do fabricador de gelo 22', quando acessando o interior do com- partimento de freezer 16 e pode
ajudar a manter abaixo de 0 degrees centigrade o ar em tor- no do fabricador de gelo 22'. Alem disso, conforme ilustrado na
figura 13A, o perfil da porta de freezer 20 e reduzido, comparado com a posicao aberta da porta devido a rotacao da
cobertura 192 para a posicao fechada, quando a porta de freezer 20 e aberta. A cobertura 192 permite que o perfil da porta
de freezer 20 seja reduzido ate a espessura do fabricador de gelo 22' e do re- ceptaculo para armazenamento de cubos de
gelo 28, comparado com as disposicoes de fabricador de gelo que requerem espaco entre a porta interna 21 e o fabricador
de gelo 22' para pedacos de gelo recolhidos para cair no receptaculo para armazenamento de cubos de gelo 28. A cobertura
192 e mostrada como sendo operada pela gravidade na concretizacao das figuras 13A, 13B, 14A e 14B, porem, aqueles
versados na tecnica compreenderao que a cobertura 192 pode ser disposta para ser operada por um motor de mola ou
solenoide (nao-mostrado) para articulacao entre as posicoes fecha- da e aberta. Aqueles versados na tecnica prontamente
tambem compreen- derao que um operador para cobertura 192 pode ser disposto para mover a cobertura 192 para a
posicao aberta, quando a porta 20 e fechada, ou quan- do o fabricador de gelo 22' esta em um ciclo de recolhimento de
gelo, con- forme desejado. Voltando a figura 15, outra concretizacao de um fabricador de ge- lo para uso em uma porta de
compartimento de refrigerador ou de freezer po- de ser vista. Embora o fabricador de gelo 205 nao seja mostrado em uma
por- ta de compartimento de freezer ou de refrigerador, aqueles versados na tecni- ca compreenderao que o fabricador de
gelo 205 pode ser usado em conjunto com a concretizacao das figuras 1A e 1B ou com a concretizacao da figura 2. O
fabricador de gelo 205 compreende um fabricador de gelo com bandeja de torcao que pode ser similar e operar similar aos
fabricadores de gelo com bandeja de torcao descritos nas Patentes U.S. N degrees s 3.964.269; 3.871.242; 3.779.032;
3.763.662; 3.727.428; 3.677.030; 3.648.476; 3.383.876; e 3.382.682, todas as quais sao aqui incorporadas atraves de
referencia. O fa- bricador de gelo com bandeja de torcao 205 pode incluir um alojamento de 5 10 15 20 25 30 37 controle
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208, que pode ser conectado, operativamente, a bandeja de torcao 206. O alojamento de controle pode incluir um controle
33 e um motor 35 para operar o fabricador de gelo com bandeja de torcao 205. A bandeja de torcao 206 pode ter paredes
laterais 210, que se estendem para cima das reentran- cias 207, para formar uma protecao contra salpicos a fim de conter
agua nao congelada na bandeja de torcao 206, no caso de a porta em que o fabricador de gelo 205 esta montado e aberta
ou fechada, abruptamente. A operacao do fabricador de gelo com bandeja de torcao 205 e bem-conhecida por aqueles
versados na tecnica e pode ser similar a operacao dos fabricadores de gelo com bandeja de torcao descritos nas patentes
descritas antes neste paragra- fo. O fabricador de gelo 205 pode recolher gelo dentro de sua propria largura, como e bem-
conhecido na tecnica. Desse modo, um fabricador de gelo com bandeja de torcao pode permitir um perfil de porta mais
estreito do que os fa- bricadores de gelo que descarregam gelo em um lado. Os fabricadores de gelo que descarregam
cubos de gelo em um lado podem requerer uma largu- ra adicional, que pode ser da ordem de tres polegadas, a fim de
permitir espa- co para cubos de gelo cairem no receptaculo para armazenamento de cubos de gelo. Uma vantagem adicional
de um fabricador de gelo com bandeja de torcao e que nenhum acamador de gelo ou extrator de gelo e requerido atra- ves
da bandeja de gelo. A eliminacao de um acamador de gelo e do extrator de gelo remove elementos que poderiam ser
expostos a agua e congelar, no caso de a porta em que o fabricador de gelo esta montado ser aberta ou fe- chada,
abruptamente, quando agua nao congelada esta presente no molde de gelo. Aqueles versados na tecnica compreenderao
que o fabricador de gelo 205 pode incluir disposicoes de montagem apropriadas e pode incluir, por e- xemplo, um tubo de
enchimento para fornecer agua para a bandeja de torcao 206 no comeco de um ciclo de formacao de gelo bem como
conexoes eletri- cas com o controle 208. Voltando a figura 16, outra concretizacao de um fabricador de gelo para uso em
uma porta de compartimento de refrigerador ou de freezer pode ser vista. O fabricador de gelo 215 pode incluir uma
bandeja de torcao superior 216 e uma bandeja de torcao inferior 218, que podem ser, cada 38 uma delas, em geral,
similares a bandeja de torcao 206 na concretizacao da figura 15. Cada uma das bandejas de torcao de superior e inferior
pode in- cluir uma protecao contra salpicos 210 disposta para reduzir a possibilidade de agua nao congelada derramar para
fora do fabricador de gelo 215, no 5 caso de a porta em que o fabricador de gelo 215 esta montado ser aberta ou fechada
abruptamente, com agua nao congelada presente no fabricador de gelo. Aqueles versados na tecnica compreenderao que o
fabricador de gelo 215 pode incluir disposicoes de montagem apropriadas e pode incluir, por exemplo, um tubo de
enchimento para fornecer agua para as bandejas de 10 torcao 216 e 218 no comeco de um ciclo de formacao de gelo, bem
como conexoes eletricas com o controle 208. Uma vantagem de uma bandeja de torcao dupla e que cada bandeja de torcao
e utilizada a cada outro ciclo, a fim de prolongar o tempo antes que minerais ou escamas de oxidacao pos- sam se acumular
em uma bandeja, que pode fazer com que cubos de gelo 15 venham a aderir a bandeja de torcao durante o recolhimento.
As figuras 17 e 18 ilustram outra concretizacao de uma bandeja de torcao dupla 220, que pode ter uma bandeja de torcao
superior 222 e uma bandeja de torcao inferior 224. A bandeja de torcao dupla 220 pode ser usada com um fabricador de
gelo com bandeja de torcao, tal como um fabri- 20 cador de gelo com bandeja de torcao 215 descrita na figura 16. Cada
bande- ja de torcao 222 e 224 pode incluir uma protecao contra salpico 228 como descrito acima em relacao com as
concretizacoes das figuras 15 e 16. Na concretizacao das figuras 17 e 18, a bandeja de torcao 220 pode compreen- der uma
parede de fundo comum 226 separando a bandeja de torcao supe- 25 rior 222 da bandeja de torcao inferior 224. Uma
vantagem de dotar a bande- ja de torcao 220 com uma parede de fundo comum 226 e que o calor na a- gua adicionada a
bandeja vazia para comecar outro ciclo de formacao de gelo pode ajudar a liberacao de quaisquer cubos de gelo que
poderiam ficar aderidos na bandeja de torcao inferior. Aqueles versados na tecnica com- 30 preenderao que o ciclo de
recolhimento de gelo pode ser disposto para pro- porcionar enchimento da bandeja de torcao superior, enquanto a bandeja
vazia gira para a posicao vertical a fim de proporcionar calor da agua para 5 10 15 20 25 30 39 ajudar os cubos de gelo
recolhidos na bandeja inferior. A figura 19 ilustra outra concretizacao de uma bandeja de torcao dupla 230, que pode ser
simi- lar a bandeja de torcao dupla 220 nas figuras 17 e 18. A bandeja de torcao dupla 230 pode ter uma protecao contra
salpico 232, que pode ser curvada para dentro, a fim de ajudar a desviar a agua de volta para a bandeja de tor- cao dupla
230, no caso de o fabricador de gelo em que a bandeja de torcao 230 e utilizada estar montado em uma porta de
refrigerador ou freezer aber- ta ou fechada, abruptamente, quando agua nao congelada esta presente no fabricador de gelo.
Aqueles versados na tecnica compreenderao que qual- quer uma das concretizacoes de bandejas de torcao pode incluir uma
prote- cao contra salpico curvada, conforme ilustrado na figura 19, em lugar de pro- tecoes retas contra salpico ilustradas
nas figuras de 15 a 18. Aqueles versa- dos na tecnica compreenderao que um fabricador de gelo incorporando qualquer uma
das disposicoes de bandeja de torcao ilustradas nas figuras de 15 a 19 pode operar similar aos fabricadores de gelo com
bandeja de tor- cao descritos nas Patentes U.S. referenciadas acima. Voltando as figuras 20A, 20B, 20C, 21 A, 21B e 21C,
outra con- cretizacao de um fabricador de gelo para uso em uma porta de comparti- mento de refrigerador ou de freezer
pode ser vista. Na concretizacao ilustra- da nas figuras 20A -Ce 21A - C , o fabricador de gelo 240 pode compreen- der um
molde de gelo 242, que pode ser montado giravelmente no fabrica- dor de gelo 240. O fabricador de gelo 240 pode incluir
uma parede de base 244, tendo um motor 35 montado em um lado da parede de base 244. A pa- rede de base 244
tambem pode suportar um controle 33 (nao-mostrado) pa- ra controlar a operacao do fabricador de gelo 240. O molde de
gelo 242 po- de ser montado giravelmente entre a parede de base 244 e a estrutura 248. A estrutura 248 pode ser um
elemento geralmente em forma de "U", que po- de ser preso as pernas 247, que podem se estender de lados opostos da
parede de base 244 (estrutura 248 e omitida da figura 20A para melhor ilus- trar o molde de gelo 242). Prendedores
adequados podem ser usados para prender a estrutura 248 as pernas 247, como sera compreendido por aque- les versados
na tecnica. O molde de gelo 242 pode ser um molde de alumi- 5 10 15 20 25 30 40 nio revestido com epoxi, como descrito
acima e pode ter paredes laterais 250 e 252, que podem se estender acima do nivel de agua no molde de gelo 242 para
impedir o salpico de agua para fora do molde de gelo 240. O molde de gelo 242 pode incluir um aquecedor de molde de gelo
117 (figura 27) pa- ra facilitar a remocao de cubos de gelo 34, durante o ciclo de recolhimento como e bem-conhecido. Um
canal 256 pode ser formado na parede lateral 252 a fim de reter agua formada como um resultado da operacao do aque-
cedor de molde de gelo durante um ciclo de recolhimento de gelo. O canal 256 pode ser formado por uma reentrancia 257
na parede lateral 252 e uma virola 258, que se estende da borda distai da parede 252 em direcao ao cen- tro do molde de
gelo 242. A virola 258 pode terminar na borda de retorno 260 se estendendo do elemento superior distai da virola 258 em
direcao ao fundo do molde de gelo 242. Um acamador de gelo fixo 254 pode ser mon- tado na parede de base 244 e na
estrutura 248. O molde de gelo 242 pode ser disposto para girar em torno do acamador de gelo 254 como sera descri- to a
seguir. Nas figuras 20A e 21A, o molde de gelo 242 esta ilustrado na posicao de origem. Na posicao de origem, o molde de
gelo esta aberto para cima e compreende a posicao de enchimento e de formacao. Um tubo de enchimento (nao-mostrado)
pode se estender do elemento para entrada de agua 123 para o gabinete do refrigerador freezer e se conectar a uma fonte
de agua. Apos a agua ter congelado nos cubos de gelo 34, um sensor de temperatura 245 (figura 27) pode operar para
iniciar um ciclo de recolhimen- to de gelo, como e bem-conhecido na tecnica, e pode ser similar aos fabri- cadores de gelo
descritos nas Patentes U.S. incorporadas atraves de refe- rencia em conjunto com as figuras 3 e 4 acima. Durante o ciclo de
recolhi- mento de gelo, o motor 35 pode ser disposto para fazer com que o molde de gelo 242 gire no sentido dos ponteiros
do relogio por 180 degrees, conforme mos- trado nas figuras 20B, 20C, 21B e 21C. Nas figuras 20B e 21B, o molde de gelo
242 e mostrado girado 90 degrees Com agua derretida pelo aquecedor de mol- de de gelo (nao-mostrado) coletado no canal
256. Na rotacao de 90 degrees, os cu- bos de gelo 34 ainda nao contataram o acamador de gelo estacionario 254. 5 10 15
20 25 30 41 Contudo, a medida que o molde de gelo 242 continua a girar para a posicao de 180 degrees de rotacao
mostrada nas figuras 20C  e 21C, o acamador de gelo ejetou cubos de gelo 34, permitindo que os cubos de gelo caiam no
recepta- culo para armazenamento de cubos de gelo (nao-mostrado nesta concreti- zacao). Na posicao de rotacao de 180
degrees mostrada na figura 20C  e 21C, o ca- nal 256 pode reter agua formada quando o aquecedor de molde de gelo 117
aquece o molde de gelo para liberar cubos de gelo do molde 242. O motor 35 pode, entao, inverter a rotacao do molde de
gelo 242 para a posicao ver- tical ilustrada nas figuras 20A e 21A para comecar outro ciclo de formacao de gelo. Qualquer
agua no canal 256 pode correr de volta para a cavidade de molde de gelo 243 como o retorno do molde de gelo 242 para a
posicao superior. O molde de gelo 242 pode incluir uma pluralidade de alhetas 262 e pode ser dotado de um alojamento
para aperfeicoar o fluxo de ar em torno do molde de gelo, como descrito no pedido de patente co-pendente dos Es- tados
Unidos US20040111, depositado por Anselmino et al.„ simultanea- mente com o presente e aqui incorporado em sua
totalidade. Embora o fa- bricador de gelo 240 seja descrito nesta concretizacao como tendo um mol- de de gelo giravel 242,
aqueles versados na tecnica compreenderao que o fabricador de gelo 240 pode ser disposto para ser giravel, em lugar de
ter apenas o molde do fabricador de gelo giravel atraves da montagem, gira- velmente, do fabricador de gelo na porta do
refrigerador ou do freezer. Um fabricador de gelo giravel poderia ser disposto para girar em torno de um ponto fixo na porta
do refrigerador ou do freezer que pode ser conectado ao acamador de gelo fixo 254. Voltando as figuras 22A a 22C, outra
concretizacao de um fabri- cador de gelo para uso em uma porta de compartimento de refrigerador ou de freezer pode ser
vista. Na concretizacao das figuras 22A a 22C, o fabri- cador de gelo 332 e ilustrado na forma esquematica e inclui um
molde de gelo 336 e o controle de fabricador de gelo 333. O molde de fabricador de gelo 336 pode ser um molde de
aluminio revestido com epoxi, como descrito acima. O fabricador de gelo 332 pode incluir um acamador de gelo
340.montado giravelmente, acima do molde de gelo 336. O acamador de gelo 5 10 15 20 25 30 42 340 pode ser montado
giravelmente no eixo de ancinho 341. O molde de gelo 336 pode incluir uma extensao fixa 338, que se estende para cima e

PatBase PDF Export -  Page: 9   25/01/2018



para dentro de uma borda de molde de gelo 336. Como pode ser visto atra- ves de referencia as figuras 22B e 22C, a
extensao fixa 338 pode se esten- der para impedir, substancialmente, o salpico de agua fora do molde de gelo 336 atraves
da extensao fixa 338. Uma parede articulada 334 pode se es- tender para cima do lado oposto do molde de gelo 336. A
parede articulada 334 pode ser de aluminio revestido com epoxi como o molde de gelo 336 ou, como sera compreendido por
aqueles versados na tecnica,. Pode ser forma- da de material plastico moldado similar aos extratores de gelo usados em
fabricadores de gelo conhecidos. Como pode ser visto atraves de referencia as figuras 22B e 22C, a parede articulada 334
pode se estender verticalmen- te, aproximadamente da mesma altura que a extensao fixa 338. A parede articulada 334
pode ser montada articuladamente no molde de gelo 336 por um eixo de parede articulada 339 na borda de topo do molde
de gelo 336. Aqueles versados na tecnica compreenderao que a parede articulada 334 pode ser montada articulada ou
giravelmente atraves de outras disposicoes de montagem que podem incluir uma articulacao continua ou pivos nas ex-
tremidades de parede articulada 334, que cooperam com pontos de articula- cao conectados ao molde de gelo 336 como sao
bem-conhecidos na tecnica. O controle de fabricador de gelo 333 pode incluir um carne 335 que pode ser conectado
acionavelmente ao mecanismo de acionamento pa- ra acamador de gelo 340, conforme ilustrado pela linha tracejada 346,
de modo que, a medida que o acamador de gelo 340 e girado durante um ciclo de recolhimento de cubos de gelo, o carne
335 gira. O controle de fabricador de gelo 333 pode incluir, tambem, uma alavanca 337, que pode ser disposta para ser
operada pelo carne 335 a medida que ele gira com o acamador de gelo 340. A alavanca 337 pode ser montada giravelmente
no controle de fabricador de gelo 333 no pivo 344. Conforme mostrado na figura 22B, quando a parede articulada 334 esta
na posicao vertical, durante as porcoes de enchimento do fabricador de gelo e de congelamento dos cubos de gelo de um
ciclo de fabricacao de gelo, a alavanca 337 pode ser posicionada pa- 5 10 15 20 25 30 43 ra ser encaixada pelo carne 335 a
medida que ele gira. Atraves de referencia as figuras 22B e 22C  a sequencia para operacao da parede articulada 334 pode
ser vista. A medida que o acamador de gelo 340 se aproxima e passa pelo eixo 339 de parede articulada, o recorte 343 no
carne 335 fica oposto a alavanca 337 para permanecer na posicao vertical mostrada na figura 22B no pivo 344. A medida
que o acamador de gelo 340 continua a girar no e atraves do molde de gelo 336, a superficie de carne 335 pode engatar a
ala- vanca 337 e articular a alavanca 337 par abaixo, para a posicao que se es- tende para baixo, mostrada na figura 22C. A
alavanca 337 pode ser conec- tada a parede articulada 334, conforme ilustrado pela linha tracejada 345, de modo que, a
medida que a alavanca 337 e girada entre as posicoes das figu- ras 22B e 22C, a parede articulada 334 se articula da
posicao vertical (figura 22B) para a posicao horizontal (22C). No final de um ciclo de recolhimento de cubos de gelo, o
acamador de gelo 340 pode retornar para uma posicao que se estende, em geral, para cima e o recorte 343 de carne 335
posicio- nado oposto a alavanca 337, de modo que a parede articulada 334 pode retomar a posicao vertical ilustrada na
figura 22B. A superficie externa 347 da parede articulada (na figura 22B) pode ser plana ou pode ter cristas ou nervuras que
se estendem, em geral, perpendiculares ao acamador de gelo 340, a fim de facilitar o deslizamento dos cubos de gelo 330
para fora da parede articulada 334 enquanto o acamador de gelo 340 completa sua rota- cao atraves do molde de gelo 336.
Um cubo de gelo 330' e mostrado posi- cionado atraves da parede articulada 334 na figura 22C  para ilustrar a ope- racao da
parede articulada 334 como um extrator. No estagio de um ciclo de recolhimento de gelo ilustrado na figura 22C, o cubo de
gelo 330 ainda esta no molde de gelo 336, conforme mostrado. Nesse sentido, a parede articula- da 334 pode funcionar
similar ao extrator de gelo descrito nas Patentes U.S. 4.649.717 e 4.649.718 incorporadas acima atraves de referencia. A
parede articulada 334 pode ser impulsionada para a posicao vertical (figura 22B) por uma mola de torcao (nao-mostrada) de
modo que a alavanca 337 pode mo- ver a parede articulada 334 para a posicao horizontal pela compressao da mola de
torcao. Quando o carne 335 retorna para uma posicao onde o recor- 5 10 15 20 25 30 44 te 343 fica oposto a alavanca 337,
a mola de torcao pode retomar a parede articulada 334 para a posicao vertical. Alternativamente, a parede articulada 334
pode ser acionada mecanicamente pela alavanca 337 para articular a parede articulada 334 entre as posicoes vertical e
horizontal como sera pron- tamente compreendido por aqueles versados na tecnica. Desse modo, em operacao, a parede
articulada 334 e a extensao fixa 338 podem se estender verticalmente acima do molde de gelo 336 a fim de conter o salpico
de agua para fora do molde de gelo 336 durante as porcoes de enchimento e de con- gelamento de cubos de gelo de um
ciclo de recolhimento de gelo. No come- co de um ciclo de recolhimento de gelo, a parede articulada 334 pode ser articulada
para a posicao mostrada na figura 22C  para permitir que os cubos de gelo 330 sejam empurrados atraves da parede
articulada 334 para um receptaculo para armazenamento de cubos de gelo subjacente (nao- mostrado). Como mencionado
acima, a superficie externa 347 da parede articulada 334 pode ter cristas ou nervuras que correm em geral perpendicu-
lares ao acamador de gelo 340 a fim de facilitar o deslizamento dos cubos de gelo para fora da parede articulada 337,
enquanto funciona como um ex- trator de gelo em um fabricador de gelo convencional, conforme descrito nas Patentes U.S.
referenciadas, identificadas acima. Uma vantagem da configu- racao de parede articulada das figuras 22A a 22C  e que uma
estrutura con- vencional de extrator de gelo que se estende atraves do molde de gelo 336 pode ser eliminada. A eliminacao
do extrator de gelo remove a possibilidade de agua salpicando para fora do molde de gelo no extrator de gelo durante o
ciclo de enchimento e de congelamento de cubos de gelo. O gelo no extrator de gelo poderia impedir o acamador de gelo
340 de girar atraves do molde de gelo 336, durante o ciclo de recolhimento para empurrar cubos de gelo 330 para fora do
molde de gelo 336. Voltando as figuras 23, 24A e 24B, amortecedores de porta para uso em conjunto com uma porta de
compartimento de refrigerador ou de fre- ezer tendo um fabricador de gelo montado sobre ela podem ser vistos. Sera
compreendido que um amortecedor de porta, como descrito em conexao com as figuras 23, 24A e 24B, pode ser usado em
combinacao com qualquer 5 10 15 20 25 30 45 uma das concretizacoes de fabricadores de gelo descritas acima. Na figura
23, uma concretizacao de um amortecedor de porta pode ser vista posicio- nada no fundo do gabinete de refrigerador
freezer 52 no compartimento de maquinaria 58. Aqueles versados na tecnica compreenderao que uma vasi- lha de
drenagem 60 pode estar localizada no fundo do compartimento de maquinaria 58 para proporcionar uma localizacao para
agua de desconge- lamento drenar para evaporacao. A vasilha de drenagem 60 tambem pode proporcionar uma localizacao
para agua derramada de um fabricator de ge- lo combinado com uma bandeja, tal como ilustrado nas figuras 3 e 4. Uma
linha de drenagem adequada (nao-mostrada) pode conectar o dreno 130 na bandeja 128 para a vasilha de drenagem 60
para descarte de agua derra- mada de um fabricador de gelo em uma porta de compartimento de refrige- rador ou de
freezer. Aqueles versados na tecnica compreenderao que o compressor do sistema de refrigeracao (nao-mostrado), um
condensador 64 e um ventilador de condensador 62, tipicamente, localizados no comparti- mento de maquinaria 58 podem
proporcionar calor e fluxo de ar para evapo- racao de agua drenada para a vasilha de drenagem 60. Na figura 23, um
amortecedor 264 pode ser montado articuladamente em uma bracadeira no compartimento de maquinaria no pivo 265. A
extremidade oposta do amorte- cedor 264 pode ser conectada articuladamente a bracadeira 267, que pode ser fixada em
uma porta (nao-mostrada) ou articulacao de porta (nao- mostrada) em 268. O amortecedor 264 pode ser uma mola a gas
que amor- tece em ambas as direcoes. Aqueles versados na tecnica compreenderao que o amortecedor 264 pode ser um
amortecedor hidraulico ou carregado a mola, em lugar de um amortecedor a mola de gas. A bracadeira 267 e o a-
mortecedor 264 podem ser dispostos de modo que a porta segue atraves do centro em relacao ao amortecedor 264
enquanto a porta se fecha, de modo que o movimento da porta pode ser amortecido no fechamento bem como na abertura.
O efeito de amortecimento da mola a gas no amortecedor 264 po- de proporcionar o amortecimento do movimento de
abertura ou fechamento da porta para impedir, ou reduzir, substancialmente, a possibilidade de salpi- co de agua para fora
de um fabricador de gelo posicionado na porta, como 46 descrito acima. Voltando as figuras 24A e 24B, uma concretizacao
de amortece- dor giratorio pode ser vista. O amortecedor giratorio 272 pode compreender uma engrenagem de amortecedor
274 montada giravelmente na base de a- 5 mortecedor 276. Os amortecedores giratorios sao bem-conhecidos na tecnica e
podem incluir material viscoso ou de friccao acoplando a engrenagem de amortecedor 274 a base de amortecedor 276.
Dispositivos conhecidos inclu- em amortecedores giratorios unidirecionais ou bidirecionais. O amortecedor giratorio 272 pode
ser montado em um elemento fixo, tal como um elemento 10 de articulacao (nao-mostrado) preso ao gabinete de
refrigerador freezer 52 (figura 1A). A engrenagem 270 pode ser fixada em um elemento de articula- cao giratorio, tal como
no pino de articulacao (nao-mostrado) preso a porta do refrigerador 69 (figura 1A). O amortecedor giratorio 271 pode ser
posicionado de modo que a engrenagem de amortecedor 274 engata a engrenagem 270, 15 quando a porta 69 e
posicionada no gabinete 52. Em operacao, a medida que a porta 69 e aberta ou fechada, a engrenagem 270 gira a
engrenagem de amortecedor 274. O efeito de amortecimento do material viscoso ou de atrito entre a engrenagem de
amortecedor 274 e a base de amortecedor 276 pode proporcionar o amortecimento do movimento de abertura e fechamento
da 20 porta para impedir, ou reduzir, substancialmente, a possibilidade de salpico de agua para fora de um fabricador de
gelo posicionado na porta, como descrito acima. Aqueles versados na tecnica compreenderao que o amortecedor gira- torio
272 ou amortecedor 264 pode ser um amortecedor unidirecional, se de- sejado, embora o amortecimento bidirecional seja
preferido para ajudar a as- 25 segurar que os derramamentos de agua sejam impedidos no fechamento da porta bem como
no movimento de abertura da porta. Voltando a figura 25, um sensor de derramamento e controle de derramamento de
acordo com a invencao podem ser vistos. Alem de propor- cionar uma bandeja 128 (figura 3) para reter qualquer agua
derramada ou 30 salpicada para fora de uma das concretizacoes de fabricador de gelo descri- tas acima, um sensor de
derramamento 280 e controle de derramamento 285 podem ser proporcionados para alertar o usuario de que um derrama-
5 10 15 20 25 30 47 mento ocorreu el ou empreender uma acao, automaticamente, em resposta ao derramamento. O
sensor de derramamento 280 pode ser dois grupos de placas de metal 281, 282, localizados na bandeja 128, dispostos para
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serem contatados por qualquer agua que derrame para fora de um fabricador de gelo posicionado na bandeja 128. Quando
agua ou gelo esta presente nas placas de metal 281, 282 a resistencia eletrica atraves das placas 281, 282 pode mudar e
produzir um sinal para o controle de derramamento 285, indi- cando que agua ou gelo esta presente na bandeja 128.
Aqueles versados na tecnica compreenderao que as placas 281, 282 podem ser placas conduto- res distintas posicionadas na
bandeja 128, ou, se desejado, podem ser uma pelicula condutora ou tinta impressa na bandeja 128. O controle de derra-
mamento 285 pode ser disposto para ativar uma ou mais saidas que podem incluir um emissor de sinal sonoro audivel 286,
um visor de LED 288, que pode ser posicionado na interface de usuario 73 (figura 1A) e uma saida de energia, que pode
compreender uma chave eletronica (isto e, um SCR) 290 para ativar um elemento em resposta a deteccao de
derramamento. Por e- xemplo, a chave eletronica 290 pode ser disposta para ativar uma bomba 292 para bombear agua da
bandeja 128, como descrito acima, ou pode ser disposta para ativar o aquecedor 132 para a bandeja 128, como descrito a-
cima. Desse modo, um sensor e controle de derramamento pode alertar o usuario de que um derramamento de agua
ocorreu el ou pode ativar uma resposta para o derramamento. Alertar o usuario de um derramamento pode permitir que o
usuario limpe o derramamento prontamente, a fim de evitar o acumulo de gelo em torno da base do fabricador de gelo que
pode ocorrer, se a agua nao for drenada para longe ou de outro modo descartada logo apos um derramamento ocorrer.
Voltando as figuras 26 e 27, a operacao da invencao de gerenci- amento de derramamento das requerentes para
fabricadores de gelo monta- dos em porta de compartimento de refrigerador ou de freezer sera descrita em maiores
detalhes. A operacao descrita abaixo sera compreendida para se aplicar a todas as concretizacoes de fabricadores de gelo
descritas aci- ma, a menos que de outro modo observado. No comeco de um ciclo de for- 5 10 15 20 25 30 48 macao de
gelo, etapa 300, a valvula de agua 95 pode ser ativada pelo con- trole de valvula d'agua 94 para encher o fabricador de gelo
com agua, etapa 301. O fabricador de gelo esta localizado em uma localizacao com tempera- tura abaixo de 0 degrees
centigrade e, consequeentemente, a agua se resfria e comeca a se congelar, etapa 302. Se a porta em que o fabricador de
gelo esta e aberta ou fechada, enquanto liquido esta presente no molde de gelo, etapa 303, as caracteristicas anti-salpico,
etapa 304, das concretizacoes de fabricador de gelo descritas acima e, se aplicavel, o mecanismo de amortecimento de por-
ta, etapa 305, podem operar para impedir salpicos de agua do molde de ge- lo. Se, nao obstante as caracteristicas anti-
salpico, etapa 304, e o mecanis- mo de amortecimento de porta, etapa 305, a agua derramar, etapa 306, as- pectos de
gerenciamento de derramamento da invencao podem operar, se proporcionados. Se uma bandeja 128 for proporcionada, a
agua derramada pode drenar para um recipiente na porta, etapa 307, se proporcionado, ou para um recipiente fora do
refrigerador, tal como uma vasilha de drenagem 60, etapa 308. O recipiente da porta pode ser dotado de uma bomba 292
para esvaziar o recipiente quando cheio, etapa 309. Conforme notado acima, a bomba 292 tambem poderia ser disposta
para bombear agua da bandeja 128 para um recipiente de armazenamento remoto ou elevado ou para um dreno domestico,
se desejado (nao-mostrado na figura 26). Quando o sensor de temperatura 245 do fabricador de gelo sente uma
temperatura, indicando que os cubos de gelo congelaram completamente, um ciclo de recolhimento de gelo, etapa 310, pode
comecar. Exceto para os fabricadores de gelo de bandeja flexivel, um aquecedor de molde de gelo 117 pode ser ativado
para liberar cubos de gelo do molde de gelo, etapa 311. Durante o recolhimento de gelo, quando o fabricador de gelo e
dotado de um sensor de derrama- mento 280 e controle de derramamento 285, o controle de derramamento 285 pode
determinar se gelo ou agua esta presente na bandeja 128, etapa 312. Se gelo estiver presente na bandeja 128, o aquecedor
de bandeja 132 pode ser ativado para derreter gelo na bandeja, durante o recolhimento de gelo, etapa 314. Quando o
aquecedor de molde de gelo tiver sido ativado o bastante, o motor de fabricador de gelo pode ser ativado para girar o aca-
49 mador de gelo ou o molde de gelo, dependendo da concretizacao de fabri- cator de gelo, usando tecnicas de controle
conhecidas na tecnica, etapa 315. Alternativamente, o controle de derramamento 285 pode ser disposto para ativar um
indicador de usuario, um emissor de sinal sonoro 286 ou LED 5 288, no caso de um derramamento de agua, conforme
descrito acima, para sinalizar ao usuario para atender ao derramamento, como descrito acima. Aqueles versados na tecnica
compreenderao que o controle de derrama- mento tambem pode ser disposto para ativar o aquecedor de bandeja 132 cada
vez que o controle de descongelamento 295 iniciar um ciclo de des- 10 congelamento para o refrigerador freezer. Por
exemplo, o aquecedor de bandeja 132 pode ser conectado para ser energizado quando o aquecedor para descongelamento
296 e ativado. Aqueles versados na tecnica compre- enderao que um ciclo de descongelamento pode ser iniciado
periodicamen- te, ou pode ser iniciado por um sensor de descongelamento 297. No caso de 15 insercao de moldes de
bandeja flexivel ou fabricadores de gelo de molde giratorio, as etapas 311 a 314 podem ser saltadas. O controle de
fabricador de gelo 33 pode fazer com que o motor de fabricador de gelo 35 gire o aca- mador de gelo ou molde de gelo,
bloco 320, para fabricadores de gelo de bandeja flexivel ou molde giratorio. O controle de fabricador de gelo 33 tam- 20
bem pode determinar a posicao do molde de gelo ou acamador de gelo, blo- co 322, a fim de permitir que o controle de
valvula de agua 94 inicie um novo ciclo de enchimento e congelamento de cubos de gelo, se mais gelo for chamado pelo
controle de sensor de nivel de receptaculo. Apos o molde de gelo ou acamador de gelo ter girado e o molde de gelo estar
vazio, etapa 25 316, o acamador de gelo ou molde de gelo pode retornar para a posicao de origem, etapa 317. Em seguida
a etapa 317, o fabricador de gelo pode co- mecar outro ciclo de fabricacao de gelo, se o controle sensor de nivel de re-
ceptaculo para armazenamento de cubos de gelo pede mais gelo. Os conceitos da invencao aqui descritos proporcionam a
conve- 30 niencia de distribuicao de gelo e agua localizada inteiramente em uma porta de compartimento de refrigerador ou
de freezer. No caso de refrigeradores freezers lado a lado, a localizacao do fabricador de gelo, do receptaculo para 50
armazenamento de cubos de gelo e do dispensation na porta de comparti- mento de freezer pode proporcionar uma area de
armazenamento de prate- leira de compartimento de freezer adicional. No caso de refrigeradores com freezer na parte
inferior, a localizacao do fabrication de gelo, do receptaculo 5 para armazenamento de cubos de gelo e do dispensation em
uma porta de compartimento de refrigerador, como descrito no pedido de patente dos Es- tados Unidos US20040111, pode
simplificar o fornecimento de um dispensa- tion de gelo e agua para uma configuracao de refrigerador com freezer na parte
inferior. As invencoes para gerenciamento de derramamento aqui des- 10 critas tornam pratica a localizacao de um
fabrication de gelo em uma porta de compartimento de refrigerador ou freezer. Embora a invencao tenha sido descrita
especificamente em rela- cao a certas concretizacoes especificas da mesma, deve ser compreendido que isso e a guisa de
ilustracao e nao de limitacao. Variacao e modificacao 15 razoaveis sao possiveis dentro do escopo da divulgacao precedente
e dese- nhos, sem afastamento do espirito da invencao, que e definida nas reivindi- cacoes anexas. Relacao de Partes 9 -
puxador de porta 20 10- refrigerador lado a lado 11- prateleira 12- gabinete 13- cesta 14- compartimento de refrigerador 25
16 - compartimento de freezer 17 - parede superior 18 - porta de compartimento de refrigerador 20 - porta de
compartimento de freezer 21 - prateleira de porta 30 22 - fabrication de gelo 22' - conjunto de fabrication de gelo 23 - lado
aberto 51 24 - borda superior de fabricador de gelo 25 - porta interna 26 - sistema de dispensador de gelo 28 - receptaculo
para armazenamento de cubos de gelo 5 30 - sistema de trituracao de gelo 32 - fabricador de gelo 33 - controle de
fabricador de gelo 34 - cubo de gelo 35 - motor 10 36 - molde de gelo 38 - extrator de gelo 40 - acamador de gelo 44 -
puxador de porta 46 - puxador de porta 15 48 - puxador de porta 50 - refrigerador com freezer na parte inferior 52 -
gabinete 54 - compartimento de refrigerador 56 - compartimento de freezer 20 58 - compartimento de maquinaria 60 -
vasilha de drenagem 62 - ventilador de condensador 64 -condensador 66 - porta de compartimento de freezer 25 68 - porta
de compartimento de refrigerador 69 - porta de compartimento de refrigerador, 70 - painel de porta interna 72 - dispensador
de gelo e agua 73 - interface de usuario 30 77 - articulacao 79 - gaxeta 82 - fabricador de gelo 52 84 - receptaculo para
armazenamento de cubos de gelo 86 - dispensador de gelo 88 - cobertura isolada 90 - cobertura isolada 5 93 - folga 94 -
controle de valvula de agua 95 - valvula de enchimento de fabricador de gelo 100 - primeira porcao de distribuicao de ar 102
- duto de abastecimento 10 104 - duto de retomo 106 - segunda porcao de distribuicao de ar 108 - duto de abastecimento
110 - duto de retomo - 115 - fabricador de gelo 15 116 - molde de gelo 117 - aquecedor de molde de gelo 118 - acamador
de gelo / ejetor de gelo 119 - dentes 120 - extrator de gelo 20 121 - retentores de extrator 122 - folga 123 - elemento para
entrada de agua 124 - cobertura ' 125 - lingueeta 25 126 - articulacao 128 - bandeja 129 - parede 130 - dreno 132 -
aquecedor de bandeja 30 135 - fabricador de gelo 136 - extrator de gelo 137 - retentores de extrator 5 10 15 20 25 30 53
138 - cobertura 140 - canal de recuperacao de agua 145 - fabricador de gelo 146 - tampa protetora 148 - extrator de gelo
150 - retentores de extrator 151 - fendas 155 - fabricador de gelo 157 - folga 158 - extrator de gelo 159 - retentor de
extrator 160 - alojamento de controle 161 - lingueeta 162 - cobertura 163 - articulacao 165 - fabricador de gelo 166 - placa
de montagem 169 - alojamento de trem de engrenagens 170 - eixo de acionamento 171 - bandeja para cubos de gelo 172 -
estrutura 174 - insercao de molde 175 - reentrancia 176 - virola 178 - tubo de enchimento 180 - alojamento 182 - parede
extrema 184 - parede extrema 186 - parede superior 188 - parede de contencao 189 - parede de contencao 190 - parede de
contencao 54 191 - parede de contencao 192 - cobertura articulada 193 - segmento de cobertura 194 - segmento de
cobertura 5 195 - segmento de cobertura 196 - segmento de cobertura 198 - pivo 200 - atuador 202 - passagem 10 205 -
fabricador de gelo 206 - bandeja de torcao 207 - reentrancia 208 - controle 210 - protecao contra salpico 15 215-fabricador
de gelo 216 - bandeja superior 218 - bandeja inferior 220 - bandeja de torcao dupla 222 - bandeja de torcao inferior 20 226
- parede inferior 228 - protecao contra salpico 230 - bandeja de torcao dupla 232 - protecao contra salpico 240 - fabricador
de gelo 25 242 - molde de gelo 243 - cavidade 244 - parede de base 245 - sensor de temperatura 247 - pernas 30 248 -
estrutura 250 - parede lateral 252 - parede lateral 5 10 15 20 25 30 55 254 - acamador de gelo 256 - canal 257 - reentrancia
258 - virola 260 - borda de retomo 262 - alhetas 264 - amortecedor 265 - pivo 266 - pivo 267 - bracadeira 268 - articulacao
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de porta 270 - engrenagem 272 - amortecedor giratorio 274 - engrenagem de amortecedor 276 - base de amortecedor 280 -
sensor de derramamento 281 - placa 282 - placa 285 - controle de derramamento 286 - emissor de sinal sonoro 288 - LED
290 - chave eletronica 292 - bomba 295 - controle de descongelamento 296 - aquecedor para descongelamento 297 -
sensor de descongelamento 300 - comeco de ciclo de IM 301 - enchimento de IM 302 - agua se congela 303 - porta abre /
fecha 304 - caracteristicas anti-salpico funcionam 305 - amortecedor de porta funciona 56 306 - derramamento de agua? 307
- derramamento drena para o recipiente 308 - derramamento drena para a vasilha de drenagem 309 - recipiente cheio? 5
310 - pronto para recolhimento de gelo? 311 - aquecedor de IM opera 312 - sensor de derramamento sente agua / gelo 313
- ha gelo? 314 - aquecedor 132 ligado 10 315 - girar acamador de gelo ou molde de IM 316 - esvaziar molde 317 - retornar
ancinho/ molde de IM para origem 320 - girar o acamador de gelo ou o molde de gelo 322 - posicao de acamador de gelo ou
de molde de gelo 15 330 - cubo de gelo 330'- cubo de gelo 332 - fabricador de gelo 333 - controle de fabricador de gelo 334
- parede articulada 20 335 - carne 336 - molde de gelo 337 - alavanca 338 - extensao fixa 339 - eixo de parede articulada
25 340 - acamador de gelo 341 - eixo de ancinho 342 - eixo de alavanca 343 - recorte 344 - pivo 30 345 - conexao 346 -
conexao 347 - superficie REIVINDICACOES 1. Refrigerador freezer compreendendo: um compartimento de freezer mantido
em uma temperatura a- baixo de 0 degrees centigrade e tendo uma porta de compartimento de freezer isolada; 5 um
compartimento de refrigerador mantido em uma temperatura acima de 0 degrees centigrade e tendo uma porta de
compartimento de refrigerador isolada; um sistema de refrigeracao para resfriamento do compartimento de freezer e do
compartimento de refrigerador; um fabricador de gelo automatico posicionado em uma dentre a 10 porta de compartimento
de refrigerador e a porta de compartimento de free- zer; uma bandeja montada abaixo do fabricador de gelo disposta pa- ra
coletar salpicos de agua que podem ocorrer quando a porta em que o fa- bricador de gelo esta posicionado e movida quando
agua esta presente no 15 fabricador de gelo. 2. Refrigerador freezer, de acordo com a reivindicacao 1, ainda incluindo uma
linha de drenagem que leva da bandeja ate um recipiente de descarte de agua. 3. Refrigerador freezer, de acordo com a
reivindicacao 2, ainda 20 incluindo um compartimento de maquinaria e em que o sistema de refrigera- cao inclui uma vasilha
de drenagem localizada no compartimento de maqui- naria e ainda em que a vasilha de drenagem e o recipiente de descarte
de agua. 4. Refrigerador freezer, de acordo com a reivindicacao 3, ainda 25 incluindo uma bomba para bombear agua da
bandeja para a vasilha de dre- nagem. 5. Refrigerador freezer, de acordo com a reivindicacao 1, ainda incluindo um
aquecedor para a bandeja. 6. Refrigerador freezer, de acordo com a reivindicacao 5, ainda 30 incluindo um aquecedor para
descongelamento para o sistema de refrigera- cao, m que o aquecedor de bandeja e conectado para ser energizado quan-
do o aquecedor para descongelamento e energizado. 2 7. Refrigerador freezer, de acordo com a reivindicacao 5, ainda
incluindo um controle para o aquecedor de bandeja, em que o aquecedor de bandeja e energizado periodicamente. 8.
Refrigerador freezer, de acordo com a reivindicacao 5, ainda 5 incluindo um sensor e controle de derramamento disposto
para detectar a presenca de agua na bandeja, em que o controle energiza o aquecedor de bandeja, quando o sensor de
derramamento detecta agua na bandeja. 9. Refrigerador freezer, de acordo com a reivindicacao 1, em que o refrigerador
freezer inclui um receptaculo para armazenamento de gelo e 10 em que o fabricador de gelo automatico e o receptaculo
para armazenamen- to de gelo sao posicionados na porta de compartimento de freezer. 10. Refrigerador freezer, de acordo
com a reivindicacao 1, em que o refrigerador freezer inclui um receptaculo para armazenamento de ge- - Io e o fabricador
de gelo automatico e o receptaculo para armazenamento de 15 gelo sao posicionados na porta de compartimento de
refrigerador e em que o refrigerador freezer ainda inclui um duto de ar que leva ao fabricador de gelo /? automatico e o
receptaculo para armazenamento de gelo de uma fonte de ar abaixo de 0 degrees centigrade para fornecimento de ar
resfriado ate abaixo de 0 degrees centigrade para o fabricador de gelo automatico e para o receptaculo para
armazenamento de 20 gelo. 11. Refrigerador freezer, de acordo com a reivindicacao 10, ain- da incluindo um sub-
compartimento isolado na porta de compartimento de refrigerador para o fabricador de gelo automatico e em que o
receptaculo r para armazenamento de gelo e isolado para manter temperaturas abaixo do 25 congelamento no receptaculo
para armazenamento de gelo. 12. Refrigerador freezer, de acordo com a reivindicacao 1, ainda incluindo um amortecedor de
porta conectado a uma dentre a porta de com- partimento de refrigerador e a porta de compartimento de freezer em que o
fabricador de gelo esta posicionado. 30 13. Refrigerador freezer, de acordo com a reivindicacao 1, em que o fabricador de
gelo automatico inclui um molde de gelo e uma cobertu- ra articulada para cobrir substancialmente o molde de gelo e em
que o fabri- 5 10 15 20 25 30 3 cador de gelo e disposto para abrir a cobertura articulada durante os ciclos de recolhimento
de gelo. 14. Refrigerador freezer, compreendendo: um compartimento de freezer mantido em uma temperatura a- baixo de
0 degrees centigrade e tendo uma porta de compartimento de freezer isolada; um compartimento de refrigerador mantido
em uma temperatura acima de 0 degrees centigrade e tendo uma porta de compartimento de refrigerador isolada; um
sistema de refrigeracao para resfriamento do compartimento de freezer e do compartimento de refrigerador; um fabricador
de gelo automatico posicionado em uma dentre a porta de compartimento de refrigerador e a porta de compartimento de
free- zer, compreendendo: um molde de gelo; um extrator de pedacos de gelo tendo uma tira de base montada ao longo de
uma borda do molde de gelo e tendo uma pluralidade de reten- tores que se estendem da tira de base e posicionados acima
de uma porcao do molde de gelo; um acamador de gelo tendo uma pluralidade de dentes monta- dos giravelmente acima do
molde de gelo e dispostos para os dentes gira- rem entre a pluralidade de retentores e atraves do molde de gelo para con-
duzir pedacos de gelo para fora do molde de gelo; e uma cobertura incluindo uma porcao de domo que se estende
longitudinalmente, cobrindo, substancialmente o molde de gelo, em que a porcao de domo e articulada com o fabricador de
gelo ao longo de uma pri- meira borda e inclui uma pluralidade de lingueetas adjacentes a uma segunda borda e dispostas
para se estenderem e encherem, substancialmente, os espacos entre retentores de extrator de pedacos de gelo adjacentes.
15. Refrigerador freezer, de acordo com a reivindicacao 14, ain- da incluindo um receptaculo para armazenamento de cubos
de gelo e em que a cobertura e disposta para abrir durante ciclos de recolhimento de gelo a fim de permitir que o acamador
de gelo gire atraves do molde de gelo e pedacos de gelo caiam no receptaculo para armazenamento de gelo. 4 16.
Refrigerador freezer, de acordo com a reivindicacao 15, em que o fabricador de gelo automatico inclui um motor disposto
para acionar o acamador de gelo e abrir a cobertura durante os ciclos de recolhimento de gelo. 5 17. Refrigerador freezer,
de acordo com a reivindicacao 16, em que o fabricador de gelo automatico ainda inclui uma ou mais engrenagens
conectando acionavelmente o motor de fabricador de gelo ao acamador de gelo. 18. Refrigerador freezer, de acordo com a
reivindicacao 17, em 10 que o fabricador de gelo automatico ainda inclui um carne acionado pelo mo- tor de fabricador de
gelo para abrir a cobertura, quando o motor do fabrica- dor de gelo opera para acionar o acamador de gelo. 19.
Refrigerador freezer, de acordo com a reivindicacao 14, em que a primeira borda da cobertura fecha contra o molde de gelo
e a segunda 15 borda da cobertura se fecha contra a tira de base do extrator de pedacos de gelo. 20. Refrigerador freezer,
de acordo com a reivindicacao 19, em que a cobertura inclui paredes extremas fechando a porcao de domo e em que uma
primeira porcao das paredes extremas se fecha contra o molde de 20 gelo. 21. Refrigerador freezer, de acordo com a
reivindicacao 19, em que o molde de gelo inclui uma pluralidade de pinos de articulacao ao longo de uma borda do molde de
gelo e a cobertura inclui uma pluralidade de ele- mentos de articulacao dispostos para encaixar e articular nos pinos de arti-
25 culacao. 22. Refrigerador freezer, de acordo com a reivindicacao 21, em que o extrator de pedacos de gelo e disposto
com um retentor em cada ex- tremidade sobrepondo uma porcao da respectiva extremidade do molde de gelo e em que
uma segunda porcao das paredes extremas da cobertura se 30 fecham contra o retentor de extrator de pedacos de gelo nas
respectivas ex- tremidades do extrator de pedacos de gelo. 23. Refrigerador freezer, de acordo com a reivindicacao 14, em
5 5 10 15 20 r • 25 30 que o molde de gelo inclui uma pluralidade de cavidades semicilindricas pa- ra formacao de pedacos
de gelo. 24. Refrigerador freezer, de acordo com a reivindicacao 23, em que o acamador de gelo montado giravelmente e
montado adjacente a borda de topo das cavidades semicilindricas e e posicionado substancialmente ao longo da linha central
das cavidades semicilindricas. 25. Refrigerador freezer, de acordo com a reivindicacao 24, em que os retentores de extrator
de pedacos de gelo sao dispostos para se es- tenderem da tira de base ao longo de uma borda do molde de gelo ate o a-
camador de gelo. 26. Refrigerador freezer, de acordo com a reivindicacao 14, em que o extrator de pedacos de gelo e
posicionado no modulo de derivacao para definir um canal de recuperacao de agua entre o extrator de pedacos de gelo e o
molde de gelo e em que a cobertura sobrepoe e encerra o canal de recuperacao de agua. 27. Refrigerador freezer, de
acordo com a reivindicacao 14, ain- da incluindo um amortecedor de porta conectado a uma dentre a porta de
compartimento de refrigerador e a porta de compartimento de freezer em que o fabricador de gelo esta posicionado. 28.
Refrigerador freezer, compreendendo: um compartimento de freezer mantido em uma temperatura a- baixo de 0 degrees
centigrade e tendo uma porta de compartimento de freezer isolada; um compartimento de refrigerador mantido em uma
temperatura acima de 0 degrees centigrade e tendo uma porta de compartimento de refrigerador isolada; um sistema de
refrigeracao para resfriamento do compartimento de freezer e do compartimento de refrigerador; um fabricador de gelo
automatico posicionado em uma dentre a porta de compartimento de refrigerador e a porta de compartimento de free- zer,
compreendendo: um molde de gelo; um extrator de pedacos de gelo flexivel posicionado acima de uma primeira porcao do
molde de gelo tendo uma pluralidade de fendas for- 5 10 15 20 25 30 6 mando uma pluralidade de retentores; um acamador
de gelo tendo uma pluralidade de dentes monta- dos giravelmente acima do molde de gelo e dispostos para os dentes gira-
rem atraves da pluralidade de fendas e atraves do molde de gelo para con- duzir pedacos de gelo para fora do molde de
gelo; e uma tampa protetora que se estende acima de uma segunda porcao do molde de gelo. 29. Refrigerador freezer, de
acordo com a reivindicacao 28, em que o molde de gelo inclui uma pluralidade de cavidades semicilindricas pa- ra formacao
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de pedacos de gelo e o acamador de gelo montado giravelmen- te e montado adjacente a borda de topo das cavidades
semicilindricas e e posicionado substancialmente ao longo da linha central das cavidades semi- cilindricas. 30. Refrigerador
freezer, de acordo com a reivindicacao 29, em que o extrator flexivel de pedacos de gelo se estende do acamador de gelo
ate uma primeira borda do molde de gelo e e disposto para cobrir substanci- almente a primeira porcao do molde de gelo da
linha central ate a primeira borda do molde de gelo. 31. Refrigerador freezer, de acordo com a reivindicacao 30, em que a
tampa protetora se estende de uma segunda borda do molde de gelo substancialmente ate a linha central do molde de gelo
e se estende acima do molde de gelo para permitir que o acamador de gelo gire atraves do molde de gelo. 32. Refrigerador
freezer, de acordo com a reivindicacao 28, ain- da incluindo um amortecedor de porta conectado a uma dentre a porta de
compartimento de refrigerador e a porta de compartimento de freezer em que o fabricador de gelo esta posicionado. 33.
Refrigerador freezer, compreendendo: um compartimento de freezer mantido em uma temperatura a- baixo de 0 degrees
centigrade e tendo uma porta de compartimento de freezer isolada; um compartimento de refrigerador mantido em uma
temperatura acima de 0 degrees centigrade e tendo uma porta de compartimento de refrigerador isolada; 5 10 15 20 25 7
um sistema de refrigeracao para resfriamento do compartimento de freezer e do compartimento de refrigerador; um
fabricador de gelo automatico posicionado em uma dentre a porta de compartimento de refrigerador e a porta de
compartimento de free- zer, compreendendo: um molde de gelo; um extrator de pedaco de gelo tendo uma tira de base e
uma pluralidade de retentores posicionados acima de uma primeira parte do mol- de de gelo; um acamador de gelo tendo
uma pluralidade de dentes monta- dos giravelmente acima do molde de gelo e dispostos para os dentes gira- rem entre a
pluralidade de retentores e atraves do molde de gelo para con- duzir pedacos de gelo para fora do molde de gelo e tendo
uma alma flexivel que se estende de dentes adjacentes para encher pelo menos parcialmente a folga entre dentes
adjacentes; um motor para acionar giravelmente o acamador de gelo para recolher pedacos de gelo durante ciclos de
recolhimento e dispostos para estacionar um acamador de gelo com a pluralidade de dentes e almas flexi- veis que ficam
substancialmente em um plano com a pluralidade de retento- res entre ciclos de recolhimento; e uma tampa protetora
estendendo-se acima de uma segunda porcao do molde de gelo. 34. Refrigerador freezer, de acordo com a reivindicacao 33,
ain- da incluindo um amortecedor de porta conectado a uma dentre a porta de compartimento de refrigerador e a porta de
compartimento de freezer em que o fabricador de gelo esta posicionado. RESUMO Patente de Invencao: "GERENCIAMENTO
DE DERRAMAMENTO DE AGUA PARA FABRICADOR DO GELO NA PORTA". A presente invencao refere-se a um refrigerador
freezer tendo 5 um fabricador de gelo posicionado em uma porta de compartimento de refri- gerador ou compartimento de
freezer. O fabricador de gelo e disposto para impedir ou gerenciar derramamentos do fabricador de gelo no caso de a por-
ta em que o fabricador de gelo esta montado ser aberta ou fechada, quando agua nao congelada esta presente no fabricador
de gelo. Concretizacoes 10 para gerenciamento de derramamentos para um numero de fabricadores de gelo de bandeja fixa
e movel sao descritas. «# and gt; (- '• • V * # * _ jv "and gt;;' /, J • • • • #" . ~ • • «I • • • ••• * and m and gt; • • • u j 1
•• ABSTRACT Patent Invention:. "WATER SPILL MANAGEMENT FOR ICE fabricator AT THE DOOR" 9 Refrigerator - freezer
with an ice maker placed on a 5 refrigerator compartment door or freezer compartment. The ice maker and willing to
prevent or manage ice maker spills if the port on which the ice maker is mounted be open or closed when not frozen water is
present in ice maker. Embodiments for managing spills to a number of ice makers 10 tray fixed and mobile are described. j 5
10 15 20 25 30 far OSoWS-1 p * "cSWGol the 161-3 and lt; and \ \ ~ 2 \ '2.oo and gt; Relatorio Description of Invention
Patent for"! manage- ment WATER SPILL FOR ICE fabricator AT THE DOOR. " C ross-Reference to Related Applications The
present application is related to the following US patent applications filed simultaneously with this:. US20020155, US20040162
and US20040111 Background of the Invention Field of the Invention The present invention relates to ice producers
positioning of the compartment in a refrigerator door or freezer. Accord- ing to the invention, the ice producers may be
arranged to pre- vent or manage the ice maker water spills in the event of the door when the ice maker is mounted to be
opened and closed, when not frozen water is present in the ice maker. Description of Techniques Related trays of ice cubes
filled manually, with a cover or lid to prevent water spills are known. The ice fabricators located in a compartment re- port
frigerador or freezer that include no features for managing spills are known in the art. The refrigerators freezers side by
side, and storage mechanisms and distribution of ice cubes in the freezer door to provide an ice dispenser and water in front
compartment door to the freezer are well-known in the art. A variety of ice producers of flexible automatic ice tray and fixed
mold known in the art. Summary of the Invention The invention relates to a refrigerator freezer compartment comprising a
freezer maintained at a temperature below 0 degrees centigrade, a gate insulated freezer compartment of a refrigeration
generator compartment maintained at a temperature above 0 degrees centigrade, one compartment door 5 10 15 20 25 30 2
ment of insulated cooler, a cooling system for resfriamen- to the freezer compartment and the refrigerator compartment and
an automatic ice maker placed into one of the door composed of refrigerator compartment and freezer compartment door.
And a tray mounted below the ice maker willing to collect water outpouring, which can occur when the size of the ice maker
is positioned and moved, when water is present in the ice maker. A drain line can take the tray up to a water disposal
container. The water waste container can be a drain pan located in the machinery compartment. In another aspect of the
invention the tray may have a heater. The tray heater can be connected to be energized when the defrost heater cooling and
nergizado e- system. • In another aspect of the invention, a sensor and control spill any mamento may be provided to
detect the presence of water in the tray. The control can energize the tray heater when pouring sensor detects water in the
tray. In another aspect the invention relates to a freezer refrigerator having a freezer compartment maintained at a
temperature below 0 degrees centigrade, a gate insulated freezer compartment, one ration refrigeration system for cooling
the freezer compartment and refrigerator compartment and an automatic ice maker placed into one of the refrigerator
compartment door and frequent compartment door ezer. The ice maker includes an ice mold, a puller ice pieces having a
base strip mounted along an edge of the ice mold having a plurality of retainers that extend the battery-strip and is
positioned above a portion of the ice mold. The ice maker includes an ice acamador having a plurality of teeth mounted
rotatably above the printing engine and arranged to teeth gira- rem between the plurality of seals and through the ice mold
for 3 con- duce ice pieces out Ice mold. The ice machine also includes a cap including a dome portion extending longitudinally
substantially covers the ice mold. The portion of the domed cover and hinged to the ice maker 5 along a first edge and
includes a plurality of the adjacent lingueetas A second edge arranged to extend in spaces between retainers f tractor
adjacent ice pieces and fills them substantially. The cover and arranged to open during the ice collection cycle, to allow the
ice acamador rotate through the 10-ice and ice pieces mold fall into a receptacle for ice storage positioned below the
fabricator ice. The ice maker includes a J motor device to drive the ice acamador and open the cover during the ice
gathering cycles. The ice maker includes a cam driven by the motor of the ice maker to open the cover 15 when the motor
ice maker operates to drive the acamador 9 *. The first edge of the cover closes against the print engine and are the second
edge of the cover closes against the base strip of ice pieces extractor. 20 The ice pieces extractor can be positioned on the
ice mold to define a water recovery channel between the extractor, ice chunks and ice mold. Coverage may involve water
recovery channel. In another aspect, the invention relates to a refrigerator freezer 25 having a freezer compartment
maintained at a temperature below. 0 degrees centigrade, a gate insulated freezer compartment, a refrigerator compartment
kept at a temperature above 0 degrees centigrade, a door compartment isolated refrigerator, a refrigeration system for
resfria- ment of the freezer compartment and refrigerator compartment 30 and an automatic ice maker positioned into one
of the refrigerator compartment door and freezer compartment door. The fa- bricador ice includes an ice mold and a flexible
puller pieces 5 10 15 20 25 30 4 ice positioned above a first portion of the ice mold having a plurality of slits forming a
plurality of seals. The ice maker includes an ice acamador having a plurality of teeth mounted rotatably above the ice mold
and arranged for the teeth rotate through the plurality of slots and across the ice mold to conduct ice chunks away from the
ice mold. The ice maker further includes a protective cap that extends above A second portion of the ice mold. The flexible
extractor ice pieces can extend the mazenamento ar- until a first edge of the ice mold and may be arranged to cover
substantially the first portion of the ice mold to the central line of the ice mold until the first edge of the ice mold. The
protective cover can extend from a second edge of the ice mold substantially up to the center line of the ice mold above the
ice mold to allow the storage rotate through the ice mold. In another aspect, the invention relates to a refrigerator freezer
having a freezer compartment maintained at a temperature below 0 degrees centigrade, a gate insulated freezer
compartment, a refrigerator compartment kept at a temperature above 0 degrees centigrade, a door compartment isolated
cooler, a cooling system for resfria- ment of the freezer and the refrigerator compartment compartment and an automatic ice
maker placed into one of the refrigerator compartment door and the compartment door freezer. The fa- bricador ice includes
an ice mold pieces and an ice extractor having a base strip and a plurality of retainers positioned above a first portion of
the ice mold. The ice mold also includes an ice acamador having a plurality of teeth mounted giravel- mind over ice and
arranged to mold the teeth rotate between the plurality of retainers and ice through the ice mold to carry out molding pieces
Ice and having a flexible frame that esten- of adjacent teeth to fill, at least partially, the clearance en- tween adjacent teeth.
The ice maker includes a motor to drive 5 10 15 20 25 30 5 rotatably ice acamador to collect pieces of ice during cycles of
gathering and arranged to leave stationary the ice acamador with the plurality of teeth and flexible souls being substantially
in a plane with the plurality of seals between payment cycles. One protective cover extending over a second portion of the
ice mold. In another aspect the invention relates to a refrigerator - free- zer having a freezer compartment maintained at a
temperature below 0 degrees centigrade, a gate insulated freezer compartment, a refrigerator compartment kept at a
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temperature above 0 degrees centigrade, a door isolated refrigerator compartment, a cooling system for re- Friar freezer
compartment and the refrigerator compartment, one sup- port ice maker into one of the refrigerator compartment door or
compartment freezer and arranged to support an ice maker spaced from the inner panel of the door, wherein the ice cubes
collected in the ice maker may fall into a receptacle for storage of ice positioned below the ice maker and ice automatic
facture of bricador arranged to be mounted on the support manufactured ice indicator. The ice maker includes an ice mold
and an extractor of ice pieces having a base strip and a plurality of retainers positioned above a first portion of the ice
mold. The battery-up strip extends through a portion of the ice mold. The fabricator it generally includes an ice acamador
having a plurality of teeth mounted rotatably above the ice mold and arranged to rotate the teeth between the plurality of
teeth and through the ice mold to conduct pe- ice out of Dacos Ice mold. The ice maker further includes a protective cover
extending over a second portion of the molded ice. The ice pieces extractor and the protective cover may be integrally
formed of plastic material. The ice acamador may be formed of metal and can be mounted in contact with the ice mold, and
arranged to be heated by conduction from the ice mold during cycles 5 10 15 20 25 30 6 gather ice. The ice maker includes a
motor to drive, GI-ably, the ice acamador and the motor may be arranged to stop the ice acamador stationary with the
plurality of teeth being substantially in a plane with the plurality of retainers between cycles gathering. In another aspect, the
invention relates to a refrigerator - having free- zer a freezer maintained at a temperature below 0 degrees centigrade
compartment, a door isolated freezer compartment, a refrigerator compartment kept at a temperature above of 0 degrees
centigrade, a port of isolated refrigerator compartment, a cooling system to answer friamento the freezer compartment and
the refrigerator compartment and an automatic ice maker placed into one of the refrigerator compartment door and the door
freezer compartment. The fa- bricador ice includes a movable tray of ice chunks, one aloja- ment movably supporting the
tray of ice pieces for movement between a filling position and ice-making and a SICAO po- gathering and sealing surface to
contain water, when the ice mold is in a position for filling and ice manufacturing. The housing may include a rear wall of
containment, a front wall of containment and end walls of containment. The tray for ice pieces includes a mold insert having a
plurality of recesses to form ice pieces and a ferrule that extends upwardly around the plurality of grooves forming the
sealing surface. When the tray for ice pieces in this SICAO po- filling and ice-making, the ferrule extending upwards and
positioned on the outside of the front walls and rear extreme. In another aspect, the invention relates to a refrigerator -
having free- zer a freezer maintained at a temperature below 0 degrees centigrade compartment, a door isolated freezer
compartment, a refrigerator compartment kept at a temperature above of 0 degrees centigrade, a door isolated refrigerator
compartment, a cooling system for re- 5 10 15 20 25 30 7 friamento the freezer compartment and the refrigerator
compartment and an automatic ice maker positioned into one of the port refrigerator compartment and freezer
compartment door. The fa- ice bricador includes a flexible tray having a plurality of cavi- ties and side walls extending above
the cavities to pre- vent water from spilling out of the tray, if the port on which the manu- Ice bricador be moved and
positioned, when water is present in the ice maker. The ice maker also includes a support for Mon- tar, rotatably, the
flexible tray between the positions of ice formation and ice retreat and a drive mechanism to rotate the tray flexible
between the positions of ice formation and ice gathering and twist the flexible tray in position pickup to release the ice
pieces. The ice maker can include two trays connected po- sicionadas facing in opposite directions, mounted rotatably
between posi- tion of ice formation and ice gathering. The po- ice trays dem be integrally formed and share a background
wall. In another aspect, the invention relates to a refrigerator - free- zer, having a freezer compartment maintained at a
temperature abai- xo 0 degrees centigrade, a hinged insulated freezer compartment door, a refrigerator compartment kept
at a temperature above 0 degrees centigrade, a hinged insulated refrigerator compartment door, a refrigeration system for
cooling the freezer compartment and the refrigerator compartment ment, an automatic ice maker located in a compartment
from the door refrigerator compartment and the freezer door and a door damper connected to one among the Por- ta
refrigerator compartment and freezer compartment door to the ice maker and positioned. The door damper may be
arranged to fit the door for at least a portion of the movement range by opening and at least a portion of the movement
range during the closing of the door. The port buffer can be loaded to a buffer 10 5 15 20 25 8 30 spring mounted on the
machinery compartment and connected to one of arti- culacoes door of a refrigerator compartment from the door
compartment and door freezer where ice maker and posi- tioned. The door damper can be connected to port articulation in a
position for the door damper go through the center, where one out of the refrigerator compartment door and the freezer
compartment door when the ice maker is positioned opens and closes. In one aspect of the invention, the damper may be
a hydraulic absorber love-loaded spring. In another aspect of the invention, the damper may be a a- mortecedor the gas
spring loaded. In another aspect of the invention, the damper is a rotary damper. The revolving damper can be a damper
giratorio bidire- tional. In another aspect, the invention relates to a refrigerator - free- zer, having a freezer compartment
maintained at a temperature abai- xo 0 degrees centigrade, a gate insulated freezer compartment of a refrigerator
compartment maintained at a temperature above 0 degrees centigrade, one To-ta isolated refrigerator compartment, a
cooling system pa- ra cooling the freezer compartment and the refrigeration compartment tor and an automatic ice maker
positioned into one of the To-ta refrigerator compartment and freezer compartment door. A tray mounted under the
provisions and ice maker to collect water spill that may occur when the door where the ice manufactured pain is positioned
and moved when the water is present in bricador facture of ice. The tray includes a spill sensor to detect water in the tray
and arranged to provide a signal to the User that a spill occurred. The spill sensor can comprise two sets of conductive
elements positioned in the tray. The two groups of ele- ments conductors are connected to an outpouring of Detection
circuit. The outpouring of Detection circuit may include a signal to alert 5 10 15 20 25 30 9 to the User that the spill occurred.
The signal may be a LED device for providing a visual signal that a spill has occurred. In another aspect, the signal may be
an audible signal that a spill has occurred. In another aspect, the refrigerator - freezer may include a drain line which leads
from the tray and a pump for pumping water from a water tray for disposal container. The outpouring of Detection circuit
may include an output to activate the pump. In another aspect, the invention relates to a refrigerator - having free- zer a
freezer maintained at a temperature below 0 degrees centigrade compartment, a door isolated freezer compartment, a
refrigerator compartment kept at a temperature above of 0 degrees centigrade, a port of isolated refrigerator compartment,
a cooling system to answer friamento the freezer compartment and the refrigerator compartment, an automatic ice maker
positioned on the inner door of the freezer compartment door and a receptacle for Ice Storage positioned below the ice
maker. The ice maker can include a cover pivotally mounted adjacent to the top of the ice maker and willing to close the ice
maker in a first position and to form a trough for ice from the ice maker for the receptacle for ice storage in a second
position. The cover may be mounted pivotally adjacent to the top of the ice maker adjacent to the side ice maker opposite
the inner door. The cover may include an actuator connected to the cover and arranged to cover the joint around a pivot
point. The actuator may be arranged to engage the top wall of the freezer compartment, when the freezer compartment door
is closed. The coverage can include a spring mechanism to boost coverage in steering the first position. The receptacle for
storage of ice cubes can be removable from the freezer compartment door, when this cover in the first position. 10 15 20
25 5 30 10 In another aspect, the invention relates to a refrigerator - free- zer having a freezer compartment maintained at
a temperature below 0 degrees centigrade, a gate insulated freezer compartment, a compartment cooler maintained at a
temperature above 0 degrees centigrade, a door isolated refrigerator compartment, a cooling system for re- friamento the
freezer compartment and the refrigerator compartment, an automatic ice maker mounted to a door from among com-
refrigerator compartment and the freezer compartment door and the socket into ice storage positioned below the ice
maker. The ice maker includes an ice mold and a heater for the ice mold. The ice maker and mounted rotatably to
movement to the first position for ice mold filling with water and formation of ice cubes and the second position
substantially reversed mind for collecting ice cubes. The ice maker may include provisions of temperature sensor to
determine when ice cubes are frozen and to start the operation of the heater and cause the ice maker turns to the second
position. The ice maker may further include a substantially fixed ice acamador positioned through the ice mold, the ice
maker when in the first position and can be arranged to XAR it engages ice cubes in the ice mold, as the ice maker and
turned to the second position. In another aspect, the invention relates to a refrigerator - free- zer, having a freezer
compartment maintained at a temperature abai- xo 0 degrees centigrade, a gate insulated freezer compartment of a
refrigerator compartment maintained at a temperature above 0 degrees centigrade, one To-ta isolated refrigerator
compartment, a refrigeration system pa- ra cool the freezer compartment and the refrigerator compartment and an
automatic ice maker mounted to a door from among freezer compartment of the refrigerator compartment and the door. The
manufactured ice pain includes an ice mold and a heater for the ice mold. The ice mold and mounted rotatably to move to a
first 5 10 15 20 25 30 11 position for filling ice mold with water and formation of ice cubes and the second substantially
inverted position for collection of cubes Ice mold. The ice mold includes extended side walls arranged pa- ra contain water
in the ice mold, if the port on which the automatic ice maker and mounted to be moved, when no water is present in the
frozen ice mold. The ice mold further includes a lip along the distal edge of a side wall. The body may include a return edge
directed toward the cavities of ice cubes arranged to define a channel for retaining water formed when the ice mold and
heated for collecting ice cubes as the ice mold and rotated to the second position. The ice maker may include a substantially
fixed rake, positioned above the ice mold, when the ice mold in the first position and arranged to engage the ice cubes in
the ice such that as the ice mold and rotated for the second posicao.O ice maker may include a temperature sensor to
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determine when cu- ice frozen bos station and a motor to rotate the management between the first position and the second
position. In another aspect, the invention relates to a refrigerator - having free- zer a freezer maintained at a temperature
below 0 degrees centigrade compartment, a door isolated freezer compartment, a refrigerator compartment kept at a
temperature above of 0 degrees centigrade, a door isolated refrigerator compartment, a cooling system for re- Friar freezer
compartment and a refrigerator compartment and a manu- bricador automatic ice fitted into one of the compartments ment
freezer door and the refrigerator compartment door. The ice maker includes an ice maker control, an ice mold rectangular
generally a fixed extension which extends over a longitudinal edge of the ice mold and a hinged wall, which extends over the
edge opposite longitudinal ice mold pivotally mounted on the ice mold. The ice maker also includes an ice acamador 5 10 15
20 25 30 12 mounted rotatably above the ice mold and operably connected to control the ice maker and an operator in
control of the ice maker arranged to move the hinged wall for a horizontal position in conjunction with the operation of the
ice acamador. The operator can be a lever on the control ice maker operably connected hinged wall. The control ice maker
may include a meat provisions to operate the lever. The meat can be connected to rotate when the ice maker control turns
a- ice camador. The hinged wall can be driven to an upright position and the meat can be arranged to operate the lever to
move the pa- articulated network for the horizontal position, after the ice acamador turn in the ice mold. The hinged wall
may include a plurality of superficial higher species at the top surface of the hinged wall, and when it po- sicionada horizontal
position. The elevated surfaces may extend generally perpendicular to ice acamador. In another aspect, the invention
relates to a method of manufacture dog ice in a cooler - freezer in an ice maker increase matically and fitted into one of the
ports of the compartments of the refrigeration and freezer generator. The method includes the steps of operation of the
refrigerator - to provide cooling to the freezer compartment of the refrigeration erator or freezer, with ice water filling the
mold, preventing water spillage from the ice maker, when the doors of compartments fridge or freezer, where the ice maker
and assembled, are open or closed and gathering pieces of ice from the ice mold after the water has frozen. The prevention
of spills step may include the provision of a tray below the ice maker to capture any water splashed out of the ice maker.
The ice manufacturing method may further include the operation of a pan heater to derre- have any ice present in the tray.
The step of spill prevention tools may include water draining from the tray to a container 5 10 15 20 25 30 13 water disposal.
In another aspect, the ice maker may include a ra cobertu- for the ice maker and spill prevention in- cludes the step of
closing the cover and the ice pieces gathering step includes opening the cover. In another aspect, the ice maker includes a
pe- Dacos extractor ice and an ice acamador having a plurality of teeth posi- tioned rotatably through the ice machine and
arranged to rotate the tooth through the extractor Ice chunks and ice maker mold. The prevention of spills step may include
the disposition of ice pieces extractor and ice acamador to end, substantially, a portion of the ice maker. In another aspect,
the ice maker includes a flexi- ble tray having a plurality of cavities. The prevention phase of spill ments may include the
provision of flexible tray with side walls that extend above the wells to prevent water from splashing out of the tray. The
flexible tray can comprise two gadas interconnected trays positioned in opposite directions. Each tray may have side walls
extending above the cavities, when the ice tray is upright. In another aspect, the refrigerator - freezer may include a
spectacle for storing ice cubes receiver positioned below the ice er manufactured and automatic ice maker may include a
movable cover. The ice cube collecting step can include the opening of the cover to form a chute for the ice cubes on the
receptacle for storage of ice cubes. In another aspect, the ice maker can include an ice mold rotatably mounted between a
filling position and formation of ice cubes and a position substantially in- poured ice gathering. The method of preventing
spills can include supply of the ice mold with extended side walls to one of the pa- side walls having a lip defining a channel.
The gathering of step 5 10 15 20 25 30 14 ice pieces may include the rotation of the ice mold to col- lected ment of ice
chunks and retention of any melted water during the collection cycle in the channel. The collecting step can include in its
return water to the channel such that the ice as the ice mold returns to the filling position and ice formation. In another
aspect, the ice maker may include an ice mold having a fixed extension in a side of the ice mold and a hinged wall on the
other side of the ice mold. The step of cos ice educationalists rotation pickup may include a acamador ice in the ice mold and
turning the hinged wall in a vertical position to one ho- rizontal through the ice mold. Brief Description of the Drawings
Figure 1A and a perspective view of a refrigerator freezer bottom, comprising an embodiment of an ice maker in the door
according to the invention. Figure 1B and a view freezer refrigerator illustrated in partial perspective in Figure 1A bottom with
an open compartment door refrigerators illustrating an ice maker according to the invention positioned on the door above a
receptacle for storage of ice cubes and ice dispenser. Figure 2 is a perspective view of a freezer door illustrating the
application of an ice maker according to the invention in a side by side refrigerator freezer. Figure 3 is a perspective view of
an embodiment of an ice maker according to the invention having a tray to catch spills and a cover. Figure 4 is a view in
perspective of an ice maker of Figure 3 with the cover closed. Figure 5 is a perspective view of another embodiment of an ice
maker according to the invention, having a cover and a water recovery channel. Figure 6 is a view in perspective of the ice
maker 5 10 15 20 25 30 15 Figure 5 with the cover closed. Figure 7 is a perspective view of another embodiment of an ice
maker according to the invention, having a flexible puller ice and a partial protective cover. Figure 8 is a perspective view of
another embodiment of an ice maker according to the invention having a cover. Figure 9 is a partial perspective view of
another materialisation of an ice maker according to the invention positioned in a refrigerator compartment door or the
free- zer compartment, the ice mold in position closed. Figure 10 is a partial perspective view of Figure 9 Ice maker with an
ice mold partly open. Figure 11 and a cross-sectional view through the figure of manufactured ice pain 9, illustrating the
relationship between the ice mold and as accommodation in the closed position. Figure 12A and a partial perspective view of
a refrigeration freezer pain hand side of the prior art having an ice maker positioned at the freezer compartment. Figure
12B and a partial perspective view of a refrigeration pain side by side freezer having an ice cube maker according to the
invention positioned on the freezer compartment door. Figure 13A is a schematic side view illustrating an ice er
manufactured according to the invention, placed in a freezer compartment door having a hinged cover in the closed
position. Figure 13B is a side partial schematic view of the manufactured ice pain according to Figure 13A, illustrating the
articulation of Ra cobertu- with ice maker in the open position of the freezer compartment door. Figure 14A is a schematic
side view illustrating the ice manufactured er of Figures 13A and 13B, with the cover open and ice cubes falling into the
receptacle for storage of ice cubes underlying 5 10 15 20 25 30 16 you. Figure 14B is a side partial schematic view similar to
that of Figure 13B, illustrating the articulation of the cover to the ice maker in the closed position of the freezer
compartment door. Figure 15 is a perspective view of another embodiment of twist tray ice maker according to the invention.
Figure 16 is a perspective view of another embodiment of a twist tray ice maker according to the invention having two trays.
Figure 17 is a perspective view of another embodiment of a twist tray for use in a twist tray ice maker similar to the
embodiments of Figure 15 and Figure 16 removed from the ice bricador manu-. Figure 18 is a partial sectional view of the
torsion tray of Figure 17. Figure 19 is a view in perspective of another embodiment of a twist tray for use in a twist tray ice
maker similar to the embodiments of Figure 15 and Figure 16 removed from the ice bricador manu-. The figure 20A and a
perspective view of another embodiment of an ice maker mold rotatable with the mold in a vertical position. and Figure 20B
is a view in perspective of the fabricator mold of rotatable ice mold with Figure 20A rotated 90 degrees. and Figure 20C  is a
view in perspective of the fabricator mold of Figure 20A ice rotatable with the mold rotated 180 degrees. Figure 21A and a
schematic cross sectional view of the rotatable ice-maker mold in the position illustrated in Figure 20A. Figure 21B and a
cross-sectional schematic view of the mold rotatable ice maker in the position illustrated in Figure 20B. Figure 21C  and a
cross-sectional schematic view of the rotatable ice maker mold in the position illustrated in Figure 20C. Figure 22A and a top
view schematic of another materialisation 5 10 15 20 25 30 17 tion of an ice maker according to the invention. Figure 22B
and a cross-sectional schematic view of figure ice maker 22A, illustrating the beginning of a cycle of rec- ice lhimento. Figure
22C and a schematic cross sectional view of the ice maker of Figure 22a, illustrating a subsequent point in the ice collection
cycle. Figure 23 is a partial perspective view of the machinery compartment for a refrigerator freezer having an ice maker
po- sicionado the freezer compartment door of a refrigerator freezer side by side, illustrating an embodiment of a door
bumper for use with ice producers according to the invention. Figure 24A and a partial schematic view illustrating another
embodiment of a door bumper for use with ice producers according to the invention. Figure 24B and a partial perspective
view of the damper of Figure 24A. Figure 25 is a circuit diagram illustrating sen- sors shedding elements, that can be used
with the embodiments of ice producers according to the invention. Figure 26 is a block diagram illustrating the operation of a
refrigerator freezer, including bricador facture of spill management ice according to the invention. Figure 27 is a circuit
diagram illustrating element trophic factors that may be used with embodiments of the ice maker according to the invention.
Detailed Description of the Invention One of the most desired accessories for optical domesticating a refrigerator and an ice-
water through the portal system. An ice and water dispenser through the door and desirable because it greatly simplifies the
recovery process of ice cubes, that is, eliminates To-opening TA, the removal of the receptacle for storage of ice cubes, the
se- 5 10 15 20 25 30 18 parison and collection of ice cubes and placement of ice cubes in a glass. The feature can also be
seen as a saver e nergy, since the freezer door is not open so frequeentemente. In the home textiles market coolers today,
three basic confi- ha ngs to choose from: a refrigerator freezer on the bottom of the refrigerator compartment is located
above the freezer compartment, a mount refrigerator on top wherein the freezer is located above the refrigerating
compartment tor compartment and a refrigerator side by side in the refrigerator compartment and the freezer compartment
extending throughout the height of the refrigerator. On the configuration side by side, the receptacle for storing ice cubes and
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the dispenser can be placed at the door of the freezer compartment. It would be advantageous also to position the ice
maker in the freezer door to provide additional space for self storage in the freezer compartment. Also, it would be desirable
to provide an ice and water dispenser for refrigerators with freezers at the bottom. However, doing so requires, essentially,
the provision manufacturing mechanisms and the ice storage compartment door composed of refrigerator or freezer
compartment. With current technology manufacturing and distribution of ice, it has not been possible for a consumer to have
characteristics of dispensation of pain ice and water in a refrigerator compartment door with frequent ezer at the bottom or
refrigerator door freezer side by side with ice and water dispenser mechanisms fully positioned in a door. One of the
biggest challenges and how to manage the water spill that may occur when the door where an ice cube maker is positioned
and open or closed abruptly when water is present in the ice mold. According to the invention of the applicant, the water
pouring from an ice maker placed in a refrigerator compartment door or freezer and prevented or managed. It should be
noted that the embodiments described in this patent share many of the same elements as an output 5 10 15 20 25 30 19
distribution mounted on the outside of a refrigerator compartment door or freezer, a receptacle for storing ice cubes and an
ice dispenser. Similarly, Ice producers, which are the object of the invention of applicants, share many of the same
elements. It will be understood that the operation of these elements, in general, will be the same for each achievement and a
description of its operation will not be repeated for each embodiment, unless otherwise mentioned mode. Likewise, elements
common to more than one embodiment will be usually identified with common numerals. For example, each of the
embodiments ice maker may include an ice maker control, identified as the control ice maker 33, and the motor 35 in the
embodiment of Figure 2. The ice cubes 34 are illustrated and described as pieces of ice usually semicircular, although the
invention of the concepts described herein are not so limited, and are also applicable to ice pieces having a cylindrical shape,
retili- nea or another. As will be described in greater detail below, the ice fabricado- res according to the applicant's
inventions can be used with refrigerators and freezers side by side at the bottom of the freezer. Returning to Figures 1A, 1B,
2, 12A and 12B side by side refrigerator freezer and freezer bottom, having a device maker and ice dispenser in the door
according to the invention can be seen. Figures 1A and 1B show a refrigerator freezer bottom de- scribed in greater detail in
co-pending US Patent Application US20040111, filed concurrently with this by Anselmino et al., and incorporated fully by
reference in this application. The refrigerator freezer on the bottom 50 may have an enclosure 52, including a refrigerator
compartment 54 kept acci- ma temperatures of 0 degrees centigrade and a freezer compartment 56 kept a- low
temperatures of 0 degrees The freezer compartment centigrade and 56 positioned at the bottom of the cabinet 52 and the
refrigerator compartment 54 and positioned above the freezer compartment 56. In the embodiment of Figures 1A and 1B,
the free- zer at the bottom 50 can have two doors refrigerating compartment 5 10 15 20 25 30 20 Pain 68 and 69, arranged
side by side. The cooler configuration with free- zer at the bottom 50, shown in Figures 1A and 1B, and referred to
sometimes as a fridge freezer with French door bottom mount par- you. Conventional door knobs 44, 46 and 48 are shown
in refrigerator compartment door 68 and the compartment 69 and the freezer door to 66. Those skilled in the art will readily
appreciate that various knobs, or any handle may be provided for doors, as is well-known in the art. A side by side
refrigerator freezer embodying the invention is illustrated in Figures 2, 12A and 12B, and described in detail below. The
refrigerator 50 may have a cooling system (non shown) for cooling the refrigerator compartment 54 and the freezer
compartment 56. The cooling system may include a compressor, a condenser, an evaporator and expansion device one, all
non-shown, as is well-known in the art. The po- compressor is a variable speed compressor to provide variable cooling rates,
again well-known in the art. The refrigerant tor 50 can also have a control system (not shown), which may include
temperature sensors (not-shown) for the refrigerator compartment 54 and freezer compartment 56 connected to the
temperature controllers of the refrigerator compartment, and the freezer (non shown) to keep the temperatures in the
respective compartments in temperature selected by the User. The evaporator (not shown) can be positioned in a
compartment evaporator (not shown), which can be positioned along the rear wall of the freezer compartment, as is well-
known in the art. 69 The refrigerator compartment door may include a dis- ice water thinker and 72 positioned in front of
the door. The icemaker and water 72 can be positioned at 69 refrigeration generator compartment door to a convenient
height for User access as and well known in the art. A User interface 73 can be positioned adjacent ap icemaker and water
72 for users to select 5 10 15 20 25 30 21 alternatives ice distribution and water, such as "fast ice" described below and other
parameters cooler operation freezer, as de- scribed in our co-pending US Patent degrees SERIES 10 / 861,203, incorporated
herein by reference. An ice maker 82 can be mounted adjacent the top of the refrigerator compartment door 69 spaced from
inner door panel 70. A receptacle for storage of ice cubes 84 can be positioned below ice maker 82 and arranged so that
the ice cubes collected in the ice maker 82 can fall through the gap 93 into the receptacle for storage of ice cubes 84. The
gap 93 may be provided between the back of the ice maker 82 and the inner door 70 to direct ice cubes to the receptacle for
storage of ice cubes 84. The receptacle for storage of ice cubes 84 may be supported on top of the ice dispenser 86. An
insulated cover 88 may be provided to substantially close the ice maker 82. An insulated cover 90 may be provided to close
substantially the receptacle for storage of ice cu- bos 84 and the ice dispenser 86. The isolated covers 88 and 90 may form
subcompartments can be kept below 0 degrees centigrade to facilitate the formation and storage of ice cubes. The insulated
cover 88 may include one or more locking surfaces (non-shown) arranged to maintain the cover 88 in place, forming a wrap
below 0 degrees centigrade to the ice maker 82 while the refrigerator compartment door 69 opened, and closed in use. As
de- scribed above, the insulated cover 88 and the insulated cover 90 allow the respective subcompartments are kept at
temperatures below 0 degrees centigrade, without changing normal temperatures above 0 degrees centigrade in the
refrigerator compartment 54. insulated cover 90 may be pivotally mounted on the inner door panel 70 with the joints 77. The
pivotal connection of the insulated cover 90 with the inner door panel 70 may allow easy access to the receptacle for storage
of ice cubes 84, via e-5 10 15 20 25 30 22 XAMPLE to facilitate removal of the receptacle for storage of ice cubes 84 to
distribute the ice cubes in a refrigerant or signs milares. The insulated cover 90 may be arranged so that it can be
automatically closed while the refrigerating compartment door 69 tor and closed. The insulated cover 90 may be provided
with a gasket 79 to seal against the surface of the inner door panel 70. insulated cover 90 may be omitted if the receptacle
for storage of ice cubes 84 is formed of insulating material. In one embodiment, the receptacle for storage of ice cubes 84
may be formed of double-walled plastic material with sufficient insulating properties to keep the ice cubes in the receptacle,
the freezing and cold enough to prevent individual cubes from each merge others. Those skilled in the technique that readily
compreende- rao suitable transparent plastics material, such as those described above, can be used to form a receptacle for
safely storing ice cubes isolated 84. Similarly, those skilled in the technique will understand that if no coverage is the
insulator is provided, the air flow below 0 degrees centigrade may be directed to the receptacle for storage of ice cubes 84
so as to prevent undesirable vazamen- for the refrigerator compartment. The receptacle for storage of ice cubes 84 and the
ice dispenser 86 may be similar to ice delivery system described in US Patent No. 6082130 degrees, assigned to the assignee
of this request for patent and herein incorporated by reference. Those skilled in the technique will understand that a ice
distribution system such to heat up le described in US Patent No. 6082130 degrees, can be used in the embodiment shown in
Figures 1A and 1B, or may be provided with a receptacle for storage of insulating ice cubes as described above, and can be
positioned in a refrigerator compartment door to cooperate with the ice maker 82 and the ice and water dispenser 72. One
approach to the receptacle for level detection ice cube storage and described in US Patent No. 6082130 degrees, and those
skilled in the tech- 5 10 15 20 25 30 23 single appreciate that many ways to determine the level of ice cubes in a storage
receptacle cubes of Ice are co nised and can be used in place of the optical system described in the patent requests identified
above. The ice maker 82 and the ice and water dispenser 72 can be provided with water under the control of a water control
valve 94 and a water valve 95 which may be included in the refrigerator freezer bottom, how and well-known in the art. The
water valve control 94 to the icemaker and water 72 and the ice maker 82 may be a variable flow water system, as
described in our co-pending US patent series of degrees 10 /861.569, incorporated herein by reference. In one embodiment
freezer bottom, as illustrated in the figures 1A and 1B, air below 0 degrees centigrade can be supplied to the ice
manufactured Pain 82 and the receptacle for storage of ice cubes 84 per a system of air distribution, which may lead the
freezer compartment 56. The air distribution system may include a first portion 100 of air distribution, which can be
positioned along a side of the refrigerator compartment door 69 against the inner door panel 70. The air distribution system
may include a second portion of distribution of air 106, positioned along a side wall of the compartment ment cooler 54 and
leading down on the steering compartment ment freezer first portion 56. The air distribution 100 may include a supply duct
102 and return duct 104. Those skilled in the technique will understand that the first portion 100 of air distribution can be a
dual passage tube, having two air passages, forming the supply duct 102 and return duct 104. The first portion 100 of air
distribution can be thermo-formed plastic material formed or injection molded and can be covered or closed with mate- rial
insulation as polystyrene ("styrobead") hard. The second portion of air distribution 106 similarly may comprise one to Food
Supply duct 108 and return duct 110. The second portion of air distribution 106 may be a dual passage tube formed of plastic
material, similar 5 10 15 20 25 30 First portion 24 of air distribution 100. The faces of the first and second air distribution
portions 100 and 106 can support when the refrigerator door 69 is closed and can be arranged so that the ducts 102 and 108
supply and return ducts 104 and 110 are opposite each other and can form a passage continues, when the refrigerator
compartment door 69 and closed. The front of the first and second portions of the air distribution 100 and 106 may comprise
surfaces veda- dog suitable for supply and return ducts, so that air substantially hermetic connections can be made when the
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compartment door cooler 69 and closed. The air distribution system dog is described in greater detail in co-pending US
patent US20040111, filed concurrently with the present application and incorporated by reference as indicated above.
Returning to Figures 2 and 12B, a freezer side by side refrigerator having an ice maker and dispenser device in the door
according to the invention can be seen. Figure 12A illustrates a side by side refrigerator freezer 10 of the prior art having a
set of ice machine 22 positioned at the top of the freezer compartment 16. The free- zer compartment may have one or
more shelves 11 and one or more baskets 13 arranged to store items in the freezer compartment 16. The compartment of
freezer door 20 may have one or more door shelves 21 arranged to store items in the freezer compartment door 20.
Similarly, the refrigerator compartment 14 may have one or more Pra- teleiras and one or more baskets or containers for
the storage items in the refrigerator compartment above 0 degrees centigrade Figure 12B illustrates a side by side
refrigerator freezer 10 having a set of ice machine 22 'in accordance with the invention, positioned within the compartment
of the freezer door 20. Comparing Figure 12A and Figure 12B, the relocaliza- dog assembly of the ice maker 22 in freezer
door 20 can result in a complete additional shelf for increased storage in the freezer compartment 16 without a decrease in
shelf storage space ment of the freezer door 20. The refrigerator freezer side by side 5 10 15 20 25 30 25 may be provided
with a cabinet 12 forming a refrigerant tor compartment 14 and a freezer compartment 16 disposed side by side, as is well-
known in the art. A cooling system (not shown) may be provided to keep the refrigerator compartment 14 at temperatures
above 0 degrees centigrade and the freezer compartment 16 at temperatures below 0 degrees centigrade, as is well-known
in the art. A door of the refrigerator compartment 18 and processing of 1:00 freezer compartment door 20 it can be provided
to allow access to the freezer refrigerator. The freezer compartment door 20 may be an ice and water dispenser similar to
that of ice and water dispenser 72 described above. In refrigeration pain tile of the prior art, as illustrated in Figure 12A, the
ice maker assembly 22 and positioned on top of the freezer compartment 16 and arranged to discharge ice cubes in a butt
recepta- for storing cubes 28. The ice of the ice maker assembly 22 'may include an ice maker 32 having an ice mold 36,
one ice extractor 38 and an ice acamador 40. The ice maker 32 can have a control ice maker 33, which may include a
motor 35 (Figure 27) to operate the ice acamador. The ice delivery system 26 may be positioned below the door 20 of the
ice maker assembly 22 '. The ice delivery system 26 may include receptacle 28 for ice, which can be positioned in the ice
crusher 30. The ice crusher 30 may be arranged to dispense ice cubes or crushed by means of an ice and water dispenser
(not shown in Figures 12A or 12B) in front of the freezer compartment door 20. The ice dispenser illustrated in Figures 2, 12A
and 12B may be similar to the system of distribution of ice tion described in US Patent No. 6,082 degrees.130 incorporated
herein in its entirety. When operated, the distribution of ice cubes wounds transport system 26 or the receptacle for storage
of ice pieces of cu- bos gel 28 through the freezer compartment door 20, so that the ice cubes can be distributed through a
conventional ice maker and water dispenser similar to ice water and 72 described above. Next, various embodiments will be
described fabricado- 5 10 15 20 25 30 26 res ice embodying the invention of applicants. Each of the embodiments may allow
the respective ice producers are positioned and operated in a freezer compartment door 20 of a refrigerator or freezer side
by side in a refrigerator compartment door 69 of a refrigerator freezer bottom. Returning to Figures 3 and 4, an embodiment
of an ice maker for use in a refrigerator compartment door or freezer can be seen. The ice er 115 can be manufactured an
ice maker similar to ice maker described in US Patents 4,649,717 and 4,649,718 s degrees, incorporated here in by
reference. The ice maker 115 may comprise an ice mold 116, which may be a cast aluminum mold coated with EPO xi, as is
well-known in the art. The ice mold 116 may have a heater 117 (Figure 27) provided to heat the mold during ci- clos ice
pickup, as described in the patents identified acci- ma incorporated by reference. The ice mold 116 may be provided with an
ice extractor 120, extractor having a plurality of retainers 121 which extend through a side of the ice mold 116. A mador aca-
ice or ice ejector 118 can be tro rotatably mounted on the top edge of the ice mold centering acamador 116. The ice 118
may include a plurality of teeth 119 to eject ice cubes from the ice mold 116 to the ice as acamador and rotated through the
mold 116 ice during an ice collection cycle. The ice maker 115 may have a water intake element 123 (see Figure 4) to help
direct water to an ice maker filling tube (not shown) for the ice mold 116, and as well- known in the art. The ice maker 115
may have a control housing (not shown), as de- scribed in US patents referred to above having a control 33 (Figure 27)
which controls the operation of the ice maker 115 and a motor 35 (Figure 27) which drives the ice acamador 118 during ice
gathering cycles, all as is well-known in the art. The ice mold 116 may be provided with a cover 124 which can be pivoted
from the ice mold edge 116 opposite the ice extractor 120. The cover 124 may have a mul- 5 10 15 20 25 30 27 125 which
ralidade of lingueetas extend from a rim 124 of the cover arranged to close substantially the gaps 122 between adjacent
puller retainers 121 when the cover 124 and closed against the top edge of the ice 116 and the ice mold extractor 120. Thus,
the cover- age 124 may be arranged to substantially close the ice mold 116 to help prevent water from spilling out of the ice
mold 116, in the case where the refrigerator compartment door or free- zer, wherein Ice maker 115 is positioned, and
abruptly opened or closed when liquid water is present in the ice mold 116. The cover 124 can be arranged to be opened
during a cycle has ice gather the ice maker control (non shown). For example, a meat or other drive mechanism (not shown)
may be arranged to engage the cover 124 for the dog open position shown in Figure 3 the extent that the control triggers
118 acamador the ice through the ice mold 116 to eject ice cubes from the ice molded. Alternatively, cover 124 could be
driven, residence lientemente to the open position shown in Figure 3 and the control manu- ice bricador (not shown) could
operate to close the cover 124 in other than during a cycle of Ice gathering, as will be pron- ly understood by those versed in
the technique. Additional Protective against the ice maker water shedding 115 can be provided by mounting the ice maker
115 on a tray 128 having walls facing up 129 along the edge of the tray 128 to contain any water that might spill from the
manufacturer 115. The ice tray 128 may be provided with a drain 130 to drain any spilled water into the tray 128 into a
waste container (not shown) which can be positioned in a refrigerant tor door or elsewhere in the refrigerator freezer. The
po- disposal container is arranged for manual emptying or by a User State may be do- a drain pump 292 for emptying the
container (step 309, Figure 26). A drain line (not-shown) can lead drain 130 for disposal container which can be located in
compartment 5 10 15 20 25 30 28 58 machines (Figure 1A) which is located at the bottom of the freezer refrigeration tors in
which a compressor and a condenser and other components to the freezer refrigerators are typically located, as is well-
known in the art. The waste container can be a drain pan typical 60 (see Figure 23) may be located below the condenser 64
(Figure 23) to evaporate the water that melts the evaporator (not shown) during defrosting cycles, again as well-known in the
art. Those versed in the technique will understand that other water disposal containers can be provided, or a willing
connection for connection to a domestic drain can be pro- portionate, if desired. The tray 128 can also be provided with a
heater 132 (Figure 27) to heat up, periodically, the tray 128 in order to evaporate any water that may have been spilled on
the tray 128 or, alternatively, to melt any ice that forms on the tray 128 of water poured on the tray 128. The operation of
the heater 132 will be described in greater detail below with respect to Figures 26 and 27. The tray 128 can also be provided
with a drain pump 292 (Figure 27), which can be connected to the drain water pump 130 to the tray 128 up to a waste
container that is not already located below the bande- 128 to allow gravity drainage. Returning to Figure 5 and Figure 6,
another embodiment of an ice er manufactured for use in a refrigerator compartment door or freezer can be seen. The ice
maker 135 can be an ice maker similar to the ice maker described in US Patents 4,649,717 and 4,649,718 s degrees
incorporated herein by reference. The ice maker 135 may comprise an ice mold 116 that can be a function such dido
aluminum coated with epoxy as is well-known in the art. The ice mold 116 may be provided a heater 117 for heating the ice
mold for gathering cycles as described in the above identified patents incorporated by reference. The ice mold 116 may be
provided with an ice extractor 136, extractor having a plurality of retainers 137 which extend through a side of the ice mold
116. A acamador 5 10 15 20 25 30 29 Ejector ice or ice 118 may be mounted rotatably in the center of the top edge of the
ice mold 116. The ice acamador 118 may include a plurality of teeth 119 to eject ice cubes from the ice mold 116 to measure
less than acamador of ice and spun through the ice mold 116 during an ice collection cycle. The ice maker 135 may have an
element for water inlet 123 to a irecionar water tube en- Chimento ice maker (not shown) for the ice mold 116, as is well-
known in the technique. The ice maker 135 may have a accommo- dation control (not shown), as described in US Patents
referred renciadas above, including a control 33 for controlling the operation of the manufactured ice er 135, and a motor 35
to drive The ice acamador 118 dur- ing ice gathering cycles, all as is well-known in the art. The ice mold 116 can be provided
with a cover 138, which can be arti- culated the ice mold edge 116, opposite the ice extractor 136. The extra ice tor 136 and
the ice mold edge 116 may defining a water recovery channel 140 between the top edge of the ice mold 116 and the former
ice tractor 136. When cover 138 is in closed position shown in Figure 6, the top of the water recovery channel 140 and
closed so that any water that sprinkle the ice mold 116 against the extractor 136 or cover 138 can circulate in the water
recovery channel 140 and, while so, back to the ice mold 116. In other respects, the fabricator Ice 135 can operate as the
ice maker 115 described above and may be arranged to cover 138 to open during ice gathering cycles. Those skilled in the
technique will understand that a po- tray 128 to be provided to the ice maker 135, as described above with respect to Figures
3 and 4. Returning to Figure 7, another embodiment of a generally fabricator it for use in a refrigerator compartment door or
freezer can be seen. The ice maker 145 may be a mylar si- ice maker to an ice maker described in US Patent 4,649,717 and
4,649,718's degrees, hereby incorporated by reference. The ice maker 145 may comprise an ice mold 116 which can be an
aluminum mold 5 10 15 20 25 30 30 epoxy coated cast, as is well-known in the art. The ice mold 116 may have a heater
117, provided to heat the ice mold for gathering cycles as described in the above identified patents ed incorporated by
reference. The ice mold 116 may be provided with an ice extractor 148, extractor having a plurality of detents 150 extending
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through a side of the ice mold 116. In the embodiment of Figure 7, extractor retainers 150 may be formed of flexible
material such as silicone rubber and may have a plurality of aligned slots 151 with teeth 119 of ice acamador 118. A a-
camador ice or ice ejector 118 may be mounted rotatably in the center of the top edge of the mold 116. The ice 118 po- ice
acamador include a plurality of teeth 119 to eject ice cubes from the ice mold 116, as the ice acamador and rotated through
the ice mold 116 during a gathering cycle ice. As the teeth 119 contact the extractor 148, the edges of adjacent retainers 150
can flex to allow respective teeth move through the slots 151 and ejetem ice cubes from the ice mold 116. The ice maker
145 may have an element for water inlet 123 to direct water to an ice maker filling tube (not shown) for the ice mold 116, as
is well-known in the art. The ice maker 145 may have a control housing (not shown), as described in US Patent referenced
above, including a control 33 for controlling the operation of the ice maker 145 and a motor 35 to drive the ice acamador
118 during Ice collection cycles, and all as well known in the art. The ice maker 145 may have a fixed ra protectors cover
146 connected to the ice mold 116, opposite the ice extractor 148. Thus, the combination extractor 148 and protective cover
146 covers substantially the open top of the ice mold 116 and can reduce, substantially, the chance of water splashing out of
the ice mold 116, the port where the ice machine 145 is mounted and opened or closed abruptly when liquid is present in the
ice mold 116. Those skilled in the technique will understand that a tray 128 can be 5 10 15 20 25 30 31 provided to the ice
maker 145, as described above in relation to Figures 3 and 4. Returning to Figure 8, another embodiment of a generally
fabricator it for use in a refrigerator compartment door or freezer can be seen. The ice maker 155 may be a mylar si- ice
maker to an ice maker described in US Patents 4,649,717 and 4,649,718 s degrees incorporated herein by reference. The ice
maker 155 may comprise an ice mold 116, which may be a die cast aluminum coated with epoxy, as is well-known in the art.
The ice mold 116 may be provided a heater 117 for heating the ice mold for gathering cycles as described in the patents
identified above ed incorporated by reference. The ice mold 116 can be do- State an ice extractor 158 having a plurality of
ex- tractor retainers 159 extending through a side of the ice mold 116. An ice acamador 118 may be mounted rotatably the
center of the top edge of the ice mold 116. The ice acamador 118 may include a plurality of teeth 119 to eject ice cubes from
the ice mold 116 to the ice as acamador and rotated through the ice mold 116 du - ring an ice collection cycle. The ice maker
115 may have an element to water inlet 123 to direct water to an ice maker filling tube (not shown) for the ice mold 116, as
is well-known in the art. The ice maker 155 may have a control housing 160, as described in US Patent referenced above,
including a control 33 for controlling the operation of the ice maker 155 and a motor 35 to drive the ice acamador 118 for
gathering cycles ice, all as is well-known in the art. The ice mold 116 can be provided with a cover 162 which can be pivoted
from the ice mold edge 116 opposite the ice extractor 158. The cover 162 may be hinged to the ice mold 116 with a pair of
articulations 163. The cover 162 may have a plurality of lingueetas 161 study who tend to cover an edge 162 arranged to
close, substantially the gaps 157 between adjacent puller retainers 159, 162 when the cover 32 closed and against the top
edge of Ice Ice mold 116 and the extractor 158. Thus, the cover 162 may be arranged to substantially close the ice mold 116
to help prevent water from spilling out of the ice mold 116, if the door of the comparators - 5 ment of the refrigerator or
freezer, where the ice machine 155 is positioned and abruptly opened or closed when water in the li- liquid state is present
in the ice mold 116. The cover 162 can be opened to rt dispos- an ice during collection cycle for controlling an ice maker 160.
For example, a meat or other share- tioning mechanism 10 (not shown) may be arranged to engage the cover 162 to the
open position, while the control fires The ice acamador 118 through 116 of the ice mold to eject the ice cubes from the ice
mold. Alternatively, the cover 162 could be driven, resiliently, to the open position and the ice maker control 160 could
operate 15 to close the cover 162 otherwise than not during a cycle of re ice colhimento as will be readily understood by
those sados see- in technique. Those skilled in the technique will understand that a tray 128 may be provided to the ice
maker 155, as described above with respect to Figures 3 and 4. 20 Returning to figures 9, 10 and 11, another embodiment of
an ice er manufactured for use in a refrigerator compartment door or freezer can be seen. In the embodiment of Figures 9,
10 and 11, the ice manufactured er 165 and illustrated in a freezer compartment door 20, as shown in Figure 2. Those skilled
in the technique will understand that the manufactured ice er 165 25 could also be ment used in a compartment door
refrigerators 69, as in the embodiment illustrated in Figure 1A and 1B. The ice maker 165 may be similar to ice maker
described in our co-pending United States patent US20020155 and US20040162, deposited simultaneously with this by
Voglewede 30 et al., requests that are incorporated in their entirety by reference. The ice maker 165 and shown in the closed
position, filling and ice formation in Figure 9. In Figure 10, the ice maker 165 and 5 10 15 20 25 30 33 shown partially
rotated to the position pickup ice to illustrate spill management concretiza- dog aspects of the invention. Figure 11 and a
cross-sectional view of the ice maker 165 in the closed position for filling and ice formation, accord- shown me in Figure 9.
The ice maker 165 can be attached to port 20 through the mounting plate fixation 166 the inner door 21, as is understood by
those skilled in the art. The ice maker 165 may include a housing 180 having end walls 182 and 184 and a top wall 186. The
end walls 182 and 184 can support gira- ably the ice tray 171. The ice tray 171 may comprise a structure 172 that can
support a mold insert 174. As described in co-pending patent applications US US20020155 and US20040162 incorporated
herein by reference, the in- sertion mold 174 may be a flexible plastic material may include polyurethane and silicone, which
may have a material with low friction coefficient, forming the top layer. The end wall 182 can support a motor 35 which can
include a gear train (not shown) in the accommo- dation 169, which can connect the motor 35 to a drive shaft 170 connected
to frame 172. The engine operation 35 by a control 33 to drive the ice tray 171 for collecting ice pieces and been described in
detail in co-pending patent applications US US20020155 and US20040162 incorporated through reference. The embodiment
of the ice 165 arranged to mount fabricator in a refrigerator compartment door or freezer may be arranged to prevent water
spillage in the event of the door when the ice maker 165 and mounted to be opened and closed when liquid is present in the
mold insert 174. In the embodiment illustrated in Figures 9, 10 and 11, the mold insert 174 can have a lip 176 that protrudes
upward from the mold 174. The insertion sleeve 176 can be positioned outside the reentran - cies 175. The top wall 186 of
the housing 180 may include containment walls 188, 189,190 and 191 (not-shown) which can protrude downwards from the
top wall 186 and may terminate on the top surface of the in- 5 10 15 20 25 30 34 174 mold insertion between recesses 175
and the shell 176. The containment wall 191 (not-shown) and opposite the containment wall 189. In this mo- of the
interaction of the containment walls 188,189,190 and 191 and the ferrule 176 can prevent substantially the water pouring out
of the ice cube tray 171, when water is present not frozen in veneers reen- 175 and the freezer door 20 and open or closed
abruptly. Turning to figures 13A, 13B, 14A and 14B, another embodiment of an ice maker for use in a refrigeration door of
erator or freezer compartment can be seen in schematic side view. On 13A and 13B, the freezer door 20 is shown in the
open position. On 14A and 14B, the freezer door 20 is shown in the closed position. Those skilled in the technique will
understand that the MOS- Trada embodiment in Figures 13A, 13B, 14A and 14B can be used in connection with a refrigerator
freezer door at the bottom, as shown in the embodiment of Figures 1A and 1B. The ice maker 22 'can be mounted on the
inner surface of the freezer compartment door 20 above a receptacle for storage of ice cubes 28. The ice maker 22' may
include a hinged cover 192. In this embodiment, hinged cover 192 may comprise a plurality of segments 193, 194, 195 and
196. The hinged cover can be formed of plastic such as polypropylene or metal, as will be understood by those skilled in the
art. The ice maker 22 'may include an open side 23 which may take the ice mold portion (not-shown) of the ice maker 22'.
The ice maker 22 'may be arranged to discharge ice cubes a- beams from the open side 23 for gathering cycles. The cover
192 may be hinged to the top edge 24 of the ice maker 22 'opposite the inner door 25 of the freezer door 20. The segments
193 and 194 may form a closure for the open end 23 when the cover is in closed position shown in Figure 13A. The
segments 195 and 196 can occupy the space between the ice maker 22 'and the receptacle for storage of ice cubes 28, when
this cover 192 at the phenyl position Chada, as shown in Figure 13A. When cover 192 and closed 5 10 15 20 25 30 35 of the
receptacle for storage of ice cubes can be removed facilmen- te the inner door 21 for the bulk distribution of ice cubes, as
filling of a refrigerant or another purpose, as de- sejado without interference from the cover 192. Referring to Figure 13B,
cover 192 can be hinged to the ice maker 221 on the top edge 24 by the pivot 198. Those skilled in the technique will
understand that can pivot 198 continues to be an articulation or one or more individual articulations or other mounting
disposition in known pivo. The weight of the segments 193,194,195 and 196 can drive the cap 192 to the closed position,
and can raise the plunger 200 extending beyond the pivot 198. Turning to figures 14A and 14B, the freezer compartment
door 20 can be seen in the position closed. In the closed position, the actuator 200 can be seen in articulated contact with
the top of the ice maker 22 'due to actuator 200 to be operated by the compartment top wall free- zer 17. The movement of
the actuator to the position shown in Figure 14B po- of making the cover 192 rotate upward to the elevated position shown
in Figure 14A. In the high position, the cover 192 can form a passageway for the pieces of ice collected in the ice maker 34
22 'into storage container for ice cubes 28. The ice cubes 34 are growing as illustrated in Figure 14A. Ice cubes will be
referred to as 34 in other embodiments, whether or not they are shown as increasing. Those versed in the technique will
understand that the ice cubes can take shapes as desired, half-moon, cylindrical, straight, conical or other regular or special
forms. The segments 193 and 194 may divert ice chunks that leave the open side 23 of the ice maker 22 ', driving the ice
pieces 34 down to the receptacle for storing ice cubes 28. The segments 195 and 196 may complete the passage 202 leading
from the ice maker 22 'to the receptacle for storage of ice cubes 28. An additional advantage of the cover 192 and, when the
freezer compartment door 20 is open, the cover 192 closes, effectively, the ice maker 22 'to prevent the users to contact,
inadvertidamen- 5 10 15 20 25 30 36 you, portions of the ice maker 22' when accessing the interior of the freezer
compartment of 16 and can help keep below 0 degrees centigrade it considering the air in the ice maker 22 '. Furthermore,
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as illustrated in Figure 13A, the freezer door profile 20 and reduced, compared with the open door position due to rotation
of the cap 192 to the closed position when the freezer door 20 to open. The cover 192 enables the profile of the freezer
door 20 is reduced until the thickness of the ice maker 22 'and the socket for storage of ice cubes 28, compared with the
dispositions of ice maker that require space between the door inner 21 and the ice maker 22 'for ice pieces collected to fall
into receptacle for storage of ice cubes 28.The cap 192 is shown as being operated by gravity in the embodiment of Figures
13A, 13B, 14A and 14B, however, those skilled in the technique will understand that the cover 192 can be arranged to be
operated by a spring motor or solenoid (non- shown) for articulation between the closed and open positions of. Those
skilled in the art also readily understanding derao an operator to cap 192 may be arranged to move the cap 192 to the open
position 20 and closed when the door, or when the ice maker 22 'is in a cycle of Ice gathering, be as intended. Returning to
Figure 15, another embodiment of a fabricator of it generally for use in a refrigerator compartment door or freezer po- to be
seen. Although the ice maker 205 is not shown in a To-ta freezer or refrigerator compartment, those skilled in the tech-
nique will understand that ice maker 205 can be used in conjunction with the embodiment of Figures 1A and 1B or The
embodiment of Figure 2. The ice maker 205 comprises an ice maker with twist tray that may be similar to and operate
similarly to twist the ice tray producers disclosed in US Patent No s 3,964,269 degrees; 3,871,242; 3,779,032; 3,763,662;
3,727,428; 3,677,030; 3,648,476; 3,383,876; and 3,382,682, all of which are incorporated herein by reference. The fa-
bricador ice with twist tray 205 may include a housing 5 10 15 20 25 30 37 208 control, which can be connected operatively,
twist the tray 206. The control housing 33 may include a control and motor 35 to operate the ice maker with twist tray 205.
The twist tray 206 may have sidewalls 210, which extend upwards of 207 reentran- stances to form a protection against
splashes to contain not frozen water in twist tray 206, if the door to the ice maker 205 is assembled and opened or closed
abruptly. The operation of the ice maker with twist tray and 205 well-known to those skilled in the art and may be similar to
the operation of the ice fabricators with twist tray described in the patents described earlier in this subparagraph. The ice
maker 205 can collect ice within its own width, and as well-known in the art. Thus, an ice maker with twist tray can enable a
narrower door profile fa- bricadores the ice discharging ice in a hand. The ice producers discharging ice cubes on one side
may require additional largu- ra, which may be of the order of three inches, to allow for co Span- ice cubes fall into the
receptacle for storage of ice cubes. An additional advantage of an ice maker with twist tray and that no ice or ice acamador
extractor and requested via the ice tray. The elimination of an ice acamador and ice extractor removes elements that could
be exposed to water and freeze, if the port on which the ice maker is mounted is opened or phenyl Chada abruptly when not
frozen water this present in the ice mold. Those versed in the technique will understand that the ice maker 205 may include
appropriate mounting dispositions and may include, by e XAMPLE, a filling tube to provide water to twist the tray 206 in the
beginning of an ice formation cycle and electricians cas connections to the control 208. Returning to Figure 16, another
embodiment of an ice maker for use in a refrigerator compartment door or freezer can be seen. The ice maker 215 may
include a torsion upper tray 216 and lower tray 218 twist, which may be each one 38, generally similar to torsion tray 206 in
the embodiment of Figure 15. Each of the trays twist top and bottom may in- clude one protection against splashes 210
willing to reduce the possibility of not frozen water pouring out of the ice maker 215, the fifth event of the door where the ice
maker 215 is mounted is opened or closed abruptly, with no water present in the frozen ice maker. Those skilled in
appreciate technique that ice maker 215 can include appropriate mounting arrangement and can include, for example, a
filling pipe for supplying water to the trays 10 twist 216 and 218 in the beginning of ice formation cycle, and electrical
connections to the control 208. One advantage of a double-twist tray and each tray twist and used every other cycle in order
to prolong the time before or mineral oxidation postal scales sam accumulate in a tray, which can cause ice cubes 15 will join
twist tray during the gathering. Figures 17:18 illustrate another embodiment of a tray of 220 double twist, which may have a
twist tray top 222 and a twist tray 224. The lower tray double twist 220 can be used with an ice maker with twist tray, such as
an ice er 20 manufactured with torsion tray 215 described in Figure 16. Each torsion ja bande- 222 and 224 may include a
protection against splashes 228 as described above in connection with the embodiments of Figures 15 and 16. In the
embodiment of Figures 17 and 18, the twist tray 220 can under- stand a bottom wall 226 separating the common twist tray
upper 25 rior 222 of the twist tray bottom 224. An advantage of providing the bande - ja twist 220 with a common back wall
226 and the heat in the a- water added to empty tray to start another ice formation cycle can help to release any ice cubes
that could get stuck in the twist tray bottom. Those skilled in the art with- 30 preenderao the ice collection cycle may be
arranged to pro- porcionar filling of the twist top tray as the empty tray rotates to a vertical position to provide heat for the
water 5 10 15 20 25 30 39 help ice cubes collected in the bottom tray. Figure 19 illustrates another embodiment of a tray of
230 double twist, which can be simi- home the tray double twist 220 in Figures 17 and 18. The tray double twist 230 may
have a protection against splash 232, which can be bent inwardly in order to help divert the water back to the tray Tor-
double dog 230, if the ice maker in which the torsion tray 230 is mounted and used in a refrigerator or freezer door open- rt
or closed abruptly, when this water is not frozen in this ice maker. Those skilled in the technique will understand that any of
the embodiments of torsion trays may include a curved protected against dog speckle, as shown in Figure 19, pro- straight
place protections against speckle illustrated in Figures 15 to 18. Those versa- in the technique will understand that an ice
machine incorporating any of the illustrated torsion tray arrangements in Figures 15 and 19 can operate similar to producers
with ice tray dog Tor- described in US Patents referenced above. Turning to figures 20A, 20B, 20C, 21, 21B and 21C, another
concretization of an ice maker for use in a compartment door refrigerators or freezers can be seen. In the embodiment
illustrated in Figures 20A -c 21A - C , the ice maker 240 may understanding der an ice mold 242, which can be mounted
rotatably in the manufactured ice pain 240. The ice maker 240 may include a base wall 244 having a motor 35 mounted on
one side of the base wall 244. The pa- core network 244 can also support a control 33 (not shown) pa- ra control the
operation of the ice maker 240. po- ice mold 242 to be mounted rotatably between the base wall 244 and structure 248. The
structure 248 can be shaped element a generally "U" which po- be attached legs 247 that may extend from opposite sides of
the base wall 244 (Structure 248 of Figure 20A and omitted to better illustrate the ice mold 242). Suitable fasteners can be
used to secure the frame 248 legs 247, as will be understood on by those skilled in the art. The ice mold 242 may be an
alumi- mold 5 10 15 20 25 30 40 nio epoxy coated as described above and may have sidewalls 250 and 252, which may
extend above the water level in the ice mold 242 to prevent the water from splashing out of the ice mold 240. The mold 242
may include ice an ice mold heater 117 (Figure 27) patients ra facilitate removal of ice cubes 34 during the recoil cycle as
and well-known. A channel 256 may be formed in the sidewall 252 to retain water formed as a result of operation of the
aque- ice mold plier an ice during collection cycle. The channel 256 may be formed by a recess 257 in the side wall 252 and
a ferrule 258 extending from the distal edge of the wall 252 towards the cen- ter of the ice mold 242. The body 258 may end
at the back edge 260 extending from the upper distal end of the sleeve element 258 toward the bottom of the ice mold 242.
A fixed ice acamador 254 can be mounted in base wall 244 and structure 248. The ice mold 242 may be arranged to rotate
around the ice acamador 254 as will be described below to. In figures 20A and 21A, the ice mold 242 is illustrated in the
position of origin. The position of origin of the ice mold is opened up and understand the position of filling and formation.
A filling tube (not shown) can extend the element water inlet 123 for the office of the refrigerator and freezer to connect to a
source of water. After the water has frozen in the ice cubes 34, a temperature sensor 245 (Figure 27) can operate to start a
recolhimen- to ice cycle, as is well-known in the art, and can be manufactured similar to markers of Ice described in US
Patents incorporated by reference jointly to Figures 3 and 4. During the cycle of processing of col- lected ice, the motor 35
may be arranged to cause the ice mold 242 rotate in a clockwise direction for 180 degrees, as auger MOS- in Figures 20B,
20C, 21B and 21C. 20B and 21B in the figures, the ice mold 242 and shown rotated 90 degrees with water melted the ice
molded heater (not shown) collected in the channel 256. In rotation of 90 degrees, the bos cu- ice 34 not yet contacted the
ice acamador stationary 254. 5 10 15 20 25 30 41 However, As the ice mold 242 continues to rotate to the position of 180
degrees rotation shown in Figures 20C  and 21C, the ice acamador ejected ice cubes 34, allowing ice cubes hit the century
recepta- for storing ice cubes (not-shown materialisation of this). The position of rotation of 180 degrees shown in Figure
20C and 21C, the ca- nal 256 can retain water formed when the ice mold heater 117 heats the ice mold to release ice cubes
mold 242. The motor 35 can, then reverse the rotation of the ice mold 242 to position tical see- illustrated in 20A and 21A
figures to start another ice formation cycle. Any water in the channel 256 can run back to the ice mold cavity 243 as the
return of the ice mold 242 for the top position. The ice mold 242 may include a plurality of fins 262 and may be provided
with a housing for improving the airflow around the ice mold, as described in co-pending US Patent Mem- ber US20040111,
filed by Anselmino et al. "simultaneously with the present and incorporated herein in its entirety. Although bricador ice manu-
240 in this embodiment is described as having a molded ice rotatable 242, those skilled in the technique will understand that
ice maker 240 can be arranged to be rotatable, instead of having only the mold fabricator Ice rotatable through the
assembly, gira- ably, ice maker in the refrigerator or freezer door. A rotatable ice maker could be arranged to rotate around
a fixed point on the refrigerator door or freezer that can be connected to the fixed ice acamador 254. Turning to figures 22A
through 22C, another embodiment of an ice er manufactured for use in a refrigerator compartment door or freezer can be
seen. In the embodiment of figures 22A to 22C, the ice er manufactured 332 and shown in schematic form and includes an
ice mold 336 and the control ice maker 333. The ice maker mold 336 may be a coated aluminum mold with epoxy as
described above. The ice maker 332 may include an ice acamador 340.montado rotatably above the ice mold 336. The ice
acamador 5 10 15 20 25 30 42 340 can be rotatably mounted on the rake shaft 341. The ice mold 336 may include a flat
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extension 338 that extends upwardly and inwardly from an ice mold edge 336. As can be seen atra- ves reference to Figures
22B and 22C, the fixed extension may be 338 to prevent der esten- the substantially water splashing outside of the fixed
extension 336 through the ice mold wall 338. A hinge 334 can study inclines upward from the opposite side of the ice mold
wall 336. The hinge 334 may be aluminum coated with epoxy as the ice mold 336 or, as will be understood by those skilled in
the art,. It can be formed of molded plastic material similar to ice extractants known in ice producers. As can be seen by
reference to Figures 22B and 22C, the hinged wall 334 may extend verticalmen- te approximately the same height as the
fixed hinge wall 338. The extension 334 can be pivotally mounted on the ice mold 336 by a shaft an articulated wall 339 on
the top edge of the ice mold 336. Those skilled in the technique will understand that the hinged wall 334 may be hinged or
rotatably mounted by other mounting arrangements which can include a continuous or pivots the articulation f extremities
hinged wall 334, which cooperate with points of articulation connected to the ice mold 336 as are well-known in the art. The
control ice maker 333 may include a cam 335 which can be connected to the drive mechanism acionavelmente pa- acamador
ice ra 340, as illustrated by dashed line 346, so that, as the ice acamador 340 and rotated during a gathering cycle of ice
cubes, the meat turns 335. The control ice maker 333 may include also a lever 337 which can be arranged to be operated by
the cam 335 as it rotates with the ice acamador 340. The lever 337 may be rotatably mounted on the control fabricator Ice
333 on pivot 344. As shown in Figure 22B, when the articulated wall 334 is vertical, the ice maker during the filling portions
and freezing of the ice cubes of an ice making cycle, the lever 337 can be positioned pa- 5 10 15 20 25 30 43 Ra to be
engaged by the cam 335 as it rotates. Reference through the 22B and 22C figures the sequence operation for the hinged wall
334 can be seen. As the ice acamador 340 approaches and passes through the axis 339 of articulated wall, the cutout 343 in
335 meat is opposite the lever 337 to remain in an upright position shown in Figure 22B in the pivot 344. As the ice
acamador 340 continues to rotate and through the ice mold 336, the surface of meat 335 can engage the lever 337 and
articulating the lever 337 below par for the position that study tends down, shown in Figure 22C. The lever 337 may be
connected Tada the hinged wall 334, as illustrated by dashed line 345, so that, as the lever 337 is rotated between the
positions of ras Fig- 22B and 22C, the hinged wall 334 articulates the vertical position (Figure 22B) to the horizontal
position (22C). At the end of a collection cycle ice cubes, the ice acamador 340 can return to a position extending
generally upwardly and the cutout 335 positioned 343 opposite swimming meat lever 337, so that the articulated wall 334
can resume the vertical position illustrated in Figure 22B. The outer surface 347 of the hinged wall (in 22B figure) may be
flat or may have ridges or ribs extending generally perpendicular to ice acamador 340 in order to facilitate sliding of the ice
cubes 330 out of the wall 334 articulated while the ice acamador 340 completes its rotation dog through the ice mold 336. An
ice cube 330 'and shown posi- tioned through the articulated wall 334 in Figure 22C  to illustrate the operation of the
articulated wall 334 as an extractor. In the stage of an illustrated ice gathering cycle at 22C  figure, the ice cube 330 is still on
ice mold 336, as shown. Accordingly, the articulated wall 334 can function similar to ice extractor described in US Patent
4,649,717 and 4,649,718 incorporated by reference above. The hinged wall 334 can be pushed to the vertical position
(Figure 22B) by a torsion spring (not-shown) so that the lever 337 can mo- see the hinged wall 334 to the horizontal
position by the compression torsion spring. When the cam 335 returns to a position where the applicant 10 5 15 20 25 30
44 343 thee is opposite the lever 337, the torsion spring can return the hinged wall 334 to a vertical position. Alternatively,
the hinged wall 334 can be mechanically actuated by the lever 337 to articulate the articulated wall 334 between the vertical
and horizontal positions As will be pron- ly understood by those skilled in the art. Thus, in operation, the hinged wall 334
and the fixed extension 338 may extend vertically above the ice mold 336 in order to contain the water splashing out of the
ice mold 336 during filling servings and the freezing Ice cubes of an ice collection cycle. In part has committed an ice
collection cycle, the hinged wall 334 can be pivoted to the position shown in Figure 22C  to allow the ice cubes 330 are
pushed through the hinged wall 334 to a receptacle for storage of ice cubes underlying (non shown). As mentioned above,
the outer surface 347 of the hinged wall 334 may have ridges or ribs that run generally perpendicular to ice acamador 340 to
facilitate the sliding of the ice cubes out of the hinged wall 337, while functioning as a f ice tractor in a conventional ice maker
as described in U.S. Patents referenced identified above. An advantage of the articulated wall figures 22A-22C configu- ration
and a structure of conventional ice extractor that extends through the ice mold 336 can be eliminated. The ice elimination
extractor removes the possibility of water splashing out of the ice mold in ice extractor during the filling cycle and in freezing
ice cubes. The ice in the ice puller could prevent the ice 340 to rotate through the ice mold acamador 336 during the recoil
cycle to push the ice cubes 330 out of the ice mold 336. Returning to Figures 23, 24A and 24B, port buffers for use in
conjunction with a refrigerator compartment door or frequency Ezer having an ice maker mounted on it can be viewed. It will
be understood that a door damper, as described in connection with Figures 23, 24A and 24B, can be used in combination with
any 5 10 15 20 25 30 45 one of the embodiments described above ice producers. In Figure 23, one embodiment of a damper
door can be seen positioned nothing in the refrigerator cabinet bottom freezer 52 in the machinery compartment 58. Those
skilled in the technique will understand that a vasi- daughter of drain 60 may be located at the bottom of machinery
compartment 58 to provide localization for water defrosting regret drain evaporation. The drain pan 60 may also provide a
location for water poured from a fabricator it generally combined with a tray as illustrated in figures 3 and 4. A suitable drain
line (not-shown) can connect the drain 130 in pan 128 to the drain pan 60 to spill any mada water disposal an ice maker in a
refrigerating compartment door erator or freezer. Those skilled in the technique will understand that the compressor of the
refrigeration system (not shown), a condenser 64 and a condenser fan 62, typically located in the machinery compartment
58 may provide heat and air flow for evaporation of water drained into the drain pan 60. In Figure 23, a damper 264 can be
pivotally mounted in a clamp in the machinery compartment in the pivot 265. The opposite end of the damper 264 can be
pivotally connected to the bracket 267 which can be fixed to a door (not-shown) or door articulation (non shown) in 268. The
damper 264 can be a spring Gas love- that weaves in both directions. Those skilled in the technique will understand that the
bumper 264 may be a shock absorber or spring loaded instead of a damper gas spring. The clamp 267 and the a-
mortecedor 264 may be arranged so that the door goes through the center in relation to the buffer 264 as the door closes so
that the door movement can be damped in the closing and in the opening. The spring effect of gas damping in the damper
264 po- provide the damping of the opening movement or closing of the door to prevent or substantially reduce the
possibility of co salpi- water out of an ice maker positioned at port 46 as described above. Returning the 24A and 24B
figures, an embodiment of dampers giratorio pain may be seen. The revolving damper 272 may comprise a damper gear
274 rotatably mounted on the base a- 5 mortecedor 276. The revolving bumpers are well-known in the art and may include
viscous friction materials or engaging the damper gear 274 to damper base 276. Known devices inclusion in unidirectional or
bidirectional revolving bumpers. The revolving damper 272 can be mounted on a fixed element, such as a 10 articulation
element (not shown) attached to the refrigerator freezer cabinet 52 (Figure 1A). The gear 270 may be fixed on an element
swiveling articulated dog, as the articulation pin (not shown) attached to the refrigerator door 69 (Figure 1A). The rotary
damper 271 may be positioned so that the damper gear 274 engages gear 270, 15 when the door 69 and positioned in
the enclosure 52. In operation, as the door 69 to open or closed, the gear 270 rotates damper gear 274. The damping effect
of the viscous material or the friction between the damping gear 274 and the damper base 276 can provide the damping of
the opening and closing movement of the door 20 to prevent or substantially reduce the possibility of water splashing out
from an ice maker positioned on the door, as described above. Those versed in the technique will understand the shock
gira- thorium 272 or damper 264 can be a one-way damper, if de- sejado, although the bidirectional buffer is preferred to
help as- 25 insure that the water spills are prevented when the door closes and the opening movement of the door. Returning
to Figure 25, a spill sensor and spill control according to the invention can be seen. Addition to providing a tray 128 (Figure
3) to retain any water spilled or splashed 30 out of the ice maker embodiments de- scribed above, a spill sensor 280 and
spill control 285 may be provided to warn the User that a spill 5 10 15 20 25 30 47 ment occurred el or undertake an action,
automatically in response to the spill. The spill sensor 280 may be two groups of metal plates 281, 282 located on tray 128,
arranged to be contacted for any water to spill out of an ice maker positioned in the tray 128. When water or ice is present
in metal plates 281, 282 through the electrical resistance of the plates 281, 282 may change and producing a signal to the
spill control 285, indicating that the water or ice is present on the tray 128. Those skilled in the technique will understand that
the plates 281, 282 can be separate conductors res plates positioned in the tray 128, or, if desired, may be a conductive
film or ink printed on the tray 128. The control spill any mamento 285 may be arranged to activate one or more outputs
which can include a beep emitting audible 286, an LED display 288, which can be positioned on the User Interface 73
(Figure 1A) and a power outlet, which may comprise an electronic key (ie, a SCR) 290 to activate a Pouring element in
response to detection. For XAMPLE e, the electronic switch 290 may be arranged to activate a pump 292 for pumping water
from the tray 128, as described above, or may be arranged to activate the heater 132 to the tray 128, as described above a-
. Thus, a sensor and spill control can alert the User that a water spill occurred el or can activate a response to the spill. Alert
the User of a spill can allow the User clean the spill immediately in order to prevent ice accumulation around the base of the
ice maker that can occur if water is not drained away or otherwise discarded so soon after a spill occur. Returning the figures
26 and 27, the operation of the invention of gerenci- ning spill of applicants for ice fabricators mounted in the refrigerator
compartment door or freezer will be described in greater detail. The operation described below will be understood to apply to
all the embodiments of ice fabricators described acci- ma, unless otherwise noted. In the beginning of a formal cycle 5 10 15
20 25 30 48 ice Macao, step 300, the water valve 95 may be activated by the trolley con- d'water valve 94 to fill the ice
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maker with water, step 301. The ice maker is located in a superb location with temperature below 0 degrees centigrade and
consequeentemente, the water cools and starts to freeze, step 302. If the port where the ice maker and this opened or
closed while liquid is present in the ice mold, step 303, the anti-spatter characteristics, step 304, the ice maker embodiments
described above and, if applicable, the dampening mechanism To-ta, step 305, can operate to prevent water splashes
generally mold it. If, despite the anti-speckle characteristics, step 304, and the mechanism of door cushioning step 305, the
water pouring, step 306, aspects of the invention spill management can operate, if provided. If a tray 128 is provided, the
spilled water can drain into a receptacle on the door, step 307, if provided, or to a container out of the refrigerator, such as a
drainage container 60, step 308. The container door may be provided a pump 292 for emptying the container when full, step
309. As noted above, the pump 292 could also be arranged to pump water from the tray 128 to a remote or elevated storage
container or to a household drain, if desired (non- shown in Figure 26). When the ice maker 245 of the temperature sensor
senses a temperature, indicating that completely frozen ice cubes, an ice collection cycle, step 310 can begin. Except for the
flexible producers ice tray, an ice mold heater 117 may be activated to release the ice cubes from the ice mold, step 311.
During collection the ice when the ice maker and provided with a sensor spill ment 280 and spill control 285, the spill control
285 can determine whether ice or water is present in the tray 128, 312. step If ice is present in the tray 128, the tray heater
132 can be activated to melt ice on tray for collecting the ice, step 314. When the ice mold heater has been activated
enough, the ice maker motor can be activated to rotate the aca- 49 mador ice or ice mold, depending on the realization of
manufactured ice cator, using techniques known in the art control, step 315. Alternatively, the spill control 285 can be
arranged to enable a User indicator, an audible signal emitter LED 286 or 5288 in the case of a water spillage, as described
above, to signal the User to meet the spill, as described above. Those skilled in the technique will understand that the spill
control ment can also be arranged to activate the heater tray 132 each time the defrost control 295 des- initiate a freezing
cycle 10 to the freezer refrigerator. For example, the tray heater 132 can be connected to be energized when the heater 296
for thawing and activated. Those skilled in the art under- enderao a defrost cycle may be initiated periodically you, or can be
initiated by a defrost sensor 297. In the case of insert 15 of flexible molds revolving mold tray or ice producers, steps the
311 314 can be skipped. The control ice maker 33 can cause the ice machine motor 35 rotate the mador aca- ice or ice
mold block 320, the ice producers of mold revolving or flexible tray. The control tam- ice maker 33 and 20 can determine the
position of the ice mold or ice acamador, blo- part 322 in order to allow the water valve control 94 to start a new filling
cycle and freezing ice cubes, if more ice is called the control level sensor receptacle. After the ice mold or ice acamador be
rotated and the ice mold is empty, step 25 316, the ice or ice acamador mold can return to the home position, step 317.
Following step 317, the fabricator Ice can How to get started another ice manufacturing cycle, the level sensor control of the
socket for ice cubes storage calls for more ice. The concepts described herein invention provide the appro- 30 provenance of
ice and water distribution located entirely in a refrigerator compartment door or freezer. In the case of refrigerators freezers
side by side, the localization of the ice maker, the receptacle 50 for storing ice cubes and dispensation in the freezer
compartment door can provide an area of windrow prate- storage freezer compartment additional. In the case of refrigerator
freezer bottom, the location of the ice fabrication of the receptacle 5 for storing ice cubes and dispensation in a refrigerator
compartment door, as described in patent application US US20040111 Mem- ber, can simplify the delivery of a dispensation
ice tion and water for a cooler configuration with freezer on the bottom. The inventions for spill management here de- scribed
make 10 practices localization of an ice fabrication in a refrigerator compartment door or freezer. While the invention has
been described specifically in relation to certain specific embodiments thereof, it should be understood that this and the way
of illustration and not limitation. Variation and modification are possible within 15 reasonable scope of the foregoing
disclosure and drawings without departing from the spirit of the invention, which is defined in the accompanying cations
reivindi-. Ratio of 9 parts - door handle 20 side by side refrigerator 10- 11- 12- shelf cabinet 13- 14- basket refrigerator
compartment 25 16 - freezer compartment 17 - upper wall 18 - refrigerator compartment door 20 - port freezer
compartment 21 - Door shelf 30 22 - Ice fabrication 22 '- set of ice fabrication 23 - open side 51 24 - upper edge of the ice
maker 25 - inner door 26 - ice dispenser system 28 - receptacle for ice cubes storage 5 30 - ice crunch system 32 - Ice
maker 33 - control the ice maker 34 - Ice cube 35 - Engine 10 36 - Ice mold 38 - Ice extractor 40 - Ice acamador 44 - door
handle 46 - door handle 15 48 - door handle 50 - fridge with freezer on the bottom 52 - Office 54 - refrigerator compartment
56 - freezer compartment 20 58 - machinery compartment 60 - Drain vessel 62 - condenser fan 64 -condensador 66 -
freezer compartment door 25 68 - refrigerator compartment door 69 - refrigerator compartment door 70 - inner door panel
72 - icemaker and water 73 - User interface 30 77 - articulation 79 - Gasket 82 - Ice maker 52 84 - receptacle for storing ice
cubes 86 - icemaker 88 - isolated coverage 90 - isolated cover 5 93 - off 94 - water valve control 95 - fabricator filling valve
Ice 100 - first portion of the air distribution 102 - supply duct 10 104 - return duct 106 - second portion of air distribution 108
- supply duct 110 - return duct - 115 - ice maker 15 116 - Mold Ice 117 - Ice mold heater 118 - Ice acamador / ice ejector
119 - Teeth 120 - Ice extractor 20,121 - extractor retainers 122 - off 123 - water input to element 124 - coverage '125 -
lingueeta 25,126 - articulation 128 - Tray 129 - Wall 130 - Drain 132 - Tray heater 30,135 - Ice maker 136 - ice extractor
137 - extractor retainers 5 10 15 20 25 30 53 138 - covering 140 - water recovery channel 145 - Ice maker 146 - protective
cover 148 - Ice extractor 150 - extractor retainers 151 - cracks 155 - Ice maker 157 - off 158 - Ice extractor 159 - extractor
retainer 160 - control housing 161 - lingueeta 162 - coverage 163 - articulation 165 - Ice maker 166 - mounting plate 169 -
gear train housing 170 - drive shaft 171 - tray for ice cubes 172 - frame 174 - the mold insert 175 - recess 176 - sleeve 178
- tube Filling 180 - Accommodation 182 - end wall 184 - end wall 186 - the top wall 188 - containment wall 189 - containment
wall 190 - Wall containment 54,191 - containment wall 192 - hinged cover 193 - cover segment 194 - segment covering 5195
- covering segment 196 - covering segment 198 - pivo 200 - actuator 202 - passing 10 205 - Ice maker 206 - twist tray 207 -
recess 208 - Control 210 - protection against splash 15 Ice 215-fabricator 216 - top tray 218 - lower tray 220 - to twist
double tray 222 - twist tray below 20,226 - lower wall 228 - protection against splash 230 - to twist double tray 232 -
protection against splash 240 - Ice maker 25,242 - mold Ice 243 - hole 244 - the base wall 245 - Temperature Sensor 247 -
legs 30 248 - frame 250 - side wall 252 - the side wall 5 10 15 20 25 30 55 254 - Ice acamador 256 - channel 257 - recess
258 - sleeve 260 - return edge 262 - fins 264 - damper 265 - pivo 266 - pivo 267 - Armband 268 - Door articulation 270 -
Gear 272 - Bumper giratorio 274 - damper gear 276 - damper base 280 - spill sensor 281 - Plate 282 - Plate 285 - spill
control 286 - beep emitting 288 - LED 290 - electronic switch 292 - pump 295 - defrost control 296 - heater to defrost 297 -
thawing sensor 300 - IM cycle beginning 301 - Filling IM 302 - water freezes 303 - door open / close 304 - anti-splash
features 305 works - door damper works 56 306 - water spill? 307 - pouring into the container drains 308 - spill drains for the
drainage bowl 309 - filled container? 5310 - ready to ice gathering? 311 - IM heater operates 312 - spill sensor feels water /
ice 313 - ha ice? 314 - heater 132 connected 10315 - spin ice acamador or IM mold 316 - empty mold 317 - back rake / IM
mold to rise 320 - turn the ice acamador or ice mold 322 - position of ice acamador or Ice 15,330 cast - ice cube ice cube
330'- 332-Ice maker 333 - fabricator control ice 334 - articulated wall 20 335 - Beef 336 - Ice Mold 337 - Lever 338 - Fixed
extension 339 - hinged wall axis 25,340 - Ice acamador 341 - rake shaft 342 - lever shaft 343 - 344 cut - pivo 30 345 - 346
connection - connection 347 - superficie claims 1. Fridge freezer comprising: a freezer compartment kept at a temperature
below a- 0 degrees centigrade and having a freezer compartment door isolated; 5 is a refrigerator compartment kept at a
temperature above 0 degrees centigrade and having a gate isolated refrigerator compartment; a cooling system for cooling
the freezer compartment and the refrigerator compartment; an automatic ice maker placed into one of the 10 refrigerator
compartment door and the free- zer compartment door; a tray mounted below willing ice maker pa- ra collect water splashes
that can occur when the door where the bricador facture of ice is positioned and moved when water is present in 15 ice
maker. 2. Refrigerator freezer according to claim 1, further including a drain line that carries the tray to a water disposal
container. 3. Refrigerator freezer according to claim 2, further 20 including a machinery compartment, and wherein the
refrigerating system comprises a drainage canister compartment located on machines refinery and further wherein the drain
container and the container water disposal. 4. Refrigerator freezer according to claim 3, further including a pump 25 to pump
water from the tray to the bowl of drainage. 5. Refrigerator freezer according to claim 1, further including a heater to the
tray. 6. Refrigerator freezer according to claim 5, further including a heater 30 for defrosting the refrigerating system m the
tray heater and connected to be energized when the defrosting heater and energized. 2 7. Refrigerator freezer according to
claim 5, further including a control for the heater tray, wherein the tray heater and energized periodically. 8. Refrigerator
freezer according to claim 5, further 5 including a sensor and spill control arranged to detect the presence of water in the
tray, wherein the control sets the pan heater, when the spill sensor detects water in the tray. 9. Refrigerator freezer
according to claim 1, wherein the fridge freezer includes a receptacle for storage of ice and 10 in which the automatic ice-
maker and for the receptacle to armazenamen- ice are positioned on the freezer compartment door. 10. Refrigerator
freezer according to claim 1, wherein the fridge freezer generally comprises a receptacle for storage - Io, and the automatic
ice maker and the receptacle for storage of ice 15 are positioned in the refrigerator compartment door, and wherein fridge
freezer also includes an air duct that leads to the ice maker /? and automatic ice storage receptacle to a supply of air below 0
degrees centigrade for supplying cooled air to below 0 degrees centigrade to the automatic ice maker and the receptacle 20
for storing ice. 11. Refrigerator freezer according to claim 10, including the AIN- an isolated sub-compartment in the
refrigerator compartment door to the automatic ice maker, and wherein the receptacle R for ice storage and insulated to
keep temperatures below the freezing 25 the receptacle for storage of ice. 12. Refrigerator freezer according to claim 1,
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further including a gate connected to a buffer from the door com- refrigerator compartment and the freezer compartment
door on which the ice maker is positioned. 30 13 Refrigerator freezer according to claim 1, wherein automatic ice maker
includes an ice mold and a hinged trim together to substantially cover the ice mold, and wherein the manu- 5 10 15 20 25 30
3 Icy er and willing to open the hinged cover over the ice gathering cycles. 14. Refrigerator freezer, comprising: a freezer
compartment kept at a low temperature a- 0 degrees centigrade and having a gate insulated freezer compartment; a
refrigerator compartment kept at a temperature above 0 degrees centigrade and having a gate isolated refrigerator
compartment; a cooling system for cooling the freezer compartment and the refrigerator compartment; an automatic ice
maker positioned into one of the refrigerator compartment door and the free- zer compartment door, comprising: an ice
mold; an extractor ice pieces having a base strip arranged along an edge of the ice mold and having a plurality of oil seals
that extend from the base strip and a portion positioned above the ice mold; an ice acamador having a plurality of teeth
mounted rotatably above the ice mold and arranged to teeth gira- rem between the plurality of seals and through the mold
for ice con- duce ice chunks away from the ice mold; and a cover including a dome portion extending lengthwise, covering
substantially the ice mold, wherein the portion of the dome and articulated with ice maker over an initial edge and includes a
plurality of the adjacent lingueetas a second edge and arranged to extend and fill substantially the spaces between pieces
extractor retainers of adjacent ice. 15. Refrigerator freezer according to claim 14, AIN- of including a receptacle for storage
of ice cubes and in which the cover and arranged to open during ice gathering cycles in order to allow the ice acamador
rotate through the mold ice, and ice pieces falling into the ice storage receptacle. 4 16. Refrigerator freezer according to
claim 15, wherein the automatic ice maker includes a motor arranged to drive the ice acamador and open cover for the ice
gathering cycles. 5 17. Refrigerator freezer according to claim 16, wherein the automatic ice maker further includes one or
more gears acionavelmente connecting the ice maker to an ice engine acamador. 18. Refrigerator freezer according to claim
17, 10 in the automatic ice maker further includes a cam driven by the mo- tor ice maker to open the cover when the engine
manufactured ice pain operates to drive the acamador of ice. 19. Refrigerator freezer according to claim 14, wherein the first
edge of the cover closes against the ice mold and the second edge of the cover 15 is closed against the base strip ice pieces
extractor. 20. Refrigerator freezer according to claim 19, wherein the cover comprises end walls closing dome portion and
wherein a first portion of the end walls is closed against the mold 20 ice. 21. Refrigerator freezer according to claim 19,
wherein the ice mold includes a plurality of hinge pins along one edge of the ice mold and the cover includes a plurality of
ele- ments articulation arranged to engage and articulate in arti- pins 25 culation. 22. Refrigerator freezer according to claim
21, wherein the extractor of ice pieces and a retainer disposed at each extremity overlaying a portion of the respective end
of the ice mold, and wherein a second portion of the end walls of the cover to 30 close against the retainer of ice pieces
extractor in their extremities extractor of ice pieces. 23. Refrigerator freezer according to claim 14, wherein 5 5 10 15 20 25
• r 30 that the ice mold includes a plurality of semi-cylindrical cavities pa- ra formation of ice pieces. 24. Refrigerator freezer
according to claim 23, wherein the ice acamador and mounted rotatably mounted adjacent the top edge of the semi-
cylindrical cavities ee positioned substantially along the centerline of the semi-cylindrical cavities. 25. Refrigerator freezer
according to claim 24, wherein the ice pieces extractor retainers are arranged to tend to study the base strip along one edge
of the ice mold until the ice a- camador. 26. Refrigerator freezer according to claim 14, wherein the extractor ice pieces and
placed in derivation module for defining a water recovery channel between the extractor ice chunks and ice mold, and
wherein the cover overlaps and closes the water recovery channel. 27. Refrigerator freezer according to claim 14, including
the AIN- a gate connected to a buffer from the refrigerator compartment door and freezer compartment door on which the
ice maker is positioned. 28. Refrigerator freezer, comprising: a freezer compartment kept at a low temperature a- 0
degrees centigrade and having a gate insulated freezer compartment; a refrigerator compartment kept at a temperature
above 0 degrees centigrade and having a gate isolated refrigerator compartment; a cooling system for cooling the freezer
compartment and the refrigerator compartment; an automatic ice maker positioned into one of the refrigerator
compartment door and the free- zer compartment door, comprising: an ice mold; an extractor flexible pieces of ice
positioned above a first portion of the ice mold having a plurality of slits forms 5 10 15 6 20 25 30 send a plurality of
retainers; an ice acamador having a plurality of teeth mounted rotatably above the ice mold and arranged to teeth gira- rem
through the plurality of slots and across the ice mold to con- duce ice chunks away from the ice mold; and a protective cover
extending over a second portion of the ice mold. 29. Refrigerator freezer according to claim 28, wherein the ice mold
includes a plurality of semi-cylindrical cavities pa- ra formation of ice chunks and ice acamador mounted giravelmen- te and
mounted adjacent the top edge of the semi-cylindrical cavities ee positioned substantially along the centerline of the semi-
cylindrical cavities. 30. Refrigerator freezer according to claim 29, wherein the flexible pieces of ice extractor extends ice
acamador until a first edge of the ice mold ee substanci- tially arranged to cover the first portion of the centerline ice mold
until the first edge of the ice mold. 31. Refrigerator freezer according to claim 30, wherein the protective cap extends from a
second edge of the ice mold substantially to the center line of the ice mold and extends above the ice mold to allow the ice
acamador rotate through the ice mold. 32. Refrigerator freezer according to claim 28, including the AIN- a gate connected to
a buffer from the refrigerator compartment door and freezer compartment door on which the ice maker is positioned. 33.
Refrigerator freezer, comprising: a freezer compartment kept at a low temperature a- 0 degrees centigrade and having a
gate insulated freezer compartment; a refrigerator compartment kept at a temperature above 0 degrees centigrade and
having a gate isolated refrigerator compartment; 5 10 15 20 25 7 a cooling system for cooling the freezer compartment and
the refrigerator compartment; an automatic ice maker positioned into one of the refrigerator compartment door and the
free- zer compartment door, comprising: an ice mold; an ice piece extractor having a base strip and a plurality of retainers
positioned above a first portion of the molded ice; an ice acamador having a plurality of teeth mounted rotatably above the
ice mold and arranged to teeth gira- rem between the plurality of seals and through the mold for ice con- duce ice chunks
away from the ice mold and having a flexible soul that extends from adjacent teeth at least partially to fill the gap between
adjacent teeth; a motor to drive rotatably the ice acamador to collect ice pieces during cycles of gathering and willing to
park an ice acamador with the plurality of teeth and flexi- ble souls that are substantially in a plane with the plurality of
retento- res between cycles of gathering; and a protective cover extending over a second portion of the ice mold. 34.
Refrigerator freezer according to claim 33, including the AIN- a gate connected to a buffer from the refrigerator compartment
door and freezer compartment door on which the ice maker is positioned. Summary of Invention Patent:. "WATER SPILL
MANAGEMENT FOR ICE fabricator AT THE DOOR" The present invention relates to a refrigerator freezer having an ice maker
5 positioned in a generator refrigeration compartment or the freezer compartment door. The ice maker and arranged to
prevent or manage ice maker spills if the To-ta at which the ice maker is mounted to be opened or closed when no water is
present in the frozen ice maker. Embodiments 10 to spills management for a number of tray of ice fabricators fixed and
mobile are described. 

Classifications: 
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F25D23/00 (Core/Invention)
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2) US2016051078A - AUTOMATED COOKING CONTROL VIA ENHANCED COOKING ...

2) Family number: 61741098 (US2016051078A) © PatBase 

Title: AUTOMATED COOKING CONTROL VIA ENHANCED COOKING EQUIPMENT

Abstract: Source: US2016051078A Techniques are described for automated control of portions of a cooking process, such
as to control activation and heating for a cooking location having a piece of cooking equipment. Such automated control may
include executing an automated control recipe having defined instructions used to automatically control at least some aspects
(e.g., surface temperature) of the cooking equipment piece (e.g., a pan on a stove cooking surface) as part of a cooking
episode to prepare one or more dishes, and may further include coordinating actions of a human user who is participating in
the cooking episode by providing instructions or other information to the user. Related food preparation systems and
cookware devices and components are also provided in connection with which the described automated cooking control
techniques and methods may be used.
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Title: HIGHLY ARTICULATED ROBOTIC  PROBES AND METHODS OF PRODUCTION AND USE OF SUCH PROBES

Abstract: Source: US2014005683A A highly articulated robotic probe comprises an outer sleeve and an inner core. The
outer sleeve and inner core include a plurality of links. The links of the outer sleeve and inner core are configured to pivot
relative to one another. Various characteristics of the links determine the overall pivot angle of the articulated probe. Each of
the plurality of links may have one or more channels. The channels form a semi-continuous passage from link to link and are
configured to receive an elongated member such as an inner core, tool or cable. One or more cables may be used to control
the outer links of the outer sleeve and the inner links of the inner core. Various characteristics of the cables determine the
overall performance of the articulated probe.
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 Probable Assignee: MEDROBOTICS CORP 

 Assignee(s): (std): CALEF TOM ; DARISSE IAN J ; CASTRO MICHAEL SALVATORE ; DARISSE IAN ; DIDOMENICO ROBERT ;
DEGEORGE CHRISTOPHER P ; ANDERSON ROBERT ; BETTENCOURT LUIS ; CALEF THOMAS ; DALEY
ERIC  ; CERIER JEFFREY ; CRUZ AMOS ; FLAHERTY J CHRISTOPHER ; MEDROBOTICS CORP ;
DIDOMENICO ROBERT A ; KENNEFICK WILLIAM H ; JOHNSTON GABRIEL ; FRANGOLIS TODD ;
FLAHERTY R MAXWELL ; MEDROBOTICS ; FLAHERTY CHRISTOPHER J ; HOLLOWAY JR ANTHONY RAY ;
MALAQUAIS COREY ANTHONY ; LEWIS REYNALDO ; JOHNSTON GABRIEL A ; GROVER SIMON ; STAND
JOSEPH A ; ZUBIATE BRETT ; STRAFACE SAMUEL F ; OYOLA ARNOLD E ; WRIGHT CORNELL III ;
WHIPPLE DALE ; OYOLA ARNOLD ; STAND III JOSEPH A ; WRIGHT III CORNELL ; RIENZIE ADAM ;
RUNYON JUSTIN S ; WITHERSPOON LELAND ; TULLY STEPHEN ; TRIGGS EMILY ; O KEEFE JONATHAN ;
WALKER JR RICHARD ; WARNOCK DAVID ; PUNGOR ANDRAS ; METROBOTICS CORP 

 Assignee(s): MEDROBOTICS INC ; KARCSMAR JOSEPH ; ANDERSON BOB ; NUNES NANCY A ; STAND JOSEPH A III ;
KENNEDY KEVIN ; FLAHERTY MAXWELL R ; MORDENTE ZACKERY ; GILMARTIN KEVIN ; HOLLOWAY
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ANTHONY RAY JR ; MEDROBOTICS CORP475 PARAMOUNT DRIVERAYNHAMMA02767US ; FLAHERTY J ;
COHEN DAVID ; CALEF THOMAS J ; DARISSE IAN JOSEPH ; CASTRO MICHAEL S ; CASTRO MICHAEL 

 Inventor(s): (std): ARNOLD E OYOLA ; ARNOLD OYOLA ; BETTENCOURT LUIS ; BRETT ZUBIATE ; CALEF THOMAS ; CALEF
THOMAS J ; CALEF TOM ; CASTRO MICHAEL S ; CASTRO MICHAEL SALVATORE ; CERIER JEFFREY ;
COHEN DAVID ; CRUZ AMOS ; DALE WHIPPLE ; DALEY ERIC  ; DARISSE IAN ; DARISSE IAN J ;
DARISSE IAN JOSEPH ; DEGEORGE CHRISTOPHER P ; DIDOMENICO ROBERT ; DIDOMENICO ROBERT
A ; FLAHERTY CHRISOPHER J ; FLAHERTY CHRISTOPHER J ; ANDERSON BOB ; ANDERSON ROBERT ;
FLAHERTY J CHRISTOPHER ; GILMARTIN KEVIN ; GROVER SIMON ; HOLLOWAY ANTHONY RAY JR ;
HOLLOWAY JR ANTHONY RAY ; IAN DARISSE ; IAN J DARISSE ; J CHRISTOPHER FLAHERTY ;
JOHNSTON GABRIEL ; JOHNSTON GABRIEL A ; JOSEPH A STAND ; JOSEPH STAND ; KARCSMAR
JOSEPH ; KENNEDY KEVIN ; KENNEFICK WILLIAM H ; LEWIS REYNALDO ; MALAQUAIS COREY ANTHONY
; MICHAEL SALVATORE CASTRO ; MORDENTE ZACKERY ; NUNES NANCY A ; O KEEFE JONATHAN ;
OYOLA ARNOLD ; OYOLA ARNOLD E ; PUNGOR ANDRAS ; RIENZIE ADAM ; ROBERT A DIDOMENICO ;
ROBERT DIDOMENICO ; RUNYON JUSTIN S ; SAMUEL F STRAFACE ; STAND III JOSEPH A ; STAND
JOSEPH ; STAND JOSEPH A ; STAND JOSEPH A III ; FLAHERTY MAXWELL R ; FLAHERTY R MAXWELL ;
FRANGLOIS TODD ; FRANGOLIS TODD ; STRAFACE SAMUEL F ; TRIGGS EMILY ; TULLY STEPHEN ;
WALKER JR RICHARD ; WARNOCK DAVID ; WHIPPLE DALE ; WILLIAM H KENNEFICK ; WITHERSPOON
LELAND ; WRIGHT CORNELL III ; WRIGHT III CORNELL ; WRIGHT LLL CORNELL ; WRIGTH CORNELL III
; ZUBIATE BRETT ; CASTRO MICHAEL ; SALVATORE CASTRO MICHAEL ; HALLOWAY JR ANTHONY RAY 

 Inventor(s): FLAHERTY R ; CORNELL WRIGTH III ; WALKER JR ; FRANGOLIS TODDUS ; STAND JOSEPH AUS ; OYOLA
ARNOLD EUS ; OYOLA ARNOLDUS ; JOHNSTON GABRIELUS ; FLAHERTY J CHRISTOPHERUS ;
ANDERSON ROBERTUS ; FLAHERTY J ; DARISSE IAN JUS ; CASTRO MICHAEL SALVATOREUS ;
BETTENCOURT LUISUS 

 Agent(s): WATERMARK PATENT AND TRADE MARKS ATTORNEYS; WATERMARK INTELLECTUAL PROPERTY PTY
LTD; RICHES MCKENZIE AND HERBERT LLP; BITTNER BERNHARD; HANNKE CHRISTIAN; YKI PATENT
ATTORNEYS; ONELLO AND MELLO LLP; ONELLO ANTHONY P JR ET AL; ONELLO JR ANTHONY P ET AL 

 Designated states: AE AG AL AM AO AT AU AZ BA BB BE BF BG BH BJ BN BR BW BY BZ CA CF CG CH CI CL CM CN CO CR
CU CY CZ DE DK DM DO DZ EC  EE EG ES FI FR GA GB GD GE GH GM GN GQ GR GT GW HN HR HU ID
IE IL IN IR IS IT JP KE KG KM KN KP KR KZ LA LC  LI LK LR LS LT LU LV LY MA MC MD ME MG MK ML MN
MR MT MW MX MY MZ NA NE NG NI NL NO NZ OM PA PE PG PH PL PT QA RO RS RU RW SA SC  SD SE SG
SI SK SL SM SN ST SV SY SZ TD TG TH TJ TM TN TR TT TZ UA UG US UZ VC  VN ZA ZM ZW
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4) US4298273A - PROJECTION ALIGNER AND METHOD OF POSITIONING A ...

4) Family number: 1751463 (US4298273A) © PatBase 

Title: Projection aligner and method of positioning a wafer

Abstract: Source: US4298273A A wafer projection aligner comprises an optical system for projecting a radiation pattern
onto a surface of a semiconductor wafer and a wafer position setting apparatus for positioning the wafer at a position
within a focal depth of the optical system for allowing printing of a fine pattern on the wafer. The wafer position setting
apparatus includes paralleling means provided with three leveling pads defining a reference plane, air micrometers having a
plurality of nozzles opened at least in the vicinity of respective ones of the leveling pads for measuring the distance between
the wafer surface and the reference plane in a non-contacting manner, wafer leveling mechanism having a semispherical
seat member for holding the wafer and adapted to be vertically movable between the reference plane and the focal plane,
and control apparatus for controlling the wafer leveling mechanism so that a focal plane of the wafer is set on the basis of the
measured convexity or concavity of the wafer surface as measured by air micrometer, when the parallelism of the wafer as
measured by the air micrometer lies within a predetermined standard range. 
Classifications: 
International (IPC 8-9): G03F7/20 G03F9/00 H01L21/027
H01L21/30 (Advanced/Invention);
G03F7/20 G03F9/00 H01L21/02 (Core/Invention)
International (IPC 1-7): G03B27/18 G03B27/52 G03F7/20 G03F9/00
G05D3/00 H01L21/30 H01L21/68
CPC: H01L21/30 G03F7/70716
European: G03F7/20T24 G03F7/70N4 H01L21/30
US: 355/53 355/61 355/77

Family:

 Publication number  Publication date  Application number  Application date   
 DE2942388 A1  19800508  DE19792942388  19791019  

 GB2035610 A1  19800618  GB19790036237  19791018  

 GB2035610 B2  19830323  GB19790036237  19791018  

 GB2063523 A1  19810603  GB19800040959  19791018  

 GB2063523 B2  19821215  GB19800040959  19791018  

 GB2063524 A1  19810603  GB19800040960  19791018  

 GB2063524 B2  19821222  GB19800040960  19791018  

 HK35685 A  19850517  HK19850000356  19850509  

 HK36185 A  19850517  HK19850000361  19850509  

 HK68485 A  19850920  HK19850000684  19850912  

 JP55055529 A2  19800423  JP19780128367  19781020  

 JP56002630 A2  19810112  JP19790078213  19790622  

 JP56012725 A2  19810207  JP19790086926  19790711  

 JP60063929 A2  19850412  JP19840137156  19840704  

 JP61001019 A2  19860107  JP19850099569  19850513  

 JP61001021 A2  19860107  JP19850099573  19850513  

 JP62059457 B4  19871211  JP19780128367  19781020  

 MY8500663 A  19851231  MY19850000663  19851230  

 MY8500669 A  19851231  MY19850000669  19851230  

 MY8500670 A  19851231  MY19850000670  19851231  

 SG8490404 A  19850308  SG19840090404  19840604  

 SG8490408 A  19850308  SG19840090408  19840604  

 US4298273 A  19811103  US19790087387  19791022  

 Priority:

GB19790036237 19791018 JP19780128367 19781020 JP19850099569 19850513
JP19840137156  19840704 JP19790078213 19790622 JP19790086926 19790711
JP19850099573  19850513

 Probable Assignee: HITACHI LTD 

 Assignee(s): (std): HITACHI LTD 

 Assignee(s): HITACHI LTD TOKYO ; HITACHI SEISAKUSHO KK 

 Inventor(s): (std): MORITA KOYO ; MORITA MITSUHIRO ; NISHIZUKA HIROSHI ; OOSAKATANI TAKAYOSHI ; OOSAKAYA
TAKAYOSHI ; OSAKAYA TAKAYOSHI ; KOMORIYA SUSUMU 

 Inventor(s): KOMORYA SUSUMU ; KOYO MORITA ; HIROSHI NISHIZUKA ; SUSUMU KOMORIYA ; TAKAYOSHI
OSAKAYA 
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5) US4018683A - BILGE WATER DISPOSAL SYSTEM INCLUDING OIL RECOV...

5) Family number: 1387099 (US4018683A) © PatBase 

Title: BILGE WATER DISPOSAL SYSTEM INCLUDING OIL RECOVERY MEANS

Abstract: Source: US4018683A An environmentally protective bilge water disposal system utilizes an inverted dome
gravitational oil separator unit in combination with an engine exhaust flash water vaporizor to remove and recover oil
contamination from the bilge water prior to its disposal by flash evaporation in the exhaust stack. The system is capable of
operating continuously under regulation by an electrical control arrangement that ensures safety of the engine, and shutting
down of the system if certain key components do not function in a proper manner. The system includes a pump, an oil
separator, control valves and sensors for various operating parameters and mechanical functions of the system, such
parameters and functions including bilge fluid level, water pump function, water flow valve function, engine fuel pressure,
engine throttle air pressure, engine exhaust stack temperature, separator function, separator dome position, and oil storage
level. Processed bilge water from which oil contaminant has been removed may be discharged directly overboard the vessel
if desired. Recovered oil is stored in a suitable oil storage tank aboard the vessel. 
Classifications: 
International (IPC 8-9): B01D1/14 B01D17/02 B01D17/12
B63B17/00 B63J4/00 C02F1/40 (Advanced/Invention);
B01D17/00 B01D17/02 B63B17/00 B63J4/00
C02F1/40 (Core/Invention)
International (IPC 1-7): B01D1/00 B01D1/14 B01D17/02 B63B13/00
B63B29/16 B63B57/00 B63J4/00 B63J5/00 C02B1/02 C02C1/18
C02C1/26 C02F1/10 C02F1/40 F01N5/02 F02M25/02
CPC: Y10S210/918 B63J4/004 B01D17/0214
European: B01D17/02F4 B63J4/00S
US: 114/187 210/142 210/71 210/739 210/742 210/86 210/918

Family:

 Publication number  Publication date  Application number  Application date   
 CA1060334 A1  19790814  CA19750241263  19751208  

 CH619431 A  19800930  CH19750016001  19751209  

 DE2555118 A1  19760624  DE19752555118  19751108  

 DK553975 A  19760610  DK19750005539  19751208  

 ES443322 A1  19770916  ES19750443322  19751209  

 ES451460 A1  19771001  ES19760451460  19760911  

 FI63706 B  19830429  FI19750003360  19751127  

 FI63706 C  19830810  FI19750003360  19751127  

 FI753360 A  19760610  FI19750003360  19751127  

 FR2293961 A1  19760709  FR19750037654  19751209  

 FR2293961 B1  19820723  FR19750037654  19751209  

 GB1491587 A  19771109  GB19750049701  19751203  

 IL48626 A0  19760229  IL19750048626  19751209  

 IL48626 A1  19781031  IL19750048626  19751209  

 IT1052538 A  19810720  IT19750052576  19751205  

 JP51096161 A2  19760823  JP19750145962  19751209  

 NL7513908 A  19760611  NL19750013908  19751128  

 NO754127 A  19760610  NO19750004127  19751208  

 SE7513488 A  19760610  SE19750013488  19751201  

 SE7513488 L  19760610  SE19750013488  19751201  

 US4018683 A  19770419  US19740530539  19741209  

 US4066545 A  19780103  US19760709456  19760728  

 Priority:

US19740530539 19741209

 Probable Assignee: NAT MARINE SERVICE INC 

 Assignee(s): (std): NAT MARINE SERVICE INC 

 Assignee(s): NATIONAL MARINE SERVICE INC ; NATIONAL MARINE SERVICE INC TE ST LOUIS MISSOURI VER ST V
AM ; WALTERS CHESTER H ; SULLIVAN GREIG E ; BARMEIER HAROLD J ; CHESTER H WALTERS ;
GREIG E SULLIVAN ; HAROLD J BARMEIER ; NAT MARINE SERV INC 

 Inventor(s): (std): BARMEIER HAROLD J JR ; BARMEIER JR H J ; BARMEIER JR HAROLD J ; BARMEIER JUN HAROLD J ;
CHESTER H WALTERS ; BARMEIER H J ; GREIG E SULLIVAN ; SULLIVAN G E ; SULLIVAN GREIG E ;
WALTERS C  H ; WALTERS CHESTER H ; HAROLD J BARMEIER 

 Inventor(s): HAROLD J BARMEIER JR ; J BARMEIER JUN ; H WALTERS CHESTER ; BARMEIER HAROLD J ; E SULLIVAN
GREIG 

 Agent(s): SIMON LAVIE 
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6) FR2775860A - MULTIPLE MEDIA HIGH DEFINITION TELEVISION RECEP...

6) Family number: 14340245 (FR2775860A) © PatBase 

Title: Multiple media high definition television reception system

Abstract: The system integrates every possible type of TV reception and has an antenna with selectable position and
polarisation to allow use on boats aircraft and cars. The integrated remote control allows selection of the language received. 
Classifications: 
International (IPC 8-9): H04N5/782 H04N7/10 H04N7/14
H04N7/173 (Advanced/Invention);
H04N5/44 (Advanced/Non-invention)
International (IPC 1-7): H04N5/00
CPC: H04N5/44 H04N5/782 H04N7/10 H04N7/147 H04N7/17309
European: H04N5/782 H04N7/10 H04N7/14A3 H04N7/173B
T04N5/44

Family:

 Publication number  Publication date  Application number  Application date   
 FR2775860 A1  19990910  FR19980002517  19980303  

 Priority:

FR19980002517 19980303

 Probable Assignee: MIKRUT ANTOINE 

 Assignee(s): (std): MIKRUT ANTOINE 

 Inventor(s): (std): MIKRUT ANTOINE 
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7) US2007028912A - MODULAR PORTABLE GRILL

7) Family number: 34194876 (US2007028912A) © PatBase 

Title: MODULAR PORTABLE GRILL

Abstract: Source: US2007028912A A modular portable gas grill including an energy management system for even
temperature control, enhanced flavor devices, and electronic, electromechanical, or mechanical controls is provided. The grill
includes a touch control system including sliders or knobs providing efficient, precise and accurate control. Heat and flame
deflecting shields provide an improved air draft, heat, and flavoring system and can be removed for cleaning. Modular design
construction and a quick-connect gas manifold permit the addition of additional components at a later date such as a
rotisserie, and a smoke chute for flavoring. Burner shields protect the burner and flame from greases and liquids. The grill
also features the ability to easily convert between propane and natural gas fuel and an electronic reigniting system providing
individualized control to the burners. The grill also features a dual fuel mode giving a user the ability to use propane or
natural gas along with charcoal or other solid fuel. 
Classifications: 
International (IPC 8-9): A47J37/00 A47J37/07 (Advanced/Invention);
A47J37/00 A47J37/07 (Core/Invention)
CPC: A47J37/0704
European: A47J37/07B
US: 126/19.5 126/1R 126/25R 126/39BA 126/39R 126/9.00R 126/9R

Family:

 Publication number  Publication date  Application number  Application date   
 US2007028912 AA  20070208  US20060462192  20060803  

 US7798139 BB  20100921  US20060462192  20060803  

 Priority:

US20050705150P 20050803 US20060462192 20060803

 Probable Assignee: WESTERN IND INC 

 Assignee(s): (std): GAGAS JOHN M ; SOSSO PETER F ; WESTERN IND INC 

 Assignee(s): WESTERN INDUSTRIES INC ; WESTERN IND ; MB FINANCIAL BANK NA 

 Inventor(s): (std): GAGAS JOHN M ; SOSSO PETER F 

 Inventor(s): GAGAS JOHN ; SOSSO PETER 

 Agent(s): BOYLE FREDRICKSON NEWHOLM STEIN AND GRATZ SC; BOYLE FREDRICKSON SC 
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8) DE687287A - ANORDNUNG ZUR EINSTELLUNG MOTORISCH BEWEGTER KO...

8) Family number: 30126564 (DE687287A) © PatBase 

Title: Anordnung zur Einstellung motorisch bewegter Koerper

Abstract: Source: DE660421A [Source: C laim 1] 1.PATENTANSPRUECHE: i. Anordnung zur Einstellung motorisch bewegter
Gegenstaende in Abhaengigkeit von der Einstellung eines Gebers, insbe sondere zur Fernsteuerung eines Ge schuetzes durch
ein Fernrohr, unter Ver wendung von gittergesteuerten Dampf- oder Gasentladungsstrecken zur Beein flussung der
Verstellmotoren und von Drehreglern fuer Grob- und Feinregelung zur uebertragung bzw. Rueckmeldung der Verstellwinkel
am Geber bzw. Empfaenger, wobei jeweils nur entweder die Grob regelung oder die Feinregelung wirksam ist, dadurch
gekennzeichnet, dass minde stens das zur Feinregelung vorgesehene Drehreglersystem derart ausgebildet ist, dass der
Empfaengerdrehregler eine in ihrer Groesse bzw. Phase von der Winkel abweichung zwischen Geber und Empfaen ger
abhaengige Wechselspannung liefert, welche den Steuerkreisen der Entladungs strecken vorzugsweise ueber einen Trans
formator derart zugefuehrt wird, dass sie zusammen mit einer festen Gitterwechsel spannung eine phasenveraenderliche
resul tierende Steuerspannung ergibt, welche je nach dem Sinn und der Groesse der Winkel abweichung den
Entladungseinsatz in der einen oder anderen Entladungsstrecke bzw. Gruppe von Entladungsstrecken mehr oder weniger
freigibt. a. Anordnung nach Anspruch i, dadurch gekennzeichnet, dass die Entladungs strecken in zwei den Verstellmotor
speisenden, gegensinnig parallel geschal teten Vollweggleichrichterschaltungen an geordnet sind, und dass in den Steuer
kreisen jeder Gleichrichteranordnung ge sondert vorgesehene, primaerseitig in Reihe geschaltete Gittertransformatoren die
feste Wechselspannung in gleicher- Richtung und die nach Groesse und Phase in Ab haengigkeit von dem
Stellungsunterschied zwischen Geber und Empfaenger veraender liche Wechselspannung in fuer beide Trans formatoren
entgegengesetzter Richtung zugefuehrt erhalten. 3. Anordnung nach Anspruch i oder 2, dadurch gekennzeichnet, dass von
den laeuferseitig an das gleiche speisende Netz angeschlossenen und staenderseitig mitein ander verbundenen
Grobdrehreglern der jenige des Empfaengers einen drehbaren Staender besitzt, der. mit dem Empfaenger gekuppelt ist,
waehrend sein Laeufer frei beweglich und mit einer Nockenscheibe verbunden ist, mittels deren bei ueber schreitung eines
bestimmten, durch die Gestalt der Nockenscheibe vorgegebenen Stellungsunterschiedes Relais umgeschal tet werden, welche
die vom Feinregler ge lieferte Steuerspannung fuer. die Entla- dum,gsetrecken unterbrechen und statt dessen je nach dem
Sinne der gerade be stehenden Abweichung eine von zwei festen, gegeneinander um i8o versetzten Wechselspannungen
einschalten, welche zusammen mit der dauernd im Steuerkreis vorhandenen festen Steuerwechselspan nung eine derartige
resultierende Steuer spannung ergeben, dass der fuer die be treffende Abweichungsrichtung vorgese hene, den
Verstellmotor speisende Gleich richter die groesstmoegliche Gleichspannung so lange abgibt, als die Winkelabweichung
zwischen Geber und Empfaenger den ge nannten vorbestimmten Betrag ueber schreitet. q.. Anordnung nach Anspruch i oder
2, dadurch gekennzeichnet, dass die Grob- und Feindrehregler jeweils staenderseitig miteinander verbunden und ihre Laeufer
mit der Geber- bzw. Empfaengerwelle ge kuppelt sind, dass die im Laeufer des Grob drehreglers erzeugte Wechselspannung
gegebenenfalls unter Mitwirkung einer negativen Steuergleichspannung den Steuergittern zweier an eine Anoden
wechselspannung angeschlossener Hilfs- entladungsstrecken mit einer gegenseitigen Phasenverschiebung von 18o und in sol
cher Bemessung zugefuehrt wird, dass bei ueberschreitung eines vorbestimmten Ein stellunterschiedes der Entladungseinsatz
in der einen oder anderen dieser Hilfs- entladungsstrecken je nach dem Sinne der Abweichung freigegeben wird; wodurch
Umschaltrelais betaetigt werden, welche die Lieferung der vom Feindrehregler er zeugten Steuerspannung fuer die den Ver-
stellmotor speisenden Gleichrichteranord- nung unterbrechen und statt dessen je nach dem Sinne der Abweichung eine von
zwei um 18o gegeneinander versetzten festen Wechselspannungen in den Steuerkreis der Hauptentladungsstrecken
einschalten, der art, dass die Gleichrichteranordnung die groesstmoegliche Gleichspannung an den Verstellmotor so lange
abgibt, als die Stellungsabweichung den vorgenannten bestimmten Betrag ueberschreitet. 5. Anordnung nach Anspruch i;
dadurch gekennzeichnet, dass die Grob- und Fein drehregler staenderseitig elektrisch mit einander verbunden und
laeuferseitig mit der Geber- bzw. Empfaengerwelle gekuppelt sind, und dass die Laeufer der Empfaenger drehregler jeweils
zur Lieferung von Steuerwechselspannungen fuer getrennte, jeweils mindestens zwei von der gleichen
Anodenwechselspannung gespeiste Ent ladungsstrecken enthaltende Anordnungen dienen, wobei die Steuergitter der Ent
ladungsstrecken einer Gruppe jeweils mit rso gegenseitiger Phasenverschiebung gesteuert werden, so dass stets nur eine
Entladungsstrecke Strom fuehren kann, und dass jede Entladungsstrecke ein Schalt relais fuer den Erregerstromkreis des
Ver- stellmotors betaetigt, wobei die Schalt relais der Grobregelung derart, beispiels weise mit Hilfe von Arbeits- und Ruhe
kontakten, ausgebildet sind, dass bei ihrer Betaetigung gleichzeitig die vom Fein regler gelieferte Steuerspannung unwirk
sam gemacht wird, vorzugsweise durch Unterbrechung der vom Feindrehregler gelieferten Spannung, wodurch eine
sperrende Steuergleichspannung an den Feinreglerentladungsstrecken wirksam wird. [Source: C laim 1]
1.PATENTANSPRUECHE:. I arrangement for adjusting motor moving belongings in dependence on the setting of a sensor, in
particular special for the remote control of a Ge contactor through a telescope, under Ver use of grid-controlled vapor or gas
discharge paths for embedding flussung the adjustment motors and for of knobs coarse and fine rules for the transcription
or FEEDBACK of displacement at the donor or recipient, wherein only either the coarse control or fine control is effective,
characterized in that minde least the envisaged for fine control knob system is designed such that the Empfaengerdrehregler
provides a ger in their size and phase deviation of the angle between the transmitter and receivers Dependent AC  voltage
that the control circuits of the discharge stretch preferably by a trans formator is supplied leads so as to stress along with a
fixed grid change a phasenveraenderliche resul animal control voltage results in which deviation depending on the intent and
the size of the angle the discharge start in one way or another discharge path or group of discharge paths are more or less
free. a. The assembly of claim i, characterized in that the discharge stretch in two the adjusting feeding in opposite directions
parallel geschal ended Vollweggleichrichterschaltungen to are ordered, and that in the control circuits each rectifier
arrangement ge singles envisaged, primaerseitig series-grid transformers, the fixed AC  voltage in equally towards and
dependence vera forming on the size and phase in from of the position difference between donor and recipient Liche AC
voltage for both Trans formers opposite direction get fed leads. 3. The assembly of claim i or 2, characterized in that the
laeuferseitig connected to the same mains supply and staenderseitig mitein other associated coarse dials the one who the
video receiver has a rotatable Staender that. is coupled to the recipient, while his runners connected freely and with a cam,
by which underrange at about a certain, predetermined by the shape of the cam position difference Relais vice switched OFF
be that for the ge from fine controller supplied control voltage. interrupt the discharge dum, gsetrecken and instead a switch
depending on the sense of just be standing deviation of two solid, staggered to i8o AC  voltages, which opening together with
the permanently present in the control circuit fixed tax change clamping such a resulting control voltage shown that the for
the be apt deviation direction vorgese hene, the adjusting dining rectifiers the maximal DC  voltage so long to write, as the
angular deviation between donors and recipients to ge called predetermined amount falls over. q.. The assembly of claim i or
2, characterized in that the coarse and fine knobs respectively staenderseitig each other and their runners are marked with
the donor or Empfaengerwelle couples that the alternating voltage generated in the runners of the coarse knob where
appropriate involving a negative DC control voltage to the control grids of two aC  voltage to an anode connected auxiliary
discharge stretch with a mutual phase shift of 18o and is supplied leads in sol cher assessment that on exceeding a
predetermined an alternate difference in discharge start in one or another of these auxiliary discharge stretch depending on
the sense of deviation is released; thereby reversing relay are actuated which for interrupting the supply of the fine knobs
he testified control voltage to the adjusting motor dining Gleichrichteranord- statement and instead turn a two to 18o
staggered fixed alternating voltages in the control circuit of the main discharge paths, depending on the sense of the
deviation, the art that the rectifier arrangement the maximal DC  voltage so long to write to the servomotor when the
position deviation by below the aforementioned certain amount. 5. The assembly of claim i; characterized in that the coarse
and fine knobs connected staenderseitig electrically with one another and with the donor or laeuferseitig Empfaengerwelle
are coupled, and that the runners of the recipient knob each for providing control AC  voltages for separate, fed at least two
of the same anode AC  Ent containing arrays charge stretch serve, the control grid of Ent a group charge stretch each with
rso mutual phase shift are controlled so that only one discharge path can lead stream, and that each discharge path, a
switching relay for the excitation circuit of the adjusting motor actuated, the switching relay of the coarse control such
example, by means of work and rest contacts, designed such that when they Actuation the regulator supplied by fine control
voltage unwirk sam is made simultaneously, preferably by interrupting the power supplied by the fine control knob, whereby
a locking DC control voltage to the fine controller discharge paths to take effect. 
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Title: VEHICLE CHAIR NECK SUPPORTING DEVICE AND METHOD OF USING THE SAME

Abstract: Source: US2015197170A A device for supporting a person's neck in a vehicle seat has an adjustable cushion
assembly integrated into the seat to improve the comfort and safety for drivers and passengers. The device includes a
several independently adjustable pads with inflatable bladders to support the back and sides of the neck in operational mode.
When deactivated the device is hidden in the structure of the seat. The individual neck-support parameters, such as height,
volume, size, shape and relative angular position of the pads, can be actively controlled or memorized by a memory unit. 
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Title: COMPACT PACKAGING DEVICE FOR FORMING FOAM FILLED CUSHIONS FOR PACKAGING PURPOSES

Abstract: Source: US6003288A A packaging device is disclosed for forming packaging cushions of the type that include a
plastic bag filled with a solid foam, and wherein the cushions are initially formed of a plastic bag filled with a foamable
material that reacts and then hardens to form solid foam. The device comprises means for advancing a sheet of plastic film
material that has been center-folded to form a doubled web with one closed edge defined by the center fold and one open
edge defined by the adjacent edges of the sheet. Means are included for injecting a foamable composition into the center-
folded web between the two folded portions of the sheet, as are means for forming a substantially linear seal along the open
edge and substantially parallel to the open edge to thereby longitudinally seal the open edge of the web. The invention
further includes means for periodically interrupting the linear seal to provide an unsealed portion along the otherwise sealed
edge, and means for transversely sealing the web after foamable composition has been injected, and for concurrently
separating a formed and filled bag from the advanced film material.
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11) EP0464248A1 - VEHICLE STEERING-WHEEL ARRANGEMENT COMPRISING A...

11) Family number: 3077382 (EP0464248A1) © PatBase 

Title: VEHICLE STEERING-WHEEL ARRANGEMENT COMPRISING AN AIRBAG AND A CASING FOR THE ELECTRONIC  CONTROL
OF THIS STEERING-WHEEL ARRANGEMENT.

Abstract: Vehicle steering-wheel arrangement, the steering wheel (20) of which can be attached with a continuous central
hole (21) to a final winding (2) of a steering spindle (1) by means of a nut (41), containing - an air bag (60) which is attached
to the steering wheel (20) in the region of the steering wheel hub (22), and - a housing (40) which is also attached to the
steering wheel (20) of a control electronics system (45) which controls the inflation of the air bag (60) in the event of an
accident, the housing (40) attached to the steering wheel (20 and gt; being attached with its (40) underside in the direction of
the steering wheel hub (22) and hence of the central hole (21) and lt;. and gt; being directed with its (40) upper side (48)
opposite the underside away from the steering wheel hub (22), that is to say approximately in the direction of the later
position of the driver of the vehicle, in which case - the underside of the housing (40) and the nut (41) are rigidly connected
to one another to form one unit (40/41), that is to say are for example welded to one another and - in this way the housing
(40) can be attached to the steering wheel (20) by bolting the nut (41) to the final thread (2). 
Classifications: 
International (IPC 8-9): B60R21/01 (Advanced/Invention);
B60R21/01 (Core/Invention)
International (IPC 1-7): B60R21/00
CPC: B60R21/01
European: B60R21/01

Family:

 Publication number  Publication date  Application number  Application date   
 DE59003092 D1  19931118  DE19905003092  19900705  

 EP0464248 A1  19920108  EP19900112876  19900705  

 EP0464248 B1  19931013  EP19900112876  19900705  

 Priority:

EP19900112876 19900705

 Probable Assignee: SIEMENS AG 

 Assignee(s): (std): SIEMENS AG 

 Assignee(s): SIEMENS AKTIENGESELLSCHAFT 

 Inventor(s): (std): GUGGENBERGER JOHANN DIPL ING ; PLANKL CHRISTIAN DIPL ING 

 Inventor(s): PLANKL CHRISTIAN DIPL ING D 8411 FUSSENBERG DE ; GUGGENBERGER JOHANN DIPL ING D 8401
MINTRACHTING D 

 Designated states: AT BE CH DE DK ES FR GB GR IT LI LU NL SE
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12) ES2229854B - MODULO ADAPTABLE A JUEGO ELECTRONICO CON UNIDAD...

12) Family number: 32007506 (ES2229854B) © PatBase 

Title: MODULO ADAPTABLE A JUEGO ELECTRONICO CON UNIDAD DE APUNTAMIENTO Y DISPARO SIN HILOS.

Abstract: Source: ES2229854B Modulo adaptable a juego electronico con unidad de apuntamiento y disparo sin hilos.
Comprende una unidad de apuntamiento y disparo sin hilos (1) que incluye una boca de canon (3) simulada, y un
mecanismo de gatillo (5); un sistema optico-electronico de punteria (6) que genera una senal de apuntamiento informativa
de un punto de dicha pantalla (30) o blanco movil apuntado por dicha boca de canon (3); unos medios para generar una
senal de disparo cuando el gatillo (5) alcanza una posicion de disparo; un emisor (7) capaz de emitir inalambricamente
dichas senales de apuntamiento y disparo; y unos medios para producir un movimiento y/o un ruido asociados en
simultaneidad con cada disparo; y un receptor (8) conectado a una consola de juegos (40) para recibir y procesar las
senales emitidas por dicho emisor (7) y transmitirlas a la consola (40). Opcionalmente incluye un panel de control (9) sin
hilos.
Classifications: 
International (IPC 8-9): A63F13/04 A63F13/06 A63F13/12
A63F13/219 A63F13/28 A63F13/843 F41A33/04 F41A33/06
F41G3/26 (Advanced/Invention);
A63F13/02 A63F13/12 F41A33/00 F41G3/00 (Core/Invention)
International (IPC 1-7): A63F13/04 A63F13/06 A63F13/12 F41A33/04
F41A33/06 F41G3/26
CPC: A63F13/04 A63F13/06 A63F13/12 F41A33/04 F41A33/06
F41G3/2616
European: A63F13/04 A63F13/06 A63F13/12 F41A33/04 F41A33/06
F41G3/26C

Family:

 Publication number  Publication date  Application number  Application date   
 ES2229854 AA  20050416  ES20020001975  20020823  

 ES2229854 BA  20060616  ES20020001975  20020823  

 Priority:

US20010314487P 20010823

 Probable Assignee: GAMO IND SA 

 Assignee(s): (std): GAMO IND SA 

 Assignee(s): INDUSTRIAS EL GAMO S A ; INDUSTRIAS EL GAMO SA 

 Inventor(s): (std): CASAS SALVA JUAN CARLOS 
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13) WO11153571A2 - ANIMAL TAG TIERMARKE ETIQUETTE D'IDENTIFICATI...

13) Family number: 50099639 (WO11153571A2) © PatBase 

Title: ANIMAL TAG

Abstract: The invention relates to an animal tag (1) for applying to an animal (29), comprising: a housing (2) having an
electronic circuit (3) and a receptacle for a housing counterpart (4), a housing counterpart (4), which can be connected to the
housing (2) such that a body part of the animal (29) is located between the housing (2) and at least part of the housing
counterpart (4). The housing (2) and/or the housing counterpart (4) comprise(s) at least one connecting element which
connects the housing (2) and the housing counterpart (4) to each other, taking the thickness of the body part into account,
such that both the housing (2) and the housing counterpart (4) rest at least partially against the body part and/or that the
connecting element is arranged at least approximately at the center of gravity or on the axis through the center of gravity of
the housing (2) and/or of the housing counterpart (4).
Classifications: 
International (IPC 8-9): A01K11/00 (Advanced/Invention)
CPC: A01K11/004 A01K11/001
European: A01K11/00A

Family:

 Publication number  Publication date  Application number  Application date   
 AT509892 A1  20111215  AT20100000940  20100609  

 AT509892 B1  20140615  AT20100000940  20100609  

 EP2579709 A2  20130417  EP20110738383  20110609  

 WO11153571 A2  20111215  WO2011AT00257  20110609  

 WO11153571 A3  20120308  WO2011AT00257  20110609  

 Priority:

AT20100000940 20100609 WO2011AT00257 20110609

 Probable Assignee: MKW ELECTRONICS GMBH 

 Assignee(s): (std): AUER WOLFGANG ; MKW ELECTRONICS GMBH 

 Inventor(s): (std): AUER WOLFGANG 

 Agent(s): BURGER HANNES 

 Designated states: AE AG AL AM AO AT AU AZ BA BB BE BF BG BH BJ BR BW BY BZ CA CF CG CH CI CL CM CN CO CR CU
CY CZ DE DK DM DO DZ EC  EE EG ES FI FR GA GB GD GE GH GM GN GQ GR GT GW HN HR HU ID IE IL
IN IS IT JP KE KG KM KN KP KR KZ LA LC  LI LK LR LS LT LU LV LY MA MC MD ME MG MK ML MN MR MT
MW MX MY MZ NA NE NG NI NL NO NZ OM PE PG PH PL PT RO RS RU SC  SD SE SG SI SK SL SM SN ST
SV SY SZ TD TG TH TJ TM TN TR TT TZ UA UG US UZ VC  VN ZA ZM ZW
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14) DE2806136A1 - SCHUTZGASKONTAKTE ALS UNTERBRECHER FUER OTTOMOT...

14) Family number: 18059032 (DE2806136A1) © PatBase 

Title: SCHUTZGASKONTAKTE ALS UNTERBRECHER FUER OTTOMOTOREN UND BEI ENTSPRECHENDER ANWENDUNG ALS
DIEBSTAHLSCHUTZ GEGEN EINE UNRECHTMAESSIGE INGANGSETZUNG VON AUTOS IC  ENGINE CONTACT BREAKER
WITH SEALED REED CONTACTS - INCORPORATED IN DISTRIBUTOR SENSOR IN ANGULARLY OFFSET POSITIONS

Abstract: Source: DE2806136A1 (C laim1) P a t e iitanspruecheS Schutzgaskontakte als Unterbrecher fuer Ottomotoren
dadurch gekennzeichnet,dass zu Betriebssicherheit derZuendanlage mehrere Schutzgaskontakte in einem Geber
untergebracht werden,die umschaltbar sind. The sealed reed contacts are also suitable for anti-theft systems for motor
vehicles. When used as contact breaker elements, they are associated with an electronic engine ignition system. In such
instance they are mounted in a distributor sensor and engine reliable operation. Pref. the individual contacts are angularly
offset for variation of ignition timing. The connecting lines between the distributor sensor and the electronic ignition system
are brought out on the dashboard for appropriate switching. This switching may be carried out by a plug connector, or any
suitable switching arrangement, safeguarding changeover from one contact to the other(s). 
Classifications: 
International (IPC 8-9): F02P7/067 H01R39/60 (Advanced/Invention);
F02P7/00 H01R39/00 (Core/Invention)
International (IPC 1-7): H01R39/60
CPC: F02P7/0675 H01R39/60
European: F02P7/067D H01R39/60

Family:

 Publication number  Publication date  Application number  Application date   
 DE2806136 A1  19791004  DE19782806136  19780208  

 Priority:

DE19782806136 19780208

 Probable Assignee: POSKE FRITZ 

 Assignee(s): (std): POSKE FRITZ 

 Inventor(s): (std): POSKE FRITZ 
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