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Para que la Superintendencia de Industria y Comercio pueda reconocer los resultados de examenes de patentabilidad
producidos por otras Oficinas de Propiedad Industrial se debe cumplir con las siguientes condiciones:

(a) Al momento de solicitar el examen de patentabilidad, si el solicitante pide que se reconozcan examenes de patentabilidad
de otras oficinas extranjeras, debera aportar junto con el pago de la tasa correspondiente, los siguientes anexos:
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(iv) Una tabla de correspondencias de las reivindicaciones que han sido determinadas como patentables u otorgables en la
solicitud de la Oficina que haya proferido el examen de patentabilidad. X s [INO
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10 (iv)

TABLA DE CORRESPONDENCIA DE REIVINDICACIONES

Reivindicaciones en la solicitud en Colombia
(NOTA. LAS REIVINDICACIONES ACA INDICADAS
CORRESPONDEN A AQUELLAS PRESENTADAS EL 9 DE
AGOSTO DEL 2019 BAJO EL CAPITULO 2 DEL PCT)

Reivindicaciones otorgables en la Solicitud
PCT/IB2018/050650

Explicacion sobre la suficiente correspondencia 6
Comentarios que explican la correspondencia

1. Un Nodo de Soporte del GPRS de Setvicio
(SGSN) (607) configurado para interactuar con un
Subsistema de la Estacion de Base (BSS) (6022), en donde
SGSN comprende:

un procesador (646), y

una memoria (648) que almacena instrucciones
ejecutables por procesador, en donde el procesador hace
interfase con la memoria para ejecutar las instrucciones
ejecutables por procesador, por lo que SGSN es operativo
para:

recibir (1102) del BSS, una Unidad de Datos de Protocolo
(PDU) (704) de COMANDO DE POSICION del
Protocolo del Servicio General de Radiocomunicaciones
por Paquetes (GPRS) del BSS (BSSGP) que comprende
(i) una Unidad de Datos de Protocolo de la Aplicacion
(APDU) (702) de Servicios de Localizacion de Recursos
Radioeléctricos (RRLP) con un mensaje de Solicitud de
Avance de Temporizaciéon de Multilateracion (MTA) de

Servicios de ILocalizaciéon de Recursos Radioeléctricos

1. Un Nodo de Soporte del GPRS de Servicio
(SGSN) (607) configurado para interactuar con un
Subsistema de la Estacion de Base (BSS) (6022), en donde
SGSN comprende:

un procesador (646), y

una memoria (648) que almacena instrucciones
ejecutables por procesador, en donde el procesador hace
interfase con la memoria para ejecutar las instrucciones
ejecutables por procesador, por lo que SGSN es operativo
para:

recibir (1102) del BSS, una Unidad de Datos de Protocolo
(PDU) (704) de COMANDO DE POSICION del
Protocolo del Servicio General de Radiocomunicaciones
por Paquetes (GPRS) del BSS (BSSGP) que comprende
(i) una Unidad de Datos de Protocolo de la Aplicacion
(APDU) (702) de Servicios de Localizacion de Recursos
Radioeléctricos (RRLP) con un mensaje de Solicitud de
Avance de Temporizacion de Multilateracion (MTA) de

Servicios de Localizacién de Recursos Radioeléctricos

Iguales

PI02-F20 Vr0 (2013-05-09)




(RRLP) incorporado para un dispositivo inalambrico
blanco (6043), y (ii) un indicador (720, 735) de que el
dispositivo inalambrico blanco esta por realizar un
procedimiento de Avance de Temporizaciéon de
Multilateracion, en donde el indicador es un Elemento de
Informacién del Temporizador de Multilateracion (720)
que incluye una indicacién (707) de que SGSN esta por

iniciar un temporizador (708).

(RRLP) incorporado para un dispositivo inalambrico
blanco (6043), y (i) un indicador (720, 735) de que el
dispositivo inalambrico blanco esta por realizar un
procedimiento de Avance de Temporizaciéon de
Multilateracion, en donde el indicador es un Elemento de
Informacién del Temporizador de Multilateracién (720)
que incluye una indicacién (707) de que SGSN esta por

iniciar un temporizador (708).

2. El SGSN de acuerdo con la reivindicacion 1, en
donde SGSN es ademas operativo para:

usar (1104) el indicador para suspender la entrega de datos
de enlace descendente y la radiobisqueda para el
dispositivo inalambrico blanco cuando se espera que el
dispositivo inalambrico blanco no esté disponible debido
a la realizacion del procedimiento de Avance de

Temporizaciéon de Multilateracion.

2. El SGSN de acuerdo con la reivindicacion 1, en
donde SGSN es ademas operativo para:

usar (1104) el indicador para suspender la entrega de datos
de enlace descendente y la radiobusqueda para el
dispositivo inalambrico blanco cuando se espera que el
dispositivo inalambrico blanco no esté disponible debido
a la realizacion del procedimiento de Avance de

Temporizacién de Multilateracion.

Iguales

3. Un método (1100) implementado por un Nodo de
Soporte del GPRS de Servicio (SGSN) (607) configurado
para interactuar con un Subsistema de la Estacion de Base
(BSS) (6022), en donde el método comprende:

recibir (1102) del BSS, una Unidad de Datos de Protocolo
(PDU) (704) de COMANDO DE POSICION del

Protocolo del Servicio General de Radiocomunicaciones

3. Un método (1100) implementado por un Nodo de
Soporte del GPRS de Servicio (SGSN) (607) configurado
para interactuar con un Subsistema de la Estacion de Base
(BSS) (6022), en donde el método comprende:

recibir (1102) del BSS, una Unidad de Datos de Protocolo
(PDU) (704) de COMANDO DE POSICION del

Protocolo del Servicio General de Radiocomunicaciones

lguales
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por Paquetes (GPRS) del BSS (BSSGP) que comprende
(i) una Unidad de Datos de Protocolo de la Aplicacion
(APDU) (702) de Servicios de Localizaciéon de Recursos
Radioeléctricos (RRLP) con un mensaje de Solicitud de
Avance de Temporizacion de Multilateracion (MTA) de
Servicios de Localizaciéon de Recursos Radioeléctricos
(RRLP) incorporado para un dispositivo inalambrico
blanco (6043), y (i) un indicador (720, 735) de que el
dispositivo inalambrico blanco esta por realizar un
procedimiento de Avance de Temporizaciéon de
Multilateracion, en donde el indicador es un Elemento de
Informacién del Temporizador de Multilateracion (720)
que incluye una indicacién (707) de que SGSN esta por

iniciar un temporizador (708).

por Paquetes (GPRS) del BSS (BSSGP) que comprende
(i) una Unidad de Datos de Protocolo de la Aplicacion
(APDU) (702) de Servicios de Localizacién de Recursos
Radioeléctricos (RRLP) con un mensaje de Solicitud de
Avance de Temporizaciéon de Multilateracion (MTA) de
Servicios de Localizacién de Recursos Radioeléctricos
(RRLP) incorporado para un dispositivo inalambrico
blanco (6043), y (i) un indicador (720, 735) de que el
dispositivo inalambrico blanco esta por realizar un
procedimiento de Avance de Temporizaciéon de
Multilateracion, en donde el indicador es un Elemento de
Informacién del Temporizador de Multilateracion (720)
que incluye una indicacién (707) de que SGSN esta por

iniciar un temporizador (708).

4. El método de acuerdo con la reivindicacion 3, que
ademas comprende:

usar (1104) el indicador para suspender la entrega de datos
de enlace descendente y la radiobisqueda para el
dispositivo inalambrico blanco cuando se espera que el
dispositivo inalambrico blanco no esté disponible debido
a la realizaciéon del procedimiento de Avance de

Temporizacién de Multilateracion.

4. El método de acuerdo con la reivindicacion 3, que
ademads comprende:

usar (1104) el indicador para suspender la entrega de datos
de enlace descendente y la radiobusqueda para el
dispositivo inalambrico blanco cuando se espera que el
dispositivo inalambrico blanco no esté disponible debido
a la realizaciéon del procedimiento de Avance de

Temporizacion de Multilateracion.

lguales

5. Un Subsistema de la Estacion de Base (BSS) (6022)

5. Un Subsistema de la Estacion de Base (BSS) (6022)

Iguales

PI02-F20 Vr0 (2013-05-09)




configurado para interactuar con un Nodo de Soporte del
GPRS de Servicio (SGSN) (607), en donde BSS
comprende:

un procesador (6322), y

una memoria (6342) que almacena instrucciones
ejecutables por procesador, en donde el procesador hace
interfase con la memoria para ejecutar las instrucciones
ejecutables por procesador, por lo que BSS es operativo
para:

transmitir (1302) al SGSN una Unidad de Datos de
Protocolo (PDU) (704) de COMANDO DE POSICION
del  Protocolo del Servicio General de
Radiocomunicaciones por Paquetes (GPRS) del BSS
(BSSGP) que comprende (i) una Unidad de Datos de
Protocolo de la Aplicaciéon (APDU) (702) de Servicios de
Localizaciéon de Recursos Radioeléctricos (RRLP) con un
mensaje de Solicitud de Avance de Temporizaciéon de
Multilateracion (MTA) de Servicios de Localizaciéon de
Recursos Radioeléctricos (RRLP) incorporado para un
dispositivo inalambrico blanco (6043), y (if) un indicador
(720, 735) de que el dispositivo inalambrico blanco esta
por realizar un procedimiento de Avance de

Temporizacion de Multilateracion, en donde el indicador

configurado para interactuar con un Nodo de Soporte del
GPRS de Servicio (SGSN) (607), en donde BSS
comprende:

un procesador (6322), y

una memoria (6342) que almacena instrucciones
ejecutables por procesador, en donde el procesador hace
interfase con la memoria para ejecutar las instrucciones
ejecutables por procesador, por lo que BSS es operativo
para:

transmitir (1302) al SGSN una Unidad de Datos de
Protocolo (PDU) (704) de COMANDO DE POSICION
del Protocolo del Servicio General de
Radiocomunicaciones por Paquetes (GPRS) del BSS
(BSSGP) que comprende (1) una Unidad de Datos de
Protocolo de la Aplicaciéon (APDU) (702) de Servicios de
Localizaciéon de Recursos Radioeléctricos (RRLP) con un
mensaje de Solicitud de Avance de Temporizacion de
Multilateracion (MTA) de Servicios de Localizaciéon de
Recursos Radioeléctricos (RRLP) incorporado para un
dispositivo inalambrico blanco (6043), y (ii) un indicador
(720, 735) de que el dispositivo inalambrico blanco esta
por realizar un procedimiento de Avance de

Temporizacion de Multilateracion, en donde el indicador
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es un Elemento de Informaciéon del Temporizador de
Multilateracién (720) que incluye una indicacion (707) de

que SGSN esta por iniciar un temporizador (708).

es un Elemento de Informacién del Temporizador de
Multilateracion (720) que incluye una indicacion (707) de

que SGSN esta por iniciar un temporizador (708).

6. Un método (1300) implementado en un
Subsistema de Estacion de Base (BSS) (6022) configurado
para interactuar con un Nodo de Soporte del GPRS de
Servicio (SGSN) (607), en donde el método comprende:
transmitir (1302) al SGSN una Unidad de Datos de
Protocolo (PDU) (704) de COMANDO DE POSICION
del Protocolo del Servicio General de
Radiocomunicaciones por Paquetes (GPRS) del BSS
(BSSGP) que comprende (1) una Unidad de Datos de
Protocolo de la Aplicaciéon (APDU) (702) de Servicios de
Localizacion de Recursos Radioeléctricos (RRLP) con un
mensaje de Solicitud de Avance de Temporizacion de
Multilateraciéon (MTA) de Servicios de Localizacién de
Recursos Radioeléctricos (RRLP) incorporado para un
dispositivo inalambrico blanco (6043), y (ii) un indicador
(720, 735) de que el dispositivo inalambrico blanco esta
por realizar un procedimiento de Avance de
Temporizacion de Multilateracion, en donde el indicador

es un Elemento de Informacién del Temporizador de

6. Un método (1300) implementado en un
Subsistema de Estacion de Base (BSS) (6022) configurado
para interactuar con un Nodo de Soporte del GPRS de
Servicio (SGSN) (607), en donde el método comprende:
transmitir (1302) al SGSN una Unidad de Datos de
Protocolo (PDU) (704) de COMANDO DE POSICION
del Protocolo del Servicio General de
Radiocomunicaciones por Paquetes (GPRS) del BSS
(BSSGP) que comprende (1) una Unidad de Datos de
Protocolo de la Aplicaciéon (APDU) (702) de Servicios de
Localizaciéon de Recursos Radioeléctricos (RRLP) con un
mensaje de Solicitud de Avance de Temporizacion de
Multilateracion (MTA) de Servicios de Localizacion de
Recursos Radioeléctricos (RRLP) incorporado para un
dispositivo inalambrico blanco (6043), y (i) un indicador
(720, 735) de que el dispositivo inalambrico blanco esta
por realizar un procedimiento de Avance de
Temporizaciéon de Multilateracion, en donde el indicador

es un Elemento de Informacién del Temporizador de

Iguales
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Multilateracién (720) que incluye una indicacion (707) de

que SGSN esta por iniciar un temporizador (708).

Multilateracion (720) que incluye una indicacion (707) de

que SGSN esta por iniciar un temporizador (708).
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PATENT COOPERATION TREATY

From the
INTERNATIONAL PRELIMINARY EXAMINING AUTHORITY

PCT

HENDERSON, Mymy

6300 Legacy Drive, MS EVR 1-C-11
Plano, TQ)J( 7)51024 NOTIFICATION OF TRANSMITTAL OF
ETATS-UNIS D'AMERIQUE THE INTERNATIONAL PRELIMINARY
REPORT ON PATENTABILITY

(PCT Rule 71.1)

Date of mailing
(day/monthiyear) 21.12.2018
Applicant's or agent's file reference
P71285-WO1 IMPORTANT NOTIFICATION
International application No. International filing date (day/nonth/ear) Priority date (day/monthyear)
PCT/B2018/050650 02.02.2018 02.02.2017

Applicant
Telefonaktiebolaget LM Ericsson (publ)

1. The applicant is hereby notified that this International Preliminary Examining Authority transmits herewith the
international preliminary report on patentability and its annexes, if any, established on the international
application.

2. Acopy of the report and its annexes, if any, is being transmitted to the International Bureau for
communication to all the elected Offices.

3. Where required by any of the elected Offices, the International Bureau will prepare an English translation of
the report (but not of any annexes) and will transmit such translation to those Offices.

4. REMINDER

The applicant must enter the national phase before each elected Office by performing certain acts {filing
translations and paying national fees) within 30 months from the priority date (or later in some Offices)
(Article 39(1)) (see also the reminder sent by the International Bureau with Form PCT/AB/301).

Where a translation of the international application must be furnished to an elected Office, that translation
must contain a translation of any annexes to the international preliminary report on patentability. It is the
applicant's responsibility to prepare and furnish such translation directly to each elected Office concerned.

For further details on the applicable time limits and requirements of the elected Offices, see Volume Il of the
PCT Applicant's Guide.

The applicant's attention is drawn to Article 33(5), which provides that the criteria of novelty, inventive step
and industrial applicability described in Article 33(2) to (4) merely serve the purposes of international
preliminary examination and that "any Contracting State may apply additional or different criteria for the
purposes of deciding whether, in that State, the claimed inventions is patentable or not" (see also Article
27(5)). Such additional criteria may relate, for example, to exemptions from patentability, requirements for
enabling disclosure, clarity and support for the claims.

% »
(4 S
oz d ead®®

Name and mailing address of the international Authorized Officer .
preliminary examining authority: o tont
European Patent Office Gitschiner Str. 103 Ganzer, Maria N
) D-10958 Berlin )
Tel. +49 30 25901 - 0 Tel. +49 30 25901-716 S
Fax: +49 30 25901 - 840 o g+

Form PCTAPEA/ 416 (January 2004)




PATENT COOPERATION TREATY

PCT

INTERNATIONAL PRELIMINARY REPORT ON PATENTABILITY

(Chapter Il of the Patent Cooperation Treaty)

(PCT Article 36 and Rule 70)

Applicant's or agent's file reference

pp7p1 2;;\;/836 e FOR FURTHER ACTION See Form PCTAPEA416
International application No. International filing date (day/nonth/ear) Priority date (day/month/ear)
PCT/AB2018/050650 02.02.2018 02.02.2017

International Patent Classification (IPC) or national classification and IPC

INV. H04W64/00

Applicant

Telefonaktiebolaget LM Ericsson (publ)

1. This report
Authority u

3.  This report

Seq

is the international preliminary examination report, established by this International Preliminary Examining
nder Article 35 and transmitted to the applicant according to Article 36.

2 This REPORT consists of a total of 7 sheets, including this cover sheet.

is also accompanied by ANNEXES, comprising:

a. (sent to the applicant and to the International Bureau) a total of 10 sheets, as follows:

sheets of the description, claims andlor drawings which have been amended andlor sheets containing
rectifications authorized by this Authority, unless those sheets were superseded or cancelied, and any
accompanying letters (see Rules 46.5, 66.8, 70.16, 91.2, and Section 607 of the Administrative
Instructions).

sheets containing rectifications, where the decision was made by this Authority not to take them into account
because they were not authorized by or notified to this Authority at the time when this Authority began to
draw up this report, and any accompanying letters (Rules 66.4bis, 70.2(e), 70.16 and 91.2).

superseded sheets and any accompanying letters, where this Authority either considers that the
superseding sheets contain an amendment that goes beyond the disclosure in the international application
as filed, or the superseding sheets were not accompanied by a letter indicating the basis for the

amendments in the application as filed, as indicated in item 4 of Box No. | and the Supplemental Box (see
Rule 70.16(b)).

b. [0 (sent to the International Bureau only) a total of (indicate type and number of electronic carrier(s)) , containing a
sequence listing, in the form of an Annex C/ST.25 text file, as indicated in the Supplemental Box Relating to

uence Listing (see paragraph 3ter of Annex C of the Administrative Instructions).

4.  This report

contains indications relating to the following items:

Fax:

European Patent Office Gitschiner Str. 103

D-10958 Berlin Eraso Helguera, J £ 0)) :
Tel. +49 30 25901 - 0 5 §

Box No. | Basis of the report
[0 Box No. !l Priority
] Box No. Il Non-establishment of opinion with regard to novelty, inventive step and industrial applicability
O Box No. IV Lack of unity of invention
M Box No.V  Reasoned statement under Article 35(2) with regard to novelty, inventive step or industrial
applicability; citations and explanations supporting such statement
[0 Box No. VI  Certain documents cited
[0 Box No. VIl Certain defects in the international application
[0 Box No. VIll Certain observations on the international application
Date of submission of the demand Date of completion of this report
30.11.2018 21.12.2018
Name and mailing address of the international Authorized officer ,
preliminary examining authority: e e

+49 30 25901 - 840 Telephone No. +49 30 25901-491 ey

Form PCTAPEA/409 (cover

sheet) (January 2015)




INTERNATIONAL PRELIMINARY REPORT International application No.
ON PATENTABILITY PCT/B2018/050650

Box No.| Basis of the report

1. With regard to the language, this report is based on
& the international application in the language in which it was filed
O atranslation of the international application into , which is the language

of a franslation furnished for the purposes of:

O international search (under Rules 12.3(a) and 23.1(b))
O publication of the international application (under Rule 12.4(a))
O international preliminary examination (under Rules 55.2(a) and/or 55.3(a) and (b))

2. With regard to the elements* of the international application, this report is based on (replacement sheets which
have been furnished to the receiving Office in response to an invitation under Article 14 are referred to in this
report as "originally filed" and are not annexed fo this report).

Description, Pages
2-7,9-19, 21, 22 as originally filed
1, 8, 8a, 20 filed with the letter of 30-11-2018

Claims, Numbers
1-6 filed with the letter of 30-11-2018

Drawings, Sheets
1A1-1141 as originally filed

0 asequence listing - see Supplemental Box Relating to Sequence Listing.

3. O The amendments have resulted in the cancellation of:

L1 the description, pages

O the claims, Nos.

I the drawings, sheetsfigs

O the sequence listing (specify):

4. [0 This report has been established as if (some of) the amendments annexed to this report and listed below
had not been made, since either they are considered to go beyond the disclosure as filed, or they were
not accompanied by a letter indicating the basis for the amendments in the application as filed, as
indicated in the Supplemental Box (Rules 70.2(c) and (c-bis)):

L1 the description, pages

O the claims, Nos.

[] the drawings, sheetsfigs

O the sequence listing (specify):

5. O This report has been established:

O taking into account the rectification of an obvious mistake authorized by or notified to this Authority
under Rule 91 (Rules 66.1(d-bis) and 70.2(e)).

0 without taking into account the rectification of an obvious mistake authorized by or notified to this
Authority under Rule 91(Rules 66.4bis and 70.2(e)).

Form PCTAPEA/409 (January 2015)




INTERNATIONAL PRELIMINARY REPORT International application No.
ON PATENTABILITY PCT/AB2018/050650

6. X With regard to top-up searches (Rules 66.1fer and 70.2(f)):

X A top-up search was carried out by this Authority on 06.12.2018 (all discovered documents are
listed in the Supplemental Box Relating to Top-up Search).

O Additional relevant documents have been discovered during the top-up search.
O No top-up search was carried out by this Authority because it would serve no useful purpose.

7. O Supplementary international search report(s) from Authority(ies) hashave been received and taken into
. account in establishing this report (Rule 45bis.8(b) and (c)).

If item 4 applies, some or all of those sheets may be marked "superseded"”.

Box No.V  Reasoned statement under Article 35(2) with regard to novelty, inventive step or industrial
applicability; citations and explanations supporting such statement

1. Statement

Novelty (N) Yes: Claims 1-6
No: Claims

Inventive step (IS) Yes: Claims 1-6
No: Claims

Industrial applicability (I1A) Yes: Claims 1-6
No: Claims

2. Citations and explanations (Rule 70.7):

see separate sheet

Form PCTAPEA/409 (January 2015)




INTERNATIONAL PRELIMINARY International application No.
REPORT ON PATENTABILITY
(SEPARATE SHEET) PCT/IB2018/050650

Re ltem V

Reasoned statement with regard to novelty, inventive step or industrial
applicability; citations and explanations supporting such statement

Reference is made to the following documents:

D1 LM ERICSSON: "Multilateration Procedure - TA Only",
3GPP DRAFT: R6-160273 - MULTILATERATION PROCEDURE
- TA ONLY (WAS R6-160261), 3RD GENERATION
PARTNERSHIP PROJECT (3GPP), MOBILE COMPETENCE
CENTRE : 650, ROUTE DES LUCIOLES ; F-06921 SOPHIA-
ANTIPOLIS CE

no. Reno, Nevada USA; 20161114 - 20161118 18 November
2016 (2016-11-18), XP051198955,

Retrieved from the Internet:
URL:http://\MNW.Sgpp.org/ftp/tsg_ran/WG6_legacyRAN/
TSGR6_02/Docs/

[retrieved on 2016-11-18]

D2 US 2012/063464 A1 (MEHTA PRATIK [IN]) 15 March 2012
(2012-03-15)

D3 ERICSSON: "Positioning enhancements for GERAN -
introducing Timing Advance trilateration”,
3GPP DRAFT: RP-161034 - POSITIONING ENHANCEMENTS
FOR GERAN - INTRODUCING TA TRILATERATION, 3RD
GENERATION PARTNERSHIP PROJECT (3GPP), MOBILE
COMPETENCE CENTRE ; 650, ROUTE DES LUCIOLES ;
F-06921 SOPHI

vol. TSG RAN, no. Busan, Korea; 20160613 - 201 60616 12 June
2016 (2016-06-12), XP051103882,

Retrieved from the Internet:
URL:http://www.Sgpp.org/ftp/Meetings_SGPP_SYNC/RAN/Docs/
[retrieved on 2016-06-12]

cited in the application
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D4 ERICSSON: "On timing advance based multi-leg positioning for
NB-loT",

3GPP DRAFT; R1-167426 - ON TIMING ADVANCE BASED
MULTI-LEG POSITIONING FOR NB-IOT, 3RD GENERATION
PARTNERSHIP PROJECT (3GPP), MOBILE COMPETENCE
CENTRE : 650, ROUTE DES LUCIOLES ; F-06921 SOPHIA-
ANTIPOL

vol. RAN WG1, no. Gothenburg, Sweden; 20160822 - 20160826
21 August 2016 (2016-08-21), XP051125896,

Retrieved from the Internet:
URL:http://www.3gpp.org/ftp/Meetings_3GPP_SYNC/RAN1/
Docs/

[retrieved on 2016-08-21]

cited in the application

D5 ERICSSON LM: "Introduction of Multilateration”,
3GPP DRAFT:; R6-160274 CR 43.059 INTRODUCTION OF
MULTILATERATION USING TIMING ADVANCE, 3RD
GENERATION PARTNERSHIP PROJECT (3GPP), MOBILE
COMPETENCE CENTRE ; 650, ROUTE DES LUCIOLES ;
F-06921 SOPHIA-ANT

vol. TSG RAN, no. Reno, Nevada USA; 20161114 - 20161118
18 November 2016 (2016-11-18), XP051198956,

Retrieved from the Internet:
URL:http://www.3gpp.org/ftp/tsg_ran/WG6_legacyRAN/
TSGR6_02/Docs/

[retrieved on 2016-11-18]

cited in the application

1 D1 is regarded as being the prior art closest to the subject-matter of claim 1,
and discloses:

1.1 A Serving GPRS Support Node, SGSN, (see paragraph 6: SGSN) configured
to interact with a Base Station Subsystem, BSS (see paragraph 5: BSS), the
SGSN comprising:
a processor; and,
a memory that stores processor-executable instructions, wherein the
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1.2

1.3

1.4

processor interfaces with the memory to execute the processor-executable
instructions, whereby the SGSN is operable to:

receive (see paragraph 6: The BSSGP entity in the SGSN extracts the
embedded RRLP message (i.e. the "Multilateration Request" component)
from the "RRLP APDU" IE received in the "BSSGP POSITION-COMMAND
PDU" and sends it to the TOM protocol entity), from the BSS, a BSS General
Packet Radio Service, GPRS, Protocol, BSSGP, POSITION-COMMAND
Protocol Data Unit, PDU, (see paragraph 10.5.4: POSITION-COMMAND
PDU) comprising (i) a Radio Resource Location Services, RRLP, Application
Protocol Data Unit, APDU, (see paragraph 11.3.49: RRLP APDU) with an
embedded Radio Resource Location Services, RRLP, Multilateration Timing
Advance, MTA, Request message (see paragraph 6: embedded RRLP
message) for a target wireless device (see paragraph 6: MS), and (i) an
indicator that the target wireless device is to perform a Multilateration Timing
Advance procedure (see paragraph 4.8: MTAO Multilateration Request).

The subject-matter of claim 1 therefore differs from this known SGSN in that
the indicator is a Multilateration Timer Information Element that includes an
indication that the SGSN is to start a timer, and is therefore new (Article 33(2)
PCT).

The problem to be solved by the present invention may be regarded as how
to avoid unsuccessful delivery of downlink data or paging messages when the
MS is not reachable while performing MTA procedures

The solution to this problem proposed in claim 1 of the present application is
considered as involving an inventive step (Article 33(3) PCT) for the following
reasons:

None of the documents available in the prior art teaches of fairly suggest the
use of those additional features for the purpose of avoiding unsuccessful
delivery of downlink data or paging messages when the MS is not reachable
while performing MTA procedures. D3-D5, cited by the applicant, do not
mention this problem, let alone a solution. The combination of D1 and D2
(see D2, paragraphs [0031] and [0037]) would render devices and methods
where the indicator is obtained by performing deep packet inspection (i.e. so
as to infer that an RRLP MTA request is being sent to the MS, and therefore,
the MS will be unavailable) rather than including an additional MTA |E for this
purpose.
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2 D1 also discloses the method carried out by the SGSN, as well as a
corresponding BSS (see paragraph 5: BSS) and configured to send the
message received by the SGSN.

The same reasoning applies correspondingly to the subject-matter of
independent claims 3 and 5, which is therefore new (Article 33(2) PCT) and
involves an inventive step (Article 33(3) PCT).

3 Claims 2, 4, 6 are dependent on one or more independent claims whose
subject-matter is considered as being new and inventive, as discussed above,
and as such said dependent claims also meet the requirements of the PCT
with respect to novelty and inventive step.
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VIAePCT

Authorized Officer Eraso Helguera, J.
European Patent Office

P.B. 5818 Patentlaan 2

NL-2280 HV Rijswijk — Pays Bas
NETHERLANDS

RE: NOTIFICATION OF ONGOING MULTILATERATION TIMING ADVANCE
(MTA) PROCEDURE TO A SERVING GPRS SUPPORT NODE (SGSN)

Applicant: Telefonaktiebolaget LM Ericsson (publ)
PCT Appl.: PCT/IB2018/050650

Filed: 02 February 2018

Priority Date: 02 February 2017

Our Ref.: P71285-W0O1

RESPONSE TO THE FIRST WRITTEN OPINION

Dear Authorized Officer Eraso Helguera, J.:

In response to the First Written Opinion dated 29 March 2018, Applicant
respectfully requests the Authorized Officer to reconsider the claims of this application
in view of the amendments and comments set forth below.

Enclosures

e Replacement claim pages numbered 23-26 (in marked version) and replacement
claim pages numbered 23-24 (in clean version) containing claims 1-6.

s Replacement specification pages numbered 1, 8-8a, and 20 (in marked and clean
versions).

Summary of Written Opinion

The Written Opinion of the International Searching Authority set forth a
reasoned statement with regard to original claims 1-20 of the patent application. The
original claims 2-5, 7-10, 12-15, and 17-20 were found to be novel. In addition, the
original claims 2-4, 7-9, 12-15, and 17-20 were found to have an inventive step.

1
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However, the original claims 1, 6, 11, and 16 were found to have lacked novelty in view
of document D1. Further, the original claims 1, 5-6, 10-11, and 16 were found to have
lacked an inventive step in view of documents D1 and D2.

Cited References

Document D1: LM Ericsson: “Multilateration Procedure — TA Only”, 3GPP Drait:
R6-160273 ~ Multilateration Procedure — TA _Qnly (was R6-
160261), 3rd Generation Partnership Project (3GPP). MOBILE
COMPETENCE CENTRE; 650, ROUTE DES LUCIOLES; F-
06921 SOPHIA-ANTIPOLIS CEDEX; F-06921 Sophia-Antipolis
CE. no. Reno, Nevada, USA; 20161114-20161118 18 November
2016 (2016-11-18), XP051198955.

Document D1 discioses where a BSS transmits a BSSGP POSITION-
COMMAND PDU to a SGSN. The BSSGP POSITION-COMMAND PDU comprises a
RRLP MTA Request Message which includes a MTAO Multilateration Request.

Document D2: U.S. Patent Publication No. 2012/063464 A1 (Mehta Pratik [IN])
15 March 2012 (2012-03-15)

Document D2 discloses a system and method for providing a mechanism for
control page requests sent in a wireless communication network. The paging controt
mechanism can be implemented in a gateway through a combination of hardware and
software to determine whether packets received at a gateway trigger a page. The
packets received at the gateway are intended for user equipment that is indicated to
be in an idle state with no bearer connection. The paging mechanism controls paging
when paging requests need to be sent. In some communication networks, page
requests can be sent that are not needed because a bearer connection or link is in the
process of being established. The control can be asserted by adding intelligence to the
gateway to determine--on receipt of downlink data or signaling--how to proceed based
on the state of the user equipment and the bearer connection.

30/11/2018
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Summary of Amendments

The original independent claim 1 has been amended to recite original
dependent claim 2 (now canceiled), which was indicated as having novelty, inventive
step, and industrial applicability. No new subject matter has been added to the claim.

The original dependent claims 2-4 have been cancelled (without prejudice). The
original dependent claim 5 has been re-numbered as dependent claim 2.

The re-numbered independent claim 3 (original independent claim 8) has been
amended to recite the original dependent claim 7 (now cancelled), which was indicated
as having novelty, inventive step, and industrial applicability. No new subject matter
has been added to the claim.

The original dependent claims 7-9 have been cancelled (without prejudice). The
original dependent claim 10 has been re-numbered as dependent claim 4, and its
dependency has been updated to re-numbered independent claim 3.

The re-numbered independent claim 5 (original independent claim 11) has been
amended to recite the original dependent claim 12 (now cancelled), which was
indicated as having novelty, inventive step, and industrial applicability. No new subject
matter has been added to the claim.

The original dependent claims 12-15 have been cancelled (without prejudice).

The re-numbered independent claim 6 (original independent claim 16) has been
amended to recite the original dependent claim 17 (now cancelled), which was
indicated as having novelty, inventive step, and industrial applicability. No new subject

matter has been added to the claim.

The original dependent claims 17-20 have been cancelled (without prejudice).
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The replacement specification on page 1 has been amended as follows:

This application is related to the co-filed U.S. Patent Application No. 15/886,727
— entitled “Notification of Delivery of a RRLP Multilateration Timing Advance
Request Message to a Base Station Subsystem (BSS)" (R#12384-US2), which
claims the benefit of priority to U.S. Provisional Application Serial Nos. 62/453,843
and 62/456,991, respectively filed on February 2, 2017 and February 9, 2017.

The replacement specification on page 20 has been amended in a similar

manner as the amendment on page 1.

The replacement specification on page 8 has a reference to the prior art

document D1.

Explanation of the Patentability

The pending amended independent claims 1, 3, and 5-6 all recite subject
matter that has been indicated by the Authorized Officer as having novelty, inventive
step, and industrial applicability. Amended dependent claims 2 and 4 also have
novelty, inventive step, and industrial applicability at least by virtue of their dependence
on amended independent claims 1, 3, and 5-6. '

Accordihgly, Applicant respectfully requests a favourable examination report

for the pending claims 1-6.

Respectfully submitted,
M

Mymy Henderson
Attorney for Applicant
Enclosures:
e Replacement claim pages numbered 23-26 (in marked version) and replacement
claim pages numbered 23-24 (in clean version) containing claims 1-6.
o Replacement specification pages numbered 1, 8-8a, and 20 (in marked and clean

versions).
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NOTIFICATION OF ONGOING MULTILATERATION TIMING ADVANCE (MTA)
PROCEDURE TO A SERVING GPRS SUPPORT NODE (SGSN)

CLAIM OF PRIORITY

This application claims the benefit of priority to U.S. Provisional Application Serial
No. 62/453 843, filed on February 2, 2017, and U.S, Application Serial No. 15/886,616 filed
on February 1, 2018, the entire contents of which are herchy incorporated herein by reference

for all purposes.

RELATED PATENT APPLICATION

This application is related to the co-filed U.S. Patent Application No. 15/886,727
entitled “Notification of Delivery of a RRLP Multilateration Timing Advance Reguest
Message to a Base Station Subsystem (BSS)”, which claims the benefit of priority to U.S.
Provisional Application Serial Nos. 62/433,843 and 62/456,991, respectively filed on February
2, 2017 and February 9, 2017. The entire contents of each of these documents are hereby

incorporated herein by reference for all purposes.

TECHNICAL FIELD

The present disclosure relates generally to the wireless telecommunications field and,
more particularly, to various techniques for cnabling a Base Station System (BSS) to provide
a Serving GPRS Suppert Node (SGSN) with an indication, ¢.g., in the form of a flag or a
timer, within. a BSS General Packet Radio Service (GPRS) Protocol (BSSGP) POSITION-
COMMAND Protocol Data Unit (PDU) that a target wireless device is to perform a
Multilateration Timing Advance (MTA) procedure. The SGSN upon receipt of the BSSGP
POSITION-COMMAND PDU with the indication, e.g., in the form of a flag or a timer, can.
start a timer during which the SGSN will suspend downlink data delivery and paging to the

target wircless device while the target wireless device is performing the MTA procedure.

BACKGROUND
The following abbreviations and term are herewith defined, at Jeast some of which arce

referred to within the following description of the present disclosure.

3GPP 3rd-Generation Partnership Project

AMENDED SHEET

IR A 11_,"'\18

1B2018050650°

e i

30/11/2018




Printed: 07/12/2018 DESCPAMD PCT/IB 2018/050 65,
WO 2618/142326 REPLACEMENT SHEET PCT/IB2018/030650

N

10

15

procedure and will therefore not be reachable on the control channel of the specific cell that

the SGSN 112 associates with the MS 104 for which the ready timer 420 is running).

Problem 2: While the ready timer 420 is not running for a given MS 104, the SGSN 112 is
not aware if the MS 104 is still performing a previously triggered Multilateration Tinnng
Advance procedwre. This is a problem because if the MS 104 is currently performing the
previously triggered MTA procedure and the ready timer 420 is not running, then this means
that the MS 104 is not reachable in its current paging arca and that the paging procedure
should therefore not be triggered by the SGSN 112, That is, if the SGSN 112 does trigger
the paging procedure while the MS 104 is currently performing the previously triggered MTA
procedure then the associated paging message will not be received by the MS 104 because
the MS 104 is not listening for pages while performing the MTA procedure (i.e., the MS 104
will be going from cell to cell while performing the MTA procedure and will therefore not
be reachable on the control channels of the cells comprising the paging area that the SGSN
112 associates with the MS 104 for which the ready timer 420 is not running).

Tn view of the foregoing, it can be appreciated that there is a need to address the
aforementioned problems associated with the transparent tunneling between the BSS 108 and
the SGSN 112 when the target MS 104 is being requested to perform a Multilateration Timing
Advance (MTA) procedure. These veeds and other needs are addressed by the present
disclosure.

LM Ericsson: “Muliilateration Procedure -~ TA Only”, 3GPP Draft: R6-160273 ~
Multilateration Procedure — TA Only (was R6-160261), 3rd Generation Partnership Project
(3GPP), MOBILE COMPETENCE CENTRE; 650, ROUTE DES LUCIOLES; F-06921
SOPHIA-ANTIPOLIS CEDEX; F-06921 Sophia-Antipolis CE no. Reno, Nevada, USA;
20161114-20161118 18 November 2016 {2016-11-18), XPOS1198955 discloses where a BSS
transmits a BSSGP POSITION-COMMAND PDU to a SGSN. The BSSGP POSITION-
COMMAND PDU comprises a RRLP MTA Request Message which includes a MTAQ

Multilateration Request.

SUMMARY
A SGSN, a BSS, and various methods for addressing the aforementioned problems are
described in the independent claims. Advantageous embodiments of the SGSN, the BSS, and

the various methods are further described in the dependent claims.
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In one aspect, the present disclosure provides a SGSN configured to interact with a

BSS. The SGSN comprises a processor and a memory that stores processor-executable
imstructions, wherein the processor interfaces with the memory to exccute the processor-
executable instructions, whereby the SGSN is operable to perform a receive operation. In the

5 receive operation, the SGSN receives from the BSS, a BSSGP POSITION-COMMAND PDU
comprising (i) a RRLP APDU with an embedded RRLP MTA Request message for a target
wireless device, and (i) an indicator that the target wireless device is to perform a MTA

procedure. An advantage of the SGSN implementing the receive operation is that when the
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634, stores machine-readable program code executable by the processor 6322 to cause the BSS
602: to perform the step of the above-described method 1300.

In view of the foregoing, it will be appreciated by those skilled in the art that an
objective of the present disclosure is o enable the BSS 602: to provide the SGSN 607 with an
indication 720, 730 (e.g., in the form of a flag 707 or a timer 709), within the BSSGP

POSITION-COMMAND PDU 704 that a target wireless device 6043 (for example) has been

wriggered to perform a MTA procedure. An advantage of the present disclosure is that the

SGSN 607 will be aware of when the target wireless device 6044 is perfornming the MTA
procedure and can as such suspend downlink data delivery and paging to the target wireless
device 6(Ma while the target wircless device 604 is performing the MTA procedure. Another
advantage of the present disclosure is to provide the SGSN 607 with the information (i.¢., that
the wireless device 6043 is being asked to perform a MTA procedure) so that the SGSN 607
can send a BSSGP DL UNITDATA PDU 737 to the BSS 6022 that indicates advanced
positioning procedures arc to be used when receiving a PACCH ack(s) 741 from the target
wireless device 6045, For more details about this advantage, reference is made to the co-filed
U.S. Patent Application No. 15/886,727 entitled “Notification of Delivery of a RRLP
Multilateration Timing Advance Request Message to a Base Station Subsystem (BSS)” which
claims the benefit of priority to U.S. Provisional Application Serial Nos. 62/453,843 and
62/456,991, respectively filed on February 2, 2017 and February 9, 2017. The entire contents
of each of these documents are hereby incorporated herein by reference for all purposes.

It should be appreciated that in the above described embodiments that these
embodiments are exemplary and not mutually exclusive. For example, components from one
embodiment may be tacitly assumed to be present in another embodiment and it will be obvious
to a person skilled in the art how those components may be used in the other exemplary
embodiments.

The exemplary embodiments described herein have been exemplified with Global
System for Mobile telephony (GSM) / Enhanced Data rates for GSM Evolution (EDGE) as
ihe commumications network 600. The core network node 607 has been exemplified herein as
being a Serving GPRS Support Node (SGSN) 607, but generally the core network node 607
may be any type of core network node that is serving the wireless device as well. For example,
for NB-IoT the applicable core network node 607 may also be a Mobility Management Entity

(MME). The radio access network node 602z (controller node 6(12z) has been exemplified

20
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CLAIMS:

1. A Serving GPRS Support Node (SGSN) (607) configured to interact with a Base

Station Subsystem (BSS) (6022), the SGSN comprising:
5 a processor (646); and,

a memory (648) that stores processor-executable instructions, wherein the processor
interfaces with the memory to execute the processor-executable instructions, whereby the
SGSN is operable to:

receive (1102), from the BSS, a BSS General Packet Radio Service (GPRS) Protocol

10  (BSSGP) POSITION-COMMAND Protocol Data Unit (PDU) (704) comprising (i) a Radio

Resource Location Services (RRLP) Application Protocol Data Unit (APDU) (702) with an

embedded Radio Resource Location Services (RRLP) Multilateration Timing Advance (MTA)

Request message (706) for a target wireless device (6043), and (ii) an indicator (720, 735) that

the target wireless device is to perform a Multilateration Timing Advance procedure, wherein

15 the indicator is a Multilateration Timer Information Element (720) that includes an indication
(707) that the SGSN is to start a timer (708).

2. The SGSN of claim 1, wherein the SGSN is further operable to:
use (1104) the indicator to suspend downlink data delivery and paging to the target
20  wireless device when the target wireless device is expected to be unavailable due to performing

the Multilateration Timing Advance procedure.

3. A method (1100) implemented by a Serving GPRS Support Node (SGSN) (607)

configured to interact with a Base Station Subsystem (BSS) (6022), the method comprising:

25 receiving (1102), from the BSS, a BSS General Packet Radio Service (GPRS) Protocol

(BSSGP) POSITION-COMMAND Protocol Data Unit (PDU) (704) comprising (i) a Radio

Resource Location Services (RRLP) Application Protocol Data Unit (APDU) (702) with an

embedded Radio Resource Location Services (RRLP) Multilateration Timing Advance (MTA)

Request message (706) for a target wireless device (6043), and (ii) an indicator (720, 735) that

30 the target wireless device is to perform a Multilateration Timing Advance procedure, wherein

the indicator is a Multilateration Timer Information Element (720) that includes an indication
(707) that the SGSN is to start a timer (708).

4. The method of claim 3, further comprising:

23
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using (1104) the indicator to suspend downlink data delivery and paging to the target
wireless device when the target wireless device is expected to be unavailable due to performing

the Multilateration Timing Advance procedure.

5. A Base Station Subsystem (BSS) (6022) configured to interact with a Serving
GPRS Support Node (SGSN) (607), the BSS comprising:

a processor (6322); and,

a memory (6342) that stores processor-executable instructions, wherein the processor
interfaces with the memory to execute the processor-executable instructions, whereby the BSS
is operable to:

transmit (1302), to the SGSN, a BSS General Packet Radio Service (GPRS) Protocol
(BSSGP) POSITION-COMMAND Protocol Data Unit (PDU) (704) comprising (1) a Radio
Resource Location Services (RRLP) Application Protocol Data Unit (APDU) (702) with an
embedded Radio Resource Location Services (RRLP) Multilateration Timing Advance (MTA)
Request message (706) for a target wireless device (6043), and (ii) an indicator (720, 735) that
the target wireless device is to perform a Multilateration Timing Advance procedure, wherein
the indicator is a Multilateration Timer Information Element (720) that includes an indication
(707) that the SGSN is to start a timer (708).

6. A method (1300) implemented in a Base Station Subsystem (BSS) (6022)
configured to interact with a Serving GPRS Support Node (SGSN) (607), the method
comprising:

transmitting (1302), to the SGSN, a BSS General Packet Radio Service (GPRS)
Protocol (BSSGP) POSITION—-COMMAND Protocol Data Unit (PDU) (704) comprising (i)
a Radio Resource Location Services (RRLP) Application Protocol Data Unit (APDU) (702)
with an embedded Radio Resource Location Services (RRLP) Multilateration Timing Advance
(MTA) Request message (706) for a target wireless device (6043), and (ii) an indicator (720,
735) that the target wireless device is to perform a Multilateration Timing Advance procedure,
wherein the indicator is a Multilateration Timer Information Element (720) that includes an
indication (707) that the SGSN is to start a timer (708).

24
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Recuadro No.|  Base del reporte

1. Con relacién al idioma, este reporte se basa en
[X] la solicitud internacional en el idioma en el cual fue presentada
[ ] una traduccién de la solicitud internacional en , el cual es el idioma de
una traduccion presentada para los propositos de:

1 busqueda internacional (bajo Reglas 12.3(a) y 23.1(b))

|

publicacién de la solicitud internacional (bajo Regla 12.4(a))
71 examen preliminar internacional (bajo Reglas 55.2(a) y/o 55.3(a) y (b))
2. Con relacién a los elementos™ de la solicitud internacional, este reporte se
basa en (las hojas de reemplazo que han sido presentadas a la Oficina
receptora en respuesta a una invitacion bajo el Articulo 14 son referidas en

este reporte como “originalmente presentadas” y no se anexan a este reporte):

Descripcion, Paginas

2-7,9-19, 21, 22 como se presentaron originalmente

1,8, 8a, 20 presentado con carta de 30-11-2018
Reivindicaciones, Numeros

1-6 presentado con carta de 30-11-2018
Figuras, Hojas

1/11-11/11 como fueron presentadas originalmente

[ ]1un listado de secuencias — Ver Recuadro Complementario Relacionado
con Listado de Secuencias.
3. [ Las modificaciones han resultado en la cancelacién de:
1 la descripcién, paginas
1 las reivindicaciones, Nos.

1 las figuras, hojas/figs.




REPORTE INTERNACIONAL PRELIMINAR Solicitud Internacional No.
SOBRE PATENTABILIDAD PCT/IB2018/050650

1 el listado de secuencias (especificar):

4. [ ] Este reporte ha sido establecido como si (algunas de) las modificaciones
anexadas a este reporte y enunciadas mas adelante no se hubieran hecho,
ya que se consideran que van mas alla de la divulgacién presentada, o no
estaban acompanadas por una carta que indica la base para las
modificaciones en la solicitud como se presentd, como se indica en el

Recuadro Complementario  (Reglas 70.2(c) y (c-bis)):

1 la descripcidn, paginas

1 las reivindicaciones, Nos.

1 las figuras, hojas /figs.

1 el listado de secuencias (especificar):

5. [1 Este reporte ha sido establecido:

1 tomando en cuenta la rectificacion de un error obvio autorizado por
o notificado a esta Autoridad bajo la Regla 91 (Reglas 66.1 (d-bis) y
70.2(e)).

1 Sin tomar en cuenta la rectificacion de un error obvio autorizado por
o notificado a esta Autoridad bajo la Regla 91 (Reglas 66.4bis y
70.2(e)).

6. [X] Con relacion a busquedas complementarias (Reglas 66.1ter y 70.2(f)):

[X] Una busqueda complementaria fue llevada a cabo por esta Autoridad el
06.12.2018 (todos los documentos descubiertos se enuncian en el
Recuadro Complementario Relacionado con Busqueda
Complementaria).

1 Se han descubierto documentos adicionales relevantes durante la
bldsqueda complementaria

1 No se llevd a cabo ninguna busqueda complementaria por esta

Autoridad porque ésta no serviria ningun propdsito util.
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7. [1 Se han recibido y tomado en cuenta reportes de busqueda internacional

complementarios de Autoridades al establecer este reporte (Regla 45bis.8(b)

y ().

* Si el item 4 aplica, algunas o todas de esas hojas se pueden marcar

‘reemplazadas”

Recuadro No.V  Declaracion razonada bajo el Articulo 35(2) con relacion

a la novedad, nivel inventivo o aplicacion industrial; citaciones vy

explicaciones que soportan dicha declaracion

1. Declaracion

Novedad (N) Si:
No:
Nivel inventivo (NI) Si:
No:

Aplicacion industrial (Al) Si:

No:

Reivindicaciones

Reivindicaciones

Reivindicaciones

Reivindicaciones

Reivindicaciones

Reivindicaciones

2. Citaciones y explicaciones (Regla 70.7):

ver hoja separada
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(HOJA SEPARADA)

Re item V

Declaracion razonada con relacion a la novedad, nivel inventivo o aplicacion

industrial; citaciones y explicaciones que soportan dicha declaracién

Se hace referencia a los siguientes documentos:

D1

D2

D3

LM ERICSSON: “Procedimiento de Multilateracion — Solo TA”, 3GPP
DRAFT; R6-160273 — PROCEDIMIENTO DE MULTILATERACION -
SOLO TA (ERA R6-160261), PROYECTO DE ASOCIACION DE 3t
GENERACION (3GPP), CENTRO DE COMPETENCIA MOVIL; 650,
ROUTE DES LUCIOLES; F-06921 SOPHIA-ANTIPOLIS CE, No. Reno,
Nevada, EE.UU.; 20161114 — 20161118 18 de noviembre de 2016 (2016-
11-18), XP051198955, Recuperado del Internet:

URL:http://www.3gpp.org/ftp/tsg ran/WG6 legacyRAN/TSGR6 02/Docs/

[recuperado en 2016-11-18]

US 2012/063464 A1 (MEHTA PRATIK [IN]) 15 de marzo de 2012 (2012-
03-15)

ERICSSON: “Mejoras de posicionamiento para GERAN - introduccion a
trilateracibn Avanzada en Tiempo”, 3GPP DRAFT; RP-161034 -
MEJORAS DE POSICIONAMIENTO PARA GERAN — INTRODUCCION A
TRILATERACION TA, PROYECTO DE ASOCIACION DE 32
GENERACION (3GPP), CENTRO DE COMPETENCIA MOVIL; 650,
ROUTE DES LUCIOLES; F-06921 SOPHI, vol. TSG RAN, No. Busan,
Corea; 20160613 — 20160616 12 de junio de 2016 (2016-06-12),
XP051103882, Recuperado de Internet:

URL:http://www.3agpp.org/ftp/Meetings 3GPP SYNC/RAN/Docs/

[recuperado en 2016-06-12] citado en la solicitud



http://www.3gpp.org/ftp/tsg_ran/WG6_legacyRAN/TSGR6_02/Docs/
http://www.3gpp.org/ftp/tsg_ran/WG6_legacyRAN/TSGR6_02/Docs/
http://www.3gpp.org/ftp/Meetings_3GPP_SYNC/RAN/Docs/
http://www.3gpp.org/ftp/Meetings_3GPP_SYNC/RAN/Docs/
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D4

D5

1.1

ERICSSON: “Posicionamiento de multiples ramas a base de tiempo
avanzado para NB-loT”, 3GPP DRAFT; R1-167426 -
POSICIONAMIENTO DE MULTIPLES RAMAS A BASE DE TIEMPO
AVANZADO PARA NB-IOT, PROYECTO DE ASOCIACION DE 3t
GENERACION (3GPP), CENTRO DE COMPETENCIA MOVIL; 650,
ROUTE DES LUCIOLES; F-06921 SOPHIA-ANTIPOL, vol. RAN WG1, no.
Gothenburg, Suecia; 20160822 — 20160826 21 de agosto de 2016 (2016-
08-21), XP051125896, Recuperado de internet:

URL:http://www.3gpp.org/ftp/Meetings 3GPP SYNC/RAN1/Docs/

[recuperado en 2016-08-21] citado en la solicitud

ERICSSON LM: “Introduccion de Multilateracion”, 3GPP DRAFT; R6-
160274 CR 43.059 INTRODUCCION DE MULTILATERACION USANDO
AVANCE EN TIEMPO, PROYECTO DE ASOCIACION DE 3t
GENERACION (3GPP), CENTRO DE COMPETENCIA MOVIL; 650,
ROUTE DES LUCIOLES; F-06921 SOPHIA-ANTIPOL, vol. TSG RAN, no.
Reno, Nevada EE.UU.; 20161114 — 20161118 18 de noviembre de 2016
(2016-11-18), XP051198956, Recuperado de internet:

URL:http://www.3gpp.org/ftp/tsg ran/WG6 legacyRAN/TSGR6-02/Docs/

[recuperado en 2016-11-18] citado en la solicitud

D1 es considerado como el més cercano en el arte previo a la materia
objeto de la reivindicacién 1, y divulga:

Un Nodo de Soporte de Servicio GPRS, SGSN, (ver parrafo 6: SGSN)
configurado para interactuar con un Subsistema de Estacién Base, BSS
(ver parrafo 5: BSS), el SGSN comprende:

un procesador;y

una memoria que almacena instrucciones ejecutables por procesador, en

donde el procesador interactia con la memoria para ejecutar las



http://www.3gpp.org/ftp/Meetings_3GPP_SYNC/RAN1/Docs/
http://www.3gpp.org/ftp/Meetings_3GPP_SYNC/RAN1/Docs/
http://www.3gpp.org/ftp/tsg_ran/WG6_legacyRAN/TSGR6-02/Docs/
http://www.3gpp.org/ftp/tsg_ran/WG6_legacyRAN/TSGR6-02/Docs/
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1.2

1.3

instrucciones ejecutables por procesador, por lo cual el SGSN es operable
para:

recibir (ver parrafo 6: La entidad BSSGP en el SGSN extrae el mensaje
RRLP embebido (es decir, el componente de “Solicitud de Multilateracion”)
del IE “RRLP APDU” recibido en el “PDU DE POSICION-COMANDO
BSSGP” y lo envia a la entidad de protocolo TOM), del BSS, una Unidad
de Datos de Protocolo PDU de Servicio de Radio de Paquete General BSS,
GPRS, Protocolo, BSSGP, POSICION-COMANDO (ver parrafo 10.5.4:
PDU DE POSICION-COMANDO) que comprende (i) una Unidad de Datos
de Protocolo de Aplicacion, APDU, de Servicios de Ubicacion de Recurso
de Radio, RRLP (ver parrafo 11.3.49: APDU RRLP) con un mensaje de
Solicitud de Servicios de Ubicacion de Recurso de Radio embebidos,
RRLP, Avance de Tiempo de Multilateracién, MTA (ver parrafo 6: mensaje
RRLP embebido) para un dispositivo inaldmbrico objetivo (ver parrafo 6:
MS), y (i) un indicador que el dispositivo inalambrico objetivo va a realizar
un procedimiento de Avance de Tiempo de Multilateracion (ver parrafo 4.8:
Solicitud de Multilateracion MTAO).

La materia objeto de la reivindicacion 1, por lo tanto, difiere de este SGSN
conocido en que el indicador es un Elemento de Informacién de
Temporizador de Multilateracion que incluye una indicaciéon que el SGSN
va a empezar un temporizador, y, por lo tanto, es novedosa (Articulo 33(2)
del PCT).

El problema a resolver por la presente invencion puede ser considerado
en como evitar la entrega no exitosa de datos de enlace descendente o
mensajes de paginacion cuando el MS no es alcanzado mientras se

realizan procedimientos MTA
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1.4

La solucion a este problema propuesta en la reivindicacion 1 de la presente
solicitud se considera que involucra un nivel inventivo (Articulo 33(3) del
PCT) por las siguientes razones:

Ninguno de los documentos disponibles en el arte previo ensefia o sugiere
el uso de esas caracteristicas adicionales para proponer evitar la entrega
no exitosa de datos de enlace descendente o mensajes de paginacion
cuando el MS no es alcanzado mientras se realizan procedimientos MTA.
D3-D5, citados por el solicitante, no mencionan este problema, y mucho
menos una solucién. La combinacién de D1y D2 (ver D2, parrafos [0031]
y [0037]) obtendria dispositivos y métodos donde el indicador es obtenido
al realizar inspeccion profunda de paquetes (es decir, con el fin de inferir
que una solicitud RRLP MTA esta siendo enviada al MS, y por lo tanto, el
MS no estaria disponible) en lugar de incluir un IE MTA adicional para este

propésito.

D1 también divulga el método llevado a cabo por el SGSN, asi como un
correspondiente BSS (ver parrafo 5: BSS) y configurado para enviar el
mensaje recibido por el SGSN

El mismo razonamiento aplica de forma correspondiente a la materia
objeto de las reivindicaciones independientes 3 y 5, las cuales, por lo tanto,
son novedosas (Articulo 33(2) del PCT) e involucran un nivel inventivo
(Articulo 33(3) del PCT).

Las reivindicaciones 2, 4, 6 son dependientes de una o0 mas
reivindicaciones independientes cuya materia objeto es considerada que
es novedosa e inventiva, como se indico anteriormente, y como tal, dichas
reivindicaciones dependientes también cumplen con los requerimientos del

PCT con respecto a la novedad y el nivel inventivo







P-31404
Reivindicaciones Consideradas Patentables en Fase Internacional
30 de septiembre de 2019

REIVINDICACIONES COMO FUERON MODIFICADAS BAJO CAPITULO

II - PCT

1. Un Nodo de Soporte del GPRS de Servicio (SGSN) (607)
configurado para interactuar con un Subsistema de la Estacién de Base (BSS)
(6022), en donde SGSN comprende:

un procesador (646), y

una memoria (648) que almacena instrucciones ejecutables por
procesador, en donde el procesador hace interfase con la memoria para
ejecutar las instrucciones ejecutables por procesador, por lo que SGSN es
operativo para:

recibir (1102) del BSS, una Unidad de Datos de Protocolo (PDU)
(704) de COMANDO DE POSICION del Protocolo del Servicio General de
Radiocomunicaciones por Paquetes (GPRS) del BSS (BSSGP) que comprende
(i) una Unidad de Datos de Protocolo de la Aplicacién (APDU) (702) de
Servicios de Localizacién de Recursos Radioeléctricos (RRLP) con un mensaje
de Solicitud de Avance de Temporizacion de Multilateracion (MTA) de
Servicios de Localizacion de Recursos Radioeléctricos (RRLP) incorporado
para un dispositivo inalambrico blanco (6043), y (ii) un indicador (720, 735)
de que el dispositivo inalambrico blanco esta por realizar un procedimiento
de Avance de Temporizacién de Multilateracion, en donde el indicador es un
Elemento de Informacion del Temporizador de Multilateracién (720) que
incluye una indicacion (707) de que SGSN esta por iniciar un temporizador

(708).
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2. El SGSN de acuerdo con la reivindicacion 1, en donde SGSN es
ademas operativo para:

usar (1104) el indicador para suspender la entrega de datos de enlace
descendente y la radioblUsqueda para el dispositivo inaldmbrico blanco
cuando se espera que el dispositivo inaldmbrico blanco no esté disponible
debido a la realizacién del procedimiento de Avance de Temporizacidn de

Multilateracion.

3. Un método (1100) implementado por un Nodo de Soporte
del GPRS de Servicio (SGSN) (607) configurado para interactuar con un
Subsistema de la Estacién de Base (BSS) (6022), en donde el método
comprende:

recibir (1102) del BSS, una Unidad de Datos de Protocolo (PDU) (704)
de COMANDO DE POSICION del Protocolo del Servicio General de
Radiocomunicaciones por Paquetes (GPRS) del BSS (BSSGP) que comprende
(i) una Unidad de Datos de Protocolo de la Aplicacion (APDU) (702) de
Servicios de Localizacion de Recursos Radioeléctricos (RRLP) con un mensaje
de Solicitud de Avance de Temporizacion de Multilateracion (MTA) de
Servicios de Localizacidn de Recursos Radioeléctricos (RRLP) incorporado
para un dispositivo inaldmbrico blanco (604s), y (ii) un indicador (720, 735)
de que el dispositivo inaldmbrico blanco esta por realizar un procedimiento
de Avance de Temporizacion de Multilateracidn, en donde el indicador es un

Elemento de Informacion del Temporizador de Multilateracion (720) que
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incluye una indicacion (707) de que SGSN esta por iniciar un temporizador

(708).

4. El método de acuerdo con la reivindicacion 3, que ademas
comprende:

usar (1104) el indicador para suspender la entrega de datos de enlace
descendente y la radiobUsqueda para el dispositivo inalambrico blanco
cuando se espera que el dispositivo inaldmbrico blanco no esté disponible
debido a la realizacion del procedimiento de Avance de Temporizacion de

Multilateracion.

5. Un Subsistema de la Estacidén de Base (BSS) (6022)
configurado para interactuar con un Nodo de Soporte del GPRS de Servicio
(SGSN) (607), en donde BSS comprende:

un procesador (632;), y

una memoria (634,) que almacena instrucciones ejecutables por
procesador, en donde el procesador hace interfase con la memoria para
ejecutar las instrucciones ejecutables por procesador, por lo que BSS es
operativo para:

transmitir (1302) al SGSN una Unidad de Datos de Protocolo (PDU)
(704) de COMANDO DE POSICION del Protocolo del Servicio General de
Radiocomunicaciones por Paquetes (GPRS) del BSS (BSSGP) que comprende
(i) una Unidad de Datos de Protocolo de la Aplicacién (APDU) (702) de

Servicios de Localizacién de Recursos Radioeléctricos (RRLP) con un mensaje
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de Solicitud de Avance de Temporizacion de Multilateracion (MTA) de
Servicios de Localizacion de Recursos Radioeléctricos (RRLP) incorporado
para un dispositivo inaldmbrico blanco (6045), y (ii) un indicador (720, 735)
de que el dispositivo inaldmbrico blanco estad por realizar un procedimiento
de Avance de Temporizacion de Multilateracion, en donde el indicador es un
Elemento de Informacion del Temporizador de Multilateraciéon (720) que
incluye una indicacion (707) de que SGSN esta por iniciar un temporizador

(708).

6. Un método (1300) implementado en un Subsistema de
Estacion de Base (BSS) (6022) configurado para interactuar con un Nodo de
Soporte del GPRS de Servicio (SGSN) (607), en donde el método comprende:

transmitir (1302) al SGSN una Unidad de Datos de Protocolo (PDU)
(704) de COMANDO DE POSICION del Protocolo del Servicio General de
Radiocomunicaciones por Paquetes (GPRS) del BSS (BSSGP) que comprende
(i) una Unidad de Datos de Protocolo de la Aplicacién (APDU) (702) de
Servicios de Localizacién de Recursos Radioeléctricos (RRLP) con un mensaje
de Solicitud de Avance de Temporizacién de Multilateracion (MTA) de
Servicios de Localizacion de Recursos Radioeléctricos (RRLP) incorporado
para un dispositivo inaldmbrico blanco (6043), y (ii) un indicador (720, 735)
de que el dispositivo inaldambrico blanco esta por realizar un procedimiento
de Avance de Temporizacién de Multilateracion, en donde el indicador es un

Elemento de Informacion del Temporizador de Multilateracién (720) que
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incluye una indicacion (707) de que SGSN estd por iniciar un temporizador

(708).
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Abstract of the contribution: This contribution documents a proposed set of stage 3 pseudo CRs
Applicable to ePOS_GERAN (blue shaded text in sections 2 through 11 below indicates
proposed stage 3 modifications).

1. Working Assumptions
This variation of the Multilateration procedure described herein is referred to as “Multilateration Timing
Advance” procedure. It is based on the following working assumptions:

e  Working Assumption 1: The MS is triggered to perform the Multilateration Timing Advance
procedure through reception of a new Multilateration Timing Advance Request RRLP message
sent by the SMLC where the MS is assumed to be in the best serving cell upon reception of the
RRLP message. (Agreed)

e Working Assumption 2: The Multilateration Timing Advance Request RRLP message may include
network assistance information that consists of multiple sets of cells which the MS may take
into account when performing Multilateration Timing Advance. Other assistance information
may also be included in the Multilateration Timing Advance Request RRLP message and may be
generated by the SMLC using implementation specific methods or acquired from the serving
BSS. (Agreed)

e Working assumption 3: The MS autonomously selects the set of cells to use for performing the
Multilateration Timing Advance procedure which may include a subset of the cells identified by
the assistance information. (Agreed)

e  Working Assumption 4: New Sl and EC-Sl information shall indicate whether or not a cell
supports the Multilateration Timing Advance procedure using either the RLC Data Block
Transmission method or the Extended Access Burst method. This indication may also be
included for each of the cells identified by the assistance information sent to the MS in the
Multilateration RRLP message. (Open)

e  Working Assumption 5: If the information a MS needs to perform the Multilateration Timing
Advance procedure using any given cell is not provided by the assistance information then it
must be acquired by reading SI/EC-SI information sent in that cell prior to performing the
procedure therein. (Agreed)

e  Working Assumption 6: When performing the Multilateration Timing Advance procedure using
the RLC Data Block Transmission method a MS sends a single MCS-1 coded RLC data block that



conveys the MS identity (TLLI), “Source ldentity” information (i.e. the “Cell Identity” and
“Location Area Code” (LAC) received in EC-SI2/SI13 of the cell in which it was triggered to
perform Multilateration) and “MS Transmission Accuracy” (applicable to when it transmitted the
RLC data block). (Open)

Working Assumption 7: When performing the Multilateration Timing Advance procedure using
the Extended Access Burst method a MS sends an extended access burst wherein the payload
space conveys the MS identity (Short ID) and “MS Transmission Accuracy” (applicable to when it
tranmsmitted the extended access burst). (Open)

Working Assumption 8: The assistance information included within the Multilateration Timing
Advance Request RRLP message shall indicate if the MS is to use the RLC Data Block method or
the Extended Access Burst method when performing Multilateration Timing Advance for cells
identified by the assistance information (if they are used in the procedure). In addition, the
assistance information shall indicate if the MS is to use the RLC Data Block method or the
Extended Access Burst method when performing Multilateration Timing Advance for cells not
identified by the assistance information. (Open)

Working Assumption 9: If BSS determines it has not triggered the Multilateration procedure (i.e.
it is a non-serving BSS) it sends the estimated “Timing Advance Value”, the “Cell Identity” of the
cell for which the Timing Advance value was estimated, the “BTS Reception Accuracy Level”
applicable to the BTS that derived the Timing Advance value, the extracted “TLLI/Short ID”, the
extracted “Source ldentity” and the extracted “MS Transmission Accuracy” to the MSC using the
BSSAP-LE Connectionless Information message. (Agreed)

Working Assumption 10: The MSC relays the information received from the non-serving BSS to
the serving BSS corresponding to the “Source Identity” included in the received BSSAP-LE
Connectionless Information message. (Agreed)

Working Assumption 11: If the BSS determines it triggered the Multilateration Timing Advance
procedure (i.e. it is the serving BSS) it sends its default SMLC a BSSMAP-LE Connection Oriented
Information message that includes the estimated “Timing Advance Value”, the “Cell Identity” of
the cell for which the Timing Advance value was estimated, the extracted “MS Transmission
Accuracy” and the “BTS Reception Accuracy Level” applicable to the BTS that derived the Timing
Advance value. (Agreed)

Working Assumption 12: When performing the Multilateration Timing Advance procedure a BSS
estimates a “Timing Advance” value of up to 63 symbols and includes the estimated “Timing
Advance” value, the applicable “BTS Reception Accuracy Level” and the extracted “MS
Transmission Accuracy” within the information it sends to the serving SMLC. (Agreed)

Working Assumption 13: A MS performing packet access as part of the Multilateration Timing
Advance procedure shall not be subject to Implict Reject (when PEO is enabled) or Implicit
Reject Status (when EC-GSM is enabled). (Agreed)

Working Assumption 14: A MS may only use the Multilateration Timing Advance procedure if it
has enabled PEO or EC-GSM operation (i.e. due to tighter frequency re-use anticipated going
forward the use of a 9 bit BSIC is seen to be needed in all Rel-13 and later devices. As such, some



advanced capability will be needed by all Rel-13 and later devices which effectively requires
them to support at least partial PEO or EC-GSM capability). (Agreed)

e Working Assumption 15: The signaling events of Figure 1 below identify events associated with
the “Multilateration Timing Advance” procedure once the location of a target MS has been
determined by the SGSN and the corresponding serving BSS has received a “BSSGP PERFORM-
LOCATION-REQUEST PDU” from the SGSN. These signalling events shall be used to develop
corresponding stage 2 and stage 3 CRs for “Multilateration Timing Advance” within the scope of
the Rel-14 ePOS_GERAN work item. (Agreed)

Client GMLC MSC SGSN BSS SMLC UE

4. BSSMAP-LE Perform Lodation Request

5. BSSMAP-LE Connection Oriented Information

<€
6. BSSGP POSITION;COMMAND PDU

pd
'~

7. LLC PDU Containing TOM PDU

P 9b.1. BSSAP-LE Connectionless Information
~

9b.2. BSSAP-LE Connectionless Information

9b.3. BSSMAP-LE Connectioloriented Information

110. BSSMAP-LE Perform Location Response
~

11. BSSGP PERFORM-LOCATION-RESPONSE

 12.MAP Brovide Subscriber Location Ack
~

13. LCS Service| Response
pd

~

Figure 1 — Multilateration Timing Advance Signalling Events



2. SGSN Receives a Subscriber Location Request from GMLC

Upon receiving a “MAP Provide Subscriber Location” message from a GMLC the SGSN shall page the
target MS to identify the serving cell unless the Ready timer is running (i.e. unless the serving cell is
already known). The SGSN then sends the BSS managing the serving cell a “BSSGP PERFORM-LOCATION-
REQUEST PDU” which includes the “LCS Capability” IE (i.e. this is a legacy IE modified to indicate the MS
supports Multilateration as a positioning capability).

71 Paging procedure (48.018)

When an SGSN initiates the paging procedure for GPRS services as defined in 3GPP TS 24.008, it shall
send one or more PAGING-PS PDUs to the BSS.

When instructed by an MSC/VLR to initiate a paging procedure for non-GPRS services as defined in
3GPP TS 24.008, an SGSN shall send one or more PAGING-CS PDU s to the BSS.

These paging PDUs shall contain the information elements necessary for the BSS to initiate paging for an
MS within a group of cells.

The SGSN provides an indication of the cells within which the BSS shall page the MS. The levels of
resolution within one BSS are: all cells within the BSS, all cells on the BSS within one location area, all
cells on the BSS within one routing area, and one BVCI (i.e. cell). A routing area, a location area, or a BSS
area is associated with one or more NSEISs. If the cells in which to page the MS are served by several
NSEIs then one paging PDU must be sent to each of these NSEIs.

A paging PDU shall be used to generate the corresponding radio interface paging request message(s) to be
transmitted at the appropriate time.

It should be noted that each paging PDU relates to only one MS and therefore a BSS may pack pages for
different MSs into the relevant 3GPP TS 24.008 or 3GPP TS 44.060 radio interface paging request
messages.

In the case of paging for non-GPRS services, the SGSN shall provide the MS's IMSI and DRX Parameters.
The SGSN shall also include the Global CN-Id information element in the paging PDU when this
information element is received from the MSC/VLR. The Global CN-Id information element is received
from the MSC/VLR if paging using only the IMSI parameter as identifier of the MS is performed via the
SGSN when the MSC/VLR applies intra domain connection of RAN nodes to multiple CN nodes as
described in 3GPP TS 23.236. The BSS shall then buffer this information element until receiving the
paging response from the MS in order to route the paging response to the correct MSC/VLR.

In the case of paging for GPRS services, the SGSN shall provide the MS's IMSI. If DRX Parameters are
available, the SGSN shall also provide the DRX Parameters. If eDRX Parameters are available, the SGSN
shall also provide the eDRX Parameters (see sub-clause 7.1a).

NOTE: The IMSI and the DRX Parameters enable the BSS to derive the paging population number.
Paging without DRX parameters may require a considerable extension of the paging
duration.

An SGSN may provide the BSSGP with MS specific information, enabling a BSS to execute the paging
procedure in an MS specific manner. This includes:



- QoS Profile. The Precedence parameter is set by the upper layers (in the SGSN). The SGSN shall set
the bit rate parameter to "best effort". The SGSN shall set the transmission mode to
unacknowledged. The BSS shall ignore the received bit rate, the BSSGP SDU type, LLC type, and
transmission mode parameters;

- PFI or an aggregate BSS QoS profile information which indicates if the page is for signalling, for
SMS, for TOMS, for best-effort, or for a specific packet flow. The aggregate BSS QoS profile in this
case is used for paging only and is not stored by the BSS. If both of the optional PFT and ABQP IEs
are present, the ABQP takes precedence.

- the most recently received downlink Coverage Class and the cell identity for the cell where the
Coverage Class was reported by the MS, if previously received from the BSS in the UL-
UNITDATA PDU.

- MS Radio Access Capability defining the radio capabilities of the MS. If there is valid MS Radio
Access Capability information known by the SGSN for the associated MS, the SGSN shall include it
in the PAGING-PS PDU. Otherwise, the MS Radio Access Capability shall not be present.

- Paging Attempt Information consisting of Paging Attempt Count and Intended Number of Paging
Attempts information. If Paging Attempt Information is provided then the Paging Attempt Count
field shall be increased by one at each new paging attempt performed for delivering a packet data
payload available for delivery. If the SGSN cannot determine the number of intended paging
attempts the SGSN shall use the code point 0000 corresponding to "Information not available’.

If an SGSN provides a P-TMSI in a PAGING-PS PDU, then the BSS shall use the P-TMSI to address the
MS. If the SGSN does not provide the P-TMSI in the PAGING-PS PDU, then the BSS shall use the IMSI
to address the MS.

If the BSS determines that the nominal paging group of the MS occurs too far into the future (e.g. the BSS
is unable to buffer the paging request until the next occurrence of the nominal paging group for the
indicated MS) it responds to the PAGING-PS PDU by sending a PAGING-PS-REJECT PDU to the SGSN
and includes information indicating the time until the next paging occasion therein.

If an SGSN provides a TLLI in a PAGING-CS PDU and a radio context identified by the TLLI exists
within the BSS, then the paging request message shall be directly sent to the MS. If the SGSN does not
provide the TLLI in the PAGING-CS PDU or if no radio context identified by the TLLI exists within the
BSS, then the BSS shall use the TMSI, if provided in the PAGING-CS PDU, else the IMSI, to address the
MS.

The PAGING-CS PDU consists of the parameters described above for a PAGING-PS PDU (except the P-
TMSI, PFI, ABQP and QoS profile parameters) and, optionally, some or all of the following parameters;
TMSI, TLLI, Global CN-Id, Channel Needed and eMLPP-Priority. The Channel Needed and eMLPP-
Priority information shall be handled transparently by the BSS.

The SGSN may send the BSS a DUMMY-PAGING-PS PDU at any time to determine the time until the
next paging occasion for the MS indicated therein. The BSS uses the information provided within the
DUMMY-PAGING-PS PDU to calculate the time until the next paging occasion for the indicated MS and
includes it within a DUMMY-PAGING-PS-RESPONSE PDU it sends back to the SGSN.

When the SGSN receives a “MAP Provide Subscriber Location” message (see 3GPP TS 29.002) from a
GMLC it sends a PAGING-PS PDU to each BSS in the set of BSSs managing cells in the paging area
corresponding to the target MS. Upon receiving the corresponding page response it sends the BSS
managing the serving cell a BSSGP PERFORM-LOCATION-REQUEST PDU which includes the LCS
Capability IE indicating that the MS supports Multilateration based positioning (see 3GPP TS 43.059).



10.5.1 PERFORM-LOCATION-REQUEST (48.018)

This PDU allows the SGSN to request the BSS to perform a location procedure for the target MS.

PDU type:

Direction:

Table 10.5.1: PERFORM-LOCATION-REQUEST PDU content (48.018)

PERFORM-LOCATION-REQUEST

SGSN to BSS

Information elements Type / Reference Presence | Format | Length |
PDU type PDU type/11.3.26 M V 1
TLLI TLLI/11.3.35 M TLV 6
IMSI IMSI/11.3.14 M TLV 5-10
DRX Parameters (note 1) DRX Parameters/11.3.11 (@) TLV 4
BVCI (PCU-PTP) BVCI/11.3.6 M TLV 4
NSEI (PCU-PTP) NSEI/11.3.48 M TLV 4-?
Location Type Location Type/11.3.53 M TLV 3-?
Cell Identifier Cell Identifier/11.3.9 M TLV 10
LCS Capability (note 2) LCS Capability/11.3.59 (®) TLV 3-?
LCS Priority LCS Priority/11.3.57 O TLV 3-?
LCS QoS LCS QoS/11.3.50 O TLV 3-?
LCS Client Type (note 3) LCS Client Type/11.3.51 C TLV 3-?
Requested GPS Assistance Data (note 4) [Requested GPS Assistance Data/11.3.52 (6] TLV 3-?
IMEI (note 5) IMEI/11.3.91 O TLV 10
GANSS Location Type GANSS Location Type / 11.3.100 C TLV 3
Requested GANSS Assistance Data (note |Requested GANSS Assistance 0] TLV 3-?
6) Data/11.3.99
eDRX Parameters (note 7) eDRX Parameters/11.3.122 (0] TLV 3
Coverage Class Coverage Class/11.3.124 (0] TLV 3
MS Radio Access Capability (note 8) MS Radio Access Capability/11.3.22 (0] TLV 7-?

NOTE 1:
NOTE 2:
NOTE 3:
NOTE 4:
NOTE 5:

identities.
NOTE 6
NOTE 7:

This IE is present if the SGSN has valid DRX Parameters for the TLLI.

This IE is present if the SGSN has received the information from the MS.
This IE is present if the location type indicates a request for a location estimate and is optional otherwise.
This IE is present if GPS assistance data is requested.
The IMEI could be sent in addition to the IMSI for the purpose of allowing correlation between the two

This IE is present if GANSS assistance data is requested.
If the SGSN has valid eDRX Parameters for a TLLI it shall include the eDRX Parameters IE in which case

the DRX Parameters IE shall not be included. For the case where PSM is enabled with eDRX and the
Active timer is running the SGSN shall always include the negotiated eDRX value in the eDRX Parameters

IE.
NOTE 8:

SGSN; the field shall not be present otherwise.

The field shall be present if there is valid MS Radio Access Capability information for the MS known by the

11.3.59 LCS Capability (48.018)

This information element provides the data/information on LCS Capability. The element coding is:

Table 11.3.59: LCS Capability IE



octet 1 IEI
octet 2, 2a Length Indicator
octet 3 Rest of element coded as the value part of the PS LCS Capability
IE defined in 3GPP TS 24.008, not including 3GPP TS 24.008 IEI
and length indicator

10.5.5.22 PS LCS Capability (24.008)

The purpose of the PS LCS Capability element is to indicate the positioning methods and additional
positioning capabilities supported by the MS for the provision of location services (LCS) via the PS domain
in Gb-mode.

The PS LCS Capability is a type 4 information element with a length of 3 octets.

The PS LCS Capability element is coded as shown in figure 10.5.135b/3GPP TS 24.008 and
table 10.5.153b/3GPP TS 24.008.

8 7 6 5 4 3 2 1
PS LCS Capability IEI octet 1
Length of PS LCS Capability contents octet 2
Spare | MTA APC OTD- OTD- GPS- GPS- GPS- octet 3
0] A B A B C
0

Figure 10.5.135b/3GPP TS 24.008: PS LCS Capability information element
Table 10.5.153b/3GPP TS 24.008 PS LCS Capability information element



PS LCS Capability value (octet 3, bit 1 to 5)

MTA (Multilateration Timing Advance)
Bit 7

0 MTA not supported

1 MTA supported

APC (Additional Positioning Capabilities)

Bit 6
0 Additional Positioning Capabilities which can be retrieved by RRLP are not supported
1 Additional Positioning Capabilities which can be retrieved by RRLP are supported
OTD-A (MS assisted E-OTD)
Bit 5
0 MS assisted E-OTD not supported
1 MS assisted E-OTD supported
OTD-B (MS based E-OTD)
Bit 4
0 MS based E-OTD not supported
1 MS based E-OTD supported
GPS-A (MS assisted GPS)
Bit 3
0 MS assisted GPS not supported
1 MS assisted GPS supported
GPS-B (MS based GPS)
Bit 2
0 MS based GPS not supported
1 MS based GPS supported
GPS-C (Conventional GPS)
Bit 1
0 Conventional GPS not supported
1 Conventional GPS supported

Octet 3, bits 8, 7, 6 are spare and shall be coded all 0.

3. Serving BSS Triggers Multilateration

The BSS sends its default SMLC a “BSSMAP-LE Perform Location Request” message that includes the

“LCS Capability” IE and the “BSS Multilateration Capability” IE.

9.1 BSSMAP-LE PERFORM LOCATION REQUEST message (49.031)

This message is sent to request a location estimate for a target MS and contains sufficient information to
enable location according to the required QoS using any positioning method supported by the PLMN and,
where necessary, MS. The message is also used to request LCS assistance data transfer to an MS or request
deciphering keys for LCS broadcast assistance data. The message can be sent from the BSS to the SMLC.

Table 9.1: BSSMAP-LE PERFORM LOCATION REQUEST message content



Information element Type/Reference Presence Format Length in
octets
Message type Message Type M V 1
Location Type Location Type M TLV 3-4
Cell Identifier Cell Identifier M TLV 3-10
Classmark Information Type 3 Classmark Information Type 3 (@) TLV 2-n
LCS Client Type LCS Client Type C TLV 3
Chosen Channel Chosen Channel (@) TLV 2-n
LCS Priority LCS Priority O TLV 3
LCS QoS LCS QoS 0] TLV 6
Requested GPS Assistance Data Requested GPS Assistance Data (6] TLV 3-n
BSSLAP APDU APDU 0] TLV 2-n
LCS Capability LCS Capability O TLV 3-n
Packet Measurement Report Packet Measurement Report O TLV 2-n
Measured Cell Identity List Cell Identity List (6] TLV 6-n
IMSI IMSI O (Note 1) TLV 5-10
IMEI IMEI O (Note 1) TLV 10
GANSS Location Type GANSS Location Type C TLV 3
Requested GANSS Assistance Data Requested GANSS Assistance 0] TLV 3-n
Data
BSS Multilateration Capabiliity BSS Multilateration Capability O (Note 2) TLV 2

NOTE 1:

the IMSI for the purpose of allowing correlation between the two identities.
NOTE 2: This IE is included when the BSS supports the Multilateration procedure.

The IMSI should be sent preferably if known. The IMEI could be sent if the IMSI is not known, or in addition to

10.26 LCS Capability (49.031)

This is a variable length information element that carries the LCS capabilities for the target MS.

8 | 7 | 6 | 5 | 4 | 3 | 2 [ 1
Octet 1 IEI
Octet 2 Length indicator
Octet 3-n Rest of element coded as the value part of the LCS Capability

3GPP TS 48.018 IEI and length indicator.

information element in 3GPP TS 48.018, not including

Figure 10.26.1: LCS Capability IE

10.34 BSS Multilateration Capability (49.031)

This is a fixed length information element that indicates the Multilateration capability of the serving BSS.

8

7 | 6 ] 5 ] 4 | 3

| 2

1

Octet 1

IEI

Octet 2

spare

| BSS Multilateration Capability

Figure 10.34.1: LCS Capability IE

BSS Multilateration Capability (bits 1 to 4 of octet 2)

4321

xxx 1 BSS Supports MTA

All remaining bitmap positions are reserved.




4. SMLC Triggers Multilateration in the MS

The SMLC uses the “LCS Capability” IE received in a “BSSMAP-LE Perform Location Request” message to
determine that the Multilateration procedure is to be triggered for the corresponding target MS if the
serving BSS supports Multilateration (wherein the presence of the “BSS Multilateration Capability” IE in
the received “BSSMAP-LE Perform Location Request” message indicates the BSS supports
Multilateration). The SMLC triggers the Multilateration procedure in the MS by sending the serving BSS a
“BSSMAP-LE Connection Oriented Information” message (see Step 5 of Figure 1) and thereby becomes
the serving SMLC:

e The “BSSLAP APDU” IE in the “BSSMAP-LE Connection Oriented Information” message includes a
“MS Position Command” message which includes the “Multilateration Request” component
which is delieverd to the MS and indicates the MTAO Multilateration procedure is to be
performed.

e The “Multilateration Request” component identifies one or more sets of cells wherein the MS
autonomously selects which subset of the one or more sets of cells it shall use to perform
Multilateration.

e The MS selects the strongest cell from each set of cells it selects for performing Mutlilateration
and may also select one or more additional cells not identified by the “Multilateration Request”
component.

o If the MS performs multilateration using a cell associated with a non-serving BSS that does not
support Multilateration then the SMLC that triggered Multilateration in the MS (i.e. the serving
SMLC) will not receive TA information for the target MS applicable to that cell. This requires the
serving SMLC to ensure that each of the cells within each set of cells identified by the
“Multilateration Request” component are managed by a BSS that supports Multilateration.

9.8 BSSMAP-LE CONNECTION ORIENTED INFORMATION message (49.031)

This message is sent in association with an existing signaling connection between an SMLC and another
entity to transfer information between the SMLC and other entity belonging to a higher level protocol. The
message can be sent from a BSS to an SMLC and from an SMLC to a BSS.

Table 9.8: BSSMAP-LE CONNECTION ORIENTED INFORMATION message content



Information element Type/Reference Presence Format Length in
octets
Message type Message Type M V 1
BSSLAP APDU APDU M TLV 3-n
Segmentation Segmentation Cc TLV 3
Multilateration Positioning Method Multilateration Positioning C (Note 1) TLV 2
Method
Cell Identifier Cell Identifier C (Note 2) TLV 7
Multilateration Timing Advance Multilateration Timing Advance C (Note 2) TV 3

NOTE 1: This IE is included when this message is sent from the SMLC to the BSS during the Multilateration procedure.
NOTE 2: This IE is included when this message is sent from the BSS to the SMLC during the Multilateration procedure.

10.3

APDU (49.031)

This is a variable length information element that conveys an embedded message or message segment
associated with a higher level protocol. When the BSSMAP-LE CONNECTION ORIENTED
INFORMATION message is sent from a BSS to a SMLC during the Multilateration procedure this
information element is not used (i.e. the “Protocol ID” field shall indicate “reserved”).

8 | 7 | 6 | 5 | 4 | 3 | 2 | 1
Octet 1 IEI
Octet 2-3 Length indicator
Octet 4 | Spare | Protocol ID
Octet 5 |The rest of the information element contains a message or
to message segment whose content and encoding are defined
Octet n |according to the protocol ID.

Length Indicator (octets 2-3).

The most significant bit is bit 8 of Octet 2, and the least significant bit is bit 1 in Octet 3. The length
indicator defines the total number of octets after length indicator.

Protocol ID (bits 7-1 of octet 4).
0000000reserved

0000001 BSSLAP

0000010LLP

0000011 SMLCPP

Embedded Message (octets 5-n)

BSSLAP

the embedded message is as defined in 3GPP TS 48.071

LLP

the embedded message contains a Facility Information Element as defined in 3GPP TS 44.071
excluding the Facility IEI and length of Facility IEI octets defined in 3GPP TS 44.071.

SMLCPP

the embedded message is as defined in 3GPP TS 48.031

429 MS Position Command (48.071)

The BSSLAP MS Position Command is a message from the SMLC to BSS that contains the following
information elements.

Table 4.2.9.1: MS Position Command message content




Information element Type/Reference Presence | Format | Length
Message Type Message Type IE /5.1 M V 1
Flag RRLP flag IE /5.15 M TV 2
RRLP Info RRLP IE/5.16 M TLV 3-n

5.16 RRLP IE (48.071)

RRLP IE is coded as:

8 | 7 ] 6 | 5 | 4 ] 3 1 2 T 1
Element identifier octet 1
Length octet 2-3
RRLP APDU (3GPP TS 44.031) octet 4-n
Figure 5.16.1: RRLP IE
10.5 Cell Identifier (49.031)
This is a variable length information element identifying a particular cell.
8 | 7 | 6 | 5 | 4 | 3 | 2 | 1
Octet 1 IEI
Octet 2 Length indicator
Octet 3 |The rest of the information element is coded as the value part of
the Cell Identifier |IE defined in 3GPP TS 48.008.

Figure 10.5.1: Cell Identifier IE

3.2.2.17 Cell Identifier (48.008)

This element uniquely identifies a cell within a BSS and is of variable length containing the following
fields:

8 | 7 ] 6 | 5 | 4[] 3 ] 211
Element identifier octet 1
Length octet 2
Spare Cell identification octet 3
discriminator
Cell identification octet 4-n

The coding of octet 2 is a binary number indicating the length of the remaining element. The length
depends on the Cell identification discriminator (octet 3).

The coding of "Cell identification discriminator" (bits 1 to 4 of octet 3) is a binary number indicating if the
whole or a part of Cell Global Identification, CGI, according to 3GPP TS 23.003 is used for cell
identification in octet 4-n. The "Cell identification discriminator" is coded as follows:

0000 The whole Cell Global Identification, CGI, is used to identify the cell.
0001 Location Area Code, LAC, and Cell Identity, CI, is used to identify the cell.
0010 Cell Identity, CI, is used to identify the cell.

0011 No cell is associated with the transaction.



1000 Intersystem Handover to UTRAN or cdma2000 or E-UTRAN (CS to PS SRVCC to
E-UTRAN). PLMN-ID, LAC (or TAC) and RNC-ID (or Extended RNC-ID or
Corresponding RNC-ID), is used to identify the target RNC or the target eNB.

1001 Intersystem Handover to UTRAN or cdma2000 or E-UTRAN (CS to PS SRVCC to
E-UTRAN). The RNC-ID (or Extended RNC-ID or Corresponding RNC-ID) is used
to identify the target RNC or the target eNB.

1010 Intersystem Handover to UTRAN or cdma2000 or E-UTRAN (CS to PS SRVCC to
E-UTRAN). LAC (or TAC) and RNC-ID (or Extended RNC-ID or Corresponding
RNC-ID) are used to identify the target RNC or the target eNB.

1011 Serving Area Identity, SAI, is used to identify the Serving Area of UE within UTRAN
or cdma2000 or to indicate an E-UTRAN source.
1100 LAC, RNC-ID (or Extended RNC-ID) and Cell Identity, CI, is used to identify a

UTRAN cell for cell load information.
All other values are reserved.

The coding of octet 4-n depends on the Cell identification discriminator (octet 3). Below the coding is
shown for each Cell identification discriminator:

NOTE: no coding is specified for a Cell identification discriminator value of "0011" as no additional
information is required.

Coding of Cell Identification for Cell identification discriminator = 0000

8 | 7 ] 6 | 5 4 | 3] 2 ] 1

MCC dig 2 MCC dig 1 octet 4

MNC dig 3 MCC dig 3 octet 5

MNC dig 2 MNC dig 1 octet 6

LAC octet 7

LAC cont. octet 8

Cl value octet 9

Cl value cont octet 10

The octets 4-8 are coded as shown in 3GPP TS 24.008, Table 'Location Area Identification information
element'.

The octet 5 bits 5-8 are filled by '1111" if 2 digit MNC is used.
The octets 9-10 are coded as shown in 3GPP TS 24.008, Table 'Cell Identity information element'.

10.36 Multilateration Positioning Method (49.031)

This is a fixed length information element that carries information identifying the specific Multilateration
positioning method that has been triggered by the SMLC.

8 | 7 ] 6 | 5 | 4 | 3 | 2 | 1
Octet 1 1IEI
Octet 2 spare | MPM Timer | MPM

Figure 10.36.1: Multilateration Positioning Method Information

Table 10.36.1: Multilateration Positioning Method information elements



MPM (Multilateration Positioning Method) (bits 1 and 2 of octet 2)

This field indicates the specific Multilateration positioning method triggered by
the SMLC.

MTA triggered
reserved
reserved
reserved

== o oN
— o oR

MPM Timer (bits 3, 4 and 5 of octet 2)

This field indicates a MTA specific timer value that determines how long the MTA
procedure is to run in the BSS. Upon expiration of the MTA specific timer the BSS
releases corresponding SCCP connection between the BSS and the SMLC

seconds
seconds
seconds
seconds
10 seconds
15 seconds
20 seconds
25 seconds

o BN

PP OO0OOW

mFPrOoOORRFROON

PO OROROR
@

10.37 Multilateration Timing Advance (MTA) (49.031)

This is a fixed length information element that carries information identifying a timing advance value.

8 | 7 ] 6 | 5 | 4 | 3 | 2 | 1
Octet 1 1EI
Octet 2 spare MS Sync Accuracy BSS Sync Accuracy MTA
High
Octet 3 MTA Low

Figure 10.37.1: MTA Information

Table 10.37.1: MTA information elements



MS Sync Accuracy (bits 5 to 7 of octet 2)

This field indicates the synchronization accuracy used by the MS when
synchronizing to the downlink during the MTAO procedure and is coded as follows:

MS Sync. Acc <1/16 of symbol period

1/16 of symbol period < MS Sync. Acc <1/8 of a symbol period
1/8 of a symbol period < MS Sync. Acc <3/16 of a symbol period
3/16 of a symbol period < MS Sync. Acc <4 of a symbol period
1/4 of a symbol period < MS Sync. Acc <5/16 of a symbol period
5/16 of a symbol period < MS Sync. Acc <3/8 of a symbol period
3/8 of a symbol period < MS Sync. Acc <7/16 of a symbol period
7/16 of a symbol period < MS Sync. Acc <1/2 of a symbol period

FRPRPRPRPOOOO-J
PR OORFEFEF OOO
HPORFRF O, ORF OWL

BSS Sync Accuracy (bits 2 to 4 of octet 2)

This field indicates the synchronization accuracy used by the BSS when
estiminating Timing Advance during the MTAO procedure and is coded as follows:

BSS Sync. Acc <1/16 of symbol period

1/16 of symbol period < BSS Sync. Acc <1/8 of a symbol period
1/8 of a symbol period < BSS Sync. Acc <3/16 of a symbol period
3/16 of a symbol period < BSS Sync. Acc <% of a symbol period
1/4 of a symbol period < BSS Sync. Acc <5/16 of a symbol period
5/16 of a symbol period < BSS Sync. Acc <3/8 of a symbol period
3/8 of a symbol period < BSS Sync. Acc <7/16 of a symbol period
7/16 of a symbol period < BSS Sync. Acc <1/2 of a symbol period

HFERPRRPROOOOD
HFPEROORFRRFEF OOW
PO O, OFON

Multilateration Timing Advance (MTA) (octets 2 and 3)

The coding of the MTA field is the binary representation of the timing advance
value in 1 symbol increments (values 0 to 63), 1/2 symbol increments (values 0 to
127), 1/4 symbol increments (values 0 to 255) or 1/8 symbol increments (values 0
to 511). The interpretation of this field is based on the value of the “BSS Sync
Accuracy” field and the “MS Sync Accuracy” field; 1 symbol period = 48/13 us.

31 General Format of RRLP Message (44.031)

The general format of the RRLP message is given below, and based on:

- ITU-T Recommendation X.680;
- ITU-T Recommendation X.691;

and is consistent with these ITU-T recommendations. Also further definitions in the present document are
based on ASN.1/94 defined in ITU-T Recommendation X.680 (ASN.1 1994). BASIC-PER, unaligned
variant is used. Both RRLP ASN.1 modules, RRLP-Messages and RRLP-Components, are based on
recommendations presented above.



ASN.1 identifiers have the same name as the corresponding parameters (information elements of the RRLP
message, components, elements of components, fields of component elements etc) in other parts of the
present document, except for the differences required by the ASN.1 notation (blanks between words are
removed, the first letter of the first word is lower-case and the first letter of the following words are
capitalized, e.g. "Reference Number" is mapped to "referenceNumber"). In addition some words may be
abbreviated as follows:

msr measure
req request

rsp response

nbr number

ack acknowledgement

Ellipsis Notation shall be used in the same way as described in 3GPP TS 29.002 and shall be supported on
the radio interface by the MS and the network for all operations defined in the present document.

Table 3.1.a: RRLP Message Format

RRLP-Messages
-- { RRLP-messages }

DEFINITIONS AUTOMATIC TAGS ::=
BEGIN
IMPORTS

MsrPosition-Req, MsrPosition-Rsp, AssistanceData,
ProtocolError, PosCapability-Req, PosCapability-Rsp

FROM
RRLP-Components -- { RRLP-Components }
PDU ::= SEQUENCE ({
referenceNumber INTEGER (0..7),
component RRLP-Component
}
RRLP-Component ::= CHOICE {
msrPositionReq MsrPosition-Req,
msrPositionRsp MsrPosition-Rsp,
assistanceData AssistanceData,
assistanceDataAck NULL,
protocolError ProtocolError,
Cey
posCapabilityReqg PosCapability-Req,
posCapabilityRsp PosCapability-Rsp,

MTAOmultilaterationReq MTAOMultilateration-Req

END

The message consists of two information elements, that are further described in the following sub-clauses.

4.8 MTAO Multilateration Request (44.031)




This component is used by the SMLC to request a MS to perform the MTAO procedure. It includes up to 8
sets of non-serving cells. The MS selects the strongest non-serving cell in each set it chooses to use for
MTAO and sends an EC MULTILATERATION REQUEST or an EGPRS MULTILATERATION
REQUEST (see 3GPP TS 44.018 and 3GPP TS 44.060) thereon, receives a corresponding assignment
message and then transmits a RLC data block on the assigned uplink TBF resources. This component is
defined as follows:

Table 4.8.a: MTAO Multilateration Request

-- add this definition to RRLP-Components module

-- MTAO Multilateration request component
MTAOMultilateration-Req ::= SEQUENCE {
Cellsets CellSets,

}

5.1 ASN.1 Description (44.031)

The following ASN.1 code defines the elements of components. See the Annex A for further description of
the contents of components and their elements.

Table 5.1.a: ASN.1 Description




GANSSModelID ::= BIT STRING {
modell (0),
model2 (1),
model3 (2),
modeld (3),
model5 (4),
model6 (5),
model7 (6),
model8 (7) } (SIZE (1..8))

-- indicates assistance data that may be needed by the MS
—— These elements are coded as defined in TS 49.031 with the exceptions defined in section A.8.2.3
AssistanceNeeded ::= SEQUENCE ({

gpsAssistanceData GPSAssistanceData OPTIONAL,
ganssAssistanceData GANSSAssistanceData OPTIONAL,

}

CellSets ::= SEQUENCE {
CellSetl CellSet OPTIONAL, -- set 1
CellSet2 CellSet OPTIONAL, -- set 2
CellSet3 CellSet OPTIONAL, -- set 3
CellsSet4 CellSet OPTIONAL, -- set 4
CellSet5 CellSet OPTIONAL, -- set 5
CellSeto CellSet OPTIONAL, -- set ©
CellSet?7 CellSet OPTIONAL, -- set 7
CellSet8 CellsSet OPTIONAL -- set 8

}

CellSet ::= SEQUENCE {
EARFCN1 ARFCN,
EARFCN2 ARFCN OPTIONAL,
EARFCN3 ARFCN OPTIONAL,
EARFCN4 ARFCN OPTIONAL

}

EARFCN ::= INTEGER (0..1023)

5. Serving BSS Forwards RRLP Message to MS

The LCS entity in the BSS determines that the “BSSLAP APDU” IE within a “BSSMAP-LE CONNECTION
ORIENTED INFORMATION” message received from the SMLC includes a “MS Position Command” and
thereby determines that a RRLP message embedded therein needs to be delivered to the target MS
(indicated by “TLLI").

e The LCS entity in the BSS extracts the embedded RRLP message from the “RRLP APDU” within
the “MS Position Command” and forwards it to the BSSGP entity in the BSS.



e The BSSGP entity in the BSS sends the SGSN a “BSSGP POSITION-COMMAND PDU” (see Step 6 in
Figure 1) and includes the embedded RRLP message (i.e. the “Multilateration Request”
component) received from the LCS entity in the BSS as the embedded RRLP message within the
“RRLP APDU” IE of the “BSSGP POSITION-COMMAND PDU”.

e Upon determing that the SMLC has triggered the MTAO positioning method the LCS entity in
the BSS starts a MTAO specific timer according to the value of the “MPM Timer” field included
in the BSSMAP-LE CONNECTION ORIENTED INFORMATION message sent from the SMLC to the
BSS to trigger the Multilateration procedure.

10.5.4 POSITION-COMMAND (48.018)

This PDU allows the BSS to request the SGSN to perform the position command procedure.
PDU type: POSITION-COMMAND
Direction: BSS to SGSN

Table 10.5.4: POSITION-COMMAND PDU content

Information elements Type / Reference Presence | Format | Length |
PDU type PDU type/11.3.26 M \Y 1
TLLI TLLI/11.3.35 M TLV 6
BVCI (PCU-PTP) BVCI/11.3.6 M TLV 4
RRLP Flags RRLP Flags/11.3.60 M TV 3
RRLP APDU RRLP APDU/11.3.49 M TLV 3-?

11.3.49 RRLP APDU (48.018)

This information element conveys an embedded message associated with a higher level protocol. The
element coding is:

Table 11.3.49: RRLP APDU IE

8 | 7 ] 6 | 5 [ 4 ] 3 | 2 | 1
octet 1 IEI
octet 2, 2a Length Indicator
octet 3-? | The rest of the information element contains an embedded RRLP
message whose content and encoding are defined according to the
3GPP TS 44.031. The RRLP protocol is not octet aligned.
Therefore, the unused bits in the last octet are padded with zeroes.

6. RRLP Message Delivered to MS

The BSSGP entity in the SGSN extracts the embedded RRLP message (i.e. the “Multilateration Request”
component) from the “RRLP APDU” IE received in the “BSSGP POSITION-COMMAND PDU” and sends it
to the TOM protocol entity.

e The TOM protocol entity prepends the TOM protocol header (1 octet) to the embedded RRLP
message and sends the resulting TOM PDU to the LLC entity using the TOM SAP (i.e. the existing
TOM Protocol Discriminator value = 0010 (RRLP) is used).



The LLC entity generates an LLC PDU (containing the TOM PDU), applies ciphering + integrity
protection to the LLC PDU if required (the information and FCS fields of | frames shall be
ciphered whenever ciphering information has been assigned to the TLLI).

The LLC PDU is sent to the serving BSS which establishes a downlink TBF and delivers the LLC
PDU to the target MS using one or more downlink data blocks (see Step 7 in Figure 1).

The LLC entity at the MS receives the LLC PDU and sends the payload therein to the TOM
protocol entity.

The TOM protocol entity in the MS strips off the TOM protocol header, determines the TOM
Protocol Discriminator value = 0010 (RRLP) and therefore delivers the payload (RRLP message)
to the RRLP application.

7. MS Performs the Multilateration Procedure

The RRLP application in the MS examines the RRLP message and determines that the “Multilateration

Request” component indicating “MTAQ” is present. The Multilateration application in the MS acts on

the “Multilateration Request” component.

The “Multilateration Request” component identifies up to 8 sets of cells wherein the MS
autonomously selects which subset of these sets of cells it shall use to perform Multilateration.
The MS selects the strongest cell from each set of cells it selects for performing Mutlilateration
and may also select one or more additional cells not identified by the “Multilateration Request”
component.

The MS sends an access request indicating “Multilateration” in the serving cell and in each of
the cells it selects for performing the Multilateration procedure.

The MS receives an uplink TBF assignment message corresponding to each access request and
transmits a RLC data block thereon that includes its “TLLI”, the “Source Identity” (i.e. the “Cell
Identity” and “Location Area Code” (LAC) received in SI13 of the cell in which it received the
RRLP message) and the “MS Sync Accuracy” (applicable to the MS at the point of sending the
RLC data block) to the BSS.

3.5.2 Packet access procedure using CCCH (44.018)

The packet access procedure using CCCH may be used to establish a temporary block flow to support the
transfer of LLC PDUs in the direction from the mobile station to the network. Establishment using one
phase and two phase packet access, see 3GPP TS 44.060, are supported. The two phase packet access is
supported by means of the single block or multiple block packet access option in this procedure, allowing
the transfer of a PACKET RESOURCE REQUEST and possibly an ADDITIONAL MS RADIO ACCESS
CAPABILITIES message to the network.

The single block packet access option in this procedure may also be used by a mobile station in packet idle
mode to transfer an RLC/MAC control message other than the PACKET RESOURCE REQUEST message
to the network, see sub-clause 3.5.2.2.



The single block MBMS access option in this procedure shall be used by a mobile station in packet idle
mode to transfer the RLC/MAC control message MBMS SERVICE REQUEST message network, see sub-
clause 3.5.4.

A MS that has enabled PEO (i.e. eDRX or PSM — see 3GPP TS 23.060 [74]) while in a cell that supports
PEO, shall send an EGPRS PACKET CHANNEL REQUEST message with access type ‘PEO One Phase
Access Request’ (see Table 3.5.2.1.2.2 and 3GPP TS 44.060 [76]) when attempting to establish a PS
connection. An exception case is when it is accessing the network to perform the Multilateration procedure
in which case it shall perform packet access in multiple cells (see 3GPP TS 44.031) wherein it sends an
EGPRS MULTILATERATION REQUEST message (see 3GPP TS 44.060 [76]) in each of these cells as
described in sub-clause 3.5.2.1.2.

3.5.21.2 Initiation of the packet access procedure: channel request (44.018)

A mobile station accessing the network when the low priority indicator is set to “MS is configured to NAS
signalling low priority” (see 3GPP TS 24.008), when attempting to establish a PS connection, shall, while
ignoring MS identities included within PAGING REQUEST messages, start listening to the downlink
CCCH until successfully decoding one of the RR messages listed in sub-clause 3.3.1.1.1a. A MS that has
enabled PEO shall read the PEO_ BCCH_CHANGE MARK field and the RCC field within the
successfully decoded RR message. It shall use the 6 bit BSIC from the most recently read SCH and the
RCC field from the decoded RR message to establish a BSIC (see 3GPP TS 45.008). If the BSIC does not
match the BSIC value decoded upon first entering the serving cell (see 3GPP TS 45.008) it shall abort the
packet access procedure and attempt cell re-selection. If a change of PEO BCCH CHANGE MARK is
detected it shall first read SI13 before proceeding with the packet access procedure. If the RR message
indicates an implicit reject for the PS domain (see sub-clause 3.3.1.1.1a) the mobile station shall abort the
packet access procedure and initiate the implicit reject procedure (see sub-clause 3.3.1.1.3.2a). An
exception case is where the mobile station has enabled EC operation and is sending an EC PACKET
CHANNEL REQUEST message using the RACH (the RACH Access Control field indicates that RACH
usage on timeslot number 0 is allowed, see sub-clause 3.5.2a) in which case it proceeds with the packet
access without first decoding one of the RR messages listed in sub-clause 3.3.1.1.1a and checking the status
of the PEO BCCH_CHANGE MARK field or implicit reject information sent therein. Another exception
case is where the mobile station has enabled PEO and is accessing the network to perform the
Multilateration procedure (see TS 3GPP 44.031) in which case it proceeds with the packet access without
checking the status of the implicit reject information.

A MS that has enabled PEO and is accessing the network to perform the Multilateration procedure or is
accessing the network when the low priority indicator is set to “MS is not configured for NAS signalling
low priority” shall also listen to the downlink CCCH until successfully decoding one of the RR messages
listed in sub-clause 3.3.1.1.1a and read the PEO_ BCCH_CHANGE MARK field and RCC field therein. It
shall use the 6 bit BSIC from the most recently read SCH and the RCC field from the decoded RR message
to establish a BSIC. If the BSIC does not match the BSIC value decoded upon first entering the serving
cell (see 3GPP TS 45.008) it shall abort the packet access procedure and attempt cell re-selection. If a
change of PEO BCCH_CHANGE MARK is detected then it shall first read SI13 prior to performing the
packet access.



The network indicates the RCC value corresponding to the serving cell within an IMMEDIATE
ASSIGNMENT message using the /4 Rest Octets IE (see sub-clause 10.5.2.16) or within an IMMEDIATE
ASSIGNMENT REJECT message using the /AR Rest Octets IE (see sub-clause 10.5.2.17) or within an
IMMEDIATE ASSIGNMENT EXTENDED message using the /4X Rest Octets IE (see sub-clause
10.5.2.18) or within an IMMEDIATE PACKET ASSIGNMENT message using the /P4 Rest Octets 1E (see
sub-clause 10.5.2.78) or within a PAGING REQUEST TYPE 1 message using the P/ Rest Octets 1E (see
sub-clause 10.5.2.23) or within a PAGING REQUEST TYPE 2 message using the P2 Rest Octets 1E (see
sub-clause 10.5.2.24) or within a PAGING REQUEST TYPE 3 message using the P3 Rest Octets IE (see
sub-clause 10.5.2.25).

A mobile station that has enabled PEO shall, when attempting to establish a PS connection and while
ignoring MS identities included within PAGING REQUEST messages, be able to successfully decode an
RR message within 500ms of starting to listen to the downlink CCCH. Otherwise, the packet access
procedure is aborted, a random access failure is indicated to upper layers and autonomous cell re-selection
is performed according to 3GPP TS 43.022.

If a MS that has enabled PEO does not detect a change in thePEO_ BCCH_CHANGE_ MARK and the time
elapsed since it last read SI13 exceeds 24 hours it should read SI13 before proceeding with the packet access
procedure.

A mobile station initiates the packet access procedure by leaving idle mode and scheduling the sending of
CHANNEL REQUEST or EGPRS PACKET CHANNEL REQUEST or EC PACKET CHANNEL
REQUEST or EGPRS MULTILATERATION REQUEST messages on RACH as decribed in sub-clause
3.3.1.1.2 (i.e. only the portion of sub-clause 3.3.1.1.2 describing message scheduling is used when the packet
access procedure is initiated as described in this sub-clause). The cause to be used in the CHANNEL
REQUEST message for a non-EGPRS TBF mode capable MS or an EGPRS TBF mode capable MS in a
non-EGPRS capable cell depends on the purpose of the packet access procedure as follows:

- If the purpose of the packet access procedure is to send user data and the requested RLC mode is
unacknowledged mode, the mobile station shall request a single block packet access and attempt a two
phase packet access.

- Ifthe purpose of the packet access procedure is to send user data and the requested RLC mode is
acknowledged mode, the mobile station shall request either a one phase packet access or a single
block packet access.

- If the purpose of the packet access procedure is to send a Page Response, a Cell update (the mobile
station was in GMM READY state before the cell reselection) or for any other GPRS Mobility
Management or GPRS Session Management procedure, the mobile station shall request a one phase
packet access.

- If the purpose of the packet access procedure is to send a Measurement Report, the mobile station
shall request a single block packet access.

- If the purpose of the packet access procedure is to send a PACKET PAUSE message, the mobile
station shall request a single block packet access. Upon sending the first CHANNEL
REQUESTmessage the mobile station shall start timer T3204. If timer T3204 expires before an
IMMEDIATE ASSIGNMENT message granting a single block period on an assigned packet uplink
resource is received, the packet access procedure is aborted. If the mobile station receives an
IMMEDIATE ASSIGNMENT message during the packet access procedure indicating a packet
downlink assignment procedure, the mobile station shall ignore the message.

- If the purpose of the packet access procedure is to send an MBMS SERVICE REQUEST message to
the network, the mobile station shall request a single block MBMS access.



- If the purpose of the packet access procedure is to send a signalling message and the mobile station is
accessing the network when the low priority indicator is set to “MS is configured to NAS signalling
low priority” it shall use the single block packet access option.

EGPRS TBF mode capable mobile stations shall monitor the GPRS Cell Options IE on the BCCH (SI13) for
the cell's EGPRS capability and, if the mobile station is also Reduced Latency capable, the cell’s Reduced
Latency Access capability. In the GPRS Cell Options IE it is also indicated if the EGPRS PACKET
CHANNEL REQUEST message is supported in the cell and if Reduced Latency Access is supported in the
cell. An exception case is where a MS has enabled PEO and is attempting to establish a PS connection in
which case the EGPRS PACKET CHANNEL REQUEST or EGPRS MULTILATERATION REQUEST
message is sent regardless of whether or not the GPRS Cell Options IE indicates the EGPRS PACKET
CHANNEL REQUEST message is supported in that cell. If the mobile station supports the IMMEDIATE
PACKET ASSIGNMENT message, the mobile station shall monitor cell’s capability for IMMEDIATE
PACKET ASSIGNMENT message within paging messages received on its own paging sub-channel. Table
3.5.2.1.2.1 specifies which message and which establishment cause shall be used by an EGPRS mobile
station when accessing an EGPRS capable cell depending on the purpose of the packet access procedure, and
mobile station’s and cell’s capabilities for the case where the cell does not support PEO or EC operation; this
table covers the case where PBCCH is not present in the cell (see 3GPP TS 44.060 for the case where
PBCCH is present in the cell). Table 3.5.2.1.2.2 specifies which message and which establishment cause shall
be used by a mobile station when PEO is enabled. Table 3.5.2.1.2.3 specifies which message and which
establishment cause shall be used by a mobile station when EC operation is enabled and the RACH Access
Control field (see sub-clause 9.1.30c) indicates the RACH is to be used by mobile stations that have selected
coverage class 1 in both uplink and downlink. The network shall not indicate Reduced Latency Access is
supported if the EGPRS PACKET CHANNEL REQUEST message is not indicated as supported. The
network shall not indicate IMMEDIATE PACKET ASSIGNMENT message is supported if the EGPRS
PACKET CHANNEL REQUEST message is not indicated as supported.

Table 3.5.2.1.2.1: EGPRS Packet Access Procedure (neither PEO nor EC operation enabled)



Purpose of the packet
access procedure

EGPRS PACKET CHANNEL REQUEST
supported in the cell

EGPRS PACKET CHANNEL REQUEST
not supported in the cell

User data transfer -
requested RLC mode =
unacknowledged

EGPRS PACKET CHANNEL REQUEST
with access type = 'Two Phase Access
Request'

CHANNEL REQUEST with establishment
cause = 'Single block packet access' for
initiation of a two-phase access

User data transfer -
requested RLC mode =
acknowledged

EGPRS PACKET CHANNEL REQUEST
with access type = 'One Phase Access
Request' or 'Two Phase Access Request'

CHANNEL REQUEST with establishment
cause = 'Single block packet access' for
initiation of a two-phase access

User data transfer -
requested RLC mode =
acknowledged (Reduced
Latency supported by MS)

EGPRS PACKET CHANNEL REQUEST
with access type = 'One Phase Access
Request by Reduced Latency MS' (NOTE
2)

CHANNEL REQUEST with establishment
cause = 'Single block packet access' for
initiation of a two-phase access

User data transfer -
requested RLC mode =
acknowledged by an IPA
capable mobile station

EGPRS PACKET CHANNEL REQUEST
with access type = ‘One Phase Access
Request’ or ‘Two Phase Access Request
by IPA capable MS’ (NOTE 3)

CHANNEL REQUEST with establishment
cause = 'Single block packet access' for
initiation of a two-phase access

Upper layer signalling
transfer (e.g. page
response, cell update, MM
signalling, etc)

EGPRS PACKET CHANNEL REQUEST
with access type = 'Signalling'

CHANNEL REQUEST with establishment
cause = 'Single block packet access' for
initiation of a two-phase access

Upper layer signalling
transfer for a mobile station
when the low priority
indicator is set to “MS is
configured to NAS
signalling low priority™ (e.g.
page response, cell
update, MM signalling, etc)

EGPRS PACKET CHANNEL REQUEST
with access type = 'Signalling' (NOTE 5)
or 'Two Phase Access Request' (NOTE
6)

CHANNEL REQUEST with establishment
cause = 'Single block packet access' for
initiation of a two-phase access

Upper layer signalling
transfer (e.g. page
response, cell update, MM
signalling, etc) by an IPA
capable mobile station

EGPRS PACKET CHANNEL REQUEST
with access type = 'Signalling Request by
IPA capable MS'(NOTE 4)

CHANNEL REQUEST with establishment
cause = 'Single block packet access' for
initiation of a two-phase access

Sending of a measurement
report or of a PACKET
CELL CHANGE FAILURE

CHANNEL REQUEST with establishment cause = 'Single block packet access'

Sending of a PACKET
PAUSE message

CHANNEL REQUEST with establishment cause = 'Single block packet access'

(NOTE 1)

Sending of an MBMS
Service Request message

CHANNEL REQUEST with establishment cause = 'Single block MBMS access'




NOTE 1: Upon sending the first CHANNEL REQUESTmessage the mobile station shall start timer T3204. If timer
T3204 expires before an IMMEDIATE ASSIGNMENT message granting a single block period on an
assigned packet uplink resource is received, the packet access procedure is aborted. If the mobile station
receives an IMMEDIATE ASSIGNMENT message during the packet access procedure indicating a
packet downlink assignment procedure, the mobile station shall ignore the message.

NOTE 2: The One phase Access Request by Reduced Latency MS shall be used by the mobile station supporting
reduced latency if Reduced Latency Access is supported by the network. The 'One Phase Access
Request by Reduced Latency MS' or ‘Two Phase Access Request by IPA capable MS’ may be used
instead if the mobile station is capable of both Reduced Latency and IMMEDIATE PACKET
ASSIGNMENT and the network supports IMMEDIATE PACKET ASSIGNMENT message and Reduced

Latency Access.

NOTE 3: (This note does not apply if Note 2 is applicable) The 'One Phase Access Request’ with IPA capability
signalled by the MultislotClass field in the EGPRS PACKET CHANNEL REQUEST message or ‘Two
Phase Access Request by IPA capable MS’ shall be used by the mobile station supporting IMMEDIATE
PACKET ASSIGNMENT message if support of the IMMEDIATE PACKET ASSIGNMENT message is

signalled by the network.

NOTE 4: The 'Signalling Request by IPA capable MS' shall be used if both mobile station and network supports

IMMEDIATE PACKET ASSIGNMENT.

NOTE 5: The access type 'Signalling' shall be used unless the mobile station is accessing the network when the
low priority indicator is set to “MS is configured to NAS signalling low priority” (see 3GPP TS 24.008).

NOTE 6: The access type 'Two Phase Access Request' shall be used if the mobile station is accessing the network
when the low priority indicator is set to “MS is configured to NAS signalling low priority” (see 3GPP TS

24.008).

Table 3.5.2.1.2.2: EGPRS Packet Access Procedure (PEO enabled)

Purpose of the packet access procedure

PEO Capable Cell

User data transfer (requested RLC mode =
acknowledged) or Upper layer signalling transfer
(e.g. page response, cell update, MM signalling,
etc)

EGPRS PACKET CHANNEL REQUEST with access type =
‘PEO One Phase Access Request’ (see TS 44.060 [76])
(NOTE 1)

Multilateration procedure has been triggered.

EGPRS MULTILATERATION REQUEST see TS 44.060 [76])
(NOTE 1)

NOTE 1: A PEO capable MS in a cell that does not support PEO shall operate according to Table 3.5.2.1.2.1.

Table 3.5.2.1.2.3: EGPRS Packet Access Procedure (EC operation enabled — RACH used)

Purpose of the packet access procedure

EC-GSM-loT Capable Cell

User data transfer (requested RLC mode =
acknowledged) or Upper layer signalling transfer
(e.g. page response, cell update, MM signalling,
etc)

EC PACKET CHANNEL REQUEST sent using TS3 - see sub-
clause 9.1.65 (NOTE 1)

NOTE 1: An EC capable MS in a cell that does not support EC-GSM-IoT shall operate according to Table
3.5.2.1.2.1 if it supports GPRS services using GPRS TBFs or EGPRS TBFs.

Upon leaving idle mode the mobile station shall ignore PAGING REQUEST messages indicating a packet

paging procedure.




A mobile station belonging to GPRS MS class A or B shall continue to monitor its paging subchannel on
CCCH for PAGING REQUEST messages indicating an establishment of RR connection. A mobile station
belonging to GPRS MS class B may abort the packet access procedure at the receipt of a PAGING
REQUEST messages indicating an establishment of RR connection. An exception is the case of a MS that
has enabled PEO or EC operation in which case the MS never monitors its paging subchannel on CCCH for
PAGING REQUEST messages indicating an establishment of RR connection (see sub-clause 3.3.1).

The CHANNEL REQUEST or EGPRS PACKET CHANNEL REQUEST messages are sent on RACH and
contain the parameters:

- an establishment cause which indicates packet access, and as applicable, a request for one phase
packet access, single block packet access or a single block MBMS access for a CHANNEL
REQUEST (sub-clause 9.1.8), or a request for one phase access or two phase access or short access
or sending of signalling data for an EGPRS PACKET CHANNEL REQUEST (see
3GPP TS 44.060);

- arandom reference which is drawn randomly from an uniform probability distribution for every new
transmission;

- acapability indication which indicates the support of IMMEDIATE PACKET ASSIGNMENT for
an EGPRS PACKET CHANNEL REQUEST (see 3GPP TS 44.060).

The EGPRS MULTILATERATION REQUEST messages are sent on RACH and indicate packet access by
a mobile station that has enabled PEO operation and is accessing the network to perform the Multilateration
procedure. In this case the only included parameter is a random reference which is drawn randomly from an
uniform probability distribution for every new transmission.

Prior to sending an EGPRS PACKET CHANNEL REQUEST or EGPRS MULTILATERATION
REQUEST message on the RACH a MS shall determine the applicable CCCH_GROUP as follows:

- IfeDRX is enabled or it is attempting to enable eDRX the MS shall determine its CCCH_GROUP
as per idle mode when extended DRX cycles are used (see 3GPP TS 45.002 [32]).

- Otherwise, the MS shall determine its CCCH_GROUP as per idle mode when extended DRX cycles
are not used (see 3GPP TS 45.002 [32]).

The EC PACKET CHANNEL REQUEST messages are sent on RACH and indicate packet access by a
mobile station that has enabled EC operation where the included parameters are as described in sub-clause
9.1.65. Prior to sending an EC PACKET CHANNEL REQUEST message on the RACH the MS shall set
CCCH_GROUP =0 (see sub-clauses 3.5.2.1.2 and 9.1.30c).

After sending the first CHANNEL REQUEST or EGPRS PACKET CHANNEL REQUEST or EGPRS
MULTILATERATION REQUEST message, the mobile station shall start listening to the full downlink
CCCH timeslot corresponding to its CCCH_GROUP. After sending the first EC PACKET CHANNEL
REQUEST message a mobile station that has enabled EC operation shall listen to the downlink CCCH
timeslot using CCCH_GROUP = 0 (see 3GPP TS 45.002). In addition, a mobile station that has sent a
CHANNEL REQUEST or EGPRS PACKET CHANNEL REQUEST or EGPRS MULTILATERATION
REQUEST message shall start listening to the BCCH to perform signal strength measurements as they are
defined for packet idle mode, see 3GPP TS 45.008. A mobile station that has sent an EC PACKET
CHANNEL REQUEST message need not perform signal strength measurements.



A mobile station accessing the network to perform the Multilateration procedure (see TS 3GPP 44.031) or
accessing the network when the low priority indicator is set to “MS is configured to NAS signalling low
priority (see 3GPP TS 24.008) that has sent one or more CHANNEL REQUEST or EGPRS PACKET
CHANNEL REQUEST or EC PACKET CHANNEL REQUEST or EGPRS MULTILATERATION
REQUEST messages shall proceed as follows:

If the mobile station receives an IMMEDIATE ASSIGNMENT, an IMMEDIATE ASSIGNMENT
EXTENDED, an EC IMMEDIATE ASSIGNMENT TYPE 1 (if EC operation is enabled), an
IMMEDIATE PACKET ASSIGNMENT (if supported) or an IMMEDIATE ASSIGNMENT
REJECT message corresponding to one of its last 3 transmitted CHANNEL REQUEST or EGPRS
PACKET CHANNEL REQUEST or EC PACKET CHANNEL REQUEST or EGPRS
MULTILATERATION REQUEST messages it shall act on that message as described in sub-clause
3.5.2.1.3.

If the mobile station successfully decodes an RR message, which is not a response corresponding to
one of its last 3 transmitted CHANNEL REQUEST or EGPRS CHANNEL REQUEST or EC
PACKET CHANNEL REQUEST messages, that indicates an implicit reject for the PS domain (see
sub-clause 3.3.1.1.1a) it shall start timer T3146 (if not already running) and initiate the implicit
reject procedure as described in sub-clause 3.3.1.1.3.2a. An exception case is where a mobile station
is accessing the network to perform the Multilateration procedure (i.e. sending an EGPRS
MULTILATERATION REQUEST message) in which case it shall ignore the implicit reject
information.

Having sent the maximum number of CHANNEL REQUEST or EGPRS PACKET CHANNEL REQUEST
or EC PACKET CHANNEL REQUEST or EGPRS MULTILATERATION REQUEST messages, the
mobile station starts timer T3146. At expiry of timer T3146, the packet access procedure is aborted, a
random access failure is indicated to upper layers and autonomous cell re-selection is performed according
to 3GPP TS 43.022.

If the mobile station receives an IMMEDIATE ASSIGNMENT or IMMEDIATE PACKET
ASSIGNMENT message (if supported) during the packet access procedure indicating a packet downlink
assignment procedure, the mobile station shall abort the packet access procedure and respond to the
IMMEDIATE ASSIGNMENT or the IMMEDIATE PACKET ASSIGNMENT message as specified in
sub-clause 3.5.3.1.2 or sub-clause 3.5.3.2. If the Packet Downlink Assignment [E in IMMEDIATE
ASSIGNMENT message or IPA Downlink Assignment struct in IMMEDIATE PACKET ASSIGNMENT
message indicates a downlink TBF, the mobile station shall then attempt an establishment of uplink TBF,
using the procedure specified in 3GPP TS 44.060 which is applicable in packet transfer mode. If the Packet
Downlink Assignment [E in IMMEDIATE ASSIGNMENT message indicates a downlink single block then
the mobile station shall wait for the allocated single block and react on the received message before
reattempting the uplink TBF establishment.

3.5.2.1.2a EC Packet access procedure (EC-CCCH) (44.018)

The RR entity of a mobile station initiates the packet access procedure by scheduling the sending of EC
PACKET CHANNEL REQUEST or EC MULTILATERATION REQUEST messages (see
Table 3.5.2.1.2a.1 and sub-clause 9.1.65) as follows:

Using the 1TS EC-RACH Mapping method if CC1 has been selected on the uplink or if
Access_Timeslots=0, sent in EC SYSTEM INFORMATION TYPE 2.

Using the 2TS EC-RACH Mapping method if CC2, CC3 or CC4 has been selected on the uplink
and Access_Timeslots=1, sent in EC SYSTEM INFORMATION TYPE 2.



- When the 2TS EC-RACH Mapping method is used the EC-RACH is mapped over two consecutive
timeslots, and the EC PACKET CHANNEL REQUEST messages sent across the 2 timeslots shall
be identical and shall use the same training sequence code (i.e one of TS5, TS6 or TS7 is used
according to the uplink CC).

See 3GPP TS 45.002 for details regarding coverage class specific rules for multiplexing blind physical
layer transmissions using the 2 TS EC-RACH.

Prior to sending an EC PACKET CHANNEL REQUEST or EC MULTILATERATION REQUEST
message on the EC-RACH a MS shall determine the applicable EC_ CCCH_GROUP as per idle mode for
EC-GSM-IoT (see 3GPP TS 45.002 [32]).

After scheduling the transmission of EC PACKET CHANNEL REQUEST or EC MULTILATERATION
REQUEST messages it leaves idle mode (in particular, the mobile station shall ignore EC PAGING
REQUEST messages).

Table 3.5.2.1.2a.1: EC Packet Access Procedure

Purpose of the packet access procedure EC-GSM-loT Capable Cell
User data transfer (requested RLC mode = EC PACKET CHANNEL REQUEST sent using either TS3,
acknowledged) or Upper layer signalling transfer TS4, TS5, TS6 or TS7 - see sub-clause 9.1.65 (NOTE 1)
(e.g. page response, cell update, MM signalling, etc)
Multilateration procedure has been triggered. EC MULTILATERATION REQUEST sent using either TS4,
TS5, TS6 or TS7 - see sub-clause 9.1.65 (NOTE 1)

NOTE 1: An EC capable MS in a cell that does not support EC-GSM-IoT shall operate according to Table
3.5.2.1.2.1if it supports GPRS TBFs or EGPRS TBFs.

The mobile station then sends maximally M + 1 EC PACKET CHANNEL REQUEST or EC
MULTILATERATION REQUEST messages where each message is repeated according to the number of
blind physical layer transmissions corresponding to its uplink CC. The first EC PACKET CHANNEL
REQUEST or EC MULTILATERATION REQUEST message is sent using a transmission opportunity
corresponding to its uplink coverage class randomly selected (with uniform probability distribution) from a
set of Tce 51-multiframes on the EC-RACH/RACH as shown in Table 3.5.2.1.2a.2. When sending a page
response the set of Tce S1-multiframes starts with the first 51-multiframe immediately following the last
51-multiframe used for receiving the corresponding paging request. For a mobile originated access attempt
the set of Tcc 51-multiframes starts with the first 51-multiframe (following the 51-multiframe during which
upper layers requested the transfer of a LLC PDU) that contains a transmission opportunity corresponding
to its uplink coverage class.

Table 3.5.2.1.2a.2: Values of parameters Scc and Tcc

Scc Tcc
CC1 Sm Tm
CC2 Sm Tm
CC3 2*Sm 2*Tm
CC4 4*Sm 2*(Tm+1)

The value for Sm is sent in the EC SYSTEM INFORMATION TYPE 2 message and is used for
determining the Scc value applicable for monitoring the EC-AGCH according to the selected downlink
coverage class of the mobile station.



The value for Tm is sent in the EC SYSTEM INFORMATION TYPE 2 message and is used for
determining the Tcc value applicable for randomly selecting an EC-RACH (and possibly RACH)
transmission opportunity corresponding to the selected uplink coverage class of the mobile station.

M is the value of the parameter "EC_Max_Retrans" sent in the EC SYSTEM INFORMATION TYPE 2
message.

The EC PACKET CHANNEL REQUEST message (see sub-clause 9.1.65) contains the following
parameters:

a random reference field which is drawn randomly from a uniform probability distribution for every
new transmission;

- afield indicating the downlink coverage class selected by the mobile station (only included when
the message is sent on EC-RACH);

- afield indicating the signal strength measured by the MS (only included when the message is sent
on RACH);

- afield indicating the purpose of the data transfer ("page response”, "cell update", "RLC/MAC
control message" or "uplink data transfer") and the number of uplink data blocks it has to send
(assuming MCS-1 channel coding is used);

a field indicating the priority of the packet access request.

The EC MULTILATERATION REQUEST message (see sub-clause 9.1.65) contains the following
parameters:

- arandom reference field which is drawn randomly from a uniform probability distribution for every
new transmission;

- afield indicating the downlink coverage class selected by the mobile station.

After sending the first EC PACKET CHANNEL REQUEST or EC MULTILATERATION REQUEST
message or a subsequent retransmission, the mobile station shall start reading the EC-AGCH (according to
the downlink coverage class indicated within the corresponding EC PACKET CHANNEL REQUEST or
EC MULTILATERATION REQUEST message) in an attempt to find a response matching its last
transmission.

- A MS that has selected downlink CC1 shall begin looking for a matching response starting within
downlink 51-multiframe N (i.e. N = TDMA FN div 51) if it used uplink 51-multiframe N to send
the last blind physical layer transmission of the EC PACKET CHANNEL REQUEST or EC
MULTILATERATION REQUEST message and there is at least one remaining valid CC1
reception opportunity in downlink 51-multiframe N. If a matching response is not found or there
are no remaining valid CC1 reception opportunities within downlink 51-multiframe N it shall start
reading 51-multiframe N+1in an attempt to find a matching response. The total number of
downlink 51-multiframes it reads (excluding downlink 51-multiframe N) in an attempt to find a
matching response is determined by Scc (see Table 3.5.2.1.2a.2).



- A MS that has selected downlink CC2 shall begin looking for a matching response starting within
downlink 51-multiframe N if it used uplink 51-multiframe N to send the last blind physical layer
transmission of the EC PACKET CHANNEL REQUEST or EC MULTILATERATION
REQUEST message, N mod 2 = 0 and there is at least one remaining valid CC2 reception
opportunity that starts in downlink 51-multiframe N. If a matching response is not found using
downlink 51-multiframes N and N+1 or there are no remaining valid CC2 reception opportunities
that start within downlink 51-multiframe N it shall start reading downlink 51-multiframe N+1
(respectively N+2) if N mod 2 = 1 (respectively N mod 2 = 0). The total number of downlink 51-
multiframes it reads (excluding downlink 51-multiframe N) in an attempt to find a matching
response is determined by Scc (see Table 3.5.2.1.2a.2).

- A MS that has selected downlink CC3 shall begin looking for a matching response starting with
downlink 51-multiframe N+1 (respectively N+2) when it used uplink 51-multiframe N to send the
last blind physical layer transmission of the EC PACKET CHANNEL REQUEST or EC
MULTILATERATION REQUEST message where N mod 2 = 1 (respectively N mod 2 = 0). The
total number of downlink 51-multiframes it reads in an attempt to find a matching response is
determined by Scc (see Table 3.5.2.1.2a.2).

- A MS that has selected downlink CC4 shall begin looking for a matching response starting with
downlink 51-multiframe N+1 (respectively N+2, N+3, N+4) when it used uplink 51-multiframe N
to send the last blind physical layer transmission of the EC PACKET CHANNEL REQUEST or EC
MULTILATERATION REQUEST message where N mod 4 = 3 (respectively N mod 4 =2, 1, 0).
The total number of downlink 51-multiframes it reads in an attempt to find a matching response is
determined by Scc (see Table 3.5.2.1.2a.2).

A mobile station accessing the network when the low priority indicator is set to “MS is configured to NAS
signalling low priority” (see 3GPP TS 24.008) that has sent one or more EC PACKET CHANNEL
REQUEST or EC MULTILATERATION REQUEST messages shall proceed as follows:

- If, while reading the total number of downlink 51-multiframes determined by Scc, the mobile station
receives an EC IMMEDIATE ASSIGNMENT TYPE 2 or an EC IMMEDIATE ASSIGNMENT
REJECT message corresponding to its last transmitted EC PACKET CHANNEL REQUEST or EC
MULTILATERATION REQUEST message it shall act on that message as described in sub-clause
3.5.2.1.3a.

- If a matching response is not found and the mobile station is not sending an exception report (see
sub-clause 9.1.65) it shall examine the Implicit Reject Status (IRS) field sent as part of the EC-SCH
INFORMATION message (see sub-clause 9.1.30c). If the IRS field indicates the access attempt is
rejected the mobile station shall abort the packet access procedure, start timer T3146 (if not already
running) and initiate the EC Implicit Reject procedure (see sub-clause 3.5.2a.2). An exception case
is where a mobile station is performing the Multilateration procedure (i.e. sending an EC
MULTILATERATION REQUEST message) in which case it shall not examine the IRS field.

- Otherwise, the MS schedules the sending of another EC PACKET CHANNEL REQUEST or EC
MULTILATERATION REQUEST message (if allowed according to "EC_Max_Retrans") using a
transmission opportunity corresponding to its uplink coverage class randomly selected (with
uniform probability distribution) from a set of Tcc 51-multiframes on the EC-RACH (determined
using Tm as shown in Table 3.5.2.1.2a.2).

- The set of Tce S1-multiframes starts with the first 51-multiframe (following the set of Scc downlink
51-multiframe read in attempt to find a matching response or following the last downlink 51-
multiframe read to acquire the IRS field) that contains a transmission opportunity corresponding to
its uplink coverage class.



- When scheduling another EC PACKET CHANNEL REQUEST or EC MULTILATERATION
REQUEST message the MS uses the “CC_Access_Adaptation” parameter (broadcast in EC
SYSTEM INFORMATION TYPE 2 message) to determine if it is allowed to increment both its
uplink CC and downlink CC to the next CC supported by the network (unless it is already using
CC4).

- Upon incrementing its uplink/downlink CC the number of subsequent EC PACKET CHANNEL
REQUEST or EC MULTILATERATION REQUEST message transmission attempts that may
occur before it is allowed to increment its uplink/downlink CC once again is the same as when
sending the first EC PACKET CHANNEL REQUEST or EC MULTILATERATION REQUEST
message (i.e. determined by the “CC_Access Adaptation” parameter).

- When sending up to M + 1 EC PACKET CHANNEL REQUEST or EC MULTILATERATION
REQUEST messages the MS may increment its uplink CC and downlink CC a maximum of 2
times if CC adaptations are allowed according to the “CC_Access_Adaptation” parameter.

Having sent M + 1 EC PACKET CHANNEL REQUEST or EC MULTILATERATION REQUEST
messages, the RR entity of the mobile station starts timer T3146 at the start of the first of the set of
downlink 51-multiframes (excluding downlink 51-multiframe N) it reads in an attempt to find a matching
response as determined by Scc (see Table 3.5.2.1.2a.2). At expiry of timer T3146, the packet access
procedure is aborted, a random access failure is indicated to upper layers and autonomous cell re-selection
is performed according to 3GPP TS 43.022.

3.5.2.1.3.1 On receipt of a CHANNEL REQUEST or EGPRS PACKET CHANNEL
REQUEST or EC PACKET CHANNEL REQUEST or EGPRS MULTILATERATION REQUEST
message (44.018)

On receipt of a CHANNEL REQUEST message indicating a packet access, the network may allocate a
temporary flow identity and assign a packet uplink resource comprising one PDCH for an uplink temporary
block flow in GPRS TBF mode. On receipt of an EGPRS PACKET CHANNEL REQUEST message, the
network may allocate a temporary flow identity and assign a packet uplink resource comprising one PDCH
for an uplink temporary block flow in EGPRS TBF mode or GPRS TBF mode.

On receipt of an EC PACKET CHANNEL REQUEST message on the RACH, the network may allocate a
temporary flow identity and assign pre-allocated packet uplink resources comprising one or several PDCHs
for an uplink temporary block flow in EC TBF mode. The transmission of an EGPRS
MULTILATERATION REQUEST message on the RACH (see 3GPP TS 44.060) implicitly indicates a
request for an uplink TBF for which only a single RLC data block will be transmitted.



If the establishment cause in the CHANNEL REQUEST message indicates a request for a single block
packet access, the network shall grant only the single block period on the assigned packet uplink resource if
the network allocates resource for the mobile station. If the establishment cause in the EGPRS PACKET
CHANNEL REQUEST message indicates a request for a two phase access, the network shall grant one or
two radio blocks for the mobile station (within a Multi Block allocation) to send a PACKET RESOURCE
REQUEST and possibly an ADDITIONAL MS RADIO ACCESS CAPABILITIES messages on the
assigned packet uplink resource if the network allocates resource for the mobile station.

If the establishment cause in the CHANNEL REQUEST message indicates a request for one phase packet
access, the network may grant either a one phase packet access or a single block packet access for the
mobile station. If a single block packet access is granted, it forces the mobile station to perform a two phase
packet access. If the establishment cause in the EGPRS PACKET CHANNEL REQUEST message
indicates a request for one phase packet access or sending signalling data, the network may grant either a
one phase packet access or a two phase access (within a Multi Block allocation). If a multiple block packet
access is granted, it forces the mobile station to perform a two phase packet access. In the case of a MS that
has enabled PEO the establishment cause always indicates a one phase access and the network shall
prioritize the granting of a one phase packet access.

When EC operation is not enabled the packet uplink resource is assigned to the mobile station in an
IMMEDIATE ASSIGNMENT or an IMMEDIATE PACKET ASSIGNMENT message (if supported) sent
in unacknowledged mode on the same CCCH timeslot on which the network has received the CHANNEL
REQUEST or the EGPRS PACKET CHANNEL REQUEST message. The network may assign packet
resource to the mobile station in an IMMEDIATE PACKET ASSIGNMENT message if the received
EGPRS PACKET CHANNEL REQUEST message indicates the support of this assignment message. There
is no further restriction on what part of the downlink CCCH timeslot the IMMEDIATE ASSIGNMENT
and IMMEDIATE PACKET ASSIGNMENT message can be sent. Timer T3141 is started on the network
side.

When EC operation is enabled the packet uplink resource is assigned to the mobile station in an EC
IMMEDIATE ASSIGNMENT TYPE 1 message sent in unacknowledged mode on the same CCCH
timeslot on which the network received the EC PACKET CHANNEL REQUEST message (see Table
3.5.2.1.2.3). Timer T3141 is started on the network side.

The IMMEDIATE ASSIGNMENT and EC IMMEDIATE ASSIGNMENT TYPE 1 messages contain:

- the information field of the CHANNEL REQUEST, the EGPRS PACKET CHANNEL REQUEST
or the EC PACKET CHANNEL REQUEST message and the frame number of the frame in which
the CHANNEL REQUEST, the EGPRS PACKET CHANNEL REQUEST or the EC PACKET
CHANNEL REQUEST message was received;

- the packet channel description;
- the initial timing advance;

- the packet uplink assignment or EGPRS packet uplink assignment construction (only applies to the
IMMEDIATE ASSIGNMENT message).

- the packet resources used for the uplink EC TBF which includes the set of pre-allocated uplink
resources described by the EC Fixed Uplink Allocation 1E (only applies to the EC IMMEDIATE
ASSIGNMENT TYPE | message).

The IMMEDIATE PACKET ASSIGNMENT message contains parameters relevant to the assignment of
packet resources as specified in subclauses 3.5.2.1.3.2 and 3.5.2.1.3.3.



If frequency hopping is applied, the network may use the indirect encoding or the direct encoding of the
frequency configuration in the Packet Channel Description information element in IMMEDIATE
ASSIGNMENT message or in the /PA Uplink Assignment struct, IPA Downlink Assignment struct, or IPA
Single Block Uplink Assignment struct in IMMEDIATE PACKET ASSIGNMENT message. If the indirect
encoding is used, the mobile station uses information received in system information or stored from a
previous assignment to determine the frequency parameters, see 3GPP TS 44.060. If the direct encoding is
used, the mobile station uses the cell allocation defined for the cell to decode the mobile allocation.

If the indirect encoding is used, the IMMEDIATE ASSIGNMENT or IMMEDIATE PACKET
ASSIGNMENT message may contain a CHANGE MARK 1 field. If that is present, the mobile station
shall verify the validity of the SI13 CHANGE MARK associated with the GPRS mobile allocation to
which the message refers, see 3GPP TS 44.060. If the CHANGE _MARK 1 field and the

SI13_ CHANGE_MARK do not match, the message does not satisfactorily define a PDCH.

If EC operation is enabled the network indicates the frequency configuration in the EC Packet Channel
Description Type I information element (see sub-clausel0.5.2.84) in the EC IMMEDIATE ASSIGNMENT
TYPE 1 message.

If the mobile station receives an IMMEDIATE ASSIGNMENT message and the Dedicated mode or TBF
information element indicates that this is the first message in a two-message assignment, the mobile station
shall continue to listen to the full CCCH. The network may send a second IMMEDIATE ASSIGNMENT
message to the mobile station within two multiframe periods following the first IMMEDIATE
ASSIGNMENT message, specifying the packet channel description and, if required, a mobile allocation for
the assignment. The two IMMEDIATE ASSIGNMENT messages in a two-message assignment shall have
the same contents of the Request Reference information elements.

If the mobile station does not receive the second IMMEDIATE ASSIGNMENT messages in a two-
message assignment within two multiframe periods following the first message, the mobile station shall
discard the first IMMEDIATE ASSIGNMENT message received.

On receipt of an IMMEDIATE ASSIGNMENT message or, in case of a two-message assignment, a
matching pair of IMMEDIATE ASSIGNMENT messages corresponding to one of its 3 last CHANNEL
REQUEST or EGPRS PACKET CHANNEL REQUEST or EGPRS MULTILATERATION REQUEST
messages, the mobile station stops T3146 (if running), stops sending CHANNEL REQUEST or EGPRS
PACKET CHANNEL REQUEST messages, and switches to the assigned PDCH.

On receipt of an EC IMMEDIATE ASSIGNMENT TYPE 1 message corresponding to one of its 3 last EC
PACKET CHANNEL REQUEST messages on the RACH, the mobile station stops T3146 (if running),
stops sending EGPRS PACKET CHANNEL REQUEST or EGPRS MULTILATERATION REQUEST
messages, and switches to the assigned PDCH(s).

The content of the packet uplink assignment construction (respectively EGPRS packet uplink assignment
construction indicates which type of packet access is granted: one phase packet access or single
(respectively multiple) block packet access.

3.5.2.1.3a1 On receipt of an EC PACKET CHANNEL REQUEST or EC
MULTILATERATION REQUEST message (44.018)



On receipt of an EC PACKET CHANNEL REQUEST or EC MULTILATERATION REQUEST message
on the EC-RACH (see Table 3.5.2.1.2a.1), the network may allocate a temporary flow identity and assign
pre-allocated packet uplink resources comprising one or four PDCHs (determined by the uplink coverage
class of the mobile station) for an uplink temporary block flow in EC TBF mode.

When an EC PACKET CHANNEL REQUEST message is transmitted on the EC-RACH it implicitly
indicates a request for an uplink EC TBF. The transmission of an EC MULTILATERATION REQUEST
message on the EC-RACH (see sub-clause 9.1.65) implicitly indicates a request for an uplink EC TBF for
which only a single RLC data block will be transmitted. Packet uplink resources are assigned to the mobile
station in an EC IMMEDIATE ASSIGNMENT TYPE 2 message sent on the same EC-CCCH timeslot on
which the network has received the EC PACKET CHANNEL REQUEST message.

On receipt of an EC IMMEDIATE ASSIGNMENT TYPE 2 message corresponding to its last EC
PACKET CHANNEL REQUEST message, the mobile station stops T3146 (if running), stops sending EC
PACKET CHANNEL REQUEST messages, and switches to the assigned PDCH(s).

The EC IMMEDIATE ASSIGNMENT TYPE 2 message contains:

The downlink coverage class used when transmitting the message;
- optionally, an indication of page extension information;

- the 3 random bits of the information field of the EC PACKET CHANNEL REQUEST message and
the 10 least significant bits of the frame number of the frame in which the EC PACKET CHANNEL
REQUEST message was received,;

- the EC MA NUMBER;

- training sequence code (TSC) information;

- the temporary flow identity;

- the EGPRS modulation and coding scheme for RLC data blocks;
- the power control parameters;

- optionally, the initial timing advance;

- the packet resources used for the uplink TBF which includes the set of pre-allocated uplink
resources described by the EC Fixed Uplink Allocation IE;

- an indication of the uplink and downlink coverage class the MS is to use on the assigned packet
resources;

- an indication of the quarter hyperframe used to send the EC IMMEDIATE ASSIGNMENT TYPE 2
message.

The EC_ MA NUMBER field of the EC Packet Channel Description Type 2 IE (see sub-clause 10.5.2.85)
indicates the mobile allocation set to be used for EC operation.

When the mobile station switches to the assigned PDCH(s), it shall take the power control parameters
received in the the EC IMMEDIATE ASSIGNMENT TYPE 2 message into account,



3.5.2a Packet access procedure using EC-CCCH (44.018)

The packet access procedure using EC-CCCH may be used to establish a temporary block flow to support
the transfer of LLC PDUs in the direction from the mobile station to the network.

If EC operation is enabled a MS that supports GPRS services using GPRS/EGPRS TBFs may choose to
disable EC operation in the serving cell in which case the MS shall perform packet access as described in
sub-clause 3.5.2. Similarly, an EC capable mobile station that reselects from a cell that does not support
EC-GSM-IoT to a cell that supports EC-GSM-IoT may choose to not enable EC operation in which case it
shall perform packet access as described in sub-clause 3.5.2. If EC operation is enabled and a MS performs
reselection to a cell that does not support EC-GSM-IoT then it shall perform packet access as described in
sub-clause 3.5.2.

If a mobile station is accessing the network to perform the Multilateration procedure it shall perform packet
access in multiple cells (see 3GPP TS 44.031) wherein it sends an EC MULTILATERATION REQUEST
message (see sub-clause 9.1.65) in each of these cells as described in sub-clause 3.5.2.1.2a. Otherwise, the
mobile station proceeds as described in the remainder of this sub-clause.

The mobile station shall perform an EC-GSM-IoT preliminary access barring check before accessing the
network (see sub-clause 3.5.2a.1). If the preliminary access barring check indicates network access is
barred then access to the network is not allowed. Otherwise, the mobile station proceeds as described in the
remainder of this sub-clause.

A mobile station that is accessing the network when the low priority indicator is set to “MS is configured to
NAS signalling low priority” (see 3GPP TS 24.008 [79]) and is not sending an exception report (see sub-
clause 9.1.65), shall read the Implicit Reject Status (IRS) field, EC-BCCH CHANGE MARK field and
RACH Access Control field sent in the EC-SCH INFORMATION message (see Figure 9.1.30c.1 and 3GPP
TS 45.002) prior to accessing the network. If a change of EC-BCCH CHANGE MARK is detected it shall
read one or more EC-SYSTEM INFORMATION messages as needed (see sub-clause3.10.4). The MS then
proceeds as follows:

- Ifthe IRS field indicates the access attempt is rejected the mobile station shall abort the packet
access procedure and initiate the EC Implicit Reject procedure (see sub-clause 3.5.2a.2).

- Ifthe IRS field indicates the access attempt is not rejected, the RACH Access Control field indicates
that RACH usage on timeslot number 0 is not allowed it shall proceed with the packet access
procedure as decribed in sub-clause 3.5.2.1.2a.

- Ifthe IRS field indicates the access attempt is not rejected, the RACH Access Control field indicates
that RACH usage on timeslot number 0 is allowed and the mobile station has selected CC1 in both
uplink and downlink, see 3GPP TS 45.008 [34], it shall proceed with the packet access procedure as
decribed in sub-clause 3.5.2.1.2.

- Ifthe IRS field indicates the access attempt is not rejected and the mobile station has selected CC2,
CC3 or CC4 in the uplink and/or downlink (see 3GPP TS 45.008 [34]) then it shall proceed with the
packet access procedure as decribed in sub-clause 3.5.2.1.2a.

A mobile station that is accessing the network when the low priority indicator is set to “MS is not
configured for NAS signalling low priority” or is sending an exception report when the low priority
indicator is set to clause.



A mobile station that is accessing the network when the low priority indicator is set to “MS is configured to
NAS signalling low priority” and is configured for dual priority (see 3GPP TS 24.008[79]), shall examine
the EC-BCCH CHANGE MARK field and RACH Access Control field sent in the EC-SCH
INFORMATION message. If a change of EC-BCCH CHANGE MARK is detected it shall read one or more
EC SYSTEM INFORMATION messages as needed (see sub-clause 3.10.4) and then proceed as follows:

- Ifthe RACH Access Control field indicates that RACH usage is allowed and the mobile station has
selected CC1 in both the uplink and downlink it shall proceed with the packet access procedure
using the RACH on timeslot 0 (see sub-clause 3.5.2.1.2).

- Otherwise, it shall proceed with the packet access procedure as described in sub-clause 3.5.2.1.2a.
9.1.65 EC Packet Channel Request (44.018)

This message may be sent by an EC capable mobile station attempting system access using the EC-RACH
(see sub-clause 3.5.2.1.2a) in which the message format is as shown in Tables 9.1.65.1 and 9.1.65.2. This
message can also be sent using the RACH (see sub-clause 3.5.2.1.2) in which the message format is as
shown in Tables 9.1.65.3 and 9.1.65.4.

The uplink access burst block format is defined in 3GPP TS 44.004. The order of bit transmission is
defined in 3GPP TS 44.004. The message is coded in 11-bit format.

The EC capability is implied when a MS attempts system access using the EC-RACH or by the use of TS3
when a MS attempts system access using the RACH.

Table 9.1.65.1: EC PACKET CHANNEL REQUEST messages (EC-RACH)

Training sequence bits
(see 3GPP TS 45.002) 1.....1 Packet Channel Access
TS3 < EC PACKET CHANNEL REQUEST message Uplink CC1 MS
content >
TS4 < EC MULTILATERATION REQUEST message Uplink CC1 MS
content >
TS5 < EC PACKET CHANNEL REQUEST message Uplink CC2 MS

content > or < EC MULTILATERATION REQUEST
message content >

TS6 < EC PACKET CHANNEL REQUEST message Uplink CC3 MS
content > or < EC MULTILATERATION REQUEST
message content >

TS7 < EC PACKET CHANNEL REQUEST message Uplink CC4 MS

content > or < EC MULTILATERATION REQUEST
message content >




Table 9.1.65.2: EC PACKET CHANNEL REQUEST message content (EC-RACH)

TS Bit1 | Bit2 | Bit3 | Bit4 | Bit5 | Bit6 | Bit7 | Bit8 | Bit9 | Bit10 Bit 11
3 < EC PACKET CHANNEL REQUEST message content > :: = EGPRS
(CC1) [ < EC-NumberOfBlocks : bit (3) > Capability
< EC Priority : bit (1) >
< RandomBits : bit (3) >
< Selected DL Coverage Class : bit (3) > ;
4 0 0 < EC MULTILATERATION REQUEST message content > :: = EGPRS
(CC1) < RandomBits : bit (3) > Capability
< Selected DL Coverage Class : bit (3) >
< Spare : bit (2) > ;
5 < EC PACKET CHANNEL REQUEST message content > :: = 0
(CC2) | < EC-NumberOfBlocks : bit (3) >
< EC Priority : bit (1) >
< RandomBits : bit (3) >
< Selected DL Coverage Class : bit (3) >;
5 0 0 [ EC MULTILATERATION REQUEST message content > :: = 1
(CC2) < RandomBits : bit (3) >
< Selected DL Coverage Class : bit (3) >
< Spare : bit (2) > ;
6 < EC PACKET CHANNEL REQUEST message content > :: = 0
(CC3) [ < EC-NumberOfBlocks : bit (3) >
< EC Priority : bit (1) >
< RandomBits : bit (3) >
< Selected DL Coverage Class : bit (3) > ;
6 0 0 | EC MULTILATERATION REQUEST message content > :: = 1
(CC3) < RandomBits : bit (3) >
< Selected DL Coverage Class : bit (3) >
< Spare : bit (2) > ;
7 < EC PACKET CHANNEL REQUEST message content > :: = 0
(CC4) [ < EC-NumberOfBlocks : bit (3) >
< EC Priority : bit (1) >
< RandomBits : bit (3) >
< Selected DL Coverage Class : bit (3) > ;
7 0 0 |<EC MULTILATERATION REQUEST message content > :: = 1
(CC4) < RandomBits : bit (3) >

< Selected DL Coverage Class : bit (3) >
< Spare : bit (2) > ;




Table 9.1.65.3: EC PACKET CHANNEL REQUEST messages (RACH)

Training sequence bits

(see 3GPP TS 45.002) 1.....1 Packet Channel Access

TS3 < EC PACKET CHANNEL REQUEST message Uplink CC1 MS
content > (Note 1)

TS5 < EC PACKET CHANNEL REQUEST message Uplink CC2 MS
content > or < EC MULTILATERATION REQUEST
message content > (Note 2)

TS6 < EC PACKET CHANNEL REQUEST message Uplink CC3 MS
content > or < EC MULTILATERATION REQUEST
message content > (Note 2)

TS7 < EC PACKET CHANNEL REQUEST message Uplink CC4 MS

content > or < EC MULTILATERATION REQUEST
message content > (Note 2)

Note 1: Only sent on RACH when RACH Access Control is enabled (see sub-clause 9.1.30c¢)
Note 2: Only sent on RACH when 2TS EC-RACH is enabled (see sub-clause 9.1.43q)




Table 9.1.65.4: EC PACKET CHANNEL REQUEST message content (RACH)

TS Bit1 | Bit2 | Bit3 | Bit4 | Bit5 | Bit6 | Bit7 | Bit8 | Bit9 | Bit10 Bit 11

3 < EC PACKET CHANNEL REQUEST message content > :: = EGPRS
(CC1) | < EC-NumberOfBlocks : bit (3) > Capability
< EC Priority : bit (1) >
< RandomBits : bit (3) >
< Signal Strength : bit (3) > ;

5 < EC PACKET CHANNEL REQUEST message content > :: = 0
(CC2) | < EC-NumberOfBlocks : bit (3) >
< EC Priority : bit (1) >
< RandomBits : bit (3) >
< Selected DL Coverage Class : bit (3) > ;

5 0 0 [ EC MULTILATERATION REQUEST message content > :: = 1
(CC2) < RandomBits : bit (3) >
< Selected DL Coverage Class : bit (3) >
< Spare : bit (2) > ;

6 < EC PACKET CHANNEL REQUEST message content > :: = 0
(CC3) | < EC-NumberOfBlocks : bit (3) >
< EC Priority : bit (1) >
< RandomBits : bit (3) >
< Selected DL Coverage Class : bit (3) > ;

6 0 0 [ EC MULTILATERATION REQUEST message content > :: = 1
(CC3) < RandomBits : bit (3) >
< Selected DL Coverage Class : bit (3) >
< Spare : bit (2) > ;

7 < EC PACKET CHANNEL REQUEST message content > :: = 0
(CC4) | < EC-NumberOfBlocks : bit (3) >
< EC Priority : bit (1) >
< RandomBits : bit (3) >
< Selected DL Coverage Class : bit (3) > ;

7 0 0 |<EC MULTILATERATION REQUEST message content > :: = 1
(CC4) < RandomBits : bit (3) >
< Selected DL Coverage Class : bit (3) >
< Spare : bit (2) > ;

11.2.5a EGPRS Packet Channel Request (44.060)

This message may be sent by an EGPRS capable mobile station in a cell supporting EGPRS and where the
EGPRS PACKET CHANNEL REQUEST parameter indicates that this message shall be used.



This message is sent in random mode on the PRACH using the PRACH uplink block format or on the
RACH (see 3GPP TS 44.018) using the RACH uplink / Uplink access burst block format defined in

3GPP TS 44.004. The order of bit transmission is defined in 3GPP TS 44.004. The numbering, assembling
and field mapping conventions defined for RLC/MAC control blocks in sub-clause 10.0b shall apply. The

message is coded in 11-bit format.

The EGPRS capability is indicated using alternative training sequences (see 3GPP TS 45.002).

Table 11.2.5a.1: EGPRS PACKET CHANNEL REQUEST messages (non-PEO access)

Training sequence
(see 3GPP TS 45.002)

bits
11.....1

Packet Channel Access

TS1

< EGPRS Packet channel request message content >

EGPRS with 8PSK capability in uplink

TS2

< EGPRS Packet channel request message content >

EGPRS without 8PSK capability in uplink

Table 11.2.5a.2: EGPRS PACKET CHANNEL REQUEST message content (non-PEO access)

| < Signalling :

| < Short Access Request :
value 100 was allocated in an earlier

| < Two Phase Access Request :

| < Signalling by IPA capable MS :

< EGPRS Packet channel request message content > ::=
< One Phase Access Request :

version of the protocol and shall not be used

| < One phase Access Request in RLC unack mode :
| < Dedicated Channel Request :

| < Emergency call :
| < Two Phase Access Request by IPA capable MS

| < One Phase Access Request by Reduced Latency MS : 101

110000

110011
110101
110110
110111
111000

111001

< MultislotClass : bit (5) >
< Priority : bit (2) >
< RandomBits : bit (3) > >

100 -- The

< NumberOfBlocks : bit (3) >
< Priority : bit (2) >

< RandomBits : bit (3) > >

< MultislotClassGroup : bit (3) >
< Priority : bit (2) >

< RandomBits : bit (3) > >

< Priority : bit (2) >

< RandomBits : bit (3) > >

< RandomBits : bit (5) > >

< RandomBits : bit (5) > >

< RandomBits : bit (5) > >

< RandomBits : bit (5) > >

< Priority : bit (2) >

< RandomBits : bit (3) > >

< RandomBits : bit (5) > >;

Table 11.2.5a.3: EGPRS PACKET CHANNEL REQUEST messages (PEO access)

Training sequence
(see 3GPP TS 45.002)

bits
11.....1

Packet Channel Access

TS4

content >

< EGPRS PACKET CHANNEL REQUEST message

Access from a MS that has enabled PEO
and is performing the Packet Access
procedure.

TS4

content >

< EGPRS MULTILATERATION REQUEST message

Access from a MS that has enabled PEO
and is performing the Multilateration

procedure.




Table 11.2.5a.4: EGPRS PACKET CHANNEL REQUEST message content (PEO access)

TS Bit 0 Bit 1 Bit 2 Bit 3 Bit 4 Bit 5 Bit 6 Bit 7 Bit 8 Bit 9 Bit 10

4 0 0 0 < EGPRS PACKET CHANNEL REQUEST message content for ‘PEO
One Phase Access Request’ > ::=

< Access Cause : bit (2) >

< PEO Periority : bit (1) >

< Random Bits : bit (3) >

< EGPRS Capability : bit (1) >

< Spare : bit (1) > ;

4 0 0 1
< EGPRS MULTILATERATION REQUEST message content > :: =
< RandomBits : bit (3) >
< Spare : bit (5) > ;

4 0 1 Spare (9)

4 1 Spare (10)

NOTE: A mobile station that has enabled PEO (i.e. eDRX or PSM — see 3GPP TS 23.060 [19]) while in a cell
that supports PEO, shall always send an EGPRS PACKET CHANNEL REQUEST message using
TS4 (see Table 11.2.5a.3) and access type ‘PEO One Phase Access Request’ (see Table 11.2.5a.4) on
the RACH when performing the Packet Access procedure or an EGPRS MULTILATERATION
REQUEST message on the RACH when performing the Multilateration procedure.

8. BSS Receives RLC Data Block During Multilateration

Upon receiving an uplink RLC data block on an uplink TBF established in response to an access request
indicating “Multilateration” the BSS extracts the “TLLI”, “Source Identity” and “MS Sync Accuracy”
included therein (see step 8 in Figure 1). The RLC data block sent for the Multilateration procedure does
not contain an LLC PDU.

10.4.14a Length Indicator (LI) field in EGPRS TBF mode, EC TBF mode and TCH TBF
mode (lu mode) (44.060)

The Length indicator is used to delimit Upper Layer PDUs within the RLC data block. Additionally for /u
mode, a Length Indicator of value 127 may be used to indicate the presence of filler information within the
RLC data block. If the first length indicator in the RLC data block is set to 127, then the entire RLC data
block contains filler information.



The first Length Indicator (respectively, second length Indicator, if the first is of value 123, as described
below) shall indicate the number of octets of the RLC data field belonging to the first Upper Layer PDU,
the second Length Indicator (respectively third Length Indicator, if the first is of value 123, as described
below) shall indicate the number of octets of the RLC data field belonging to the second Upper Layer PDU,
etc. Only the last segment of any Upper Layer PDU, including those with only one segment, shall be
identified with a Length Indicator. The length indicator shall be placed in the RLC data block
corresponding to the last segment of the Upper Layer PDU, unless the Upper Layer PDU without the
corresponding LI field fills the RLC data block precisely. In this singular case, the Length Indicator shall be
placed as the first Length Indicator in the next in sequence RLC data block and take the value 0. The
inclusion of a Length Indicator that indicates the presence of a Selected PLMN Index field (see sub-clause
10.4.27) will never correspond to an Upper Layer PDU and therefore will never result in this singular case.

If the Upper Layer PDU does not fill the current RLC data block, a Length Indicator with value 127 (111
1111) shall be included as the last Length Indicator of the current RLC data block, indicating that there is
no following Upper Layer PDU in this RLC data block. If the Upper Layer PDU does not fill the RLC data
block and there is only one octet left, then the Length Indicator corresponding to the Upper Layer PDU is
the last Length Indicator field that shall be included in the RLC data block.

During RLC non-persistent mode of operation, or, during RLC unacknowledged mode of operation if the
network has commanded the usage of "Indication of Upper Layer PDU Start for RLC UM" for the TBF,
and if the current RLC data block starts with the first segment of a new Upper Layer PDU, then a Length
Indicator taking the value 126 shall be placed as the first Length Indicator in the RLC data block unless a
Length Indicator with the value 0, signalling that the last segment of the previous Upper Layer PDU
precisely fills the previous in sequence RLC data block, shall be included.

If the network and the mobile station support dynamic timeslot reduction (see sub-clause 8.1.8), a Length
Indicator with value 125 indicates the presence of dynamic timeslot reduction control information which
shall be included after the last Upper Layer PDU.

If EMSR is enabled, the transmission of an Upper Layer PDU can be suspended to transmit a higher
priority Upper Layer PDU by including an LI with a value of 124 as the first LI field within the next
transmitted RLC data block where an octet containing the TFI value associated with the higher priority
Upper Layer PDU immediately follows the LI field. The transmission of the suspended Upper Layer PDU
is resumed by including an LI with a value of 124 followed by an octet containing the TFI (and eTFI if
assigned, see sub-clause 5.13) associated with the Upper Layer PDU whose transmission is resumed after
the LI associated with the last segment of the higher priority Upper Layer PDU whose transmission is
completed. The transition from the last segment of an Upper Layer PDU to the first segment of a new
Upper Layer PDU associated with a different PFC can also occur within an RLC data block (i.e. no
suspend occurs) in which case the transition is indicated by including an LI with a value of 124 followed by
an octet containing the TFI (and ¢TFI if assigned) associated with the new Upper Layer PDU after the LI
associated with the last segment of the Upper Layer PDU whose transmission is completed. In addition:

- If the last segment of the Upper Layer PDU without the corresponding LI field fills the RLC data
block precisely and the next in sequence RLC data block is in the same radio block, then a Length
Indicator with the value 0 shall be placed as the first Length Indicator in the next in sequence RLC
data block.



- If the last segment of the Upper Layer PDU without the corresponding LI field fills the RLC data
block precisely and the next in sequence RLC data block is in a different radio block, then a Length
Indicator with the value 0 shall be placed as the first Length Indicator in the next in sequence RLC
data block and the TFI in the RLC/MAC header associated with the next in sequence RLC data
block and, if eTFI is assigned, the eTFI indicated by the CRC of the next in sequence RLC data
block, shall correspond to the last segment of the Upper Layer PDU.

- When a Length Indicator having the value 124 is included in the same RLC data block as the last
segment of the Upper Layer PDU and fills the RLC data block precisely then the first octet of the
RLC data field of the next in sequence RLC data block shall include the TFI (and eTFTI if assigned)
corresponding to the Upper Layer PDU whose transmission is resumed (if a suspend occurred) or to
a new Upper Layer PDU (if no suspend occurred).

A Length Indicator of value 123 is used by a mobile station supporting network sharing to indicate the
presence of the Selected PLMN Index field (see sub-clause 10.4.27) in the octet immediately following this
Length Indicator. In this case it shall always be the first Length Indicator in the RLC data block. The first
Length Indicator used for the case of EMSR requires that at least one previous RLC data block has been
sent for the uplink TBF whereas the first Length Indicator used to indicate the presence of the Selected
PLMN Index field shall always occur within the very first RLC data block sent for the uplink TBF and as
such they can never occur within the same RLC data block.

When performing the Multilateration procedure (see sub-clauses 3.5.2 and 3.5.2a) a Length Indicator of
value 122 is used by a mobile station to indicate the presence of the “Source Identity” and “MS Sync
Accuracy” fields in the 5 octets immediately following the Length Indicator. In this case it shall always be
the first Length Indicator in the RLC data block. The first Length Indicator used for the case of EMSR
requires that at least one previous RLC data block has been sent for the uplink TBF whereas the Length
Indicator used to indicate the presence of the “Source Identity” and “MS Sync Accuracy” fields shall always
occur within the single RLC data block sent for the Multilateration procedure and as such they can never
occur within the same RLC data block.

The final RLC data block of a TBF shall have a Length Indicator field corresponding to the final Upper
Layer PDU unless the final Upper Layer PDU fills the RLC data block precisely. If the final Upper Layer
PDU fills the final RLC data block precisely, the final Upper Layer PDU shall be sent without a
corresponding Length Indicator field.

The Length Indicator field is 7 bits in length and shall be encoded as a binary number. The valid values are
the values ranging from 0 to 74 for an EGPRS TBF, an EC TBF, an EGPRS2-A uplink TBF or an
EGPRS2-B TBF, from 0 to 82 for an EGPRS2-A downlink TBF, from 0 to 103 in TCH TBF mode (/u
mode), and the values 122 to 127. All other values are reserved. A mobile station detecting a reserved
Length Indicator value or an inconsistent encoding of the Length Indicator and E fields shall ignore the
RLC data block.

The interpretation of the value contained in the length indicator with corresponding E bit is summarized in
table 10.4.14a.1 and some examples are shown in annex B.

Table 10.4.14a.1: Interpretation of values of LI field and E bit



Value of LI in a RLC data block Value of E bit in

the same octet

Interpretation

k-th LI (k>0 integer):

0< value <75 (EGPRS/EC-GSM-loT
except EGPRS2-A downlink)

0< value <83 (EGPRS2-A downlink)
0< value <104 (TCH)

The value of the k-th LI is the number of octets of the
k-th Upper Layer PDU, or the last segment of it, in the
current RLC data block.

There is at least one Upper Layer PDU following the
k-th Upper Layer PDU in the current RLC data block.
There is no more than one Upper Layer PDU
following the k-th Upper Layer PDU in the current
RLC data block.

1stLI: value =0 0

1stLI: value = 126 0

k-th LI (k>1 integer):

0< value <75 (EGPRS/EC-GSM-loT
except EGPRS2-A downlink)

0< value <83 (EGPRS2-A downlink)
0< value <104 (TCH)

The last Upper Layer PDU of the previous in
sequence RLC data block ends at the boundary of
that RLC data block and it has no LI in the header of
that RLC data block. Thus the current RLC data block
contains the first segment of all included Upper Layer
PDUs.

The current RLC data block contains the first segment
of all included Upper Layer PDUs.

The k-th LI contains the number of octets of the (k-1)-
th Upper Layer PDU in the current RLC data block.

There is at least one Upper Layer PDU following the
(k-1)-th Upper Layer PDU in the current RLC data
block.

There is no more than one Upper Layer PDU
following the (k-1)-th Upper Layer PDU in the current
RLC data block.

k-th LI: value=127 1

The octets between the end of the Upper Layer PDU
indicated by the (k-1)-th LI and the end of the current
RLC data block are filling octets.

1stLI: value=0 1

The previous RLC data block contains a Upper Layer
PDU, or a part of it, that fills precisely the previous
data block and for which there is no length indicator in
that RLC data block. The current RLC data block
contains a Upper Layer PDU that either fills the
current RLC data block precisely or continues in the
next RLC data block.

1stLI: value = 126 1

The current RLC data block contains the first segment
of an Upper Layer PDU that either fills the current
RLC data block precisely or continues in the next RLC
data block.

1stLI: value=127 1
(lu mode only)

All octets of the RLC Data block contain filling
information.

k-th LI: value=125 0/1
(this value is not supported in EC
operation)

The current RLC data block contains the dynamic
timeslot reduction control information.

k-th Ll:value=124 0
(this value is only allowed if EMSR is
enabled)

An LI value of 124 serves as a TFI transition indicator
and is immediately followed by an octet containing the
TFI associated with the next Upper Layer PDU
segment in bit positions 1 to 5 (where bit 5 is the most
significant bit) and reserved bits in bit positions 6 to 8.
If eTFI is assigned then it shall be indicated by bit
positions 6 to 8 (where bit 8 is the most significant bit).

15t Ll:value=123 0/1
(this value is only allowed if network

sharing is supported both by the

network and the mobile station)

An LI value of 123 serves as a Selected PLMN Index
field indicator and is immediately followed by an octet
that contains the Selected PLMN Index field (see sub-
clause 10.4.27).




18t Ll:value=122 0/1
(this value is only used if the MS has

received an RRLP message

triggering it to perform the

Multilateration procedure)

An LI value of 122 serves as an indicator that the RLC
data block includes the “Source Identity” and “MS
Transmission Accuracy” fields and is immediately
followed by 5 octets that contain this information. The
first four octets immediately following LI = 122 contain
“Cell Identity” and “Location Area Code” (coded as
indicated in the system SYSTEM INFORMATION
TYPE 3 message sent in the serving cell where it was
commanded to perform the Multilateration procedure)
and the last octet contains the “MS Transmission
Accuracy’ field (coded per the value part of the
Multilateration Timing Advance IE defined in 3GPP TS
49.031).

No LI field present n.a.

The Upper Layer PDU that starts with the current RLC
data block either fills the current RLC data block
precisely or continues in the following in-sequence
RLC data block

9. BSS Forwards TA Information to Serving SMLC

A BSS receives “Source Identity” information (i.e. “Cell Identity” and “Location Area Code” information

identifying the cell in which Multilateration was triggered) and “MS Sync Accuracy” information within a

RLC data block sent by a MS in each cell it uses to perform the Multilateration procedure.

e Ifit has a context for the indicated “TLLI” (i.e. it triggered the current Multilateration procedure
for the indicated TLLI) it realizes it is the serving BSS and sends its default SMLC a “BSSMAP-LE
CONNECTION ORIENTED INFORMATION” message (see step 9a of Figure 1) containing
“MULTILATERATION TIMING ADVANCE”, “CELL IDENTIFER”, “BSS SYNC ACCURACY” and “MS
SYNC ACCURACY” information. In this case the “CELL IDENTIFIER” is the identity of the cell in

which the RLC data block was received.

e [fit has no context for the indicated “TLLI” it realizes it is a non-serving BSS and sends the MSC a
“BSSAP-LE CONNECTIONLESS INFORMATION” message (see Steps 9b.1 and 9b.2 of Figure 1)
containing “TLLI”, “MULTILATERATION TIMING ADVANCE”, “BSS SYNC ACCURACY” and “MS
SYNC ACCURACY” information. The “Network Element Identity (source)” IE is configured
according to the Cell Identity of the cell in which the RLC data block was received by the non-

serving BSS. The “Network Element Identity (target)” IE is configured according to the “Source

Identity” information the non-serving BSS received in the RLC data block).
e The MSC then forwards the “BSSAP-LE CONNECTIONLESS INFORMATION” message to the
serving BSS (identified by the “Network Element Identity (target)” |IE in the “BSSAP-LE

CONNECTIONLESS INFORMATION” message).




The serving BSS uses the “TLLI” information in the “BSSAP-LE CONNECTIONLESS INFORMATION”
message to identify the MS context/BSSMAP-LE Connection and then sends its default SMLC a
“BSSMAP-LE CONNECTION ORIENTED INFORMATION” message (see step 9b.3 of Figure 1)
containing “MULTILATERATION TIMING ADVANCE”, “CELL IDENTIFER”, “BSS SYNC ACCURACY”
and “MS SYNC ACCURACY” information. In this case the “CELL IDENTIFIER” is the identity of the
cell for which “MULTILATERATION TIMING ADVANCE” information is provided as indicated by
the “Network Element Identity (source)” IE of the “BSSAP-LE CONNECTIONLESS INFORMATION”
message.

3.21.74 BSSAP-LE CONNECTIONLESS INFORMATION (48.008)

This message is sent from the BSS to the MSC or from the MSC to the BSS. The MSC forwards the
CONNECTIONLESS INFORMATION message to the BSS as to which cell is indicated in the message.
The message is sent as a connectionless SCCP message.

INFORMATION ELEMENT REFERENCE DIRECTION TYPE LEN
Message Type 3.2.2.1 Both M 1
Network Element Identity (source) |3.2.2.69 Both M 3-n
Network Element Identity (target) [3.2.2.69 Both M 3-n
APDU 3.2.2.68 Both M 3-n
Segmentation 3.2,2,74 Both C (note 1) 5
Return Error Request 3.2.2.72 Both C (note 2) 3-n
Return Error Cause 3.2.2.73 Both C (note 3) 3-n
TLLI 3.2.2.133 Both O (note 4) 5
MultilaterationTiming Advance 3.2.2.134 Both O (note 4) 3

NOTE 1: This IE is present if and only if the APDU contains a message segment.

NOTE 2: The IE is present when the source of a message requests for an error response if
the message cannot be delivered to its final destination. If this IE is present, then
Return Error Cause shall not be present.

NOTE 3: The IE is present when an error is indicated that the message was not delivered
to its final destination. If this IE is present, then Return Error Request shall not be
present. Refer to 3GPP TS 49.031 for cause values

NOTE 4: This IE is included when this message is sent during the Multilateration procedure.

3.2.2.69 Network Element Identity (48.008)

This is a variable length information element identifying a network element. by association with either a
designated cell site or a designated location area.

It is coded as follows:

8 | 71 6 [ 5] 4] 3] 211
Element identifier octet 1
Length octet 2
Network Element Identity octet 3-n

The coding of octet 2 is a binary number indicating the length of the remaining element.

The Network Element Identity octets 3 to n are coded in the same way as the equivalent octets in the
Network Element Identity element of 3GPP TS 49.031.



When the Multilateration procedure is used and the BSSAP-LE CONNECTIONLESS INFORMATION
message is sent from a BSS to the MSC the Network Element Identity (target) information element is
coded using the “Source Identity” information passed from a MS to the BSS during the Multilateration
procedure and the “Network Element Identity (source)” information element is configured according to the
Cell Identity of the cell in which the RLC data block was received by the non-serving BSS (see 3GPP TS
44.060).

10.19 Network Element Identity (49.031)

This is a variable length information element identifying a network element. by association with either a
designated cell site or a designated location area.

8 | 7 ] e | 5 | 4 | 3 | 2 | 1
Octet 1 IEI
Octet 2 Length indicator
Octet 3 spare | Identity Discrminator
Octet 4 Network Element Identification
to
Octet n

Figure 10.19.1: Network Element Identity IE

Identity Discriminator (bits 4-1 of octet 3)

0000 Identification using the MCC + MNC +LAC + CI as defined in 3GPP TS 23.003
0001 Identification using LAC + CI as defined in 3GPP TS 23.003
0100 Identification using the MCC + MNC + LAC as defined in 3GPP TS 23.003
0101 Identification using the LAC as defined in 3GPP TS 23.003
0110 Identification using LMU ID as defined below
All other values are reserved.
8 | 7 | 6 [ 5 | 4 ] 3 [ 2 [ 1
Octet 4 MCC+MNC+LAC+CI
to
Octet 10

Figure 10.19.2: Coding of Network Element Identification
using the MCC+MNC+LAC+CI

Octets 4 to 10 are coded as the Cell Identification of the Cell Identifier IE for Cell identification
discriminator = 0000 defined in 3GPP TS 48.008.

8 | 7 ] 6 | 5 | 4 ] 3 | 2 [ 1
Octet 4 LAC + ClI
to
Octet 7

Figure 10.19.3: Coding of Network Element Identification using the LAC + ClI

Octets 4 to 7 are coded as the Cell Identification of the Cell Identifier IE for Cell identification
discriminator = 0001 defined in 3GPP TS 48.008.



8 7 6 5 4 3 2 1

Octet 4 MCC+ MNC
to
Octet 6
Octet 7 LAC
to
Octet 8

Figure 10.19.4: Coding of Network Element Identification
using the MCC + MNC + LAC

Octets 4 to 8 are coded as the corresponding octets in the Cell Identification of the Cell Identifier List IE
for Cell identification discriminator = 0100 defined in 3GPP TS 48.008.

8 | 7 ] 6 | 5 | 4 ] 3 | 2 [ 1
Octet 4 LAC
Octet 5 LAC - continued

Figure 10.19.5: Coding of Network Element Identification using the LAC

Octets 4 to 5 are coded as the corresponding octets in the Cell Identification of the Cell Identifier List IE
for Cell identification discriminator = 0101 defined in 3GPP TS 48.008.

8 | 7 ] 6 | 5 | 4 ] 3 | 2 [ 1
Octet 4 LMU ID
LMU ID - continued
Octet n LMU ID - continued

Figure 10.19.6: Coding of Network Element Identification using the LMU ID

Octets 4 and possible additional octets are coded as one to six octets of unformatted data. The maximum
allowed length for the LMU ID is 6 (in this case octet 4-9 carry the LMU ID). This type of Network
Element Identity is a BSS allocated address for an LMU. It shall not be used for addressing an SMLC and
shall not be used when the Network Element Identity is sent to the core network (i.e. one of the other
choices above shall be used in such a case).

3.2.2.68 APDU (48.008)

This information element is defined as a general container for passing information transparently between
BSSs or between BSS and SMLC via the MSC.

It is coded as follows:

8 | 71 6 [ 5] 4131 211
Element identifier octet 1
Length octet 2-3
APDU octet 4-n

The length indicator is a binary indication of the number of octets following in the element.

The APDU octets 4 to n are coded in the same way as the equivalent octet in the APDU element of
3GPP TS 49.031. When the BSSAP-LE CONNECTIONLESS INFORMATION message is sent from a
BSS to a MSC or from a MSC to a BSS during the Multilateration procedure this information element is
not used (i.e. the “Protocol ID” field shall indicate “reserved”).



3.2.2.133 Temporary logical link Identity (TLLI) (48.008)

This information element is defined as a general container for passing information transparently between
BSSs via the MSC.

It is coded as follows:

8 | 7 16 | 5 41 3] 2 | 1
Element identifier octet 1
TLLI octet 2-5

The TLLI octets are coded as the value part of the TLLI information element in 3GPP TS 44.018, not
including 3GPP TS 44.018 IEIL

3.22.134 Multilateration Timing Advance (MTA) (48.008)

This information element is defined as a general container for passing information transparently between
BSSs via the MSC.

It is coded as follows:

8 | 71 6 [ 5] 4] 3] 211
Element identifier octet 1
MTA octet 2-3

The MTA field is coded according to the value part of the Multilateration Timing Advance information
element described in 3GPP TS 49.031 (i.e. not including 3GPP TS 49.031 IEI)

10. SMLC Completes the Multilateration Procedure

The serving SMLC collects all “TA Information”, “Cell Identifier”, “MS Sync Accuracy” and “BSS Sync
Accuracy” information associated with a given MTAO Multilateration procedure until the corresponding
SCCP connection between the BSS and the SMLC is released by the serving BSS (i.e. released upon
expiration of the MTAO specific timer in the serving BSS). It then determines the location of the
corresponding MS and sends the serving BSS a “BSSMAP-LE Perform Location Response” message and
includes the determined location information in the “Location Estimate” IE (see step 10 of Figure 1).

9.2 BSSMAP-LE PERFORM LOCATION RESPONSE message (49.031)

This message is sent in response to a BSSMAP-LE Perform Location Request to return a successful
location estimate for a target MS or to indicate some failure in obtaining this. The message is also sent in
response to a BSSMAP-LE Perform Location Request to return deciphering keys or an indication that LCS
assistance data has been successfully delivered to an MS. The message can be sent from the SMLC to the
BSS.



Table 9.2: BSSMAP-LE PERFORM LOCATION RESPONSE message content

Information element Type/Reference Presence Format Length in
octets

Message type Message Type M V 1

Location Estimate Geographic Location C TLV 2-22
Positioning Data Positioning Data O) TLV 2-n
Deciphering Keys Deciphering Keys (@) TLV 17

LCS Cause LCS Cause O TLV 3-4
Velocity Data Velocity Data 0 TLV 6-9
GANSS Positioning Data GANSS Positioning Data 0] TLV 3-n

11. MS Location Estimate Relayed to LCS Client

The serving BSS sends the SGSN a “BSSGP PERFORM-LOCATION-RESPONSE PDU” message that includes
the identified MS location in the “Location Estimate” |E (see step 11 of Figure 1). The SGSN then sends a
“MAP Provide Subscriber Location Ack” message to the GMLC (see step 12 of Figure 1) and the GMLC
sends the LCS client the requested location information in the “LCS Service Response” message (see step
13 of Figure 1).

10.5.2 PERFORM-LOCATION-RESPONSE (48.018)

This PDU allows the BSS to respond to the SGSN after the completion of the location procedure.

PDU type: PERFORM-LOCATION-RESPONSE

Direction: BSS to SGSN

Table 10.5.2: PERFORM-LOCATION-RESPONSE PDU content

Adopt the set of working assumptions provided in section 1 above.

Information elements Type / Reference Presence | Format | Length |
PDU type PDU type/11.3.26 M \ 1
TLLI TLLI/11.3.35 M TLV 6
BVCI (PCU-PTP) BVCI/11.3.6 M TLV 4
Location Estimate (note 1) |Location Estimate/11.3.54 C TLV 3-?
Positioning Data Positioning Data/11.3.55 [©) TLV 3-?
Deciphering Keys (note 2) |Deciphering Keys/11.3.56 C TLV 3-?
LCS Cause (note 3) LCS Cause/11.3.58 0 TLV 3-?
Velocity Data Velocity Data/11.3.96 O TLV 3-?
GANSS Positioning Data |GANSS Positioning Data / 0] TLV 3-?

11.3.101
NOTE 1: This IE is present if the location of the target MS was requested and the
procedure succeeded.
NOTE 2: This IE is present if the deciphering keys were requested and the procedure
succeeded.
NOTE 3: This IE is present if the procedure failed.
12.Way Forward
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Positioning enhancements for GERAN - introducing Timing
Advance trilateration

1 Introduction

At GERAN#67 a new work item on Extended Coverage GSM was approved. The final version
of the Cellular loT Technical Report evaluating the Extended Coverage GSM (EC-GSM-IoT)
candidate technique and motivating the work item can be found in [1].

Currently, for EC-GSM-IoT, when it comes to positioning only the Cell ID + timing advance
method will be supported within Rel-13. This method has an inherent accuracy of around
550 m along an arc within a given cell.

Device positioning and tracking is important in many loT applications such as asset tracking.
GPS based positioning method is not appropriate for many loT applications due to
additional costs as well as poor or no indoor coverage. Additionally the limited deployment
of E-OTD and U-TDOA in GERAN networks implies that these methods are unsuitable for
improving the positioning accuracy for EC-GSM-loT devices. Moreover, these methods
require deployment of dedicated hardware in order to be supported.

This paper provides a high level description of a potential new positioning method called
timing advance (TA) trilateration which in turn builds on the already existing timing advance
estimation method as defined in 3GPP TS 43.059. The TA trilateration method can thus be
deployed in GERAN based networks as a software upgrade without any hardware impacts.

It is furthermore proposed to include this positioning method as an enhancement to EC-
GSM-loT as a new Work Item in Rel-14.

As an addition, given that the use of E-OTD and U-TDOA is quite uncommon it is proposed
that the TA trilateration method is also standardized for legacy (E)GPRS operation within
Rel-14.

2 Timing Advance trilateration

The basic idea to improve the positioning accuracy is based on extending the current Cell ID
+ timing advance method by performing a trilateration based on timing advance values. For
this to work the timing advance value from at least, for sectorized cell deployments and
favorable geometry two and general case three neighboring base stations are needed, see
Figure 1 and Figure 2 below.

On a high level the following steps could be seen as needed (steps impacted by the TA
trilateration method are indicated with red text):

1. SGSN sends Perform Location Request to the BSS (48.018)

2. The BSS sends the BSSAP-LE Perform Location Request message to request the
SMLC to start the positioning procedure (48.071).
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3. The SMLC sends a BSSMAP-LE Connection Oriented Information message (TA
trilateration request) to the BSC serving a particular target MS.

4. The BSS triggers the MS to send Neighbor cell measurement report (via page or
PACCH message).

5. MS sends measurement report to the BSS

6. The BSS sends Candidate BTS list derived from measurement report to SMLC node
for determination of best base stations for trilateration.

7. The SMLC node returns Selected BTS list to BSS that contains a list of cells for which
TA values are to be obtained.

8. The BSS sends BTS Cell reselection list to the MS which triggers MS to reselect to
listed base stations and request a single block allocation for a control message
containing TLLI such that the device and hence the associated TA value can be
linked. This provides the BSS with TA values for the listed base station, TA;, TA;, TAs3
to TA..

9. The BSS collects the TA values internally and sends an BSSMAP-LE Connection
Oriented Information message (TA trilateration response) to the SMLC node.

10. The SMLC nodes performs the trilateration based on received TA values and returns
a BSSAP-LE Perform Location Response message to the BSC containing location
estimate.

Alternatively, step 5 through 8 could be modified/omitted if the MS after the trigger in step
4 autonomously connects/reselects to the best cells. This has however some drawback in
that the selected base stations may not be ideal from a positioning accuracy point of view.

((A’)) (@)

Figure 1 lllustration of timing advance trilateration method
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SGSN SMLC BSS

1. Perform Location Request

2. BSSAP-LE Perform
Location Request

3. TAtriangulationrequest | 4, Send Measurement report

6. Candidate BTS list 5. Measurement report
<

7. Selected BTS list | 8. BTSCell reselection list

9. TA triangulation response

10. BSSAP-LE Perform
Location Response

11. Perform Location Response

Figure 2 Schematic illustration of TA trilateration positioning procedure.

3 Tightening the BTS and MS requirements

It should further be noted that even better accuracy can be achieved with finer TA
estimation granularity in the BTS along with tighter MS requirements when it comes to the
MS assessing the BTS timing. This is elaborated in more detail below.

First of all, currently when assigning timing advance values to the MS for the purpose of
communication with the BTS it is done in units of 1 symbol, see e.g. 3GPP TS 44.018 and
3GPP TS 44.060. From this point of view there is in other words no need for the BTS to
estimate the timing advance value with accuracy greater than 1 symbol. However, for the
purpose of estimating the position the greater the timing advance accuracy the greater the
positioning accuracy. Higher timing advance estimation may for example be achieved by
oversampling of the received signal.

Secondly, when it comes to the requirements on the MS in assessing the BTS timing the
following is stated in 3GPP TS 45.010 “In determining the timing of signals from the BTS, the
timings shall be assessed in such a way that the timing assessment error is less than %
normal symbol periods”. In other words, even if the BTS estimation of timing advance value
can be improved, the accuracy will not exceed % symbol or 275 meters unless the MS
requirement related to estimating the BTS timing also is tightened.

In summary, given that improving the BTS timing advance estimation as well as the MS
requirement on BTS timing estimation will improve the accuracy of the proposed method it
is proposed to further study what the limitations are with the requirement to avoid
significant impacts to both the BTS and MS hardware.

4 Impacts to battery life time

EC-GSM-loT has been specified with a target of 10 years battery life time and it has been
shown that this target can be met at most evaluation points [3]. In order to estimate the
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impacts of performing a positioning on the battery life time a comparison is performed
between the energy it takes to send a mobile originated report of 200 bytes, the energy it
takes to perform a positioning request according the new method as well as U-TDOA. For
the sake of simplicity the comparison is performed assuming a device in Coverage Class 1.
The message flows for each procedure can be found in Figure 2 and in the Annex.

Evaluations are done assuming an operating voltage of 3.3 V, an operating current of 1.23 A
and 0.03 A at transmission and reception, respectively [1]. Contributions from light and
deep sleep have been ignored (knowing that this contributes only marginally to the overall
consumption during a limited procedure that the main purpose here is to get a rough
comparison among different procedures).

The average number of received bursts for a CC1 device to synchronize to a cell is 43 (see
ref [1] sub-clause 6.2.6.6.2) which is equivalent to 25 ms on-time (43*0.577=24.8 ms). The
measurement then requires 10 samples to estimate the received signal level (see 3GPP TS
45.008). It is assumed a correlator based estimator is used on the EC-SCH which requires
two identical signals to be received. Considering that 1 EC-SCH is already received in the 43
bursts, 19 (9*2+1) additional burst need to be read. The total receiver on-time for both the
sync and measurement then becomes (43+19)*0.577 = 35.8 ms.

The energy to:

e send a RACH burst is calculated as 3.3*1.23A*0.577 msec=2.34 mJ,

e send one UL block is calculated as 4 *3.3*1.23*0.577=9.37m)J

e receive one data DL block is calculated as 4*3.3*0.03 A*0.577=0.23 mJ.

e receive one EC- AGCH/EC-PCH block is calculated as 2*3.3*0.03 A*0.577=0.11 m)J
e Syncto one neighbor cell is calculated as 3.3%0.03*%25=2.47 m|

e sync and measure one neighbor cell is calculated as 3.3*0.03*35.8 ms=3.54 m)J

In table 1, the calculations for the different procedures are summarized and compared. It
can be seen that the energy to perform a positioning with the TA trilateration procedure is
on the same order as sending a 200 byte mobile autonomous report or roughly 100 mJ. For
the U-TDOA procedure the energy to perform a location varies between 50 to 204 mJ all
depending on how many times the Packet Polling procedure needs to be repeated (4 to 20
times) to achieve the targeted accuracy [9]. Moreover, given that the energy to send a 200
byte report and the energy to perform one positioning with the new proposed method are
roughly on the same order one can draw the conclusion that the positioning itself will not
set the battery lifetime limit but rather that the combination of number of reports and
position events will have to be considered.

Table 1 Comparison of energy to send 200 byte report, and perform positioning
with TA trilateration and U-TDOA

Send 200 byte report TA trilateration U-TDOA
Message Energy Message Energy Message Energy
RACH (UL) 2.34 Page (DL) 0.11 Page (DL) 0.11
Fixed UL 0.11 RACH (UL) 2.34 RACH(UL) 2.34
assign. (DL)
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10 UL blocks 93.7 FUA (DL) 0.11 FUA (DL) 0.11
(Report UL)
PUAN (DL) 0.23 Page 9.37 Page 9.37
response response
(UL) (UL)
Packet DL. 0.23 PUAN (DL) 0.23 PUAN (DL) 0.23
Assign.
4 DL Block 0.92 Measurem. 0.23 Packet DL 0.23
(DL Ack) Req. (DL) Assign. (DL)
PDAN (UL) 9.37 Measure on 21.2 4-20xPacket 0.92-4.6
5 Poll (DL)
Neighbors+
reconfirm
serving cell
RACH (UL) 2.34 4-20xPacket 37.5-187.4
Control Ack.
(UL)
Fixed UL 0.11
assign. (DL)
Meas. Rep. 9.37
(UL)
PUAN (DL) 0.23
Packet DL. 0.23
Assign.
Candidate 0.23
list (DL)
PDAN (UL) 9.37
Syncto 3 7.42
cells
3xRACH 7.02
3xFUA 0.33
3xControl 28.1
Message UL
(TLLI)
Total 107 mJ 98 mJ 51-204 m)

5 Comparison

It is the view of the sourcing company that U-TDOA and E-OTD are unsuitable for improving
the positioning accuracy for EC-GSM-IoT devices mainly due the need of dedicated
hardware (LMUs) and in case of U-TDOA the need to have synchronized networks (GPS). It
should further be mentioned that it is not clear that these methods also can be extended to
support + 20 dB extended coverage. Table 2 summarizes various aspects related to the

three methods.
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TA trilateration U-TDOA E-OTD
Dedicated hardware No Yes Yes
Synchronized No Yes No
Network
Supports +20 dB Yes ? ?
MS impact Yes No Yes

6 Standardization impact

To introduce the TA trilateration method along with a tightening MS requirements into the
specifications the following updates are needed:

e 43.059 Addition of new positioning method

e 48.071 Introduction of two new messages, TA trilateration request and response
messages

e 49.031 Addition of TA trilateration method

e 44.018 Messages and procedure to trigger MS measurements for MS in idle mode

e 44.060 Messages and procedure to trigger MS measurements for MS in connected
mode. Messages and procedures to support the TA trilateration method
(Measurement Report, BTS candidate list etc)

e 45.010 Tightening of the MS Assessment of BTS timing.

e 24.008 capability bit for MS support of TA trilateration method

7 Proposal

Based on the analysis provided in this discussion paper it is proposed to start a new work
item at RAN#72 [2] with purpose to introduce Timing Advance trilateration as new
positioning method for both EC-GSM-IoT and GPRS/EGPRS with Rel-14.
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9 Annex

9.1 Message flow Mobile autonomous report

RACH (UL resources)

Fixed uplink Assign.

UL data block x 10
PUAN

Packet DL Assign

DL data (ack)x4

PDAN

Figure 3 Message and data flow for mobile autonomous report

9.2 Message flow for U-TDOA positioning (MS in idle state)

SGSN SMLC BSS

Page

RACH (page response)

1. Perform Location Request

2. BSSAP-LE Perform
Location Request

3. BSS LAP U-TDOA Request

4. BSSLAP U-TDOA Response

5. Packet DL Assignment

6. Packet Poling Request

4 to 20 times 7. Packet Control Ack

Figure 4 Message flow for U-TDOA procedure
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1 Background

At the RAN#72 a Release 14 work item on Enhancements of NB-loT [1] was approved containing the
following objective:

e “Introduce E-CID core requirements:
o RSRP/RSRQ measurement [RAN4 only]
o UE Rx-Tx time difference measurement [RAN4 only]
e  Support of UTDOA or OTDOA:
o  Study accuracy, UE complexity, UE power consumption for both UTDOA and OTDOA using
NB-IoT and provide recommendation to RAN#73 on which one solution to adopt [RAN1]
=  3GPP network operators are invited to provide inputs to RAN1#86 on their
positioning requirements. Companies are encouraged to include both methods in
their evaluations.
o Based on the study make a choice (either uplink positioning or OTDOA) during RAN#73

RAN1 is asked to compare UL and DL based TDOA for NB-loT and provide a recommendation to
RAN#73 on which of these two solutions to adopt for NB-IoT. In this contribution, we introduce an uplink
positioning method for NB-loT denoted Timing Advance based Multi-leg positioning (TAM). The main
advantage of this technique is that it is designed to function in time asynchronous networks as well as
time synchronized networks.

2 Timing advance based multi-leg positioning for NB-loT

In the Timing Advance based Multi-leg (TAM) method, positioning of NB-loT UEs is based on a procedure
triggered by a positioning node, i.e. an eSMLC, where the UE is paged and requested to synchronize to a
number of neighbouring cells, and in each cell attempt to access and identify itself to the eNB. The eNB in
each cell estimates the timing advance (TA) value of the access attempt and forwards this tagged with
the UE identity to the positioning node. The positioning node uses the received set of TA values, and pre-
known positions of the involved eNBs to estimate a position of the UE.

Figure 1 provides a general overview of possible nodes, information elements and physical channels
involved in the positioning of a device. This contribution will focus on the radio layer aspects of TAM and
leave higher layer details concerning protocol implementations and general architecture considerations
for later study.
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Figure 1 General illustration of the nodes, interfaces, protocol and physical channels involved in
the positioning of a device.

In the first step the UE is paged and the positioning procedure is triggered. The selection of the
neighbouring cells a UE should synchronize to and access can have different levels of complexity:

- Inits simplest form the positioning request is merely asking the UE to attempt to perform access
in a certain number of cells N. The UE is then autonomously selecting the N cells, e.g. based on
signal level ranking, synchronizes to each of them and performs the access. This simple
assumption was explored in the simulations presented in section 3.

- In a more sophisticated version the UE is feeding the NW with a measurement report. Based on
this measurement report in combination with knowledge of the geographical position of each eNB
relative the position of the serving cell the serving eNB asks the UE to synchronize and perform
access in N specific cells. In the simulations performed in section 3 also the option to select the N
cells based on the geometry between the eNBs involved in a positioning attempt was explored.

The UE can synchronize to a cell using the in Release 13 already specified physical channels, e.g. the
NPSS, NSSS and NRS. A new Release 14 signal dedicated for positioning could also be considered. The
timing accuracy that can be achieved by a UE when synchronizing to the selected DL signal is of high
importance to the overall positioning accuracy.

When the UE performs the system access in the neighbouring cells it needs to follow the connection
procedure at least until RRC Connection Request (msg3) for contention to be resolved on the network
side. During the connection setup the eNB needs to estimate the UL TA, e.g. via the NPRACH or msg3.
After contention resolution the eNB forwards the estimated TA and the UE S-TMSI, extracted from msg3,
to the positioning server. The accuracy of the eNB TA estimate is also crucial for the positioning accuracy.

In the final step the positioning node collects the TA estimates from each eNB, and uses these in
combination with the known geographical locations of the eNBs to position the device.

It should be noted that a similar procedure has been proposed to be considered in RANG for the Release
14 work item on positioning for EC-GSM-IoT [4].



3 Simulations

To estimate the accuracy of the TAM solution the novel simulator described in [2] was used to run a set of
simulations. The simulator was configured in accordance with the assumptions described in [3], and
Table 1 highlights a few selected assumptions of importance.

Table 1 System simulation assumptions.

Assumption Comments

eNB TA error model Based on NPRACH, see [2] for details.

UE timing error model U(-0.5/240-10% s, +0.5/240-103 s), see [2] for details.
TU 1Hz, EPA 1Hz

Propagation condition Note: The eNB TA error model applies to both propagation
conditions.

Max number of eNBs per positioning attempt 5,10, 15, 20

Minimum number of eNBs required in a 3

positioning attempt

eNBs based on signal strength (SS).
eNBs based on geometry (geographical location relative serving
cell)

Mechanism to select eNBs in a positioning
attempt

43 dBm (standalone mode of operation)

Note: The UL and DL timing error models are independent of
DL SINR, so the results presented applies equally well to inband
and guardband operation

eNB output power

UE output power 23 dBm

2, 8 or 32 repetitions per preamble attempt (see
numRepetitionPerPreambleAttempt in TS 36.321).
NPRACH Resource usage
NPRACH thresholds configured to the -101 and -111 dBm (see
RSRP-ThresholdsNPRACH-InfoList-NB in 36.331)

The preambile initial received target power was set to -90 dBm

NPRACH power control (see preamblelnitialReceivedTargetPower in TS 36.311).

UE mobility 0 km/h
NW synchronization No
Frequency reuse Any

When considering the assumptions listed above it should be noted that the simplistic UE timing error
model applied in the simulations are corresponding to a low complexity UE with slightly better timing
performance than the requirement specified for NB-loT [5] and is independent of SINR, and applies
equally well to both EPA and TU propagation conditions. For the eNB the NPRACH TA error model is
both dependent on SINR and propagation conditions as described in [5].

Parts of the results recorded from the simulations are presented in Figure 2. The figure shows that a
positioning accuracy of around 150 meters may be achieved at the 67" percentile if up to 10 eNBs are
involved in the positioning attempt and the propagation conditions corresponds to the EPA or TU channel
models,. The TU performance is as seen slightly inferior compared to the EPA performance.
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Figure 2 Horizontal positioning error distribution for the TAM positioning method.

The results from all simulations for the TAM position method, including the ones seen above, are
summarized in the below two tables where the horizontal accuracy achievable at the 67th and 95th
percentile are presented.

A first observation from the tables is that the achievable results are dependent on the maximum number
of eNBs involved in the positioning procedure of a UE. Then, when up to 5 eNBs are targeted for a
positioning attempt the implementation based on geometry, i.e. the geographical location, of the eNBs is
showing improved performance compared to the implementation based on signal strength (SS) selection
of eNBs. This is partially a consequence of the SINR invariant UE timing error model. For 10 or more
eNBs the performance of the two approaches are more or less comparable.



Table 2 Horizontal accuracy achievable at the 67" and 95" percentile for EPA propagation
conditions.

Max number of eNBs Accuracy at 67" and 95 percentile [m]
SS based eNB selection Geometry based eNB selection
5 eNBs 205 /439 201/ 347
10 eNBs 140/ 253 141/ 254
15 eNBs 118 / 231 118 /230
20eNBs 108 / 221 112 /233

Table 3 Horizontal accuracy achievable at the 67" and 95t percentile for TU propagation
conditions.

Max number of eNBs Accuracy at 67" and 95" percentile [m]
SS based eNB selection Geometry based eNB selection
5 eNBs 235/508 218 /385
10 eNBs 159 /294 151 /277
15 eNBs 130/ 252 129 /249
20eNBs 115 /249 119 /244

Of interest is also the likelihood that a UE cannot access three or more cells, which is needed to complete
the presented TAM procedure. In the above investigated network setup the likelihood of a UE not being
able to access three or more cells, due to a coupling loss exceeding 164 dB, was recorded to 1.5%.

4 Analysis

The TAM procedure outlined in this paper involves a procedure impacting both at the UE and eNB side.
For the UE the requirement to synchronize and access a number of cells will when the UE is in extended
coverage be time consuming.

It may also have an impact on the UE energy consumption, and this aspect deserves further attention.

Observation 1: TAM can be associated with a long estimation time which may have an impact on the UE
battery consumption and a positioning delay

But it should be noted that for TAM, being a TA based method, it is sufficient to access three cells. For
time difference of arrival (TDOA) based methods at least four cells need to be involved in a positioning
attempt.

The procedure will also consume radio resources in each cell the UE visits, and optimizations to the
contention resolution procedure discussed in section 2 may be considered to improve the method.

The TAM positioning accuracy is furthermore heavily dependent on the UE and eNB timing estimation
performance. The results presented in section 3 were based on the UE timing error model presented in [2]
where the UE performance is assumed to correspond to a timing error uniformly distributed between
+.5/240-103 s. This is believed to map to a low complexity UE just slightly better than the 3GPP timing
requirement Error! Reference source not found.. It is expected that the presented performance will be
improved for a UE supporting higher accuracy than the minimum requirements defined by 3GPP.

Observation 2: TAM can be improved by more tailored UE processing.



TAM does not require a synchronized network, since the considered TA measurements are associated to
the relative distance between the eNB and the UE.

Observation 3: TAM does not require a synchronized network.

5 Conclusions

This contribution has introduced a new uplink based procedure for positioning of NB-loT devices in
asynchronous networks. It has been shown that promising results are within reach if sufficiently many
eNBs are involved in the positioning of a device. It is therefore felt motivated to continue the investigation
of solutions for asynchronous networks within the framework of the Release 14 work item on NB-IoT.
Going forward special attention is needed on the feasibility to improve the UE TA estimation accuracy
while limiting the impact on the UE complexity, on the impact on UE power consumption and on the
procedures needed to support the proposed method.

In addition to the above summary the following observations were made in the contribution:

Observation 1: TAM may be associated with a long estimation time which may have an impact on the
UE battery consumption and a positioning delay.

Observation 2: TAM can be improved by more tailored UE processing.

Observation 3: TAM does not require a synchronized network.

6 References

[11 RP-161318, Enhancements of NB-loT, RAN#72, source Vodafone et al

[2] R1-167424, New simulator for positioning of NB-loT, RAN1#86, source Ericsson

[3] R1-167423, On requirements and assumptions for positioning of NB-loT, RAN1#86, source Ericsson

[4] RP-161034, Positioning enhancements for GERAN — introducing TA trilateration, RAN#72, source
Ericsson

[5] TS 36.133, Evolved Universal Terrestrial Radio Access (E-UTRA); Requirements for support of radio
resource management



R6-160274
(Revision of R6-160263)

CR-Form-v11.1

3GPP TSG-RAN6 Meeting #2
Reno, Nevada USA, 14 - 18 November, 2016

CHANGE REQUEST
CR 0081

43.059 rev 3 Current version:

13.2.0

For HELP on using this form: comprehensive instructions can be found at
http.//www.3gpp.org/Change-Requests.

ME Radio Access Network Core Network

Proposed change affects: UICC apps |:|

Title: Introduction of Multilateration

Source to WG: Ericsson LM
Source to TSG: R6

Work item code: ePOS_GERAN-Core Date: 2016-11-14

Category: B Release: Rel-14
Use one of the following categories: Use one of the following releases:
F (correction) Rel-8 (Release 8)
A (mirror corresponding to a change in an earlier Rel-9  (Release 9)
release) Rel-10 (Release 10)

B (addition of feature),

C (functional modification of feature)

D (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.

Rel-11 (Release 11)
Rel-12 (Release 12)
Rel-13 (Release 13)
Rel-14 (Release 14)

Reason for change: Introduction of the enhanced positioning feature known as Multilateration.

Summary of change:

A description of the Multilateration feature is provided.

Consequences if not
approved:

The Multilateration feature will not be supported

Clauses affected: 3.2,4,4.2.5 (new), 5.5.2,5.5.4, 8.1a, 8.2, 9.6 (new), 9.6.1(new), 9.6.2(new),

9.6.3(new), 9.6.4new)

Y|N
Other specs X

TS 44.060 CR 1631
TS 44.018 CR 1048
TS 48.018 CR 0430
TS 48.008 CR 0410
TS 49.031 CR 0066
TS 44.031 CR 0227
TS 24.008 (draft)

Other core specifications

affected:
(show related CRs)

Other comments:

Test specifications
O&M Specifications

TS/TR...CR ...
TS/TR...CR ...




3.2 Abbreviations

For the purposes of the present document, the following abbreviations and the abbreviations given in 3GPP TS 21.905
apply.

2G- Second Generation

3G- Third Generation

A Interface between GERAN BSS and MSC
A-GNSS Assisted GNSS

A-GPS Assisted GPS

ATD Absolute Time Difference

BDS BeiDou Navigation Satellite System

BSSLAP Base Station System Application Part
BSSAP-LE Base Station System Application Part LCS Extension
CBC-BSC Interface between CBC and BSC

CBC-SMLC Interface between CBC and SMLC

D-GPS Differential GPS

E-OTD Enhanced Observed Time Difference

GNSS Global Navigation Satellite System (e.g. GPS, Galileo)
Tu Interface between GERAN BSS and 3G Core Network
Tu-cs Interface between GERAN BSS and 3G MSC
Tu-ps Interface between GERAN BSS and 3G SGSN
Gb Interface between GERAN BSS and SGSN

Lb Interface between SMLC and BSC

LCCF Location Client Control Function

LCF Location Client Function

LSBcF Location System Broadcast Function

LSCF Location System Control Function

LSOF Location System Operation Function

MTA Multilateration Timing Advance

PCF Position Calculation Function

PRCF Positioning Radio Co-ordination Function
PRRM Positioning Radio Resource Management
PSMF Positioning Signal Measurement Function

RIT Radio Interface Timing

RRLP Radio Resource Link Protocol

RTD Real Time Difference

SMSCB Short Message Service Cell Broadcast
SMLCPP Serving Mobile Location Center Peer Protocol
TA Timing Advance

UDT SCCP Unitdata message

Um GERAN Air Interface

UTC Universal Coordinated Time

U-TDOA Uplink Time Difference of Arrival



4 Main concepts

A general description of location services and the service requirements is given in the specification 3GPP TS 22.071.
By measuring radio signals the capability to determine the geographic location of the mobile station (MS) shall be
provided. The location information may be requested by and reported to a client (application) associated with the MS,
or by a client within or attached to the Core Network. The location information may also be utilised internally by
GERAN, for example to support features such as home location billing. The location information shall be reported in
standard formats, such as those for cell based or geographical coordinates of the location of the MS.

It shall be possible for the majority of the MS (active or idle) within a network to use the feature without compromising
the radio transmission or signalling capabilities of the GERAN.

Five positioning mechanisms are supported for LCS: Timing Advance (TA), Enhanced Observed Time Difference
(E-OTD), Global Navigation Satellite System (GNSS) based positioning (A-GNSS), Uplink Time Difference Of
Arrival (U-TDOA) and Multilateration Timing Advance (MTA)

4.2 Standard LCS Methods

4.21 Timing Advance

The TA is based on the existing Timing Advance (TA) parameter. The TA value is known for the serving BTS. To
obtain TA values in case the MS is in idle mode a special procedure, not noticed by the GSM subscriber (no ringing
tone), is set up. The cell-ID of the serving cell and the TA is returned as the result of the TA.

TA may be used to assist all positioning mechanisms.

4.2.2 Enhanced Observed Time Difference (E-OTD) positioning
mechanism

The E-OTD method is based on measurements in the MS of the Enhanced Observed Time Difference of arrival of
bursts of nearby pairs of BTSs. For E-OTD measurement synchronization, normal and dummy bursts are used. When
the transmission frames of BTSs are not synchronized, the network needs to measure the Real or Absolute Time
Differences (RTDs or ATDs) between them. To obtain accurate trilateration, E-OTD measurements and, for
non-synchronized BTSs, RTD or ATD measurements are needed for at least three distinct pairs of geographically
dispersed BTSs. Based on the measured E-OTD values the location of MS can be calculated either in the network or in
the MS itself, if all the needed information is available in MS.

4.2.3 Global Navigation Satellite System (GNSS) based positioning
mechanism
Global Navigation Satellite System (GNSS) refers to satellite systems that are set up for positioning purposes. Systems

belonging to this category, that are operational today or will be in the near future are e.g., GPS, Galileo, Satellite Based
Augmentation Systems (SBAS), Modernized GPS, Quasi Zenith Satellite System (QZSS), GLONASS and BDS.

A mobile station with GNSS measurement capability may operate in an autonomous mode or in an assisted mode for
example MS-assisted or MS-based mode. In autonomous mode MS determines its position based on signals received



from GNSS without assistance from network. In assisted mode, MS receives assistance data from network. MS may
support one or several GNSSs and the assistance data content may vary depending on this capability.

A-GNSS refers to a concept which supports several global navigation satellite systems and their different navigation
signals, including e.g. GPS, Galileo, Satellite Based Augmentation Systems (SBAS), Modernized GPS, Quasi Zenith
Satellite System (QZSS), GLONASS and BDS. The assistance data shall enable combined usage of satellite signals
belonging to different GNSS or simple usage of one GNSS system independently from the other.

424 Uplink Time Difference of Arrival (U-TDOA) positioning mechanism

The U-TDOA positioning method is based on network measurements of the Time Of Arrival (TOA) of a known signal
sent from the mobile and received at three or more LMUs. The known signal is the normal bursts generated by a mobile
while in the dedicated mode; either on the SDCCH or TCH. The method requires LMUSs in the geographic vicinity of
the mobile to be positioned to accurately measure the TOA of the bursts. Since the geographical coordinates of the
measurement units are known, the mobile position can be calculated via hyperbolic trilateration. This method will work
with existing mobiles without any modification.

4.2.5 Multilateration Timing Advance

This positioning method is based on one or more BSS acquiring Timing Advance (TA) information from a set of cells
selected by the MS wherein the MS is triggered to perform MTA as a result of receiving a RRLP message from an
SMLC indicating the MTA positioning method is to be used (see sub-clause 9.6.1). The MS sends an access request
indicating “Multilateration Timing Advance” in each of the cells it selects for performing the Multilateration Timing
Advance procedure.

552 SMLC

The SMLC is either a separate network element of GERAN or integrated functionality in BSC that contains
functionality required to support LCS. The SMLC manages the overall co-ordination and scheduling of resources
required for the location of a mobile. It also calculates the final location and velocity estimate and estimates the
achieved accuracy. The SMLC may control a number of LMUs for the purpose of obtaining radio interface
measurements to locate or help locate MS subscribers in the area that it serves. The SMLC is administered with the
capabilities and types of measurement produced by each of its LMUs (only applicable for positioning methods that
makes use of LMUs).

5.5.4 LMU

The LCS Measurement Unit (LMU) entity makes measurements (e.g. of radio signals) and communicates these
measurements to the SMLC (e.g. the PRCF). The LMU contains a PSMF and may also perform calculations associated
with the measurements. The LMU may make its measurements in response to requests (e.g. from the SMLC), or it may
autonomously measure and report regularly (e.g. timing of BTS transmissions) or when there are significant changes in
radio conditions (e.g. changes in the RTD). There may be one or more LMUs associated with the SMLC and an LCS
request may involve measurements by one or more LMUs. LMU functionality may be integrated in a BTS. The MTA
positioning method does not make use of LMU .

An LMU makes radio measurements to support one or more positioning methods; these assistance measurements are
specific to all MSs in a certain geographic area. All location and assistance measurements obtained by an LMU are
supplied to the SMLC associated with the LMU. Instructions concerning the timing, the nature, and any periodicity of
these measurements are either provided by the SMLC or are pre-administered in the LMU.



The following assistance measurement obtained by an LMU has a generic status usable by more than one position
method:

- Radio Interface Timing measurements — comprise Absolute Time Differences (ATDs) or Real Time Differences
(RTDs) of the signals transmitted by Base Stations, where timing differences are measured relative to either
some absolute time difference (ATD) or the signals of another Base Station (RTD).

8.1a  Information Transfer between an SMLC and a Target MS in
the PS Domain in A/Gb mode

An SMLC uses the procedure shown below in order to obtain the MS position or positioning measurements from a
target MS or transfer location assistance information to a target MS in the PS domain after a request has been received
from the BSS serving the target MS.

SMLC BSS SGSN MS
1] BSSMAP-LE Connection Oriented
Inf. (BSSLAP MS Position
Command [RRLP Message])
g
2 | BSSGP Position Command
(RRLP Message)
P
3] LLC UI Frame (TOM
Message [RRLP
Message])
4] LLC UI Frame (TOM
Message [RRLP
. Message])
5| BSSGP Position Response
(RRLP Message)
6 ‘BSSMAP-LE Connection Oriented
Inf. (BSSLAP MS Position
Response [RRLP Message])

Figure 16a: Information Transfer between an SMLC and a Target MS in PS Domain

1) The SMLC passes a BSSAP-LE Connection Oriented Information message to the serving BSS containing an
embedded BSSLAP MS Position Command with an RRLP message parameter. The message is transferred using
the SCCP connection established between the SMLC and BSS for positioning the target MS. If the RRLP
message is larger than the RRLP maximum PDU size, RRLP pseudo-segmentation shall be used. The SMLC
shall indicate in the positioning command bit in the RRLP flags IE in the BSSLAP MS Position Command
whether the embedded RRLP message contains a positioning command versus a non-command — e.g.
positioning assistance data.

2) The BSS relays the embedded RRLP message and the RRLP flags IE to the SGSN inside a BSSGP Position
Command message. When the BSSGP Position Command message has been transferred, the BSS shall start a
positioning supervision timer if not already in progress or restart if the timer is already in progress. If the timer
expires before the final response in step 5 is received, the BSS shall return a BSSAP-LE Connection Oriented
Information message to the SMLC containing a BSSLAP Abort with a cause of BSS timeout.

3) The SGSN receives the RRLP message in the BSSGP Position Command message and relays it to the MS in an
LLC UI frame. The TOM protocol with SAPI TOMS is used for transfer of RRLP messages. The positioning
command bit from the RRLP flags IE in the BSSGP message is also relayed using the C/R bit in the TOM



header (see 3GPP TS 44.031 [15]). The received C/R bit may be ignored by the MS or used for implementation
purposes.

4) When the target MS has positioning information to return to the SMLC, it sends an LLC UI Frame to the SGSN
containing an embedded RRLP message. The TOM protocol is used for transfer of RRLP messages. If the RRLP
message is larger than the RRLP maximum PDU size, RRLP pseudo-segmentation shall be used. If the RRLP
pseudo-segmentation is used, the MS shall send several RRLP messages. In each message the MS shall indicate
in the C/R bit in the TOM protocol header whether it is the final response or not. The final response shall be the
last RRLP message that the MS expects to send in response to RRLP messages received so far from the SMLC.
In the final message the MS shall indicate that it is the final response by setting the appropriate RRLP flag. For
the MTA positioning method the MS does not send a RRLP message in response to the RRLP message it
receives in step 3.

5) The SGSN relays the RRLP message to the BSS. The RRLP message is sent in a BSSG Position Response
message. The C/R bit from the TOM header is relayed using the final response bit in the RRLP flags IE in the
BSSGP message.

6) If the timer started in step 2 has already expired, the BSS discards the RRLP message received in step 5.
Otherwise, the BSS relays the RRLP message and the RRLP flags IE to the SMLC inside a BSSLAP MS
Positioning Response message contained in a BSSAP-LE Connection Oriented Information message. If the
SMLC indicated a positioning command in the most recent message to be transferred in step 1 and the MS has
indicated a final response, the BSS may add additional measurement information to the BSSLAP MS Position
Response in the last BSSAP-LE message. The BSS shall stop the supervision timer started in step 2 when the
final response from the MS has been transferred. The SMLC may transfer a further RRLP message to the MS
(e.g. containing assistance data or a positioning command) according to steps 1, 2, and 3 and the MS may return
a subsequent response according to steps 4, 5, and 6. Steps 4-6 are repeated if the RRLP pseudo-segmentation is
used for the uplink message.

8.2 Information Transfer between an SMLC and a BSC

An SMLC uses the procedure shown below in order to obtain positioning related information from the BSC serving a
particular target MS after a positioning request has been received from the BSC. This procedure applies to positioning
of an MS in both the CS and the PS domains.

1. SCCP DT1 [BSSMAP-LE Connec’tin
Oriented Information]

<

2. SCCP DT1 [BSSMAP-LE Connectidn
Oriented Information]

Figure 17: Information Transfer between an SMLC and a BSC

1) The SMLC passes a BSSAP-LE Connection Oriented Information message to the BSC containing an embedded
BSSLAP message. The BSSAP-LE message is transferred using the SCCP connection previously established
between the SMLC and BSC when the positioning request for the target MS was initially sent to the SMLC. The
BSC recognizes that it is the final destination due to the presence of the embedded BSSLAP message.

2) When the BSC has positioning information for the target MS to return to the SMLC, it sends a BSSAP-LE
Connection Oriented Information message to the SMLC containing an embedded BSSLAP message. The
message is sent using the SCCP connection previously established for positioning the target MS. For the MTA
positioning method the BSC may not include an embedded BSSLAP message in the BSSAP-LE Connection
Oriented Information message it sends to the SMLC.



9.6 MTA Positioning Procedures

9.6.1 General procedure

This positioning method is based on one or more BSS acquiring Timing Advance (TA) information from a set of cells
selected by the MS wherein the MS is triggered to perform MTA as a result of receiving a RRLP message from an
SMLC indicating the MTA positioning method is to be used. The RRLP message may include network assistance
information that indicates one or more suitable neighbour cells, including which of the indicated neighbour cells are co-
sited cells, targeted positioning accuracy in the form of number of cells involved, required MS Transmission Accuracy,
neighbour cell specific RACH/EC-RACH control parameters 'as well as as an assignment of a Short ID to be used
during the TA estimation procedure. Based on signal strength the MS autonomously selects which subset of the cells
identified by the network assistance information (if any) to use for MTA and may also select one or more additional
cells not identified within the triggering RRLP message to perform MTA. In each of the selected cells the MS performs
packet access for the BSS to be able to estimate a TA value for that particular cell. All TA estimations made by a BSS
for any given MS performing MTA are relayed to the serving SMLC along with the identity of the reporting cell
thereby allowing the SMLC to estimate the position of the target MS. The MTA procedure is only applicable for the PS
domain in A/Gb-mode.

9.6.2 Multilateration Timing Advance Request

The signalling flow is generic irrespective if the MS is in Packet Idle or Packet Transfer mode. If the MS is in Packet
Idle mode, the SGSN initiates paging towards the MS and indicates in the page that the device is being paged for
positioning. This triggers the MS to start the cell re-selection procedure unless a cell re-selection has been performed up
to 60 seconds prior to receiving the paging request message indicating paging for positioning method, selects the “best”
cell, and send a page response to the SGSN. The signaling flow in Figure 38 below applies to integrated and standalone
SMLCs in a packet switched network.
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Figure 38: MTA positioning procedures in the PS domain

1. The SGSN sends a BSSGP PERFORM-LOCATION-REQUEST to the BSC serving the MS.

2. The BSC sends the SMLC a BSSMAP-LE Perform Location Request message that includes the LCS capability
IE and the BSS Multilateration Capabiliity IE. If available, the BSC also includes the cell-ID and TA value of
the serving cell.

3. Based on the serving cell the SMLC includes assistance data, if any, in an RRLP MULTILATERATION
REQUEST message and sends the message to the MS (tunnelled via the BSS and the SGSN, see sub-step below
and sub-clause 8.1a for the general description).

3a. The SMLC passes a BSSAP-LE Connection Oriented Information message to the serving BSS containing an
indication of the type of Multilateration method, a Multilateration Positioning Method timer and an
embedded BSSLAP MS Position Command with an RRLP message parameter including the RRLP
MULTILATERATION REQUEST message.

3b. The BSS relays the embedded RRLP message and the RRLP flags IE to the SGSN inside a BSSGP Position
Command message. When the BSSGP Position Command message has been transferred, the BSS shall start a
Multilateration supervision timer for the associated SCCP connection corresponding to the value indicated by
the Multilateration Poisitioning Method timer field and upon expiery release the connection.

3c. The SGSN receives the RRLP message in the BSSGP Position Command message and relays it to the MS in
an LLC UI frame.

4. The RRLP application in the MS examines the RRLP MULTILATERATION REQUEST message and if
assistance data is present uses the assistance data to autonomously select which subset of these sets of cells it
shall use to perform Multilateration. The MS may also select one or more additional cells not provided by the
RRLP MULTILATERATION REQUEST message.

5. The MS sends an access request indicating “Multilateration Timing Advance” in the serving cell and in each of
the cells it selects for performing the Multilateration Timing Advance procedure.

eNew SI and EC-SI information shall indicate whether or not a cell supports the Multilateration Timing
Advance procedure using either the RLC Data Block Transmission method or the Extended Access
Burst method. This indication may also be included for each of the cells identified by the assistance
information sent to the MS in the Multilateration RRLP message.



o The inclusion of a Short ID for one or more cells in the assistance information included within the
Multilateration Timing Advance Request RRLP message indicates the MS is to use Extended Access
Burst method when performing Multilateration Timing Advance for those cells (if they are used in the
procedure). In the absence of Short ID information for any cell the MS selects for performing
Multilateration Timing Advance, it shall use the RLC Data Block Transmission method therein.

e When performing the Multilateration Timing Advance procedure using the RLC Data Block
Transmission method a MS sends a single MCS-1 coded RLC data block that conveys the MS identity
(TLLI), “Source Identity” information (i.e. the “Cell Identity” and “Location Area Code” (LAC)
received in EC-SI2/SI13 of the cell in which it was triggered to perform Multilateration) and “MS
Transmission Accuracy” (applicable to when it transmitted the RLC data block). The RLC data block
sent during the Multilateration Timing Advance procedure does not contain an LLC PDU.

e When performing the Multilateration Timing Advance procedure using the Extended Access Burst
method a MS sends an extended access burst wherein the payload space conveys the MS identity
(Short ID) and “MS Transmission Accuracy” (applicable to when it transmitted the extended access
burst). The Extended Access Burst method is only used for cells belonging to the serving BSS.

6. Ifthe BSS has a context for the indicated MS Identity (Short ID or TLLI) i.e. it triggered the current
Multilateration Timing Advance procedure for the indicated MS Identity) it realizes it is the serving BSS and
sends its default SMLC a “BSSMAP-LE Connection Oriented Information” message containing “Multilateration

Timing Advance”, “MS Transmission Accuracy”, “BTS Reception Accuracy Level” and “Cell Identifer”
information.

If the BSS has no context for the indicated MS Identity, it realizes it is a non-serving BSS and sends the MSC a
“BSSAP-LE Connectionless Information” message. The MSC then forwards the “BSSAP-LE Connectionless
Information” message to the serving BSS (identified by the “Network Element Identity (target)” IE in the
“BSSAP-LE Connectionless Information” message). The serving BSS then sends its default SMLC a
“BSSMAP-LE Connection Oriented Information” message containing “Multilateration Timing Advance”, “MS

99 <

Transmission Accuracy”, “BTS Reception Accuracy Level” and “Cell Identifer” information.
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7. The serving SMLC collects all “TA Information”, “MS Transmission Accuracy”, “BTS Reception Accuracy
Level” and “Cell Identifier” information associated with a given MS for up to the length of the Multilateration
Positioing Method timer after triggering the Multilateration Timing Advance procedure for that MS and then
determines the location.

8. The SMLC then sends the serving BSS a “BSSMAP-LE Perform Location Response” message and includes the
determined location information in the “Location Estimate” IE.

9. The serving BSS sends the SGSN a “BSSGP PERFORM-LOCATION-RESPONSE PDU” message that includes
the identified MS location in the “Location Estimate” IE.

9.6.3 Error Handling for MTA

Case 1:  When the SMLC sends the BSSAP-LE Connection Oriented Information message containing the RRLP
Multilateration Request messages to the BSS and the BSS cannot support the procedure it will send a
BSSLAP reject message to the SMLC.

Case2:  When the BSC forwards the RRLP Multilateration Request message in an BSSGP Position Command
message the Multilateration supervision timer is started. After this, if the BSS determines that the current
location procedure cannot be continued, the BSS sends an abort message to the SMLC. The determination
that an MS reselection to a new cell has occurred is not a reason for the BSS to abort the procedure.



Case 3: If the Multilateration supervision timer times out in BSS before any “Multilateration Timing
Advance”, “MS Transmission Accuracy”, “BTS Reception Accuracy Level” and “Cell Identifer”
information for the target MS is sent to the SMLC, the BSS shall send a BSSLAP Abort to the SMLC.
The location service attempt may then be restarted from the LCS Client, VMSC, or
SGSN.

SMLC BSS SGSN MS

1. RRLP Request

2. RRLP Request
Reject {case 1) s

- - 3. RRLP Request
Multilateration

supervision
timer started

Abort (case 2)

Multilateration Timing Advance
procedure

BSSAP-LE Connection
Oriented Information
message

Multilateration
supervision
timer expired

Abort (case 3)

Figure 39: Error Handling for the SMLC in PS domain

9.6.4 Provisioning of assistance data

The MS is triggered to perform the Multilateration Timing Advance procedure through reception of a new
Multilateration Timing Advance Request RRLP message sent by the SMLC where the MS is assumed to be in the best
serving cell upon reception of the RRLP message. The Multilateration Timing Advance Request RRLP message may
include network assistance information that consists of multiple sets of cells which the MS may take into account when
performing Multilateration Timing Advance. Additional assistance information may also be included in the
Multilateration Timing Advance Request RRLP message and may be generated by the SMLC using implementation
specific methods or acquired from the serving BSS. Some examples of additional assistance information include
information about suitable neighbour cells, an indication of which of the indicated neighbour cells are co-sited cells,
requested accuracy of the positioning procedure in the form of number of cells involved, required MS Tranmission
accuracy, neighbour cell specific RACH/EC-RACH control parameters as well as an assignment of a Short ID to be
used during the TA estimation procedure. The MS autonomously selects the set of cells to use for performing the
Multilateration Timing Advance procedure which may include a subset of the cells identified by the assistance
information. The sending of assistance data improves the location accuracy for the Multilateration Timing Advance
procedure and decreases the energy consumed in the MS to perform the positioning.
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ROUTE DES LUCIOLES; F-06921 SOPHI, vol. TSG RAN, No. Busan,
Corea; 20160613 — 20160616 12 de junio de 2016 (2016-06-12),
XP051103882, Recuperado de Internet:

URL:http://www.3gpp.org/ftp/Meetings 3GPP SYNC/RAN/Docs/

[recuperado en 2016-06-12] citado en la solicitud
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D4

D5

11

ERICSSON: “Posicionamiento de multiples ramas a base de tiempo
avanzado para NB-loT”, 3GPP DRAFT; R1-167426 -
POSICIONAMIENTO DE MULTIPLES RAMAS A BASE DE TIEMPO
AVANZADO PARA NB-IOT, PROYECTO DE ASOCIACION DE 32
GENERACION (3GPP), CENTRO DE COMPETENCIA MOVIL; 650,
ROUTE DES LUCIOLES; F-06921 SOPHIA-ANTIPOL, vol. RAN WG1, no.
Gothenburg, Suecia; 20160822 — 20160826 21 de agosto de 2016 (2016-
08-21), XP051125896, Recuperado de internet:

URL:http://www.3gpp.org/ftp/Meetings 3GPP SYNC/RAN1/Docs/

[recuperado en 2016-08-21] citado en la solicitud

ERICSSON LM: “Introducciéon de Multilateracion”, 3GPP DRAFT; R6-
160274 CR 43.059 INTRODUCCION DE MULTILATERACION USANDO
AVANCE EN TIEMPO, PROYECTO DE ASOCIACION DE 32
GENERACION (3GPP), CENTRO DE COMPETENCIA MOVIL; 650,
ROUTE DES LUCIOLES; F-06921 SOPHIA-ANTIPOL, vol. TSG RAN, no.
Reno, Nevada EE.UU.; 20161114 — 20161118 18 de noviembre de 2016
(2016-11-18), XP051198956, Recuperado de internet:

URL:http://www.3gpp.org/ftp/tsg ran/\WG6 legacyRAN/TSGR6-02/Docs/

[recuperado en 2016-11-18] citado en la solicitud

D1 es considerado como el mas cercano en el arte previo a la materia
objeto de la reivindicacion 1, y divulga:

Un Nodo de Soporte de Servicio GPRS, SGSN, (ver parrafo 6: SGSN)
configurado para interactuar con un Subsistema de Estacién Base, BSS
(ver parrafo 5: BSS), el SGSN comprende:

un procesador; y

una memoria que almacena instrucciones ejecutables por procesador, en

donde el procesador interactia con la memoria para ejecutar las
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1.2

1.3

instrucciones ejecutables por procesador, por lo cual el SGSN es operable
para:

recibir (ver parrafo 6: La entidad BSSGP en el SGSN extrae el mensaje
RRLP embebido (es decir, el componente de “Solicitud de Multilateracion”)
del IE “RRLP APDU” recibido en el “PDU DE POSICION-COMANDO
BSSGP” y lo envia a la entidad de protocolo TOM), del BSS, una Unidad
de Datos de Protocolo PDU de Servicio de Radio de Paquete General BSS,
GPRS, Protocolo, BSSGP, POSICION-COMANDO (ver parrafo 10.5.4:
PDU DE POSICION-COMANDO) que comprende (i) una Unidad de Datos
de Protocolo de Aplicacion, APDU, de Servicios de Ubicacion de Recurso
de Radio, RRLP (ver parrafo 11.3.49: APDU RRLP) con un mensaje de
Solicitud de Servicios de Ubicacion de Recurso de Radio embebidos,
RRLP, Avance de Tiempo de Multilateracion, MTA (ver parrafo 6: mensaje
RRLP embebido) para un dispositivo inalambrico objetivo (ver parrafo 6:
MS), y (ii) un indicador que el dispositivo inalambrico objetivo va a realizar
un procedimiento de Avance de Tiempo de Multilateracion (ver parrafo 4.8:
Solicitud de Multilateracién MTAO).

La materia objeto de la reivindicacion 1, por lo tanto, difiere de este SGSN
conocido en que el indicador es un Elemento de Informacion de
Temporizador de Multilateracion que incluye una indicacion que el SGSN
va a empezar un temporizador, y, por lo tanto, es novedosa (Articulo 33(2)
del PCT).

El problema a resolver por la presente invencion puede ser considerado
en como evitar la entrega no exitosa de datos de enlace descendente o
mensajes de paginacion cuando el MS no es alcanzado mientras se

realizan procedimientos MTA
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1.4

La solucion a este problema propuesta en la reivindicacion 1 de la presente
solicitud se considera que involucra un nivel inventivo (Articulo 33(3) del
PCT) por las siguientes razones:

Ninguno de los documentos disponibles en el arte previo ensefia o sugiere
el uso de esas caracteristicas adicionales para proponer evitar la entrega
no exitosa de datos de enlace descendente 0 mensajes de paginacion
cuando el MS no es alcanzado mientras se realizan procedimientos MTA.
D3-D5, citados por el solicitante, no mencionan este problema, y mucho
menos una solucion. La combinacion de D1y D2 (ver D2, parrafos [0031]
y [0037]) obtendria dispositivos y métodos donde el indicador es obtenido
al realizar inspeccion profunda de paquetes (es decir, con el fin de inferir
gue una solicitud RRLP MTA estéa siendo enviada al MS, y por lo tanto, el
MS no estaria disponible) en lugar de incluir un IE MTA adicional para este

propésito.

D1 también divulga el método llevado a cabo por el SGSN, asi como un
correspondiente BSS (ver parrafo 5: BSS) y configurado para enviar el
mensaje recibido por el SGSN

El mismo razonamiento aplica de forma correspondiente a la materia
objeto de las reivindicaciones independientes 3 y 5, las cuales, por lo tanto,
son novedosas (Articulo 33(2) del PCT) e involucran un nivel inventivo
(Articulo 33(3) del PCT).

Las reivindicaciones 2, 4, 6 son dependientes de una 0 mas
reivindicaciones independientes cuya materia objeto es considerada que
es novedosa e inventiva, como se indicé anteriormente, y como tal, dichas
reivindicaciones dependientes también cumplen con los requerimientos del

PCT con respecto a la novedad y el nivel inventivo
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Box No.| Basis of the report
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2-7,9-19, 21, 22 as originally filed
1, 8, 8a, 20 filed with the letter of 30-11-2018

Claims, Numbers
1-6 filed with the letter of 30-11-2018

Drawings, Sheets
1A1-1141 as originally filed

0 asequence listing - see Supplemental Box Relating to Sequence Listing.

3. O The amendments have resulted in the cancellation of:

L1 the description, pages

O the claims, Nos.

I the drawings, sheetsfigs

O the sequence listing (specify):

4. [0 This report has been established as if (some of) the amendments annexed to this report and listed below
had not been made, since either they are considered to go beyond the disclosure as filed, or they were
not accompanied by a letter indicating the basis for the amendments in the application as filed, as
indicated in the Supplemental Box (Rules 70.2(c) and (c-bis)):

L1 the description, pages

O the claims, Nos.

[] the drawings, sheetsfigs

O the sequence listing (specify):

5. O This report has been established:

O taking into account the rectification of an obvious mistake authorized by or notified to this Authority
under Rule 91 (Rules 66.1(d-bis) and 70.2(e)).

0 without taking into account the rectification of an obvious mistake authorized by or notified to this
Authority under Rule 91(Rules 66.4bis and 70.2(e)).
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listed in the Supplemental Box Relating to Top-up Search).
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7. O Supplementary international search report(s) from Authority(ies) hashave been received and taken into
. account in establishing this report (Rule 45bis.8(b) and (c)).

If item 4 applies, some or all of those sheets may be marked "superseded"”.

Box No.V  Reasoned statement under Article 35(2) with regard to novelty, inventive step or industrial
applicability; citations and explanations supporting such statement

1. Statement

Novelty (N) Yes: Claims 1-6
No: Claims

Inventive step (IS) Yes: Claims 1-6
No: Claims

Industrial applicability (I1A) Yes: Claims 1-6
No: Claims

2. Citations and explanations (Rule 70.7):

see separate sheet
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Re ltem V

Reasoned statement with regard to novelty, inventive step or industrial
applicability; citations and explanations supporting such statement

Reference is made to the following documents:

D1 LM ERICSSON: "Multilateration Procedure - TA Only",
3GPP DRAFT: R6-160273 - MULTILATERATION PROCEDURE
- TA ONLY (WAS R6-160261), 3RD GENERATION
PARTNERSHIP PROJECT (3GPP), MOBILE COMPETENCE
CENTRE : 650, ROUTE DES LUCIOLES ; F-06921 SOPHIA-
ANTIPOLIS CE

no. Reno, Nevada USA; 20161114 - 20161118 18 November
2016 (2016-11-18), XP051198955,

Retrieved from the Internet:
URL:http://\MNW.Sgpp.org/ftp/tsg_ran/WG6_legacyRAN/
TSGR6_02/Docs/

[retrieved on 2016-11-18]

D2 US 2012/063464 A1 (MEHTA PRATIK [IN]) 15 March 2012
(2012-03-15)

D3 ERICSSON: "Positioning enhancements for GERAN -
introducing Timing Advance trilateration”,
3GPP DRAFT: RP-161034 - POSITIONING ENHANCEMENTS
FOR GERAN - INTRODUCING TA TRILATERATION, 3RD
GENERATION PARTNERSHIP PROJECT (3GPP), MOBILE
COMPETENCE CENTRE ; 650, ROUTE DES LUCIOLES ;
F-06921 SOPHI

vol. TSG RAN, no. Busan, Korea; 20160613 - 201 60616 12 June
2016 (2016-06-12), XP051103882,

Retrieved from the Internet:
URL:http://www.Sgpp.org/ftp/Meetings_SGPP_SYNC/RAN/Docs/
[retrieved on 2016-06-12]

cited in the application

Form PCT/Separate Sheet/409 (Sheet 1) (EPO-January 2015)
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(SEPARATE SHEET) PCT/IB2018/050650
D4 ERICSSON: "On timing advance based multi-leg positioning for
NB-loT",

3GPP DRAFT; R1-167426 - ON TIMING ADVANCE BASED
MULTI-LEG POSITIONING FOR NB-IOT, 3RD GENERATION
PARTNERSHIP PROJECT (3GPP), MOBILE COMPETENCE
CENTRE : 650, ROUTE DES LUCIOLES ; F-06921 SOPHIA-
ANTIPOL

vol. RAN WG1, no. Gothenburg, Sweden; 20160822 - 20160826
21 August 2016 (2016-08-21), XP051125896,

Retrieved from the Internet:
URL:http://www.3gpp.org/ftp/Meetings_3GPP_SYNC/RAN1/
Docs/

[retrieved on 2016-08-21]

cited in the application

D5 ERICSSON LM: "Introduction of Multilateration”,
3GPP DRAFT:; R6-160274 CR 43.059 INTRODUCTION OF
MULTILATERATION USING TIMING ADVANCE, 3RD
GENERATION PARTNERSHIP PROJECT (3GPP), MOBILE
COMPETENCE CENTRE ; 650, ROUTE DES LUCIOLES ;
F-06921 SOPHIA-ANT

vol. TSG RAN, no. Reno, Nevada USA; 20161114 - 20161118
18 November 2016 (2016-11-18), XP051198956,

Retrieved from the Internet:
URL:http://www.3gpp.org/ftp/tsg_ran/WG6_legacyRAN/
TSGR6_02/Docs/

[retrieved on 2016-11-18]

cited in the application

1 D1 is regarded as being the prior art closest to the subject-matter of claim 1,
and discloses:

1.1 A Serving GPRS Support Node, SGSN, (see paragraph 6: SGSN) configured
to interact with a Base Station Subsystem, BSS (see paragraph 5: BSS), the
SGSN comprising:
a processor; and,
a memory that stores processor-executable instructions, wherein the

Form PCT/Separate Sheet/409 (Sheet 2) (EPO-January 2015)
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1.2

1.3

1.4

processor interfaces with the memory to execute the processor-executable
instructions, whereby the SGSN is operable to:

receive (see paragraph 6: The BSSGP entity in the SGSN extracts the
embedded RRLP message (i.e. the "Multilateration Request" component)
from the "RRLP APDU" IE received in the "BSSGP POSITION-COMMAND
PDU" and sends it to the TOM protocol entity), from the BSS, a BSS General
Packet Radio Service, GPRS, Protocol, BSSGP, POSITION-COMMAND
Protocol Data Unit, PDU, (see paragraph 10.5.4: POSITION-COMMAND
PDU) comprising (i) a Radio Resource Location Services, RRLP, Application
Protocol Data Unit, APDU, (see paragraph 11.3.49: RRLP APDU) with an
embedded Radio Resource Location Services, RRLP, Multilateration Timing
Advance, MTA, Request message (see paragraph 6: embedded RRLP
message) for a target wireless device (see paragraph 6: MS), and (i) an
indicator that the target wireless device is to perform a Multilateration Timing
Advance procedure (see paragraph 4.8: MTAO Multilateration Request).

The subject-matter of claim 1 therefore differs from this known SGSN in that
the indicator is a Multilateration Timer Information Element that includes an
indication that the SGSN is to start a timer, and is therefore new (Article 33(2)
PCT).

The problem to be solved by the present invention may be regarded as how
to avoid unsuccessful delivery of downlink data or paging messages when the
MS is not reachable while performing MTA procedures

The solution to this problem proposed in claim 1 of the present application is
considered as involving an inventive step (Article 33(3) PCT) for the following
reasons:

None of the documents available in the prior art teaches of fairly suggest the
use of those additional features for the purpose of avoiding unsuccessful
delivery of downlink data or paging messages when the MS is not reachable
while performing MTA procedures. D3-D5, cited by the applicant, do not
mention this problem, let alone a solution. The combination of D1 and D2
(see D2, paragraphs [0031] and [0037]) would render devices and methods
where the indicator is obtained by performing deep packet inspection (i.e. so
as to infer that an RRLP MTA request is being sent to the MS, and therefore,
the MS will be unavailable) rather than including an additional MTA |E for this
purpose.

Form PCT/Separate Sheet/409 (Sheet 3) (EPO-January 2015)
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2 D1 also discloses the method carried out by the SGSN, as well as a
corresponding BSS (see paragraph 5: BSS) and configured to send the
message received by the SGSN.

The same reasoning applies correspondingly to the subject-matter of
independent claims 3 and 5, which is therefore new (Article 33(2) PCT) and
involves an inventive step (Article 33(3) PCT).

3 Claims 2, 4, 6 are dependent on one or more independent claims whose
subject-matter is considered as being new and inventive, as discussed above,
and as such said dependent claims also meet the requirements of the PCT
with respect to novelty and inventive step.

Form PCT/Separate Sheet/409 (Sheet 4) (EPO-January 2015)
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30 November 2018
VIAePCT

Authorized Officer Eraso Helguera, J.
European Patent Office

P.B. 5818 Patentlaan 2

NL-2280 HV Rijswijk — Pays Bas
NETHERLANDS

RE: NOTIFICATION OF ONGOING MULTILATERATION TIMING ADVANCE
(MTA) PROCEDURE TO A SERVING GPRS SUPPORT NODE (SGSN)

Applicant: Telefonaktiebolaget LM Ericsson (publ)
PCT Appl.: PCT/IB2018/050650

Filed: 02 February 2018

Priority Date: 02 February 2017

Our Ref.: P71285-W0O1

RESPONSE TO THE FIRST WRITTEN OPINION

Dear Authorized Officer Eraso Helguera, J.:

In response to the First Written Opinion dated 29 March 2018, Applicant
respectfully requests the Authorized Officer to reconsider the claims of this application
in view of the amendments and comments set forth below.

Enclosures

e Replacement claim pages numbered 23-26 (in marked version) and replacement
claim pages numbered 23-24 (in clean version) containing claims 1-6.

s Replacement specification pages numbered 1, 8-8a, and 20 (in marked and clean
versions).

Summary of Written Opinion

The Written Opinion of the International Searching Authority set forth a
reasoned statement with regard to original claims 1-20 of the patent application. The
original claims 2-5, 7-10, 12-15, and 17-20 were found to be novel. In addition, the
original claims 2-4, 7-9, 12-15, and 17-20 were found to have an inventive step.

1




Printed: 07/12/2018 ISOREPLY IB2018050650

However, the original claims 1, 6, 11, and 16 were found to have lacked novelty in view
of document D1. Further, the original claims 1, 5-6, 10-11, and 16 were found to have
lacked an inventive step in view of documents D1 and D2.

Cited References

Document D1: LM Ericsson: “Multilateration Procedure — TA Only”, 3GPP Drait:
R6-160273 ~ Multilateration Procedure — TA _Qnly (was R6-
160261), 3rd Generation Partnership Project (3GPP). MOBILE
COMPETENCE CENTRE; 650, ROUTE DES LUCIOLES; F-
06921 SOPHIA-ANTIPOLIS CEDEX; F-06921 Sophia-Antipolis
CE. no. Reno, Nevada, USA; 20161114-20161118 18 November
2016 (2016-11-18), XP051198955.

Document D1 discioses where a BSS transmits a BSSGP POSITION-
COMMAND PDU to a SGSN. The BSSGP POSITION-COMMAND PDU comprises a
RRLP MTA Request Message which includes a MTAO Multilateration Request.

Document D2: U.S. Patent Publication No. 2012/063464 A1 (Mehta Pratik [IN])
15 March 2012 (2012-03-15)

Document D2 discloses a system and method for providing a mechanism for
control page requests sent in a wireless communication network. The paging controt
mechanism can be implemented in a gateway through a combination of hardware and
software to determine whether packets received at a gateway trigger a page. The
packets received at the gateway are intended for user equipment that is indicated to
be in an idle state with no bearer connection. The paging mechanism controls paging
when paging requests need to be sent. In some communication networks, page
requests can be sent that are not needed because a bearer connection or link is in the
process of being established. The control can be asserted by adding intelligence to the
gateway to determine--on receipt of downlink data or signaling--how to proceed based
on the state of the user equipment and the bearer connection.

30/11/2018
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Summary of Amendments

The original independent claim 1 has been amended to recite original
dependent claim 2 (now canceiled), which was indicated as having novelty, inventive
step, and industrial applicability. No new subject matter has been added to the claim.

The original dependent claims 2-4 have been cancelled (without prejudice). The
original dependent claim 5 has been re-numbered as dependent claim 2.

The re-numbered independent claim 3 (original independent claim 8) has been
amended to recite the original dependent claim 7 (now cancelled), which was indicated
as having novelty, inventive step, and industrial applicability. No new subject matter
has been added to the claim.

The original dependent claims 7-9 have been cancelled (without prejudice). The
original dependent claim 10 has been re-numbered as dependent claim 4, and its
dependency has been updated to re-numbered independent claim 3.

The re-numbered independent claim 5 (original independent claim 11) has been
amended to recite the original dependent claim 12 (now cancelled), which was
indicated as having novelty, inventive step, and industrial applicability. No new subject
matter has been added to the claim.

The original dependent claims 12-15 have been cancelled (without prejudice).

The re-numbered independent claim 6 (original independent claim 16) has been
amended to recite the original dependent claim 17 (now cancelled), which was
indicated as having novelty, inventive step, and industrial applicability. No new subject

matter has been added to the claim.

The original dependent claims 17-20 have been cancelled (without prejudice).
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The replacement specification on page 1 has been amended as follows:

This application is related to the co-filed U.S. Patent Application No. 15/886,727
— entitled “Notification of Delivery of a RRLP Multilateration Timing Advance
Request Message to a Base Station Subsystem (BSS)" (R#12384-US2), which
claims the benefit of priority to U.S. Provisional Application Serial Nos. 62/453,843
and 62/456,991, respectively filed on February 2, 2017 and February 9, 2017.

The replacement specification on page 20 has been amended in a similar

manner as the amendment on page 1.

The replacement specification on page 8 has a reference to the prior art

document D1.

Explanation of the Patentability

The pending amended independent claims 1, 3, and 5-6 all recite subject
matter that has been indicated by the Authorized Officer as having novelty, inventive
step, and industrial applicability. Amended dependent claims 2 and 4 also have
novelty, inventive step, and industrial applicability at least by virtue of their dependence
on amended independent claims 1, 3, and 5-6. '

Accordihgly, Applicant respectfully requests a favourable examination report

for the pending claims 1-6.

Respectfully submitted,
M

Mymy Henderson
Attorney for Applicant
Enclosures:
e Replacement claim pages numbered 23-26 (in marked version) and replacement
claim pages numbered 23-24 (in clean version) containing claims 1-6.
o Replacement specification pages numbered 1, 8-8a, and 20 (in marked and clean

versions).
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NOTIFICATION OF ONGOING MULTILATERATION TIMING ADVANCE (MTA)
PROCEDURE TO A SERVING GPRS SUPPORT NODE (SGSN)

CLAIM OF PRIORITY

This application claims the benefit of priority to U.S. Provisional Application Serial
No. 62/453 843, filed on February 2, 2017, and U.S, Application Serial No. 15/886,616 filed
on February 1, 2018, the entire contents of which are herchy incorporated herein by reference

for all purposes.

RELATED PATENT APPLICATION

This application is related to the co-filed U.S. Patent Application No. 15/886,727
entitled “Notification of Delivery of a RRLP Multilateration Timing Advance Reguest
Message to a Base Station Subsystem (BSS)”, which claims the benefit of priority to U.S.
Provisional Application Serial Nos. 62/433,843 and 62/456,991, respectively filed on February
2, 2017 and February 9, 2017. The entire contents of each of these documents are hereby

incorporated herein by reference for all purposes.

TECHNICAL FIELD

The present disclosure relates generally to the wireless telecommunications field and,
more particularly, to various techniques for cnabling a Base Station System (BSS) to provide
a Serving GPRS Suppert Node (SGSN) with an indication, ¢.g., in the form of a flag or a
timer, within. a BSS General Packet Radio Service (GPRS) Protocol (BSSGP) POSITION-
COMMAND Protocol Data Unit (PDU) that a target wireless device is to perform a
Multilateration Timing Advance (MTA) procedure. The SGSN upon receipt of the BSSGP
POSITION-COMMAND PDU with the indication, e.g., in the form of a flag or a timer, can.
start a timer during which the SGSN will suspend downlink data delivery and paging to the

target wircless device while the target wireless device is performing the MTA procedure.

BACKGROUND
The following abbreviations and term are herewith defined, at Jeast some of which arce

referred to within the following description of the present disclosure.

3GPP 3rd-Generation Partnership Project
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procedure and will therefore not be reachable on the control channel of the specific cell that

the SGSN 112 associates with the MS 104 for which the ready timer 420 is running).

Problem 2: While the ready timer 420 is not running for a given MS 104, the SGSN 112 is
not aware if the MS 104 is still performing a previously triggered Multilateration Tinnng
Advance procedwre. This is a problem because if the MS 104 is currently performing the
previously triggered MTA procedure and the ready timer 420 is not running, then this means
that the MS 104 is not reachable in its current paging arca and that the paging procedure
should therefore not be triggered by the SGSN 112, That is, if the SGSN 112 does trigger
the paging procedure while the MS 104 is currently performing the previously triggered MTA
procedure then the associated paging message will not be received by the MS 104 because
the MS 104 is not listening for pages while performing the MTA procedure (i.e., the MS 104
will be going from cell to cell while performing the MTA procedure and will therefore not
be reachable on the control channels of the cells comprising the paging area that the SGSN
112 associates with the MS 104 for which the ready timer 420 is not running).

Tn view of the foregoing, it can be appreciated that there is a need to address the
aforementioned problems associated with the transparent tunneling between the BSS 108 and
the SGSN 112 when the target MS 104 is being requested to perform a Multilateration Timing
Advance (MTA) procedure. These veeds and other needs are addressed by the present
disclosure.

LM Ericsson: “Muliilateration Procedure -~ TA Only”, 3GPP Draft: R6-160273 ~
Multilateration Procedure — TA Only (was R6-160261), 3rd Generation Partnership Project
(3GPP), MOBILE COMPETENCE CENTRE; 650, ROUTE DES LUCIOLES; F-06921
SOPHIA-ANTIPOLIS CEDEX; F-06921 Sophia-Antipolis CE no. Reno, Nevada, USA;
20161114-20161118 18 November 2016 {2016-11-18), XPOS1198955 discloses where a BSS
transmits a BSSGP POSITION-COMMAND PDU to a SGSN. The BSSGP POSITION-
COMMAND PDU comprises a RRLP MTA Request Message which includes a MTAQ

Multilateration Request.

SUMMARY
A SGSN, a BSS, and various methods for addressing the aforementioned problems are
described in the independent claims. Advantageous embodiments of the SGSN, the BSS, and

the various methods are further described in the dependent claims.
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In one aspect, the present disclosure provides a SGSN configured to interact with a

BSS. The SGSN comprises a processor and a memory that stores processor-executable
imstructions, wherein the processor interfaces with the memory to exccute the processor-
executable instructions, whereby the SGSN is operable to perform a receive operation. In the

5 receive operation, the SGSN receives from the BSS, a BSSGP POSITION-COMMAND PDU
comprising (i) a RRLP APDU with an embedded RRLP MTA Request message for a target
wireless device, and (i) an indicator that the target wireless device is to perform a MTA

procedure. An advantage of the SGSN implementing the receive operation is that when the
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634, stores machine-readable program code executable by the processor 6322 to cause the BSS
602: to perform the step of the above-described method 1300.

In view of the foregoing, it will be appreciated by those skilled in the art that an
objective of the present disclosure is o enable the BSS 602: to provide the SGSN 607 with an
indication 720, 730 (e.g., in the form of a flag 707 or a timer 709), within the BSSGP

POSITION-COMMAND PDU 704 that a target wireless device 6043 (for example) has been

wriggered to perform a MTA procedure. An advantage of the present disclosure is that the

SGSN 607 will be aware of when the target wireless device 6044 is perfornming the MTA
procedure and can as such suspend downlink data delivery and paging to the target wireless
device 6(Ma while the target wircless device 604 is performing the MTA procedure. Another
advantage of the present disclosure is to provide the SGSN 607 with the information (i.¢., that
the wireless device 6043 is being asked to perform a MTA procedure) so that the SGSN 607
can send a BSSGP DL UNITDATA PDU 737 to the BSS 6022 that indicates advanced
positioning procedures arc to be used when receiving a PACCH ack(s) 741 from the target
wireless device 6045, For more details about this advantage, reference is made to the co-filed
U.S. Patent Application No. 15/886,727 entitled “Notification of Delivery of a RRLP
Multilateration Timing Advance Request Message to a Base Station Subsystem (BSS)” which
claims the benefit of priority to U.S. Provisional Application Serial Nos. 62/453,843 and
62/456,991, respectively filed on February 2, 2017 and February 9, 2017. The entire contents
of each of these documents are hereby incorporated herein by reference for all purposes.

It should be appreciated that in the above described embodiments that these
embodiments are exemplary and not mutually exclusive. For example, components from one
embodiment may be tacitly assumed to be present in another embodiment and it will be obvious
to a person skilled in the art how those components may be used in the other exemplary
embodiments.

The exemplary embodiments described herein have been exemplified with Global
System for Mobile telephony (GSM) / Enhanced Data rates for GSM Evolution (EDGE) as
ihe commumications network 600. The core network node 607 has been exemplified herein as
being a Serving GPRS Support Node (SGSN) 607, but generally the core network node 607
may be any type of core network node that is serving the wireless device as well. For example,
for NB-IoT the applicable core network node 607 may also be a Mobility Management Entity

(MME). The radio access network node 602z (controller node 6(12z) has been exemplified

20
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1. A Serving GPRS Support Node (SGSN) (607) configured to interact with a Base

Station Subsystem (BSS) (6022), the SGSN comprising:
5 a processor (646); and,

a memory (648) that stores processor-executable instructions, wherein the processor
interfaces with the memory to execute the processor-executable instructions, whereby the
SGSN is operable to:

receive (1102), from the BSS, a BSS General Packet Radio Service (GPRS) Protocol

10  (BSSGP) POSITION-COMMAND Protocol Data Unit (PDU) (704) comprising (i) a Radio

Resource Location Services (RRLP) Application Protocol Data Unit (APDU) (702) with an

embedded Radio Resource Location Services (RRLP) Multilateration Timing Advance (MTA)

Request message (706) for a target wireless device (6043), and (ii) an indicator (720, 735) that

the target wireless device is to perform a Multilateration Timing Advance procedure, wherein

15 the indicator is a Multilateration Timer Information Element (720) that includes an indication
(707) that the SGSN is to start a timer (708).

2. The SGSN of claim 1, wherein the SGSN is further operable to:
use (1104) the indicator to suspend downlink data delivery and paging to the target
20  wireless device when the target wireless device is expected to be unavailable due to performing

the Multilateration Timing Advance procedure.

3. A method (1100) implemented by a Serving GPRS Support Node (SGSN) (607)

configured to interact with a Base Station Subsystem (BSS) (6022), the method comprising:

25 receiving (1102), from the BSS, a BSS General Packet Radio Service (GPRS) Protocol

(BSSGP) POSITION-COMMAND Protocol Data Unit (PDU) (704) comprising (i) a Radio

Resource Location Services (RRLP) Application Protocol Data Unit (APDU) (702) with an

embedded Radio Resource Location Services (RRLP) Multilateration Timing Advance (MTA)

Request message (706) for a target wireless device (6043), and (ii) an indicator (720, 735) that

30 the target wireless device is to perform a Multilateration Timing Advance procedure, wherein

the indicator is a Multilateration Timer Information Element (720) that includes an indication
(707) that the SGSN is to start a timer (708).

4. The method of claim 3, further comprising:

23
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using (1104) the indicator to suspend downlink data delivery and paging to the target
wireless device when the target wireless device is expected to be unavailable due to performing

the Multilateration Timing Advance procedure.

5. A Base Station Subsystem (BSS) (6022) configured to interact with a Serving
GPRS Support Node (SGSN) (607), the BSS comprising:

a processor (6322); and,

a memory (6342) that stores processor-executable instructions, wherein the processor
interfaces with the memory to execute the processor-executable instructions, whereby the BSS
is operable to:

transmit (1302), to the SGSN, a BSS General Packet Radio Service (GPRS) Protocol
(BSSGP) POSITION-COMMAND Protocol Data Unit (PDU) (704) comprising (1) a Radio
Resource Location Services (RRLP) Application Protocol Data Unit (APDU) (702) with an
embedded Radio Resource Location Services (RRLP) Multilateration Timing Advance (MTA)
Request message (706) for a target wireless device (6043), and (ii) an indicator (720, 735) that
the target wireless device is to perform a Multilateration Timing Advance procedure, wherein
the indicator is a Multilateration Timer Information Element (720) that includes an indication
(707) that the SGSN is to start a timer (708).

6. A method (1300) implemented in a Base Station Subsystem (BSS) (6022)
configured to interact with a Serving GPRS Support Node (SGSN) (607), the method
comprising:

transmitting (1302), to the SGSN, a BSS General Packet Radio Service (GPRS)
Protocol (BSSGP) POSITION—-COMMAND Protocol Data Unit (PDU) (704) comprising (i)
a Radio Resource Location Services (RRLP) Application Protocol Data Unit (APDU) (702)
with an embedded Radio Resource Location Services (RRLP) Multilateration Timing Advance
(MTA) Request message (706) for a target wireless device (6043), and (ii) an indicator (720,
735) that the target wireless device is to perform a Multilateration Timing Advance procedure,
wherein the indicator is a Multilateration Timer Information Element (720) that includes an
indication (707) that the SGSN is to start a timer (708).
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